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FINAL  ENVIRONMENTAL  IMPACT  STATEMENT 
EVOLVED  EXPENDABLE  LAUNCH  VEHICLE  PROGRAM 


a.  Responsible  Agency:  U.S.  Air  Force 

b.  Cooperating  Agency:  Federal  Aviation  Administration  (FAA) 

c.  Proposed  Action:  Implementation  of  the  Evolved  Expendable  Launch  Vehicle  (EELV)  Program 

d.  Inquiries  on  this  document  should  be  directed  to:  Mr.  Jonathan  D.  Farthing,  Chief, 
Environmental  Analysis  Division,  HQ  AFCEE/ECA,  3207  North  Road,  Brooks  Air  Force  Base, 
Texas,  78235-5363,  (210)  536-3668 

e.  Designation:  Final  Environmental  Impact  Statement  (FEIS) 

f.  Abstract:  This  FEIS  has  been  prepared  in  accordance  with  the  National  Environmental  Policy 
Act  to  analyze  the  potential  environmental  consequences  of  the  Proposed  Action  and  the  No- 
Action  Alternative.  The  Proposed  Action  is  the  development,  deployment,  and  operation  of 
EELV  systems.  EELV  systems  would  replace  current  Atlas  IIA,  Delta  II,  and  Titan  IVB  launch 
systems  and  are  intended  to  meet  the  requirements  of  the  U.S.  government  National 
Executable  Mission  Model  (NMM),  both  medium  and  heavy  lift,  at  a  lower  launch  cost  than 
the  present  expendable  launch  systems.  The  proposed  launch  locations  for  the  program  are 
Cape  Canaveral  Air  Station  (AS),  Brevard  County,  Florida,  and  Vandenberg  Air  Force  Base 
(AFB),  Santa  Barbara  County,  California.  Under  the  Proposed  Action,  three  concepts  were 
examined.  Concepts  A  and  B  depict  each  of  the  two  EELV  contractor  concepts.  The 
number  of  launches  analyzed  for  each  of  these  concepts  includes  the  government  NMM,  plus 
16  commercial  launches  per  year.  Under  Concept  A/B,  there  is  no  distinction  between 
government  and  commercial  flights.  For  the  analysis,  each  contractor  is  assumed  to  launch 
50  percent  of  the  combined  total  of  EELV  flights. 

The  No-Action  Alternative  would  be  a  decision  not  to  proceed  with  the  EELV  program.  The 
Atlas  IIA,  Delta  II,  and  Titan  IVB  launch  vehicles  would  support  space  launches  to  meet  the 
requirements  of  the  NMM. 

The  FEIS  includes  analyses  of  potential  impacts  to  local  community  (employment  and 
population),  land  use  and  aesthetics,  transportation,  utilities,  hazardous  materials  and 
hazardous  waste  management,  health  and  safety,  geology  and  soils,  water  resources,  air 
quality  (upper  and  lower  atmosphere),  noise,  orbital  debris,  biological  resources,  cultural 
resources,  and  environmental  justice. 

Under  the  Proposed  Action,  the  number  of  direct  and  indirect  jobs,  and  population  associated 
with  launch  activities  at  both  installations,  would  increase  temporarily.  Thereafter, 
employment  and  population  associated  with  launch  activities  would  decline  as  the 
requirement  for  jobs  associated  with  current  launch  programs  is  phased  out.  No  impacts  to 
land  use,  utility  systems,  or  transportation  networks  are  anticipated.  Although  quantities  of 
hazardous  materials  utilized  and  hazardous  waste  generated  may  increase  under  the 
Proposed  Action  (due  to  the  addition  of  commercial  launches)  over  No-Action  Alternative 
levels,  both  installations  have  appropriate  management  procedures  in  place  in  compliance 
with  applicable  regulations;  therefore,  no  impacts  are  expected.  No  Class  I  ozone-depleting 
substances  (ODSs)  would  be  utilized  under  the  Proposed  Action;  the  use  of  Class  II  ODSs 
would  be  minimized  or  eliminated.  Proposed  Action  construction  activities  at  both 
installations  would  be  coordinated  with  installation  personnel  to  minimize  impacts  to 


remediation  activities  and  the  EELV  program  schedule.  At  both  installations,  procedures  are 
In  place  to  respond  to  launch-related  failures.  Using  procedures  established  for  existing 
launch  systems,  risks  to  installation  personnel  and  the  general  public  have  been  minimized  to 
acceptable  levels  during  normal  and  aborted  launches,  in  accordance  with  Eastern  and 
Western  Range  127-1,  Range  Safety  Requirements. 

Appropriate  erosion  control  measures  (proper  construction  practices  and  compliance  with 
permit  requirements)  would  be  implemented  to  reduce  the  potential  for  impacts  to  soils, 
geology,  and  water  resources.  A  Storm  Water  Pollution  Prevention  Plan  would  be  required  at 
both  installations.  Under  both  concepts,  water  would  be  recycled  after  launch  or  disposed  of 
in  accordance  with  applicable  requirements.  Under  Concepts  B  and  A/B  (for  some 
commercial  launches),  as  well  as  the  No-Action  Alternative,  effects  from  deposition  of 
hydrochloric  acid  (HCI)  and  aluminum  oxide  are  expected  to  be  minimal. 

During  construction  activities,  there  would  be  a  short-term,  temporary  increase  of  local 
concentrations  of  criteria  pollutants.  Peak  launch  year  emissions  would  not  be  sufficient  to 
jeopardize  the  attainment  status  for  criteria  pollutants  at  either  installation.  EELV  systems 
would  have  lower  emissions  per  launch  than  No-Action  Alternative  systems,  and  no  adverse 
impacts  are  anticipated.  Because  Vandenberg  AFB  is  within  an  area  designated  by  the  U.S. 
Environmental  Protection  Agency  as  in  severe  nonattainment  for  ozone,  EELV  activities  must 
comply  with  Clean  Air  Act  requirements  mandating  that  federal  actions  comply  with  the 
applicable  State  Implementation  Plan  (SIP)  to  achieve  attainment.  In  addition  to  releases  of 
ozone  In  the  lower  atmosphere  impacting  the  SIP,  impacts  in  the  stratosphere  were  studied. 
Under  Concept  A,  launches  would  produce  no  estimated  emissions  of  ODSs,  and  therefore 
would  not  contribute  to  any  degradation  of  the  stratospheric  ozone  layer.  For  some  Concept 
B  and  A/B  commercial  launches  and  for  some  No-Action  Alternative  launches  involving  use  of 
solid  rocket  motors,  alumina  particulates  and  chlorine  compounds  would  be  emitted  into  the 
stratosphere;  however,  these  amounts  would  be  minimal,  and  no  adverse  impacts  are 
expected.  Launch  and  sonic  boom  noise  would  be  short-term  and  temporary,  and  no  impacts 
to  structures  or  humans  are  anticipated.  A  small,  incremental  contribution  to  the  existing 
orbital  debris  population  could  occur  under  the  Proposed  Action  and  the  No-Action 
Alternative;  however,  all  EELV  program  vehicles  would  be  designed  to  minimize  orbital 
debris. 

At  both  installations,  impacts  to  vegetation  and  wildlife  would  be  minimal.  At  Vandenberg 
AFB,  short-term  impacts  could  occur  to  wildlife  exposed  to  sonic  booms;  launches  require  a 
marine  mammal  take  permit  from  the  National  Marine  Fisheries  Service;  permit  requirements 
may  include  monitoring  during  launches.  Wetland  areas  that  could  be  affected  by  Proposed 
Action  construction  activities  under  Concept  A  would  be  mitigated  in  accordance  with  permit 
requirements.  Under  Concept  B,  dredging  activities  at  the  South  Vandenberg  AFB  Boat  Dock 
area  would  require  a  permit  and  could  temporarily  affect  sea  otters,  harbor  seals,  and  brown 
pelicans.  Construction  associated  with  the  Proposed  Action  at  Cape  Canaveral  AS  would 
not  affect  any  National  Register  of  Historic  Places  (National  Register)-listed  or  -eligible 
prehistoric  or  historic  archaeological  sites,  or  archaeologically  sensitive  areas.  No  traditional 
resources  have  been  identified  in  the  Area  of  Potential  Effect  (APE)  at  either  installation. 
Under  Concept  B,  one  facility  that  would  require  modification  (Hangar  C)  may  possess 
historical  significance;  a  determination  is  pending.  Mitigations,  if  required,  would  be 
developed  in  consultation  with  the  Florida  State  Historic  Preservation  Officer.  Construction 
associated  with  Concept  B  at  Vandenberg  AFB  would  occur  at  Space  Launch  Complex-6, 
which  is  an  archaeologically  sensitive  area.  Ground-disturbing  activities  would  require 
archaeological  and  Native  American  monitoring.  Because  no  construction  or  facility 
modifications  are  proposed  under  the  No-Action  Alternative,  there  would  be  no  effects  to 
historic  properties.  Activities  associated  with  the  Proposed  Action  and  the  No- Action 
Alternative  would  not  cause  disproportionately  high  and  adverse  impacts  to  low-income  and 
minority  populations. 


SUMMARY 


PURPOSE  OF  AND  NEED  FOR  ACTION 

The  primary  requirement  of  the  Evolved  Expendable  Launch  Vehicle  (EELV) 
program  is  to  provide  the  capability  for  lifting  medium  {2,500  to  17,000 
pounds)  and  heavy  (13,500  to  41,000  pounds)  payloads  to  orbit  according  to 
the  National  Executable  Mission  Model  (NMM)  for  government  space 
launches  at  lower  recurring  costs  than  those  of  current  expendable  systems. 
The  EELV  would  replace  current  Atlas  IIA,  Delta  II,  and  Titan  IVB  launch 
vehicles  meeting  the  NMM.  The  EELV  would  be  DoD's  source  of  expendable 
medium  and  heavy  spacelift  transportation  to  orbit  through  2020.  EELV 
systems  would  provide  capabilities  to  launch  unmanned  DoD,  National 
Aeronautics  and  Space  Administration  (NASA),  and  other  payloads  to  orbit. 

The  Air  Force  has  prepared  this  environmental  impact  statement  (EIS)  to 
provide  information  on  the  potential  impacts  resulting  from  the  development 
and  operation  of  EELV  systems.  Because  commercial  launches  are  included 
in  the  Proposed  Action,  the  Federal  Aviation  Administration  (FAA)  is  serving 
as  a  cooperating  agency  in  the  preparation  of  this  EIS. 

ALTERNATIVES  INCLUDING  THE  PROPOSED  ACTION 

Proposed  Action.  The  Air  Force  is  considering  participation  in  the  continued 
development  and  deployment  of  EELV  systems.  These  systems  would  be 
unmanned,  expendable  space  launch  systems  evolved  from  existing  systems. 
The  EELV  family  of  vehicles  would  consist  of  medium  launch  vehicles  (MLVs) 
and  heavy  launch  vehicles  (HLVs). 

Cape  Canaveral  Air  Station  (AS),  Florida,  and  Vandenberg  Air  Force  Base 
(AFB),  California,  are  the  only  locations  within  the  United  States  that 
currently  provide  space  launch  capabilities  to  support  the  EELV  program. 

Both  the  MLV  and  HLV  would  be  designed  so  that  all  launch  vehicle 
configurations  could  be  launched  from  both  locations. 

As  a  result  of  the  Air  Force  implementation  of  EELV,  one  or  more  contractors 
may  use  EELV  systems  to  launch  commercial  payloads.  The  proposed 
government  and  commercial  launch  activities  for  both  contractors  are 
discussed  herein  and  their  impacts  analyzed. 

The  government  portion  of  the  EIS  mission  model  is  based  on  the  Air  Force 
Space  Command  (AFSPC)  NMM.  Information  included  in  the  AFSPC  NMM 
for  both  the  east  and  west  coasts  includes  vehicle  types  and  proposed 
payload.  The  commercial  portion  of  the  mission  model  used  in  this  EIS  was 
created  using  commercial  forecasts  from  the  AFSPC  NMM,  the  Commercial 
Space  Transportation  Advisory  Council  (COMSTAC)  projections,  and  FAA 
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estimates.  The  projected  peak  launch  rate  at  Cape  Canaveral  AS  would  be 
achieved  in  2015,  and  the  projected  peak  launch  rate  at  Vandenberg  AFB 
would  be  achieved  in  2007. 

This  EIS  analyzes  three  options  for  implementing  the  Proposed  Action. 
Concepts  A  and  B  depict  each  of  the  two  EELV  contractor  concepts:  that  of 
the  Lockheed  Martin  Corporation  and  that  of  McDonnell  Douglas  Aerospace, 
a  wholly  owned  subsidiary  of  the  Boeing  Company.  The  number  of  launches 
analyzed  for  each  of  these  concepts  includes  the  government  NMM,  plus  16 
commercial  launches  per  year.  Under  these  concepts,  only  one  of  the  two 
contractors  would  continue  to  develop  and  use  an  EELV  system.  The  third 
option.  Concept  A/B,  depicts  a  scenario  under  which  both  contractors  would 
continue  with  the  development  and  use  of  EELV  systems.  Under  Concept 
A/B,  no  distinction  is  made  between  government  and  commercial  flights.  For 
the  EIS  analysis,  each  contractor  is  assumed  to  launch  50  percent  of  the 
combined  total  of  EELV  flights. 

Under  Concept  A,  Space  Launch  Complex  {SLC)“41  at  Cape  Canaveral  AS 
and  SLC-3W  at  Vandenberg  AFB  would  be  utilized  for  EELV  launches.  Under 
Concept  B,  SLC-37  at  Cape  Canaveral  AS  and  SLC-6  at  Vandenberg  AFB 
would  be  utilized  for  EELV  launches.  In  addition  to  the  launch  complexes, 
other  facilities  at  both  locations  would  be  utilized  for  both  concepts.  All  of 
the  facilities  used  for  Concept  A  and  Concept  B  activities  would  be  utilized 
under  Concept  A/B. 

No-Action  Alternative.  The  No-Actlon  Alternative  would  be  a  decision  not  to 
proceed  with  the  development  and  deployment  of  the  EELV  program.  The 
Atlas  IIA,  Delta  II,  and  Titan  IVB  launch  vehicles  would  continue  to  support 
space  launches  to  meet  the  requirements  of  the  government  portion  of  the 
NMM.  These  launch  vehicles  would  provide  DoD's  source  of  expendable 
medium  and  heavy  spacelift  transportation  to  orbit  through  2020.  The  No- 
Actlon  Alternative  does  not  include  analysis  of  commercial  launches. 


SCOPE  OF  STUDY 


In  order  to  establish  the  context  in  which  environmental  impacts  may  occur, 
potential  changes  in  population  and  employment,  land  use  and  aesthetics, 
transportation,  and  utility  services  are  discussed,  as  are  issues  related  to 
current  and  future  management  of  hazardous  materials  and  wastes. 
Additionally,  health  and  safety  issues  are  examined.  Potential  impacts  to  the 
natural  environment  are  evaluated  for  geology  and  soils,  water  resources,  air 
quality,  noise,  orbital  debris,  biological  resources,  and  cultural  resources. 
Potential  environmental  justice  impacts  to  minority  and/or  low-income 
populations  that  could  occur  as  a  result  of  the  EELV  program  are  also 
considered. 


S-2 


EELVFEIS 


SUMMARY  OF  ENVIRONMENTAL  IMPACTS 


Following  is  a  brief  description  of  potential  environmental  impacts  of  the 
Proposed  Action  and  No-Action  Alternative.  Options  for  mitigating  potential 
adverse  environmental  impacts  that  might  result  from  development  and 
operation  of  EELV  systems  are  presented  and  discussed,  where  applicable. 


LOCAL  COMMUNITY 


Proposed  Action 

The  number  of  direct  and  indirect  jobs,  and  population  associated  with  launch 
activities  at  both  installations,  would  increase  temporarily  during  construction 
activities.  Thereafter,  employment  and  population  associated  with  launch 
activities  would  decline  as  the  requirement  for  jobs  associated  with  current 
launch  vehicle  programs  is  phased  out.  This  decline  in  employment  and 
population  would  be  very  small  in  comparison  to  projected  regional  growth  in 
the  vicinity  of  both  installations. 

No-Action  Alternative 

Under  the  No-Action  Alternative,  the  number  of  direct  and  indirect  jobs  would 
remain  at  1997  levels  through  2015.  Population  and  employment  in  the 
region  are  projected  to  increase  through  2015. 

LAND  USE  AND  AESTHETICS 

Proposed  Action 

Incompatible  land  uses  would  not  result  from  implementation  of  the  EELV 
program.  A  coastal  zone  consistency  determination  has  been  prepared  for 
EELV  activities  at  both  installations.  At  Vandenberg  AFB,  more  frequent 
annual  beach  closures  are  expected  from  EELV  launch  activities  because  of 
the  increased  number  of  launches  (due  to  the  addition  of  commercial 
launches)  over  the  No-Action  Alternative. 

No-Action  Alternative 

Under  the  No-Action  Alternative,  no  construction  or  facility  modification 
would  occur.  The  number  of  annual  beach  closures  at  Vandenberg  AFB 
would  be  similar  to  that  of  current  closures. 
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TRANSPORTATION 


Proposed  Action 

During  construction  activities,  project-related  traffic  would  increase  slightly 
over  No-Action  Alternative  levels.  During  the  operational  phase  of  the  EELV 
program,  project-related  traffic  is  expected  to  decline,  and  no  impacts  are 
anticipated. 

No-Action  Alternative 

Under  the  No-Action  Alternative,  project-related  traffic  would  continue  at 
existing  volumes,  and  no  impacts  are  expected. 


UTILITIES 


Proposed  Action 

During  construction  activities,  utility  consumption  would  increase  slightly 
over  No-Action  Alternative  levels;  however,  all  systems  would  continue  to 
operate  within  capacity.  During  the  operational  phase,  utility  usage  on  the 
installations  would  increase.  However,  utility  usage  associated  with  existing 
launch  vehicle  programs  would  decline,  and  the  EELV-related  increases  would 
be  minimal  in  comparison  to  regional  growth;  therefore,  no  impacts  are 
expected. 

No-Action  Alternative 

Under  the  No-Action  Alternative,  no  changes  in  current  utility  consumption 
are  expected.  All  systems  would  continue  to  operate  within  capacity,  and  no 
impacts  are  anticipated. 

HAZARDOUS  MATERIALS  AND  WASTE 

Proposed  Action 

Under  Concept  A,  total  hazardous  materials  and  propellant  usage  is  expected 
to  increase  over  No-Action  Alternative  levels;  per  launch  usage  is  expected  to 
decrease.  Activities  would  be  conducted  in  accordance  with  applicable 
regulations  for  the  use  and  storage  of  hazardous  materials.  Solid  rocket 
motors  would  not  be  used  for  Concept  A  activities,  thus  eliminating  the  need 
for  storage  of  solid  propellant.  Hazardous  waste  generation  would  increase 
because  of  the  increased  number  of  launches  (due  to  the  addition  of 
commercial  launches)  over  the  No-Action  Alternative.  The  types  of  waste 
would  be  similar  in  nature  to  wastes  currently  handled  by  both  installations. 
No  Class  I  ozone-depleting  substances  (ODSs)  would  be  used  for  Concept  A 
activities. 
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Under  Concept  B,  total  hazardous  materials  usage  is  expected  to  decrease 
from  No-Action  Alternative  levels;  however,  the  amount  of  propellants  stored 
would  increase.  Activities  would  be  conducted  in  accordance  with  applicable 
regulations  for  the  use  and  storage  of  hazardous  materials.  Hazardous  waste 
generation  would  increase  because  of  the  increased  number  of  launches  (due 
to  the  addition  of  commercial  launches)  over  the  No-Action  Alternative.  The 
wastes  would  be  similar  In  nature  to  wastes  routinely  handled  by  both 
installations.  No  Class  I  ODSs  would  be  used  for  Concept  B  activities. 

Construction  activities  associated  with  Concepts  A  and  B  at  both  installations 
would  be  coordinated  with  Installation  Restoration  Program  personnel  to 
minimize  impacts  to  remediation  activities  and  the  EELV  program  schedule. 

Under  Concept  A/B,  total  hazardous  materials  and  propellants  usage  and 
hazardous  waste  generated  would  increase  at  both  installations  as  a  result  of 
the  increased  number  of  launches  (due  to  the  addition  of  commercial 
launches)  over  the  No-Action  Alternative.  Other  aspects  of  hazardous 
materials  and  waste  management  would  be  a  combination  of  the  effects 
described  for  Concepts  A  and  B. 

No-Action  Alternative 

Under  the  No-Action  Alternative,  types  and  amounts  of  hazardous  materials 
utilized  and  hazardous  wastes  generated  would  be  similar  to  those  associated 
with  current  launch  programs. 


HEALTH  AND  SAFETY 


Proposed  Action 

At  both  installations,  procedures  are  in  place  for  launch-related  accidents,  fire 
protection,  alarm,  fire  suppression,  flight  termination,  and  explosive  safety. 
Using  procedures  established  for  existing  launch  systems,  risks  to  installation 
personnel  and  the  general  public  have  been  minimized  to  acceptable  levels 
during  normal  and  aborted  launches,  in  accordance  with  Eastern  and  Western 
Range  (EWR)  127-1,  Range  Safety  Requirements. 

No-Action  Alternative 

Under  the  No-Action  Alternative,  both  installations  would  continue  to 
implement  current  health  and  safety  procedures.  Using  procedures 
established  for  existing  launch  systems,  risks  to  installation  personnel  and  the 
general  public  have  been  minimized  to  acceptable  levels  during  normal  and 
aborted  launches,  in  accordance  with  EWR  127-1,  Range  Safety 
Requirements. 
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GEOLOGY  AND  SOILS 


Proposed  Action 

Construction  activities  would  uncover  and  disturb  soils,  increasing  the 
potential  for  wind  and  water  erosion;  appropriate  measures  to  control  soil 
erosion  would  be  implemented,  and  no  adverse  impacts  are  expected.  At 
Vandenberg  AFB,  new  facilities  and  facility  modifications  would  incorporate 
earthquake-resistant  design  to  meet  requirements  for  Seismic  Zone  IV,  and  no 
adverse  impacts  are  anticipated.  In  addition,  under  Concept  B  and  Concept 
A/B,  the  South  Vandenberg  AFB  boat  dock  area  would  be  dredged.  The 
dredging  would  be  performed  to  its  previous  depth  in  a  previously  dredged 
area,  thus  eliminating  impacts  to  undisturbed  sediments. 

No-Action  Alternative 

Under  the  No-Action  Alternative,  no  changes  to  existing  launch  programs 
would  take  place.  No  ground  disturbance  would  occur,  and  no  impacts  are 
expected. 


WATER  RESOURCES 


Proposed  Action 

Under  Concept  A,  peak-year  water  requirements  would  represent  a  decrease 
from  No-Action  Alternative  levels.  Under  Concepts  B  and  A/B,  peak-year 
water  requirements  would  Increase  over  No-Action  Alternative  levels  (due  to 
addition  of  commercial  launches).  EELV  activities  would  not  affect  the 
quantity  of  water  available  to  the  installations  or  to  the  surrounding  areas,  or 
increase  the  amount  of  water  withdrawn  from  groundwater  resources.  A 
Storm  Water  Pollution  Prevention  Plan  would  be  required  at  both  installations. 
Under  both  concepts,  water  would  be  recycled  after  launch  or  disposed  of  in 
accordance  with  applicable  requirements. 

Concept  B  and  Concept  A/B  dredging  activities  at  the  South  Vandenberg  AFB 
Boat  Dock  would  require  a  permit.  Under  Concepts  B  and  A/B,  minimal 
deposition  of  hydrochloric  acid  (HCI)  associated  with  the  use  of  solid  rocket 
motors  for  some  launches  (commercial  missions  only)  would  be  concentrated 
near  the  launch  pad.  Adverse  impacts  to  surface  water  and  groundwater  are 
not  anticipated. 

No-Action  Alternative 

Under  the  No-Action  Alternative,  water  requirements  would  not  impact  the 
quantity  of  water  available  to  either  installation.  Existing  launch  vehicles  use 
some  solid  rocket  motors,  so  impacts  would  be  similar  to  those  described  for 
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solid  rocket  motors  for  Concept  B.  Adverse  impacts  to  water  resources  are 
not  anticipated. 

AIR  QUALITY  (LOWER  ATMOSPHERE) 

Proposed  Action 

During  construction  activities,  there  would  be  an  increase  of  local 
concentrations  of  criteria  pollutants.  However,  these  emissions  would  be 
temporary  and  short-term  and  would  not  jeopardize  either  region's  attainment 
status  for  these  pollutants.  Application  of  water  during  ground-disturbing 
activities  and  efficient  scheduling  of  equipment  use  would  mitigate  impacts 
during  construction.  Launch  vehicle  preparation  and  assembly  activities 
would  create  short-term  air  emissions.  EELV  systems  would  have  lower 
emissions  than  the  current  launch  vehicle  systems,  on  a  per  launch  basis,  and 
no  adverse  impacts  are  expected. 

Because  Vandenberg  AFB  is  within  an  area  designated  by  the  U.S. 
Environmental  Protection  Agency  (EPA)  as  in  nonattainment  for  ozone,  EELV 
program  activities  must  comply  with  Clean  Air  Act  requirements  mandating 
that  federal  actions  comply  with  the  applicable  State  Implementation  Plan  to 
achieve  attainment. 

No-Action  Alternative 

Under  the  No-Action  Alternative,  annual  nitrogen  oxides  (NOx)  emissions 
would  be  lower  than  those  projected  for  the  Proposed  Action.  This 
difference  could  be  due  to  the  smaller  number  of  launches  analyzed  under  the 
No-Action  Alternative.  No  adverse  impacts  are  expected. 

AIR  QUALITY  (UPPER  ATMOSPHERE) 

Proposed  Action 

Under  Concept  A,  launches  would  produce  no  estimated  emissions  to  the 
stratosphere  of  any  ODSs,  and  therefore  would  not  contribute  to  any 
degradation  of  the  stratospheric  ozone  layer.  Under  Concept  B,  launches  that 
involve  use  of  solid  rocket  motors  (commercial  missions  only)  would  produce 
emissions  of  alumina  particulates  and  chlorine  compounds  into  the 
stratosphere;  however,  compared  to  baseline  and  No-Action  Alternative 
emissions  to  the  stratosphere,  these  amounts  would  be  significantly  less,  and 
adverse  impacts  are  not  anticipated. 

No-Action  Alternative 

The  emissions  of  alumina  particulates  and  chlorine  into  the  stratosphere 
would  be  greater  under  the  No-Action  Alternative  than  emissions  resulting 
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from  the  Proposed  Action  because  of  the  larger  number  of  launches  utilizing 
solid  rocket  motors.  However,  these  emissions  are  minimal  compared  to 
worldwide  emissions  of  alumina  particulates  and  chlorine  compounds  to  the 
stratosphere,  and  no  adverse  impacts  are  anticipated. 


NOISE 


Proposed  Action 

Launch  noise  associated  with  EELV  launches  would  be  short-term  and 
temporary.  No  human  or  structural  impacts  are  anticipated.  Sonic  boom 
footprints  for  Cape  Canaveral  AS  launches  are  far  offshore  over  the  Atlantic 
Ocean.  At  Vandenberg  AFB,  sonic  booms  could  occur  over  the  Channel 
Islands. 

No- Act  ion  Alternative 

Under  the  No-Action  Alternative,  noise  and  sonic  boom  exposure  would  be 
similar  to  current  launch  operation  levels,  which  are  comparable  to  those 
described  under  the  Proposed  Action.  No  impacts  from  noise  and  sonic  boom 
are  anticipated. 


ORBITAL  DEBRIS 


Proposed  Action 

A  small,  incremental  contribution  to  the  existing  orbital  debris  population 
could  occur  under  all  EELV  concepts  through  fragmentation  of  upper  stages. 
However,  EELV  program  vehicles  would  be  designed  to  minimize  size  and 
quantity  of  orbital  debris. 

No-Action  Alternative 

The  No-Actlon  Alternative  launch  vehicles  would  continue  to  contribute  to 
the  orbital  debris  population. 

BIOLOGICAL  RESOURCES 

Proposed  Action 

At  both  installations,  impacts  to  vegetation  and  wildlife  would  be  minimal. 
Launch  noise  and  sonic  booms  associated  with  EELV  launches  would  be 
infrequent,  short-term,  and  temporary.  No  noise  impacts  to  wildlife  are 
anticipated  at  Cape  Canaveral  AS.  Temporary,  minor  impacts  to  sensitive 
species  (startle  effects)  would  occur  from  launch  noise  and  sonic  booms  at 
Vandenberg  AFB;  launches  require  a  marine  mammal  take  permit  from  the 
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National  Marine  Fisheries  Service.  Permit  requirements  may  include 
monitoring  during  launches. 

At  Cape  Canaveral  AS,  any  changes  to  artificial  light  sources  would  be 
designed  to  minimize  impacts  to  sea  turtles. 

Under  Concept  A,  the  potential  loss  of  jurisdictional  wetlands  at  SLC-41  and 
at  assembly  facilities  sites  would  be  mitigated,  as  required,  through 
appropriate  permits.  Mitigations  could  include  replacement,  protection, 
restoration,  or  avoidance.  At  Vandenberg  AFB,  proposed  construction 
activities  at  SLC-3  would  affect  a  small  portion  of  the  wetland  present  at  the 
site  that  would  fall  within  the  most  stringent  acreage  restrictions  of  a 
nationwide  permit. 

Under  Concept  B,  effects  of  HCI  deposition  from  solid  rocket  motors  at  both 
installations  would  be  minimal;  pre-  and  post-launch  monitoring  would  be 
conducted  to  assess  long-term  effects.  At  Cape  Canaveral  AS,  vegetation 
impacts  associated  with  clearing  scrub  jay  habitat  for  construction  of  the 
Horizontal  Integration  Facility  south  of  SLC-37  would  be  compensated  under 
the  Cape  Canaveral  AS  Scrub  Jay  Habitat  Compensation  Plan.  The  potential 
loss  of  jurisdictional  wetlands  at  SLC-37  would  be  mitigated,  as  required,  by 
the  appropriate  permits.  Impacts  to  the  southeastern  beach  mouse  east  of 
SLC-37  from  fire  and  heat  from  the  flame  duct  and  from  construction  of  a 
lightning  tower  anchor  could  be  mitigated  through  a  trapping  and  relocation 
effort  and  through  habitat  restoration.  Prior  to  construction  activities,  a 
biological  survey  would  be  conducted  to  identify  and  relocate  gopher 
tortoises  or  other  listed  species,  such  as  the  eastern  indigo  snake,  at  SLC-37. 

Under  Concept  B,  dredging  activities  at  the  South  Vandenberg  AFB  Boat 
Dock  area  would  require  a  permit  and  could  temporarily  affect  harbor  seals, 
sea  otters,  and  brown  pelicans. 

Implementation  of  Concept  A/B  is  expected  to  result  in  a  combination  of  the 
effects  described  previously  for  Concepts  A  and  B. 

No-Action  Alternative 

Under  the  No-Action  Alternative,  there  would  be  minima!  effects  on  biological 
resources  from  the  deposition  of  HCI  associated  with  the  continued  use  of 
some  solid  rocket  motors.  Other  direct  effects  to  vegetation  and  wildlife 
would  be  similar  to  those  discussed  for  Concepts  A  and  B. 


EELVFEIS 


S-9 


CULTURAL  RESOURCES 


Proposed  Action 

Construction  associated  with  the  Proposed  Action  at  Cape  Canaveral  AS 
would  not  affect  any  National  Register  of  Historic  Places  (National  Register)- 
listed  or  eligible  prehistoric  or  historic  archaeological  sites,  or  archaeologically 
sensitive  areas.  Under  Concept  B,  one  facility  that  would  require 
modification  (Hangar  C)  may  possess  historical  significance;  a  determination 
is  pending.  Mitigations,  if  required,  would  be  developed  in  consultation  with 
the  Florida  State  Historic  Preservation  Officer  (SHPO).  No  traditional 
resources  have  been  identified  in  the  Area  of  Potential  Effect  (APE). 

Construction  associated  with  Concept  A  at  Vandenberg  AFB  would  not  affect 
any  National  Register-listed,  eligible,  or  potentially  eligible  prehistoric  or 
historic  archaeological  sites.  Construction  associated  with  Concept  B  at 
Vandenberg  AFB  would  occur  at  SLC-6,  which  is  an  archaeologically 
sensitive  area.  Ground-disturbing  activities  would  require  archaeological  and 
Native  American  monitoring.  No  traditional  resources  have  been  identified  in 
the  APE. 

No-Action  Alternative 

Under  the  No-Action  Alternative,  existing  facilities  would  continue  to  support 
the  current  launch  vehicle  programs.  However,  no  new  construction  or 
facility  modifications  have  been  proposed;  therefore,  no  effects  on  historic 
properties  are  expected. 

ENVIRONMENTAL  JUSTICE 

Activities  associated  with  the  Proposed  Action  would  not  cause 
disproportionately  high  and  adverse  impacts  to  low-income  and  minority 
populations. 
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CHAPTER  1 

PURPOSE  OF  AND  NEED  FOR  ACTION 


1 .0  PURPOSE  OF  AND  NEED  FOR  ACTION 


This  environmental  impact  statement  (EIS)  examines  the  potential  for  impacts 
to  the  environment  as  a  result  of  the  development,  deployment,  and 
operation  of  Evolved  Expendable  Launch  Vehicle  (EELV)  systems.  The 
proposed  launch  locations  for  the  EELV  program  activities  are  Cape  Canaveral 
Air  Station  (AS),  Florida,  and  Vandenberg  Air  Force  Base  (AFB),  California. 

For  the  purposes  of  this  document,  EELV  systems  consist  of  one  or  more 
families  of  vehicles  that  could  replace  Atlas  HA,  Delta  II,  and  Titan  IVB  launch 
vehicles.  A  glossary  of  terms,  acronyms,  and  abbreviations  used  in  this 
document  is  provided  in  Appendix  A. 

1.1  PURPOSE  AND  NEED 

In  1994,  representatives  from  the  defense,  intelligence,  civil,  and  commercial 
space  sectors  developed  a  Space  Launch  Modernization  Plan  (SLMP)  to 
evaluate  national  space  launch  systems  and  to  improve  the  United  States' 
launch  capability.  The  SLMP  contained  four  alternatives  for  the 
modernization  of  the  United  States'  space  launch  capabilities: 

•  Sustain  existing  launch  systems 

•  Evolve  current  expendable  launch  systems  (EELV) 

•  Develop  a  new,  expendable  launch  system 

•  Develop  a  new,  reusable  launch  system. 

On  August  5,  1994,  the  President  signed  the  National  Space  Transportation 
Policy,  tasking  the  Secretary  of  Defense  to  provide  an  implementation  plan 
for  improvement  and  evolution  of  the  current  Expendable  Launch  Vehicle 
fleet.  On  October  25,  1994,  the  Deputy  Secretary  of  Defense  signed  the 
National  Space  Implementation  Plan  for  National  Space  Transportation  Policy, 
which  identified  the  EELV  program  as  the  Department  of  Defense's  (DoD's) 
solution  for  reducing  the  cost  of  launches. 

The  primary  governmental  requirement  of  EELV  systems  is  to  provide  the 
capability  for  lifting  medium  (2,500  to  17,000  pounds)  and  heavy  (13,500  to 
41 ,000  pounds)  payloads  to  orbit  according  to  the  National  Executable 
Mission  Model  (NMM)  for  government  space  launches  at  lower  recurring 
costs  than  those  of  current  expendable  systems. 

1 .2  DECISION  TO  BE  MADE 

The  Air  Force  will  decide  whether  to  participate  in  the  development  and 
operation  of  EELV  systems.  Participation  may  include  funding  development 
of  EELV  systems,  purchase  of  launch  vehicles  or  services,  and/or  Air  Force 
authorization  of  the  use  of  government  property. 
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1.3  SCOPE 


This  document  has  been  prepared  in  accordance  with  the  National 
Environmental  Policy  Act  (NEPA)  of  1969,  the  Council  on  Environmental 
Quality  (CEQ)  regulations  implementing  NEPA,  Air  Force  Instruction  (AFI)  32- 
7061,  and  DoD  Regulation  5000. 2R. 

1.3.1  Public  Participation  Process 

The  public  participation  process  provides  an  opportunity  for  public 
involvement  in  the  development  of  an  EIS.  The  Notice  of  Intent  (NOD 
(Appendix  B)  to  prepare  an  EIS  for  the  development  and  deployment  of  the 
EELV  program  was  published  in  the  Federal  Register  on  February  19,  1997. 
Notification  of  public  scoping  was  also  made  through  the  local  media,  as  well 
as  through  letters  to  federal,  state,  and  local  agencies  and  officials,  and 
interested  groups  and  individuals. 

The  scoping  period  for  the  EELV  program  began  on  February  19,  1997.  The 
Air  Force  held  two  public  meetings  during  the  scoping  period  to  solicit 
comments  and  concerns  from  the  general  public:  at  Cape  Canaveral,  Florida, 
on  March  11,  1997,  and  in  Lompoc,  California,  on  March  13,  1997.  In 
addition  to  oral  comments  accepted  at  these  meetings,  written  comments 
were  received  during  the  scoping  process.  The  Air  Force  used  these 
comments,  as  well  as  NEPA  requirements  and  information  from  previous  Air 
Force  programs,  to  determine  the  scope  and  direction  of  studies/analyses  to 
accomplish  this  EIS. 

The  draft  EIS  (DEIS)  was  filed  with  the  U.S.  Environmental  Protection  Agency 
(EPA)  and  circulated  to  the  interested  public  and  government  agencies  for  a 
period  of  45  days  for  review  and  comment.  This  DEIS  was  made  available 
for  public  review  and  comment  in  December  1997;  copies  of  the  document 
were  provided  to  local  libraries  and  those  requesting  copies.  At  public 
hearings  held  on  January  13,  1998,  and  January  15,  1998,  the  Air  Force 
presented  the  findings  of  the  DEIS  and  invited  public  comments.  All 
comments  were  reviewed  and  addressed,  when  applicable,  and  have  been 
included  in  their  entirety  in  this  document.  Responses  to  comments  offering 
new  data  or  changes  to  data  and  questions  about  the  presentation  of  data 
are  also  included.  Comments  simply  stating  facts  or  opinion,  although 
appreciated,  did  not  require  specific  responses.  Chapter  9.0,  Public 
Comments  and  Responses,  more  thoroughly  describes  the  comment  and 
response  process.  Appendix  C  presents  a  listing  of  agencies  and  individuals 
who  have  received  a  copy  of  the  final  EIS  (FEIS). 

The  FEIS  is  filed  with  U.S.  EPA  and  distributed  in  the  same  manner  as  the 
DEIS.  Once  the  FEIS  has  been  available  for  at  least  30  days,  the  Air  Force 
may  publish  its  Record  of  Decision  (ROD)  for  the  action. 
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1 .3.2  Scope  of  the  EIS 


This  EIS  is  limited  to  the  consideration  of  government  and  commercial 
activities  directly  associated  with  the  EELV  systems  (e.g.,  construction, 
operation).  The  environmental  effects  of  payloads  that  would  utilize  these 
systems  to  reach  orbit  shall  be  addressed,  as  required,  under  separate  NEPA 
documentation  that  would  be  prepared  for  each  of  the  satellite  programs. 

As  a  part  of  the  scoping  process,  the  Air  Force  made  the  decision  to  include 
analysis  of  the  potential  commercial  launch  operations  of  each  of  the  two 
EELV  contractors  described  in  this  EIS.  It  is  likely  that  any  contractor 
selected  to  conduct  government  EELV  activities  would  also  request  use  of 
the  same  facilities  and  EELV  vehicle  to  launch  commercial  payloads. 
Therefore,  to  provide  a  complete  analysis  of  potential  environmental  impacts 
of  the  implementation  of  the  EELV  program.  Section  2.1  describes  both  the 
proposed  government  and  commercial  launch  activities.  It  should  be  noted 
that  although  this  analysis  includes  commercial  launch  operations,  these 
operations  may  be  increased,  reduced,  or  modified  depending  on  the  actual 
commercial  markets.  Additional  NEPA  documentation  may  be  required. 

The  Commercial  Space  Launch  Act  of  1984  (Public  Law  [P.L.]  98-575),  as 
codified,  49  United  States  Code  (U.S.C.)  Subtitle  IX,  Ch.  701,  Commercial 
Space  Launch  Activities  (CSLA),  declares  that  the  development  of 
commercial  launch  vehicles  and  associated  services  is  in  the  national  and 
economic  interest  of  the  United  States.  To  ensure  that  launch  services 
provided  by  private  enterprises  are  consistent  with  national  security  and 
foreign  policy  interests  of  the  United  States  and  do  not  jeopardize  public 
safety  and  safety  of  property,  the  Department  of  Transportation  (DOT)  is 
authorized  to  regulate  and  license  U.S.  commercial  launch  activities.  Within 
DOT,  the  Secretary's  authority  under  CSLA  has  been  delegated  to  the  Federal 
Aviation  Administration  (FAA).  Because  licensing  launch  operations  is 
considered  to  be  a  major  federal  action  subject  to  the  requirements  of  NEPA, 
the  FAA  Office  of  the  Associate  Administrator  for  Commercial  Space 
Transportation  must  assess  the  potential  environmental  impacts  of  an 
applicant's  proposed  actions.  Because  of  the  addition  of  commercial 
activities,  the  FAA  is  serving  as  a  cooperating  agency  in  the  preparation  of 
this  EIS.  The  FAA  may  use  this  EIS  to  document  its  NEPA  requirement. 

The  potential  impacts  associated  with  use  of  the  launch  vehicles  and  facilities 
addressed  within  this  EIS  have  been  assessed  using  the  most  current 
information  available.  However,  should  there  be  changes  to  launch  vehicles, 
facilities,  or  other  aspects  of  the  EELV  program  that  would  alter  the  analysis 
provided  within  this  EIS,  appropriate  additional  environmental  documentation 
would  be  prepared,  as  required. 

Other  facilities  would  be  utilized  for  manufacturing  and/or  operational  and 
developmental  testing  and  evaluation  in  support  of  the  EELV  systems.  These 
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facilities  (including  facilities  belonging  to  contractors)  and  their  operation  are 
independent  of  this  proposed  government  action.  Operational  test  and 
evaluation  activities  would  be  limited  to  data  gathering  associated  with 
operational  launches  and  developmental  testing  activities;  there  would  be  no 
separate  launches  for  testing  purposes  only. 

1 .4  CHANGES  FROM  THE  DEIS  TO  THE  FEIS 

The  text  of  this  EIS  has  been  revised,  where  appropriate,  to  reflect  concerns 
expressed  in  public  comments.  Based  on  more  recent  studies  and/or 
comments  received,  sections  of  the  EIS  have  been  updated  or  revised.  The 
following  list  summarizes  major  revisions  to  the  text: 

•  Information  on  low-azimuth  launches  from  Vandenberg  AFB 
launch  complexes  has  been  revised  based  on  recent  changes  in 
toxic  hazard  exposure  criteria. 

•  Changes  in  upper-stage  propellant  quantities  for  one  contractor 
have  been  incorporated  in  Section  2.1.2;  additional  modeling  was 
conducted,  and  revised  air  emissions  estimates  have  been 
provided  in  Sections  4.10  and  4.1 1  and  Appendix  J. 

•  Text  in  Sections  3.9.1 .2  and  4.9.1 .1 .1  has  been  revised,  based 
on  Flood  Insurance  Rate  Map  data  and  current  Federal  Emergency 
Management  Agency  policy,  to  reflect  that  no  100-year 
floodplains  are  present  within  areas  proposed  for  EELV 
construction. 

•  The  Clean  Air  Act  Conformity  Applicability  Analysis  for 
Vandenberg  AFB  (Appendix  K)  and  applicable  text  in  Section  4.10 
have  been  revised  based  on  receipt  of  more  refined  information 
from  the  contractors. 

•  The  discussion  of  impacts  associated  with  acidification  of  soils 
and  water  from  the  use  of  solid  rocket  motors  has  been  revised 
based  on  the  review  of  results  from  recent  studies. 

•  The  discussion  of  solid  waste  and  industrial  wastewater  disposal 
is  Sections  2.1,  3.5,  and  4.5  has  been  expanded  to  address 
potential  impacts  on  regional  utility  systems. 

•  The  text  in  Section  4.14.1 .2.2  has  been  revised,  based  on 
updated  information,  to  reflect  that  arroyo  wetland  would  not  be 
affected  by  construction  of  a  security  fence. 
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•  Emission  comparisons  within  Section  4.10  have  been  revised, 
where  appropriate,  to  reflect  the  potential  effects  of  EELV 
activities  on  annual  federal  and  state  air  quality  standards. 

•  Analysis  of  potential  noise  effects  on  biological  resources 
resulting  from  barge  unloading  activities  at  Vandenberg  AFB  Boat 
Dock  has  been  added  in  Section  4.14.1.2.2. 

1.5  RELEVANT  FEDERAL  PERMITS,  LICENSES,  AND  ENTITLEMENTS 

The  representative  federal  permits,  licenses,  and  entitlements  that  may  be 
required  of  the  EELV  program  are  presented  in  Appendix  D.  More  detailed 
discussions  of  environmental  regulations  are  provided  in  the  appropriate 
resource  sections  of  Chapters  3.0  and  4.0. 
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CHAPTER  2 
ALTERNATIVES  INCLUDING  THE 

PROPOSED  ACTION 


2.0  ALTERNATIVES  INCLUDING  THE  PROPOSED  ACTION 


This  section  describes  the  Proposed  Action  and  the  No-Action  Alternative. 

The  Proposed  Action  (Section  2.1)  is  implementation  of  the  EELV  program. 
The  No-Action  Alternative  (Section  2.2)  involves  the  continuation  of  current 
launch  vehicle  systems  to  meet  the  requirements  of  government  spacelift 
transportation  programs  under  the  NMM. 

2.1  DESCRIPTION  OF  THE  PROPOSED  ACTION 

The  U.S.  Air  Force  is  considering  participation  in  the  continued  development 
and  deployment  of  EELV  systems  to  replace  current  Atlas  IIA,  Delta  II,  and 
Titan  IVB  launch  systems.  The  EELV  systems  are  intended  to  meet  the 
requirements  of  the  U.S.  government  NMM,  both  medium  and  heavy  lift,  at  a 
lower  launch  cost  than  the  present  expendable  launch  systems.  The  EELV 
System  Performance  Document  (SPD)  identifies  additional  requirements  and 
goals  that  must  be  implemented  by  the  contractors  for  development  of  the 
EELV  system  (Appendix  E).  The  EELV  would  be  DoD's  source  of  expendable 
medium  and  heavy  spacelift  transportation  to  orbit  through  2020.  EELV 
systems  would  provide  capabilities  to  launch  unmanned  DoD,  National 
Aeronautics  and  Space  Administration  (NASA),  and  other  payloads  to  orbit. 
Cape  Canaveral  AS  and  Vandenberg  AFB  are  the  only  locations  within  the 
United  States  that  currently  provide  space  launch  capabilities  sufficient  to 
support  EELV  systems. 

The  45  Space  Wing  (SW)  manages  Cape  Canaveral  AS,  conducts  East  Coast 
space  and  missile  launch  operations,  and  manages  the  Eastern  Range  (ER), 
which  provides  continuous  and  complementary  instrumentation  coverage  over 
a  broad  portion  of  the  Atlantic  Ocean.  The  30  SW  manages  Vandenberg 
AFB,  conducts'  West  Coast  space  and  missile  operations,  and  manages  the 
Western  Range  (WR),  which  provides  continuous  and  complementary 
instrumentation  coverage  over  a  broad  portion  of  the  Pacific  Ocean. 

As  a  result  of  the  Air  Force  implementation  of  the  EELV  program,  one  or 
more  contractors  may  use  EELV  systems  to  launch  commercial  payloads.  For 
this  reason,  both  government  and  commercial  use  of  EELV  systems  are 
analyzed  in  this  EIS.  A  combined  government/commercial  mission  model  was 
developed  for  this  purpose. 

The  government  portion  of  the  EIS  mission  model,  based  on  the  Air  Force 
Space  Command  (AFSPC)  NMM  (dated  July  1997),  includes  the  total  number 
of  DoD  and  NASA  space  vehicle  launches  scheduled  through  2020. 
Information  in  the  AFSPC  NMM  for  both  the  east  and  west  coasts  includes 
vehicle  types  and  proposed  payload.  The  commercial  portion  of  the  mission 
model  used  in  this  EIS  was  created  using  commercial  forecasts  from  the 
AFSPC  NMM,  the  Commercial  Space  Transportation  Advisory  Council 
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(COMSTAC)  projections;  and  FAA  estimates.  The  projected  peak  launch  rate 
at  Cape  Canaveral  AS  would  be  achieved  in  2015,  and  the  projected  peak 
launch  rate  at  Vandenberg  AFB  would  be  achieved  in  2007. 

This  EIS  analyzes  three  options  for  implementing  the  Proposed  Action. 
Concepts  A  and  B  depict  each  of  the  two  contractor  EELV  concepts:  that  of 
the  Lockheed  Martin  Corporation  (described  as  Concept  A  in  Section  2.1.1) 
and  that  of  McDonnell  Douglas  Aerospace,  a  wholly  owned  subsidiary  of  the 
Boeing  Company  (described  as  Concept  B  in  Section  2.1 .2).  Both  of  these 
proposed  systems  are  evolved  from  current  launch  vehicle  systems.  The 
number  of  launches  analyzed  under  both  concepts  for  the  EIS  includes  the 
government  NMM,  plus  16  commercial  launches  per  year.  Under  these 
concepts,  only  one  of  the  two  contractors  would  continue  to  develop  and  use 
an  EELV  system.  The  third  option.  Concept  A/B  (described  in  Section  2.1 .3), 
depicts  a  scenario  under  which  both  contractors  would  continue  with  the 
development  and  use  of  EELV  systems.  Under  Concept  A/B,  no  distinction  is 
made  between  government  and  commercial  flights.  For  the  EIS  analysis, 
each  contractor  is  assumed  to  launch  50  percent  of  the  combined  total  of 
EELV  flights. 

Predicting  a  precise  EELV  mission  model  for  both  government  and  commercial 
flights  through  the  life  of  this  dynamic  program  is  difficult.  These  mission 
models  are  the  most  accurate  estimates  that  can  be  made  at  this  time  and 
are  intended  to  identify  the  range  of  activities  that  may  occur  with 
implementation  of  the  EELV  program. 

2.1.1  Concept  A 

Under  Concept  A,  the  contractor  would  use  Space  Launch  Complex  (SLC)-41 
at  Cape  Canaveral  AS  and  SLC-3W  at  Vandenberg  AFB  for  EELV  system 
activities,  as  well  as  other  facilities  at  both  locations. 

The  following  is  a  general  description  of  the  launch  vehicle  and  facility 
requirements  for  Concept  A.  Specific  descriptions  for  Implementation  of  this 
concept  at  Cape  Canaveral  AS  and  Vandenberg  AFB  follow  the  general 
description.  Construction  would  include  modifications  to  existing  facilities 
and  construction  of  new  facilities.  Most  of  the  components  (boosters,  upper 
stages,  and  avionics  modules)  would  be  assembled  before  shipment  to  the 
launch  site  (i.e..  Cape  Canaveral  AS  or  Vandenberg  AFB)  in  flightworthy 
condition. 

2. 1.1.1  Launch  Vehicle  Concept.  The  EELV  family  of  vehicles  would  consist 
of  two  configurations  of  medium  lift  variant  (MLV)  (MLV-D  and  MLV-A)  and 
two  configurations  of  heavy  lift  variant  (HLV)  (HLV-L  and  HLV-G)  as  shown 
in  Figure  2.1-1 .  MLVs  would  use  one  booster;  HLVs  would  use  three 
boosters.  MLV-D  and  HLV-L  configurations  would  use  a  Storable  Upper 
Stage  (SUS),  while  MLV-A  and  HLV-G  configurations  would  use  a  Cryogenic 
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HLV  Heavy  Lift  Variant 

MLV  Medium  Lift  Variant 


Concept  A 
Launch  Vehicle 
Concept 


Note:  Heights  shown  represent  maximum  vehicle  height. 


Figure  2.1-1 
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Upper  Stage  (CUS).  Table  2.1-1  provides  data  for  the  launch  vehicle 
components. 


Table  2.1-1.  Launch  Vehicle  Components,  Concept  A 


Launch  Vehicle 
Component 

Launch 

Vehicle 

Propellant 

(lbs) 

Fueling 

Location 

Reaction  Control 
System  (lbs) 

RCS  Loading 
Location 

Booster 

MLV 

RP-1  (<200,000) 
LO2  (<500,000) 
PG-2  (<100) 

Launch  Pad 

NA 

NA 

Booster  (3 
per  vehicle} 

HLV 

RP-1  (<600,000) 
LO2  (<1,500,000) 
PG-2  (<300) 

Launch  Pad 

NA 

NA 

CUS 

MLV-A/HLV-G 

LH2(<  8,000) 

LO2  ( <40,000) 

Launch  Pad 

N2H4 

MLV  (<200) 

HLV  (<400) 

Assembly 

Facility 

SUS 

MLV-D/HLV-L 

MMH  (<  11,000) 
N2O4  (<  20,000) 

Launch  Pad 

N2H4 

MLV  (<200) 

HLV  (<200) 

Assembly 

Facility 

CUS 

Cryogenic  Upper  Stage 

NA 

=  not  applicable 

HLV 

= 

heavy  lift  variant 

N2H4 

=  anhydrous  hydrazine 

lbs 

= 

pounds 

N2O4 

=  nitrogen  tetroxide 

LH2 

= 

liquid  hydrogen 

PG-2 

=  triethyl  boron/triethyl  aluminum 

LO2 

= 

liquid  oxygen 

RCS 

=  reaction  control  system 

MLV 

medium  lift  variant 

RP-1 

=  rocket  propellanM  (kerosene  fuel) 

MMH 

= 

monomethyl  hydrazine 

SUS 

=  Storable  Upper  Stage 

All  Concept  A  launch  vehicles  would  use  the  Russian-designed  RD-180 
booster  engine,  which  is  fueled  by  kerosene  fuel  (rocket  propellant  [RP-1]) 
and  liquid  oxygen  (LO2)  and  ignited  by  triethyl  boron/triethyl  aluminum 
(PG-2).  Avionics  would  be  used  for  guidance,  power,  telemetry,  ordnance 
separation,  and  range  safety.  The  Flight  Termination  System  (FTS)  would 
provide  the  capability  for  range  safety  personnel  to  terminate  a  vehicle 
undergoing  erratic  flight  before  it  could  endanger  people  and  property. 

Figure  2.1-2  shows  a  representative  launch  vehicle  ascent  sequence.  After 
they  are  expended,  the  boosters  would  fall  into  the  ocean  and  would  not  be 
recovered.  The  payload  fairings  would  separate  from  the  vehicle  prior  to 
orbit  and  fall  into  the  ocean;  they  would  not  be  recovered.  No  trawling  or 
recovery  activities  would  occur  under  Concept  A.  The  upper  stage  (CUS  or 
SUS)  of  the  space  launch  vehicle  boosts  the  satellite  into  orbit,  where  the 
launch  vehicle  separates  from  the  satellite.  Residual  propellant  within  the 
CUS  would  be  vented  to  minimize  orbital  debris  caused  by  breakup. 

2. 1.1. 2  Primary  Support  Structures.  Various  support  structures  and 
equipment  would  be  necessary  to  process  and  launch  the  vehicle.  These 
would  consist  of  structures  at  the  proposed  launch  complex  (i.e.,  SLC-41  or 
SLC-3W),  as  well  as  facilities  and  utilities  located  elsewhere  on  the  launch. 
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site.  The  primary  support  structures  and  equipment  that  would  be  required  at 
both  Cape  Canaveral  AS  and  Vandenberg  AFB  are  described  in  the  following 
paragraphs.  Facility  locations  at  each  launch  site  are  described  for  Cape 
Canaveral  AS  in  Section  2.1.1 .6  and  for  Vandenberg  AFB  in  Section  2.1 .1 .9. 

Unloading  Facilities.  Flight  hardware  transported  by  truck  would  be  unloaded 
to  the  appropriate  processing  facilities  or  to  storage  facilities  until  needed  for 
launch.  Hardware  delivered  by  cargo  aircraft  would  be  unloaded  at  the 
airstrips  at  both  locations. 

Storage  Facilities.  The  EELV  program  would  require  storage  of  flight 
hardware  to  meet  launch  responsiveness  requirements. 

Vehicle  Processing  Facilities  (VPFs).  These  facilities  would  be  used  for 
booster  and  upper-stage  processing  (e.g.,  installation  of  interstage  adapters, 
payload  fairings,  and  booster  nose  cones;  installation  of  batteries  and 
destruct  ordnance  into  the  upper  stages  and  boosters). 

Payload  Processing  Facilities  (PPFs).  Preprocessed  and  fueled  payloads 
would  be  encapsulated  within  these  facilities;  payload  processing  and 
encapsulation  would  occur  within  existing  PPFs.  The  payload  would  be 
inspected  at  these  facilities;  any  final  assembly  and  checkout  would  be 
conducted,  and,  if  required,  storable  propellant  would  be  loaded  on  the 
payload. 

Assembly  Facilities.  The  launch  vehicle  would  be  assembled  on  the  launch 
platform  associated  with  the  assembly  facility.  The  fuel  servicing  systems, 
including  vapor  abatement  as  required,  support  all  off-pad  hydrazine  load  and 
emergency  detanking  operations.  Other  services  that  would  be  provided  in 
this  facility  include  transferring  gaseous  nitrogen  {GN2)  and  gaseous  helium 
(GHe)  into  the  launch  vehicle  for  reaction  control  and  systems  verification. 
Upper-stage  processing  would  also  be  conducted  within  this  facility.  When 
vehicle  assembly  is  complete,  the  launch  system  would  be  moved  on  rails  to 
the  launch  pad  for  propellant  loading,  final  check  out,  and  launch. 

Launch  Pad.  Each  launch  pad  would  consist  of  a  deck,  launch  platform  rails, 
hardpoints  and  tiedowns,  vehicle  servicing  connections  to  the  launch 
platform,  pad  water  systems,  and  equipment  housing.  The  launch  pad  would 
also  contain  launch  exhaust  ducts  that  direct  the  exhaust  flame  from  the 
launch  vehicle  for  safe  dispersal  away  from  the  launch  deck  and  complex. 
Vehicle  servicing  on  the  pad  includes,  as  required,  transfer  of  GN2,  GHe,  and 
propellants  into  the  launch  vehicle.  Propellant  vapor  abatement  systems  and 
a  hydrogen  vent  stack  would  be  provided  at  the  launch  pad.  The  hydrogen 
flare  stack  pilot  would  use  propane  at  Cape  Canaveral  AS  and  natural  gas  at 
Vandenberg  AFB. 
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Launch  Control  Support.  The  launch  control  support  facilities  include  one 
launch  control  center  at  each  range.  The  EELV  launch  control  centers  would 
interface  with  the  Range  Operations  Control  Center  (ROCC). 

Propellant  and  Gas  Holding  Areas.  Propellant  holding  areas  would  be  used  to 
store  RP-1,  LO2,  liquid  hydrogen  (LH2),  monomethyl  hydrazine  (MMH),  and 
nitrogen  tetroxide  (N2O4).  The  gas  storage  area  would  include  storage  and 
handling  facilities  for  GHe  and  GN2;  the  propellant  and  gas  holding  areas 
would  be  located  at  the  SLC.  Secondary  containment  for  propellants  would 
be  sized  to  contain  a  minimum  of  1 10  percent  of  the  stored  commodity  tank 
volume. 

An  RP-1  tank,  pump,  and  piping  system  would  be  used  for  the  common 
booster.  This  would  include  a  90,000-gallon  RP-1  tank,  an  unloading  area, 
pumps,  a  piping  system,  secondary  containment,  and  a  leak  detection 
system.  Piping  to  the  launch  pad  would  be  installed.  In  addition,  LO2  tanks 
and  a  piping  system  would  be  required  for  the  common  booster.  Facilities 
would  include  two  300,000-gallon  tanks,  an  unloading  area,  pumps,  and  a 
piping  system. 

An  LH2  fuel  tank  and  piping  system  would  be  required  for  the  CUS.  Facilities 
would  include  a  55,000-gallon  tank,  an  unloading  area,  pumps,  a  piping 
system,  secondary  containment,  a  leak  detection  system,  a  flare  stack  to 
burn  excess  vapor,  a  fire  suppression/deluge  system,  power,  and 
instrumentation.  Piping  to  the  launch  pad  would  be  installed.  In  addition, 
an  LO2  storage  (28,000  gallons)  and  servicing  area  would  be  required  for 
the  CUS. 

Requirements  for  the  SUS  propellant  systems  include  mobile  MMH  and  N2O4 
storage  tanks,  propellant  conditioning  units,  and  scrubbers.  The  double- 
walled  storage  tanks  (2,500  gallons  each)  are  truck-mounted  and  DOT- 
certified.  The  propellant  conditioning  units  maintain  the  required  temperature 
during  SUS  loading.  Existing  scrubbers  would  be  used  for  vapor  abatement 
at  both  sites.  The  systems  would  also  include  tanks  for  temporary  storage  of 
waste  fuels,  piping,  secondary  containment,  and  leak  detection  systems. 

Mobile  packed-tower  N204and  hydrazine  fuel  scrubbers  currently  being  used 
by  both  the  Air  Force  and  NASA  for  payload  loading  and  other  hypergolic 
propellant  transfer  operations  would  be  used  for  SUS  loading  at  Cape 
Canaveral  AS.  The  packed-tower  N2O4  scrubber  and  bubble-cap  hydrazine 
fuel  scrubber  currently  available  at  SLC-3E  would  be  used  for  SUS  loading  at 
Vandenberg  AFB. 

2. 1.1. 3  Launch  Site  Operations.  The  launch  vehicle  components  would  be 
shipped  separately  to  each  launch  site  (i.e..  Cape  Canaveral  AS  or 
Vandenberg  AFB).  Upon  arrival,  the  components  would  undergo  a  variety  of 
receiving  inspections  and  off-line  processing  in  the  facilities  noted  above 
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before  final  integration  on  the  launch  platform  associated  with  the  assembly 
facility.  Figure  2.1-3  provides  an  overview  of  the  Concept  A  launch 
operation  concept. 

Launch  process  operations  to  be  conducted  at  the  launch  site  would  include 
launch  preparation,  launch  operations,  and  post-launch  refurbishment.  The 
operations  process  would  be  standard  for  both  launch  sites,  as  described 
below.  Launch  process  operations  for  the  MLV  vehicle  configurations,  using 
the  processes  described  below,  would  take  approximately  30  days;  launch 
process  operations  for  the  HLV  vehicle  configurations  would  take 
approximately  60  days. 

Table  2.1-2  lists  the  types  and  total  estimated  amounts  of  hazardous 
materials  used  per  launch  for  these  processes  under  Concept  A.  All 
hazardous  materials  used  would  be  handled  in  accordance  with  applicable 
federal,  state,  and  local  regulations.  Any  spill  of  these  materials  would  be 
collected  and  disposed  of  by  a  certified  subcontractor  in  accordance  with  the 
Spill  Prevention,  Control,  and  Countermeasures  (SPCC)  plan. 


Table  2.1-2.  Estimated  Hazardous  Materials  Utilized  Per  Launch  (all  processes). 


Concept 


Material 

Quantity  (lbs) 
MLV 

Quantity  (lbs) 
HLV 

POL 

4,790 

9,580 

VOC-Based  Primers,  Topcoats,  and  Coatings 

320 

640 

Non-VOC-Based  Primers,  Topcoats,  and  Coatings 

190 

320 

VOC-Based  Solvents  and  Cleaners 

1,380 

2,750 

Non-VOC-Based  Solvents  and  Cleaners 

950 

1,900 

Corrosives 

5,500 

5,500 

Refrigerants 

0 

0 

Adhesives,  Sealants,  and  Epoxies 

2,280 

4,570 

Other 

440 

870 

Total 

15,850 

26,130 

Note:  (a)  Propellants  are  shown  in  Table  2.1-1. 
HLV  =  heavy  lift  variant 

lbs  =  pounds 

MLV  =  medium  lift  variant 

POL  =  petroleum,  oil,  and  lubricants 

VOC  =  volatile  organic  compound 


Receive  and  Check-Out  Vehicle  Components.  The  SUS,  fairings,  and 
associated  hardware  (i.e.,  batteries,  interstage  skirts,  and  destruct  ordnance) 
would  be  shipped  via  truck  to  both  launch  sites.  The  CUS  would  be 
transported  by  cargo  aircraft,  and  the  boosters  would  be  transported  via 
truck  or  by  cargo  aircraft.  The  boosters  would  be  delivered  in  near¬ 
flightworthy  condition  and  either  placed  in  storage  at  the  launch  site  or  in  the 
processing  flow.  Once  flightworthy  vehicle  components  (e.g.,  boosters, 


2-8 


EELVFEIS 


Booster 


^  J  Vehicle  Processing 

Facility  Booster 


►  Assembly  Facility 

-  Erect  Boosters 

-  Integrate  Upper  Stages 

-  Integrate  Payloads  (Encapsulated) 

•  Launch  Pad 

-  Launch  Processing 

-  Launch 


Process  Booster 
Install  Booster  Components 


Upper  Stages 


Upper  Stage 

Vehicle  Processing  pajong 

Facility  Upper 
Stage 


Process  Upper  Stages 
Install  Fairing 


Fairing 


Payload  Processing 
Facility 


Payload 


Fairing 


Encapsulated 

Payload 


Encapsulate  Payloads 


Concept  A 
Launch  Operation 
Concept 


Figure  2.1-3 


Note:  Storage  facilities  not  shown  on  figure. 
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ordnance,  batteries)  have  been  delivered  to  the  launch  sites,  a  receiving 
inspection  would  be  performed,  which  would  include  downloading 
transportation  data  to  verify  that  no  out-of-specification  conditions  existed  as 
a  result  of  transportation  to  the  site.  Payload  fairings  would  arrive  cleaned, 
double-bagged,  and  ready  for  storage.  No  additional  cleaning  would  be 
required  at  the  launch  site. 

Propellants  for  the  launch  vehicle  would  be  shipped  directly  from  the 
manufacturing  location.  All  propellants  would  be  shipped  in  accordance  with 
DOT  regulations,  found  in  Title  49  Code  of  Federal  Regulations  (CFR)  Parts 
100-199.  LO2,  LH2,  and  RP-1  would  be  transported  by  truck  and  would  be 
shipped  from  the  manufacturing  locations  to  the  launch  site.  After  the 
Directorate  of  Aerospace  Fuels  Management,  located  at  Kelly  AFB,  Texas, 
approves  the  shipment  of  N2O4,  it  would  be  shipped  by  rail  or  truck  from  the 
manufacturing  location  to  the  launch  site.  MMH  would  be  transported  via 
truck  by  one  of  the  authorized  shippers  {Directorate  of  Aerospace  Fuels 
Management  or  NASA)  to  the  launch  site. 

Store  Vehicle  Components.  Flightworthy  vehicle  components  would  be 
stored  until  needed  for  launch.  The  function  begins  when  the  component  is 
placed  in  storage,  and  ends  when  the  component  is  removed  from  storage  for 
service. 

Process  Components.  Final  processing  required  to  make  vehicle  components 
ready  for  integration  Into  the  launch  vehicle  in  the  assembly  facility  would 
occur  under  this  function.  This  Includes  transport  of  the  vehicle  elements 
from  the  check-out/storage  facility  to  the  processing  facility,  as  required. 
Processing  includes  installation  of  any  loose  items  shipped  (including  destruct 
ordnance  and  batteries)  and  installation  of  the  interstage  adapters  to  the 
upper-stage  elements.  The  function  begins  with  completion  of  element 
inspection  or  element  removal  from  storage,  and  ends  when  the  launch 
vehicle  components  are  ready  for  integration  in  the  assembly  facility. 

Encapsulate  Payload.  This  function  begins  when  payload  processing  has 
been  completed,  and  ends  when  the  encapsulated  payload  is  ready  for 
transport  to  the  assembly  facility.  This  function  also  includes  receipt  of 
payload  fairing  sectors,  establishment  of  a  clean  environment,  encapsulation 
of  the  payload  within  the  fairing,  and  positioning  and  securing  the 
encapsulated  payload  on  the  transporter. 

Integrate  Launch  Vehicle.  Transporting,  erecting,  assembling,  and  integrating 
vehicle  elements,  including  the  encapsulated  payload,  into  the  completed 
launch  vehicle  would  occur  under  this  function.  The  function  begins  with 
transportation  of  processed  vehicle  elements  to  the  assembly  facility,  and 
ends  with  the  mating  of  the  payload  to  the  launch  vehicle. 
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Conduct  Integrated  Systems  Test.  This  function  would  be  the  final 
Integrated  test  conducted  within  the  assembly  facility  prior  to  launch 
countdown  and  would  verify  the  functionality  of  all  interfaces  and  services 
between  the  launch  vehicle  and  the  payload.  Upon  successful  completion  of 
this  function,  the  vehicle  would  be  configured  for  transport  to  the  pad.  This 
function  begins  with  completion  of  all  payload  mating  operations,  and  ends 
with  the  launch  vehicle  ready  for  transport  to  the  pad. 

Perform  Launch  Countdown.  Under  this  function,  the  launch  system  would 
be  moved  from  the  assembly  facility  to  the  pad.  Activities  performed  for  this 
function  include  moving  equipment  to  safe  positions,  performing  an  interface 
test,  loading  propellants,  performing  initial  FTS  closed-loop  checks,  final 
range  verification,  countdown,  engine  firing,  thrust  verification,  and  final 
countdown. 

For  a  launch,  the  launch  platform  would  be  rolled  into  position  at  the  launch 
pad.  Launch  platform/pad  connections  include  GN2  and  GHe,  conditioned  air, 
propellants,  power,  and  data.  Following  a  successful  validation  test,  the 
booster  would  be  fueled  with  RP-1  and  LO2  at  the  launch  pad.  No 
nonessential  on-pad  personnel  access  would  be  allowed  during  propellant 
transfer.  The  LH2  and  LO2  for  the  CUS  and  the  MMH  and  N2O4  for  the  SUS 
would  also  be  loaded  at  the  launch  pad.  Vapor  emissions  from  these 
propellants  would  be  controlled  by  vapor  abatement  devices  (scrubbers  or 
incinerators)  at  propulsion  system  vents  to  minimize  air  quality  impacts. 

Once  the  pad  is  cleared  of  all  nonessential  personnel,  final  communication 
and  vehicle  checks  would  be  performed.  After  range  safety  has  verified  safe 
operations,  final  countdown  would  be  completed  and  the  vehicle  would  be 
launched. 

At  launch,  water  would  be  sprayed  at  the  launch  vehicle  exhaust,  cooling  the 
exhaust  to  minimize  damage  to  the  launch  pad  and  providing  acoustic 
damping.  Approximately  50,000  gallons  of  water  would  be  required  for  pad 
deluge  for  each  launch.  It  is  estimated  that  approximately  10,000  gallons  of 
water  would  be  lost  as  mist  or  vapor  and  40,000  gallons  would  collect  in  the 
launch  duct.  Remaining  deluge  and  wash  water  within  the  flame  duct  would 
be  tested  in  the  duct  after  launch  in  accordance  with  applicable  regulations. 
At  Cape  Canaveral  AS,  deluge  water  remaining  in  the  launch  duct  after 
launch  would  be  pumped  out  to  a  percolation  area  or  to  the  wastewater 
treatment  plant  (WWTP)  if  treatment  is  required.  Deluge  water  dispersed  as 
mist  would  not  be  collected.  At  Vandenberg  AFB,  water  would  be  recycled 
on  site  or  disposed  of  in  accordance  with  applicable  regulations. 

Flight  Support  Operations.  During  the  flight,  data  would  be  transmitted  to 
either  ground-based  telemetry  or  through  the  Tracking  and  Data  Relay 
Satellite  System  (TDRSS)  to  recording  ground  stations.  Data  would  be 
available  real-time  at  the  launch  control  centers  at  Cape  Canaveral  AS  and 
Vandenberg  AFB.  Data  collected  would  include  final  trajectory  and  orbital 
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information,  orbital  insertion  parameters,  anomaly  data  (if  an  anomaly 
occurs),  significant  event  descriptions,  and  spacecraft  flight  environment 
during  flight. 

Perform  Post-Launch  Countdown.  This  function  would  follow  vehicle  lift-off 
after  the  pad  has  been  declared  safe  for  access.  It  would  include  inspection 
of  the  launch  pad  facilities,  launch  platform,  and  equipment  for  damage,  as 
well  as  general  clean-up  and  performance  of  maintenance  and  repairs 
necessary  to  accommodate  the  next  launch  cycle.  System  design  (e.g.,  aft 
umbilicals,  auto  couplers,  rise-off  disconnects,  protective  covers,  and  water 
deluge),  combined  with  the  use  of  liquid  propulsion  systems,  would  minimize 
refurbishment  required  after  each  launch.  This  function  ends  when  the 
launch  platform  and  the  launch  pad  are  certified  as  ready  for  the  next  launch. 

Although  launch  vehicle  and  payload  fueling  would  be  completed  in  a  closed 
system,  there  may  be  small  leaks  and  spills  during  fueling,  as  well  as  other 
hazardous  material  spills.  These  materials  would  be  cleaned  up,  if  necessary, 
by  dilution  with  water,  absorption  or  adsorption  by  the  appropriate  materials, 
and  collection  of  the  waste  materials  into  DOT-approved  waste  containers  for 
disposal.  Disposal  of  waste  materials  would  be  conducted  in  accordance 
with  applicable  federal,  state,  and  local  regulations. 

2. 1.1. 4  Safety  Systems.  Specific  safety  plans  would  be  developed  to 
ensure  that  each  launch  operation  is  in  compliance  with  applicable 
regulations,  as  specified  in  numerous  compliance  documents,  and  by  various 
organizations,  including  the  following: 

•  Eastern  and  Western  Range  (EWR)  127-1,  Range  Safety 
Requirements 

•  Air  Force  Manual  (AFM)  91-201,  Explosive  Safety  Standards 

•  DoD  Standard  6055.9,  Ammunition  and  Explosives  Safety 
Standards 

•  AFI  32-1023,  Design  and  Construction  Standards  and  Execution 
of  Facility  Construction  Projects 

•  Air  Force  Occupational  Safety  and  Health  Standards 

•  National  Fire  Protection  Association,  National  Fire  Codes 

•  American  National  Standards  Institute 

•  Occupational  Safety  and  Health  Administration  (OSH A). 
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EWR  127-1  provides  overall  safety  regulations  for  both  Cape  Canaveral  AS 
and  Vandenberg  AFB.  The  objective  of  the  range  safety  program  is  to  ensure 
that  the  general  public,  launch  area  personnel,  foreign  land  masses,  and 
launch  area  resources  are  provided  an  acceptable  level  of  safety,  and  that  all 
aspects  of  prelaunch  and  launch  operations  adhere  to  public  law.  EWR 
127-1  provides  a  framework  for  review  and  approval  of  all  hazards 
associated  with  construction,  prelaunch,  and  launch  operations  and 
incorporates  all  Air  Force,  DoD,  and  other  applicable  health  and  safety 
standards. 

Fire  Protection  System.  Fire  protection,  alarm,  and  fire  suppression  systems 
would  be  provided  for  all  fuel  holding  areas  and  support  facilities.  Flame 
detectors  in  the  fuel  holding  area  would  activate  both  the  area  deluge  system 
and  alarms  to  the  Air  Force  Fire  Department.  A  fire  detection  and  alarm 
system  would  be  provided  in  oxidizer  holding  areas.  However,  a  deluge 
system  would  not  be  included  because  N2O4  and  water  are  highly  reactive. 

Security.  Security  requirements,  an  integral  component  of  project  safety, 
would  be  incorporated  within  the  project  design  and  operational  procedures. 
Site  security  measures  would  include  a  perimeter  security  fence,  a  clear  zone, 
an  entrapment  area  road,  security  lighting,  security  standby  power,  an 
intrusion  detection  system,  and  security  patrol  roads.  Procedures  for  security 
would  include  the  use  of  entry  controllers,  alarm  monitors,  alarm/security 
response  teams,  radios,  and  vehicles  in  accordance  with  Air  Force 
regulations. 

Launch  Hazard  Area  Safety.  Both  Cape  Canaveral  AS  and  Vandenberg  AFB 
have  established  safety  procedures  for  the  areas  affected  by  launch 
operations.  Launches  are  not  allowed  to  proceed  if  they  present  an  undue 
hazard  to  persons  and  property  due  to  potential  dispersion  of  hazardous 
materials,  propagation  of  blast,  or  other  effects.  At  both  launch  locations,  a 
standard  dispersion  computer  model,  run  by  installation  meteorological/ 
environmental  personnel,  would  be  used  for  both  normal  and  aborted  launch 
scenarios  prior  to  launch.  If  the  model  predicted  that  populated  areas  lay 
within  the  toxic  hazard  corridor  (THC),  the  launch  would  be  delayed  until 
more  favorable  meteorological  conditions  existed. 

At  Cape  Canaveral  AS,  Range  Safety  would  monitor  launch  surveillance  areas 
to  ensure  that  the  risks  to  people,  aircraft,  and  surface  vessels  were  within 
acceptable  limits.  Control  areas  and  airspace  would  be  closed  to  the  public 
as  required.  A  Notice  to  Mariners  and  Notice  to  Airmen  would  be  provided  in 
accordance  with  established  procedures  to  provide  warning  to  personnel. 

At  Vandenberg  AFB,  the  coastal  waters  and  surrounding  areas  would  be 
patrolled  prior  to  launch,  and  train  movement  through  the  base  would  be 
monitored.  Ocean  Beach  County  Park  would  be  closed  to  public  access  prior 
to  launches  from  SLC-3W.  Low-azimuth  launches  (180  degrees  or  less)  from 
SLC-3W  would  also  require  closure  of  Jalama  Beach  County  Park.  A  Notice 
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to  Mariners  and  Notice  to  Airmen  would  be  provided  in  accordance  with 
established  procedures  to  provide  warnings  to  marine  craft  and  aircraft.  In 
accordance  with  30  SW  Instruction  91-105,  Evacuating  or  Sheltering  of 
Personnel  on  Offshore  Oil  Rigs,  the  Air  Force  would  notify  oil  rig  companies 
of  an  upcoming  launch  event  approximately  10  to  15  days  in  advance.  The 
Air  Force's  notification,  provided  through  the  Department  of  the  Interior's 
Minerals  Management  Service,  would  request  that  operations  on  the  oil  rigs 
in  the  path  of  the  launch  vehicle  overflight  be  temporarily  suspended  and  that 
personnel  be  evacuated  or  sheltered. 

Detanking  or  other  procedures  to  be  followed  in  the  event  of  a  launch  delay 
or  cancellation  would  be  established  and  would  generally  be  in  accordance 
with  procedures  used  for  current  vehicle  systems. 

Mission/Vehicle  Reliability.  Mission  and  launch  vehicle  reliability  would  meet 
the  requirements  set  forth  in  the  SPD  prepared  for  the  EELV  program  (see 
Appendix  E).  Mission  reliability  is  measured  from  launch  commit  and  is 
defined  as  the  probability  of  successfully  placing  the  payload  into  its  delivery 
orbit  with  the  required  accuracy,  and  then  executing  a  collision  avoidance 
maneuver. 

Quantity-Distance  Criteria.  Explosive  Safety  Quantity-Distance  (ESQD) 
criteria  are  used  to  establish  safe  distances  from  launch  complexes  and 
associated  support  facilities  to  nonrelated  facilities  and  roadways.  These 
regulations  are  established  by  DoD  and  Air  Force  Explosive  Safety  Standards. 
The  criteria  utilize  the  trinitrotoluene,  also  called  TNT,  explosive  equivalent  of 
propellant  onboard  a  fueled  launch  vehicle,  or  stored  components  or 
propellant,  to  determine  safe  distances  from  space  launch  operations  or 
processing  and  holding  areas.  The  facilities  associated  with  this  concept 
would  be  sited  to  meet  these  criteria. 

2. 1.1. 5  Project  Location  and  Access  -  Cape  Canaveral  AS.  EELV  launch 
operations  would  be  conducted  at  the  47-acre  SLC-41  at  Cape  Canaveral  AS, 
in  the  northwestern  portion  of  the  station.  SLC-41  was  used  by  the  Air 
Force  from  1964  to  1977  for  Titan  III  launches.  Renovated  in  1986,  it  has 
been  used  for  Titan  IV  launches  since  1989.  The  last  Titan  IVB  launch  at 
SLC-41  has  been  tentatively  scheduled  for  1998. 

Access  to  Cape  Canaveral  AS  is  provided  through  Gate  1  from  State  Route 
(SR)  401  (Figure  2.1-4).  Once  on  Cape  Canaveral  AS,  access  to  the  site  is 
along  Samuel  C.  Phillips  Parkway  to  Titan  III  Road,  which  connects  to 
SLC-41 . 

2. 1.1. 6  Support  Structures/Operations  -  Cape  Canaveral  AS.  The  launch 
rates  associated  with  Concept  A  are  provided  in  Table  2.1-3.  Approximately 
240  personnel  are  expected  to  be  required  to  support  EELV  launch  operations 
by  2003.  Launch  site  operations  for  Cape  Canaveral  AS  would  be  as 
described  in  Section  2.1 .1 .3  and  would  be  conducted  in  the  structures  listed 
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Table  2.1-3.  Concept  A  Launch  Rates 
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in  Table  2.1-4.  Figures  2.1-4  and  2.1-5  provide  the  general  location  of 
facilities  at  Cape  Canaveral  AS  and  the  site  layout  plan  for  SLC-41, 
respectively.  The  entire  SLC-41  area  would  be  utilized  for  launch  operations. 


Table  2.1-4.  Support  Structures,  Cape  Canaveral  AS,  Concept  A 


Common  Support  Structure _ Building _  Operation _ EELV  Modifications 


Aircraft  Unloading 

Cape  Canaveral  AS  Skid  Strip 

Receive  CUS/Booster 

None 

Storage 

Building  1721  (Hangar  J) 

Building  70500  (Vehicle  Integration 
Building  [VIBI  Annex) 

Building  70580  (Receiving, 
Inspection,  and  Storage) 

Building  75251  (Missile  Inert 

Storage) 

Store  Launch  Vehicle 
Elements 

Modification 
(Facility  1721) 

Office  Space 

Building  70510 

(Integrate  Transfer  Launch  [ITL] 
Warehouse) 

Administration 

None 

Vehicle  Processing 

Facilities'®^ 

Building  1721  (Hangar  J) 

Receive  and  Check  Out 
Vehicle  Elements, 

Process  Elements 

Modification 

Payload  Processing 

Facilities'®’ 

Building  70000  Annex  (Spacecraft 
Processing  Integration 

Facility  [SPIF]) 

Building  55820  (DSCS  Processing 
Facility  [DPF]) 

Encapsulate  Payload 

None 

Refurbishment  Area 

Building  70665  (VIB  Parking  Area) 

Refurbish  Mobile  Launch 
Platform  (MLP) 

None 

Assembly  Facilities 

New  construction  (south  of 

SLC-41) 

Integrate  Launch 

Vehicle,  Conduct 
Integrated  System  Test 

New  Construction 

Launch  Complex 

SLC-41 

Launch  Countdown, 
Post-Launch  Countdown 

Modification 

Launch  Control  Support 

Building  27220  (Launch  Operations 
Control  Center  [LOCC]) 

Launch  Countdown, 
Launch 

Modification 

Propellant  and  Gas  Holding 
Areas 

SLC-41 

Launch  Vehicle  Fueling, 
Pressure  Testing 

Modification 

Note:  (a)  These  are  currently  identified  facilities;  other  facilities  may  be  utilized  by  the  payload  contractor. 
AS  =  Air  Station 
CUS  =  Cryogenic  Upper  Stage 
DSCS  =  Defense  Satellite  Communications  System 
EELV  =  Evolved  Expendable  Launch  Vehicle 
SLC  =  Space  Launch  Complex 


Under  Concept  A,  the  activities  associated  with  EELV  would  generate  the 
following  average  utility  demands  at  Cape  Canaveral  AS  during  the  projected 
peak  launch  year  (2015): 

•  Water  -  13,950  gallons  per  day  (gpd) 

•  Wastewater  -  10,800  gpd 

•  Solid  waste  -  0.5  ton  per  day 

•  Electricity  -  467  kilowatt  hours  (kWH)  per  day. 
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Figure  2.1-5 
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Based  upon  employment  projections  and  project  activities,  Concept  A  would 
generate  770  average  daily  vehicle  trips.  The  evening  peak-hour  volume 
(PHV)  is  projected  to  be  160  vehicles. 

2. 1.1. 7  Project  Construction  Activities  -  Cape  Canaveral  AS.  At  Cape 
Canaveral  AS,  construction  activities  would  begin  in  July  1998  and  continue 
through  June  2000.  Most  of  the  ground-disturbing  activities  would  occur 
between  August  1998  and  June  1999.  Construction  of  the  second  assembly 
facility  would  occur  between  January  of  2002  and  July  of  2003.  Additional 
ground-disturbing  activities  would  occur  at  the  Hangar  J  driveway  between 
April  and  May  2000.  Construction  personnel  requirements  would  average 
260,  with  a  maximum  of  382  during  peak  construction  activities.  Proposed 
construction  activities  at  Cape  Canaveral  AS  are  described  below. 

Existing  Facility  Modification 

SLC-41.  Most  of  SLC-41  would  be  modified  for  this  concept.  Major 
modifications  would  include  changing  the  existing  site  topography,  as 
required,  to  support  rail  system  work  and  facility  modification/new 
construction.  Modifications  at  the  SLC  would  be  as  follows: 

•  The  Mobile  Service  Tower  (MST)  and  the  umbilical  tower  would 
be  demolished. 

•  Exterior  modifications  to  the  Support  Equipment  Building  (SEB) 
would  include  extending  the  building  to  house  the  payload 
equipment  van;  interior  modifications  would  consist  of  removing 
and/or  abandoning  existing  cables  and  piping  and  reconfiguring 
the  building  interior  to  support  communications  equipment. 

•  The  catch  basins,  gas  storage  area  (GN2  and  GHe),  and  propellant 
systems  {LH2  and  LO2)  would  be  modified.  Mobile  systems  for 
N2O4  and  MMH,  and  any  necessary  scrubbers,  would  be  utilized. 

•  New  facilities  for  the  kerosene  fuel  (RP-1 )  system  and  piping 
would  include  a  90,000-gallon  tank,  an  unloading  area,  pumps,  a 
piping  system,  secondary  containment,  and  a  leak  detection 
system. 

•  Piping  to  the  launch  pad  would  be  installed. 

•  An  aerial  sound  suppression  water  deluge  system  and  fuel  and 
oxidizer  piping  would  be  installed. 

•  New  facilities  for  the  LO2  storage  system  would  include  a 
600,000-gallon  tank  farm  (two  300,000-gallon  tanks),  an 
unloading  area,  pumps,  a  piping  system,  secondary  containment, 
and  a  leak  detection  system. 
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Building  1721,  Hangar  J,  Booster  Storage  and  Check  Out.  The  existing 
driveway  would  be  modified  to  provide  an  increased  turning  radius.  Interior 
utilities  would  be  modified  to  meet  program  requirements. 

Building  27220,  Launch  Operations  Control  Center  (LOCO.  The  consoles 
inside  the  LOCC  would  be  replaced.  No  exterior  modifications  would  be 
required. 

Road  Modifications.  The  road  turning  radius  at  the  northeastern  corner  of 
Skid  Strip  Road  and  Samuel  C.  Phillips  Parkway  would  be  modified  to  allow 
transport  of  the  launch  vehicle. 

infrastructure.  Utility  lines  required  for  the  EELV  program  would  be  modified 
within  SLC-41  in  previously  disturbed  areas. 

New  Facilities 


Assembly  Facilities.  Two  identical  assembly  facilities,  located  in  separate 
complexes  of  identical  design,  would  be  constructed  south  of  SLC-41  along 
the  current  Titan  IVB  transporter  rail  line.  Construction  of  the  two  assembly 
facilities  would  disturb  approximately  29.5  acres.  A  single  fence,  utility 
shed,  and  guardhouse  would  be  constructed  within  each  complex,  and  an 
asphalt  parking  area  would  be  constructed  adjacent  to  each  complex. 

The  transporter  track  systems  would  be  modified  to  allow  movement  of  the 
launch  systems  to  the  launch  pad,  assembly  facilities,  and  refurbishment 
areas  in  the  Integrate  Transfer  Launch  (ITL)  area. 

Utilities  for  each  assembly  facility  would  include  an  electrical  substation,  a 
diesel  generator,  and  two  water  chillers.  Electrical  power,  potable  water, 
GNa,  and  GHe  lines  would  need  to  be  extended  from  SLC-41  to  each 
assembly  facility  along  the  previously  disturbed  road  corridor. 

Construction  Phase 


Most  of  the  construction  activities  would  take  place  along  existing  road 
corridors.  At  the  assembly  facilities  site,  vegetation  would  be  removed  to 
create  a  cleared  area  approximately  300  feet  wide.  Construction  equipment 
laydown  areas,  personal  vehicle  parking,  temporary  mobile  offices  (trailers), 
maintenance  facilities,  and  other  ancillary  construction  areas  would  be  sited 
in  previously  disturbed  areas  (see  Figure  2.1-5). 

Earthwork  for  construction  would  be  performed  in  accordance  with  the 
construction  Storm  Water  Pollution  Prevention  Plan  and  project  SPCC  Plan 
that  would  be  developed  for  this  project. 
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A  temporary  truck  washdown  area  would  be  provided  within  the  boundaries 
of  the  construction  laydown  areas.  In  order  to  contain  collected  wastewater, 
the  washdown  area  would  be  provided  with  an  impoundment  containing  a 
sump  that  would  allow  water  to  percolate  into  the  ground. 

Approximately  29.5  acres  of  land  would  be  disturbed  for  construction  of  the 
assembly  facilities.  Depending  upon  the  final  design  and  grading  plans,  earth 
movement  would  involve  a  minimum  of  about  24,000  cubic  yards  of  cut  and 
fill  material.  Unsuitable  cut  material  would  be  removed  from  the  project  area 
to  a  spoil  site  located  off  station  or  at  other  approved  locations.  Appropriate 
erosion  control  would  be  implemented  at  the  stockpile.  Construction 
materials  would  generally  be  transported  by  truck  through  Gate  1  over 
Samuel  C.  Phillips  Parkway  to  Titan  III  Road  to  SLC-41 . 

During  the  construction  period,  water  use  would  average  approximately 
4,000  gpd  for  general  activities  (e.g.,  site  washdown,  cement  mixing, 
personnel  requirements).  Some  water  would  also  be  used  for  dust  control. 
Wastewater  generation  would  average  approximately  3,760  gpd.  In  addition, 
approximately  3,450  tons  of  solid  waste  would  be  generated  during  the 
3  1 /2-year  construction  period.  The  construction  contractor  would  remove 
construction  debris;  any  hazardous  materials  identified  during  construction 
(e.g.,  asbestos,  lead-based  paint)  would  be  abated  in  accordance  with 
applicable  regulations.  Approximately  3,100  tons  of  construction  debris, 
consisting  of  concrete  (650  tons),  structural  steel  (2,200  tons),  and 
miscellaneous  rails,  fencing,  piping,  and  wire  (250  tons)  would  be  generated 
by  demolition  activities.  The  concrete  would  be  reused  as  structural  fill;  the 
remaining  construction  materials  would  be  recycled.  Approximately  440  tons 
of  crating,  packaging,  sheet  rock,  roofing  material,  and  trash  would  be 
generated  over  the  life  of  the  construction  period  at  an  average  rate  of 
0.35  ton  per  day.  This  debris  would  be  disposed  of  in  a  sanitary  landfill. 

From  1998  through  2000,  construction  traffic  entering  and  exiting  project 
construction  sites  on  Cape  Canaveral  AS  under  Concept  A  is  estimated  to 
generate  an  average  of  1,640  daily  vehicle  trips,  with  170  trips  expected 
during  the  peak  hour.  Construction  traffic  entering  and  exiting  project 
construction  sites  during  the  peak  construction  period  is  expected  to  be 
2,400  trips,  with  250  trips  occurring  during  the  peak  hour. 

2. 1.1. 8  Project  Location  and  Access  -  Vandenberg  AFB.  EELV  launch 
operations  would  be  conducted  at  the  33-acre  SLC-3W  at  South  Vandenberg 
AFB.  SLC-3W  was  used  for  Atlas  D/Agena  launches  from  1960  to  1963,  for 
Thor  Agena  launches  from  1963  to  1972,  and  for  Atlas  E/F  launches  from 
1972  to  1995.  SLC-3W  is  currently  inactive  and  requires  minimal 
maintenance. 
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Access  to  the  SLC  would  be  primarily  through  the  Vandenberg  AFB  South 
Gate  entrance  via  SR  246,  then  over  Air  Force-controlled  secondary 
roadways,  including  Arguello  Boulevard  and  Bear  Creek  and  Coast  roads 
(Figure  2.1-6). 

2. 1.1. 9  Support  Structures/Operations  -  Vandenberg  AFB.  Launch  rates 
associated  with  Concept  A  are  provided  in  Table  2.1-3.  Approximately 

135  personnel  are  expected  to  be  required  to  support  EELV  launch  operations 
by  2006.  Launch  site  operations  for  Vandenberg  AFB  would  be  as  described 
in  Section  2. 1.1. 3  and  would  occur  in  the  structures  listed  in  Table  2.1-5. 
Figures  2.1-6  and  2.1-7  provide  the  general  location  of  facilities  at 
Vandenberg  AFB  and  the  site  layout  plan  for  SLC-3W,  respectively.  The 
entire  SLC-3W  area  would  be  utilized  for  launch  operations. 

Under  Concept  A,  the  activities  associated  with  EELV  would  generate  the 
following  average  utility  demands  at  Vandenberg  AFB  during  the  projected 
peak  launch  year  (2007); 

•  Water  -  7,400  gpd 

•  Wastewater  -  6,100  gpd 

•  Solid  waste  -  0.3  ton  per  day 

•  Electricity  -  233  kWH  per  day. 

Based  upon  employment  projections  and  project  activities.  Concept  A  would 
generate  430  average  daily  vehicle  trips,  with  90  trips  anticipated  during  the 
peak  hour. 

2.1.1.10  Project  Construction  Activities  -  Vandenberg  AFB.  At  Vandenberg 
AFB,  construction  would  begin  in  March  2000  and  continue  through  March 
2002.  Most  of  the  ground-disturbing  activities  would  occur  between  March 
and  September  2000.  Construction  personnel  requirements  would  average 
252,  with  a  maximum  of  324  during  peak  construction  activities.  Proposed 
construction  activities  at  Vandenberg  AFB  are  described  below. 

Existing  Facility  Modification 

SLC-3W.  Most  of  SLC-3W  (within  the  fence  line)  would  be  modified  for  this 
concept.  Major  modifications  would  include: 

•  The  kerosene  fuel  (RP-1)  tank  and  piping  system,  fueling  skid, 
skid  foundation,  and  secondary  containment  would  be  removed. 

•  A  1 50-kilowatt  generator  and  associated  electrical  and  fuel 
systems  would  be  removed. 

•  The  roadway  would  be  modified. 
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Table  2.1-5.  Support  Structures,  Vandenberg  AFB,  Concept  A 


Common  Support  Structure 

Building 

Operation 

EELV  Modifications 

Aircraft  Unloading 

Vandenberg  AFB  Airfield 

Receive  Upper  Stage/Booster 

None 

Storage 

Building  7525  (Booster  Assembly 
Building  [BAB]) 

Building  8337  (Payload  Fairing 
Processing  Facility) 

Store  Launch  Vehicle 

Elements 

Modification 
(Building  7525) 

Vehicle  Processing  Facility 

Building  7525  (BAB) 

Receive  and  Check  Out 

Vehicle  Elements,  Process 
Elements 

Modification 

Office  Space 

Building  8401 

Administration 

None 

Payload  Processing 

Facilities 

Building  375  (Integrated 

Processing  Facility  [IPF]), 

Building  1032  (Astrotech) 

Building  2520  (Payload 

Processing  Facility  [PPF]) 

Encapsulate  Payload 

None 

Assembly  Facility 

New  construction  (SLC-3W) 

Integrate  Launch  Vehicle, 
Conduct  Integrated  Systems 
Test 

New  Construction 

Launch  Complex 

SLC-3W 

Launch  Countdown,  Post- 
Launch  Countdown 

Modification 

Launch  Control  Support 

Building  8510  (Remote  Launch 
Control  Center  [RLCC]) 

Launch  Countdown,  Launch 

None 

Propellant  and  Gas  Holding 
Areas 

SLC-3W 

Launch  Vehicle  Fueling, 
Pressure  Testing 

Modification 

AFB  =  Air  Force  Base 

EELV  =  Evolved  Expendable  Launch  Vehicle 

SLC  =  Space  Launch  Complex 

•  The  existing  utility  systems  and  the  perimeter  security  fence, 
including  new  lighting,  would  be  renovated. 

•  A  new  rail  system  would  be  added  from  the  assembly  facility  to 
the  launch  pad. 

•  The  existing  MST,  MST  rail  system,  and  the  umbilical  tower 
would  be  removed. 

•  The  launch  mounts,  existing  deluge  systems,  and  pressurization 
and  purge  systems  would  be  removed. 

•  A  launch  exhaust  duct  would  be  constructed. 

•  The  area  around  the  existing  retention  basin  would  be  utilized  as 
a  secondary  catch  basin  for  storm  water. 

•  Renovations  to  the  SEB  would  include  removal  of  the  interior  of 
the  existing  facility  and  installation  of  a  new  power  substation. 
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•  The  existing  LO2  tank  and  piping  would  be  removed. 

•  Modifications  to  the  gas  storage  area  would  include  the  addition 
of  He  storage  bottles  and  piping  connections  to  the  existing  GN2 
line  that  serves  SLC-3E. 

•  A  new  launch  pad  deluge  water  and  acoustic  suppression  system 
would  be  installed. 

•  Kerosene  fuel  (RP-1),  LH2,  and  LO2  systems  would  be  installed. 
Mobile  systems  for  N2O4  and  MMH,  and  any  necessary  scrubbers, 
would  be  utilized. 

Building  7525,  Booster  Assembly  Building  (BAB).  New  entrance/exit 
driveways  would  be  constructed  in  the  front  and  rear  of  the  facility. 
Construction  would  occur  on  the  previously  disturbed  roadway  shoulder. 

Road/Pavement  Improvements.  Intersections  at  the  following  locations  along 
the  booster  tow  route  would  be  widened  to  accommodate  the  turning  radii  of 
booster  transporters:  Coast  and  Bear  Creek  roads  (south  of  intersection). 
Bear  Creek  and  Napa  roads  (west  of  intersection),  and  Napa  and  Alden  roads 
(intersection  area)  (see  Figure  2.1-6).  The  route  widening  would  occur  in 
previously  disturbed  areas.  Existing  power  poles  at  the  northeastern  side  of 
Coast  and  Bear  Creek  roads  would  have  to  be  relocated,  and  the  traffic  signal 
at  Utah  and  New  Mexico  avenues  would  need  to  be  modified  (see 
Figure  2.1-6). 

Infrastructure.  New  utility  lines  and  connections  would  be  located  in 
previously  disturbed  areas  or  within  construction  areas  or  other  proposed 
facilities.  These  would  include  water,  wastewater,  electrical,  and  gas  lines. 

New  Facilities 


Assembly  Facility.  An  assembly  facility  containing  a  new  power  substation 
would  be  constructed  approximately  500  feet  northeast  of  the  launch  pad. 

Construction  Phase 


Initial  construction  would  consist  primarily  of  clearing  and  grading,  and 
demolition  of  existing  structures  at  the  project  site.  Construction  activities 
would  take  place  within  the  previously  disturbed  SLC-3W  area  or  along 
existing  road  corridors.  Construction  equipment  laydown,  personal  vehicle 
parking,  temporary  mobile  offices  (trailers),  maintenance  facilities,  and  other 
ancillary  construction  areas  would  be  sited  in  previously  disturbed  areas  at 
the  SLC-3  fallback  parking  area. 
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Earthwork  for  construction  would  be  performed  in  accordance  with  the 
construction  Storm  Water  Pollution  Prevention  Plan  and  project  SPCC  Plan 
that  would  be  developed  for  this  concept. 

To  contain  collected  wastewater,  a  temporary  truck  washdown  area  with  an 
impoundment  would  be  provided  within  the  boundaries  of  the  construction 
laydown  areas. 

Approximately  33  acres  of  land  within  the  SLC-3W  fenceline  would  be 
disturbed  during  construction.  Depending  upon  the  final  design  and  grading 
plans,  earth  work  would  involve  a  minimum  of  about  142,000  cubic  yards  of 
cut  material.  An  equal  amount  of  fill  material  would  come  from  borrow  areas 
on  Vandenberg  AFB  (Manzanita  Borrow  Area).  Unsuitable  cut  material  would 
be  returned  to  the  embankment  cut  at  the  SLC  that  would  be  regraded  prior 
to  site  revegetation.  Some  spoil  material  may  be  disposed  of  on  the  base 
landfill.  A  site  restoration  plan  would  be  developed  to  replace  non-native 
plant  species  disturbed  during  construction  with  native  vegetation. 
Construction  materials  would  generally  be  trucked  through  the  Coast  Gate 
entrance  (see  Figure  2.1-6),  then  to  SLC-3W. 

During  the  construction  period,  water  use  would  average  approximately 
8,240  gpd  for  general  activities  (e.g.,  site  washdown,  cement  mixing, 
personnel  requirements).  Some  water  would  also  be  utilized  for  dust  control. 
Wastewater  generation  would  average  approximately  3,760  gpd.  In  addition, 
approximately  4,900  tons  of  solid  waste  would  be  generated  during  the 
25-month  construction  period.  The  construction  contractor  would  remove 
construction  debris;  hazardous  materials  found  during  construction  (e.g., 
asbestos,  lead-based  paint)  would  be  abated  in  accordance  with  applicable 
regulations.  Approximately  4,600  tons  of  debris,  consisting  of  concrete 
(1,500  tons),  asphalt  (500  tons),  structural  steel  (1,600  tons),  and 
miscellaneous  rails,  fencing,  piping,  and  wire  (1,000  tons),  would  be 
generated  by  demolition  activities  in  the  first  3  months  of  the  project.  The 
concrete  would  be  reused  as  structural  fill;  the  remaining  construction 
materials  would  be  recycled.  The  remaining  300  tons  of  debris,  consisting  of 
crating,  packaging,  sheet  rock,  roofing  material,  and  trash,  would  be 
generated  over  the  life  of  the  construction  period  at  an  average  rate  of 
0.4  ton  per  day.  This  debris  would  be  disposed  of  in  a  sanitary  landfill. 

From  2000  to  2002,  construction  traffic  entering  and  exiting  project 
construction  sites  on  Vandenberg  AFB  under  Concept  A  is  estimated  to 
generate  an  average  of  1,600  daily  vehicle  trips,  with  170  trips  expected 
during  the  peak  hour.  Construction  traffic  entering  and  exiting  project 
construction  sites  during  the  peak  construction  period  is  expected  to  be 
2,000  trips,  with  210  trips  occurring  during  the  peak  hour. 
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2.1.2  Concept  B 


Under  Concept  B,  the  contractor  would  use  SLC-37  at  Cape  Canaveral  AS 
and  SLC-6  at  Vandenberg  AFB  for  EELV  system  activities,  as  well  as  other 
facilities  at  both  locations. 

The  following  is  a  general  description  of  the  launch  vehicle  and  facility 
requirements  for  Concept  B.  Specific  descriptions  for  implementation  of  this 
alternative  at  Cape  Canaveral  AS  and  Vandenberg  AFB  follow  the  general 
description.  Construction  would  include  modifications  to  existing  facilities 
and  construction  of  new  facilities.  Most  of  the  components  (boosters,  upper 
stages,  and  avionics  modules)  would  be  assembled  and  tested  prior  to 
shipment  to  the  launch  site  (i.e..  Cape  Canaveral  AS  or  Vandenberg  AFB)  in 
near  flightworthy  condition. 

2. 1.2.1  Launch  Vehicle  Concept.  The  EELV  would  consist  of  several 
variations  of  a  Delta  IV  (DIV)  launch  vehicle,  including  small  (DIV-S),  medium 
(DIV-M),  and  large  (heavy)  (DIV-H)  launch  vehicles,  shown  in  Figure  2.1-8. 
This  system  would  use  a  common  booster  core  (CBC),  with  a  Hypergolic 
Upper  Stage  (HUS),  Delta  Cryogenic  Upper  Stage  (DCUS),  or  Heavy  Delta 
Cryogenic  Upper  Stage  (HDCUS)  as  second  stages,  depending  upon  the 
payload  requirements.  The  small  and  medium  vehicles  would  use  one  CBC 
first-stage  core  booster;  the  heavy  vehicle  would  use  one  first-stage  CBC  and 
two  CBC  strap-ons.  The  strap-ons  are  the  standard  version  of  the  CBC  with 
Titan  IV  nose  cones  and  appropriate  separation  hardware  added.  They  have 
shorter  burn  times  than  the  center  core  and  would  be  jettisoned  prior  to 
burnout  of  the  center  core  vehicle.  A  Delta  IV  Medium  Plus  (DIV-M -h) 
vehicle,  consisting  of  a  DIV-M  with  solid  rocket  motors  (SRMs),  would  be 
utilized  for  some  commercial  missions  (not  shown  in  Figure  2.1-8).  The  SRM 
booster  casing  would  be  composed  of  graphite  epoxy.  Table  2.1-6  provides 
data  for  the  launch  vehicle  components. 

Due  to  the  continued  evolution  and  refinement  of  the  EELV,  the  DIV-M + 
vehicle  would  likely  use  larger  SRMs  than  are  analyzed  in  this  EIS.  The  SRMs 
would  be  approximately  30  percent  larger  than  those  upon  which  the  current 
analysis  is  based.  Because  information  regarding  design  characteristics  for 
the  larger  SRM  is  not  currently  available,  if  the  contractor  proceeds  with  its 
development,  the  environmental  effects  of  its  use  would  be  addressed  under 
additional  environmental  documentation.  It  is  anticipated  that  this  analysis 
would  result  in  a  finding  of  no  significant  impact,  as  the  larger  SRMs  would 
still  be  smaller  than  those  currently  utilized  on  the  Titan  IV  at  both 
installations. 

The  medium  and  heavy  upper  stages  would  be  fueled  by  LH2  and  LO2,  and 
the  small  vehicle  upper  stages  would  utilize  Aerozine-50  (A-50)  and  N2O4. 

All  propellant  transfer  would  occur  on  the  launch  pad. 
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Fairing 


Interstage 

1 1 


-Common 

Booster 

Core 


CBC 

Strap-ons 


DIV-M 
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Table  2.1-6.  Launch  Vehicle  Components.  Concept  B 


Launch  Vehicle 
Component 

Launch 

Vehicle 

Propellant 

(lbs) 

Fueling 

Location 

Reaction 

Control  System 
(lbs) 

RCS 

Loading 

Location 

CBC 

DIV-S,  DlV-M, 
and  DlV-H 

LH2(<  63,000) 

L02(<  387,000) 

Launch  Pad 

NA 

NA 

HUS 

DIV-S 

N2O4  ( <  1 2,000) 

A-50  (<  6,500) 

Launch  Pad 

Cold  gas  N2  (24) 

PPF 

DCUS 

DIV-M 

LH2(<  7,000) 

L02(<  40,000) 

Launch  Pad 

N2H4(160) 

He(1) 

PPF 

HDCUS 

DIV-H 

LH2{<  9,000) 

L02(<  55,000) 

Launch  Pad 

N2H4(320) 

He  (2) 

PPF 

Strap-on  SRM‘^^ 

DIV-M  + 

NH4CIO4  (25,000) 

Al  (7,000) 

HTPB  (5,000) 

Launch  Pad 

NA 

NA 

Star  48B 

DIV-S 

NH4CIO4  (3,200) 

Al  (800) 

HTPB  (500) 

Launch  Pad 

NA 

NA 

Note:  (a)  Propellant  weight  shown  is  for  an  individual  SRM. 


A-50 

Aerozine-50  (50  percent  by  weight 

HTPB 

= 

hydroxyl-terminated  polybutadiene  (binder  material) 

unsymmetrical  dimethylhydrazine  and 

HUS 

= 

Hypergolic  Upper  Stage 

anhydrous  hydrazine) 

lbs 

pounds 

Al 

= 

aluminum 

LH2 

= 

liquid  hydrogen 

CBC 

= 

common  booster  core 

LO2 

= 

liquid  oxygen 

DCUS 

= 

Delta  Cryogenic  Upper  Stage 

NA 

= 

not  applicable 

D!V 

Delta  IVB 

N2 

= 

nitrogen 

DIV-H 

heavy  launch  vehicle 

N2H4 

= 

anhydrous  hydrazine 

DIV-M 

= 

medium  launch  vehicle 

N2O4 

= 

nitrogen  tetroxide 

DIV-M  + 

— 

medium  launch  vehicle  with  solid 

NH4CIO4 

= 

ammonium  perchlorate 

rocket  motor  strap-ons 

PPF 

= 

Payload  Processing  Facility 

DIV-S 

= 

small  launch  vehicle 

RCS 

= 

reaction  control  system 

HDCUS 

Heavy  Delta  Cryogenic  Upper  Stage 

SRM 

= 

solid  rocket  motor 

He 

helium 

The  CBC  is  a  new  design  for  the  EELV  program  using  a  Rocketdyne  RS-68 
engine  and  would  be  a  common  element  for  all  Concept  B  launch  vehicles. 
The  CBC  casing  would  be  composed  of  aluminum  alloy  and  composite 
structures.  The  CBC  propellants  are  LH2  and  LO2. 


The  HUS  would  be  designed  to  satisfy  the  low  end  of  the  NMM  in  terms  of 
payload  delivery  to  orbit  and  would  be  used  on  the  DIV-S  only.  The  DCUS 
would  be  used  for  the  DIV-M,  and  the  HOCUS  would  be  used  for  the  DIV-H. 
The  DIV-S  and  the  DIV-M  both  satisfy  the  medium  lift  requirement  of  the 
NMM. 


For  some  small  vehicle  missions,  a  third  stage  (Star  48B)  containing  solid 
propellant  would  be  utilized.  The  propellant  would  be  composed  of 
ammonium  perchlorate  {NH4CIO4),  aluminum  (Al),  and  hydroxyl-terminated 
polybutadiene  (HTPB)  (binder  material).  The  third  stage  would  be 
encapsulated  with  the  payload  and  transported  to  the  launch  pad. 
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For  the  medium  and  heavy  vehicles,  fueling  of  the  reaction  control  system 
(RCS)  would  occur  in  the  payload  processing  facility.  The  RCS  propellant 
would  be  anhydrous  hydrazine  {N2H4)  and  helium  (He). 

The  payload  fairings  would  be  developed  from  existing  Delta  and  Titan  IV 
designs.  The  fairing  structures  for  the  DIV-H  would  be  made  of  aluminum; 
small  and  medium  vehicle  payload  fairings  would  be  a  graphite-epoxy 
composite. 

The  CBC  avionics'  basic  architecture  and  all  elements  would  be  developed 
from  Delta  ll/lll  avionics  that  provide  single-fault  tolerant  control  that 
monitors  electrical  power  for  all  critical  functions.  The  upper-stage  avionics 
provide  the  inertial  sensing  and  data  processing  for  the  navigation,  guidance, 
control,  and  sequencing;  radio  frequency  (RF)  communication  electronics; 
flight  termination;  and  the  telemetry,  power,  and  distribution  network. 

The  FTS  would  be  a  redundant  system  that  would  provide  the  capability  to 
terminate  a  vehicle  undergoing  erratic  flight  before  it  could  endanger  people 
and  property.  The  system  for  Concept  B  would  rely  upon  existing 
technologies  that  have  been  used  for  the  Titan,  Delta,  and  space  shuttle 
programs. 

Figure  2.1-2  depicts  a  representative  launch  vehicle  ascent  sequence.  After 
completing  its  mission,  the  CBC  would  fall  Into  the  ocean  and  would  not  be 
recovered.  Less  than  25  gallons  of  hydraulic  fluid  would  remain  in  the 
booster  when  it  falls  into  the  ocean  and  sinks.  The  payload  fairings  would 
separate  from  the  vehicle  prior  to  orbit,  fall  into  the  ocean,  and  would  not  be 
recovered.  No  trawling  or  recovery  activities  would  occur  under  Concept  B. 
The  upper-stage  engine  would  cut  off  when  the  payload  reached  the  desired 
orbit.  The  upper  stages  (HUS,  DCUS,  and  HDCUS)  of  the  launch  vehicle 
would  boost  the  payload  into  orbit,  where  the  upper  stage  would  separate 
from  the  payload.  Residual  propellant  within  the  upper  stages  would  be 
vented  to  minimize  orbital  debris  due  to  breakup. 

2. 1.2. 2  Primary  Support  Structures.  Various  support  structures  and 
equipment  would  be  necessary  to  process  and  launch  the  vehicle.  These 
would  consist  of  structures  at  the  proposed  SLC  (i.e.,  SLC-37  or  SLC-6),  as 
well  as  facilities  and  utilities  located  elsewhere  on  the  launch  site.  The 
primary  support  structures  and  equipment  that  would  be  required  at  both 
Cape  Canaveral  AS  and  Vandenberg  AFB  are  described  in  the  following 
paragraphs.  Exact  facility  locations  at  each  launch  site  are  described  for 
Cape  Canaveral  AS  in  Section  2. 1.2. 6  and  for  Vandenberg  AFB  in 
Section  2.1 .2.9. 

Unloading  Facilities.  Barge/boat  unloading  facilities  at  each  location  would  be 
used  to  unload  CBCs  transported  by  barge  or  boat.  Airstrips  at  each  location 
would  be  utilized  to  unload  flight  hardware  transported  by  cargo  aircraft. 
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Hardware  transported  by  truck  would  be  received  at  appropriate  processing 
facilities  or  interim  storage  facilities. 

Storage  Facilities.  CBCs,  upper  stages,  fairings,  and  other  flight  hardware 
may  be  stored  in  these  facilities,  if  necessary,  prior  to  processing.  These 
facilities  would  also  be  utilized  to  store  ground  support  equipment  (GSE). 

Horizontal  Integration  Facility  (HIF).  An  HIF  would  be  utilized  for  vehicle 
processing.  Functions  performed  in  the  HIF  would  include  the  receiving, 
integration  of  CBCs  and  strap-ons  for  the  DIV-H,  and  check-out  of  the  CBC 
and  upper  stages.  In  addition,  this  facility  would  house  many  support 
functions  required  for  integration  of  the  launch  vehicle. 

Payload  Processing  Facility.  Preprocessed  and  fueled  payloads  would  be 
encapsulated  within  this  facility.  The  Star  48B  would  be  integrated  with  the 
payload  and  encapsulated.  The  payload  would  be  inspected,  any  final 
assembly  and  checkout  conducted,  and  if  required,  storable  propellant  (N2H4) 
loaded.  Encapsulation  of  the  payload  within  the  fairing  would  be  the  final 
operation  prior  to  transport  to  the  launch  pad. 

Launch  Complex.  The  launch  complex  would  include  the  launch  table  and 
installation/interface  points  for  various  support  services.  It  would  also 
contain  launch  exhaust  ducts  that  direct  the  exhaust  flame  from  the  launch 
vehicle  away  from  the  launch  deck  and  complex  for  safe  dispersal.  The 
launch  pad  would  include  an  MST,  a  Fixed  Umbilical  Tower  (FUT),  and  an 
SEB  that  would  provide  miscellaneous  support  systems  that  need  to  be  close 
to  the  launch  pad,  as  well  as  propellant  and  gas  storage  areas.  At  Cape 
Canaveral  AS,  each  SEB  would  house  a  1,000-kilowatt  (kW)  backup  diesel 
generator. 

Launch  Control  Center.  Launches  would  be  controlled  at  the  launch  control 
center  once  SLC  operations/procedures  had  been  completed. 

Propellant  and  Gas  Holding  Areas.  Propellant  and  gas  holding  areas  would 
include  a  gas  storage  area  and  LH2  and  LO2  holding  areas  at  the  SLC.  An  LH2 
system,  consisting  of  a  double-walled  tank;  a  leak  detection  system;  and  a 
piping  system  would  be  used  for  CBC,  DCUS,  and  HOCUS  fueling.  This 
would  include  an  850,000-gallon  tank  at  Cape  Canaveral  AS  and  an 
850,000-gallon  tank  at  Vandenberg  AFB.  This  area  would  also  include  an 
unloading  area,  a  piping  system,  a  sloped  spill  runoff  area,  a  propane  flare 
stack,  a  hydrogen  burn  stack  to  burn  excess  vapor,  a  fire  suppression 
system,  power,  and  instrumentation.  Piping  to  the  launch  pad  would  be 
installed.  In  addition,  an  LO2  system  consisting  of  a  double-walled  tank, 
pumps,  and  a  piping  system  would  be  required  for  CBC,  DCUS,  and  HDCUS 
loading.  Facilities  would  include  a  350,000-gallon  tank  at  Cape  Canaveral 
AS  and  a  300,000-gallon  tank  at  Vandenberg  AFB.  An  unloading  area,  an 
LH2  leak  detection  system,  and  a  piping  system  would  also  be  required.  At 
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Vandenberg  AFB,  an  existing  berm  that  slopes  to  an  existing  containment 
area  would  be  utilized  for  secondary  containment.  At  Cape  Canaveral  AS,  a 
containment  system  would  be  designed  in  accordance  with  Range  Safety  and 
OSHA  requirements.  The  earthen  berm  containment  areas  would 
accommodate  100  percent  of  the  liquid  volume  because  of  the  rapid 
volatilization  of  any  potential  spills. 

The  gas  storage  area  would  include  storage  and  handling  facilities  for  GHe 
and  liquid  nitrogen  (LN2).  At  both  Cape  Canaveral  AS  and  Vandenberg  AFB, 
one  20,000-gallon  tank  of  LN2  and  twelve  300-cubic-foot  vessels  of  GHe 
would  be  required.  GN2  would  also  be  provided  to  the  launch  facilities  via 
existing  pipelines  and/or  trucks.  Additional  piping  would  be  installed,  as 
required.  Two  additional  GN2  truck  connections  would  be  required  at  Cape 
Canaveral  AS. 

A-50  and  N2O4  for  the  HUS  would  be  transported  to  the  site  by  DOT- 
approved  supply  tankers  following  procedures  similar  to  those  used  currently 
for  the  Delta  II  program.  These  chemicals  would  not  be  stored  on  site.  The 
loading  area  would  include  secondary  containment  and  a  leak  detection 
system.  Mobile  scrubbers  and  fixed  scrubbers  on  the  FUT  used  during 
propellant  loading  and  tank  venting  would  require  applicable  air  permits  or 
exemptions  similar  to  those  required  for  current  Delta  II  operations. 

Small  quantities  of  MMH  required  for  the  DCUS  would  be  provided  in  DoD- 
approved  drums.  MMH  would  be  scrubbed  and  permitted,  as  required. 
Hypergolic  rinseate  would  be  managed  and  disposed  of  in  accordance  with 
applicable  federal,  state,  and  installation  requirements. 

Solid  propellant  would  not  be  stored  in  the  launch  pad  area.  Existing  solid 
propellant  storage  facilities  would  be  utilized  at  each  launch  location.  At 
Cape  Canaveral  AS,  solid  propellant  would  be  stored  in  a  new  Delta  Mi 
building  within  Area  57E  to  be  constructed  in  1998,  and  within  portions  of 
Buildings  50801  and  50803.  At  Vandenberg  AFB,  solid  propellant  would  be 
stored  in  Building  1670. 

2. 1.2. 3  Launch  Site  Operations.  The  launch  vehicle  components  would  be 
shipped  separately  to  each  launch  site  (i.e..  Cape  Canaveral  AS  or 
Vandenberg  AFB).  Upon  arrival,  the  components  would  undergo  a  variety  of 
receiving  inspections  and  off-line  processing  in  the  facilities  noted  above 
before  final  integration  on  the  launch  pad.  Figure  2.1-9  provides  an  overview 
of  the  Concept  B  launch  operation  concept. 

Launch  process  operations  that  would  occur  at  the  launch  site  Include  launch 
preparation,  launch  operations,  and  post-launch  refurbishment  of  the  launch 
pad.  Table  2.1-7  lists  the  types  and  total  estimated  quantities  of  hazardous 
materials  used  for  these  processes  for  each  Concept  B  launch.  All  hazardous 
materials  used  would  be  handled  in  accordance  with  applicable  federal,  state. 
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Receipt  of  Components 


Horizontal  Integration  Facility 


Fairings,  Upper  Stage,  and 
CBC  Arrive 


Storage  of  Flight  Hardware 


Payload  Processing  Facility 


Vertical  Mate 
of  Encapsulated  Payload 
Using  MST  Crane 


Encapsulate  Payload 


EXPLANATION 

CBC  Common  Booster  Core 
MST  Mobile  Service  Tower 


Concept  B 
Launch  Operation 
Concept 


Note:  Solid  rocket  motors  would  be  shipped  by  rail. 
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Figure  2.1-9 


Table  2.1-7.  Estimated  Hazardous  Materials  Utilized  Per  Launch  (all 
processes).  Concept  _ 


Material 

Quantity  (lbs)'*” 

POL 

80 

VOC-Based  Primers,  Topcoats,  and  Coatings 

580 

Non-VOC-Based  Primers,  Topcoats,  and  Coatings 

460 

VOC-Based  Solvents  and  Cleaners 

530 

Non-VOC-Based  Solvents  and  Cleaners 

1,070 

Corrosives 

5,500 

Refrigerants 

0 

Adhesives,  Sealants,  and  Epoxies 

690 

Other 

20 

Total 

8,930 

Notes:  (a)  Propellants  are  shown  in  Table  2.1-6. 


(b)  Estimated  quantities  are  rounded  to  the  nearest  pound  and  are  the  same 

for  Cape  Canaveral  AS  and  Vandenberg  AFB.  Estimates  are  not  dependent  on 
vehicle  type, 
lbs  =  pounds 

POL  =  petroleum,  oil,  and  lubricants 
VOC  =  volatile  organic  compound 


and  local  regulations.  Any  spill  of  these  materials  would  be  collected  and 
disposed  of  by  a  certified  subcontractor  in  accordance  with  the  SPCC  Plan. 

Vehicle  Receiving/Inspection.  The  major  transportation  methods  for  this 
concept  would  include  barge/boat,  air,  and  truck.  The  CBCs,  CBC/interstage, 
and  CBC  strap-ons  would  be  shipped  to  the  installation  by  barge/boat  and 
received  at  the  barge  unloading  facilities.  The  CBCs  and  CBC  components 
would  be  loaded  onto  an  elevated  platform  transport  (EPT)  vehicle  (stored  on 
the  barge)  for  delivery  to  the  HIF  or  an  interim  storage  facility.  At 
Vandenberg  AFB,  the  EPT  would  deliver  components,  then  return  to  the  Boat 
Dock  in  reverse  along  the  same  route.  Delivery  of  these  components  would 
require  three  trips  to  and  from  the  dock.  In  addition,  the  barge  would  be 
required  to  move  to  the  dock,  then  move  out  to  deeper  water  three  times  to 
complete  the  unloading  process.  The  entire  unloading  process  is  expected  to 
take  approximately  19  hours. 

Some  of  the  payload  fairings  would  be  transported  to  the  launch  site  via 
aircraft  and  received  at  the  airstrip;  the  upper  stage  and  the  remainder  of  the 
payload  fairings  would  be  transported  by  truck.  Once  at  the  launch  site,  the 
payload  fairings  would  be  transported  to  the  payload  encapsulation  facility. 
The  HUS,  CUS,  and  HDCUS  would  be  transported  to  the  HIF  or  an  interim 
storage  facility.  Items  received  would  be  Inspected  and  prepared  for 
integration/encapsulation  at  designated  facilities. 

Liquid  propellant  for  the  launch  vehicle  would  be  shipped  directly  from  the 
manufacturing  location.  All  propellant  would  be  shipped  in  accordance  with 
DOT  regulations  in  Title  49  CFR  Parts  100-199.  LO2  and  LH2  would  be 
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transported  by  truck  and  would  be  shipped  from  the  manufacturing  locations 
to  the  launch  site.  After  the  Directorate  of  Aerospace  Fuels  Management, 
located  at  Kelly  AFB,  Texas,  approves  the  shipment  of  N2O4,  it  would  be 
shipped  by  rail  or  truck  from  the  manufacturing  location  to  the  launch  site. 

MMFI  and  A-50  would  be  transported  via  truck  by  one  of  the  authorized 
shippers  (Directorate  of  Aerospace  Fuels  Management  or  NASA)  to  the 
launch  site.  Solid  rocket  motors  could  be  shipped  by  truck,  rail,  barge,  or 
aircraft. 

Horizontal  Integration  Facility  Processing.  Receiving,  integration,  and  check¬ 
out  of  the  CBC  and  upper  stages  would  be  performed  in  the  FIIF.  When  the 
launch  vehicle  is  ready,  it  would  be  transported  to  the  launch  pad. 

Payload  Encapsulation.  This  process  would  involve  encapsulating  the  payload 
within  the  payload  fairing,  which  would  entail  mating  the  payload-attach 
fittings,  payload,  and  fairing,  and  conducting  automated  tests  to  ensure  that 
all  interfaces  are  verified.  The  third  stage  would  be  encapsulated  with  the 
payload,  if  required,  for  some  small  vehicle  missions.  Fueling  of  the  payload 
would  be  conducted  prior  to  encapsulation  in  payload  processing. 

Launch  Vehicle  Transfer  and  Erection.  During  this  process,  the  unfueled 
launch  vehicle  would  be  moved  to  the  launch  pad  from  the  HIF  and  erected. 
The  assembled  launch  vehicle  and  umbilicals  would  then  be  raised  and 
connected  to  the  launch  table. 

Launch  Pad  Processing.  The  launch  pad  processing  for  all  three  vehicles 
would  be  similar,  with  the  exception  of  the  propellant  servicing  of  the  upper 
stages  and  attitude  control  systems.  The  vehicle  would  be  erected  and  the 
launch  mount  unit  secured  to  the  launch  table.  The  MST/mobile  assembly 
shelter  (MAS)  (at  Vandenberg  AFB  only)  would  be  moved  over  the  pad,  and 
access  platforms  would  be  lowered  or  rotated  in  place  to  gain  access  to 
critical  vehicle  points.  Interfaces  at  the  pad  include  electrical,  engine  purge 
lines,  GHe  purge  lines,  ground  equipment  purge  lines,  LO2  and  LH2  fill  and 
drain  lines,  and  vent  lines,  as  applicable.  The  encapsulated  payload  would  be 
hoisted  by  the  MST  crane  and  positioned  over  the  upper  stage. 

Upon  completion  of  final  vehicle  preparations  for  launch,  the  MST/MAS 
would  be  moved  into  the  launch  position,  and  final  countdown  would 
commence.  The  vehicle  would  undergo  a  final  "hold  fire"  test  to  ensure 
range  safe  operation,  followed  by  fueling  of  the  vehicle  stages.  The  final 
countdown  would  then  be  completed  and  the  vehicle  launched. 

Approximately  125,000  gallons  of  Ignition  Pulse  Suppression  (IPS)  water  per 
launch  would  be  sprayed  into  the  flame  deflector  to  cool  the  rocket  exhaust 
and  minimize  damage  to  the  launch  pad.  At  Cape  Canaveral  AS,  water 
remaining  in  the  launch  duct  after  launch  would  be  released  to  a  concrete- 


2-36 


EELVFEIS 


lined  pond,  then  to  grade  in  accordance  with  permit  requirements.  Water 
that  could  not  be  released  to  grade  would  be  released  to  the  new  pre* 
treatment  plant;  the  effluent  would  then  be  pumped  to  the  central  WWTP. 

At  Vandenberg  AFB,  water  would  be  routed  to  an  existing  holding  pond.  The 
water  would  be  tested,  if  solids  were  used,  and  neutralized,  if  required.  It 
would  then  be  treated  with  a  reverse  osmosis  unit  and  pumped  to  an  existing 
water  tank  and  recycled  for  use  during  the  next  launch.  Approximately 
30  percent  of  this  water  would  require  replacement  for  each  launch. 

Approximately  30,000  gallons  of  water  per  launch  would  be  required  for  pad 
washdown  after  DIV-M  +  vehicle  launches.  This  water  would  be  neutralized 
and  disposed  of  according  to  installation  requirements. 

Flight  Support  Operations.  Flight  operations  after  launch  include  the 
downlinking  of  composite  vehicle  performance  and  system  payload  telemetry 
data  to  the  NASA  TDRSS.  These  data  would  be  routed  to  recording  stations, 
as  required  for  processing,  data  archiving,  analysis,  and  monitoring  by  launch 
team  personnel.  Pre-  and  post-launch  telemetry  data  would  be  used  to 
perform  event  reconstruction,  trend  analysis,  and  vehicle  performance 
evaluation.  Flight  support  operations  also  include  range  safety  control 
throughout  all  phases  of  the  mission. 

Post-Launch  Operations.  This  process  would  include  pad  refurbishment  in 
preparation  for  the  next  launch.  Following  launch,  some  of  the  components 
would  require  sandblasting  and  repainting;  ablative  material  would  be  applied 
on  some  areas. 

The  HUS  hypergolic  propellant  transfer  system  would  be  flushed  with 
demineralized  water  and  purge-dried  with  GN2. 

Small  leaks  and  spills  could  occur  during  fueling,  as  could  other  hazardous 
material  spills.  These  materials  would  be  cleaned  up,  if  necessary,  with 
water,  and/or  absorption,  or  adsorption  by  the  appropriate  materials,  and 
collection  of  the  waste  materials  into  DOT-approved  waste  containers  for 
disposal.  Collected  wastewater  would  be  disposed  of  in  accordance  with 
applicable  federal,  state,  and  local  regulations. 

If  a  launch  were  to  be  canceled  or  delayed  beyond  the  launch  window,  it 
would  be  necessary  to  defuel  the  launch  vehicle  in  accordance  with 
EWR  127-1  requirements.  Defueling  is  accomplished  through  pneumatic- 
activated  valves  that  allow  propellant  to  drain  to  ground/mobile  storage 
containers.  Electrically  activated  valves  would  allow  high-pressure  helium  to 
vent  to  the  atmosphere. 
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2. 1.2.4  Safety  Systems.  Concept  B  would  be  subject  to  the  same  rules  and 
policies  described  in  Section  2.1 .1 .4  for  Concept  A.  Systems  with  aspects 
unique  to  Concept  B  are  described  below. 

Fire  Protection  System.  Fire  protection,  alarm,  and  fire  suppression  systems 
would  be  provided  for  all  fuel  {A-50,  LH2,  N2H4)  holding  areas  and  support 
facilities.  Gas  (H2)  detectors,  detecting  the  lower  explosive  limit  in  the  LH2 
storage  area,  would  activate  the  alarms  to  the  Air  Force  Fire  Department. 
Flame  detection  alarms  would  also  automatically  activate  deluge  systems  and 
notify  the  Fire  Department.  At  Cape  Canaveral  AS,  fire  suppression  water 
would  be  obtained  through  an  existing  10-inch  potable  water  line;  a  fire 
suppression  water  tank  (144,000-gallon  minimum)  and  pumps  would  likely  be 
required.  At  Vandenberg  AFB,  an  existing  tank  above  the  launch  complex 
would  be  utilized  for  fire  suppression  water.  An  underground  fire  suppression 
water  loop  encircling  the  site  would  be  installed  at  the  Cape  Canaveral  AS 
SLC-37  launch  pads.  This  loop  would  contain  approximately  21  hydrants; 
the  total  anticipated  fire  suppression  water  flow  would  be  1 ,500  to 
2,000  gallons  per  minute  (gpm).  At  Vandenberg  AFB  (SLC-6),  the  existing 
fire  suppression  loop  would  be  used  and  extended  to  include  the  new  HIF.  At 
the  HIF,  approximately  4  additional  hydrants  may  be  required.  For  oxidizer 
fueling  performed  by  truck,  a  deluge  system  would  not  be  included  because 
N2O4  and  water  are  highly  reactive.  Flushdown  hoses,  however,  would  be 
available. 

Security.  Security  requirements,  an  integral  component  of  project  safety, 
would  be  incorporated  within  the  project  design  and  through  operational 
procedures.  Elements  of  site  security  would  include  a  perimeter  security 
fence,  a  clear  zone,  security  lighting,  security  standby  power,  an  intrusion 
detection  system,  and  security  patrol  roads.  Security  procedures  include  the 
use  of  entry  controllers,  alarm  monitors,  closed  circuit  television  (CCTV), 
alarm/security  response  teams,  radios,  and  vehicles  in  accordance  with  Air 
Force  regulations. 

Launch  Hazard  Area  Safety.  The  procedures  for  launch  safety  would  be  the 
same  for  Concept  B  as  described  for  Concept  A,  except  for  the  number  of 
beach  closures  at  Vandenberg  AFB.  Jalama  Beach  County  Park  would  be 
closed  to  the  public  during  low-azimuth  launches  (less  than  180  degrees) 
from  SLC-6.  Ocean  Beach  County  Park  would  not  be  closed  during  launches 
from  SLC-6. 

Quantity-Distance  Criteria.  The  facilities  associated  with  Concept  B  would  be 
sited  to  meet  ESQD  criteria. 

2. 1.2. 5  Project  Location  and  Access  -  Cape  Canaveral  AS.  EELV  launch 
operations  would  be  conducted  at  the  120-acre  SLC-37  (Pads  37A  and  37B) 
at  Cape  Canaveral  AS,  in  the  north-central  portion  of  the  station.  SLC-37 
was  originally  used  for  the  Apollo  Program.  The  only  remaining  structures  at 
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SLC-37  are  concrete  support  equipment  buildings  that  served  as  bases  for 
the  two  launch  pad  umbilical  towers,  the  former  launch  control  center, 
miscellaneous  retaining  walls,  and  the  concrete  pad/refractory  brick  pad 
areas. 

Cape  Canaveral  AS  is  accessible  through  Gate  1  from  SR  401 

(Figure  2.1-10).  Once  on  Cape  Canaveral  AS,  access  to  the  site  is  along 

Samuel  C.  Phillips  Parkway  to  Beach  Road,  which  connects  to  SLC-37. 

2. 1.2. 6  Support  Structures/Operations  -  Cape  Canaveral  AS.  Launch  rates 
associated  with  Concept  B  are  provided  in  Table  2.1-8.  Approximately  540 
personnel  are  expected  to  be  required  to  support  EELV  program  operations  by 
2007.  Launch  operations  for  Cape  Canaveral  AS  would  be  as  described  in 
Section  2.1 .2.3  and  would  be  conducted  in  the  structures  listed  in 

Table  2.1-9.  Figures  2.1-10  and  2.1-1 1  provide  the  general  location  of 
facilities  at  Cape  Canaveral  AS  and  the  site  layout  plan  for  SLC-37, 
respectively.  Most  of  the  area  would  be  utilized  for  launch  operations. 

Under  Concept  B,  the  projected  activities  associated  with  EELV  would 
generate  the  following  average  utility  demands  at  Cape  Canaveral  AS  during 
the  projected  peak  launch  year  (2015): 

•  Water  -  24,400  gpd 

•  Wastewater  -  24,300  gpd 

•  Solid  waste  -1.1  tons  per  day 

•  Electricity  -  96,200  kWH  per  day. 

Based  upon  employment  projections  and  project  activities.  Concept  B  would 
generate  an  average  of  1 ,730  vehicle  trips  daily,  with  360  trips  expected  to 
occur  during  the  peak  hour. 

2. 1.2. 7  Project  Construction  Activities  -  Cape  Canaveral  AS.  Construction 
at  Cape  Canaveral  AS  would  begin  after  Engineering  and  Manufacturing 
Development  (EMD)  award  (summer  1998)  and  would  be  completed  by 
June  2000.  Construction  personnel  requirements  would  average  220,  with  a 
maximum  of  405  personnel  required  during  peak  construction  activities  in 
June  1999.  Proposed  construction  activities  at  Cape  Canaveral  AS  are 
described  below. 

Existing  Facility  Modification 

At  SLC-37,  launches  are  planned  from  both  Pads  37A  and  37B. 

Modifications  required  to  support  EELV  activities  would  include  the  following 
(see  Figure  2.1-11 ): 
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— New  Utility  System  Corridor 
_  .  M  M  station  Boundary 
State  Route 


Concept  B 

Proposed  Facility  Map, 
Cape  Canaveral  AS, 
Florida 


Figure  2.1-10 
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_ Table  2.1-8.  Concept  B  Launch  Rates _ 

2001  2002  2003  2004  2005  2006  2007  2008  2009  2010  2011  2012  2013  2014  2015  2016  2017  2018  2019  2020  Total 
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Table  2.1-9.  Support  Structures,  Cape  Canaveral  AS,  Concept  B 


Common  Support  Structure 

Building 

EELV  Modifications 

Barge/Boat  Unloading 

Port  of  Canaveral  Dock 

None 

Aircraft  Unloading 

Cape  Canaveral  AS  Skid  Strip 

None 

Storage  Facility 

Building  1348  (Hangar  C) 

Modification 

Equipment  Storage  Facility 

Buildings  33008/43400 

Modification 

Electric  Substation 

New  Construction 

New  Construction 

Machine  Shop 

Building  43400 

Modification 

Storage/Office  Space 

Buildings  38804/38835  (Centaur 
Processing  Facility  [CPF]  Complex) 

Modification 

Storage/Processing 

Buildings  50801/50803  (Area  57E) 

None 

Horizontal  Integration  Facility 

New  Construction 

New  Construction 

DSCS  Processing  Facility 

Building  55820  (DSCS  Processing 

Facility  [DPF]) 

None 

Payload  Processing  Facility 

Building  70000  (Spacecraft  Processing 
Integration  Facility  [SPIF]) 

None 

Launch  Complex 

SLC-37  (Pads  37A  and  37B) 

New  Construction/ 
Modification 

Launch  Control  Center 

Building  38835  (Centaur  Processing 

Building  [CPB]) 

Modification 

AS  =  Air  Station 

DSCS  =  Defense  Satellite  Communications  Systems 

EELV  =  Evolved  Expendable  Launch  Vehicle 

SLC  =  Space  Launch  Complex 

Pad  37A 

• 

The  existing  roads  would  be  modified. 

• 

A  launch  pad  would  be  constructed  at  the  previous  location  of  the 
existing  Pad  37A.  An  PUT  and  MST  would  be  constructed  on  the 
pad,  which  would  be  raised  above  the  location  of  the  previous 
pad  to  accommodate  the  exhaust  duct  and  provide  a  level  area 
for  the  MST.  Support  and  tie-downs  for  the  MST  and  the  FUT 

would  be  provided  on  the  pad. 

• 

Facility  33006  (former  Utility  Building)  would  be  modified  for  use 
as  the  SEB.  A  fire  detection  and  suppression  system  would  be 

installed. 
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EXPLANATION 

CSB  Common  Support  Building 
EPT  Elevated  Platform  Transporter 
FP&L  Florida  Power  and  Light 
GN2  Gaseous  Nitrogren 
HIF  Horizontal  Integration  Facility 
LH2  Liquid  Hydrogen 
LO2  Liquid  Oxygen 
MST  Mobile  Service  Tower 
SEB  Support  Equipment  Building 


a 

D  400  800  Feet 


Em  New  Pavement 
— —  New  Utility  System  Corridor 


Concept  B 
SLC-37  Site  Plan, 
Cape  Canaveral  AS, 
Florida 


Figure  2.1-11 
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•  A  modular  security  building  with  parking  spaces  would  be 
constructed. 

•  Lightning  protection  towers  would  be  constructed. 

•  A  launch  table  containing  the  interfaces  to  the  vehicle  from  the 
ground  support  systems  would  be  constructed  to  support  the 
vehicle  prior  to  launch. 

•  A  launch  support  structure  connected  to  the  SEB  by  a  service 
tunnel  would  be  constructed  to  support  the  launch  table  and 
MST.  A  fire  detection  and  suppression  system  would  be 
installed. 

•  A  flame  deflector  and  exhaust  duct  would  be  installed. 

•  A  Theodolite  Building  and  an  MST  would  be  constructed. 

•  Buildings  33001,  33003,  33007,  33009,  38320,  43401, 

43403,  and  43405  are  inactive,  and  would  be  abandoned  in 
place. 

Pad  37B 

•  The  existing  roads  would  be  modified. 

•  The  launch  pad  area  would  be  modified,  including  removal  of 
approximately  32,000  square  feet  of  refractory  brick  that  may 
contain  asbestos  and  silica.  Portions  of  the  roads  within  SLC-37 
would  be  new. 

•  A  250,000-gallon  LO2  tank  would  be  installed  within  a  gas 
storage  area. 

•  An  850,000-gallon  LH2  tank  would  be  installed. 

•  The  existing  SEB  (Facility  33002)  would  be  renovated,  and  a 
Theodolite  Building,  lightning  protection  towers,  a  guardhouse,  a 
security  fence  between  the  Pad  37A  and  37B  areas,  an  MST,  a 
launch  table,  and  exhaust  ducts  would  be  constructed. 

•  A  launch  support  structure  deck  would  be  installed  to  provide 
rooms  and  passageways  under  the  launch  deck  for  umbilicals  and 
services. 

•  The  Common  Support  Building  (CSB)  (Facility  33000)  would  be 
modified. 

•  The  existing  Sentry  House  (Facility  33005)  would  be  removed. 
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•  A  guardhouse  would  be  installed  at  the  entrance  of  the  SLC. 

•  Chain-link  security  fence  would  be  installed  around  the  SLC 
between  SLC-37A  and  SLC-37B. 

•  A  pipeline  and  lift  station  would  be  installed  to  transfer 
wastewater  to  the  Cape  Canaveral  AS  WWTP. 

•  A  GHe  vaporization  system  and  pipeline  tie-in  would  be  installed 
at  SLC-37. 

•  A  compressed  GN2  pipeline  would  be  installed  to  connect  the  new 
gas  storage  area  to  the  Cape  Canaveral  AS  commercial  line  at 
Samuel  C.  Phillips  Parkway.  The  underground  portion  of  the  line 
that  ties  into  the  existing  line  northeast  of  Building  43400  and 
runs  along  Beach  Road  to  the  SLC-37  gas  storage  area  would  be 
carbon  steel;  the  aboveground  piping  at  the  gas  storage  area 
would  be  stainless  steel.  The  carbon  steel  underground  line 
would  have  cathodic  protection. 

Port  of  Canaveral  Dock.  A  dock  at  the  Port  of  Canaveral  would  be  used  for 
EELV  program  activities.  Any  additional  required  road  or  facility 
improvements  would  be  the  responsibility  of  the  Port  of  Canaveral. 

Building  1348  (Hangar  C).  This  building  would  be  used  for  GSE  storage. 
Upgrades  to  Hangar  C  would  include  interior  asbestos  and  lead-based  paint 
abatement,  minor  interior  modifications,  and  construction  of  new  entrances. 
Additional  storage  space  (approximately  20,000  square  feet)  would  be 
required  on  Cape  Canaveral  AS;  available  facility  space  has  not  yet  been 
identified. 

Buildings  33008  and  43400.  These  buildings  would  be  used  for  storage. 
Modifications  to  Buildings  33008  and  43400  would  be  required  to  support 
EELV  program  activities.  The  extent  of  modifications  required  has  not  yet 
been  determined. 

Buildings  38804,  38835,  Centaur  Processing  Facility.  These  facilities  would 
be  used  for  storage  of  fairings  and  upper  stages,  as  well  as  other  support 
activities.  Interior  modifications  to  these  buildings  would  be  required.  The 
launch  control  area  within  Building  38835  would  be  modified. 

Building  43400.  A  portion  of  this  building  would  be  utilized  as  a  machine 
shop.  Interior  modifications  would  be  required. 

Area  57E.  Portions  of  existing  Buildings  50801  and  50803,  and  a  new 
building  scheduled  for  construction  for  the  Delta  III  program,  all  within  Area 
57E,  would  be  utilized  for  storage  and  processing. 
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Infrastructure.  New  wastewater,  electrical,  and  water  lines  would  be 
installed  (see  Figure  2.1-11).  Some  improvements  would  be  made  along 
existing  road  corridors;  new  wastewater  and  electrical  lines  may  be  installed 
through  undisturbed  areas  between  SLC-37  and  Samuel  C.  Phillips  Parkway. 

New  Facilities 


Horizontal  Integration  Facility.  An  HIF  would  be  constructed  near  SLC-37  on 
the  south  side  of  Beach  Road  (see  Figure  2.1-1 1 ).  The  facility  would  be  of  a 
hangar-like  configuration,  with  a  parking  lot  in  front.  A  fire  detection  system 
and  sprinkler  system  would  be  installed.  An  estimated  15  acres  would  be 
disturbed  for  construction  of  the  HIF. 

Electric  Substation.  An  electrical  substation  and  associated  connections 
would  be  constructed  in  the  vicinity  of  Patrol  Road  and  Samuel  C.  Phillips 
Parkway,  at  the  area  of  Building  43302  (which  would  be  removed).  All 
electrical  lines  would  be  run  underground. 

Elevated  Platform  Transporter  Garage.  An  elevated  platform  transporter 
(EPT)  garage  would  be  constructed  west  of  and  adjacent  to  Building  43400. 
The  facility  would  be  approximately  6,500  square  feet  in  size. 

Gaseous  Nitrogen  Metering  Station.  A  GNz  metering  station  would  be 
constructed  west  of  the  EPT  garage,  on  Samuel  C.  Phillips  Parkway. 

Alternative  Facilities 


Two  alternative  facilities  have  been  identified  at  Cape  Canaveral  AS  for 
Concept  B  activities,  in  the  event  that  the  preferred  locations  are  not 
available  in  the  time  period  required  to  support  the  EELV  program.  These 
facilities  are  described  below. 

Horizontal  Integration  Facility.  An  alternate  location  for  construction  of  the 
HIF  is  adjacent  to  the  CPF  Complex  (Buildings  38800/38804/38805). 

U.S.  Air  Force  Roll-On/Roll-Off  Dock.  If  the  Port  of  Canaveral  Dock  is  not 
available  to  support  EELV,  the  existing  Air  Force  Roll-On/Roll-Off  Dock  would 
be  modified.  Limited  dredging  activities  may  be  required  in  previously 
dredged  areas.  The  dock  would  be  modified  to  accommodate  the  turning 
radius  of  the  transport  vehicle/dolly  in  the  egress  area. 

Construction  Phase 


The  majority  of  new  construction,  except  for  construction  of  the  HIF,  would 
occur  within  the  previously  disturbed  SLC-37  area  or  along  existing  road 
corridors.  The  majority  of  the  area  at  SLC-37  inside  the  new  security  fence 
would  be  cleared  of  vegetation  (approximately  25  to  30  acres  for  Pad  37A 
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and  55  acres  for  Pad  37B).  Construction  equipment  laydown  areas,  personal 
vehicle  parking,  temporary  mobile  offices  (trailers),  maintenance  facilities,  and 
other  ancillary  construction  areas  would  be  sited  in  previously  disturbed  areas 
(see  Figure  2.1-1 1).  The  concrete  batch  plant  would  be  located  between 
Pads  37A  and  37B.  Construction  laydown  areas  would  be  located 
approximately  200  feet  southeast  and  800  feet  southwest  of  Pad  37A,  along 
the  perimeter  road. 

Earthwork  for  construction  would  be  performed  in  accordance  with  the 
construction  Storm  Water  Pollution  Prevention  Plan  and  the  SPCC  plan. 

To  contain  wastewater,  a  temporary  truck  washdown  area  with  an 
impoundment  would  be  provided  within  the  boundaries  of  the  construction 
laydown  areas. 

Approximately  96  acres  of  land,  including  the  area  for  construction  of  the 
launch  complex,  HIF,  and  electric  substation,  would  be  disturbed  during 
construction.  Depending  upon  the  final  design  and  grading  plans,  10,000  to 
18,000  cubic  yards  of  materia!  would  be  excavated  and  220,000  to 
360,000  cubic  yards  of  fill  would  be  required.  Fill  material  would  come  from 
the  East  Trident  Spoil  Area  on  station.  Unsuitable  cut  material  would  be 
removed  from  the  project  area  to  a  spoil  site  on  Cape  Canaveral  AS,  or  to 
other  approved  locations.  Appropriate  erosion  control  would  be  implemented 
at  the  stockpile.  Construction  materials  generally  would  be  trucked  through 
Gate  1  over  Samuel  C.  Phillips  Parkway  to  SLC-37. 

During  the  construction  period,  approximately  3,300  gpd  of  water  would  be 
required  for  general  activities  (e.g.,  site  washdown,  cement  mixing,  personnel 
requirements).  Wastewater  generation  would  average  approximately 
2,000  gpd.  In  addition,  approximately  6,240  tons  of  solid  waste  would  be 
generated  during  the  2-year  construction  period.  Removal  of  construction 
debris  would  be  the  responsibility  of  the  construction  contractor;  any 
hazardous  materials  found  during  construction  (e.g.,  asbestos,  lead-based 
paint)  would  be  abated  in  accordance  with  applicable  regulations. 
Approximately  5,830  tons  of  construction  debris,  consisting  of  concrete 
(3,900  tons),  asphalt  (1,650  tons),  and  fire  brick  (280  tons),  would  be 
generated  by  demolition  activities  in  the  first  3  months  of  the  project.  These 
construction  materials  would  be  recycled.  The  remaining  410  tons, 
consisting  of  wood  (120  tons),  paper  (10  tons),  copper  and  miscellaneous 
metal  (80  tons),  and  miscellaneous  garbage  (200  tons),  would  be  generated 
over  the  life  of  the  construction  period  at  an  average  rate  of  0.6  ton  per  day. 
The  miscellaneous  garbage  would  be  disposed  of  in  a  sanitary  landfill;  the 
remaining  materials  would  be  recycled  to  the  maximum  extent  possible. 

From  1998  through  2000,  construction  traffic  entering  and  exiting  project 
construction  sites  on  Cape  Canaveral  AS  under  Concept  B  is  estimated  to 
generate  an  average  of  1 ,400  daily  vehicle  trips,  with  1 50  trips  expected 
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during  the  peak  hour.  Construction  traffic  entering  and  exiting  project 
construction  sites  during  the  peak  construction  period  in  June  1999  is 
expected  to  be  2,550  trips,  with  270  trips  occurring  during  the  peak  hour. 

2. 1.2. 8  Project  Location  and  Access  -  Vandenberg  AFB.  EELV  launch 
operations  would  be  conducted  at  the  100-acre  SLC-6  at  South  Vandenberg 
AFB.  The  SLC-6  site  was  originally  constructed  in  1970  for  the  Titan  HIM 
manned  launch  vehicle  that  was  to  be  used  for  the  Manned  Orbital 
Laboratory  (MOL)  program.  After  the  MOL  program  was  canceled,  SLC-6 
was  modified  for  the  space  shuttle  program,  but  was  never  used  for  this 
program.  Most  of  the  facilities  are  currently  in  mothball  status.  Some  of 
the  other  facilities  are  currently  being  used  by  the  California  Commercial 
Spaceport  and  a  launch  contractor. 

Access  to  the  SLC  would  be  primarily  through  the  Vandenberg  AFB  South 
Gate  entrance  via  SR  246,  then  over  Air  Force-controlled  secondary 
roadways,  including  Arguello  Boulevard,  and  Bear  Creek  and  Coast  roads 
(Figure  2.1-12). 

2. 1.2. 9  Support  Structures/Operations  -  Vandenberg  AFB.  Launch  rates 
associated  with  Concept  B  are  provided  in  Table  2.1-8.  Approximately  400 
personnel  are  expected  to  be  required  to  support  EELV  launch  operations  by 
2007.  Launch  site  operations  would  be  as  described  in  Section  2.1 .2.3  and 
would  occur  in  the  structures  listed  in  Table  2.1-10.  Figures  2.1-12  and 
2.1-13  provide  the  general  location  of  facilities  at  Vandenberg  AFB  and  the 
site  layout  plan  for  SLC-6,  respectively.  Most  of  the  SLC-6  area  would  be 
utilized  for  launch  operations. 

Under  Concept  B,  the  projected  activities  associated  with  EELV  would 
generate  the  following  average  utility  demands  at  Vandenberg  AFB  during  the 
projected  peak  launch  year  (2007): 

•  Water  -  18,100  gpd 

•  Wastewater  -  1 8,000  gpd 

•  Solid  waste  -  0.8  ton  per  day 

•  Electricity  -  89,500  kWH  per  day. 

Based  upon  employment  projections  and  project  activities.  Concept  B  would 
generate  an  average  of  1,280  vehicle  trips  daily,  with  270  trips  occurring 
during  the  peak  hour. 

2.1.2.10  Project  Construction  Activities  -  Vandenberg  AFB.  At  Vandenberg 
AFB,  construction  would  begin  in  March  1 999  and  would  be  completed  by 
March  2001.  Construction  personnel  requirements  would  average  173,  with 
a  maximum  of  350  personnel  required  during  peak  construction  activities 
between  January  and  March  2000.  Proposed  construction  activities  at 
Vandenberg  AFB  are  described  below. 
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Table  2.1-10.  Support  Structures,  Vandenberg  AFB,  Concept  B 


Common  Support  Structure 

Building 

EELV 

Modifications 

Barge/Boat  Unloading 

South  Vandenberg  AFB  Boat  Dock 

Modification 

Aircraft  Unloading 

Vandenberg  AFB  Airfield 

None 

Hardware  Storage 

Building  836 

Modification 

Storage  and  Refurbishment 

Buildings  330,  398,  520 

Modification 

Horizontal  Integration  Facility 

New  Construction  (SLC-6) 

New  Construction 

Payload  Processing  Facilities 

Building  375  (Integrated  Processing  Facility  [IPF]) 
Building  1032  (Astrotech) 

New  Construction  (SLC-6) 

Modification/New 

Construction 

SRM  Storage  and  Processing 

Building  1670 

Modification 

Launch  Complex 

SLC-6 

Modification 

Launch  Control  Center 

Building  8510  (Range  Launch  Control  Center 
[RLCC]) 

None 

AFB  =  Air  Force  Base 

EELV  =  Evolved  Expendable  Launch  Vehicle 

SLC  =  Space  Launch  Complex 

SRM  =  solid  rocket  motor 


Existing  Facility  Modification 

SLC-6.  The  MST,  bridge  cranes,  launch  mount  and  exhaust  ducts,  and  LO2 
and  LH2  storage  areas  would  be  modified.  Other  modifications  would 
include: 

•  A  launch  table  and  PUT  would  be  constructed  on  the  launch  pad. 

•  The  fuel  holding  area,  oxidizer  storage  area,  and  payload 
changeout  room  would  be  demolished. 

•  A  Theodolite  Building  would  be  constructed  east  of  the  launch 
pad. 

•  Chain-link  fencing  would  be  Installed  between  the  launch  complex 
and  the  Integrated  Processing  Facility  (IPF)  to  form  a  security 
boundary.  This  would  require  clearance  of  vegetation  for  30  feet 
on  both  sides  of  the  fence. 

South  Vandenberg  AFB  Boat  Dock.  Modifications  would  consist  of  dredging 
approximately  20,000  cubic  yards  of  sediment  from  the  existing  harbor 
channel.  Dredging  would  be  accomplished  to  the  previously  dredged  depth. 
Disposal  of  material  would  be  conducted  in  accordance  with  U.S.  Army 
Corps  of  Engineers  (USACE)  permit  requirements.  Spoil  disposal  methods 
under  consideration  include  disposal  in  a  landfill,  ocean  disposal,  or  beach 
replenishment. 
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EXPLANATION 
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Note:  Construction  laydown  areas  would  be  located 
immediately  adjacent  to  the  SLC-6  launch  pad. 


Figure  2.1-13 
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Building  836.  Building  836  would  be  utilized  for  receiving,  inspection,  and 
storage  of  CBCs  and  upper  stages.  Minor  interior  modifications  would  be 
required. 

Building  375.  Integrated  Processing  Facility  and  Building  1032  (Astrotech). 
The  IPF  would  require  substantial  exterior  and  interior  modifications.  A 
Payload  Encapsulation  Facility  (PEF)  would  be  added  to  the  east  side  of  the 
IPF.  The  addition  would  be  approximately  65  feet  by  67  feet  and  would  be 
constructed  in  a  previously  disturbed  area.  The  Astrotech  facility  would 
likely  require  construction  of  a  new  high  bay  for  encapsulation  of  heavy 
payloads. 

Buildings  330,  398,  and  520.  These  facilities  would  be  utilized  for  storage 
and  refurbishment  of  GSE.  Minor  interior  modifications  would  be  required  at 
all  three  facilities. 

Building  1670.  Building  1670  would  be  utilized  for  SRM  storage  and 
processing. 

Infrastructure.  Utility  modifications  would  occur  within  previously  disturbed 
areas  of  SLC-6. 

New  Facilities 

New  Horizontal  Integration  Facility.  A  new  HIF  would  be  constructed  in  the 
northern  portion  of  SLC-6.  This  area  was  the  laydown  area  used  during  the 
initial  construction  of  SLC-6  and  is  now  a  parking  lot.  Approximately 
14  acres  would  be  disturbed  during  construction.  A  payload  processing 
facility  for  commercial  launch  program  customers  may  be  constructed 
adjacent  to  the  HIF.  The  facility  would  measure  approximately  66,500 
square  feet  and  would  be  sited  within  an  area  identified  as  disturbed  for  HIF 
construction;  however,  the  exact  location  of  facility  construction  is  unknown 

Alternative  Facilities 


Two  alternative  facilities  have  been  identified  for  Concept  B  activities  at 
Vandenberg  AFB,  in  the  event  that  the  preferred  facilities  are  not  available  in 
the  time  period  required  to  support  the  EELV  program.  These  facilities  are 
described  below. 

Building  2520.  If  Building  375  is  not  available  for  payload  encapsulation 
activities.  Building  2520  would  be  utilized  for  unbagging  of  payload  fairings 
and  encapsulation  of  small  and  medium  payloads. 

Building  7525.  If  Building  330  is  not  available  to  support  EELV, 

Building  7525  would  be  utilized  for  GSE  storage  and  refurbishment,  and 
sandblasting  and  painting  activities.  If  Building  836  is  not  available  for 
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storage  of  flight  hardware.  Building  7525  would  be  utilized  for  this  purpose. 
The  extent  of  modifications  required  has  not  yet  been  determined. 

Construction  Phase 


Construction  activities  would  take  place  within  the  previously  disturbed 
SLC-6  area  or  along  existing  road  corridors.  SLC-6  consists  of  100  acres  of 
semi‘improved  grounds  within  a  perimeter  fence.  Construction  equipment 
laydown  areas,  personal  vehicle  parking,  temporary  mobile  offices  (trailers), 
maintenance  facilities,  and  other  ancillary  construction  areas  would  be  sited 
in  previously  disturbed  areas,  to  the  north  of  the  construction  site. 

Earthwork  for  construction  would  be  performed  in  accordance  with  the 
construction  Storm  Water  Pollution  Prevention  Plan  and  the  SPCC  plan. 

To  contain  collected  wastewater,  a  truck  washdown  area  and  impoundment 
within  the  boundaries  of  the  construction  laydown  areas  would  be  provided. 

Depending  upon  the  final  design  and  grading  plans,  4,500  to  7,500  cubic 
yards  of  material  would  be  excavated,  and  80,000  to  135,000  cubic  yards  of 
fill  would  be  required.  Fill  material  would  come  from  the  Vandenberg  AFB 
Manzanita  Borrow  Area.  Unsuitable  cut  material  would  be  removed  from  the 
project  area  to  the  Manzanita  spoil  site,  or  to  other  approved  locations.  Top¬ 
soil  would  be  removed  and  stockpiled  on  site  for  re-spreading  on  disturbed 
areas  for  revegetation  and  erosion  control  after  completion  of  construction. 
Appropriate  erosion  control  would  be  implemented  at  the  stockpile. 
Construction  materials  generally  would  be  trucked  through  the  Coast  Gate, 
then  over  Coast  Road  to  SLC-6. 

During  the  construction  period,  approximately  2,100  gpd  of  water  would  be 
required  for  general  activities  (e.g.,  site  washdown,  cement  mixing,  personnel 
requirements).  Wastewater  generation  would  average  approximately 
1,400  gpd.  In  addition,  approximately  12,400  tons  of  solid  waste  would  be 
generated  during  the  25-month  construction  period.  Removal  of  construction 
debris  would  be  the  responsibility  of  the  construction  contractor;  any 
hazardous  materials  found  during  construction  (e.g.,  asbestos,  lead-based 
paint)  would  be  abated  in  accordance  with  applicable  regulations. 
Approximately  1 1,250  tons  of  concrete  would  be  generated  by  demolition 
activities  during  the  first  6  months  of  the  project.  The  concrete  waste  would 
be  reused  to  fill  the  abandoned  flame  duct  on  the  project  site.  The  remaining 
construction  materials,  consisting  of  wood  (120  tons),  paper  (12  tons), 
copper  (18  tons),  structural  steel  (800  tons),  and  miscellaneous  garbage 
(200  tons),  would  be  generated  over  the  life  of  the  construction  period  at  an 
average  rate  of  1.5  tons  per  day.  The  miscellaneous  garbage  would  be 
disposed  of  in  a  sanitary  landfill;  the  remaining  materials  would  be  recycled  to 
the  maximum  extent  possible. 
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From  1998  to  2001,  construction  traffic  entering  and  exiting  project 
construction  sites  on  Vandenberg  AFB  under  Concept  B  is  estimated  to 
generate  an  average  of  1,100  daily  vehicle  trips,  with  1 15  trips  expected 
during  the  peak  hour.  Construction  traffic  entering  and  exiting  project 
construction  sites  during  the  peak  construction  period  between  January  and 
March  2000  is  expected  to  be  2,200  trips,  with  230  trips  occurring  during 
the  peak  hour. 

2.1.3  Concept  A/B 

Under  Concept  A/B,  the  contractors  would  use  SLC-41  and  SLC-37  at  Cape 
Canaveral  AS  and  SLC-3W  and  SLC-6  at  Vandenberg  AFB  for  the  EELV 
system  activities,  as  well  as  other  facilities  at  both  locations. 

2. 1.3.1  Launch  Vehicle  Concept.  Under  Concept  A/B,  the  launch  vehicle 
system  described  in  Section  2.1.1 .1  for  Concept  A  and  that  described  in 
Section  2. 1.2.1  for  Concept  B  would  both  be  utilized. 

2. 1.3. 2  Primary  Support  Structures.  Structures  described  in  Sections 

2. 1.1. 2  and  2. 1.2. 2  for  Concept  A  and  B,  respectively,  would  be  utilized  to 
support  Concept  A/B  activities.  If  this  concept  were  to  proceed,  any 
conflicts  in  facility  usage  between  the  two  contractors  would  be  addressed 
as  the  EELV  program  is  further  defined. 

2. 1.3. 3  Launch  Site  Operations.  Launch  vehicle  components  would  be 
delivered  to  the  site,  and  all  operations  would  be  conducted  as  described  in 
Sections  2.1 .1 .3  and  2.1 .2.3  for  Concepts  A  and  B,  respectively.  Quantities 
of  hazardous  materials  to  be  utilized  would  be  the  same  per  launch  as  shown 
in  Tables  2.1-2  and  2.1-6,  respectively,  for  both  Concepts  A  and  B. 

2. 1.3.4  Safety  Systems.  Concept  A/B  would  be  subject  to  the  same  rules 
and  policies  described  in  Sections  2.1 .1.4  and  2.1 .2.4,  respectively,  for 
Concepts  A  and  B, 

2. 1.3. 5  Project  Location  and  Access  -  Cape  Canaveral  AS.  As  described  in 
Section  2.1 .1 .5  for  Concept  A  and  in  Section  2.1 .2.5  for  Concept  B,  EELV 
launch  operations  would  be  conducted  at  SLC-41  and  SLC-37  at  Cape 
Canaveral  AS. 

2. 1.3.6  Support  Structures/Operations  -  Cape  Canaveral  AS.  Launch  rates 
associated  with  Concept  A/B  are  provided  in  Table  2.1-1 1 .  As  described  in 
Section  2.1,  each  contractor  is  assumed  to  launch  approximately  50  percent 
of  the  combined  total  of  EELV  flights.  No  distinction  has  been  made  between 
government  and  commercial  flights.  Full  staffing  to  support  EELV  program 
operations  would  be  reached  In  2003  for  Concept  A  at  1  50  personnel  and  in 
2007  for  Concept  B  at  440  personnel. 
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Table  2.1-11.  Concept  A/B  Launch  Rates 

2001  2002  2003  2004  2005  2006  2007  2008  2009  2010  2011  2012  2013  2014  2015  2016  2017  2018  2019  2020  Total 
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Under  Concept  A/B,  the  projected  activities  associated  with  EELV  would 
generate  the  following  average  utility  demands  at  Cape  Canaveral  AS  during 
the  projected  peak  launch  year  (2015): 

•  Water  -  27,700  gpd 

•  Wastewater  -  26,600  gpd 

•  Solid  waste  -1.2  tons  per  day 

•  Electricity  -  72,817  kWH  per  day. 

Based  upon  employment  projections  and  project  activities.  Concept  A/B 
would  generate  an  average  of  1,900  vehicle  trips  daily,  with  390  trips 
expected  to  occur  during  the  peak  hour. 

2. 1.3. 7  Project  Construction  Activities  -  Cape  Canaveral  AS.  Construction 
activities  described  in  Sections  2.1 .1.7  and  2.1 .2.7  for  Concept  A  and  B, 
respectively,  would  occur  under  Concept  A/B.  No  additional  construction 
would  be  required  under  this  concept. 

2. 1.3.8  Project  Location  and  Access  -  Vandenberg  AFB.  As  described  in 
Section  2.1 .1 .8  for  Concept  A  and  in  Section  2.1 .2.8  for  Concept  B,  EELV 
launch  operations  would  be  conducted  at  SLC-3W  and  SLC-6  at  Vandenberg 
AFB. 

2. 1.3. 9  Support  Structures/Operations  -  Vandenberg  AFB.  Launch  rates 
associated  with  Concept  A/B  are  provided  in  Table  2.1-11.  Full  staffing  to 
support  EELV  operations  would  be  reached  in  2006  for  Concept  A  at 

135  personnel  and  In  2007  for  Concept  B  at  300  personnel. 

Under  Concept  A/B,  the  projected  activities  associated  with  EELV  would 
generate  the  following  average  utility  demands  at  Vandenberg  AFB  during  the 
projected  peak  launch  year  (2007): 

•  Water  -  1 9,700  gpd 

•  Wastewater  -  18,700  gpd 

•  Solid  waste  -  0.83  ton  per  day 

•  Electricity  -  66,551  kWH  per  day 

Based  upon  employment  projections  and  project  activities.  Concept  A/B 
would  generate  an  average  of  1,300  vehicle  trips  daily,  with  280  trips 
expected  to  occur  during  the  peak  hour. 

2.1.3.10  Project  Construction  Activities  -  Vandenberg  AFB.  Construction 
activities  described  in  Sections  2.1.1.10  and  2.1.2.10  for  Concept  A  and  B, 
respectively,  would  occur  under  Concept  A/B.  No  additional  construction 
would  be  required  under  this  concept. 
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2.2  ALTERNATIVES  TO  THE  PROPOSED  ACTION 


2.2.1  No-Action  Alternative 

Under  the  No-Action  Alternative,  Atlas  HA,  Delta  II,  and  Titan  IVB  launch 
vehicles  would  continue  to  support  space  launches  to  meet  the  requirements 
of  the  government  portion  of  the  NMM,  both  medium  and  heavy  lift.  These 
launch  vehicles  would  provide  DoD's  source  of  expendable  medium  and 
heavy  spacelift  transportation  to  orbit  through  2020.  The  No-Action 
Alternative  does  not  include  analysis  of  commercial  launches.  Table  2.2-1 
presents  the  peak  launch  rates  of  these  vehicles  to  meet  the  government 
portion  of  the  NMM.  These  launches  would  continue  at  existing  launch 
complexes  at  both  Cape  Canaveral  AS  and  Vandenberg  AFB  (Figures  2.2-1 
and  2.2-2),  utilizing  existing  manning  levels.  The  infrastructure,  operational 
procedures,  and  safety  systems  are  in  place  for  these  launch  vehicles  at  both 
Cape  Canaveral  AS  and  Vandenberg  AFB.  Chapter  3,0,  Affected 
Environment,  provides  a  description  of  the  baseline  conditions  associated 
with  these  launch  programs. 


Table  2.2-1,  Launch  Program,  No-Action  Alternative 


Cape  Canaveral  AS 

Vandenberg  AFB 

Peak  Year 

Operational 

Peak  Year 

Operational 

Launch 

Launch 

Launches 

Personnel 

Launch 

Launches 

Personnel 

Vehicle 

Complex 

(2015) 

Requirements 

Complex 

(2007) 

Requirements 

Atlas  IIA 

36 

7 

250 

3E 

3 

175 

Delta  II 

17 

3 

260 

2W 

3 

141 

Titan  1! 

NA 

NA 

NA 

4W 

0 

200^"’ 

Titan  IVB 

40/41 

1 

700 

4E 

0 

330 

Note:  (a)  Launch  requirements;  caretaker  of  facilities  only  requires  25  personnel. 
AFB  =  Air  Force  Base 
AS  =  Air  Station 
NA  =  not  applicable 


Under  the  No-Action  Alternative,  the  Air  Force  would  continue  to  utilize  the 
Atlas  HA,  Delta  11,  and  Titan  IVB.  Table  2.2-2  and  Figure  2.2-3  present  the 
general  characteristics  of  these  launch  vehicles.  The  heavier  lift  version  of 
each  vehicle  has  been  selected  for  analysis  purposes. 

Atlas  IIA.  The  Atlas  HA  has  the  ability  to  lift  payloads  of  up  to 
14,000  pounds  to  low  Earth  orbit  (LEO).  The  Atlas  HA  consists  of  two 
LOa/kerosene  fuel  (RP-1)  booster  engines,  a  sustainer  section,  and  a  CUS 
(see  Table  2.2-2).  The  Atlas  HA  is  launched  from  SLC-36  at  Cape  Canaveral 
AS  and  SLC-3E  from  Vandenberg  AFB.  Deluge  water  requirements  for  the 
Atlas  HA  are  approximately  100,000  to  200,000  gallons  per  launch.  The 
types  and  amounts  of  hazardous  materials  utilized  for,  and  hazardous  waste 
generated  from.  Atlas  IIA  launch  operations  are  presented  in  Section  3.6, 
Hazardous  Materials  and  Hazardous  Waste  Management  (Tables  3.6-1  and 
3.6-4,  respectively). 
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EXPLANATION 
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Figure  2.2-1 
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EXPLANATION 
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Figure  2.2-2 
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NOT  TO  SCALE 


Figure  2.2-3 
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Delta  II.  The  Delta  II  has  the  ability  to  lift  payloads  of  up  to  7,500  pounds  to 
LEO.  The  Delta  II  is  a  three-stage  launch  vehicle  with  a  first  stage  that  uses 
kerosene  fuel  (RP-1)  and  LO2  (see  Table  2.2-2).  The  second  stage  utilizes  a 
mixture  of  50  percent  unsymmetrical  dimethylhydrazine  (UDMH)  and 
50  percent  anhydrous  hydrazine  (A-50)  and  N2O4,  and  the  third  stage  utilizes 
solid  propellant.  Nine  SRMs  are  attached  to  the  first-stage  motor  to  provide 
additional  thrust.  The  Delta  II  is  launched  from  SLC-17  at  Cape  Canaveral  AS 
and  from  SLC-2W  at  Vandenberg  AFB.  IPS  and  pad  washdown  water 
requirements  for  the  Delta  II  are  approximately  25,000  to  35,000  gallons  per 
launch  (ENSR  Corporation,  1996).  The  types  and  amounts  of  hazardous 
materials  utilized  for,  and  hazardous  waste  generated  from.  Delta  II  launch 
operations  are  presented  in  Section  3.6,  Hazardous  Materials  and  Hazardous 
Waste  Management  (Tables  3.6-2  and  3.6-5,  respectively). 

Titan  IVB.  The  Titan  IVB/solid  rocket  motor  upgrade  (SRMU)  has  the  ability 
to  lift  payloads  of  up  to  40,000  pounds  to  LEO.  The  typical  Titan  IVB 
launch  vehicle  consists  of  a  two-stage  core  vehicle  that  uses  N2O4  and  a 
mixture  of  50  percent  UDMH  and  50  percent  anhydrous  hydrazine  (A-50), 
two  SRMUs  consisting  of  three  segments  each  and  a  Centaur  Upper  Stage 
(see  Table  2.2-2).  The  Titan  IVB  is  launched  from  SLC-40  and  SLC-41  at 
Cape  Canaveral  AS  and  from  SLC-4E  at  Vandenberg  AFB.  Deluge  water 
requirements  for  the  Titan  IVB  are  approximately  100,000  to  150,000 
gallons  per  launch.  The  types  and  amounts  of  hazardous  materials  utilized 
for,  and  hazardous  waste  generated  from.  Titan  IVB  launch  operations  are 
presented  in  Section  3.6,  Hazardous  Materials  and  Hazardous  Waste 
Management  (Tables  3.6-3  and  3.6-6,  respectively). 

Titan  II.  The  Titan  II  has  the  capability  of  carrying  payloads  of  up  to 
5,600  pounds  and  is  not  currently  launched  from  Cape  Canaveral  AS; 

SLC-4W  has  been  utilized  for  Titan  II  launches  from  Vandenberg  AFB.  No 
Titan  II  launches  are  currently  scheduled,  and  no  future  launches  are  planned 
to  occur  during  the  peak  years  considered  in  this  EIS.  The  Titan  II  program  is 
a  relatively  small  program,  with  infrequent  launches  in  the  past;  therefore, 
the  Titan  II  launch  vehicle  will  not  be  discussed  further  or  analyzed  in  this 
EIS. 

2.3  ALTERNATIVES  ELIMINATED  FROM  FURTHER  CONSIDERATION 

Other  launch  concepts  besides  an  expendable  launch  system  were  addressed 
in  1994,  when  a  multi-agency  SLMP  was  developed  to  evaluate  national 
space  launch  systems  and  to  improve  the  United  States'  launch  capability. 
The  SLMP  contained  four  alternatives  for  the  modernization  of  the  United 
States’  space  launch  capabilities:  sustaining  the  existing  launch  systems 
(No-Action  Alternative);  evolving  the  current  expendable  launch  systems 
(EELV);  developing  a  new,  expendable  launch  system;  and  developing  a  new, 
reusable  launch  system. 
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On  August  5,  1994,  the  President  signed  the  National  Space  Transportation 
Policy,  tasking  the  Secretary  of  Defense  to  provide  an  implementation  plan 
for  Improvement  and  evolution  of  the  current  Expendable  Launch  Vehicle 
fleet.  On  October  25,  1994,  the  Deputy  Secretary  of  Defense  signed  the 
National  Space  Implementation  Plan  for  National  Space  Transportation  Policy, 
which  Identified  the  EELV  program  as  DoD's  solution  to  reduce  the 
government  launch  cost  baseline  by  25  to  50  percent  and  lead 
implementation  of  DoD  acquisition  reform  policies. 

2.4  OTHER  FUTURE  ACTIONS  AND  POTENTIAL  FOR  CUMULATIVE  IMPACTS 

No  other  reasonably  foreseeable  actions  have  been  identified  that  could  be 
considered  as  contributing  to  a  potential  cumulative  impact  on  the 
environment  along  with  impacts  associated  with  implementation  of  the  EELV 
program. 

2.5  COMPARISON  OF  ENVIRONMENTAL  IMPACTS 

A  summary  of  the  potential  environmental  impacts  associated  with 
Implementation  of  the  Proposed  Action  and  the  No-Action  Alternative  at  Cape 
Canaveral  AS  and  Vandenberg  AFB  is  provided  in  Tables  2.5-1  and  2.5-2, 
respectively.  Each  resource  potentially  affected  by  implementation  of  the 
Proposed  Action  and  No-Action  Alternative  is  listed,  and  proposed  mitigation 
measures,  if  applicable,  are  presented.  Local  community,  land  use  and 
aesthetics,  transportation,  and  utilities  are  considered  factors  that  could 
influence  environmental  impacts;  these  factors  are  not  included  within  the 
tables.  Impacts  to  the  environment  are  described  briefly  In  the  Summary  and 
in  detail  in  Chapter  4.0. 
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Note:  (a)  Mitigation  measures  are  presented  only  where  impacts  are  identified. 

HCI  =  hydrochloric  acid 

SLC  =  Space  Launch  Complex 

USFWS  =  U.S.  Fish  and  Wildlife  Service 


Table  2.5-1.  Cape  Canaveral  AS  -  Summary  of  Environmental  Impacts  and  Suggested  Mitigations 

from  the  Proposed  Action  and  No-Action  Alternative 
Page  7  of  7 


c 

0) 

TJ 


O 

ra 

Q. 

E 


§ 

c 

o 


2-70 


EELVFEIS 


c 

0} 

TJ 


Q. 

E 

0) 

§  ® 


0) 


U  CD 

c  o 

D  C 
<0 


E 

V> 

a 

0 

JD 

Q} 

D 

V> 

0 

(D 

■O 

D) 

CO 

c 

C 

0 

0 

Q. 

0 

D 

CO 

<0 

X 

LU 

Q. 

0 

0 

■o 

•o 

E 

0 

> 

0 

C 

c 

o 

o 

o 

> 

N 

LU 

o 

to 

O) 

*4-» 

li 

II 

•  LLi  ^ 
.  UJ  O 


o 

2 


CO 

$ 


Uj 


2-71 


Table  2.5-2.  Vandenberg  AFB  •  Summary  of  Environmental  Impacts  and  Suggested  Mitigations 
from  the  Proposed  Action  and  No-Action  Aiternative 
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Note:  (a)  Mitigation  measures  are  presented  only  where  impacts  are  identified. 

HCI  =  hydrochloric  acid 
NOx  ~  nitrogen  oxides 

SWPPP  =  Storm  Water  Pollution  Prevention  Plan 
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CHAPTERS 
AFFECTED  ENVIRONMENT 


3.0  AFFECTED  ENVIRONMENT 


3.1  INTRODUCTION 

This  chapter  describes  the  existing  environment  of  Cape  Canaveral  AS, 
Florida,  and  Vandenberg  AFB,  California,  and  their  regions  of  influence 
(ROIs).  This  information  serves  as  a  baseline  from  which  to  identify  and 
evaluate  environmental  changes  resulting  from  the  implementation  of  the 
EELV  program.  The  baseline  conditions  assumed  for  the  purposes  of  analysis 
are  the  existing  conditions  at  Cape  Canaveral  AS  and  Vandenberg  AFB. 

These  conditions  include  activities  conducted  for  the  Atlas  IIA,  Delta  II,  and 
Titan  IVB  launch  vehicle  programs,  which  currently  support  space  launches 
that  meet  the  requirement  of  the  government  portion  of  the  NMM. 

Although  this  EIS  focuses  on  the  biophysical  environment,  the  following 
nonbiophysical  elements  (influencing  factors)  are  addressed:  local 
community,  land  use  and  aesthetics,  transportation  networks,  and  public 
utility  systems  in  the  regions  and  local  communities.  In  addition,  this  chapter 
describes  the  storage,  usage,  disposal,  and  management  of  hazardous 
materials/wastes  as  well  as  pollution  prevention  and  Installation  Restoration 
Program  (IRP)  status.  The  chapter  contains  a  description  of  health  and  safety 
practices  at  each  installation,  and  the  pertinent  natural  resources  of  geology 
and  soils,  water  resources,  air  quality,  noise,  orbital  debris,  biological 
resources,  and  cultural  resources.  Information  on  low-income  and  minority 
populations  in  the  area  used  for  the  environmental  justice  analysis,  concludes 
the  chapter. 

The  ROI  to  be  evaluated  for  the  two  installations  is  defined  for  each  resource 
area  potentially  affected  by  the  Proposed  Action  and  No-Action  Alternative. 
The  ROI  determines  the  geographical  area  to  be  addressed  as  the  affected 
environment.  Although  the  installation  boundary  may  constitute  the  ROI  limit 
for  many  resources,  potential  impacts  associated  with  certain  issues  (e.g.,  air 
quality,  utility  systems,  and  water  resources)  transcend  these  limits.  Within 
each  resource  discussion,  separate  ROIs  for  Concepts  A  and  B  are  provided, 
where  applicable.  The  Concept  A/B  ROI  is  considered  to  encompass  the  ROIs 
for  both  Concepts  A  and  B  and  is  therefore  not  provided  separately. 

3.2  COMMUNITY  SETTING 

3.2.1  Cape  Canaveral  AS 

Cape  Canaveral  AS  is  situated  on  the  Canaveral  Peninsula  along  the  east- 
central  Atlantic  Coast  in  Brevard  County,  Florida.  The  Canaveral  Peninsula  is 
a  barrier  island  bordered  on  the  east  by  the  Atlantic  Ocean,  on  the  west  by 
the  Banana  River,  on  the  north  by  the  Kennedy  Space  Center  (KSC),  and  on 
the  south  by  Port  Canaveral.  Patrick  AFB  is  also  situated  south  of  Cape 
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Canaveral  AS.  Incorporated  cities  within  Brevard  County  include  Cape 
Canaveral,  Titusville,  Cocoa,  Melbourne  {including  Melbourne  Beach  and 
Melbourne  Village),  West  Melbourne,  Palm  Bay,  Cocoa  Beach,  Indialantic, 
Indian  Harbor  Beach,  Malabar,  Satellite  Beach,  and  Rockledge. 

3.2.1. 1  Employment.  In  1997,  there  were  231,553  total  jobs  within 
Brevard  County,  Florida  (Table  3.2-1).  The  number  of  jobs  in  the  county 
grew  at  an  average  annual  rate  of  4.1  percent  between  1975  and  1990. 
During  the  same  period,  job  growth  at  the  national  level  was  1 .9  percent 
annually.  Between  1994  and  1997,  the  rate  of  annual  county  job  growth 
averaged  2.9  percent. 


Table  3.2-1.  Summary  of  Economic  Indicators,  Brevard  County,  Florida,  Estimates  for  1975,  1990, 
_ 1994,  1997  and  Forecasts  for  1998,  2000,  2007,  2015 


1 

1975 

1990 

1994 

1997 

1998 

2000 

2007 

2015 

Total  Jobs‘®^ 

Average  Annual  Change*'^^ 
Average  Annual  Change 
(percent) 

97,084 

224 

0.2 

205,128 

7,433 

4.1 

212,706 

1,895 

0.9 

231,553 

6,282 

2.9 

237,835 

6,282 

2.6 

250,400 

6,283 

2.6 

285,540 

5,020 

1.8 

315,600 

3,360 

1.1 

Notes;  (a)  Total  jobs  are  average  annual  full-  and  part-time  jobs  within  Brevard  County. 

(b)  Average  Annual  Change  in  each  column  is  calculated  over  the  period  of  years  from  the  preceding  column;  for  the 


1975  column,  the  change  is  calculated  for  the  1975-1990  period. 
Sources:  U.S.  Bureau  of  Economic  Analysis,  1996a,  1996b. 


The  services  and  retail  trade  sectors  supported  the  greatest  number  of  jobs  in 
Brevard  County  in  1994  with  34.1  percent  and  19.2  percent  of  total  jobs, 
respectively.  There  were  5,922  jobs,  or  2.8  percent  of  total  jobs,  in  the 
transportation-communication-public  utilities  sector  in  1 994.  Manufacturing, 
with  13.7  percent  of  total  jobs  in  1994,  and  construction,  with  6.1  percent, 
provided  the  bulk  of  jobs  within  the  goods-producing  sectors  (agriculture, 
mining,  manufacturing,  and  construction).  In  1994,  state  and  local 
government  supported  about  8.7  percent  of  all  county  jobs,  and  the  federal 
government  provided  about  5.2  percent  of  total  jobs  within  Brevard  County. 

An  employment  forecast  prepared  by  the  U.S.  Bureau  of  Economic  Analysis 
(1996)  projected  that  the  number  of  jobs  in  Brevard  County  would  increase 
at  an  average  annual  rate  of  2.6  percent  between  1994  and  2000.  By  2000, 
the  forecast  projected  that  there  would  be  more  than  250,000  jobs  in  the 
county. 

The  unemployment  rate  averaged  7.4  percent  in  1994,  6.5  percent  in  1995, 
and  5.4  percent  in  1996.  By  comparison,  the  state  unemployment  rate  was 
6.6,  5.5,  and  5.1  percent,  respectively,  for  the  same  3  years  (U.S.  Bureau  of 
Labor  Statistics,  1997). 
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3. 2. 1.2  Population.  The  total  population  of  Brevard  County  increased  from 
398,978  in  1990  to  460,824  in  1997  (Table  3.2-2).  A  1997  forecast  by  the 
University  of  Florida  Bureau  of  Economic  and  Business  Research  (BEBR) 
anticipates  county  population  growth  of  2.3  percent  annually  between  1997 
and  2000,  which  would  increase  total  population  in  Brevard  County  to 
492,803  in  2000.  A  population  forecast  prepared  by  the  U.S.  Bureau  of  the 
Census  projects  the  number  of  persons  in  Brevard  County  to  increase  at  an 
average  annual  rate  of  2.2  percent  between  1994  and  2000  (U.S.  Bureau  of 
Economic  Analysis,  1996a). 


Table  3.2-2.  Population,  Brevard  County,  Fiorida,  Estimates  for  1990,  1996,  and  1997  and 

Forecasts  for  2000,  2007,  2015 _ 


1990 

1996 

1997 

2000 

2007 

2015 

Brevard  County 

398,978 

450,164 

460,824 

492,803 

557,856 

629,314 

Cape  Canaveral 

8,014 

8,375 

8,457 

8,701 

8,963 

9,047 

Cocoa 

17,722 

17,874 

17,939 

18,134 

18,206 

18,227 

Cocoa  Beach 

12,123 

12,794 

12,940 

13,379 

13,941 

14,156 

Indialantic 

2,844 

2,938 

2,961 

3,029 

3,079 

3,081 

Indian  Harbour  Beach 

6,933 

7,579 

7,713 

8,114 

8,809 

9,342 

Malabar 

1,977 

2,364 

2,445 

2,687 

3,239 

3,929 

Melbourne 

60,034 

66,970 

68,395 

72,668 

80,785 

88,313 

Melbourne  Beach 

3,078 

3,198 

3,226 

3,309 

3,386 

3,403 

Melbourne  Village 

591 

612 

617 

632 

644 

648 

Palm  Bay 

62,543 

74,395 

76,860 

84,254 

100,951 

121,515 

Palm  Shores 

210 

578 

641 

829 

1,098 

1,300 

Rockledge 

16,023 

18,434 

18,930 

20,418 

23,530 

26,941 

Satellite  Beach 

9,889 

10,106 

10,166 

10,344 

10,382 

10,463 

Titusville 

39,394 

41,321 

41,749 

43,033 

44,524 

45,167 

West  Melbourne 

8,399 

9,171 

9,331 

9,810 

10,637 

11,261 

Unincorporated 

149,204 

173,455 

178,457 

193,462 

225,682 

262,469 

Source:  University  of  Florida,  1997. 


With  an  estimated  population  of  76,860  persons  in  1997,  Palm  Bay  is  the 
largest  city  in  Brevard  County.  Between  1990  and  1997,  Palm  Bay's 
population  increased  by  14,317,  an  average  of  3.3  percent  annually.  The 
population  of  Melbourne,  the  second  largest  city  in  the  county,  increased  by 
8,361,  an  average  of  1.9  percent  per  year,  to  68,395  in  1997.  The  third 
largest  city,  Titusville,  increased  in  population  by  2,355,  an  average  of 
0.9  percent  per  year,  to  41,749  in  1997.  The  cities  of  Rockledge,  Cocoa, 
and  Cocoa  Beach  are  the  next  three  largest  cities  in  the  county,  with 
populations  of  18,930,  17,939,  and  12,940,  respectively,  in  1997. 

Almost  half  of  the  population  growth  between  1 990  and  1 997  occurred  in 
the  unincorporated  portion  of  Brevard  County.  In  1997,  the  population  of 
unincorporated  Brevard  County  was  178,457. 
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3.2.2  Vandenberg  AFB 


Vandenberg  AFB  is  in  the  western  part  of  unincorporated  Santa  Barbara 
County,  California.  The  Santa  Ynez  River  and  SR  246  divide  the  base  into 
North  and  South  Vandenberg  AFB.  North  Vandenberg  AFB  generally  includes 
the  developed  portions  of  the  base,  whereas  South  Vandenberg  AFB  includes 
primarily  open  space.  The  city  of  Lompoc  lies  to  the  east,  the  city  of  Santa 
Maria  to  the  northeast,  and  the  city  of  Guadalupe  to  the  north.  Two 
unincorporated  communities,  Vandenberg  Village  and  Mission  Hills,  are  north 
of  the  city  of  Lompoc,  and  the  unincorporated  community  of  Orcutt  is  north 
of  the  base. 

3.2.2. 1  Employment.  In  1997,  there  were  229,107  total  jobs  within  Santa 
Barbara  County  (Table  3.2-3).  The  number  of  jobs  in  the  county  grew  at  an 
average  annual  rate  of  2.3  percent  between  1975  and  1990.  By 
comparison,  the  number  of  jobs  in  the  state  of  California  grew  at  an  average 
annual  rate  of  2.5  percent  during  the  same  period.  Between  1990  and  1997, 
the  rate  of  county  job  growth  averaged  2.4  percent  annually. 


Table  3.2-3.  Summary  of  Economic  Indicators,  Santa  Barbara  County,  California,  Estimates  for  1975, 
_ 1990,  1994,  1997  and  Forecasts  for  1998,  2000,  2001,  2007,  2015 _ 


1975 

1990 

1994 

1997 

1998 

2000 

2007 

2015 

Total  Jobs*®’ 

Average  Annual  Change*^’ 
Average  Annual  Change 
(percent) 

137,224 

4,232 

3.4 

217,428 

4,686 

2.3 

213,313 

(1,029) 

-0.5 

229,107 

5,265 

2.4 

234,371 

2,118 

0.9 

244,900 

5,265 

2.2 

271,380 

3,782 

1.4 

292,600 

2,300 

0.8 

Notes:  (a)  Total  Jobs  are  average  annua!  full-  and  part-time  jobs  within  Santa  Barbara  County. 


(b)  Average  Annual  Change  in  each  column  is  calculated  over  the  period  of  years  from  the  preceding  column;  for  the 
1975  column,  the  change  is  calculated  for  the  1970-75  period. 

Sources:  U.S.  Bureau  of  Economic  Analysis,  1996a,  1996b,  1997. 


The  services  and  retail  trade  sectors  supported  the  greatest  number  of  jobs  in 
Santa  Barbara  County  in  1994  with  32.2  percent  and  17.6  percent, 
respectively.  There  were  6,027  jobs,  or  2.8  percent  of  total  jobs,  in  the 
transportation-communication-public  utilities  sector  in  1 994.  Manufacturing, 
with  8.8  percent  of  total  jobs  in  1994,  and  agriculture  (including  agricultural 
services,  forestry,  and  fishing)  with  8.2  percent,  provided  the  bulk  of  jobs 
within  the  goods-producing  sectors.  In  1994,  state  and  local  government 
agencies  supported  about  11.6  percent  of  all  county  jobs,  and  the  federal 
government  provided  about  3.7  percent  of  total  jobs  in  Santa  Barbara 
County. 

An  employment  forecast  prepared  by  the  U.S.  Bureau  of  Economic  Analysis 
projects  the  number  of  jobs  in  Santa  Barbara  County  to  increase  at  an 
average  rate  of  2.3  percent  annually  between  1994  and  2000  to  almost 
245,000  total  jobs  by  2000.  The  Santa  Barbara  County  Association  of 
Governments  is  anticipating  employment  growth  to  average  1 .7  percent 
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annually  between  1995  and  2000  (Damkowitch,  1997).  The  University  of 
California  at  Santa  Barbara  (UCSB)  Economic  Forecast  Project  projects  the 
number  of  county  jobs  to  increase  at  an  average  annual  rate  of  1 .6  percent 
between  1996  and  2000. 

The  county  unemployment  rate  averaged  7.2  percent  in  1994,  6.7  percent  in 
1995,  and  5.7  percent  in  1996.  By  comparison,  the  state  unemployment 
rate  averaged  8.6  percent,  7.8  percent,  and  7.2  percent,  respectively,  for 
those  3  years. 

3. 2.2.2  Population.  The  total  population  of  Santa  Barbara  County  increased 
from  369,608  persons  in  1990  to  399,988  in  1997  (Table  3.2-4).  A 
forecast  by  the  Santa  Barbara  Association  of  Governments  anticipates  county 
population  growth  of  1 .3  percent  annually  between  1 996  and  2000,  which 
would  increase  total  population  in  the  county  to  416,213  in  2000 
(Damkowitch,  1997).  A  population  forecast  prepared  by  the  UCSB  Economic 
Forecast  Project  projects  the  number  of  persons  in  Santa  Barbara  County  to 
increase  at  an  average  annual  rate  of  0.9  percent  between  1996  and  2000. 

A  forecast  prepared  by  the  U.S.  Bureau  of  the  Census  projects  an  average 
annual  growth  rate  of  1.6  percent  between  1994  and  2000. 


Table  3.2-4.  Population,  Santa  Barbara  County,  California,  Estimates  for  1990,  1996,  1997 

and  Forecasts  for  2000,  2007,  2015 


1990 

1996 

1997 

2000 

2007 

2015 

Santa  Barbara  County 

369,608 

394,580 

399,988 

416,213 

445,415 

439,320 

Buellton^^’ 

NA 

3,509 

3,623 

3,966 

4,234 

4,528 

Carpinteria 

13,747 

14,490 

14,790 

15,689 

17,320 

17,804 

Guadalupe 

5,479 

6,262 

6,431 

6,936 

7,811 

8,916 

Lompoc 

37,649 

41,002 

41,804 

44,208 

47,083 

48,026 

Santa  Barbara 

85,571 

89,370 

90,338 

93,241 

98,217 

103,650 

Santa  Maria 

61,552 

68,888 

70,454 

75,152 

83,688 

96,573 

Solvang 

4,741 

5,109 

5,191 

5,437 

5,890 

6,369 

Unincorporated 

160,869 

165,950 

167,359 

171,584 

181,172 

193,454 

Note:  (a)  Buellton  became  an  incorporated  city  in  1993. 
NA  =  not  applicable 


Sources:  California  Department  of  Finance,  1997;  Santa  Barbara  County  Association  of  Governments,  1994. 


Santa  Barbara,  with  an  estimated  population  of  90,338  persons  in  1997,  is 
the  largest  city  in  the  county.  Between  1990  and  1997,  Santa  Barbara's 
population  increased  by  4,767,  an  average  of  0.8  percent  annually.  Santa 
Maria,  the  second  largest  city  in  the  county,  increased  in  population  by 
8,902,  an  average  of  2.0  percent  per  year,  to  70,454  in  1997.  The  third 
largest  city,  Lompoc,  increased  in  population  by  4,155,  an  average  of  1.6 
percent  per  year,  to  41,804  in  1997. 
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About  20  percent  of  the  population  growth  between  1990  and  1997 
occurred  in  the  unincorporated  portion  of  Santa  Barbara  County.  In  1997, 
the  population  of  the  unincorporated  portion  of  the  county  was  167,359. 

Incorporated  in  1993,  the  city  of  Buellton,  with  3,623  persons  in  1997,  is 
anticipated  to  experience  the  greatest  rate  of  growth  in  the  county  between 
1997  and  2000,  at  3.1  percent  per  year.  Lompoc  and  Santa  Maria  are 
forecast  to  experience  average  annual  growth  rates  of  2.6  percent  and 
2.2  percent,  respectively,  during  the  same  period. 

3.3  LAND  USE  AND  AESTHETICS 

This  section  describes  the  existing  environment  in  terms  of  land  use  and 
aesthetics  for  the  areas  on  and  surrounding  Cape  Canaveral  AS  and 
Vandenberg  AFB.  Topics  addressed  are  regional  land  use,  on-station/base 
land  use,  coastal  zone  management,  recreation,  and  aesthetics. 

Land  use  can  be  defined  as  the  human  use  of  land  resources  for  various 
purposes  including  economic  production,  natural  resources  protection,  or 
institutional  uses.  Land  uses  are  frequently  regulated  by  management  plans, 
policies,  ordinances,  and  regulations  that  determine  the  types  of  uses  that  are 
allowable  or  protect  specially  designated  or  environmentally  sensitive  uses. 

Potential  issues  typically  stem  from  encroachment  of  one  land  use  or  activity 
on  another,  or  an  incompatibility  between  adjacent  land  uses  that  leads  to 
encroachment.  Cape  Canaveral  AS  and  Vandenberg  AFB  coordinate  with 
surrounding  local  and  state  jurisdictions  to  ensure  that  off-station/base 
development  does  not  encroach  on  installation  activities,  and  that  installation 
activities  do  not  encroach  on,  or  create  land  use  incompatibilities  with,  off’ 
station/base  uses. 

Visual  resources  include  natural  and  man-made  features  that  give  a  particular 
environment  its  aesthetic  qualities.  The  analysis  considers  visual  sensitivity, 
which  is  the  degree  of  public  interest  in  a  visual  resource  and  concern  over 
adverse  changes  in  the  quality  of  the  resource. 

3.3.1  Cape  Canaveral  AS 

The  ROI  for  land  use  at  Cape  Canaveral  AS  encompasses  the  station 
boundaries  and  potentially  affected  adjacent  lands,  including  off-station  lands 
within  launch  safety  clear  zones  or  land  uses  that  may  be  affected  by 
activities  on  the  station. 

3. 3. 1.1  Regional  Land  Use.  Brevard  County  and  the  city  of  Cape  Canaveral 
are  the  local  planning  authorities  for  incorporated  and  unincorporated  areas 
near  Cape  Canaveral  AS.  Land  uses  designated  by  Brevard  County  for 
Merritt  Island  (a  barrier  island  located  between  the  Indian  River  and  the 
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Atlantic  Ocean)  include  residential.  Industrial,  public  facilities,  agricultural, 
recreation,  and  conservation  (Figure  3.3-1).  The  City  of  Cape  Canaveral 
Comprehensive  Plan  (Briley,  Wild  and  Associates,  1990)  designates 
residential,  commercial,  industrial,  public  facilities  and  recreation,  and  open 
space  land  use  areas,  with  continued  commercial  and  industrial  uses  planned 
for  Port  Canaveral.  Port  Canaveral  Is  also  used  by  NASA,  the  Navy,  and  the 
Air  Force  to  support  launch  and  shipping  activities.  Neither  the  county  nor 
the  city  of  Cape  Canaveral  has  land  use  authority  over  Cape  Canaveral  AS 
land  because  it  is  federally  owned.  Cape  Canaveral  AS  designates  its  own 
land  use  and  zoning  regulations.  The  general  plans  of  the  county  and  City  of 
Cape  Canaveral  designate  compatible  land  uses  around  Cape  Canaveral  AS. 

KSC,  which  is  north  and  west  of  Cape  Canaveral  AS,  includes  predominantly 
industrial  uses  associated  with  NASA  launch  programs  and  open  space 
associated  with  the  Merritt  Island  National  Wildlife  Refuge.  Uses  of  the  river 
and  ocean  water  areas  surrounding  Cape  Canaveral  AS  include  commercial 
fishing,  marine  recreation,  and  marine  transportation. 

3. 3. 1.2  Cape  Canaveral  AS  Land  Use.  Cape  Canaveral  AS  encompasses  an 
area  of  15,800  acres,  representing  approximately  2  percent  of  the  total  land 
area  of  Brevard  County.  Land  uses  at  Cape  Canaveral  AS  include  launch 
operations,  launch  and  range  support,  airfield,  port  operations,  station 
support  area,  and  open  space  (Figure  3.3-2). 

The  launch  operations  land  use  category  is  present  along  the  Atlantic  Ocean 
shoreline  and  includes  the  active  (SLCs  17A  and  B,  SLCs  36A  and  B, 

SLC-40,  and  SLC-41)  and  inactive  (all  other  SLCs)  launch  sites  and  support 
facilities.  The  launch  and  range  support  area  is  west  of  the  launch  operations 
land  use  area  and  is  divided  into  two  sections  by  the  airfield  (Skid  Strip).  The 
airfield  includes  a  single  runway,  taxiways,  and  apron,  and  is  in  the  central 
part  of  the  station.  The  port  operations  area  is  in  the  southern  part  of  the 
station  and  includes  facilities  for  commercial  and  industrial  activities.  The 
major  industrial  area  is  located  in  the  center  of  the  western  portion  of  the 
station,  near  the  Banana  River,  and  is  shown  on  Figure  3.3-2  under  the 
station  support  area  category.  Although  many  of  the  activities  are  industrial 
in  nature,  this  land  use  area  includes  administrative,  recreational,  and  range 
support  functions.  Open  space  is  dispersed  throughout  the  station.  The 
areas  around  SLC-37  and  SLC-41  are  within  the  launch  operations  land  use 
area.  There  are  no  public  beaches  located  on  Cape  Canaveral  AS. 

3. 3. 1.3  Coastal  Zone  Management.  Federal  activity  in,  or  affecting,  a 
coastal  zone  requires  preparation  of  a  Coastal  Zone  Consistency 
Determination,  in  accordance  with  the  federal  Coastal  Zone  Management  Act 
(CZMA)  of  1972,  as  amended  (P.L.  92-583),  and  implemented  by  the 
National  Oceanic  and  Atmospheric  Administration  (NOAA).  This  act  was 
passed  to  preserve,  protect,  develop  and,  where  possible,  restore  or  enhance 
the  nation's  natural  coastal  zone  resources,  which  include  wetlands. 
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Figure  3.3-1 
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EXPLANATION 
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Launch  and  Range  Support 


Open  Space 
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Launch  Operations 


On-Station  Land  Use 
Cape  Canaveral  AS, 
Florida 


*  This  land  use  Includes  industrial,  administrative,  launch 
and  range  support,  and  outdoor  recreation  areas. 

Source:  45  Space  Wing,  1995 


Figure  3.3-2 
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floodplains,  estuaries,  beaches,  dunes,  barrier  islands,  coral  reefs,  and  fish 
and  wildlife  and  their  habitat.  The  act  also  requires  the  management  of 
coastal  development  to  minimize  the  loss  of  life  and  property  caused  by 
improper  development  in  a  coastal  zone.  Responsibility  for  administering  the 
Coastal  Zone  Management  Program  (CZMP)  has  been  delegated  to  states  that 
have  developed  state-specific  guidelines  and  requirements.  A  federal  agency 
must  ensure  that  activities  within  the  coastal  zone  are  consistent  with  that 
state's  coastal  zone  management  program. 

In  Brevard  County,  the  Florida  Coastal  Management  Program,  formed  by  the 
Florida  Coastal  Management  Act  (FCMA),  applies  to  activities  occurring  in  or 
affecting  the  coastal  zone.  The  entire  state  of  Florida  is  defined  as  being 
within  the  coastal  zone.  For  planning  purposes,  a  "no  development"  zone 
has  been  established.  In  Brevard  County,  the  no  development  zone  extends 
from  the  mean  high  water  level  inland  75  feet.  Cape  Canaveral  AS  has 
additional  siting  and  facility  design  standards  for  construction  near  the  coast, 
which  require  that  facilities  be  set  back  at  least  1 50  feet  from  the  coast. 

The  Florida  Department  of  Community  Affairs  (FDCA)  is  the  state's  lead 
coastal  management  agency.  The  Air  Force  is  responsible  for  making  the 
final  coastal  zone  consistency  determinations  for  its  activities  within  the 
state,  and  the  FDCA  will  review  the  coastal  zone  consistency  determination. 

3. 3. 1.4  Recreation.  Recreational  activities  near  Cape  Canaveral  AS  center 
mainly  around  the  coastal  beaches  and  large  expanses  of  inland  waters  in  the 
Indian  and  Banana  rivers,  the  St.  John's  River,  and  large  freshwater  lakes. 
Boating,  surfing,  water  skiing,  and  fishing  are  common  activities.  Brevard 
County  provides  several  parks  within  the  area  surrounding  the  station.  Jetty 
Park  is  situated  immediately  south  of  Port  Canaveral  on  the  beach  and  is  the 
only  park  in  the  area  that  allows  overnight  camping.  Public  parks  in  the 
region  are  not  affected  by  launch  activities  from  Cape  Canaveral  AS.  The 
beaches  along  Cape  Canaveral  AS  are  used  for  launch  operations  and  are 
therefore  restricted  from  public  use.  Recreational  fishing  is  allowed  at  SLCs 
34  and  1 6,  and  Camera  Road  A  and  B  for  KSC  and  Cape  Canaveral  AS 
personnel  and  their  guests. 

3.3. 1.5  Aesthetics.  The  ROI  for  aesthetics  at  Cape  Canaveral  AS  includes 
the  general  visual  environment  surrounding  the  station  and  areas  of  the 
station  visible  from  off-station  areas. 

The  visual  environment  in  the  vicinity  of  Cape  Canaveral  AS  is  characterized 
by  the  barrier  island  on  which  it  is  located.  The  Indian  and  Banana  rivers 
separate  the  barrier  island  from  the  mainland.  Topography  of  the  island  is 
generally  flat,  with  elevations  ranging  from  sea  level  to  approximately  20  feet 
above  sea  level.  The  landscape  is  dominated  by  Florida  coastal  strand, 
coastal  scrub,  and  coastal  dune  vegetation.  The  most  visually  significant 
aspect  of  the  natural  environment  is  the  gentle  coastline  and  flat  island 
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terrain.  The  area  has  a  low  visual  sensitivity  because  the  flatness  of  the  area 
limits  any  prominent  vistas. 

Cape  Canaveral  AS  is  fairly  undeveloped.  The  most  significant  man-made 
features  are  the  launch  complexes  and  various  support  facilities.  These 
developed  areas  are  surrounded  by  disturbed  grasses,  oak  hammocks,  and 
scrub  vegetation.  Most  of  Cape  Canaveral  AS  outside  of  the  developed  areas 
is  covered  with  native  vegetation. 

Since  public  access  to  the  station  is  prohibited,  viewpoints  are  primarily 
limited  to  marine  traffic  on  the  east  and  west  and  distant  off-site  beach  areas 
and  small  communities  to  the  south.  The  station  is  bordered  by 
approximately  1  5  miles  of  the  Atlantic  coastline  on  the  east  and 
approximately  12  miles  of  shoreline  on  the  west.  However,  marine  traffic  is 
limited  and  public  observation  of  the  coastline  is  infrequent.  Marine  traffic 
consists  mainly  of  transportation  and  fishing  vessels,  pleasure  boats,  and 
cruise  ships.  From  the  south,  launch  complexes  can  be  viewed  from  various 
beach  areas  and  small  communities  including  Port  Canaveral  and  the  cities  of 
Cape  Canaveral  and  Cocoa  Beach.  Additionally,  from  KSC  (north  and  west  of 
the  station),  views  of  the  launch  complexes  are  available  to  a  limited 
population. 

3.3.2  Vandenberg  AFB 

The  ROI  for  land  use  at  Vandenberg  AFB  encompasses  the  base  boundaries 
and  potentially  affected  adjacent  lands  including  off-base  lands  within  launch 
safety  clear  zones.  Within  this  EIS,  the  ROI  for  land  use  consists  generally  of 
Northern  Santa  Barbara  County,  primarily  the  cities  of  Lompoc  and  Santa 
Maria. 

3.3.2. 1  Regional  Land  Use.  Santa  Barbara  County  and  the  cities  of  Lompoc 
and  Santa  Maria  are  the  local  planning  authorities  for  both  incorporated  and 
unincorporated  areas  adjoining  the  base.  Of  these  planning  authorities,  only 
the  county  adjoins  areas  of  South  Vandenberg  AFB  near  the  proposed  launch 
complexes.  Neither  the  county  nor  the  cities  of  Lompoc  and  Santa  Maria 
have  land  use  authority  over  Vandenberg  AFB  land  because  it  is  federally 
owned.  Vandenberg  AFB  designates  its  own  land  use  and  zoning  regulations. 
The  general  plans  of  the  county  and  cities  of  Lompoc  and  Santa  Maria 
designate  compatible  land  uses  around  Vandenberg  AFB.  Figure  3.3-3  shows 
land  uses  adjacent  to  South  Vandenberg  AFB. 

Santa  Barbara  County  land  use  plans  designate  much  of  the  area  adjoining 
the  base  as  agricultural.  This  designation  is  applied  to  the  productive 
agricultural  soils  of  the  Lompoc  and  Santa  Maria  valleys.  Other  nonurban 
land  east  of  the  base  is  designated  for  rural  residential  use.  Two  large 
ranches,  the  Bixby  Ranch  and  the  Hollister  Ranch,  are  located  more  than 


EELVFEfS 


3-11 


Pa^  Ocean 


!•  Lompoc 


SanK^ei 
tsJand 

Index  Map 

Pacific 

Ocafflj  M 


IM  Coast 
M  Gate 


5  \  C 

^  §  \| 

\\SLC-3W  B 


V*SLC-3E 


i 


VandentMrg  AFB 


C#' 

Canyon  ^  / 

%„  ^ 

'^Nj^OOfp^'' 

•  SLC-6  c.,- 


Sudden 
^  Flats 


Jalarm  Beach 
County  Park 


3-12 


EELVFEIS 


10  miles  southeast  of  SLC-6.  Although  some  residential  development  has 
occurred,  these  ranches  have  been  traditionally  used  for  cattle  grazing.  The 
ranches  are  zoned  AG-ll-320,  with  a  minimum  parcel  size  of  320  acres  with 
one  primary  residence  per  parcel  allowed. 

Urban  land  use  dominates  within  the  cities  of  Lompoc  and  Santa  Maria,  and 
the  unincorporated  communities  of  Vandenberg  Village  and  Mission  Hills. 
Outside  of  these  areas,  other  land  uses  adjacent  to  the  base  are  primarily 
agriculture  and  grazing,  with  some  scattered  oil  production  activities  and 
other  undeveloped  uses  (primarily  recreation).  To  the  west,  offshore  uses  of 
the  Pacific  Ocean  and  beaches  Include  primarily  oil  production,  commercial 
fishing,  and  recreation.  Three  public  beaches  are  near  the  base:  Point  Sal 
Beach  State  Park  to  the  north,  Ocean  Beach  County  Park  at  the  terminus  of 
SR  246  near  the  north/south  division  of  Vandenberg  AFB,  and  Jalama  Beach 
County  Park,  which  is  south  of  the  base. 

3. 3. 2. 2  Vandenberg  AFB  Land  Use.  Vandenberg  AFB  encompasses 
approximately  98,400  acres,  representing  approximately  6  percent  of  the 
total  land  area  of  Santa  Barbara  County.  According  to  the  Base 
Comprehensive  Plan  (U.S.  Air  Force,  1989d),  the  base  comprises  the 
following  land  use  areas:  airfield  operations  and  maintenance/space  and 
missile  launch,  industrial,  outdoor  recreation,  open  space,  and  cantonment 
(Figure  3.3-4).  The  cantonment  area  includes  residential,  administrative, 
industrial,  recreational,  open  space,  airfield,  and  community  land  uses  and  Is 
centrally  located,  north  of  SR  246. 

The  greatest  use  of  land  on  Vandenberg  AFB  (approximately  90  percent)  Is 
for  open  space,  followed  by  industrial  (approximately  6  percent)  and  aircraft 
operations  and  maintenance/space  and  missile  launch  (approximately 
2  percent). 

Development  has  occurred  mainly  on  North  Vandenberg  AFB,  primarily  within 
the  cantonment  area.  The  remaining  north  base  development  includes  an 
airfield  and  test/launch  facilities. 

The  majority  of  South  Vandenberg  AFB  is  undeveloped;  the  developed  portion 
includes  launch  complexes,  test/launch  facilities,  technical  support  areas, 
several  mountaintop  tracking  stations,  and  a  1  50-acre  administrative/ 
industrial  area.  Some  of  the  undeveloped  areas  on  South  Vandenberg  AFB 
are  leased  for  grazing. 

3. 3.2. 3  Coastal  Zone  Management.  Federal  activity  in,  or  affecting,  a 
coastal  zone  requires  preparation  of  a  Coastal  Zone  Consistency 
Determination,  in  accordance  with  the  federal  CZMA  Management  Act  of 
1972,  as  amended  P.L.  92-583),  and  implemented  by  the  NOAA  (see 
Section  3.3.1 .3). 
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EXPLANATION 


Base  Boundary 


Airfield  Operations  and 
Maintenance/Space  and 
Missile  Launch  Areas 

Cantonment  * 


Industrial 

Outdoor  recreation 


j  Open  space 


On-Base  Land  Use 
Vandenberg  AFB, 
California 


0  .75  1.5 


3  Miles 


MW 


*  This  land  use  area  Includes  residential,  administrative,  industrial, 
recreation,  airfield,  and  community  uses. 

Source:  U.S.  Air  Force,  1989. 


Figure  3.3-4 
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The  California  Coastal  Zone  Management  Program  was  formed  through  the 
California  Coastal  Zone  Conservation  Act  of  1972.  The  Air  Force  is 
responsible  for  making  final  coastal  zone  consistency  determinations  for  its 
activities  within  the  state,  and  the  California  Coastal  Commission  reviews 
federally  authorized  projects  for  consistency  with  the  California  Coastal  Zone 
Management  Program. 

Under  the  Coastal  Plan  for  Santa  Barbara  County,  the  Santa  Barbara  County 
coastline  is  divided  into  seven  subareas.  The  subarea  along  the  western 
boundary  of  Vandenberg  AFB  is  the  North  Coast  Planning  Area.  On 
Vandenberg  AFB,  the  coastal  zone  extends  inland  from  approximately 
3/4  mile  at  the  northern  boundary  to  4-1/2  miles  at  the  southern  end  of  the 
base.  It  varies  in  width  between  the  northern  and  southern  boundaries,  with 
the  widest  portion  occurring  at  San  Antonio  Creek  and  south  of  Canada 
Honda  Creek  to  the  southern  boundary  (Santa  Barbara  County,  1982). 

3.3. 2.4  Recreation.  The  recreational  opportunities  in  the  vicinity  of 
Vandenberg  AFB  provide  limited  public  access  to  the  base's  shoreline  up  to 
the  mean  high  tide  line.  Ocean  Beach  and  Jalama  Beach  county  parks  may 
be  closed  during  launch  activities  on  Vandenberg  AFB. 

Jalama  Beach  County  Park  is  situated  at  the  southern  end  of  the  base  and  is 
reached  via  Jalama  Road  from  SR  1  (see  Figure  3.3-4).  Amenities  are 
provided  for  day-use  picnicking,  and  there  are  approximately  1 00  sites 
available  for  overnight  camping.  Approximately  122,400  people  visited  the 
park  from  June  1995  to  June  1996,  60  percent  of  whom  camped  overnight. 
The  park  is  closed  to  the  public  during  low-azimuth  Atlas,  Delta,  and  Titan 
launches.  The  Santa  Barbara  County  Parks  Department,  County  Sheriff,  and 
California  Highway  Patrol  are  notified  of  scheduled  launch  events.  Park 
rangers  post  a  notice  indicating  the  time  and  date  of  park  closure.  On  the 
day  of  a  launch,  the  County  Sheriff  initiates  procedures  for  beach  closures, 
and  park  rangers  begin  to  clear  the  area  2  to  3  hours  prior  to  each  launch. 
Following  the  launch  or  launch  cancellation,  the  Air  Force  informs  the  park 
ranger  and  sheriff,  and  the  park  is  reopened.  Between  1990  and  1995,  the 
park  averaged  one  closure  per  year.  The  park  is  closed  for  approximately 
3  to  4  hours  per  launch  event.  However,  longer  closures  have  occurred  for  a 
single  launch  event  due  to  a  launch  abort  or  rescheduled  launch  resulting 
from  unsuitable  weather  conditions  or  mechanical  problems.  For  night 
launches,  the  park  is  usually  closed  by  the  park  rangers  at  dusk  to  avoid 
potential  traffic  problems  on  Jalama  Road,  thus  extending  the  closure  period 
for  these  types  of  launches. 

Ocean  Beach  County  Park  is  located  between  North  and  South  Vandenberg 
AFB  and  is  reached  via  SR  246  (see  Figure  3.3-4).  The  park  provides 
amenities  for  day-use  picnicking  and  sightseeing  and  was  visited  by 
approximately  63,000  people  in  1993.  Ocean  Beach  County  Park  is  closed 
for  Atlas,  Delta,  and  Titan  launches.  Closure  procedures  for  this  park  are 
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similar  to  those  used  for  Jalama  Beach  County  Park.  Between  1990  and 
1995,  the  park  was  closed  an  average  of  three  times  per  year. 

The  Boathouse  Flats  area  on  South  Vandenberg  AFB,  the  former  location  of 
the  U.S.  Coast  Guard  Rescue  Station,  provides  Air  Force  personnel  and  their 
guests  picnicking,  diving,  swimming,  and  fishing  recreation  opportunities. 
Approximately  1,800  persons  use  this  area  annually.  Boathouse  Flats  lies  on 
the  coast  south  of  SLC-6.  This  area  would  experience  the  same  closures  as 
Jalama  Beach  County  Park. 

3.3.2. 5  Aesthetics.  The  ROI  for  aesthetics  at  Vandenberg  AFB  includes  the 
general  visual  environment  surrounding  the  base  and  areas  of  the  base  visible 
from  off-base  areas. 

The  visual  environment  in  the  vicinity  of  Vandenberg  AFB  is  varied  and 
characterized  by  rolling  hills  covered  with  chaparral  and  oak  trees,  valleys 
utilized  for  grazing  or  more  intensive  agriculture,  and  urbanized  areas  of  the 
Lompoc  Valley.  Topography  is  largely  dominated  by  the  east-west-trending 
Santa  Ynez  Mountains  that  narrow  toward  the  coast  and  terminate  at  Point 
Arguello.  Views  of  the  coastline  are  generally  not  available  from  inland 
locations  due  to  access  limitations  and  intervening  topography. 

South  Vandenberg  AFB  is  characterized  by  the  somewhat  rugged  terrain  of 
the  western  Santa  Ynez  Mountains,  which  rise  to  more  than  2,000  feet  at 
Tranquillon  Peak.  From  this  elevation,  the  mountains  drop  toward  the  coast, 
terminating  at  a  narrow  marine  terrace  at  about  50  to  100  feet  above  the 
ocean.  Slopes  and  terraces  are  covered  with  grasses  and  chaparral  or  coastal 
sage  vegetation.  With  the  exception  of  scattered  launch  facilities.  South 
Vandenberg  AFB  is  generally  undeveloped.  The  most  visually  significant 
aspects  of  the  natural  environment  are  the  rugged  coastline  and  adjacent 
mountain  slopes,  and  the  most  significant  man-made  features  are  the  launch 
complexes. 

Vandenberg  AFB  has  a  low  visual  sensitivity  because  views  of  South 
Vandenberg  AFB  from  the  east,  and  from  the  approximately  40  miles  of 
coastline,  are  generally  restricted  by  distance  from  public/private  land,  limited 
roadways,  and  the  topography  of  the  Santa  Ynez  Mountains  that  extend  to 
Point  Arguello  at  Cypress  Ridge.  Since  public  access  to  South  Vandenberg 
AFB  is  generally  not  permitted,  viewpoints  are  primarily  limited  to  marine 
traffic,  passengers  on  the  Southern  Pacific  Railroad  that  traverses  through 
the  area  parallel  to  the  coastline,  and  views  from  Ocean  Beach  and  Jalama 
Beach  county  parks. 

The  marine  traffic  consists  primarily  of  fishing  vessels  and  occasional 
pleasure  boats.  Visibility  from  the  ocean  is  limited.  Passenger  railroad  traffic 
provides  the  closest  views  of  the  area;  about  four  passenger  and  eight  freight 
trains  pass  through  Vandenberg  AFB  daily.  From  the  west,  views  for  marine 
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and  railroad  traffic  include  both  SLC-3  and  SLC-6.  Views  of  the  South 
Vandenberg  AFB  coastline  north  of  Point  Arguello  are  available  from  Ocean 
Beach  County  Park.  Views  from  this  location  include  SLC-3  and  SLC-4; 
SLC-6  is  not  visible  from  the  park. 

From  the  south,  views  of  the  South  Vandenberg  AFB  coastline  are  available 
from  Jalama  Beach  County  Park,  which  offers  views  north  to  Point  Arguello. 
This  area  offers  expansive  views  reflecting  the  predominantly  undeveloped 
nature  of  the  coastline.  Existing  launch  facilities,  such  as  SLC-3  and  SLC-6, 
cannot  be  seen  from  this  location  due  to  the  intervening  topography  of  the 
Santa  Ynez  Mountains. 

3.4  TRANSPORTATION 

This  section  addresses  roadways  and  railways.  The  ROI  for  the  roadways 
analysis  includes  the  key  road  networks  that  provide  access  to  Cape 
Canaveral  AS  and  Vandenberg  AFB.  The  analysis  will  focus  on  the 
immediate  areas  and  local  roadways  surrounding  the  two  installations.  The 
rail  networks  in  the  vicinities  of  the  two  installations  are  described. 

Roadways.  The  evaluation  of  the  existing  roadway  conditions  focuses  on 
capacity,  which  reflects  the  ability  of  the  network  to  serve  the  traffic  demand 
and  volume,  usually  expressed  in  number  of  vehicles  per  hour.  The  capacity 
of  a  roadway  depends  on  the  street  width,  number  of  lanes,  intersection 
control,  and  other  physical  factors.  Depending  on  the  project  and  data 
available,  traffic  volumes  are  typically  reported  as  the  number  of  vehicular 
movements  averaged  over  a  daily  period  (ADT)  or  an  annual  period  (AADT). 
Peak-hour  volume  (PHV)  is  defined  as  the  highest  volume  of  traffic  in  a 
24-hour  period  that  is  recorded  on  a  segment  of  roadway  or  intersection 
during  a  1-hour  period.  The  ADT  and  PHV  values  are  useful  indicators  in 
determining  the  extent  to  which  the  roadway  segment  is  used,  and  in 
assessing  the  potential  for  congestion  or  other  traffic  problems. 

The  performance  of  a  roadway  segment  is  generally  expressed  In  terms  of 
level  of  service  (LOS).  The  LOS  scale  ranges  from  A  to  F,  with  each  level 
defined  by  a  range  of  volume-to-capacity  (V/C)  ratios.  LOS  A,  B,  and  C  are 
considered  good  operating  conditions  under  which  minor  to  tolerable  delays 
are  experienced  by  motorists.  LOS  D  represents  below-average  conditions. 
LOS  E  reflects  a  roadway  at  maximum  capacity,  and  LOS  F  represents  traffic 
congestion.  Table  3.4-1  presents  the  LOS  designations  and  their  associated 
V/C  ratios  used  in  this  analysis. 

Existing  roads  and  highways  within  the  ROI  are  described  at  two  levels: 

(1)  regional  roads,  representing  key  regional  access,  and  (2)  local  roads, 
representing  roads  connecting  the  project  site  to  regional  roads  within  the 
ROI.  The  local  road  network  selected  for  analysis  was  determined  based  on 
the  residential  distribution  of  current  employees.  Traffic  data  and  physical 
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Table  3.4-1.  Road  Transportation  Levels  of  Service 


LOS 

Description 

Criteria  (V/C) 

Multi-Lane  2-Lane 

Arterial  Highway 

A 

Free  flow  with  users  unaffected  by  presence 
of  other  roadway  users 

0-0.3 

0-0.15 

B 

Stable  flow,  but  presence  of  the  users  in 
traffic  stream  becomes  noticeable 

0.31-0.5 

0.16-0.27 

C 

Stable  flow,  but  operation  of  single  users 
becomes  affected  by  interactions  with  others 
in  traffic  stream 

0.51-0.7 

0.28-0.43 

D 

High  density,  but  stable  flow;  speed  and 
freedom  of  movement  are  severely  restricted; 
poor  level  of  comfort  and  convenience 

0.71-0.84 

0.44-0.64 

E 

Unstable  flow;  operating  conditions  at 
capacity  with  reduced  speeds,  maneuvering 
difficulty,  and  extremely  poor  levels  of  comfort 
and  convenience 

0.85-1.00 

0.65-1.00 

F 

Forced  breakdown  flow  with  traffic  demand 
exceeding  capacity;  unstable  stop-and-go 
traffic 

>1.00 

>1.00 

LOS  =  level  of  service 
V/C  =  volume  to  capacity 

Source:  Compiled  from  Transportation  Research  Board,  1994. 


roadway  characteristics  were  obtained  prinnarily  from  data  provided  by  the 
state  and  local  highway  departments. 

The  capacity  of  each  roadway  segment  surrounding  Cape  Canaveral  AS  and 
Vandenberg  AFB  was  determined  using  existing  roadway  geometric 
characteristics. 

3.4.1  Cape  Canaveral  AS 

3.4.1. 1  Regional.  The  Cape  Canaveral  AS  area  can  be  accessed  from 
Daytona  Beach  and  other  locations  via  U.S.  Highway  (U.S.)  1  or  Interstate 
95  (Figure  3.4-1).  Orlando  lies  approximately  50  miles  to  the  west  on 

SR  528,  and  Miami  is  approximately  187  miles  to  the  south  on  U.S.  1  or 
Interstate  95. 

Local.  The  majority  of  the  employees  and  other  related  support  services 
providers  for  Cape  Canaveral  AS  reside  within  the  unincorporated  areas  of 
Brevard  County  and  in  the  cities  of  Cape  Canaveral,  Cocoa,  Cocoa  Beach, 
and  Rockledge,  which  are  all  within  14  miles  of  the  station.  The  key  local 
roads  providing  access  to  Cape  Canaveral  AS  from  KSC  and  the  local 
communities  include  SR  A1A,  SR  520,  SR  528,  SR  401,  SR  3,  and  SR  405. 
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Figure  3.4-1 
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The  NASA  Causeway  and  Beach  Road  connect  KSC  and  Cape  Canaveral  AS 
(see  Figure  3.4-1 ). 

Southern  access  into  Cape  Canaveral  AS  through  Gate  1  is  provided  by 
SR  401,  SR  A1A,  SR  520,  and  SR  528.  SR  401  is  a  5-lane  road  that 
narrows  to  a  4-lane  divided  road  as  it  approaches  Gate  1  where  it  becomes 
Samuel  C.  Phillips  Parkway.  SR  A1A  is  a  north-south,  4-lane  divided 
highway  to  the  south  of  Cape  Canaveral  AS  that  is  used  as  a  transportation 
corridor  connecting  SR  401  with  the  cities  of  Cape  Canaveral  and  Cocoa 
Beach,  and  Patrick  AFB.  SR  520  is  a  4-lane,  east-west  urban  roadway  that 
connects  the  cities  of  Cocoa  and  Rockledge  to  Merritt  Island.  By  2010,  the 
road  is  expected  to  be  resurfaced  to  a  6-lane  roadway.  As  it  continues  east, 
SR  520  connects  with  SR  A1A.  SR  528  is  a  4-lane,  limited-access  toll  road 
that  approaches  the  southern  portion  of  Cape  Canaveral  AS  from  the  west, 
connecting  the  mainland  to  Merritt  Island  and  the  barrier  islands.  The  road  is 
used  extensively  by  KSC  personnel.  SR  528  and  SR  A1A  merge  into  SR  401 
just  south  of  Cape  Canaveral  AS. 

Western  access  onto  Cape  Canaveral  AS  is  provided  by  SR  3  and  SR  405. 

SR  3  is  a  north-south  highway  that  bisects  KSC.  It  becomes  Kennedy 
Parkway  on  KSC  and  provides  access  to  Gate  2.  SR  405  is  a  4-lane  road 
providing  access  to  Cape  Canaveral  AS  from  the  west.  It  turns  into  the 
NASA  Causeway  after  entering  KSC  at  Gate  3. 

From  the  north.  Cape  Canaveral  AS  can  be  accessed  through  Gate  4  and 
Gate  6  at  KSC.  SR  3  provides  access  to  Gate  4  from  the  north,  and  Beach 
Road  provides  access  to  Gate  4  and  Gate  6  from  the  west.  Beach  Road 
becomes  SR  401  as  it  approaches  Cape  Canaveral  AS  and  subsequently  turns 
into  Samuel  C.  Phillips  Parkway.  PHVs  and  existing  LOS  for  key  roads  on 
Cape  Canaveral  AS  are  presented  in  Table  3.4-2. 


Table  3.4-2.  Peak-Hour  Traffic  Volumes  and  LOS  on  Key  Roads  -  Cape  Canaveral  AS 


Roadway 

Segment/No.  of  Lanes 

Capacity 

VPH 

1996 

PHV 

LOS 

SR  A1A 

South  from  Samuel  C.  Phillips 
Parkway;  4-lane 

8,000 

3,950 

C 

SR  A1A 

East  from  Samuel  C.  Phillips 
Parkway;  4-lane 

8,000 

3,750 

B 

NASA  Causeway 

Between  U.S.  1  and  Samuel  C. 
Phillips  Parkway;  4-lane 

8,000 

1,750 

A 

Samuel  C.  Phillips 
Pkwy/Hangar  Road 

Between  Gate  1  and  SR  401 
(Gate  6);  4-lane 

8,000 

1,900 

A 

LOS  - 

level  of  service 

NASA  ^ 

National  Aeronautics  and  Space  Administration 

PHV  = 

peak-hour  volume 

SR 

State  Route 

U.S.  = 

U.S.  Highway 

VPH  = 

vehicles  per  hour 
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On-Site.  The  major  on-site  roadway  on  Cape  Canaveral  AS  is  Samuel  C. 
Phillips  Parkway,  a  4-lane  divided  highway  that  accommodates  most  of  the 
north-south  traffic.  At  its  intersection  with  Skid  Strip  Road,  Samuel  C. 
Phillips  Parkway  becomes  a  one-way  northbound  arterial,  with  Hangar  Road 
serving  as  the  southbound  arterial.  Samuel  C.  Phillips  Parkway  provides 
access  to  the  launch  site  locations  (SLC-41  and  SLC-37).  To  the  north  and 
south  of  Cape  Canaveral  AS,  Samuel  C.  Phillips  Parkway  becomes  SR  401 . 

3.4. 1.2  Railways.  The  ROI  for  railways  includes  the  Florida  East  Coast 
Railway,  which  provides  rail  service  to  Brevard  County  through  the  cities  of 
Titusville,  Cocoa,  and  Melbourne.  An  additional  railway  in  the  ITL  area  on 
Cape  Canaveral  AS  is  accessible  by  the  Florida  East  Coast  Railway  through 
KSC  and  Titusville. 

3.4.2  Vandenberg  AFB 

3.4.2.1  Regional.  Vandenberg  AFB  is  accessible  by  U.S.  101,  which 
connects  the  base  with  San  Francisco  on  the  north  and  Santa  Barbara  on 
the  south.  SR  1 ,  SR  135,  and  SR  246  provide  access  to  the  base  from 
U.S.  101. 

Local.  The  majority  of  the  workers  and  other  related  support  services 
providers  for  Vandenberg  AFB  reside  within  the  unincorporated  areas  of 
Santa  Barbara  County  and  in  the  cities  of  Lompoc,  Santa  Maria,  Guadalupe, 
Buellton,  Solvang,  and  Santa  Barbara.  The  key  local  roads  providing  access 
to  Vandenberg  AFB  include  SR  1,  SR  135,  Santa  Lucia  Canyon  Road, 

SR  246,  U.S.  101,  and  Central  Avenue  (Figure  3.4-2). 

Vandenberg  AFB  is  accessible  through  the  northeast  at  the  Santa  Maria  Gate 
by  SR  1 ,  a  4-lane  rural  expressway  extending  primarily  along  the  coastal 
region  of  California.  SR  1  connects  with  SR  135  south  of  the  city  of  Santa 
Maria. 

SR  246,  Central  Avenue,  and  Santa  Lucia  Canyon  Road  provide  eastern 
access  to  Vandenberg  AFB.  SR  246  leads  to  two  base  gates,  the  South 
Vandenberg  AFB  Gate  and  Solvang  Gate.  SR  246  is  a  2-lane  rural  highway 
connecting  Lompoc  to  U.S.  101,  a  divided,  4-lane,  major  arterial.  SR  246 
becomes  Ocean  Avenue  within  the  city  of  Lompoc  and  is  one  of  the  main 
transportation  routes  connecting  Lompoc  with  Vandenberg  AFB.  Ocean 
Avenue  is  a  major  east-west,  4-lane  divided  road  running  through  southern 
Lompoc.  Central  Avenue  connects  SR  1  with  Ocean  Avenue,  and 
subsequently,  SR  246.  Central  Avenue  is  a  2-lane  undivided  street  running 
east-west  through  the  northern  part  of  Lompoc.  The  other  western  gate  is 
Lompoc  Gate,  north  of  the  city  of  Lompoc,  and  accessible  through  Santa 
Lucia  Canyon  Road,  a  2-lane  undivided  highway.  Santa  Lucia  Canyon  Road 
runs  north-south,  connecting  Ocean  Avenue  with  Lompoc  Gate.  PHVs  and 
existing  LOS  for  key  roads  on  Vandenberg  AFB  are  presented  in  Table  3.4-3. 
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EXPLANATION 

—  -  -  —  Base  Boundary 
U.S.  Highway 
State  Route 


Regional  and  Local 
Road  Systems, 
Vandenberg  AFB, 
California 


4  Miles 


Figure  3.4-2 
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Table  3.4-3.  Peak-Hour  Traffic  Volumes  and  LOS  on  Key  Roads  -  Vandenberg  AFB 


Roadway 

Segment/No.  of  Lanes 

Capacity 

VPH 

1996 

PHV 

LOS 

Coast  Road 

Between  SLC-6  and  Bear  Creek 

Road;  2-lane 

2,800 

350 

A 

Bear  Creek  Road 

Between  Coast  Road  and  Ocean 
Avenue;  2-lane 

2,800 

350 

A 

1 3"^  Street 

Between  Ocean  Avenue  and  Santa 
Maria  Gate;  2-lane 

2,800 

1,550 

D 

Ocean  Avenue 

Between  Bear  Creek  Road  and  SR  1 ; 
4-lane 

8,000 

250 

A 

SR  1 

Between  Santa  Maria  Gate  and 

SR  135;  4-lane 

8,000 

1,550 

B 

LOS  =  level  of  service 

PHV  =  peak-hour  volume 

SR  =  State  Route 

VPH  =  vehicles  per  hour 


Source:  Santa  Barbara  County  Planning  Department  Traffic  Count,  1996 


On-Site.  The  major  roads  on  Vandenberg  AFB  that  provide  access  to  the 
project  sites  are  Coast  Road,  Bear  Creek  Road,  13th  Street,  and  Ocean 
Avenue.  Coast  Road  is  a  2-lane  undivided  roadway  providing  access  to 
SLC-6.  Coast  Road  connects  to  Bear  Creek  Road,  north  of  SLC-6.  Bear 
Creek  Road  is  a  2-lane  arterial  that  provides  access  to  the  launch  site  location 
SLC-3W.  Bear  Creek  Road  is  accessible  through  13th  Street  from  the  north 
or  Ocean  Avenue  from  the  east.  The  Solvang  Gate,  Santa  Maria  Gate,  and  El 
Rancho  Gate  are  connected  to  1 3th  Street,  a  2-lane  arterial  that  runs  north- 
south  on  the  base.  Ocean  Avenue  is  an  east-west  road  that  bisects 
Vandenberg  AFB  and  connects  with  Bear  Creek  and  Coast  roads.  The 
Solvang  and  South  Vandenberg  AFB  gates  are  located  just  north  and  south, 
respectively,  of  Ocean  Avenue. 

3.4. 2. 2  Railways.  The  ROI  for  railways  includes  the  Southern  Pacific, 

Santa  Maria  Valley,  and  the  Ventura  County  Railroad  companies,  which 
provide  services  to  the  cities  of  Santa  Maria,  Lompoc,  Santa  Barbara,  San 
Luis  Obispo,  and  Ventura.  Three  branch  lines  connect  Vandenberg  AFB  to 
the  Southern  Pacific  Railroad  main  line.  Approximately  four  passenger  and 
eight  freight  trains  pass  through  Vandenberg  AFB  daily.  The  railroad  tracks 
pass  between  the  Pacific  Ocean  and  the  launch  facilities  and  must  be 
overflown  during  launches;  however,  trains  are  never  overflown  during 
launches  due  to  the  potential  risk  to  people  and  property.  An  electronic 
surveillance  system,  posted  railroad  schedules,  and  close  coordination, 
including  radio  communication,  between  train  engineers  and  Vandenberg  AFB 
launch  personnel,  are  used  to  minimize  the  possibility  of  an  overflight. 
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3.5  UTILITIES 


The  utility  systems  addressed  in  this  EIS  include  the  facilities  and 
infrastructure  used  for  potable  water  supply,  wastewater  collection  and 
treatment,  solid  waste  disposal,  and  electricity. 

The  ROI  for  utilities  consists  of  all  or  portions  of  the  service  areas  of  each 
utility  provider  that  serves  the  project  site,  other  installation  facilities,  and 
Incorporated  and  unincorporated  areas  of  the  applicable  county.  The  major 
attributes  of  utility  systems  in  the  ROI  are  processing,  distribution,  and 
storage  capacities,  and  related  factors,  such  as  average  daily  consumption 
and  daily  peak  demand.  These  factors  are  used  in  determining  whether  the 
existing  utility  systems  are  capable  and  adequate  to  provide  services  to  the 
project  sites  in  the  future. 

ROI  utility  use  was  determined  from  records  of  purveyors,  historic 
consumption  patterns,  and  system-wide  average  annual  growth  rates. 

3.5.1  Cape  Canaveral  AS 

Potable  water,  wastewater,  solid  waste,  and  electrical  systems  for  Cape 
Canaveral  AS  and  the  surrounding  area  are  discussed  in  this  section. 

3. 5. 1.1  Water.  The  ROI  for  water  supply  and  distribution  consists  of  Patrick 
AFB,  Cape  Canaveral  AS,  KSC,  the  cities  of  Cocoa,  Cocoa  Beach,  Rockledge, 
Cape  Canaveral,  unincorporated  areas  of  Merritt  Island,  and  unincorporated 
areas  north,  west,  and  south  of  the  city  of  Cocoa.  The  water  delivered  to 
the  ROI  comes  from  the  Florida  aquifer  and  is  delivered  by  the  city  of 
Cocoa's  water  distribution  system,  with  a  capacity  of  37  million  gallons  per 
day  (MGD).  In  1995,  the  water  consumption  in  the  ROI  averaged  25  MOD. 
Cape  Canaveral  AS  used  an  average  of  0.75  MGD  including  deluge  water  in 
1995  and  has  a  system  capacity  of  3  MGD. 

Water  is  supplied  to  the  launch  complexes  through  the  domestic  water 
distribution  system.  Eight  ground-level  tanks  with  a  total  capacity  of 
5,200,000  gallons  are  used  to  store  deluge  water,  which  is  supplied  to  the 
launch  pads.  Because  these  tanks  are  used  infrequently,  the  stored  water 
can  become  stagnant  and  chlorine  levels  can  dissipate  below  acceptable 
human  consumption  levels.  This  condition  also  occurs  in  the  large-volume 
pipes  for  the  deluge  system  because  average  daily  water  use  is  small 
compared  to  the  quantity  in  large-volume  pipes.  To  prevent  this  stagnant 
water  from  contaminating  drinking  water.  Cape  Canaveral  AS  plans  to  install 
a  separate  piping  system.  In  1995,  there  were  16  launches  from  Cape 
Canaveral  AS,  resulting  in  use  of  approximately  3,200,000  gallons  of  deluge 
water. 
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3. 5. 1.2  Wastewater.  Cape  Canaveral  AS  treats  both  domestic  and 
industrial  wastewater  on  site.  The  wastewater  treatment  plant  has  a 
permitted  capacity  of  0.8  MGD  and  a  peak  daily  flow  of  approximately 
0.3  MGD.  Cape  Canaveral  AS  has  an  industrial  wastewater  permit  to 
discharge  deluge  water  to  grade  or  to  pump  to  the  WWTP  for  treatment. 
Maximum  total  flow  of  wastewater  from  domestic  use  allows  a  residual 
wastewater  capability  of  approximately  500,000  gpd  for  treatment  of 
contaminated  deluge  water,  if  required. 

3.5.1 .3  Solid  Waste.  The  ROI  for  solid  waste  management  consists  of  the 
cities  located  within  central  Brevard  County.  Genera!  solid  refuse  at  Cape 
Canaveral  AS  is  collected  by  a  private  contractor  and  disposed  of  off-site  at 
the  Brevard  County  Landfill,  a  1 92-acre  Class  I  landfill  located  near  the  city 
of  Cocoa.  In  1995,  the  landfill  received  between  2,200  and  2,400  tons  of 
waste  per  day,  of  which  8.5  tons  per  day  came  from  Cape  Canaveral  AS. 

The  Brevard  County  Landfill  has  a  1 0-  to  1 2-year  life  expectancy.  Cape 
Canaveral  AS  also  operates  an  on-site  landfill  that  accepts  construction  and 
demolition  debris  and  asbestos-containing  material.  The  landfill  has  a 
capacity  of  182  acres  but  currently  uses  only  55  acres.  Of  the  remaining 

1  27  acres,  there  are  7  acres  of  permitted  capacity  for  construction  and 
demolition  debris  disposal.  In  1995,  Cape  Canaveral  AS  disposed  of 
approximately  2,085  tons  of  construction  and  demolition  debris,  25,546  tons 
of  concrete,  and  748  tons  of  asbestos-containing  material. 

3. 5. 1.4  Electricity.  In  1995,  approximately  220,000  megawatt-hours  per 
day  (MWH/day)  were  delivered  to  Brevard  County,  of  which  864  MWH/day 
were  consumed  by  Cape  Canaveral  AS.  Transmission  lines  enter  the  station 
at  three  locations:  the  southwestern  boundary;  across  the  NASA  Causeway; 
and  from  Merritt  Island.  The  capacity  of  the  three  substations  is  55 
megawatts  (MW);  the  substations  are  capable  of  providing  1,320  MWH/day. 
There  are  also  1  70  substations  on  Cape  Canaveral  AS  that  convert  the 
voltage  to  user  voltages. 

3.5.2  Vandenberg  AFB 

Potable  water,  wastewater,  solid  waste,  and  electrical  systems  for 
Vandenberg  AFB  and  the  surrounding  area  are  discussed  in  this  section. 

3.5.2. 1  Water.  The  ROI  for  water  supply  and  distribution  consists  of  the 
Lompoc  and  Santa  Maria  valleys.  Water  supplies  in  these  areas  are  provided 
by  wells  located  in  the  Santa  Ynez,  San  Antonio  Creek  Valley,  and  Santa 
Maria  watersheds.  In  1997,  Vandenberg  AFB  was  connected  to  the  State 
Water  Project  for  supplemental  water  supply.  A  maximum  of  5,000  acre-feet 
per  year  may  be  obtained  through  the  base's  entitlement  rights.  The  total 
potable  water  consumption  in  the  ROI  was  approximately  33.9  MGD  in 
1995. 
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Water  on  Vandenberg  AFB  is  supplied  from  the  San  Antonio  Aquifer  and  the 
Lompoc  Terrace  Groundwater  Basin.  The  main  portion  of  the  water  supply 
delivered  to  North  Vandenberg  AFB  comes  from  the  western  portion  of  the 
San  Antonio  aquifer.  The  total  potable  water  supplied  from  this  aquifer  in 
1995  was  approximately  3.22  MGD.  South  Vandenberg  AFB  obtains  water 
from  the  Lompoc  Terrace  Groundwater  Basin.  The  water  supplied  from  this 
aquifer  in  1995  was  approximately  0.20  MGD.  In  1995,  the  combined 
potable  water  use  for  Vandenberg  AFB  was  approximately  3.42  MGD. 

3. 5. 2. 2  Wastewater.  The  Lompoc  Regional  WWTP  services  the  city  of 
Lompoc,  Vandenberg  AFB,  and  portions  of  the  surrounding  areas.  In  1 996, 
Vandenberg  AFB  contributed  approximately  1 .29  MGD  of  wastewater  to  the 
Lompoc  Regional  WWTP.  The  capacity  of  the  Lompoc  Regional  WWTP  is 

5  MGD. 

3. 5. 2. 3  Solid  Waste.  Solid  waste  disposal  facilities  within  Santa  Barbara 
County  include:  the  Vandenberg  AFB  on-base  landfill,  four  off-base  landfills, 
three  transfer  stations,  and  a  proposed  Materials  Recovery  Facility.  These 
off-base  facilities  consist  of  the  Lompoc  Landfill,  Santa  Maria  Landfill,  Foxen 
Canyon  Landfill,  Tajiguas  Landfill,  Santa  Barbara  County  Transfer  Station, 
New  Cuyama  Transfer  Station,  Ventucopa  Transfer  Station,  and  Los  Padres 
Resource  Recovery  Facility.  Of  these,  the  Lompoc  and  Tajiguas  landfills  can 
be  used  for  disposal  of  solid  waste  originating  from  Vandenberg  AFB.  The 
Vandenberg,  Lompoc,  and  Tajiguas  landfills  are  described  in  the  following 
paragraphs. 

Vandenberg  AFB  Landfill.  The  Vandenberg  AFB  Sanitary  Landfill,  a 
187.31 -acre  Class  III  waste  management  facility,  is  operated  and  managed 
by  30  CES/CEOX,  Horizontal  Construction.  The  base  landfill  contains  four 
areas  of  disposal  (active  landfill,  nonfriable  asbestos  disposal  area,  animal 
cemetery,  and  wood  yard),  and  currently  accepts  residential,  commercial,  and 
industrial  garbage,  rubbish,  and  inert  wastes.  Based  on  calendar  year  1997 
projected  disposal  rates,  it  has  a  life  expectancy  through  2034.  It  is 
permitted  to  accept  up  to  400  tons  per  day,  with  an  anticipated  average  of 
82  tons  per  day  of  Class  III  municipal  waste. 

Lompoc  Landfill.  The  Lompoc  Landfill,  approximately  13  miles  from  the 
Vandenberg  AFB  Main  Gate,  is  operated  and  managed  by  the  city  of  Lompoc. 
Based  on  projected  disposal  rates,  the  landfill  has  a  life  expectancy  through 
2050.  It  is  permitted  to  accept  up  to  500  tons  per  day,  with  an  anticipated 
average  of  1 27  tons  per  day  of  waste.  The  landfill  accepts  imported  solid 
waste  in  addition  to  the  regular  incoming  waste. 

Tajiguas  Landfill.  The  Tajiguas  Landfill,  approximately  44  miles  from  the 
Vandenberg  AFB  Main  Gate,  is  operated  and  managed  by  Santa  Barbara 
County.  The  life  expectancy  of  this  landfill  can  be  assessed  once  permit 
expansion  information  is  received.  It  is  permitted  to  accept  up  to  1,500  tons 
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per  day.  This  landfill  accepts  imported  solid  waste  in  addition  to  the  regular 
incoming  waste. 

3.5.2.4  Electricity.  Electricity  is  provided  by  Pacific  Gas  and  Electric 
Company's  Morro  Bay  plant  to  Vandenberg  AFB's  main  substation,  then 
distributed  through  the  base  distribution  system.  The  base  also  maintains 
diesel-powered  generators  to  support  technical  facilities.  In  1995, 
approximately  452  MWH/day  were  consumed  by  Vandenberg  AFB. 

3.6  HAZARDOUS  MATERIALS  AND  HAZARDOUS  WASTE  MANAGEMENT 

The  relevant  aspects  of  hazardous  materials/waste  management  include  the 
applicable  regulations  and  procedures  for  hazardous  materials  usage  and 
hazardous  waste  generation,  and  management  programs  for  existing 
hazardous  waste-contaminated  sites  within  the  ROIs. 

3.6.1  Regulatory  Framework 

3. 6. 1.1  Hazardous  Materials  Management.  Hazardous  materials  are  those 
substances  defined  as  hazardous  by  the  Comprehensive  Environmental 
Response,  Compensation,  and  Liability  Act  (CERCLA)  (42  U.S.C.  Sections 
9601-9675),  the  Toxic  Substances  Control  Act  (TSCA)  (15  U.S.C.  Sections 
2601-2671),  and  the  Hazardous  Materials  Transportation  Act  (HMTA) 

(49  U.S.C.  Section  1801,  Parts  172-173).  In  general,  this  includes 
substances  that,  because  of  their  quantity,  concentration,  or  physical, 
chemical,  or  infectious  characteristics,  may  present  substantial  danger  to 
public  health  or  welfare,  or  to  the  environment,  when  released.  Air  Force 
Instruction  (AFI)  32-7086,  Hazardous  Materials  Management,  establishes 
procedures  and  standards  that  govern  management  of  hazardous  materials  on 
Air  Force  installations. 

3.6. 1.2  Hazardous  Waste  Management.  Management  of  hazardous  waste 
must  comply  with  the  Resource  Conservation  and  Recovery  Act  (RCRA),  as 
amended  by  the  Hazardous  and  Solid  Waste  Amendments  of  1984  (HSWA) 
(42  U.S.C.  Sections  6901-6992),  which  is  administered  by  the  U.S.  EPA, 
unless  otherwise  exempted  through  CERCLA  actions.  Title  C  Part  261 
identifies  which  solid  wastes  are  classified  as  hazardous  waste.  RCRA 
requires  that  hazardous  wastes  be  treated,  stored,  and  disposed  of  to 
minimize  the  present  and  future  threat  to  human  health  and  the  environment. 
Air  Force  guidance  in  AFI  32-7042,  Solid  and  Hazardous  Waste  Compliance, 
provides  a  framework  for  complying  with  environmental  standards  applicable 
to  hazardous  waste. 

3.6. 1.3  Pollution  Prevention.  The  federal  Pollution  Prevention  Act  (PPA)  of 
1990  established  pollution  prevention  as  a  national  objective.  It  is  DoD 
acquisition  policy  to  eliminate  and  reduce  the  use  of  hazardous  materials 
during  a  system's  acquisition  (DoD  5000. 2-R,  Mandatory  Procedures  for 


EELVFEIS 


3-27 


Major  Defense  Acquisition  Programs  [MDAPs]  and  Major  Automated 
Information  System  [MAIS]  Acquisition  Programs,  Sections  4. 3. 7. 4  and 
4. 3. 7. 5).  Air  Force  Policy  Directive  (AFPD)  32-70,  Environmental  Quality, 
outlines  the  Air  Force  policy  for  pollution  prevention  and  references 
AFI  32-7080,  Pollution  Prevention  Program,  which  defines  the  Air  Force's 
Pollution  Prevention  Program  requirements.  AFI  32-7080  instructs  all  Air 
Force  installations  to  implement  a  hierarchy  of  actions  Into  daily  operations  to 
reduce  the  use  of  hazardous  materials  and  the  release  of  pollutants  into  the 
environment.  The  hierarchy  of  actions  to  prevent  pollution  is  as  follows: 
source  reduction,  waste  reuse,  waste  recycling  and,  as  a  final  option,  waste 
disposal. 

3. 6. 1.4  Installation  Restoration  Program.  The  IRP  is  an  Air  Force  program 
that  identifies,  characterizes,  and  remediates  past  environmental 
contamination  on  Air  Force  installations.  The  program  has  established  a 
process  to  evaluate  past  disposal  sites,  control  the  migration  of 
contaminants,  and  control  potential  hazards  to  human  health  and  the 
environment.  In  response  to  CERCLA  and  Section  21 1  of  Superfund 
Amendments  and  Reauthorization  Act  (SARA)  requirements,  DoD  established 
the  Defense  Environmental  Restoration  Program  (DERP)  to  facilitate  clean  up 
of  past  hazardous  waste  disposal  and  spill  sites  nationwide.  Section  105  of 
SARA  mandates  that  response  actions  follow  the  National  Oil  and  Hazardous 
Substances  Pollution  Contingency  Plan,  as  promulgated  by  the  U.S.  EPA. 

AFI  32-7020,  The  Environmental  Restoration  Program,  implements  the  DERP 
as  outlined  in  DoD  Manual  5000. 52-M,  Environmental  Restoration  Program 
Manual. 

The  following  subsections  discuss  specific  programs  for  management  of 
hazardous  materials,  hazardous  waste,  pollution  prevention,  and  IRP  sites  at 
Cape  Canaveral  AS  and  Vandenberg  AFB.  The  RO!  for  hazardous  materials 
and  hazardous  waste  management  at  both  installations  encompasses  all 
geographic  areas  that  are  exposed  to  the  possibility  of  a  release  of  hazardous 
materials  or  hazardous  wastes. 

3.6.2  Cape  Canaveral  AS 

The  ROI  for  Cape  Canaveral  AS  Includes  the  areas  around  SLC-41  and 
SLC-37  and  areas  adjacent  to  proposed  EELV  facility  locations. 

3.6.2. 1  Hazardous  Materials  Management.  Numerous  types  of  hazardous 
materials  are  used  to  support  the  various  missions  and  general  maintenance 
operations  at  Cape  Canaveral  AS.  These  materials  range  from  common 
building  paints  to  industrial  solvents  and  hazardous  fuels.  Hazardous 
materials  used  to  support  current  launch  vehicle  system  activities  (Atlas  IIA, 
Delta  II,  Titan  IVB)  are  presented  in  Tables  3.6-1,  3.6-2,  and  3.6-3. 
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Table  3.6-1.  Hazardous  Materials  Utilized  Per  Launch,  Atlas  HA 


Hazardous  Material 

Quantity  (lbs) 

POL 

4,160 

VOC-Based  Primers,  Topcoats,  and  Coatings 

480 

Non-VOC-Based  Primers,  Topcoats,  and  Coatings 

2,800 

VOC-Based  Solvents  and  Cleaners 

1,130 

Non-VOC-Based  Solvents  and  Cleaners 

600 

Corrosives 

5,500 

Refrigerants 

0 

Adhesives,  Sealants,  and  Epoxies 

2,540 

Extremely  Hazardous  Substances  (not  otherwise  included) 

0 

Other 

460 

Total 

17,670 

Note:  Propellant  quantities  are  listed  in  Table  2.2-2. 
lbs  =  pounds 

POL  =  petroleum,  oil,  and  lubricants 

VOC  =  volatile  organic  compound 

Source:  Lockheed  Martin,  1 997 

Table  3.6-2.  Hazardous  Materials  Utilized  Per  Launch, 

Delta  II 

Hazardous  Material 

Quantity  (lbs) 

POL 

40 

VOC-Based  Primers,  Topcoats,  and  Coatings 

290 

Non-VOC-Based  Primers,  Topcoats,  and  Coatings 

230 

VOC-Based  Solvents  and  Cleaners 

270 

Non-VOC-Based  Solvents  and  Cleaners 

530 

Corrosives 

5,500 

Refrigerants 

0 

Adhesives,  Sealants,  and  Epoxies 

340 

Extremely  Hazardous  Substances  (not  otherwise  included) 

0 

Other 

10 

Total 

7,210 

Note:  Propellant  quantities  are  listed  in  Table  2.2-2. 
lbs  =  pounds 

POL  =  petroleum,  oil,  and  lubricants 
VOC  =  volatile  organic  compound 

Source:  Boeing  Company  Response  to  Data  Needs,  1997 


A  separate  hazardous  materials  pharmacy  distribution  system  (HazMart)  has 
not  yet  been  established  or  enforced  at  Cape  Canaveral  AS.  Individual 
contractors  at  Cape  Canaveral  AS  may  obtain  hazardous  materials  through 
their  own  organizations,  local  purchases,  or  other  outside  channels,  although 
contractors  are  encouraged  to  obtain  hazardous  materials  through  the  Patrick 
AFB  pharmacy  whenever  possible.  Cape  Canaveral  AS  is  scheduled  to 
implement  a  pharmacy  system  in  1998. 
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Table  3.6-3.  Hazardous  Materials  Utilized  Per  Launch,  Titan  IVB 


Hazardous  Material 

Quantity  (lbs) 

POL 

830 

VOC-Based  Primers,  Topcoats,  and  Coatings 

220 

Non-VOC-Based  Primers,  Topcoats,  and  Coatings 

40 

VOC-Based  Solvents  and  Cleaners 

6,900 

Non-VOC-Based  Solvents  and  Cleaners 

25,200 

Corrosives 

5,500 

Refrigerants 

60 

Adhesives,  Sealants,  and  Epoxies 

290 

Extremely  Hazardous  Substances  (not  otherwise  included) 

0 

Other 

160 

Total 

39,200 

Note:  Propellant  quantities  are  listed  in  Table  2.2-2. 
lbs  =  pounds 

POL  =  petroleum,  oil,  and  lubricants 
VOC  =  volatile  organic  compound 

Source:  Lockheed  Martin  Environmental  Analysis  Report,  1997 


Management  of  hazardous  materials,  excluding  hazardous  fuels,  is  the 
responsibility  of  each  individual  or  organization.  The  primary  source  for 
hazardous  materials  purchase  and  acquisition  is  through  the  Patrick  AFB 
supply  system.  Patrick  AFB  implemented  a  HazMart  for  procurement, 
storage,  and  distribution  of  hazardous  materials.  The  purpose  of  the  HazMart 
is  to  improve  hazardous  materials  tracking  and  minimize  hazardous  waste 
generation  by  minimizing  the  use  of  hazardous  materials.  Under  the  HazMart 
concept,  all  hazardous  materials  are  screened  prior  to  being  procured  to 
determine  if  less  toxic  alternative  materials  could  be  utilized  during  an 
industrial  process.  Under  this  system,  only  specific  individuals  within  an 
organization  can  order  and  sign  for  hazardous  materials. 

Hazardous  propellants  are  controlled  by  the  Joint  Propellants  Contractor 
(JPC)  for  the  45  SW.  The  JPC  handles  the  purchase,  transport,  and 
temporary  storage  of  hypergolic  propellants  and  oxidizers. 

Spills  of  hazardous  materials  are  covered  under  45  SW  Operations  Plan 
(OPIan)  32-3,  Hazardous  Materials  Response  Plan,  which  ensures  that 
adequate  and  appropriate  guidance,  policies,  and  protocols  regarding 
hazardous  material  incidents  and  associated  emergency  response  are  available 
to  all  installation  personnel  (45  Space  Wing,  1996d). 

3.6. 2.2  Hazardous  Waste  Management.  Hazardous  waste  management, 
including  explosive  ordnance  disposal  (EOD)  at  Cape  Canaveral  AS  is 
regulated  under  the  RCRA  (Title  40  CFR  260-280)  and  the  Florida 
Administrative  Code  (FAC)  62-730.  These  regulations  are  implemented 
through  45  SW  OPIan  19-14,  Petroleum  Products  and  Hazardous  Waste 
Management  Plan,  which  addresses  the  proper  identification,  management. 
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and  disposition  of  hazardous  waste  on  Cape  Canaveral  AS,  and  compliance 
with  applicable  federal,  state,  and  Air  Force  requirements  (45  Space  Wing, 
1996d). 

All  DoD-generated  hazardous  waste  is  labeled  with  the  U.S.  EPA 
identification  number  for  Cape  Canaveral  AS,  under  which  it  is  transported, 
treated,  and  disposed  of.  All  individuals  or  organizations  generating 
hazardous  waste  at  Cape  Canaveral  AS  are  responsible  for  administering  all 
applicable  regulations  and  plans  regarding  hazardous  waste.  Generators  must 
also  comply  with  applicable  regulations  regarding  the  temporary  accumulation 
of  waste  at  the  process  site. 

Cape  Canaveral  AS  reported  513,507  pounds  of  DoD-generated  hazardous 
waste  in  1996.  Typical  hazardous  wastes  include  various  solvents,  paints 
and  primers,  sealants,  photo-developing  solutions,  adhesives,  alcohol,  oils, 
fuels,  and  various  process  chemicals.  Hazardous  wastes  associated  with 
current  launch  vehicle  system  activities  are  presented  in  Tables  3.6-4,  3.6-5, 
and  3.6-6.  They  are  grouped  by  general  description  and  the  EPA-designated 
hazardous  waste  number. 


Table  3.6-4.  Hazardous  Waste  Generated  Per  Launch,  Atlas  HA 


RCRA  Hazardous  Waste 

Quantity  (lbs) 

Ignitable  (D001)  RCRA  Wastes 

3,270 

Halogenated  Solvents  (F001/F002)  RCRA  Wastes 

0 

Non-Halogenated  Solvents  (F003/F004/F005)  RCRA  Wastes 

0 

Toxic  (0004)  EPA  Wastes 

40 

Commercial  Chemical  Products  (U)  RCRA  Wastes 

380 

Corrosive  (D002)  RCRA  Wastes 

5,500 

Acutely  Flazardous  (P)  RCRA  Wastes 

0 

Reactive  (D003)  RCRA  Wastes 

0 

State-Regulated  Wastes 

0 

Miscellaneous  Wastes 

50 

Total 

9,240 

EPA  =  Environmental  Protection  Agency 

lbs  =  pounds 

RCRA  =  Resource  Conservation  and  Recovery  Act 

Source:  Lockheed  Martin  Response  to  Data  Needs,  1997 


Individual  contractors  and  organizations  maintain  hazardous  waste  satellite 
accumulation  points  (SAPs)  and  90-day  hazardous  waste  accumulation  areas 
in  accordance  with  45  SW  OPIan  19-14.  Cape  Canaveral  AS  operates 
40  SAPs.  A  maximum  of  55  gallons  per  waste  stream  of  hazardous  waste 
can  be  accumulated  at  an  SAP.  There  are  currently  14  90-day  accumulation 
areas  on  the  station.  There  is  no  limit  to  the  volume  of  waste  that  can  be 
stored,  but  wastes  must  be  taken  to  the  permitted  storage  facility  or 
disposed  of  off  site  within  90  days. 
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Table  3.6-5.  Hazardous  Waste  Generated  Per  Launch,  Delta  H 


_ RCRA  Hazardous  Waste _ Quantity  (lbs) 

Ignitable  (D001 )  RCRA  Wastes  2,380 

Halogenated  Solvents  {F001/F002)  RCRA  Wastes  0 

Non-Halogenated  Solvents  (F003/F004/F005)  RCRA  Wastes  440 

Toxic  (0004)  EPA  Wastes  850 

Commercial  Chemical  Products  (U)  RCRA  Wastes  220 

Corrosive  (D002)  RCRA  Wastes  5,500 

Acutely  Hazardous  (P)  RCRA  Wastes  0 

Reactive  (D003)  RCRA  Wastes'®’  10 

State-Regulated  Wastes  5,240 

Miscellaneous  (Remediation)  Wastes  2,170 

Total  16,810 


Note:  (a)  Vandenberg  AFB  only. 

EPA  =  Environmental  Protection  Agency 

lbs  =  pounds 

RCRA  =  Resource  Conservation  and  Recovery  Act 

Source:  U.S.  Air  Force,  1994b 


Table  3.6-6.  Hazardous  Waste  Generated  Per  Launch,  Titan  IVB 


_ RCRA  Hazardous  Waste _ Quantity  (lbs) 

Ignitable  (D001)  RCRA  Wastes  5,990 

Halogenated  Solvents  (F001/F002)  RCRA  Wastes  430 

Non-Halogenated  Solvents  {F003)  RCRA  Wastes  70 

Toxic  (D004)  EPA  Wastes  2,200 

Commercial  Chemical  Products  (U)  RCRA  Wastes  0 

Corrosive  (0002)  RCRA  Wastes  5,500 

Acutely  Hazardous  (P)  RCRA  Wastes  0 

Reactive  (D003)  RCRA  Wastes  20,000 

State-Regulated  Wastes  2,000 

Miscellaneous  Wastes  0 

Total  36,190 

EPA  =  Environmental  Protection  Agency 
lbs  =  pounds 

RCRA  =  Resource  Conservation  and  Recovery  Act 
Source:  U.S.  Air  Force,  1988e 


The  permitted  storage  facility  (RCRA  Part  B  Permit,  Number  H001 -255040) 
is  operated  within  Buildings  44200/44205.  The  facility  is  permitted  to  store 
hazardous  wastes  for  up  to  1  year  under  the  current  Florida  Department  of 
Environmental  Protection  (FDEP)  permit  and  is  operated  by  the  Launch  Base 
Support  (LBS)  contractor.  The  waste  storage  site  facility  is  not  permitted  to 
store  waste  hydrazine,  MMH,  or  N2O4. 

The  JPC  is  responsible  for  the  collection  and  transportation  of  hazardous 
waste  (including  propellant  waste)  from  accumulation  sites  to  a  90-day 
hazardous  waste  accumulation  area,  to  the  permitted  hazardous  waste 
storage  facility,  or  to  a  licensed,  permitted  disposal  facility  off  station.  The 
Defense  Reutilization  and  Marketing  Office  (DRMO)  is  responsible  for 
managing  and  marketing  excess  and  recoverable  products  and  waste 
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materials  in  accordance  with  applicable  regulations.  Hazardous  items  that 
cannot  be  managed  by  the  DRMO  are  disposed  of  as  hazardous  wastes. 

Waste  deluge  water  that  has  been  used  for  fire  and  sound  suppression  is 
discharged  into  percolation  ponds  adjacent  to  the  launch  pads  or  pumped  to 
the  WWTP  for  treatment  (see  Section  3. 5. 1.2).  Groundwater  monitoring 
wells  are  sampled  quarterly  in  accordance  with  permit  requirements. 

3. 6. 2. 3  Pollution  Prevention.  The  1996  45  SW  Pollution  Prevention 
Program  Guide  (PPPG)  and  Pollution  Prevention  Management  Action  Plan 
(PPMP)  satisfy  requirements  of  the  Pollution  Prevention  Act  of  1990.  The 
PPPG  also  complies  with  requirements  in  DoD  Directive  4210.15,  API 
32-7080,  and  the  Air  Force  Installation  PPPG.  The  PPPG  establishes  the 
overall  strategy,  delineates  responsibilities,  and  sets  forth  specific  objectives 
for  reducing  pollution  of  the  ground,  air,  surface  water,  and  groundwater. 

The  purpose  of  the  PPPG  is  to  provide  sufficient  guidance  for  pollution 
prevention  management  on  Patrick  APB  and  Cape  Canaveral  AS.  Specific 
goals  include  implementation  of  management  practices  that  eliminate  or 
reduce  the  use  of  hazardous  materials,  increase  efficiency  in  the  use  of  raw 
materials,  protect  natural  resources,  and  encourage  source  reduction  through 
recycling,  treatment,  and  disposal  practices. 

3. 6. 2.4  Installation  Restoration  Program.  The  IRP  efforts  at  Cape  Canaveral 
AS  have  been  conducted  parallel  with  the  program  at  Patrick  APB  and  in 
close  coordination  with  the  U.S.  EPA,  the  FDEP,  and  NASA.  Cape  Canaveral 
AS  is  not  a  National  Priorities  List  (NPL)  site.  The  IRP  sites  are  remediated 
under  RCRA  regulations  in  lieu  of  CERCLA. 

Contamination  has  been  confirmed  at  63  IRP  sites.  Of  the  63  IRP  sites, 

28  are  proposed  for  closure  and  are  awaiting  regulatory  concurrence,  have 
regulatory  concurrence  for  closure  (No  Further  Response  Action  Planned 
[NFRAP]),  or  require  monitoring  only,  and  35  remain  under  investigation.  Of 
the  35  remaining  sites,  5  are  being  managed  under  the  FDEP  Petroleum 
Program  and  30  are  being  managed  under  the  RCRA  Corrective  Action 
Process.  Cape  Canaveral  AS  also  has  identified  46  areas  of  concern  (AOCs). 
Of  the  46  AOCs  identified,  1 3  are  currently  proposed  for  NFRAP  and  24  have 
been  closed  with  regulatory  approval. 

The  following  discussion  focuses  on  EELV  activities  at  Cape  Canaveral  AS 
that  have  the  potential  to  affect  the  ongoing  investigations  of  IRP  and  AOC 
sites. 

Concept  A  ROI 

SLC-41.  IRP  Site  DP-24  (Solid  Waste  Management  Unit  [SWMU]  C047)  is 
present  at  SLC-41 .  Hydrazine,  diesel  fuel,  halogenated  solvents,  paints. 
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thinners,  trace  metals,  and  waste  oils  may  have  been  disposed  of  at  the  site. 
A  RCRA  Facility  Investigation  (RFI)  has  been  conducted  at  this  site. 

In  October  1996,  an  estimated  150,000  tons  of  polychlorinated  biphenyl 
(PCB)-contaminated  soil  were  identified  at  SLC-41 .  Approximately 
25  percent  of  the  contaminated  soil  was  identified  as  containing  PCB 
concentrations  exceeding  the  regulated  level  of  50  ppm  PCBs.  The  state  of 
Florida  regulates  cleanup  for  industrial  sites  with  contamination  levels  greater 
than  3  ppm. 

Other  EELV  Facilities.  IRP  Site  DP-60  (SWMU  C095)  is  associated  with 
Building  70500.  Groundwater  contamination  may  be  present  from  past 
operations  that  required  the  use  of  solvents,  oils,  acids,  and  metals. 

Remedial  investigation  is  in  progress. 

Concept  B  ROI 

SLC-37.  IRP  Site  C-L37  (SWMU  56)  is  present  at  SLC-37.  This  site  consists 
of  several  areas  where  hydrazine,  diesel  fuel,  RP-1 ,  hydrocarbons,  PCBs, 
solvents,  and  waste  oils  may  have  been  disposed  of.  The  site  is  currently 
undergoing  an  RFI  under  the  IRP  to  determine  if  contamination  is  present  in 
the  soil  and  groundwater  at  the  site.  NASA  is  currently  investigating  this  site 
in  accordance  with  an  MOA  with  the  45  SW.  PCBs  have  been  identified  in 
the  surface  soil  at  the  site.  The  AFSPC  and  NASA  have  determined  what 
areas  each  agency  will  be  responsible  for;  the  PCB-contaminated  soil  will  be 
remediated  by  the  end  of  1998. 

3.6.3  Vandenberg  AFB 

The  ROI  for  Vandenberg  AFB  includes  the  areas  around  SLC-3W  and  SLC-6, 
and  areas  adjacent  to  proposed  EELV  facility  locations. 

3.6.3. 1  Hazardous  Materials  Management.  Numerous  types  of  hazardous 
materials  are  used  to  support  the  various  missions  and  general  maintenance 
operations  at  Vandenberg  AFB.  Hazardous  materials  utilized  during  current 
launch  vehicle  system  activities  are  presented  in  Tables  3.6-1,  3.6-2,  and 
3.6-3.  Vandenberg  AFB  requires  all  contractors  using  hazardous  materials  to 
submit  a  hazardous  materials  contingency  plan  prior  to  working  on  base. 

In  1994,  Vandenberg  AFB  implemented  a  HazMart  (see  Section  3.6.2. 1). 
Distribution  of  hazardous  materials  is  coordinated  from  a  single  issue  point 
(Building  8317).  Any  unused  materials  are  returned  to  the  HazMart  for 
reissue  to  another  organization.  Presently,  ail  Air  Force  organizations 
participate  in  the  HazMart,  but  contractor  involvement  is  limited. 

Management  of  hazardous  materials  obtained  directly  from  off-base  suppliers 
by  contractors  is  the  responsibility  of  the  individual  contractor.  The  HazMart 
may  be  available  to  all  base  contractors. 
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Hazardous  propellants  for  the  30  SW  are  controlled  by  United  Paradyne, 
which  handles  the  purchase,  transport,  temporary  storage,  and  loading  of 
hypergolic  fuels  and  oxidizers.  They  are  stored  at  the  Hypergolic  Storage 
Facility  (Buildings  974  and  975)  on  South  Vandenberg  AFB. 

Spills  of  hazardous  materials  are  covered  under  the  Hazardous  Materials 
Emergency  Response  Plan,  30  SW  Plan  32-4002,  which  ensures  that 
adequate  and  appropriate  guidance,  policies,  and  protocols  regarding 
hazardous  material  incidents  and  associated  emergency  response  are  available 
to  all  installation  personnel. 

3. 6. 3. 2  Hazardous  Waste  Management.  Hazardous  wastes  at  Vandenberg 
AFB  are  regulated  by  RCRA  (Title  40  CFR  260-280)  and  the  California 
Environmental  Protection  Agency,  Department  of  Toxic  Substances  Control, 
under  the  California  Health  and  Safety  Code,  Title  22  Division  20, 

Chapter  6.5,  Sections  25100  through  25159,  and  the  California 
Administrative  Code,  Sections  25100  through  67188.  These  regulations 
require  that  hazardous  waste  be  handled,  stored,  transported,  disposed  of,  or 
recycled  according  to  defined  procedures. 

The  Vandenberg  AFB  Draft  Hazardous  Waste  Management  Plan  (HWMP), 

30  SW  Plan  32-7043-A,  implements  the  above  regulations  and  outlines  the 
procedures  for  disposing  of  hazardous  waste.  Implementing  the  procedures 
outlined  in  this  plan  ensures  the  proper  identification,  management,  and 
disposition  of  hazardous  waste  on  Vandenberg  AFB,  and  compliance  with 
applicable  federal,  state,  and  Air  Force  requirements. 

All  hazardous  waste  generated  is  labeled  with  the  U.S.  EPA  identification 
number  for  Vandenberg  AFB,  under  which  it  is  transported,  treated,  and 
disposed  of.  All  individuals  or  organizations  at  Vandenberg  AFB  are 
responsible  for  administering  all  applicable  regulations  and  plans  regarding 
hazardous  waste,  and  for  complying  with  applicable  regulations  regarding  the 
temporary  accumulation  of  waste  at  the  process  site. 

Vandenberg  AFB  generated  2,008,174  pounds  of  hazardous  waste  in  1996. 
Typical  hazardous  wastes  include  various  solvents,  paints  and  primers, 
sealants,  photo-developing  solutions,  adhesives,  alcohol,  oils,  fuels,  and 
various  process  chemicals.  Hazardous  wastes  associated  with  current  launch 
vehicle  system  activities  are  presented  in  Tables  3.6-4,  3.6-5,  and  3.6-6. 
Hazardous  waste  is  stored  at  its  point  of  origin  until  the  waste  container  is 
full,  or  until  60  days  following  the  day  the  container  first  received  waste 
(whichever  is  first).  The  waste  is  then  transported  to  the  permitted 
consolidated  Collection  Accumulation  Point  (CAP)  for  temporary  storage  for 
no  longer  than  30  days.  Waste  hypergolic  fuel  is  stored  at  a  separate 
consolidated  Hypergolic  Storage  Facility  CAP  managed  by  United  Paradyne. 
Consolidation  of  CAP  functions  helps  to  ensure  that  all  legal  requirements  are 
met  before  transporting  hazardous  waste  to  the  permitted  storage  facility. 
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Hazardous  waste  can  be  stored  at  the  permitted  storage  facility  (Building 
3300)  for  up  to  1  year  from  the  date  of  accumulation.  The  permitted  storage 
facility,  operated  by  the  DRMO,  was  issued  a  final  RCRA  Part  B  permit  in 
1996.  DRMO  serves  as  the  agent  to  receive  and  store  specified  hazardous 
wastes  and  make  arrangements  for  removal  to  off-base  treatment,  storage, 
or  disposal  facilities  (TSDFs)  in  compliance  with  "cradle  to  grave"  RCRA 
management  requirements.  Wastes  not  listed  in  the  Part  B  permit  must  be 
shipped  to  an  off-base  TSDF  prior  to  the  90-day  storage  limit. 

Waste  deluge  water  that  has  been  used  for  fire  and  sound  suppression  is 
collected  and  tested  by  the  Vandenberg  AFB  Aerospace  Fuels  Lab.  If  the 
water  is  not  found  to  be  hazardous,  it  is  sent  to  the  base  IWTP.  Hazardous 
wastewater  is  characterized  in  accordance  with  California  Title  22,  Section 
66261  requirements  and  sent  to  the  CAP. 

The  base  has  been  working  with  the  regulators  to  implement  a  Water  Quality 
Initiative.  The  system  would  implement  a  closed-loop  recycling  process  at 
the  major  launch  complexes  (see  Section  3. 5. 2. 2.) 

3.6. 3. 3  Pollution  Prevention.  The  1 996  Vandenberg  AFB  PPMP,  30  SW 
Plan  32-7080,  satisfies  requirements  of  the  Pollution  Prevention  Act  of  1 990 
(U.S.  Air  Force,  1996b).  The  PPMP  also  complies  with  requirements  in  DoD 
Directive  4210.15,  AFI  32-7080,  and  the  Air  Force  Installation  PPPG.  The 
PPMP  establishes  the  overall  strategy,  delineates  responsibilities,  and  sets 
forth  specific  objectives  for  reducing  pollution  of  the  ground,  air,  surface 
water,  and  groundwater.  All  installation  organizations  must  abide  by  the 
policies  and  programs  set  forth  in  the  PPMP.  The  purpose  of  the  PPMP  is  to 
provide  sufficient  guidance  for  pollution  prevention  management  on 
Vandenberg  AFB.  Specific  goals  include  implementation  of  management 
practices  that  eliminate  or  reduce  the  use  of  hazardous  materials,  increase 
efficiency  in  the  use  of  raw  materials,  protect  natural  resources,  and 
encourage  source  reduction  through  recycling,  treatment,  and  disposal 
practices. 

3.6.3. 4  Installation  Restoration  Program.  Vandenberg  AFB  is  not  listed  on 
the  NPL.  IRP  sites  at  Vandenberg  AFB  are  being  addressed  in  a  manner 
generally  consistent  with  the  CERCLA  process. 

As  of  the  end  of  1996,  36  IRP  sites  were  in  the  remedial  investigation/ 
feasibility  study  (RI/FS)  stage  including  those  undergoing  Interim  Remedial 
Actions  (IRAs).  In  addition,  40  sites  are  in  the  Remedial  Action  (RA)  phase. 
Sixty  sites  have  been  recommended  for  NFRAP,  with  state  concurrence. 

Additionally,  166  AOCs  at  Vandenberg  AFB  were  identified  in  the 
Supplemental  Preliminary  Assessment  Report  (U.S.  Air  Force  Space 
Command,  1995c).  Of  the  166  AOCs,  2  were  identified  as  areas  of  special 
handling.  The  AOCs  are  currently  in  the  site  investigation  (SI)  phase  to 
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determine  whether  contamination  is  present.  Additional  assessment  efforts 
will  be  undertaken  by  Vandenberg  AFB  to  ascertain  the  potential 
environmental  concerns  associated  with  these  areas.  The  AOCs  will  be 
further  investigated  and  remediated,  if  required. 

The  following  discussion  focuses  on  proposed  EELV  activities  at  Vandenberg 
AFB  that  have  the  potential  to  affect  IRP  and  AOC  sites. 

Concept  A  ROI 

SLC-3W.  IRP  Site  6  (SLC-3W)  is  at  the  northwestern  end  of  Alden  Road  at 
SLC-3W.  Hazardous  substances  that  may  have  been  released  include  RP-1, 
UDMH,  component  flushing  solvents  (trichloroethylene  [TCE],  methylene 
chloride,  and  isopropyl  alcohol),  diesel  fuel,  waste  oil,  trace  metals  in  deluge 
water,  and  paint  residue  in  sandblast  grit.  In  1990,  initial  soil  sampling  was 
conducted  at  the  site,  and  follow-up  sampling  was  conducted  in  1992. 

Based  on  the  sampling  results,  IRP  Site  6  was  recommended  for  NFRAP,  as 
all  residual  contaminants  were  found  to  be  below  levels  that  would  pose  an 
unacceptable  risk  to  human  health  and  the  environment.  A  Preliminary 
Endangerment  Assessment  (PEA)  report  prepared  for  IRP  Site  6 
recommended  that  a  NFRAP  decision  document  be  prepared  and  submitted 
for  regulatory  approval  (Jacobs  Engineering  Group,  Inc.,  1995).  The 
appropriate  state  agencies  have  concurred  with  the  NFRAP  finding.  Any 
future  environmental  response  actions  will  be  conducted  under  the 
environmental  compliance  programs. 

IRP  Site  7  (Bear  Creek  Pond)  is  located  west  of  Old  Surf  Road,  just  south  of 
Bear  Creek  Pond.  The  pond  area  is  the  farthest  downgradient  portion  of  Bear 
Creek  prior  to  Coast  Road.  At  SLC-3E  and  SLC-3W,  deluge  water  was 
released  to  Bear  Creek  Canyon.  Contaminants  of  concern  include  hydrazine, 
solvents,  lubricating  oil,  metals,  and  TCE.  A  Phase  II  Rl  Work  Plan  was 
completed  for  the  site  in  1 996  to  fill  gaps  identified  in  the  Phase  I  data. 

Phase  II  Rl  field  sampling  and  analyses  have  been  conducted. 

Two  AOCs  associated  with  the  SLC-3  area  were  identified  during  the 
preliminary  assessment/site  investigation.  AOC-66  is  located  at 
Building  765,  a  missile/space  research  facility  with  a  substation  and  a 
transformer  with  detectable  levels  of  PCBs.  AOC-91 ,  a  55-gallon  waste  oil 
drum,  was  associated  with  Building  780,  the  Water  Pump  House.  The  drum 
has  been  removed  under  a  compliance  removal  action. 

Other  EELV  Facilities.  Building  7525,  the  Rocket  Processing  Building,  is 
associated  with  AOC- 143.  In  the  past,  a  mixture  of  TCE  and  water  was 
disposed  of  to  grade.  Currently,  the  building  includes  a  paint  spray  booth,  a 
hydraulic  pumping  station,  and  facilities  for  the  use  of  solvents,  photo¬ 
processing  chemicals,  and  Freon. 
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SLC-6.  There  are  no  IRP  sites  located  at  SLC-6.  However,  AOC-89  is 
associated  with  Buildings  390A,  390M,  390T,  and  391  within  the  SLC-6 
area.  Building  390  is  actually  composed  of  several  structures  labeled  390A- 
390T.  Building  390A  was  constructed  as  an  MST  for  the  Manned  Orbital 
program  in  1969.  Both  past  and  present  hydraulic  leaks  have  been  noted  at 
this  facility.  Building  390M,  a  blast  deflector  made  of  concrete,  is  located 
west  of  Building  390A.  Both  photochemical  waste  and  industrial  wastewater 
releases  have  occurred  within  this  facility.  Building  390T  was  constructed  in 
1 968  as  a  contaminated  fuel  holding  area.  Although  no  spills  have  been 
documented  at  this  facility,  it  fits  the  definition  of  a  potential  SWMU  under 
RCRA.  Currently,  this  AOC  is  being  investigated  further  to  determine 
whether  remediation  is  required. 

Other  EELV  Facilities.  Building  836,  the  NASA  Building,  is  associated  with 
IRP  Site  19.  Waste  oils  and  solvents  generated  from  operations  at  Building 
836  were  reportedly  disposed  of  in  a  drainage  ditch  south  of  the  building.  A 
PEA  report  will  be  prepared  for  IRP  Site  19.  A  TCE  plume  is  present  beneath 
the  northeastern  side  of  the  building.  Remediation  of  the  plume  should  be 
completed  by  2000. 

3.7  HEALTH  AND  SAFETY 

3.7.1  Risk  Management  Framework 

3. 7. 1.1  Introduction.  The  risk  management  framework  for  health  and  safety 
issues  consists  of  those  regional  and  local  elements  that  have  been 
established  to  minimize  or  eliminate  potential  risk  to  the  general  public  and 
on-site  personnel  as  a  result  of  operations.  The  ROI  for  health  and  safety 
includes  the  areas  surrounding  Cape  Canaveral  AS  and  Vandenberg  AFB  that 
could  be  affected  by  launch  operations  or  a  credible  accident,  and  areas 
associated  with  the  transportation  of  hazardous  materials.  Both  Cape 
Canaveral  AS  and  Vandenberg  AFB  have  extensive  experience  in  the 
operations  associated  with  launch  vehicles. 

3. 7. 1.2  Range  Safety.  Range  safety  regulations  at  both  Cape  Canaveral  AS 
and  Vandenberg  AFB  are  contained  in  EWR  127-1,  Range  Safety 
Requirements  (U.S.  Air  Force,  1995a).  The  objective  of  the  range  safety 
program  is  to  ensure  that  the  general  public,  launch  area  personnel,  foreign 
land  masses,  and  launch  area  resources  are  provided  an  acceptable  level  of 
safety,  and  that  all  aspects  of  prelaunch  and  launch  operations  adhere  to 
public  laws.  Range  Safety  reviews,  approves,  and  through  operation  safety, 
monitors  and  imposes  safety  holds,  when  necessary,  on  all  prelaunch  and 
launch  operations  conducted  on  the  ranges.  This  is  to  ensure  that  hazards 
associated  with  propeilant,  ordnance,  and  other  hazards  do  not  expose  the 
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general  public  to  risks  greater  than  those  considered  acceptable  by  public  law 
or  state  documents. 

EWR  127“1  is  divided  into  seven  chapters  that  address  all  aspects  of  range 
safety.  Range  safety  is  the  responsibility  of  all  45  and  30  SW  organizations, 
tenants,  contractors,  subcontractors,  range  users,  and  visitors  to  the  ranges. 
Active  range  safety  involvement  In  a  program  from  the  earliest  concept 
phases  through  launch  enhances  the  chances  for  a  safe  program.  To 
implement  this,  the  Air  Force  has  developed  the  "Concept  to  Launch" 
process,  which  identifies  key  safety  milestones  to  ensure  that  all  aspects  of 
safety  are  addressed.  This  process  for  new  launch  programs  includes  an 
introduction  to  range  safety,  tailoring  of  EWR  127-1  for  specific  program 
requirements,  noncompliance  resolution,  flight  analysis  review,  launch  vehicle 
elements  and  ground  support  equipment  design  review,  airborne  range  safety 
system  review,  facility  design  review,  operation  test  review,  final  range 
safety  approval  for  launch  operations,  safety  critical  launch  operations,  and 
final  range  safety  clear  to  launch.  These  safety  reviews  are  applicable  to  the 
launch  vehicle,  payload,  support  equipment,  and  facilities.  The  safety  review 
procedure  provides  a  means  of  substantiating  compliance  with  program 
safety  requirements  and  encompasses  all  systems  analyses  and  testing  as 
required  by  the  DoD.  Major  safety  documents  must  be  prepared  to  meet  the 
requirements  of  EWR  1 27-1 .  Among  these  documents  are  the  following: 

3. 7. 1.3  Explosive  Quantity-Distance  Site  Plan.  This  site  plan  must  be 
generated  or  updated  for  facilities  used  to  store,  handle,  or  process  ordnance 
items  or  propellants.  AFM  91-201,  Explosive  Safety  Standards,  and  DOD- 
STD-6055.9,  Ammunition  and  Explosives  Safety  Standards,  are  the 
governing  documents  for  explosive  siting.  DoD  Explosive  Safety  Board 
approval  of  this  plan  Is  required  prior  to  construction  of  new  facilities,  and 
prior  to  the  arrival  of  ordnance  and  propellants. 

3. 7. 1.4  Hazardous  Materials  Transportation  Safety.  Hazardous  materials 
such  as  propellant,  ordnance,  chemicals,  and  booster/payload  components 
are  transported  to  both  ranges  in  accordance  with  DOT  regulations  for 
interstate  shipment  of  hazardous  substances  (Title  49  CFR  100-199). 
Hazardous  materials  such  as  liquid  rocket  propellant  are  transported  in 
specially  designed  containers  to  reduce  the  potential  of  a  mishap  should  an 
accident  occur.  For  some  hazardous  materials,  each  state  may  have  its  own 
required  transportation  routes,  time  of  shipments,  and  permits.  To  date,  no 
major  accidents  involving  the  shipment  of  hazardous  materials  associated 
with  launch  vehicles  have  occurred. 

3. 7. 1.5  Exposure  Criteria.  Headquarters  AFSPC  Surgeon's  Office  (HQ 
AFSPC/SG)  has  either  endorsed  or  recommended  exposure  criteria  for  some 
of  the  current  solid  and  liquid  rocket  propellants  and  their  combustion  by¬ 
products.  Health  hazards  may  be  created  from  propellant  spills  or  from  the 
passage  of  launch  plumes/launch  abort  clouds.  The  chemicals  chosen  for 
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these  criteria  are  those  estimated  to  present  the  most  significant  health 
concerns  to  the  public  and  launch  facility  workers.  The  recommended  and 
endorsed  exposure  criteria  are  factored  into  the  exposure  prediction  and  risk 
management  models  and  the  launch  commit  decisions  used  by  the  Range 
Safety  functions  at  Cape  Canaveral  AS  and  Vandenberg  AFB. 

3. 7. 1.5.1  Exposure  Criteria  for  HCI,  NO2,  HNO3.  Hydrochloric  acid  (HCI), 
nitrogen  dioxide  (NO2),  nitric  acid  (HNO3),  and  hydrazines  may  be  present 
during  both  normal  launches  and  launch  aborts.  The  HCI  is  the  byproduct  of 
combustion  of  solid  fuel  and  is  the  primary  health  hazard  during  normal 
launches  with  solid  rocket  motors  (e.g..  Titan  IVB).  During  an  abort,  the 
primary  health  hazards  are  from  NO2,  HNO3,  and  hydrazines,  if  hydrazines 
are  used  as  liquid  propellants.  The  HCI  may  also  be  present  during  an  abort 
from  burning  pieces  of  solid  propellant.  Both  NO2  and  HNOsare  formed  from 
N2O4  in  fireball-type  chemical  reactions  during  a  launch  abort.  The  N2O4  is 
carried  in  the  upper  stages  of  a  launch  vehicle  and  produces  NO2  and  HNO3 
only  during  an  explosion  caused  by  an  abort. 

The  HQ  AFSPC/SG  recommended  exposure  criteria  for  HCI,  NO2,  and  HNO3 
between  December  1994  and  November  1995.  The  recommendations  for 
these  three  chemicals  are  currently  under  review  by  the  National  Academy  of 
Science,  National  Research  Council,  Committee  on  Toxicology 
(NAS/NRC/COT).  When  the  NAS/NRC/COT  completes  its  review,  the 
Headquarters  Air  Force  Surgeon  General  (HQ  AF/SG)  will  consider  the 
NAS/NRC/COT  recommendations  for  adoption  as  Air  Force  standards. 

The  HQ  AFSPC/SG  endorses  the  exposure  criteria  for  hydrazines  made  in 
March  1993  by  the  Chief  Scientist  and  Senior  Toxicologist  at  the  Air  Force 
Armstrong  Laboratory,  Occupational  and  Environmental  Health  Directorate 
(AL/OE).  Refinements  to  the  exposure  criteria  for  the  hydrazines  are 
currently  under  review  and  study  by  HQ  AFSPC/SG. 

Table  3.7-1  presents  Tier  1,  Tier  2,  and  Tier  3  HQ  AFSPC/SG  recommended 
exposure  criteria  for  HCI,  NO2,  and  HNO3,  and  also  presents  the  exposure 
criteria  for  various  hydrazines  endorsed  by  HQ  AFSPC/SG.  Range  Safety 
functions  factor  these  exposure  criteria  into  their  specific  risk  management 
processes  to  arrive  at  launch  commit  decisions  that  protect  installation 
personnel  and  the  public. 

3. 7. 1.5. 2  RP“1  and  Liquid  Oxygen  (LOx)  Fuels.  RP-1  is  hydrotreated 
kerosene,  composed  predominantly  of  saturated  and  olefin  aromatics  (over 
96  percent),  with  the  balance  consisting  of  small  amounts  of  1-,  2-,  and 
3-ring  aromatics.  It  is  similar  in  composition  to  straight-run  kerosene  (CAS 
#8008-20-6),  refined  petroleum  solvents  (CAS  #8032-32-4),  and  common 
jet  propulsion  (JP)  fuels. 
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Tabie  3.7-1.  HQ  AFSPC/SG-Recommended  and  -Endorsed  Exposure  Criteria 
for  Constituents  in  Rocket  Motor  Exhaust _ 


Tier  1'®' 

Tier  2"” 

Tier  3'"’ 

HCl"’ 

2  ppm  (60  min)“’ 

1 0  ppm'®’ 

10  ppm'®’ 

50  ppm'®’ 

N2H4‘9’ 

NR 

2  ppm  (60  min)'"’ 

40  ppm'®’ 

UDMH'9’ 

NR 

5  ppm'®’ 

25  ppm'®’ 

A-50'9’ 

NR 

5  ppm'®’ 

25  ppm'®’ 

MMH'9’ 

NR 

0.52  ppm  (60  min)'"’ 

25  ppm®’ 

NO2"’ 

0.2  ppm  (60  min)'"’ 

2  ppm'®’ 

2  ppm  (60  min)'"’ 

4  ppm'®’ 

20  ppm  (30  min) 

HNO3"’ 

0.3  ppm'®’ 

2.5  ppm  (60  min)'"’ 

4  ppm'®’ 

25  ppm  (30  min) 

Notes:  (a)  Tier  1  --  This  exposure  level  and  above  is  defined  as  the  discomfort  or  mild  effect 
level.  There  is  little  risk  to  the  average  person.  This  exposure  poses  no  hazard  to 
normal  and  healthy  individuals.  Sensitive  individuals  {i.e.,  asthmatics  and  bronchitics) 
may  experience  some  adverse  effects,  which  are  reversible.  Tier  1  represents  exposure 
guidelines  for  sensitive  members  of  the  general  public  (off-base)  who  may  Involuntarily 
and  unknowingly  be  exposed.  Recommended  action  If  this  tier  is  exceeded  is  similar  to 
a  Stage  3  air  pollution  alert:  Notify  the  public  of  the  release  through  an  advertised 
announcement  particular  to  an  event  or  a  published  annual  notice  that  sensitive 
populations  should  be  advised  that  there  is  a  possibility  of  exposure  to  the  effluent  and 
advise  of  mitigating  precautions. 

(b)  Tier  2  -  This  exposure  level  and  above  is  defined  as  the  disability  or  serious  effect 
level.  All  effects  are  reversible.  There  are  no  serious  impacts  on  personnel's  ability  to 
complete  the  mission  Identified.  There  is  some  risk  to  an  average  individual.  Military 
and  employees  voluntarily  accept  exposure  up  to  Tier  2  concentrations.  The  consent 
implies  knowledge  of  the  exposure  concentrations  and  the  consequences  of  possible 
exposure.  Tier  2  represents  personnel  who  have  knowledge  of  the  event  and 
understand  the  possibility  and  consequences  of  possible  exposure  (on-base  personnel). 
Personnel  are  advised  to  seek  immediate  protection  (shelter  in  place)  or  evacuate  for 
concentrations  exceeding  the  Tier  2  limit. 

(c)  Tier  3  -  This  exposure  level  and  above  is  defined  as  a  life-threatening  effect  level. 
Irreversible  harm  may  occur  with  possible  impact  on  a  person's  ability  to  complete  the 
mission.  Personnel  in  an  area  (event  personnel)  where  Tier  3  exposure  may  occur  have 
given  informed  consent  and  are  trained  regarding  the  possible  life-threatening  situations. 
Exposures  up  to  Tier  3  concentrations  permit  an  individual  to  seek  shelter  or  don 
respiratory  protection.  Concentrations  predicted  in  excess  of  Tier  3  concentrations 
require  immediate  evacuation  to  prevent  exposure. 

(d)  Time-weighted  average  (TWA)  exposure  concentration.  The  time  period  indicated  is 
the  time  over  which  the  concentration  measurements  will  be  measured  and  averaged. 

(e)  Ceiling  limit.  A  peak  concentration  that  must  not  be  exceeded  during  the  exposure 
period. 

(f)  Exposure  criteria  recommended  by  HQ  AFSPC/SG 

(g)  Exposure  criteria  recommended  by  AL/OE  and  endorsed  by  HQ  AFSPC/SG 

A-50  =  Aerozlne-50  (50  percent  by  weight  unsymmetrical 

dimethylhydrazine  and  anhydrous  hydrazine) 

HCl  =  hydrochloric  acid 

HNOa  =  nitric  acid 

HQ  AFSPC/SG  =  Headquarters  Air  Force  Space  Command/Surgeon  General 

min  =  minutes 

MMH  =  monomethyl  hydrazine 

NR  =  no  recommendation 

N2H4  =  anhydrous  hydrazine 

NQ2  =  nitrogen  dioxide 

ppm  =  parts  per  million 

UDMH  =  unsymmetrical  dimethylhydrazine 
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Currently,  there  are  no  regulatory  health  exposure  limits  or  public  exposure 
criteria  for  vapors  of  hydrotreated  kerosene.  However,  both  the  National 
Institute  for  Occupational  Safety  and  Health  (NIOSH)  and  the  NAS/NRC/COT 
have  recommended  exposure  limits  for  individuals  occupationally  exposed  to 
vapors  of  similar  substances.  NIOSH  has  established  a  10-hour  time- 
weighted  average  (TWA)  Recommended  Exposure  Limit  (RED  of  100  mg/m^ 
for  straight-run  kerosene.  For  refined  petroleum  solvents  (VM&P  naphtha), 
NIOSH  established  a  10-hour  TWA  REL  of  350  mg/m^  and  a  15-minute  short¬ 
term  exposure  limit  (STEL)  of  1,800  mg/m^.  At  the  request  of  the 
Department  of  the  Navy,  the  COT  conducted  an  independent  toxicological 
data  review  on  jet  propulsion  fuels  (JP-4,  JP-5,  and  JP-8)  to  develop 
occupational  exposure  criteria  for  use  in  strategic  sealift  of  already-fueled 
vehicles  (Committee  on  Toxicology,  National  Research  Council,  1996).  The 
COT  concurred  with  the  Navy's  selection  of  350  mg/m^  as  a  full-day  TWA 
and  recommended  an  Interim  STEL  of  1000  mg/m^  until  further  research 
could  be  conducted. 

Based  on  available  research  data,  it  is  reasonable  to  assume  that  an 
appropriate  full-day  occupational  exposure  limit  for  hydrotreated  kerosene 
could  range  from  100  mg/m^  to  350  mg/m^,  with  a  1  5-minute  STEL  of 
1000  mg/m^.  However,  recommendations  for  public  exposure  limits  cannot 
be  established  without  further  study. 

3,7. 1.6  Toxic  Release  Contingency  Plan  (TRCP).  The  TRCP  may  have  to  be 
updated  to  include  program-specific  launch  vehicle,  payload,  ground-support 
equipment,  and  facility  toxic  material  (propellants)  at  the  ER,  and  Toxic 
Hazard  Assessments  (THA)  at  the  WR.  THAs  are  conducted  to  develop  and> 
control  Toxic  Hazard  Zones  (THZ)  for  each  launch.  THAs  provide  the 
appropriate  safety  clear  areas  for  the  storage,  handling,  and  transfer  of 
propellants;  they  also  provide  for  protection  of  workers  and  the  general  public 
during  vehicle  processing  and  launch  operations.  The  TRCP  and  THA  must 
be  updated  prior  to  loading  or  storing  the  program  toxic  materials. 

3.7.2  Cape  Canaveral  AS 

3. 7. 2.1  Regional  Safety.  The  range  contractor  at  Cape  Canaveral  AS,  the 
city  of  Cape  Canaveral,  Brevard  County,  and  the  KSC  have  a  mutual-aid 
agreement  in  the  event  of  an  on-  or  off-station  emergency.  Each  organization 
may  request  equipment  and  manpower  in  the  event  of  a  fire  or  other 
emergency.  Current  procedures  mandate  that  a  representative  of  the  Brevard 
County  Emergency  Management  Staff  sit  in  the  ROCC  during  all  launches 
(Wadzinski,  1997).  Consequently,  Brevard  County  Emergency  Management 
can  better  respond  to  a  launch  emergency  through  improved  communications 
with  Cape  Canaveral  AS  staff. 

Prior  to  a  launch,  the  45  SW  uses  an  air  dispersion  computer  model  to  predict 
toxic  plume  concentrations  and  locations  for  normal  and  failure  launch 
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modes.  A  detailed  description  of  the  computer  model  is  discussed  in  Section 
3. 7. 2. 2,  On-Station  Safety.  During  launch  activities,  communication  is 
maintained  with  Brevard  County  Emergency  Management,  KSC,  the  Florida 
Marine  Patrol,  the  U.S.  Coast  Guard,  and  the  State  Warning  Point,  Division  of 
Emergency  Management,  in  Tallahassee,  Florida.  Additionally,  real-time  video 
and  audio  of  all  launches  are  provided  to  all  off-station  agencies.  Currently, 
in  addition  to  the  facsimiles  discussed  above,  the  45  SW  transmits  facsimiles 
of  general  messages  that  describe  plume  effects  and  general  emergency 
response  procedures. 

At  the  ER,  Range  Safety  monitors  launch  surveillance  areas  to  ensure  that 
risks  to  people,  aircraft,  and  surface  vessels  are  within  acceptable  limits. 
Control  areas  and  airspace  are  closed  to  the  public  as  required.  45  SW  Flight 
Analysis  notifies  the  45  Range  Squadron  prior  to  launch  of  the  areas  that  are 
hazardous  to  aircraft  (i.e.,  impact  debris  corridor).  The  45  Range  Squadron  is 
responsible  for  disseminating  a  Notice  to  Airmen  through  the  FAA,  Miami  Air 
Route  Traffic  Control  Center.  Restricted  airspace  areas  will  be  active  and 
controlled  according  to  EWR  127-1  Range  Safety  Requirements,  Safety 
Operating  Instructions,  45  SW  regulations,  and  FAA  directives  and 
regulations.  Specifically,  Miami  Air  Route  Traffic  Control  Center  will  be 
advised  by  the  45  Range  Squadron  to  close  W-497A  for  all  weather  rocket 
launches.  Control  of  air  traffic  in  FAA-designated  areas  around  the  launch 
head  will  be  maintained  and  coordinated  between  the  Surveillance  Control 
Officer,  Aeronautical  Control  Officer,  and  Miami  Air  Route  Traffic  Control 
Center  to  ensure  that  aircraft  shall  not  be  endangered  by  launches.  The 
Radar  Approach  Control  radar  at  Patrick  AFB  and  the  Miami  Air  Route  Traffic 
Control  Center  radar  will  survey  for  intruding  aircraft  within  a  50-nautical-mile 
radius  of  the  launch  point  beginning  no  later  than  30  minutes  prior  to  the 
scheduled  launch  time.  Radar  surveillance  shall  continue  until  instructed  by 
the  Surveillance  Control  Officer. 

45  SW  also  ensures  that  a  Notice  to  Mariners  within  the  impact  debris 
corridor  is  disseminated  beginning  10  working  days  prior  to  launch.  The 
United  States  Coast  Guard  (USCG)  transmits  Marine  radio  broadcast 
warnings  to  inform  vessels  of  the  effective  closure  time  for  the  sea  impact 
debris  corridor.  In  addition,  warning  signs  are  posted  in  various  Port 
Canaveral  areas  for  vessels  leaving  the  port.  Figures  3.7-1  and  3.7-2  present 
impact  debris  corridors  for  a  typical  launch  from  SLC-41  and  SLC-37, 
respectively. 

Impact  Debris  Corridors.  Flight  termination  boundaries  ("destruct  lines"), 
which  protect  impact  limit  lines,  are  established  for  each  flight.  These 
boundaries  are  computed  to  minimize  potential  debris  impact  on  populated 
areas  resulting  from  destruct  action.  Debris  impacts  are  contained  within  the 
impact  limit  lines  because  the  flight  would  be  terminated  to  protect  the  public 
if  the  launch  vehicle  violates  the  flight  boundaries.  Vehicle  trajectory 
deviations,  obvious  erratic  flight,  or  other  flight  termination  criteria  which  are 
unique  for  a  particular  mission  would  trigger  the  flight  termination  action.  A 
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—  —  —  Cape  Canaveral  AS  Corridors,  SLC>41 

Boundary 


Impact  Debris  Corridor 
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Figure  3.7-1 
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—  —  —  Cape  Canaveral  AS  Corridors,  SLC-37 
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Figure  3.7-2 
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debris  hazard  exists  for  normal  launches,  which  results  primarily  from 
jettisoned  payload  fairings,  stages,  and  other  launch  vehicle  components. 
These  hazards  are  all  contained  within  the  impact  limit  lines  and  the  nominal 
impact  areas  are  identified  through  Notices  to  Airmen  and  Mariners. 

3. 7. 2. 2  On-Station  Safety.  Launches  are  not  allowed  if  an  undue  hazard 
exists  for  persons  and  property  due  to  potential  dispersion  of  hazardous 
materials  or  propagation  of  blast.  The  45  SW  has  prepared  a  Toxic  Hazard 
Control  Plan  that  details  the  procedures  to  be  used  to  control  heated  toxic 
gas  hazards. 

An  air  dispersion  computer  model,  the  Rocket  Exhaust  Effluent  Diffusion 
Model  (REEDM)  (Bjorklund,  1990),  is  run  to  predict  THCs  associated  with 
launches.  It  can  also  predict  toxic  plume  concentrations  and  locations 
resulting  from  an  actual  abort  during  launch.  Inputs  to  this  model  include 
predicted  meteorological  conditions,  including  rawinsonde  balloon  (a 
meteorological  balloon  used  to  provide  wind  speed  and  other  data  in  the 
upper  atmosphere)  data,  probable  failure  modes,  and  solid/liquid  propellant 
emission  estimates  from  the  launch  vehicle  and/or  facility.  REEDM  produces 
outputs  in  terms  of  peak  concentration,  time-averaged  concentration  of  user- 
inputted  time  interval,  and  dosage  estimates  as  required  for  the  exposure 
criteria  for  each  chemical  species  being  analyzed.  Three  types  of  THCs  are 
supported  using  REEDM:  the  Potential  Hazard  Corridor  for  a  planned  credible 
failure  mode,  the  Emission  Hazard  Corridor  for  nominal  emissions,  and  the 
Operational  Hazard  Corridor  resulting  from  a  failure  mode  that  has  actually 
occurred.  THCs  are  predicted  for  launches  to  ensure  that  Cape  Canaveral 
AS/KSC  personnel  and  the  general  public  will  not  be  exposed  to  toxic  gases 
that  may  adversely  affect  their  health. 

Prior  to  a  launch,  the  air  dispersion  model  Ocean  Breeze  Dry  Gulch  (OBDG),  a 
model  contained  in  the  Meteorological  and  Range  Safety  Support  (MARSS) 
System,  is  run  to  plot  downwind  concentrations  of  toxic  gases  during  cold 
spills  (i.e.,  spills  or  releases  of  toxic  materials  from  storage  tanks  or  that 
occur  during  loading  or  unloading  of  tanks). 

The  45  Weather  Squadron  alerts  Cape  Canaveral  AS  as  soon  as  possible 
concerning  a  potential  hurricane  strike.  Cape  Canaveral  AS  personnel  are 
evacuated  as  appropriate  according  to  updated  weather  information.  All 
buildings,  facilities,  fuel  handling  systems,  mobile  launch  support  towers,  and 
other  above-ground  structures  have  been  constructed  to  withstand  a  wind 
velocity  up  to  105  miles  per  hour.  Prior  to  a  hurricane  strike,  launch  vehicles 
are  detanked  and  either  transferred  to  an  aboveground  structure  for 
protection  or  protected  on  the  launch  pad  by  enclosure  within  a  mobile 
support  tower. 

Emergency  responses  to  major  peacetime  accidents  and  natural  disasters  are 
covered  by  45  Space  Wing  Opian  32-1,  Volume  II.  Emergency  responses 
involving  hazardous  materials  are  covered  by  45  Space  Wing  Opian  32-3, 
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Volume  L  The  Launch  Disaster  Control  Group  (LDCG)  is  an  emergency 
response  team  formed  prior  to  each  launch  and  situated  at  a  fallback  location 
respond  to  launch  accidents  In  order  to  save  lives,  protect  property,  control 
fires,  limit  the  extent  of  damage,  prevent  adverse  public  relations,  and  return 
to  normal  launch  operations  as  soon  as  possible  after  an  accident.  The 
Disaster  Control  Group  (DCG)  Is  an  emergency  response  team  that  is 
activated  for  nonlaunch-related  disasters  at  Cape  Canaveral  AS.  The  mission 
of  the  DCG  is  to  minimize  the  loss  of  personnel  and  operational  capability 
caused  by  wartime  contingencies,  peacetime  disasters,  and  major  accidents 
including  those  involving  hazardous  materials. 

3.7.3  Vandenberg  AFB 

3.7.3. 1  Regional  Safety.  Regionally,  Santa  Barbara  County  prepared  a 
Hazardous  Material  Response  Plan  that  is  used  for  countywide  disaster 
response.  Cities  and  communities  in  the  county  are  required  to  have  their 
own  emergency  response  plans  that  were  incorporated  by  the  county  into  a 
comprehensive  Multihazard  Functional  Plan,  which  specifies  actions  to  be 
taken  in  case  of  a  local  disaster.  The  city  of  Lompoc  adopted  its  Multihazard 
Functional  Plan  in  1989  and  amended  It  in  1994.  Because  of  the  potential 
for  Vandenberg  AFB  operations  to  affect  off-base  areas,  Vandenberg  AFB 
plays  a  prime  role  in  regional  emergency  planning  (Environmental  Science 
Associates,  1996;  U.S.  Air  Force,  1989a). 

The  city  of  Lompoc  and  Vandenberg  AFB  have  entered  into  a  mutual  aid 
agreement,  which  allows  emergency  units  from  either  Lompoc  or  Vandenberg 
AFB  to  provide  each  other  with  assistance  in  the  event  of  an  emergency.  A 
"hotline"  exists  between  the  city  of  Lompoc  and  Vandenberg  AFB  in  order  to 
immediately  notify  the  city  in  case  of  a  major  accident  on  the  base.  In  the 
event  of  an  emergency  involving  a  launch  mishap  in  Lompoc,  Vandenberg 
AFB  would  assume  control  and  could  set  up  a  national  defense  area  if 
protected  material  were  involved  in  the  accident. 

In  the  event  of  a  launch  vehicle  impacting  other  areas  outside  Vandenberg 
AFB,  the  On-Scene  DCG  from  Vandenberg  AFB  would  respond  to  the 
accident  upon  request  of  the  county.  County  agencies  would  be  used  to  help 
in  the  evacuation  and  possible  fire  control  for  such  an  incident.  Military 
personnel  would  assume  responsibility  for  disaster  control  in  the  immediate 
impact  area. 

Impact  debris  corridors  have  been  established  off  the  Santa  Barbara  County 
coast  between  Point  Sal  and  Point  Conception.  These  corridors  were 
established  to  meet  security  requirements  and  reduce  the  hazard  to  persons 
and  property  during  a  launch-related  activity.  Impact  debris  corridors  are 
established  through  the  designation  of  debris  impact  areas  for  each  specific 
launch.  These  corridors  are  plotted  for  all  launches.  Figures  3.7-3  and  3.7-4 


EELVFEfS 


3-47 
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present  example  impact  debris  corridors  for  a  typical  launch  from  SLC-3W 
and  SLC-6,  respectively. 

Zone  closures  are  announced  daily  over  various  radio  frequencies  and  posted 
in  harbors  along  the  coast.  30  SW  Flight  Analysis  notifies  the  30  Range 
Squadron  of  areas  that  are  hazardous  to  aircraft  (i.e.,  impact  debris  corridors) 
for  all  normally  jettisoned  and  impacting  stages  by  30  working  days  prior  to 
launch.  The  30  Range  Squadron  notifies  the  FAA,  Los  Angeles  Center  or 
Oakland  Center,  so  that  the  information  can  be  disseminated  through  a 
Notice  to  Airmen.  Restricted  airspace  areas  will  be  active  and  controlled 
according  to  EWR  127-1  Range  Safety  Requirements,  Safety  Operating 
Instructions,  30  SW  regulations,  and  FAA  directives  and  regulations.  Control 
of  air  traffic  in  FAA-designated  areas  around  the  launch  head  will  be 
maintained  and  coordinated  between  the  Aeronautical  Control  Officer  and 
FAA  to  ensure  that  aircraft  shall  not  be  endangered  by  launches.  The  Air 
Route  Surveillance  Radar  will  survey  the  restricted  airspace  beginning  1 5 
minutes  prior  to  the  scheduled  launch  time  and  until  the  launch  is  complete. 

30  SW  also  ensures  that  a  Notice  to  Mariners  within  the  impact  debris 
corridor  is  disseminated  beginning  30  working  days  prior  to  launch. 
Information  regarding  impact  debris  corridors  is  distributed  to  surface  vessels 
when  the  30  SW  sends  written  notification  of  impact  debris  corridors  to  be 
published  weekly  in  the  USCG  Long  Beach  Broadcast  to  Mariners. 

Broadcasts  by  USCG  Long  Beach  provide  the  latest  available  hazard 
information  to  offshore  surface  vessels. 

30  SW  has  developed  procedures  related  to  evacuating  or  sheltering 
personnel  on  offshore  oil  rigs  during  launch  operations.  These  procedures 
pertain  to  offshore  platforms  located  west  of  1 20  degrees  1 5  minutes 
longitude.  The  30  SW  Chief  of  Safety  notifies  30  Range  Squadron  of  future 
launches,  and  30  Range  Squadron  notifies  the  Minerals  Management  Service 
(MMS),  Department  of  the  Interior,  to  notify  oil  rig  personnel  of  a  future 
launch.  The  MMS  will  first  notify  the  oil  rig  operator  10  to  15  days  before  a 
launch  to  prepare  for  possible  sheltering  or  evacuation.  The  second  notice  is 
given  24  to  36  hours  before  the  launch  confirming  the  requirement  to  shelter 
or  evacuate.  The  third  notice  is  given  by  Frontier  Control  to  provide  final 
notice  before,  during,  and  after  securing  the  operation.  Additional  notices  are 
sent  as  required.  Oil  rig  operators  are  notified  to  shelter  or  evacuate 
personnel  according  to  REEDM  models  of  toxic  vapor  plumes  and  potential 
impact  of  launch  debris. 

Jalama  Beach  and  Ocean  Beach  county  parks  may  be  closed  on  the  day  of  a 
launch  from  South  Vandenberg  AFB.  The  beaches  are  within  the  range 
safety  zone  that  has  been  calculated  for  South  Vandenberg  AFB  launches. 

All  launches  of  the  Atlas  II  and  Delta  II  require  the  closure  of  Ocean  Beach;  all 
Titan  II  and  Titan  IV  launches  require  closure  of  both  parks.  The  closure  of 
Jalama  Beach  County  Park  for  high-azimuth  launches  began  in  1 997  due  to 
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changes  in  toxic  hazard  exposure  criteria.  Base  flight  safety  requires  that 
there  be  no  overflight  of  civilian  property  on  the  coastline,  and  that  there  be 
no  overflight  of  any  of  the  Channel  Islands,  except  San  Miguel  Island. 

Although  direct  overflight  of  the  beaches  does  not  occur,  there  is  the 
possibility  of  debris  from  a  launch  anomaly  impacting  the  beaches.  In  order 
to  protect  park  visitors,  Vandenberg  AFB,  the  County  Parks  Department,  the 
County  Sheriff,  and  the  California  Highway  Patrol  have  agreed  to  close  the 
parks  upon  request  during  launches  affecting  the  beaches. 

3.7.3. 2  On-Base  Safety.  As  discussed  in  Section  3. 7. 2. 2,  launches  are  not 
allowed  if  an  undue  hazard  exists  to  persons  and  property  due  to  potential 
dispersion  of  hazardous  materials  or  propagation  of  blast.  The  30  SW  runs 
REEDM  before  a  launch  to  estimate  THCs.  A  description  of  REEDM  is 
provided  in  Section  3. 7. 2. 2.  The  procedure  to  estimate  risk  to  Vandenberg 
AFB  personnel  and  the  general  public  through  comparison  of  THC  exposure 
concentrations  to  exposure  criteria  is  the  same  as  described  in  Section 

3. 7. 2. 2.  Other  safety  procedures  are  similar  to  those  described  in  Section 

3. 7. 2. 2,  with  the  exception  of  those  safety  procedures  described  below.  The 
air  dispersion  models  Mountain  Iron  and  AFTOX  are  run  to  plot  downwind 
concentrations  of  toxic  gases  during  cold  spills. 

Launch  vehicle  mishaps  (i.e.,  accidents  involving  any  launch  vehicle 
operation)  are  handled  by  various  emergency  support  teams  on  base.  Some 
of  these  procedures  include  authorization  to  enter  an  accident  area,  control 
procedures  for  monitoring  trains,  and  salvage  procedures.  Several  distinct 
teams  of  qualified  individuals  are  available  to  respond  to  emergencies  that 
might  occur  during  a  launch.  These  teams  include  the  Specialized  Operation 
Support  Team,  the  On-Scene  Disaster  Group,  the  Missile  Potential  Hazard 
Team,  and  the  Launch  Support  Team. 

The  Southern  Pacific  Transportation  Company  (SPTC)  railroad  crosses 
Vandenberg  AFB;  SPTC  owns  the  railroad  property.  Most  launches  fly  over 
the  railroad.  30  SW  has  procedures  for  train  protection  and  subsequent 
"hold"  or  "proceed"  decisions  during  launch  operations. 

Vandenberg  AFB  is  located  in  Seismic  Hazard  Zone  4,  which  is  the  most 
severe  seismic  region.  Consequently,  the  seismic  design  of  all  new  or 
modified  facilities,  structures,  and  equipment  shall  be  in  accordance  with  all 
applicable  Air  Force  standards  (see  Appendix  E,  Section  3.4.3. 1).  Equipment 
that  has  the  potential  to  cause  the  following  hazards  must  be  designed  to 
withstand  an  earthquake: 

•  Severe  personal  injury 

•  A  catastrophic  event 
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Significant  impact  on  space  vehicle  or  missile  processing  and 
launch  capability. 


3.8  GEOLOGY  AND  SOILS 

This  section  provides  an  overview  of  the  physiography,  geology,  soils,  and 
geologic  hazards  in  the  vicinity  of  Cape  Canaveral  AS  and  Vandenberg  AFB. 

In  general,  the  ROI  is  the  regional  geologic  setting  and  the  areas  in  the 
immediate  vicinity  of  the  launch  complexes  that  could  be  affected  by 
construction  and  launch  operation  activities. 

3.8.1  Cape  Canaveral  AS 

3.8. 1.1  Geologic  Setting.  Cape  Canaveral  AS  lies  on  a  barrier  island 
composed  of  relict  beach  ridges  formed  by  wind  and  wave  action.  The  island 
is  4.5  miles  wide  at  its  widest  point.  Its  land  surface  ranges  from  sea  level 
to  20  feet  above  mean  sea  level  (MSL)  at  the  harbor  dredge  disposal  site  near 
Port  Canaveral.  The  average  land  surface  elevation  is  approximately  10  feet 
above  MSL.  The  higher  naturally  occurring  elevations  occur  along  the  eastern 
portion  of  Cape  Canaveral  AS,  with  a  gentle  slope  to  lower  elevations  toward 
the  marshlands  along  the  Banana  River. 

The  geology  underlying  Cape  Canaveral  AS  can  be  generally  defined  by  four 
stratigraphic  units:  the  surficial  sands,  the  Caloosahatchee  Marl,  the 
Hawthorn  Formation,  and  the  limestone  formations  of  the  Floridan  aquifer 
{U.S.  Air  Force,  1991c).  The  surficial  sands  immediately  underlying  the 
surface  are  marine  deposits  that  typically  extend  to  depths  of  approximately 
10  to  30  feet  below  the  surface.  The  Caloosahatchee  Marl  underlies  the 
surficial  sands  and  consists  of  sandy  shell  marl  that  extends  to  a  depth  of 
70  feet  below  the  surface.  The  Hawthorn  Formation,  which  consists  of 
sandy  limestone  and  clays,  underlies  the  Caloosahatchee  Marl  and  is  the 
regional  confining  unit  for  the  Floridan  aquifer.  This  formation  is  generally  80 
to  1 20  feet  thick,  typically  extending  to  a  depth  of  approximately  1 80  feet 
below  the  surface  {U.S.  Air  Force,  1991c).  Beneath  the  Hawthorn  Formation 
lie  the  limestone  formations  of  the  Floridan  aquifer,  which  extend  several 
thousand  feet  below  the  surface  at  Cape  Canaveral  AS  (U.S.  Air  Force, 
1991c). 

The  principal  geologic  hazard  in  central  Florida  is  sinkholes  that  develop  when 
overlying  soils  collapse  into  existing  cavities.  Cape  Canaveral  AS  is  not 
located  in  an  active  sinkhole  area,  and  the  review  of  topographic  maps  did 
not  reveal  the  presence  of  any  sinkholes.  The  Canaveral  Peninsula  is  not 
prone  to  sinkholes,  since  the  limestone  formations  are  over  100  feet  below 
the  ground  surface,  and  confining  units  minimize  recharge  to  the  limestone 
(45  Space  Wing,  1996b). 
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A  seismological  investigation  conducted  by  the  U.S.  Department  of 
Commerce  shows  that  the  underground  structure  in  the  heavy  launch  area  is 
free  of  anomalies,  voids,  and  faults  (45  Space  Wing,  1995c).  Cape 
Canaveral  AS  is  located  in  Seismic  Hazard  Zone  0  as  defined  by  the  Uniform 
Building  Code  (International  Conference  of  Building  Officials,  1991).  Seismic 
Zone  0  represents  a  very  low  potential  risk  for  large  seismic  events. 

3.8. 1.2  Soils.  The  three  most  prominent  soil  types  at  Cape  Canaveral  AS 
comprise  the  Canaveral-Palm  Beach-Welaka  Association.  This  association  is 
made  up  of  nearly  level  and  gently  sloping  ridges  interspersed  with  narrow 
wet  sloughs  that  generally  parallel  the  ridges.  The  soils  have  rapid 
permeability  and  low  available  water  capacity  due  to  the  near-surface  water 
table.  This  permeability  rate  allows  water  to  rapidly  dissipate  into  the 
ground.  According  to  the  General  Plan,  limitations  to  development  are  slight 
to  moderate  for  light  industrial  uses.  No  problems  associated  with  previous 
construction  activities  at  the  SLCs  have  been  identified.  Soils  in  the  areas  of 
SLC-41  and  SLC-37  are  not  considered  highly  suitable  for  commercial 
agricultural  uses.  There  are  no  prime  or  unique  farmland  soils  on  Cape 
Canaveral  AS  (Pan  Am  World  Services,  Inc.,  1989). 

3.8.2  Vandenberg  AFB 

3.8.2. 1  Geologic  Setting.  The  region  encompassing  South  Vandenberg  AFB 
lies  within  the  Transverse  Ranges  Physiographic  Province  of  California  and  is 
dominated  by  the  Santa  Ynez  Mountains.  The  Pacific  Ocean  and  Santa 
Barbara  Channel  lie  west  and  southeast,  respectively,  of  the  mountains,  and 
the  Lompoc-Santa  Ynez  River  Valley  lies  to  the  north.  Topography  within 
Vandenberg  AFB  is  varied,  ranging  from  sea  level  to  about  2,000  feet  MSL  in 
the  Santa  Ynez  Mountains. 

Locally,  within  the  area  incorporating  South  Vandenberg  AFB,  bedrock  at  the 
surface  consists  of  diatomaceous  shale  that  has  an  approximate  thickness  of 
1 ,600  feet,  known  as  the  Upper  Monterey  Formation.  Marine  terrace 
deposits  varying  in  thickness  from  a  few  to  several  tens  of  feet 
unconformably  overlie  the  Monterey  Formation.  Weathered  material  1  to 
5  feet  thick  covers  most  of  the  slope  areas  that  have  low  to  moderate 
gradients. 

Numerous  onshore  and  offshore  faults  have  been  mapped  within  the  vicinity 
of  Vandenberg  AFB;  most  are  inactive  and  not  capable  of  surface  fault 
rupture  or  of  generating  earthquakes  (U.S.  Air  Force,  1989a).  Four  faults 
have  been  mapped  on  Vandenberg  AFB:  the  Lion's  Head,  Hosgri,  Santa  Ynez 
River,  and  Honda  (U.S.  Air  Force,  1989d).  The  Lion's  Head  Fault  runs 
through  North  Vandenberg  AFB,  and  the  Hosgri,  Santa  Ynez,  and  Honda 
faults  run  through  South  Vandenberg  AFB.  Of  the  three  faults  on  South 
Vandenberg  AFB,  only  the  Hosgri  Fault  is  considered  to  be  active  (ruptured  in 
the  last  10,000  years).  The  Santa  Ynez  River  Fault  is  approximately  one-half 
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mile  south  of  SLC-3W.  The  Hosgri  Fault  is  located  approximately  7.5  miles 
northwest  of  SLC-3W  and  2.5  miles  northwest  of  SLC-6.  The  Honda  fault  is 
the  closest  fault  to  SLC-6,  which  is  approximately  1 .5  miles  north. 

The  secondary  effects  of  fault  rupture  are  earthquake  ground  motions,  or 
seismicity.  The  Western  Transverse  Ranges,  inclusive  of  the  continental 
borderlands,  have  historically  been  in  a  moderately  high  seismic  region.  Since 
1900,  within  a  20-mile  radius  of  the  project  area,  there  have  been  over 
90  earthquakes  with  magnitudes  ranging  from  3.0  to  7.3  {U.S.  Air  Force, 
1989a).  Two  earthquakes  were  notable,  one  in  1812  (M7.1),  most  likely 
epicentered  in  the  Santa  Barbara  Channel,  and  the  other  in  1927  (M7.3), 
offshore  near  Point  Arguello.  The  1927  event  may  have  occurred  less  than 
20  miles  west  of  South  Vandenberg  AFB.  Vandenberg  AFB  is  located  in  a 
Seismic  Zone  IV,  as  defined  by  the  Uniform  Building  Code  (International 
Conference  of  Building  Officials,  1991),  characterized  by  areas  likely  to 
sustain  major  damage  from  earthquakes,  and  corresponds  to  intensities  of 
VIII  or  higher  on  the  Modified  Mercalli  Scale. 

Shallow  failures  (i.e.,  5  to  10  feet  deep)  such  as  slumps,  rock  falls,  debris  or 
mud  flows  and  deep-seated  landslides  have  not  been  identified  in  the 
immediate  EELV  project  area  locations.  From  a  geologic  standpoint,  natural 
slopes  on  or  adjacent  to  the  area  have  been  stable  for  many  hundreds  of 
years,  although  modifications  to  slopes,  such  as  those  that  have  occurred  at 
SLC-6,  may  change  slope  conditions.  Geotechnical  investigations  are 
conducted  during  engineering  design  to  determine  potential  unstable 
conditions,  and  recommendations  are  made  for  safe  slope  design  (U.S.  Air 
Force,  1989a). 

3.8. 2. 2  Soils.  Soil  deposits  occur  on  most  slopes  and  surfaces  where 
bedrock  is  not  exposed.  The  deposits  were  developed  by  weathering  of  the 
underlying  Monterey  Formation  and/or  terrace  deposits.  Soil  thickness  varies 
throughout  the  area  but  is  generally  less  than  3  feet.  Because  of  the  slope  of 
the  terrain  on  South  Vandenberg  AFB,  drainage  (surface  run  off)  and  erosion 
affect  local  soils.  Soils  in  the  areas  of  SLC-3W  and  SLC-6  are  not  considered 
highly  suitable  for  commercial  agricultural  uses.  There  are  no  prime  or  unique 
farmland  soils  within  proposed  EELV  operation  areas  at  Vandenberg  AFB. 

Erosion  of  soils  and  bedrock  materials  is  a  continuing  process  caused  by 
running  water  and  wind.  Soils  within  the  area  vary  greatly,  and  those  that 
are  very  sandy  are  more  susceptible  to  erosion  than  are  fine-grained  deposits. 
Excessive  erosion  problems  have  occurred  at  several  locations  in  the  South 
Vandenberg  AFB  area,  primarily  associated  with  developed  (graded)  slopes 
(U.S.  Air  Force,  1989a).  No  problems  associated  with  previous  construction 
activities  at  the  SLCs  have  been  identified.  Developed  slopes  are  often 
stabilized  to  prevent  erosion. 
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In  the  vicinity  of  SLC-3W,  the  Lompoc  Terrace  is  cut  by  Spring  Canyon 
(directly  south  of  SLC-4),  Bear  Canyon  (between  SLC-3  and  SLC-4),  and 
Lompoc  Canyon  (east  of  SLC-3).  The  valley  floors  of  these  canyons  are 
approximately  100  to  300  feet  below  the  surrounding  terrace  surface.  The 
ground  surface  elevation  at  SLC-3W  ranges  from  400  to  500  feet  above 
MSL.  Slopes  within  the  SLC-3W  security  fence  are  mild  (less  than 
10-percent  slope),  except  for  the  area  southeast  of  the  SLC-3E  retention 
basin,  where  there  are  25-percent  slopes.  Soils  in  the  vicinity  of  SLC-3W 
have  moderate  to  rapid  permeability.  The  site  is  well  vegetated,  reducing  the 
potential  for  surface  erosion  (Jacobs  Engineering  Group,  Inc.,  1995). 

The  SLC-6  site  is  located  on  an  elevated  marine  terrace  adjacent  to  the  lower 
slopes  of  the  Santa  Ynez  Mountains.  Developed  portions  of  the  site  have 
been  graded  and  do  not  reflect  the  original  topography.  Adjacent 
undeveloped  areas  slope  gently  to  the  west  with  an  average  gradient  of 
about  5  percent.  The  site  lies  generally  between  200  and  500  feet  above 
MSL,  with  a  total  relief  of  about  300  feet  from  west  to  east.  The  SLC-6  area 
is  bounded  on  the  north  and  south  by  two  drainages.  The  southerly  drainage 
extends  from  a  large  canyon  east  of  the  site  to  a  discharge  point  about  1  mile 
to  the  northwest.  The  northerly  drainage,  known  as  Red  Roof  Canyon, 
extends  from  developed  slopes  of  SLC-6  northwest,  to  a  discharge  point  over 
1  mile  from  the  site.  Both  drainages  have  steep  side  slopes.  Some  erosion 
of  soils  is  evident  at  points  along  the  drainages  bounding  the  SLC-6  site.  The 
erosion  potential  of  most  on-site  soils  is  severe.  Slope  stabilization  measures 
have  been  implemented,  especially  adjacent  to  Red  Roof  Canyon,  where 
•excessive  erosion  required  cement  gunnite  to  protect  graded  slopes  (U.S.  Air 
Force,  1989a). 

3.9  WATER  RESOURCES 

Water  resources  include  groundwater  and  surface  water  and  their  physical, 
chemical,  and  biological  characteristics.  Aquatic  and  wetland  habitats  and 
organisms  are  discussed  under  Section  3.14,  Biological  Resources.  This 
section  focuses  on  the  potential  effects  of  EELV  development  and  operation 
on  the  physical  and  chemical  factors  that  influence  water  quality  and  surface 
runoff.  Effects  from  erosion  are  discussed  in  Section  3.8,  Geology  and  Soils. 

The  federal  Clean  Water  Act  (CWA)  is  the  primary  law  regulating  water 
pollution.  The  CWA,  as  amended  (P.L.  92-500),  is  administered  by  the  U.S. 
ERA,  which  delegates  authority  to  the  appropriate  state  agency.  The  CWA 
defines  the  primary  and  secondary  standards  for  water  quality.  Treated 
water  discharged  to  surface  water  or  to  the  ocean  is  subject  to  the 
requirements  of  a  National  Pollution  Discharge  Elimination  System  (NPDES) 
permit,  which  ensures  that  the  water  discharged  meets  water  quality 
standards  at  the  point  of  discharge.  In  addition,  projects  disturbing  5  acres 
or  more  are  subject  to  NPDES  permit  requirements  for  storm  water 
discharges  during  construction.  This  permit  requires  the  preparation  of  a 
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Storm  Water  Pollution  Prevention  Plan.  Section  319  of  the  CWA  requires 
states  to  assess  nonpoint  water  pollution  problems  and  to  develop  nonpoint 
source  pollution  management  programs  with  controls  to  improve  water 
quality.  Section  404  of  the  CWA  requires  a  permit  from  the  USAGE  in  order 
to  locate  a  structure,  excavate,  or  discharge  dredged  or  fill  material  into 
Waters  of  the  United  States. 

Executive  Order  (EO)  11988,  Floodplain  Management,  directs  federal 
agencies  to  avoid  to  the  extent  possible  the  long-  and  short-term  adverse 
impacts  associated  with  occupancy  and  modification  of  floodplains.  AFI 
32-7064  (Chapter  4,  Floodplain  Management  and  Wetlands  Protection) 
requires  the  Air  Force  to  prepare  a  Finding  of  No  Practicable  Alternatives 
(FONPA)  before  construction  within  a  floodplain.  The  Deputy  Assistant 
Secretary  (Environment,  Safety,  and  Environmental  Health)  must  approve 
the  FONPA  before  initiation  of  construction  activities. 

3.9.1  Cape  Canaveral  AS 

The  ROI  for  groundwater  includes  the  local  aquifers  that  are  directly  or 
indirectly  used  by  Cape  Canaveral  AS.  The  ROI  for  surface  water  is  the 
drainage  system/watershed  in  which  the  station  is  located.  The  St.  John's 
River  Water  Management  District  (SJRWMD)  issues  the  Environmental 
Resource  Permit,  which  includes  storm  water  and  wetlands  management,  in 
coordination  with  the  FDEP  and  the  USAGE.  The  U.S.  EPA  is  responsible  for 
management  of  the  NPDES  permit  process  and  wastewater  discharges. 

3. 9. 1.1  Groundwater.  Two  aquifer  systems  underlie  Cape  Canaveral  AS: 
the  surficial  and  the  Floridan  aquifer  systems.  The  surficial  aquifer  system, 
which  comprises  generally  sand  and  marl,  is  under  unconfined  conditions  and 
is  approximately  70  feet  thick.  The  water  table  in  the  aquifer  is  generally  a 
few  feet  below  the  ground  surface.  Recharge  to  the  surficial  aquifer  is 
principally  by  percolation  of  rainfall  and  runoff.  Groundwater  in  the  surficial 
aquifer  at  Cape  Canaveral  AS  generally  flows  to  the  west,  except  along  the 
extreme  eastern  coast  of  the  peninsula. 

A  confining  unit  composed  of  clays,  sands,  and  limestone  separates  the 
surface  aquifer  from  the  underlying  Floridan  aquifer.  The  confining  unit  is 
generally  80  to  1 20  feet  thick.  The  relatively  low  hydraulic  conductivity  of 
the  confining  unit  restricts  the  vertical  exchange  of  water  between  the 
surface  aquifer  and  the  underlying  confined  Floridan  aquifer. 

The  Floridan  aquifer  is  the  primary  source  of  potable  water  in  central  Florida 
and  is  composed  of  several  carbonate  units  with  highly  permeable  zones. 

The  top  of  the  first  carbonate  unit  occurs  at  a  depth  of  approximately 
1 80  feet  below  ground  surface,  and  the  carbonate  units  extend  to  a  depth  of 
several  hundred  feet.  Groundwater  in  the  Floridan  aquifer  at  Cape  Canaveral 
AS  is  highly  mineralized. 
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Cape  Canaveral  AS  receives  its  potable  water  from  the  city  of  Cocoa,  which 
pumps  water  from  the  Floridan  aquifer.  According  to  the  General  Plan,  this 
water  supply  is  more  than  adequate  to  meet  usage  demands  and  water 
quality  standards  (45  Space  Wing,  1995). 

3.9.1 .2  Surface  Water.  Cape  Canaveral  AS  is  situated  on  a  barrier  island 
that  separates  the  Banana  River  from  the  Atlantic  Ocean.  The  station  is 
within  the  Florida  Middle  East  Coast  Basin.  This  basin  contains  three  major 
bodies  of  water  in  proximity  to  the  station:  the  Banana  River  to  the 
immediate  west.  Mosquito  Lagoon  to  the  north,  and  the  Indian  River  to  the 
west,  separated  from  the  Banana  River  by  Merritt  Island.  All  three  water 
bodies  are  estuarine  lagoons,  with  circulation  provided  mainly  by  wind- 
induced  currents. 

Surface  drainage  at  Cape  Canaveral  AS  generally  flows  to  the  west  into  the 
Banana  River,  even  near  the  eastern  side  of  the  peninsula. 

Several  water  bodies  in  the  Middle  East  Coast  Basin  have  been  designated  as 
Outstanding  Florida  Water  (OFW)  in  FAC  62-3,  including  most  of  Mosquito 
Lagoon  and  the  Banana  River,  Indian  River  Aquatic  Preserve,  Banana  River 
State  Aquatic  Preserve,  Pelican  Island  National  Wildlife  Refuge,  and 
Canaveral  National  Seashore.  These  water  bodies  are  afforded  the  highest 
level  of  protection,  and  any  compromise  of  ambient  water  quality  is 
prohibited.  The  Indian  River  Lagoon  System  has  also  been  designated  an 
Estuary  of  National  Significance  by  the  U.S.  EPA.  Estuaries  of  National 
Significance  are  identified  to  balance  conflicting  uses  of  the  nation's  estuaries 
while  restoring  or  maintaining  their  natural  character.  The  Banana  River  has 
been  designated  a  Class  III  surface  water,  as  described  by  the  CWA.  Class  III 
standards  are  intended  to  maintain  a  level  of  water  quality  suitable  for 
recreation  and  the  production  of  fish  and  wildlife  communities.  There  are  no 
wild  and  scenic  rivers  located  on  or  near  Cape  Canaveral  AS. 

Floodplains  are  lowland  and  relatively  flat  areas  adjoining  inland  and  coastal 
waters  that  are  subject  to  flooding.  The  100-year  floodplain  is  subject  to  a 
1 -percent  or  greater  chance  of  flooding  in  any  given  year.  On  Cape 
Canaveral  AS,  the  100-year  floodplain  extends  7  feet  above  MSL  on  the 
Atlantic  Ocean  side,  and  4  feet  above  MSL  on  the  Banana  River  side.  There 
are  no  1 00-year  floodplains  within  areas  proposed  for  EELV  construction  at 
Cape  Canaveral  AS. 

3.9. 1.3  Water  Quality.  Surface  water  quality  near  Cape  Canaveral  AS  and 
KSC  is  monitored  at  1 1  long-term  monitoring  stations  that  are  maintained  by 
NASA.  The  FDEP  has  classified  water  quality  in  the  Florida  Middle  East 
Coast  Basin  as  "poor  to  good"  based  on  the  physical  and  chemical 
characteristics  of  the  water,  as  well  as  whether  they  meet  their  designated 
use  under  FAC  62-3.  The  upper  reaches  of  the  Banana  River  adjacent  to 
Cape  Canaveral  AS  and  the  lower  reaches  of  Mosquito  Lagoon  have  generally 
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good  water  quality  due  to  lack  of  urban  and  industrial  development  in  the 
area.  However,  recent  studies  by  NASA  indicate  that  certain  parameters 
(i.e.,  primarily  phenols  and  silver)  consistently  exceed  state  water  quality 
criteria,  with  hydrogen  ion  concentration  (pH),  iron,  and  aluminum 
occasionally  exceeding  criteria.  Nutrients  and  metals,  when  detected,  have 
generally  been  below  Class  II  standards  (National  Aeronautics  and  Space 
Administration,  1995c).  Areas  of  poor  water  quality  exist  along  the  western 
portions  of  the  Indian  River,  near  the  city  of  Titusville,  and  in  Newfound 
Harbor  in  southern  Merritt  Island.  Fair  and  poor  water  quality  areas  are 
influenced  primarily  by  WWTP  effluent  discharges  and  urban  runoff. 

3.9.2  Vandenberg  AFB 

The  ROI  for  groundwater  includes  the  local  aquifers  that  are  directly  or 
indirectly  used  by  Vandenberg  AFB.  The  ROI  for  surface  water  is  the 
drainage  system/watershed  in  which  the  base  is  located.  In  California,  the 
state  Water  Resources  Control  Board  and  the  Regional  Water  Quality  Control 
Board  (RWQCB)  administer  the  CWA  and  state  water  regulations.  The 
Central  Coast  Region  RWQCB  is  the  local  agency  responsible  for  the 
Vandenberg  AFB  area.  The  RWQCB  is  responsible  for  management  of  the 
NPDES  permit  process  for  California. 

The  California  Porter-Cologne  Water  Quality  Act  provides  a  framework  for 
establishing  beneficial  uses  of  water  resources  and  the  development  of  local 
water  quality  objectives  to  protect  these  beneficial  uses.  State  regulations 
require  a  Waste  Discharge  Requirement  (WDR)  for  permitting  discharge.  A 
Report  of  Waste  Discharge  (RWD)  (similar  to  an  NPDES  permit  application)  is 
required  for  actions  that  will  involve  discharge  of  waste  to  surface  and/or 
groundwater.  The  California  Porter-Cologne  Water  Quality  Act  implements 
the  NPDES  program  for  the  state. 

3.9.2. 1  Groundwater.  The  main  sources  of  potable  water  in  the  region  are 
from  the  San  Antonio  Creek  Valley  groundwater  basin,  the  Lompoc  Plain 
groundwater  basin,  the  Lompoc  Upland  groundwater  basin,  and  the  Lompoc 
Terrace  groundwater  basin.  These  groundwater  basins  are  pumped  for 
potable  water  for  Vandenberg  AFB  and  the  surrounding  communities. 
Activities  at  Vandenberg  AFB  are  concentrated  in  the  Lompoc  subarea 
(Lompoc  Plain,  Lompoc  Upland,  and  Lompoc  Terrace  groundwater  basins)  and 
the  western  portion  of  the  San  Antonio  Creek  Valley  basin. 

Historically,  the  entire  water  supply  on  South  Vandenberg  AFB  has  been 
provided  by  two  wells  in  the  Lompoc  Terrace  Aquifer.  These  wells  have 
been  pumped  at  a  rate  that  exceeds  the  natural  recharge  of  the  two  wells. 
This  sustained  over-withdrawal  has  resulted  in  a  0.4-foot  decrease  in  the 
aquifer  each  year  over  the  last  1 0  years.  Launch  complex  process  water  use 
represented  nearly  17  percent  of  this  overdraft  condition. 
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3. 9. 2. 2  Surface  Water.  Four  major  drainages  occur  on  Vandenberg  AFB: 
Canada  Tortuga  Creek,  Bear  Creek,  Canada  Honda  Creek,  and  Jalama  Creek. 
There  are  numerous  unnamed  minor  drainage  basins  containing  seasonal  and 
ephemeral  streams.  Drainage  from  these  basins  is  predominantly  to  the 
west,  toward  the  Pacific  Ocean. 

The  Santa  Ynez  River  forms  the  geomorphic  boundary  between  North  and 
South  Vandenberg  AFB.  The  major  drainage  for  South  Vandenberg  AFB  is 
Canada  Honda  Creek,  with  a  watershed  of  about  12  square  miles.  Springs 
associated  with  Canada  Honda  Fault  usually  issue  a  minimal  flow  of  water  to 
the  watershed.  There  are  no  permanent  lakes,  impoundments,  rivers,  or 
floodplains  on  South  Vandenberg  AFB;  however,  there  are  several  streams 
that  drain  directly  Into  the  ocean.  Jalama  Creek  is  near  and  outside  the 
southern  boundary  of  the  base.  There  are  no  100-year  floodplains  within 
areas  proposed  for  EELV  construction  at  Vandenberg  AFB. 

Concept  A  ROI.  In  the  vicinity  of  SLC-3W,  the  Lompoc  Terrace  is  cut  by 
Bear  Canyon  (southwest  of  SLC-3W)  and  Lompoc  Canyon  (east  of  SLC-3W). 
No  perennial  streams  or  springs  exist  on  the  SLC-3W  site.  Surface  water 
from  the  site  is  directed  toward  Bear  Creek  Canyon. 

Concept  B  ROI.  No  perennial  streams  or  springs  exist  on  the  SLC-6  site. 
Erosion  control  ditches  are  used  to  direct  surface  water  runoff  created  during 
storm  events  to  a  small  arroyo  on  the  north  side  of  SLC-6.  From  this  arroyo, 
the  water  flows  toward  the  ocean  and  Is  either  absorbed  by  the  ocean  or  by 
soil  before  it  reaches  the  ocean.  Canada  Agua  Viva  is  a  south-flowing, 
perennial  drainage  located  east  of  SLC-6  that  is  fed  by  two  springs  near  Wild 
Horse  Flats.  Canada  Agua  Viva  has  a  watershed  area  of  approximately 
1  square  mile. 

3. 9. 2. 3  Water  Quality.  Groundwater  quality  in  the  region  meets  all  National 
Primary  Drinking  Water  Regulation  standards  (U.S.  Air  Force,  1989a). 
Continued  overdraft  of  the  groundwater  basins  could  lead  to  a  degradation  in 
the  water  table  levels  and  a  compaction  of  the  basins.  A  slight  decrease  in 
water  quality  has  been  occurring  in  the  region  due  to  the  use  of  water  for 
irrigation.  As  this  water  flows  through  the  soil  back  to  the  basin,  it  entrains 
salts  and  leads  to  a  buildup  of  salts  in  the  groundwater  (U.S.  Air  Force, 
1989a). 

Groundwater  monitoring  is  conducted  for  basins  that  are  utilized  for  drinking 
water.  Water  in  the  San  Antonio  Valley  Creek  groundwater  basin  currently 
exceeds  drinking  water  standards  for  total  dissolved  solids  (TDS), 
manganese,  and  iron.  The  Lompoc  Terrace  groundwater  contains 
constituents  that  exceed  maximum  contaminant  levels  (MCLs)  for  TDS. 
Groundwater  is  treated  prior  to  its  usage  as  potable  water. 
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Watersheds  are  subject  to  on-base  construction  and  agricultural  runoff. 

San  Antonio  Creek,  Santa  Ynez  River,  and  Shuman  Canyon  Creek  also 
receive  off-base  agricultural  runoff  resulting  in  elevated  dissolved  solids, 
phosphates,  and  nitrates.  Surface  water  is  not  directly  used  as  a  potable 
water  supply  at  Vandenberg  AFB.  Ambient  water  quality  sampling  is 
performed  by  the  Air  Force. 

3.10  AIR  QUALITY  (LOWER  ATMOSPHERE) 

This  section  describes  air  quality  resources  for  the  atmosphere  at  altitudes 
below  3,000  feet. 

3.10.1  Federal  Regulatory  Framework 

Air  quality  for  both  installations  is  regulated  federally  under  Title  40  CFR  50 
(National  Ambient  Air  Quality  Standards  [NAAQS]),  Title  40  CFR  51 
(Implementation  Plans),  Title  40  CFR  61  and  63  (National  Emission  Standards 
for  Hazardous  Air  Pollutants  [NESHAPs]),  and  Title  40  CFR  70  (Operating 
Permits). 

Title  40  CFR  50  (NAAOS).  This  regulation  contains  the  NAAQS  for  primary 
and  secondary  criteria  pollutants.  The  National  Primary  Ambient  Air  Quality 
Standards  define  the  levels  of  air  quality  that  the  U.S.  EPA  judges  as 
necessary  to  protect  the  public  health  with  an  adequate  margin  of  safety. 

The  National  Secondary  Ambient  Air  Quality  Standards  define  levels  of  air 
quality  that  the  U.S.  EPA  has  determined  to  be  necessary  to  protect  the 
public  welfare  from  any  known  anticipated  adverse  effects  of  a  pollutant. 
There  are  standards  for  ozone  (Os),  carbon  monoxide  (CO),  NO2,  sulfur 
dioxide  (SO2),  particulate  matter  equal  to  or  less  than  10  microns  in  diameter 
(PM10),  and  lead  (Pb). 

Air  quality  in  a  given  location  is  described  as  the  concentration  of  various 
pollutants  in  the  atmosphere,  generally  expressed  in  units  of  ppm  or 
micrograms  per  cubic  meter  (pg/m^),  or  in  a  pollution  standard  index.  Air 
quality  is  determined  by  the  type  and  amount  of  pollutants  emitted  into  the 
atmosphere,  the  size  and  topography  of  the  air  basin,  and  the  prevailing 
meteorological  conditions.  The  significance  of  a  pollutant  concentration  is 
determined  by  comparing  it  to  federal  and  state  ambient  air  quality  standards. 

According  to  U.S.  EPA  guidelines,  an  area  with  air  quality  better  than  the 
NAAQS  is  designated  as  being  in  attainment;  areas  with  worse  air  quality  are 
classified  as  nonattainment  areas.  A  nonattainment  designation  is  given  to  a 
region  if  the  primary  NAAQS  for  any  criteria  pollutant  is  exceeded  at  any 
point  in  the  region  for  more  than  three  days  during  a  3-year  period. 

Pollutants  in  an  area  may  be  designated  as  unclassified  when  there  is 
insufficient  data  for  the  U.S.  EPA  to  determine  attainment  status. 
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The  U.S.  EPA  is  in  the  process  of  revising  the  NAAQS.  New  standards  for 
ozone  and  particulate  matter  were  published  in  the  Federal  Register  on 
July  18,  1997.  The  new  particulate  standards  are  for  particles  less  than 
2.5  microns  in  diameter  (PM2.5).  The  standards  are:  an  annual  PM2.5 
standard  of  1  5  micrograms  per  cubic  meter  (|ig/m^)  based  on  a  3-year 
average  of  the  arithmetic  mean  from  community-oriented  monitors  (two 
monitors  per  urban  area);  a  24-hour  standard  set  at  65  |ig/m^  based  on  the 
3-year  average  of  the  98^^  percentile  at  each  population-oriented  monitor  (one 
monitor  per  1  million  people)  within  an  area;  and  a  24-hour  PM10  standard 
based  on  the  99^^  percentile  of  the  24-hour  PM10  concentrations  at  each 
monitor  within  an  area.  The  new  ozone  standard  is  0.08  ppm,  or  158  pg/m^, 
based  on  the  3-year  average  of  the  fourth  highest  8-hour  average. 
Additionally,  the  1-hour  standard  (0.12  ppm,  or  235  pg/m^)  remains  in  effect 
until  the  area  is  in  attainment. 

As  the  new  standards  are  implemented,  areas  will  be  reclassified  based  on 
their  attainment  of  the  new  criteria.  The  U.S.  EPA  plans  to  set  up  1,500 
new  monitors  to  collect  PM2.5  data  that  will  result  in  reclassifications 
between  2002  and  2004.  There  is  already  sufficient  data  to  designate  areas 
for  the  new  ozone  standard.  However,  the  Presidential  Memorandum 
publishing  the  new  standards  states  that  the  Clean  Air  Act  (CAA)  provides  up 
to  3  years  for  state  governors  to  designate  an  area  according  to  their  most 
recent  air  quality  and  up  to  3  additional  years  to  develop  and  implement  a 
State  Implementation  Plan  (SIP)  to  provide  attainment  of  the  new  standard. 

The  main  criteria  pollutants  considered  in  this  EIS  are  ozone,  CO,  NO2,  SO2, 
and  PM10.  Airborne  emissions  of  lead  are  not  addressed  in  this  EIS  because 
there  are  no  known  lead  emission  sources  In  the  regions  or  proposed  for  use 
in  any  of  the  EELV  alternatives. 

Ozone  is  a  secondary  pollutant  formed  in  the  atmosphere  by  photochemical 
reactions  of  previously  emitted  pollutants,  or  precursors.  Ozone  precursors 
are  mainly  nitrogen  oxides  (NOx)  and  volatile  organic  compounds  (VOCs). 
VOCs  are  defined  by  the  U.S.  EPA  as  compounds  containing  carbon, 
excluding  CO,  carbon  dioxide  (CO2),  carbonic  acid,  metallic  carbonates, 
ammonium  carbonate,  and  organic  compounds  found  not  to  contribute  to 
ozone-generating  reactions.  NOx  is  the  designation  given  to  the  group  of  all 
oxygenated  nitrogen  species,  including  NO2,  nitrous  oxide  (N2O),  nitric  oxide 
(NO),  nitrogen  trioxide  (NO3),  N2O4,  nitric  anhydride  (N2O5),  and  nitrous 
anhydride  (N2O3).  Although  all  of  these  compounds  can  exist  in  the  air,  only 
N2O,  NO,  and  NO2  are  found  in  appreciable  quantities. 

Nitrogen  dioxide  is  primarily  formed  by  the  conversion  of  NO  to  NO2  in  the 
presence  of  oxygen  (either  during  combustion  or  in  the  atmosphere).  NO  is 
produced  by  fuel  combustion  In  both  stationary  and  mobile  sources,  such  as 
automobiles  and  aircraft.  The  amount  of  production  is  dependent  upon  the 
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combustion  temperature  conditions  and  the  rate  of  exhaust  gas  cooling. 
Higher  temperatures  and  rapid  cooling  rates  produce  greater  quantities  of  NO. 

Carbon  monoxide  is  formed  through  several  processes,  including  incomplete 
fuel  combustion.  Sulfur  dioxide  is  primarily  formed  through  the  combustion 
of  sulfur-containing  fuels,  such  as  coal  or  oil.  Particulate  emissions  are 
formed  from  several  sources  including  fuel  combustion,  material  processing, 
and  road  dust. 

The  states  will  consider  activities  that  produce  emissions  at  Cape  Canaveral 
AS  and  Vandenberg  AFB  in  developing  their  emission  budgets  and  SIPs  for 
achievement  and  maintenance  of  the  NAAQS.  The  process  by  which 
emissions  of  these  attainment  pollutants  is  prevented  from  creating  a 
nonattainment  condition  is  called  Prevention  of  Significant  Deterioration 
(PSD).  This  process  limits  the  allowable  ambient  impact  of  emissions  from 
new  major  stationary  sources  or  major  modifications  to  specific  increments 
designed  to  prevent  any  substantial  degradation  of  the  area's  acceptable  air 
quality.  However,  the  PSD  process  currently  applies  only  to  ozone  precursors 
(VOC  and  NOx),  NO2,  SO2,  and  particulate  emissions  (not  CO),  and  does  not 
provide  a  mechanism  for  dealing  with  non-stationary  sources  such  as  motor 
vehicles  and  aircraft. 

Title  40  CFR  51  (Implementation  Plans).  This  regulation  contains  the 
requirements  pertaining  to  implementation  plans,  which  are  prepared  by  state 
or  federal  authorities  with  the  goal  of  meeting  the  NAAQS. 

Title  40  CFR  Part  51  Subpart  93  (General  Conformity).  This  regulation 
requires  federal  actions  to  conform  to  any  SIP  approved  or  promulgated  under 
Section  110  of  the  CAA.  A  conformity  determination  is  required  for  each 
pollutant  resulting  from  a  federal  action  for  which  the  total  of  direct  and 
indirect  emissions  in  a  nonattainment  or  maintenance  area  would  equal  or 
exceed  de  minimis  thresholds  listed  in  Title  40  CFR  51 .853.  The 
requirements  for  conformity  determinations  are  detailed  in  Subpart  W.  The 
Air  Force  has  developed  an  Air  Force  Air  Conformity  Guide  recommended  for 
use  when  preparing  a  conformity  applicability  analysis  and/or  Conformity 
Determination. 

Title  40  CFR  Parts  61  and  63  (NESHAPs).  The  NESHAPs  regulate  stationary 
sources  that  were  constructed  or  modified  after  the  date  of  the  publication  of 
the  regulations.  These  regulations  require  a  written  application  for 
determination  by  the  U.S.  EPA  of  whether  the  stationary  sources  meet  the 
regulation  requirements.  There  is  a  variety  of  stationary  sources  specifically 
identified  in  the  NESHAPs  regulations;  the  standards  for  these  sources  are 
referred  to  as  Maximum  Available  Control  Technology  (MACT)  standards. 

The  NESHAPs  regulations  apply  to  specific  types  and  sizes  of  equipment. 

The  only  section  of  the  NESHAPs  regulations  that  could  apply  to  this  analysis 
is  Title  40  CFR  63  Subpart  GG,  which  applies  to  facilities  that  manufacture 
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or  rework  commercial,  civil,  or  military  aerospace  vehicles  or  components  and 
that  are  major  sources  of  hazardous  air  pollutants  (HAPs).  These  include 
cleaning  operations,  primer  and  topcoat  application  operations,  depainting 
operations,  chemical  milling  maskant  application  operations,  and  waste 
storage  and  handling  operations. 

Exemptions  to  this  subpart  include  hazardous  wastes  that  are  subject  to 
requirements  of  RCRA  including  specialty  coatings,  adhesives,  adhesive 
bonding  primers,  or  sealants  at  aerospace  facilities;  HAP  or  VOC  contents 
less  than  0.1  percent  for  carcinogens  or  1.0  percent  for  noncarcinogens;  and 
low-volume  coatings. 

This  subpart  gives  the  standards  for  cleaning  operations,  primer  and  topcoat 
application  operations,  depainting  operations,  chemical  milling  maskant 
application  operations,  and  waste  storage  and  handling  operations.  Also 
listed  are  the  compliance  dates  and  determinations,  test  methods  and 
procedures,  and  monitoring,  recordkeeping,  and  reporting  requirements. 

The  owner  or  operator  of  an  affected  source  is  also  subject  to  sections  of 
Subpart  A,  including  prohibited  activities  and  circumvention  (Section  63.4); 
construction  and  reconstruction  (Section  63.5);  and  compliance  with 
standards  and  maintenance  requirements  (Section  63.6).  A  startup, 
shutdown,  and  malfunction  plan  for  an  air  pollution  control  device  or 
equipment  to  control  HAP  emissions  must  be  prepared  and  operated  in 
accordance  with  Title  40  CFR  63.743(b). 

Title  40  CFR  70  (Operating  Permits).  Title  V  of  the  Clean  Air  Act 
Amendments  (CAAA)  of  1990  requires  all  major  sources  to  file  an  operating 
permit  application.  The  operating  permit  incorporates  all  applicable  federal 
requirements  under  the  CAA  affecting  the  respective  sources.  A  major 
source  is  defined  as  a  source  that  has  the  potential  to  (1)  emit  100  tons  per 
year  of  any  regulated  air  pollutant  within  an  area  that  is  in  attainment  for  that 
pollutant;  (2)  emit  10  tons  per  year  of  any  one  of  the  189  HAPs;  or  (3)  emit 
25  tons  per  year  of  total  HAPs.  If  the  source  is  in  a  nonattainment  area  for  a 
pollutant,  the  major  source  thresholds  can  be  lower.  For  example,  if  the 
source  is  in  a  zone  designated  as  a  "serious"  nonattainment  area  for  ozone, 
the  major  source  threshold  for  ozone  precursors  (NOx  and  VOCs)  is  50  tons 
per  year  rather  than  1 00  tons  per  year. 

On  August  2,  1996,  the  U.S.  EPA  issued  the  memorandum  Major  Source 
Determinations  for  Military  Installations  under  the  Air  Toxics,  New  Source 
Review,  and  Title  V  Operating  Permit  Programs  of  the  Clean  Air  Act.  This 
memorandum  recommends  procedures  to  divide  military  installations  into 
sections  when  determining  whether  Title  V  and  other  air  programs  apply.  For 
example,  activities  under  the  control  of  different  military  services  can  be 
considered  to  be  in  separate  facilities. 
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Because  potential  emissions  are  above  major  source  thresholds.  Cape 
Canaveral  AS  is  currently  a  major  source  with  respect  to  Title  40  CFR  70 
regulations.  The  Title  V  Operating  Permit  application  has  been  submitted  to 
the  FDEP  and  is  under  review.  This  application  treats  Cape  Canaveral  AS  as 
a  single  major  facility.  The  station  can  continue  operations  until  the  review  is 
complete. 

Vandenberg  AFB  has  entered  into  an  agreement  with  the  U.S.  EPA  as  part  of 
the  Environmental  Investment  (ENVVEST)  program.  This  program  is  designed 
to  allow  operational  flexibility  in  reducing  emissions  and  complying  with 
environmental  regulations.  The  program  is  the  result  of  a  November  1995 
Memorandum  of  Agreement  between  DoD  and  the  U.S.  EPA  on  Regulatory 
Reinvention  Pilot  Projects  (Project  XL).  On  September  8,  1997,  the  proposed 
Project  XL  Final  Project  Agreement  for  Vandenberg  AFB  was  published  in  the 
Federal  Register. 

As  part  of  the  ENVVEST  program,  Vandenberg  AFB  is  being  exempted  from 
the  requirements  of  Title  40  CFR  70.  Instead,  Vandenberg  AFB  has  facility- 
specific  operational  and  reporting  requirements.  Vandenberg  AFB  has 
committed  to  implementing  "a  phased  program  to  reduce  annual  emissions  of 
ozone  precursors  by  at  least  10  tons  by  November  30,  2002."  This  is 
expected  to  be  accomplished  through  the  reduction  of  emissions  from  boilers, 
furnaces,  and  process  heaters. 

Vandenberg  AFB  has  prepared  a  final  draft  Major  Source  Determination, 
which  reviewed  the  stationary  source  air  emissions  and  used  the  EPA's  Major 
Source  Guidance  for  military  installations  to  determine  where  the  emissions 
were  coming  from  and  under  whose  control  (Standard  Industrial  Classification 
[SIC]  Code)  the  emissions  fall.  Following  the  inventory  and  assessment,  the 
Santa  Barbara  County  Air  Pollution  Control  District  (SBCAPCD)  and 
Vandenberg  AFB  determined  that  the  base  would  be  divided  into  separate 
source  designations  and  the  SBCACPD  would  implement  a  new  rule  capturing 
this  decision.  This  rule.  Rule  1301,  was  issued  September  18,  1997. 
Currently,  the  stationary  source  designations  are:  Air  Force  Primary  Mission, 
Remediation,  NASA,  Flight  Line,  Navy,  Range  Group,  Amenities  Group, 
Hospital  Services,  and  Commercial  Space. 

Title  40  CFR  82  (Protection  of  Stratospheric  Ozone).  This  regulation  seeks  to 
prevent  damage  to  the  ozone  layer  by  Class  I  and  Class  II  Ozone-Depleting 
Substances  (ODSs)  and  contains  subparts  addressing  production  and 
consumption  controls,  servicing  of  motor  vehicle  air  conditioners,  bans  on 
nonessential  products,  federal  procurement,  recycling  and  emissions 
reduction,  and  alternative  compounds.  The  regulations  relating  to  federal 
procurement  state  that  safe  alternatives  to  Class  I  and  Class  II  ODSs  shall  be 
substituted  to  the  maximum  extent  practicable.  The  regulations  additionally 
require  contractors  to  ensure  compliance  with  Title  40  CFR  82  regulations, 
proper  labeling,  and  reporting  of  the  use  of  ODSs. 
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3.10.2  Cape  Canaveral  AS 


3.10.2.1  Florida  Regulatory  Framework.  Air  quality  for  the  Cape  Canaveral 
AS  area  is  regulated  under  FAC  62-200  et  seq.  Specific  regulations  that  may 
be  applicable  to  EELV  activities  include  FAC  62-204.240  (Ambient  Air 
Quality  Standards),  FAC  62-210  (Stationary  Source  General  Requirements), 
FAC  62-212  (Stationary  Source  Preconstruction  Permitting),  FAC  62-213 
(Operating  Permits),  and  FAC  62-242  (Mobile  Sources). 

FAC  62-204.240  (Ambient  Air  Quality  Standards).  This  rule  lists  the  ambient 
air  quality  standards  for  Florida  (Table  3.10-1).  The  Florida  Ambient  Air 
Quality  Standards  (FAAQS)  are  not  significantly  different  from  the  NAAQS. 


Table  3.10-1 .  National  and  Florida  Ambient  Air  Quality  Standards 


Florida 

Averaging 

Standards*®- 

National  Standards  (pg/m®)*®’ 

Pollutant 

Time 

(pg/m^) 

Primary^^^^ 

Secondary*®^ 

Ozone 

1  Hour 

235 

235 

235 

Carbon 

8  Hours 

10,000 

10,000 

— 

Monoxide 

1  Hour 

40,000 

40,000 

Nitrogen 

Annual 

100 

100**' 

Same  as  primary 

Dioxide 

standard 

Sulfur 

Annual 

60 

80 

— 

Dioxide 

24  Hours 

260 

365 

— 

3  Hours 

1,300 

.... 

1,300 

PMio 

Annual 

50 

50**’ 

Same  as  primary 
standard 

24  Hours 

150 

150 

Same  as  primary 
standard 

Lead 

Quarterly 

1.5 

1.5 

Same  as  primary 
standard 

Notes:  (a)  Florida  standards  for  ozone,  carbon  monoxide,  sulfur  dioxide,  nitrogen  dioxide  and  PMio  are  values  that  are 
not  to  be  exceeded.  The  lead  value  is  not  to  be  equaled  or  exceeded. 


(b)  Values  for  standards  are  based  on  a  reference  temperature  of  25  degrees  Celsius  {°C)  and  a  reference 
pressure  of  760  millimeters  (mm)  of  mercury.  All  measurements  of  air  quality  are  to  be  corrected  to  a 
reference  temperature  of  25°C  and  a  reference  pressure  of  760  mm  of  mercury  (1,013.2  millibars). 

(c)  National  standards  other  than  ozone  and  those  based  on  annual  averages  or  annual  arithmetic  means  are  not 
to  be  exceeded  more  than  once  a  year.  The  ozone  standard  is  attained  when  the  expected  number  of  days 
per  calendar  year,  with  maximum  hourly  average  concentrations  above  the  standards,  is  equal  to  or  less  than 
one.  The  lead  and  annual  sulfur  dioxide  standards  are  not  to  be  exceeded  in  a  calendar  year. 

(d)  National  Primary  Standards:  The  levels  of  air  quality  necessary  to  provide  an  adequate  margin  of  safety  to 
ensure  protection  of  the  public  health. 

(e)  National  Secondary  Standards:  The  levels  of  air  quality  necessary  to  provide  that  the  public  welfare  is  safe 
from  any  known  or  anticipated  adverse  effects  of  pollutant. 

(f)  Calculated  as  arithmetic  mean. 

pg/m^  =  micrograms  per  cubic  meter 

PMio  =  particulate  matter  equal  to  or  less  than  10  microns  in  diameter 


Source:  Title  40  Code  of  Federal  Regulations  50  and  Florida  Administrative  Code  62-204.240 
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FAC  62-210  (Stationary  Source  General  Requirements).  This  rule  establishes 
general  requirements  for  stationary  sources  of  air  pollutant  emissions  and 
provides  criteria  for  determining  the  need  to  obtain  an  air  construction  or  air 
operation  permit.  It  establishes  public  notice  and  reporting  requirements  and 
requirements  relating  to  estimating  emission  rates  and  using  air  quality 
models.  This  chapter  also  sets  forth  special  provisions  related  to  compliance 
monitoring,  stack  heights,  circumvention  of  pollution  control  equipment,  and 
excess  emissions. 

FAC  62-212  (Stationary  Source  Preconstruction  Permitting).  The 

preconstruction  review  requirements  for  proposed  new  emissions  units  or 
facilities  and  proposed  modifications  are  established  in  this  rule.  The 
requirements  of  this  chapter  apply  to  those  proposed  activities  for  which  an 
air  construction  permit  is  required.  This  chapter  includes  general  pre¬ 
construction  review  requirements  and  specific  requirements  for  emissions 
units  subject  to  PSD  and  nonattainment  area  preconstruction  review.  It  also 
includes  preconstruction  review  requirements  applicable  to  specific  emissions 
unit  types. 

FAC  62-213  (Operating  Permits).  This  rule  implements  federal  rule  Title 
40  CFR  70,  which  provides  a  comprehensive  operation  permit  system  for 
permitting  major  sources  of  air  pollution  (Title  V  sources).  The  amount  and 
schedule  of  payment  of  the  annual  emissions  fee  are  provided.  For  facilities 
operating  under  the  terms  of  Title  V  air  general  permits,  applicability,  general 
procedures  and  conditions,  and  local  air  program  requirements  are  explained. 
Also  provided  are  permit  requirements  for  all  Title  V  sources,  changes 
allowed  at  a  source  without  necessitating  a  permit  revision,  allowable  trading 
of  emissions  within  a  source,  permit  application  compliance,  permit  issuance, 
renewal  and  revision,  and  permit  review  by  the  U.S.  EPA  and  any  affected 
states. 

Because  potential  emissions  are  above  major  source  thresholds.  Cape 
Canaveral  AS  is  currently  a  major  source  with  respect  to  FAC  62-213 
regulations.  The  Title  V  Operating  Permit  application  has  been  submitted  to 
the  FDEP  and  is  under  review. 

3.10.2.2  Meteorology.  Cape  Canaveral  AS  is  on  the  northern  portion  of  a 
barrier  island  on  the  Atlantic  Ocean,  situated  midway  up  the  Florida  peninsula 
(28.5 °N  latitude).  The  climate  at  Cape  Canaveral  AS  is  best  characterized  as 
maritime-tropical  with  long,  relatively  humid  summers  and  mild  winters.  This 
barrier  island  experiences  moderate  seasonal  and  daily  temperature  variations. 
Average  annual  temperature  is  71  °F  with  a  minimum  monthly  average  of 
60°F  in  January  and  a  maximum  of  81  °F  in  July.  During  the  summer,  the 
average  daily  humidity  range  is  70  to  90  percent.  The  winter  is  drier  with 
humidity  ranges  of  55  to  65  percent;  frosts  are  quite  rare.  Despite  average 
drier  conditions  during  the  winter,  most  occurrences  of  fog  (54  days  of  the 
year)  occur  during  the  winter  and  are  associated  with  the  passage  of  weather 
fronts. 
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The  seasonal  wind  pattern  is  reflected  in  the  speed  and  direction  statistics 
presented  in  Table  3.10-2.  During  the  winter,  the  prevailing  winds  steered 
by  the  jet  stream  aloft  are  frequently  from  the  north  and  west,  and  the  land- 
sea  temperature  diminishes,  resulting  in  fewer  easterly  sea  breezes  that 
counter  the  prevailing  westerly  winds.  As  the  jet  stream  retreats  northward 
during  the  spring,  the  prevailing  winds  shift  and  come  out  of  the  south. 
During  the  summer  and  early  fall,  as  the  land-sea  temperature  difference 
increases  and  the  Bermuda  high-pressure  region  strengthens,  the  winds 
originate  predominantly  from  the  south  and  east. 


Table  3.10-2.  Climatological  Data,  Kennedy  Space^gntgr 


Surface  Winds 

Mean  Number  of  Days  Occurrence 

Month 

Prevailing 

Direction 

Mean 

Speed 

(mph) 

Precipitation 

(inches)*®^ 

>0.01  >0.5 

Thunder¬ 

storms 

Fog 

Visibility 
<  2  miles 

January 

NNW 

8 

7 

2 

1 

9 

February 

N 

8 

7 

2 

2 

7 

March 

SSE 

8 

8 

2 

3 

7 

April 

E 

9 

5 

1 

3 

4 

May 

E 

8 

8 

2 

8 

3 

June 

E 

7 

12 

3 

13 

2 

July 

S 

6 

11 

4 

16 

2 

August 

E 

6 

11 

3 

14 

2 

September 

E 

6 

13 

4 

10 

2 

October 

E 

8 

1 1 

3 

4 

3 

November 

N 

7 

7 

2 

1 

6 

December 

NW 

8 

8 

1 

1 

7 

Annual 

E 

7 

108 

29 

76 

54 

Years  of 

Record 

10 

10 

26 

26 

26 

26 

Note:  (a)  Snowfall  has  not  occurred  in  26  years. 


E 

= 

east 

mph 

= 

miles  per  hour 

N 

= 

north 

NNW 

=: 

north  northwest 

NW 

= 

northwest 

S 

south 

SSE 

=: 

south  southeast 

Source:  U.S.  Air  Force,  1991e 


Under  normal  midday  weather  conditions,  surface  mixing  occurs  over  a  layer 
with  an  average  daily  maximum  value  of  2,300  to  2,950  feet  during  the 
winter  and  3,900  to  4,600  feet  during  the  summer.  The  mixed  layer  is  rarely 
capped  by  a  strong  temperature  inversion.  At  the  surface,  easterly  sea 
breezes  with  moderate  speeds  (5  to  10  miles  per  hour  [mph])  and  depths  on 
the  order  of  500  to  1 ,000  feet  occur  nearly  every  day  during  the  summer  and 
early  fall.  Aloft,  the  prevailing  winds  are  more  westerly  and  northerly  during 
the  winter  due  to  the  southward  migration  of  the  jet  stream. 
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Most  periods  of  high  winds  and  heavy  rainfall  occur  during  thunderstornns, 
which  develop  mainly  from  May  through  September  (see  Table  3.10-2).  The 
Cape  Canaveral  AS  region  has  the  highest  number  of  thunderstorms  in  the 
world  during  the  summer  months.  On  the  average,  there  are  thunderstorms 
on  76  out  of  180  days.  Over  70  percent  of  the  annual  48  inches  of  rain 
occurs  during  the  summer.  During  thunderstorms,  wind  gusts  of  more  than 
60  mph  and  rainfall  of  over  1  inch  often  occur  in  a  one-hour  period. 

Numerous  lightning  strikes  to  the  ground  occur  (1,400  strikes  per  month  over 
the  135-square-mile  region  surrounding  Cape  Canaveral).  During  such 
weather,  flight  activities  at  Cape  Canaveral  AS  are  often  suspended. 
Hurricanes  can  also  occur,  normally  between  August  and  October.  Landfall 
for  hurricanes  is  relatively  infrequent.  Flight  activities  are  suspended  during 
hurricanes. 

3.10.2.3  Regional  Air  Quality.  Existing  air  quality  Is  defined  by  air  quality 
data  and  emissions  information.  Air  quality  data  are  obtained  by  examining 
records  from  air  quality  monitoring  stations  maintained  by  the  FDEP. 
Information  on  pollutant  concentrations  measured  for  short-term  (24  hours  or 
less)  and  long-term  (annual)  averaging  periods  is  extracted  from  the 
monitoring  station  data  in  order  to  characterize  the  existing  air  quality 
background  of  the  area. 

The  FDEP  classifies  areas  of  the  state  that  are  in  attainment  or  nonattainment 
of  the  FAAQS.  In  Florida,  regional  air  quality  is  assessed  at  the  county  level. 
Cape  Canaveral  AS  is  in  Brevard  County  (Figure  3.10-1),  which  has  been 
designated  by  both  the  U.S.  EPA  and  the  FDEP  to  be  in  attainment  for  ozone 
SO2,  NOx,  CO,  and  PM10.  As  discussed  in  Section  3.10.1,  the  NAAQS  are 
being  revised;  these  revisions  may  affect  the  attainment  status  of  Brevard 
County. 

The  ROI  for  lower-atmosphere  air  quality  resources  may  extend  beyond  the 
project  boundaries  (i.e.,  the  launch  complexes  and  other  construction  areas) 
to  include  those  areas  significantly  affected  by  air  dispersion  and/or 
commuter  traffic.  This  could  include  an  area  as  large  as  the  regional  air 
quality  basin  (Brevard  County)  and  may  affect  the  maintenance  of  the 
NAAQS  and  the  FAAQS  for  Brevard  County. 

Ambient  air  quality  is  measured  at  weather  stations  throughout  Florida.  The 
nearest  weather  station  to  Cape  Canaveral  AS,  at  the  KSC,  measures  ozone 
NO2,  SO2,  PM10,  and  CO.  The  nearest  weather  station  that  monitors  lead 
level  concentrations  is  the  Orlando  station  in  Orange  County.  Table  3.10-3 
shows  available  1995  hourly  average  ambient  air  concentrations  for  criteria 
pollutants. 

In  addition  to  regional  impacts,  emissions  from  specific  sources  can  impact 
local  air  quality.  If  a  specific  source  emits  high  levels  of  a  pollutant,  it  can 
significantly  increase  the  concentration  of  that  pollutant  in  the  vicinity  of  the 
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Table  3.10-3.  1995  Average  Ambient  Air  Concentrations  for  Criteria 


Poiiutants  Near  Cape  Canaveral  AS 


Pollutant 

Averaging  Time 

Concentration 

(tig/m") 

O3 

Hourly 

57.4 

NOx 

Hourly 

11.4 

Yearly 

1.4 

SO2 

3  Hours 

19.4 

24  Hours 

5.8 

PM10 

Hourly 

15.0 

Pb 

Hourly 

0.0 

CO 

Hourly 

4,230 

8  Hours 

2,640 

CO  =  carbon  monoxide 

^ig/m^  =  micrograms  per  cubic  meter  (approximate,  converted  from  parts  per  million) 

NOx  =  nitrogen  oxides 
O3  =  ozone 
Pb  =  lead 

PM10  -  particulate  matter  equal  to  or  less  than  10  microns  in  diameter 
SO2  =  sulfur  dioxide 

source.  Sources  of  criteria  pollutants  and  sources  of  HAPs  can  have  local  air 
quality  impacts. 

3.10.2.4  Air  Emissions.  Emission  inventory  information  for  the  affected 
environment  was  obtained  from  the  FDEP  and  from  Cape  Canaveral  AS. 
Inventory  data  for  each  pollutant  are  reported  in  tons  per  year  in  order  to 
describe  the  baseline  conditions  of  pollutant  emissions  in  the  area. 

In  July  1996,  an  Air  Emissions  Inventory  report  was  completed  for  Cape 
Canaveral  AS  for  calendar  year  1994  (Radian  International,  1996).  This 
report  lists  emissions  from  all  stationary  sources  at  Cape  Canaveral  AS 
(Table  3.10-4),  as  well  as  from, other  activities,  such  as  the  generation  of 
road  dust. 

A  baseline  launch  emissions  inventory  has  been  generated  for  the  applicable 
launch  activities  in  1995.  The  baseline  emissions  included  in  this  inventory 
are  specifically  for  the  current  launch  vehicle  systems  (Atlas  II,  Delta  II,  and 
Titan  IV),  and  associated  support  activities.  This  inventory  includes 
estimates  of  emissions  from  the  following  key  sources: 

•  Vehicle  launch 

•  Vehicle  preparation,  assembly,  and  fueling 

•  Mobile  sources  such  as  support  equipment,  commercial  transport 
vehicles  (including  trucks  and  aircraft),  and  personal  vehicles 

•  Point  sources  such  as  heating/power  plants,  generators, 
incinerators,  and  storage  tanks. 
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Table  3.10-4.  Cape  Canaveral  AS  Baseline  Emissions**’ 


VOC 

NOx 

CO 

SO2 

PMio 

Existing  Launch  Program 

Vehicle  Launches 

Vehicle  Preparation,  Assembly, 

0.0 

13.3 

0.0 

0.0 

144.1 

and  Fueling 

14.9 

0.0 

0.0 

0.0 

5.0 

Mobile  Sources 

37.6 

63.6 

311.3 

2.9 

128.6 

Point  Sources 

1.0 

22.9 

6.2 

17.7 

1.0 

Total 

53.6 

99.8 

317.5 

20.6 

278.6 

Cape  Canaveral  AS  1994  Air 

Emissions  Inventory  Report'*” 

104.4 

382.9 

274.5 

102.6 

75.5 

Brevard  County  Point  Source 

107 

11,514 

991 

26,492 

340 

Brevard  County  Area  Source 

24,876 

14,608 

133,752 

1,032 

34,750 

Brevard  County  Total 

24,983 

26,122 

134,743 

27,524 

35,090 

Notes:  (a)  All  emissions  in  tons  per  year  for  1995  unless  otherwise  indicated, 
(b)  Includes  stationary  source  emissions  only. 

AS  =  Air  Station 
CO  =  carbon  monoxide 
NOx  =  nitrogen  oxides 

PM  10  =  particulate  matter  equal  to  or  less  than  10  microns  in  diameter 

SO2  “  sulfur  dioxide 

VOC  =  volatile  organic  compound 


Estimates  are  divided  into  two  categories:  emissions  that  are  directly  launch- 
related  and  infrastructure  emissions.  Launch-related  emissions  are  estimated 
on  a  pounds-per-launch  basis.  Infrastructure  emissions  are  estimated  on  a 
pounds-per-day  basis  and  are  assumed  to  take  place  regardless  of  the  number 
of  launches  per  year.  Emission  comparisons  are  summarized  in  Table  3.10-4 
for  criteria  pollutants.  Emissions  from  each  of  the  key  sources  are  calculated 
as  described  below. 

Vehicle  Launch.  Table  3.10-5  lists  expendable  vehicle  launches  from  Cape 
Canaveral  AS  in  1995.  Actual  launch  emissions  are  estimated  using  kinetics 
and  flowfield  models  as  described  below.  Emissions  predicted  to  be  below 
3,000  feet  in  altitude  are  included  in  the  inventory  totals.  Emissions  at 
altitudes  above  3,000  feet  are  addressed  in  Section  3.1 1,  Air  Quality  (Upper 
Atmosphere).  Emissions  are  addressed  only  for  those  vehicles  that  would  be 
replaced  by  EELV  launches  (Atlas  II,  Delta  II,  Titan  IV). 

A  standard  Two-Dimensional  Kinetics  (TDK)  Nozzle  Performance  Computer 
Model  (version  1993)  models  the  engine  performance  to  provide  information 
on  the  mass  flux  out  of  the  engine.  The  Standardized  Plume  Flowfield  Model 
(SPF-3)  is  used  to  model  after-burning  to  provide  mass  fractions  of  chemical 
products  such  as  NOx,  carbon,  and  chlorine  compounds  found  in  some  fuels 
as  a  function  of  atmospheric  density  and  temperature. 


EELV  FEIS 


3-71 


Table  3, 10-5.  1995  Launches,  Cape  Canaveral  AS 


Date 

Vehicle 

Launch  Complex 

January  10 

Atlas  MAS 

SLC-36B 

January  28 

Atlas  IIA 

SLC-36A 

March  22 

Atlas  HAS 

SLC-36B 

April  7 

Atlas  IIA 

SLC-36 

May  14 

Titan  IV 

SLC-40 

May  23 

Atlas  1 

SLC-36B 

May  31 

Atlas  IIA 

SLC-36A 

July  10 

Titan  IV 

SLC-41 

July  31 

Atlas  II 

SLC-36A 

August  5 

Delta  II 

SLC-17 

August  28 

Atlas  HAS 

SLC-36B 

October  22 

Atlas  II 

SLC-36A 

November  6 

Titan  IV 

SLC-40 

December  2 

Atlas  MAS 

SLC-36B 

December  1  5 

Atlas  IIA 

SLC-36A 

December  30 

Delta  II 

SLC-17A 

SLC  =  Space  Launch  Complex 


Emission  estimates  were  made  using  the  launch  trajectory  information  for 
LEO  and  geosynchronous  orbit  missions.  The  fraction  of  each  propellant 
emitted  below  3,000  feet,  along  with  the  height-dependent  mass  fractions 
from  SPF-3,  are  used  to  estimate  the  emissions.  Information  on  mission 
trajectory  for  each  launch  in  Table  3.10-5  was  not  available,  so  an  equal  split 
between  the  two  trajectories  was  assumed  for  each  launch  vehicle. 

The  emissions  shown  in  Table  3.10-4  are  totals  for  emissions  from  the 
selected  1 995  launch  vehicles.  These  data  are  useful  for  estimating  the 
effect  of  these  launches  on  regional  air  quality.  In  addition,  the  launches  can 
impact  local  air  quality  by  causing  a  short-term  increase  in  pollutant 
concentrations  near  the  launch  site.  These  impacts  are  best  addressed  on  a 
per-launch  basis  for  each  vehicle  type.  The  relevant  comparisons  are 
presented  in  the  analysis  within  Section  4.10. 

Vehicle  Preparation,  Assembly,  and  Fueling.  For  the  15  launches  included  in 
the  1 995  baseline,  most  of  the  preparation  and  assembly  operations  took 
place  at  Cape  Canaveral  AS.  However,  the  majority  of  these  activities  do  not 
produce  air  emissions.  Emissions  are  estimated  for  solvent  cleaning  and 
sanding  activities,  which  produce  VOC  and  particulate  emissions, 
respectively.  Payload  processing  is  not  included  in  the  vehicle  preparation 
emissions  estimates,  as  it  is  considered  separate  from  the  vehicle  preparation 
activities. 

For  years  prior  to  the  baseline  emissions  year  (1995),  the  rocket  engines  for 
each  vehicle  were  sometimes  flushed  with  chlorinated  solvent  (notably  TCE). 
By  1995,  efforts  to  replace  the  use  of  chlorinated  solvents  had  progressed  to 
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the  point  where  little  or  no  chlorinated  solvent  was  used  for  rocket  engine 
cleaning. 

ODSs  are  used  for  refrigeration,  fire  suppression,  and  some  degreasing 
operations.  Some  emissions  can  occur  from  leakage  from  refrigeration  and 
fire  suppression  systems  as  well  as  from  evaporation  during  cleaning  and 
degreasing.  Total  ODS  emissions  associated  with  the  Atlas,  Delta,  and  Titan 
operations  are  estimated  to  be  192  pounds  for  1995  Cape  Canaveral  AS 
operations. 

Fueling  of  hydrogen  involves  some  venting  of  hydrogen  through  a  flare.  Each 
flare  uses  propane  as  auxiliary  fuel.  Emissions  of  combustion  products  from 
the  hydrogen  control  flares  are  estimated  using  ERA  AP-42  standard  factors 
for  external  combustion;  these  emissions  are  very  minor. 

Emissions  from  RP-1  storage  and  fueling  are  estimated  using  U.S.  EPA  AP-42 
emission  factors.  Estimates  are  made  for  working  emissions,  caused  by 
filling  and  emptying  the  storage  tanks,  and  breathing  emissions,  caused  by 
daily  warming  and  cooling  of  the  tanks  in  the  sunlight.  Because  RP-1  is  not  a 
very  volatile  fuel,  emissions  from  RP-1  storage  tanks  are  very  small. 

Emissions  from  hydrazine  and  N2O4  loading  are  controlled  by  a  combination  of 
sealed  transfer  systems,  wet  scrubbing,  and  oxidation.  Emissions  of 
hydrazine  are  listed  as  HAP  emissions,  discussed  below.  Emissions  of  N2O4 
(a  form  of  NOx)  are  insignificant  compared  to  other  sources  of  nitrogen 
oxides. 

After  vehicle  launch,  the  SLC  must  be  cleaned  and  repaired.  Surfaces  are 
cleaned  using  an  abrasive  blaster;  ablative  coatings  are  applied,  and  painted 
surfaces  are  touched  up  or  repainted.  Particulate  emissions  from 
sandblasting  are  estimated  based  on  estimated  use  and  a  particulate  emission 
factor.  VOC  emissions  from  coatings  are  obtained  from  coating  use  quantity 
estimates. 

Mobile  Sources.  Mobile  emission  sources  include: 

•  Vehicle  Deliveries  and  Miscellaneous  Supply  Traffic 

•  Vehicle  Assembly  and  On-Site  Transport 

•  Personal  Automobile  Use. 

Vehicle  Deliveries  and  Miscellaneous  Supply  Traffic 

The  Atlas,  Delta,  and  Titan  vehicle  components  were  delivered  by  truck  and 
airplane.  Truck  emissions  are  calculated  using  pounds  of  emissions  per 
Vehicle  Miles  Traveled  (VMT)  for  both  on-  and  off-site  trips.  Emission  factors 
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are  taken  from  the  MOBILE  5a  and  PARTS  computer  models.  Emissions  from 
required  escort  cars  for  oversize  loads  are  calculated  similarly. 

Because  the  ROI  for  Cape  Canaveral  AS  includes  all  of  Brevard  County, 
transportation  emissions  are  calculated  for  all  vehicular  traffic  directly  related 
to  EELV  activities  that  take  place  in  Brevard  County. 

Deliveries  made  by  truck  are  assumed  to  involve  round-trip  traffic  to  and  from 
the  northern  county  line  (50  percent)  or  the  southern  county  line 
(50  percent).  It  is  assumed  that  travel  would  occur  along  Interstate  95 
occurs. 

Portions  of  the  Atlas,  Delta,  and  Titan  vehicles  are  delivered  by  airplane.  The 
Delta  deliveries  are  made  using  a  C-141  aircraft.  Emissions  from  the  C-141 
aircraft  associated  with  landing  and  take-off  are  calculated  using  the  factors 
available  in  the  computer  model  Emissions  and  Dispersion  Modeling  System 
(EDMS),  Version  3.0.  The  Titan  deliveries  are  made  using  a  C-5  Galaxy 
aircraft.  Emissions  from  the  C-5  aircraft  associated  with  landing  and  take-off 
and  emissions  of  particulate  matter  are  calculated  using  the  factors  available 
in  the  Calculation  Methods  for  Criteria  Air  Pollutant  Emission  Inventories 
(Jagielski  and  O'Brien,  1994). 

Vehicle  Assembly  and  On-Site  Transport 

Assembly  of  vehicle  components  and  on-site  transport  of  the  vehicle  create 
emissions  from  mobile  sources,  several  of  which  are  standard  vehicles 
(trucks,  etc.).  Emissions  from  these  sources  are  estimated  using  VMT  and 
the  emission  factors  available  in  the  MOBILE  5a  and  PART5  computer 
models.  Other  mobile  sources  (cranes,  specialized  transport  vehicles)  are  not 
standard  and  therefore  have  no  associated  standard  emission  factors. 
Emissions  from  these  vehicles  are  calculated  using  hours  of  operation,  rated 
capacity  (in  horsepower),  and  the  stationary  source  AP-42  emission  factors 
for  the  appropriate  engine  types.  Pollutant  activities  from  these  sources  are 
relatively  minor,  and  general  estimates  are  used  where  specific  data  are  not 
available. 

Personal  Automobile  Use 


Emissions  from  employee  personal  automobile  use  are  calculated  based  on 
both  on-  and  off-site  emissions.  Based  on  studies  conducted  for  this  EIS, 
employees'  places  of  residence  were  identified  and  commuting  distances 
calculated  from  the  center  of  their  resident  cities  to  Cape  Canaveral  AS. 
Non-work  trip  VMT  are  also  included  in  the  total  off-site  VMT.  The  average 
vehicle  ridership  number  is  applied  to  VMT  calculations.  Emissions  are 
calculated  using  VMT  and  the  emission  factors  available  in  the  MOBILE  5a 
and  PART5  computer  models.  A  surge  in  automobile  traffic  prior  to  launch. 


3-74 


EELVFEIS 


associated  with  pre-launch  processing  activities,  is  accounted  for  in  the 
calculations. 

Point  Sources.  Point  sources  include  combustion  sources,  such  as  boilers 
and  internal  combustion  engines.  Emissions  from  other  point  sources  such  as 
spray  booths  and  solvent  cleaning  equipment  are  Included  in  the  total 
emission  calculations  for  vehicle  preparation  and  assembly.  Emissions  from 
boilers  and  internal  combustion  engines  are  listed  in  the  July  1996  Air 
Emissions  Inventory  report  for  Cape  Canaveral  AS  (Radian  International, 
1996).  The  emissions  from  these  sources  are  attributed  to  the  Atlas,  Delta, 
and  Titan  programs  for  use  in  this  baseline  emissions  inventory. 

Hazardous  Air  Pollutants.  Emissions  of  HAPs  have  been  quantified  from 
emission  sources  addressed  in  the  criteria  pollutant  section  of  this  analysis. 

In  quantifying  emissions,  HAP  emissions  can  occur  from  three  separate 
activities: 

•  Vehicle  Launch  (chlorine  compounds) 

•  Fuel  Loading  (hydrazine) 

•  VOC  solvent  and  coating  usage  (VOC  HAPs  such  as  toluene  and 
methyl  ethyl  ketone). 

Emissions  of  chemically  active  chlorine  compounds  (CL)  from  vehicle  launch 
are  estimated  using  the  TDK  and  SPF-3  models.  These  emissions  include 
HCI,  chlorine  (Cl),  and  other  chemically  active  compounds;  chemically 
inactive  compounds  such  as  aluminum  chlorides  are  treated  as  particulate 
matter  (PM).  Hydrazine  emissions  from  fuel  loading  are  estimated  based  on 
an  estimated  percentage  loss  during  fueling  and  an  estimated  control 
efficiency  for  the  wet  scrubber/oxidizer  vapor  control  systems.  Emissions  of 
VOC  HAPs  from  solvent  and  coating  usage  are  conservatively  assumed  to  be 
100  percent  of  the  VOC  emissions  from  these  sources.  Baseline  emissions 
of  HAPs  for  Cape  Canaveral  AS  are  summarized  in  Table  3.10-6. 


Table  3.10-6.  Cape  Canaveral  AS  Baseline  HAPs  Emissions*^^ 


Clx 

Hydrazine 

fuels 

VOC  HAP 

Vehicle  Launches 

72.3 

0.0 

0.0 

Vehicle  Fueling 

0.0 

<0.01 

<0.01 

Vehicle  Coating/Solvent  Use 

0.0 

0.0 

14.9 

Project  Total 

72.3 

<0.01 

14.9 

Note:  (a)  All  emissions  in  tons  per  year  for  1 995 
Clx  =  chlorine  compounds 
HAP  =  hazardous  air  pollutant 
VOC  =  volatile  organic  compound 
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3.10.3  Vandenberg  AFB 


3.10.3.1  California  Regulatory  Framework.  Air  quality  for  the  Vandenberg 
AFB  area  is  regulated  under  the  California  Code  of  Regulations  (CCR), 

Title  17,  Division  3,  Chapter  1.  Specific  regulations  of  interest  include 
CCR  17~Section  70200  (Ambient  Air  Quality  Standards),  and  CCR  17-Section 
93000  et  seq.  (Toxic  Air  Contaminants).  Vandenberg  AFB  is  also  regulated 
by  the  SBCAPCD.  Specific  regulations  of  interest  include  Regulation  II 
(Permits),  Regulation  X  (NESHAPs)  ,  and  Regulation  XIII  (Operating  Permits). 

CCR  17-Section  70200.  California  Ambient  Air  Quality  Standards  (CAAQS). 

The  California  Air  Resources  Board  (CARB)  has  developed  ambient  air  quality 
standards  (Table  3.10-7),  which  represent  the  maximum  allowable 
atmospheric  concentrations  that  may  occur  and  still  ensure  protection  to 
public  health  and  welfare  with  a  reasonable  margin  of  safety. 

CCR  17-93000  et  seq.  (Toxic  Air  Contaminants).  Subchapter  7  of  this 
regulation  defines  toxic  air  pollutants  as  well  as  HAPs  (including  hydrazine 
fuel).  Subchapter  7.5  contains  requirements  for  air  toxics  control  measures; 
these  requirements  are  Industry-specific.  Subchapter  7.6  (CCR  17-93300) 
Incorporates  by  reference  Health  and  Safety  Code  sections  44300-44394 
(Part  6),  which  codify  the  requirements  of  the  Air  Toxics  "Hot  Spots" 
Information  and  Assessment  Act  of  1987. 

Changes  to  the  use  of  toxic  and  hazardous  air  pollutants  on  site  may  require 
the  submission  of  an  Air  Toxic  "Hot  Spots"  Questionnaire.  The  SBCAPCD 
may  require  Vandenberg  AFB  to  file  or  update  its  AB-2588  toxic  plan.  In 
addition.  Part  6  Chapter  3  (Section  44340)  of  the  Air  Toxics  "Hot  Spots" 
Information  and  Assessment  regulations  requires  preparation  and  submission 
of  a  comprehensive  emissions  inventory  plan. 

SBCAPCD  Regulations,  Regulation  II  -  Permits.  This  regulation  requires  that 
any  person  building,  erecting,  altering,  or  replacing  any  article,  machine, 
equipment,  or  other  contrivance,  the  use  of  which  may  cause  the  issuance  of 
air  contaminants,  or  the  use  of  which  may  eliminate  or  reduce  or  control  the 
issuance  of  air  contaminants,  shall  first  obtain  authorization  for  such 
construction  from  the  Control  Qfficer  in  the  form  of  an  Authority  to 
Construct  Permit.  This  permit  shall  remain  in  effect  until  the  permit  to 
operate  the  equipment  for  which  a  permit  application  was  filed  is  granted  or 
denied  or  the  application  is  canceled.  The  facility  must  have  a  permit  to 
operate  before  equipment  may  be  operated  or  used;  a  written  permit  shall  be 
obtained  from  the  Control  Officer.  The  application  must  include  information 
or  analysis  that  will  disclose  the  nature,  extent,  quantity,  or  degree  of  air 
contaminants  the  source  may  discharge.  An  application  may  also  be 
necessary  for  equipment  that  is  modified. 
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In  1991,  a  Memorandum  of  Agreement  (MOA)  between  the  Air  Force  and  the 
SBCAPCD  designated  Vandenberg  AFB  as  a  single  stationary  source.  Under 
this  MOA,  new  or  modified  sources  would  require  Best  Available  Control 
Technology  (BACT)  and  offsetting  reduction  of  emissions  elsewhere  on  base 
if  emissions  are  increased  at  SLC‘3W.  Recent  changes  to  the  SBCAPCD 
regulations  are  affecting  the  regulatory  framework  for  Vandenberg  AFB,  and 
the  1991  MOA  may  no  longer  be  applicable. 

Santa  Barbara  County  Air  Pollution  Control  District  Regulation  VII. 702 
(General  Conformity).  In  October  1994,  the  SBCAPCD  adopted  Rule  702, 
taken  verbatim  from  Subpart  W,  except  for  Section  51.860  (mitigation 
measures),  in  order  to  address  General  Conformity. 

Santa  Barbara  County  Air  Pollution  Control  District  Regulations,  Regulation  X 
(National  Emission  Standards  for  Hazardous  Air  Pollutants).  This  regulation 
incorporates  the  federal  regulation  for  NESHAPs  (Title  40  CFR  61  and  63) 
and  provisions  recently  promulgated  by  the  U.S.  EPA  as  published  in  the 
Federal  Register. 

SBCAPCD  Regulation  X  incorporates  the  federal  NESHAPs  regulations, 
including  40  CFR  63  Subpart  GG  (National  Emission  Standards  for  Aerospace 
Manufacturing  and  Rework  Facilities). 

Santa  Barbara  County  Air  Pollution  Control  District  Regulations,  Regulation 
XIII  (Operating  Permits).  This  regulation  incorporates  the  federal  regulation 
for  Operating  Permits  under  Title  40  CFR  Part  70,  which  states  that  federally 
enforceable  requirements  include,  but  are  not  limited  to.  New  Source 
Performance  Standards  (NSPS),  PSD,  New  Source  Review  (NSR),  NESHAPs, 
NAAQS,  Maximum  Available  Control  Technology  (MACT)  Standards,  Title  III 
Section  112,  Title  IV  (Acid  Deposition  Control),  and  Title  VI  (Stratospheric 
Ozone  Protection). 

As  discussed  in  Section  3.10.1,  Vandenberg  AFB  has  entered  into  an 
agreement  with  the  U.S.  EPA  and  SBCAPCD  as  part  of  the  ENVVEST 
program.  As  part  of  this  program,  Vandenberg  AFB  has  been  exempted  from 
the  requirements  of  Title  40  CFR  70  and  therefore  from  SBCAPCD  Regulation 
XIII.  Instead,  Vandenberg  AFB  has  facility-specific  operational  and  reporting 
requirements. 

3.10.3.2  Meteorology.  Vandenberg  AFB  is  situated  on  Point  Arguello  on  the 
California  coast  in  the  western  portion  of  Santa  Barbara  County.  The  climate 
is  categorized  as  Mediterranean,  or  dry  and  subtropical.  The  coastal  location 
of  Vandenberg  AFB  experiences  moderate  seasonal  and  diurnal  variation  in 
temperature  and  humidity.  Temperatures  are  mild,  ranging  from  45  degrees 
(°)  Fahrenheit  (F)  to  85°F  with  an  annual  mean  temperature  of  55°F. 
Temperatures  below  freezing  and  above  100°F  are  rare.  The  rainy  season 
extends  from  November  to  April.  Annual  precipitation  is  13  inches  with  the 
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most  rain  falling  during  February  {2.6  inches)  and  the  least  during  July 
(0.01  inch).  The  annual  relative  humidity  is  77  percent.  The  driest  periods 
occur  during  the  fall,  when  Santa  Ana  winds  can  result  in  humidity  as  low  as 
10  percent. 

The  Point  Arguello  region  consists  of  moderately  complex  terrain  consisting 
of  steep  hills  and  valleys.  Because  of  its  terrain  and  the  fact  that  it  is 
bounded  by  the  ocean  on  two  sides,  there  is  a  geographically  variable  wind 
field  at  the  surface.  The  mean  annual  wind  speed  in  the  area  is  7  mph  out  of 
the  northwest.  The  strongest  winds  occur  during  the  winter  and  midday,  and 
at  ridge  lines.  Over  half  the  time,  the  wind  blows  at  speeds  greater  than 
7  mph  at  the  base.  Calms  are  rare  (less  than  1  percent),  and  the  lowest 
wind  speeds  occur  during  the  evening  and  early  morning  hours.  Easterly 
winds  occur  very  infrequently  and  generally  occur  during  the  fall,  when  Santa 
Ana  winds  may  invade  the  region  for  a  day  or  two. 

The  diurnal  weather  pattern  in  the  area  is  characterized  by  nighttime  and 
early-morning  low  cloud  cover  and  coastal  fog.  Cloud  cover  occurs  almost 
half  of  the  time.  The  fog  burns  off  by  mid-morning  and  is  replaced  by  a  sea 
breeze  as  the  land  begins  to  warm.  Sea  breezes  are  less  frequent  during  the 
winter.  The  average  visibility  is  the  worst  during  July  through  September 
due  to  the  occurrence  of  fog.  During  the  winter,  storms  and  fronts  move 
through  the  area,  resulting  in  gusty  and  rainy  conditions.  Thunderstorms  are 
relatively  infrequent,  occurring  two  or  three  times  each  year. 

The  average  annual  ceiling  height  for  the  cloud  cover  is  approximately 
1 ,000  feet,  but  often  depends  on  the  height  of  the  base  of  a  capping 
inversion  layer.  The  entire  south-central  coastal  region  experiences  a 
persistent  subsidence  inversion  due  to  a  Pacific  high-pressure  region.  The 
temperature  inversion  occurs  below  the  4,500-foot  level  and  caps  the 
planetary  boundary  layer,  effectively  disconnecting  it  from  the  free 
tropospheric  air  masses.  The  average  maximum  daily  inversion  height  over 
Point  Arguello  ranges  from  1 ,600  feet  during  the  summer  to  2,800  feet 
during  the  winter  (Holzworth,  1964). 

3.10.3.3  Regional  Air  Quality.  Information  on  how  existing  air  quality  is 
defined  is  provided  in  Section  3.10.2.2. 

The  CARB  classifies  areas  of  the  state  that  are  in  attainment  or 
nonattainment  of  the  CAAQS.  In  California,  air  quality  is  assessed  on  a 
county  and  regional  basis.  Vandenberg  AFB  is  in  Santa  Barbara  County, 
which  is  part  of  the  South  Central  Coast  Air  Basin  (SCCAB)  (Figure  3.10-2). 
The  SCCAB  includes  the  counties  of  San  Luis  Obispo,  Santa  Barbara,  and 
Ventura  and  has  been  designated  by  both  the  U.S.  EPA  and  CARB  as  being  in 
attainment  of  the  NAAQS  and  CAAQS  for  SO2,  NOx,  and  CO,  but  as  in 
nonattainment  for  ozone.  Vandenberg  AFB  has  been  designated  by  the  U.S. 
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EPA  to  be  unclassified  for  PMio  but  has  been  designated  by  CARB  to  be  in 
nonattainment  of  CAAQS  for  PMio. 

The  U.S.  EPA  uses  two  categories  to  designate  areas  with  respect  to  PMio. 
These  designations  are  nonattainment  (areas  that  do  not  meet  national 
standards)  and  unclassified  (areas  that  cannot  be  classified).  The  levels  for 
state  and  national  PMio  standards  may  differ.  For  Santa  Barbara  County,  the 
state  PMio  24-hour  standard  is  50  The  national  PMio  24-hour 

standard  is  1  50  //g/m^  Vandenberg  AFB  is  designated  as  in  non-attainment 
with  the  state  PMio  standard  only. 

According  to  the  federal  classification,  the  SCCAB  is  designated  as  being  in 
the  "moderate"  ozone  nonattainment  category  (ozone  concentrations 
between  0.138  to  0.160  ppm).  An  area  designated  as  "moderate"  is  subject 
to  a  number  of  requirements. 

On  September  2,  1997,  the  Federal  Register  published  the  EPA's  proposed 
reclassification  (Title  40  CFR  81)  of  Santa  Barbara  County  from  a  moderate 
ozone  nonattainment  area  to  a  serious  ozone  nonattainment  area.  This 
reclassification  was  proposed  because  Santa  Barbara  County  had  failed  to 
attain  the  1-hour  ozone  NAAQS  by  the  statutory  deadline  of  November  15, 
1996.  The  reclassification  has  since  become  final  and  places  more  stringent 
requirements  on  the  area.  As  discussed  in  Section  3.10.1,  the  NAAQS  are 
being  revised;  these  revisions  may  also  affect  the  attainment  status  of  Santa 
Barbara  County. 

The  ROl  for  lower-atmosphere  air  quality  resources  may  extend  beyond  the 
project  boundaries  to  include  those  areas  significantly  affected  by  air 
dispersion  and/or  commuter  traffic.  This  could  include  an  area  as  large  as  the 
regional  air  quality  basin  (South  Central  Coast  Air  Basin)  and  may  affect  the 
maintenance  of  the  NAAQS  and  the  CAAQS  for  the  Vandenberg  AFB  area. 

Ambient  air  quality  is  measured  at  weather  stations  throughout  California. 

The  nearest  air  station  for  monitoring  these  data  is  on  Vandenberg  AFB.  No 
data  are  available  for  1995  lead  concentrations.  Table  3.10-8  shows  1995 
average  ambient  air  concentrations  for  criteria  pollutants. 

3.10.3.4  Air  Emissions.  Emissions  inventory  information  for  the  affected 
environment  was  obtained  from  the  SBCAPCD,  the  CARB,  and  Vandenberg 
AFB.  Inventory  data  for  each  pollutant  are  reported  in  tons  per  year  in  order 
to  describe  the  baseline  conditions  of  pollutant  emissions  in  the  area. 

The  existing  SBCAPCD  Emissions  Questionnaire  lists  emissions  from 
stationary  sources.  This  information  has  been  included  in  Table  3.10-9. 

These  emissions  are  for  all  stationary  sources  at  Vandenberg  AFB. 
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Table  3.10-8.  1995  Average  Ambient  Air  Concentrations  for  Criteria 


Pollutants  at  Vandenberg  AFB 


Pollutant 

Averaging 

Time 

Concentration, 

pg/m^ 

03 

Hourly 

150 

NOx 

Hourly 

18 

SO2 

Hourly 

18 

3  Hours 

10.5 

24  Hours 

5.3 

PMio 

24  Hours 

75.5 

CO 

Hourly 

2,500 

8  Hours 

2,150 

CO  =  carbon  monoxide 

=  micrograms  per  cubic  meter  (approximate,  converted  from  parts  per  million) 
NOx  =  nitrogen  oxides 

O3  =  ozone 

PIVlio  =  particulate  matter  equal  to  or  less  than  10  microns  in  diameter 
SO2  =  sulfur  dioxide 

Source:  Santa  Barbara  County  Air  Pollution  Control  District,  1997. 


Table  3.10-9.  Vandenberg  AFB  Baseline  Emissions*^’ 


VOC 

NOx 

CO 

S02 

PM10 

Existing  Launch  Programs 
Vehicle  Launches 

0.0 

1.7 

0.0 

0.0 

30.8 

Vehicle  Preparation, 
Assembly,  and  Fueling 

2.3 

0.0 

0.0 

0.0 

0.7 

Mobile  Sources 

33.8 

30.0 

354.5 

2.0 

101.5 

Point  Sources 

0.2 

8.1 

1.2 

0.6 

0.5 

Total 

36.3 

39.8 

355.7 

2.6 

133.4 

Vandenberg  AFB  Stationary 
Sources  (Emissions 
Questionnaire)^^^ 

4.2 

21.3 

1.2 

7.7 

2.1 

Santa  Barbara  County  Point 
Source 

1,350 

418 

2,108 

585 

145 

Santa  Barbara  County  Area 
Source 

43,314 

13,576 

100,401 

705 

29,229 

Santa  Barbara  County  Total 

44,664 

13,994 

102,509 

1,290 

29,374 

Notes:  (a)  All  emissions  In  tons  per  year  for  1995. 

(b)  Includes  stationary  source  emissions  only. 

CO  =  carbon  monoxide 
NOx  =  nitrogen  oxides 

PMio  =  particulate  matter  equal  to  or  less  than  10  microns  in  diameter 

SO2  =  sulfur  dioxide 

VOC  =  volatile  organic  compound 


A  baseline  launch  emissions  inventory  has  been  generated  for  the  applicable 
launch  activities  in  1 995.  The  baseline  emissions  included  in  this  inventory 
are  specifically  for  current  launch  vehicle  systems  (Atlas  II,  Delta  II,  and 


3-82 


EELVFEIS 


Titan  IV),  and  support  activities  for  the  launch  of  those  vehicles.  This 
inventory  includes  estimates  of  emissions  from  the  following  key  sources: 


•  Vehicle  launch 

•  Vehicle  preparation,  assembly,  and  fueling 

•  Mobile  sources  such  as  support  equipment,  commercial  transport 
vehicles  (including  trucks  and  aircraft),  and  personal  vehicles 

•  Point  sources  such  as  heating/power  plants,  generators, 
incinerators  and  storage  tanks. 

Estimates  are  divided  into  two  categories:  emissions  that  are  directly  launch- 
related  and  infrastructure  emissions.  Launch-related  emissions  are  estimated 
on  a  pounds-per-launch  basis.  Infrastructure  emissions  are  estimated  on  a 
pounds-per-day  basis  and  are  assumed  to  take  place  regardless  of  the  number 
of  launches  per  year.  Emissions  comparisons  are  summarized  in  Table  3.10-9 
for  criteria  pollutants. 

Emissions  from  each  of  the  key  sources  are  calculated  as  described  below. 

Vehicle  Launch.  Table  3.10-10  lists  vehicle  launches  from  Vandenberg  AFB 
in  1995.  Emissions  are  addressed  only  for  those  vehicles  being  replaced 
(Atlas  II,  Delta  II,  Titan  IV).  Actual  launch  emissions  are  estimated  using 
chemical  reaction  kinetics  and  flowfield  models  as  described  below. 

Emissions  predicted  to  be  below  3,000  feet  in  altitude  are  included  in  the 
inventory  totals;  emissions  at  altitudes  above  3,000  feet  are  addressed  in 
Section  3.11,  Upper  Atmosphere. 


Table  3.10-10. 

1995  Launches, 

Vandenberg  AFB 

Date 

Vehicle 

Launch  Complex 

March  24 

Atlas  E 

SLC-3W 

November  3 

Delta  II 

SLC-2W 

December  5 

Titan  IV 

SLC-4E 

April  3 

Pegasus 

L-1011 

June  22 

Pegasus  XL 

L-1011 

August  1 5 

Lockheed  LLV 

SLC-6 

The  standard  TDK  Nozzle  Performance  Computer  Model  is  utilized  to  model 
the  engine  performance,  as  described  in  Section  3.10.2.2. 

The  emissions  estimates  presented  in  Table  3.10-9  are  for  normal  launches 
and  do  not  require  any  further  modeling.  Emission  estimates  were  made 
using  the  launch  trajectory  information  for  LEO  and  GTO  missions.  The 
fraction  of  each  propellant  emitted  below  3,000  feet,  along  with  the  height- 
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dependent  mass  fractions  from  SPF~3,  is  used  to  estimate  the  emissions. 
Information  on  mission  trajectory  for  each  launch  in  Table  3.10-10  was  not 
available,  so  for  analysis  purposes,  it  was  assumed  that  50  percent  of 
launches  would  utilize  a  GTO  trajectory,  and  50  percent  would  utilize  a  LEO 
trajectory. 

The  emissions  shown  in  Table  3.10-9  are  totals  for  emissions  from  the 
selected  1995  launch  vehicles  and  show  the  contribution  of  these  launches 
to  regional  air  quality.  Local  air  quality  impacts  are  addressed  on  a  per-launch 
basis  in  the  analysis  within  Section  4.10. 

Vehicle  Preparation,  Assembly,  and  Fueling.  For  the  two  launches  included  in 
the  1995  baseline,  much  of  the  preparation  and  assembly  operations  took 
place  at  Vandenberg  AFB.  A  discussion  of  emissions  associated  with  these 
activities  is  provided  in  Section  3.10.2.2. 

Total  ODS  emissions  associated  with  the  Atlas,  Delta,  and  Titan  operations 
are  estimated  to  be  64  pounds  for  1995  Vandenberg  AFB  operations. 

Mobile  Sources.  Mobile  emission  sources  are  described  in  Section  3.10.2.2. 

Vehicle  Deliveries  and  Miscellaneous  Supply  Traffic 

Methods  and  assumptions  utilized  to  calculate  emissions  associated  with 
these  activities  are  described  in  Section  3.10.2.2. 

Because  the  ROI  for  Vandenberg  AFB  includes  all  of  the  SCCAB, 
transportation  emissions  are  calculated  for  all  vehicular  traffic  that  takes 
place  in  Santa  Barbara,  San  Luis  Obispo,  and  Ventura  counties  and  is  directly 
related  to  EELV  activities. 

Vehicle  Assembly  and  On-Site  Transport 

Methods  used  to  calculate  emissions  for  these  activities  are  described  in 
Section  3.10.2.2. 

Personal  Automobile  Use 


Methods  utilized  to  calculate  emissions  associated  with  these  activities  are 
described  in  Section  3.10.2.2. 

Point  Sources.  Emissions  from  point  sources  such  as  spray  booths  and 
solvent  cleaning  equipment  are  included  in  the  total  emission  calculations  for 
vehicle  preparation  and  assembly.  Emissions  from  boilers  and  internal 
combustion  engines  are  calculated  based  on  the  information  provided  in  the 
1995  Santa  Barbara  County  Air  Pollution  Control  District  (APCD)  Annual 
Emission  Inventory  Questionnaire.  The  emissions  from  these  sources  are 
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attributed  to  the  Atlas,  Delta,  and  Titan  programs  for  use  in  this  baseline 
emissions  inventory. 

Hazardous  Air  Pollutants.  Methods  used  to  calculate  HAPs  emissions  are 
described  in  Section  3.10.2.2.  Baseline  emissions  of  HAPs  for  Vandenberg 
AFB  are  summarized  in  Table  3.10-1 1 . 


Table  3.10-11.  Vandenberg  AFB  Baseline  HAPs  Emissions^*’ 


-  o - 

Clx 

Hydrazine 

fuels 

VOC  HAP 

Vehicle  Launches 

15.4 

~0.0 

0.0 

Vehicle  Fueling 

0.0 

>0.01 

>0.01 

Vehicle  Coating/Solvent  Use 

0.0 

0.0 

2.3 

Total 

15.4 

>0.01 

2.3 

Note:  (a)  All  emissions  in  tons  per  year. 
Clx  =  chlorine  compounds 
HAP  =  Hazardous  Air  Pollutant 
VOC  =  volatile  organic  compound 


3. 11  AIR  QUALITY  (UPPER  ATMOSPHERE) 

The  atmosphere  above  3,000  feet  in  altitude  has  been  divided  into  two 
tropospheric  layers  (lower  troposphere  and  upper  troposphere)  and  the 
stratosphere.  Immediately  above  the  well-mixed  layer  at  the  Earth's  surface 
(below  3,000  feet)  lies  the  lower  troposphere  (3,000  feet  to  10,000  feet). 

Air  quality  dispersion  modeling  for  ambient  pollutant  concentrations  that 
directly  impact  ground-level  monitoring  sites  was  conducted  over  the  first 
10,000  feet  above  the  ground.  This  modeling  region  includes  the  mixed  layer 
and  the  lower  troposphere.  Near-source  modeling  was  conducted  over  the 
first  10,000  feet  and  within  several  tens  of  kilometers  from  the  launch  pad 
using  the  REEDM  air  quality  model  (Brady  et  al.,  1997).  Near-source 
modeling  was  conducted  to  determine  if  there  would  be  immediate  significant 
contributions  of  pollutant  concentrations  to  the  ambient  concentrations  of 
criteria  and  toxic  pollutants  that  affect  U.S.  EPA  and  state  and  county  air 
quality  management  plans.  The  upper  troposphere  lies  between  altitudes  of 
10,000  and  49,000  feet,  where  regional  to  global-scale  transport  and 
dispersion  of  the  rocket  plume  occurs.  The  stratosphere  occupies  altitudes 
between  49,000  and  164,000  feet. 

3.11.1  Troposphere 

The  atmosphere  above  the  mixed  layer  is  generally  referred  to  as  the  free 
troposphere.  This  portion  of  the  atmosphere  is  continually  stirred  by  the 
turbulence  generally  referred  to  as  "weather".  Removal  of  most  of  the  rocket 
emissions  from  the  free  troposphere  takes  place  over  a  period  of  less  than  a 
week,  even  at  the  top  of  the  troposphere.  Material  is  removed  by  rain-out 
and  by  vertical  motions  that  bring  material  to  the  ground.  With  such  removal 
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processes,  global  buildup  does  not  occur,  and  any  potential  air  impact  from 
rocket  launches  is  confined  to  a  spatial  extent  of  less  than  several  thousand 
kilometers  downrange  and  downwind  from  the  launch  site. 

The  ROI  for  free  tropospheric  effects  is  essentially  the  same,  regardless  of 
the  launch  vehicle  used. 

Estimates  of  annual  troposphere  baseline  emissions  into  the  troposphere 
from  Cape  Canaveral  AS  and  Vandenberg  AFB  were  developed  for  1995 
and  1996.  During  this  period,  the  most  recent  configurations  of  the  Atlas, 
Delta,  and  Titan  vehicles  were  launched  {Table  3.1 1-1).  These  configurations 
include  the  Atlas  HAS,  the  Delta  II  6825,  and  the  Titan  IV  SRM.  Five 
Atlas  HAS  launches  were  made  with  strap-on  SRMs  during  the  2-year 
period. 


Table  3.11-1.  Launch  Summary 


1995 

1996 

Cape 

Cape 

Vandenberg 

Canaveral 

Vandenberg 

Canaveral 

Vehicle 

AFB 

AS 

AFB 

AS 

Atlas  1 1 

0 

10 

0 

6 

Delta  II 

1 

2 

2 

7 

Titan  IV 

1 

3 

2 

2 

Total 

6 

23 

8 

23 

AFB  =  Air  Force  Base 

AS  =  Air  Station 


Specific  data  describing  the  configurations  of  the  vehicles  launched  from 
Cape  Canaveral  AS  and  Vandenberg  AFB  during  1995  and  1996  are  provided 
in  Table  3.11-2. 

The  emissions  for  each  region  were  estimated  from  the  following  information: 

(1)  Total  flight-time  fraction  for  each  engine  in  each  layer 

(2)  The  total  propellant  mass  of  each  engine 

(3)  Each  pollutant's  far-field  mass  fraction  of  the  nozzle  exit  mass 
flow. 

The  total  propellant  mass  emitted  into  each  layer  is  estimated  from  the  first 
two  items  described  above.  The  amount  of  a  specific  chemical  was 
estimated  using  the  far  field  mass  fraction.  After-burning  occurs  in  the 
troposphere,  so  in  the  tropospheric  layers,  CO  was  entirely  converted  to  CO2, 
and  significant  amounts  of  NOx  were  generated.  The  HCI/CI  ratio  is  altered 
by  after-burning;  the  emissions  were  estimated  as  Clx  for  the  sum  of  the  two 
chemicals.  Both  compounds  are  toxic  and  are  treated  cumulatively  in  this 
analysis.  All  aluminum  compounds  emitted  from  SRMs  were  treated  as  PM10. 
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Table  3.11-2.  Summary  of  Atlas  II,  Delta  II,  and  Titan  IV  Configurations  Launched  During 

1995  and  1996  _ 


Atlas  HA 

Atlas  HAS 

Delta  II  7925 

Titan  IVA 

Titan  IVB 

Core  motor 
fuel  type 

LO2/RP-I 

LO2/RP-I 

LO2/RP-I 

N2O4/A-5O 

N2O4/A-5O 

Core  motor 
fuel  mass 

348.4K  lbs 

348.4K  lbs 

212.6K  lbs 

335. 5K  lbs 

338.4K  lbs 

Burn 

Duration 

172  s 

172  s 

265  s 

190  s 

190  s 

SRM  Strap-on 
type 

NA 

Castor  IVA 

GEM 

SRM 

SRMU 

Number  of 
Strap-ons 

NA 

4 

9 

2 

2 

Fuel  mass/ 
engine 

NA 

22.3K  lbs 

25.8K  lbs 

600K  lbs 

680K  lbs 

Burn 

duration 

NA 

56.2  s  for 
each  firing 

63.0  s  for  each 
firing 

122  s 

137  s 

Stage  1 
fuel  type 

Same  as 
core  motor 

Same  as  core 
motor 

LO2/RP-I 

N2O4/A-5O 

N2O4/A-5O 

Stage  1 
fuel  mass 

Included  in 
core  motor 

Included  in 
core  motor 

13.3K  lbs 

77. 2K  lbs 

77.2k  lbs 

Burn 

duration 

283  s 

283  s 

265  s 

223  s 

223  s 

Stage  2 
fuel  type 

LO2/LH2 
(Centaur  II) 

LO2/LH2 
(Centaur  11) 

A-5O/N2O4 

LO2/LH2 
(Centaur  11) 

LO2/LH2 
(Centaur  11) 

Stage  2 
fuel  mass 

37. 5K  lbs 

37. 5K  lbs 

13.2K  lbs 

75. 4K  lbs 

75.4K  lbs 

Burn 

duration 

600  s 

600  s 

440  s 

600  s 

600  s 

A-50 

Castor  IVA 
GEM 
HTPB 
K 

lbs 

LH2 

L02 

NA 

N2O4 

RP-1 

s 

SRM 

SRMU 


Aerozine-50 

older  solid  rocket  motor  (Thiokol) 
graphite-epoxy  motor 
hydroxyl-terminated  polybutadiene 
1,000 
pounds 

liquid  hydrogen 

liquid  oxygen 

not  applicable 

nitrogen  tetroxide 

kerosene  fuel  (rocket  propellant-1) 

seconds 

solid  rocket  motor 
solid  rocket  motor  upgrade 


The  total  flight-time  fraction  is  a  function  of  the  flight  trajectory,  which  varies 
with  respect  to  the  mission  specifics  such  as  payload,  desired  orbit  (height, 
eccentricity),  and  engine  configuration.  Although  there  can  be  some  initial 
flight  trajectory  variation,  the  range  of  trajectories  is  somewhat  limited.  As  a 
result,  two  trajectories  representing  the  envelope  of  vehicle  trajectories  were 
used  to  estimate  the  flight-time  fractions  for  each  vehicle  given  its  elapsed 
design  burn  time.  The  elapsed  times  at  the  top  of  each  atmospheric  layer  are 
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summarized  in  Table  3.1 1-3.  For  analysis  purposes,  it  was  assumed  that 
50  percent  of  launches  would  utilize  a  GTO  trajectory,  and  50  percent  would 
utilize  a  LEO  trajectory. 


Table  3.11-3.  Flight  Trajectories  Used  to  Estimate  the  Fraction  of  Engine  Burn 

Time  in  Each  Layer 

Layer 

Layer  top 

Trajectory  1  (GTO) 

Trajectory  2  (LEO) 

Designation 

elevation  (feet) 

(seconds) 

(seconds) 

Lower  atnnosphere 

3,000 

29 

19 

Lower  troposphere 

10,000 

50 

33 

Upper  troposphere 

49,000 

95 

72 

Stratosphere 

164,000 

173 

155 

GTO  =  Geosynchronous  Transfer  Orbit 

LEO  =  Low  Earth  Orbit 

The  fraction  of  the  propellant  burned  in  the  3,000  to  10,000-foot  layer  is 
estimated  using  the  engine  burn  duration  and  the  trajectory  residence  time  in 
the  lower  troposphere.  The  height-dependent  mass  fractions  of  the  pollutant 
emissions  resulting  from  each  pound  of  propellant  burned  are  obtained  from 
predictions  made  using  the  after-burning  flow  field  model  (SPF-3).  These 
fractions  are  used  with  the  amount  of  propellant  burned  in  each  atmospheric 
layer  to  estimate  the  emissions  of  pollutants  into  the  tropospheric  layers. 
Table  3.1 1-4  summarizes  the  annual  emissions  of  pollutants  for  launches 
from  Cape  Canaveral  AS  and  Vandenberg  AFB  for  1995  and  1996.  During 
after-burning,  the  majority  of  NOx  and  CO2  production  occurs  in  the 
troposphere,  whereas  CO  emissions  are  notable  only  in  the  stratosphere  (see 
Section  3.1 1 .2).  Table  3.1 1-4  indicates  that  there  are  large  differences  in 
emission  estimates  at  Vandenberg  AFB  between  1995  and  1996  (due  to  the 
different  number  of  launches  and  vehicle  type).  Both  years  are  presented  for 
comparison;  1995  is  used  as  the  baseline  year  for  consistency  with  the 
lower-atmosphere  air  quality  discussion  (see  Section  3.10). 

3.11.2  Stratosphere 

Rocket  launches  can  affect  the  atmosphere  both  in  an  immediate,  episodic 
manner,  and  in  a  long-term,  cumulative  manner.  The  stratosphere  is  affected 
immediately  after  launch  along  the  flight  trajectory.  Emissions  from  some 
types  of  launch  vehicles  significantly  perturb  the  atmosphere  along  the  launch 
trajectory  at  a  range  of  a  kilometer  or  less  from  the  rocket  passage.  Ozone  is 
temporarily  reduced,  an  aerosol  plume  may  be  produced,  and  combustion 
products  such  as  NOx,  chlorinated  compounds,  and  reactive  radicals  can 
temporarily  change  the  normal  chemistry  along  the  vehicle  path. 

The  stratosphere  exchanges  mass  with  the  troposphere  beneath  it  at  a 
relatively  low  rate.  With  no  rain-out  or  other  removal  mechanisms,  the  rocket 
combustion  products  can  build  up  in  the  stratosphere  over  time  if  there  is  a 
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sufficient  launch  rate.  When  deposited  into  the  stratosphere,  ideally  sized 
particulates  {0.15  to  0.4  microns  in  size)  such  as  alumina  aerosols  can  persist 
for  months  and  circle  the  globe.  Aerosols  that  exist  in  the  stratosphere  can 
assist  in  catalyzing  the  destruction  of  ozone. 

Gaseous  chlorine  compounds  can  also  be  sequestered  in  the  stratosphere  in  a 
form  that  at  some  later  date  can  be  converted  and  contribute  to  ozone 
destruction  anywhere  over  the  globe. 

The  ROI  for  stratospheric  effects  is  essentially  the  same,  regardless  of  which 
launch  vehicle  is  being  used. 

The  lower  boundary  of  the  stratosphere  lies  between  altitudes  of  32,800  and 
49,000  feet  above  the  Earth's  surface  (with  an  atmospheric  pressure  In  the 
range  of  100  to  200  millibars  [mb])  at  a  temperature  inversion  known  as  the 
tropopause.  The  stratosphere  extends  up  to  nearly  164,000  feet  (with  an 
atmospheric  pressure  of  about  1  mb).  Although  containing  less  than 
20  percent  of  the  atmosphere's  mass,  and  despite  having  relatively  little 
direct  impact  on  weather  at  the  surface,  the  composition  of  the  stratosphere 
can  strongly  influence  the  attenuation  of  solar  radiation  reaching  the  Earth's 
surface.  Perturbations  in  the  trace  gas  composition  of  the  stratosphere  by 
high-flying  aircraft  and  rockets  can  potentially  affect  how  the  stratosphere 
absorbs  and  scatters  the  sun's  radiation  incident  at  its  top.  The  environment 
at  the  Earth's  surface  can  be  affected  by  either  changes  in  UV  radiation  or  by 
changes  in  the  balance  of  outgoing  and  incoming  long-  and  short-wave  solar 
radiation,  which  maintains  the  Earth's  present  climate.  The  stratospheric 
ozone  burden  is  of  key  importance  because  it  has  a  major  influence  on  the 
surface  UV  flux  and  is  a  significant  contributor  to  the  global  climatic  heat 
budget.  Nearly  as  important  as  ozone  is  the  stratosphere's  aerosol  burden, 
which  also  determines  the  degree  of  solar  attenuation.  Because  it  contains 
halogens  (chlorine,  bromine),  the  aerosol  can  also  perturb  the  stratosphere's 
ozone  mass  budget.  Other  trace  gases  such  as  water  vapor  and  CO2  are 
greenhouse  gases,  which  absorb  solar  radiation. 

The  Chemistry  of  the  Stratosphere.  The  concentration  profile  of  ozone  varies 
with  latitude.  Most  ozone  is  photochemically  produced  in  the  equatorial 
atmosphere  and  is  transported  polewards  and  downwards  with  time 
(Andrews  et  al.,  1987).  At  30°  N  latitude,  which  corresponds  approximately 
to  the  latitude  of  the  two  launch  facilities,  the  annual  ozone  peak 
concentrations  occur  at  an  altitude  of  approximately  70,000  feet.  Ozone 
concentration  varies  seasonally,  so  that  at  30°  N  latitude,  the  seasonal 
change  in  columnar  ozone  is  on  the  order  of  1 0-20  out  of  an  average  of 
290  dobson  units  (World  Meteorological  Organization,  1989). 

Considerable  monitoring  has  found  evidence  of  significant  ozone  decreases  in 
both  the  Arctic  and  Antarctic  polar  regions  (World  Meteorological 
Organization,  1989).  The  most  pronounced  reductions,  the  so-called  ozone 
"hole",  occur  during  the  spring  near  Antarctica.  The  cause  is  now  known  to 
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be  due  chiefly  to  the  appearance  of  at  least  one  type  of  polar  stratospheric 
cloud  (PSC).  PSCs  form  when  the  ambient  air  is  sufficiently  cold,  sufficient 
water  vapor  is  present,  and  when  there  is  a  sufficient  lack  of  polewards 
mixing  of  warmer  and  drier  air.  A  PSC  acts  to  destroy  ozone  by  freeing 
chlorine  bound  up  in  the  chloro-nitrate  pool  via  direct  activation  on  frozen  or 
super-cooled  liquid  surfaces  within  the  cloud.  The  important  reaction  is: 
CIONO2  +  HCI  ->  2CI  +  HNO3,  through  which  the  free  chlorine  and  bromine 
rapidly  destroy  ozone  in  a  catalytic  cycle  before  being  bound  up  again. 

Injections  of  water  and  sulfur  compounds  can  play  a  role  in  perturbing  lower 
stratospheric  ozone  in  the  tropics  and  mid-latitudes  without  requiring 
extremely  low  temperatures  for  PSC  formation.  Water  vapor,  which  can 
form  PSCs,  can  also  be  injected  into  the  lower  stratosphere  through  the 
agency  of  intense  cumulonimbus  cloud  systems.  A  single  cloud  can 
temporarily  inject  up  to  1 00  metric  tons  of  water  or  ice  hydrometeors 
immediately  above  the  tropopause  (Cotton  and  Anthes,  1989).  Much  of  the 
water  and  ice  immediately  precipitates  out;  however,  some  of  the  very 
smallest  particles  with  very  low  fall  velocities  (e.g.,  submicron  range)  can 
persist  for  weeks. 

Stratospheric  aerosols  can  also  originate  from  a  number  of  terrestrial  sources 
such  as  the  sulfate  produced  by  the  oxidation  of  carbonyl  sulfide  diffusing  up 
from  the  troposphere  (Warneck,  1988).  Volcanoes  also  directly  inject 
aerosols  and  SO2,  which  oxidizes  to  form  a  sulfate  aerosol.  Although  the 
surface  reactivity  of  such  stratospheric  aerosols  may  be  relatively  inefficient 
in  catalyzing  ozone  destruction,  the  large  mass  injections  by  volcanic 
eruptions,  such  as  El  Chicbn,  can  produce  substantial  temporary  reductions  in 
columnar  ozone  over  the  entire  northern  hemisphere  (World  Meteorological 
Organization,  1989). 

Nitrogen  and  N2O  can  also  perturb  stratospheric  ozone  through  several 
processes.  N2O  is  released  naturally  from  bacterial  processes  in  the  soil. 
Overfertilization  can  greatly  increase  the  emission  rate.  N2O  is  also  released 
from  the  oceans,  which  may  be  its  primary  source  (Warneck,  1988).  N2O  is 
relatively  inert  with  a  chemical  lifetime  in  the  troposphere  measurable  in 
years.  As  it  is  slowly  mixed  into  the  stratosphere,  it  is  photolyzed  to  produce 
excited  atomic  oxygen  which,  in  turn,  produces  nitric  oxide.  NO  reacts 
rapidly  with  ozone  and  is  a  net  catalytic  destroyer  of  ozone  in  a  pure  oxygen 
atmosphere.  NOx  is  also  introduced  directly  into  the  stratosphere  via  direct 
injection  by  high-flying  aircraft  and  rockets. 

The  impact  of  space  shuttle  launches  on  the  stratosphere  has  been  studied 
(Jackman  et  al.,  1996).  In  the  Jackman  study,  a  total  of  nine  space  shuttle 
and  three  Titan  IVB  launches  were  assumed  per  year.  Chlorine  emissions 
were  assumed  to  be  in  the  form  of  HCI.  Such  a  fleet  of  launches  would 
result  in  emissions  of  725  tons  of  chlorine  per  year.  This  amount  is  equal  to 
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only  0.25  percent  of  the  300,000  tons  of  chlorine  per  year  released  from  the 
breakdown  of  industrial  halocarbons. 

The  resulting  peak  launch  impacts  on  ozone  concentrations  are  on  the  order 
of  0.1  to  0.2  percent  (roughly  1  part  in  a  thousand)  of  the  average 
concentrations  and  occur  between  131,240  and  164,000  feet  at  nearly  the 
same  latitude  as  launch.  This  peak  impact  region  is  well  above  the  region  of 
maximum  ozone  concentration,  so  the  impact  of  columnar  ozone  will  be 
considerably  smaller.  The  Jackman  study  indicates  a  worst-case  impact  of 
total  (columnar  integrated)  ozone  reductions  of  0.014  percent. 

The  stratospheric  chemistry  of  alumina  surfaces  under  stratospheric 
conditions  has  also  been  studied  (Meads  et  al.,  1994).  The  results  of  this 
study  indicated  that  the  reaction  probabilities  for  critical  chlorine  reactions  are 
typically  an  order  of  magnitude  less  than  those  for  ice  and  water-rich  nitrate 
aerosols.  However,  the  alumina  surfaces  are  considerably  more  reactive  than 
the  sulfuric  acid  aerosols  found  In  the  lower  stratosphere  in  mid-latitudes.  As 
a  result,  for  regions  where  PSCs  and  water  or  ice  aerosols  are  rare,  such  as 
in  the  tropical  and  mid-latitudes,  the  alumina  aerosol  surfaces  may  play  an 
important  role  in  expediting  ozone  destruction  by  halogen  species  if  a 
sufficient  atmospheric  loading  occurs.  However,  compared  with  the  sulfate 
aerosol  loading,  the  alumina  loading  from  rocket  launches  is  less  than 
1  percent  of  the  sulfate  aerosol  even  when  there  have  not  been  any  recent 
volcanic  eruptions.  Significant  depletion  due  to  alumina  aerosol  would  be 
expected  to  be  relatively  local  and  transient  given  the  rapid  horizontal  rate  of 
dispersion  of  the  rocket  plume  after  launch  (Belting,  1997). 

In  the  unperturbed  stratosphere,  ozone  is  continuously  being  formed  and 
destroyed.  The  destruction  occurs  by  reactions  with  atomic  oxygen  (O),  NO, 
hydroxyl,  and  CIO.  Warneck  (1988)  indicates  that  31  to  34  percent  of  ozone 
in  the  stratosphere  is  destroyed  by  NO,  20  to  26  percent  by  O,  21  to 
29  percent  by  hydroxyl,  and  18  to  20  percent  by  CIO.  The  normal  cycling  of 
water  vapor  per  year  through  the  stratosphere  is  approximately  350  million 
tons.  Over  1  million  tons  of  NO  (as  nitrous  oxide  [N2O])  enter  the 
stratosphere  per  year.  Approximately  100,000  tons  of  natural  chlorine  (as 
methyl  chloride)  enter  the  stratosphere  per  year.  These  annual  natural  trace 
gas  sources  are  orders  of  magnitude  larger  than  the  launch  emissions 
resulting  from  present  rocket  use. 

Stratospheric  Impacts  by  Rocket  Emissions.  As  discussed  for  the 
troposphere,  annual  stratosphere  baseline  emissions  estimates  from  Cape 
Canaveral  AS  and  Vandenberg  AFB  have  been  developed  for  1995  and  1996, 
based  on  the  data  presented  in  Tables  3.1 1-1  and  3.1 1-2. 

The  emissions  for  each  region  were  estimated  using  the  same  criteria  as 
described  for  the  troposphere  emissions.  After  release,  HCI  in  the 
stratosphere  suffers  two  fates;  it  either  precipitates  out  of  the  stratosphere 
as  aerosol,  or  a  small  portion  is  repartitioned  to  free  chlorine. 
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The  estimated  annual  emissions  of  stratospheric-perturbing  substances 
(SPSs)  are  presented  in  Table  3.1 1-5.  Chlorine  is  the  primary  chemical  of 
concern  for  ozone  depletion.  Over  the  2-year  period.  Atlas  HAS  launches 
contributed  4.4  percent  of  the  chlorine  emissions;  23.2  percent  were  due  to 
the  Delta  II  6825;  and  72.4  percent  were  due  to  the  Titan  IV  SRM.  Almost 
all  after-burning  conversion  of  rocket  exhaust  products  occurs  in  the 
troposphere.  As  a  result,  very  little  NO  production  occurs  in  the 
stratosphere,  and  CO  emitted  by  combustion  is  no  longer  converted  to  CO2  in 
the  stratosphere. 


Table  3.11-5.  Stratosphere  Emissions  from  Launch  Operations  at 
Vandenberg  AFB  and  Cape  Canaveral  AS._1j95^nd_1996_(tons/ygar^ 


VAFB  Emissions 

CCAS  Emissions 

Pollutant 

1995 

1996 

1995 

1996 

PM 

150 

300 

472 

356 

NOx 

0.6 

1.2 

1.8 

1.2 

CO 

152 

304 

900 

698 

Clx 

75 

150 

236 

179 

CCAS  = 

Cape  Canaveral  Air  Station 

PM 

particulate  matter 

Clx 

chlorine  compounds 

VAFB  = 

Vandenberg  Air  Force  Base 

CO 

carbon  monoxide 

NOx  = 

nitrogen  oxides 

3.12  NOISE 


Noise  is  usually  defined  as  unwanted  sound.  It  may  be  undesirable  because 
it  interferes  with  speech  communication  and  hearing,  is  intense  enough  to 
damage  hearing,  or  is  simply  annoying.  High-amplitude  noise  can  be 
unwanted  because  of  potential  structural  damage.  Noise  is  usually  thought 
of  as  coming  from  man-made  activities,  but  some  natural  sounds  (e.g.,  from 
insects,  animals,  wind,  waves)  are  considered  to  be  noise. 


The  characteristics  of  sound  include  parameters  such  as  amplitude, 
frequency,  and  duration.  Sound  can  vary  over  an  extremely  large  range  of 
amplitudes.  The  decibel  (dB),  a  logarithmic  unit  that  accounts  for  the  large 
variations  in  amplitude,  is  the  accepted  standard  unit  for  the  measurement  of 
sound. 


Different  sounds  may  have  different  frequency  content.  When  measuring 
sound  to  determine  its  effects  on  a  human  population,  it  is  common  to  adjust 
the  frequency  content  to  correspond  to  the  frequency  sensitivity  of  the 
human  ear.  This  adjustment  is  called  A-weighting  (American  National 
Standards  Institute,  1988).  Sound  levels  that  have  been  so  adjusted  are 
referred  to  as  A-weighted  sound  pressure  level  (AWSPL).  The  unit  is  still  dB, 
but  the  unit  is  sometimes  written  dBA  or  dB(A)  for  emphasis.  Figure  3.12-1 
summarizes  typical  A-weighted  sound  levels. 
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COMMON 

SOUNDS 


SOUND  LEVEL 
dB 


LOUDNESS 
-Compared  to  70  dB- 


Oxygen  Torch 

Discotheque 
Textile  Mill 


Garbage  Disposal 
Heavy  Truck  at  50  Feet 
Vacuum  Cleaner  at  10  Feet 
Automobile  at  100  Feet 
Air  Conditioner  at  100  Feet 

Quiet  Urban  Daytime 

Quiet  Urban  Nighttime 

Bedroom  at  Night 

Recording  Studio 
Threshold  of  Hearing 


t 

UNCOMFORTABLE 

I 

t 

VERY  LOUD 

I 


1 

QUIET 


JUST 


AUDIBLE 


32  Times  as  Loud 


16  Times  as  Loud 


4  Times  as  Loud 


1/4  as  Loud 


1/16  as  Loud 


A-Weighted  Sound 
Levels  of  Common 
Sounds 


Source:  Handbook  of  Noise  Control,  C.M.  Harris,  Editor,  McGraw-Hill  Book  Co.,  1979 
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Figure  3.12-1 


If  structural  damage  is  a  concern,  then  the  overall  sound  pressure  level 
(OSPL)  is  used.  This  quantity  has  no  frequency  weighting  and  therefore 
includes  low  frequencies  that  are  not  audible  but  can  affect  structures. 

Noise  levels  usually  change  with  time.  A  number  of  descriptors  have  been 
developed  that  account  for  this  and  provide  a  cumulative  measure  of  noise 
exposure  {Appendix  F).  The  most  widely  used  cumulative  measure  is  the 
day-night  average  sound  level  (Ldn  or  DNL),  a  day-long  average  of  the 
AWSPL,  with  a  10-dB  penalty  applied  at  night,  from  10  pm  to  7  am.  The 
state  of  California  uses  the  Community  Noise  Equivalent  Level  (CNEL),  which 
is  similar  to  Ldn  except  that  a  penalty  of  5  dB  is  also  applied  to  noise  in  the 
evening,  from  7  pm  to  10  pm. 

A  quantity  falling  between  single-event  measures  like  AWSPL  and  cumulative 
measures  like  Ldn  is  the  sound  exposure  level  (SEL),  a  measure  of  the  total 
sound  from  a  single  event  combining  the  level  of  the  sound  with  its  duration. 
The  formal  definition  of  SEL  is  presented  in  Appendix  F.  For  a  sound  with  an 
effective  duration  of  one  second,  SEL  is  equal  to  AWSPL.  For  sounds  with 
longer  effective  duration,  SEL  is  larger  than  AWSPL  and  thus  reflects  the 
greater  intrusion  of  the  longer  sound. 

The  cumulative  quantities  Ldn  and  CNEL  are  based  on  sounds  that  occur  on  a 
regular  basis,  at  least  every  day,  and  usually  many  times  per  day.  An 
important  part  of  the  noise  environment  at  both  Cape  Canaveral  AS  and 
Vandenberg  AFB  includes  launches  of  existing  launch  vehicles.  These  events 
are  relatively  infrequent,  at  rates  well  below  those  needed  for  Ldn  or  CNEL  to 
be  meaningful.  Emphasis  in  this  EIS  is  therefore  placed  on  single-event  noise 
levels:  AWSPL,  OSPL,  and  SEL. 

Three  distinct  noise  events  are  associated  with  launch  and  ascent  of  a  launch 
vehicle:  on-pad  rocket  noise.  In-flight  rocket  noise,  and  sonic  boom.  It  is 
common  to  depict  noise  over  an  area  by  means  of  noise  contours. 

On-Pad  Rocket  Noise.  On-pad  rocket  noise  occurs  when  engines  are  firing 
but  the  vehicle  is  still  on  the  pad.  The  rocket  exhaust  is  usually  turned 
horizontally  by  deflectors  or  an  exhaust  tunnel.  Noise  is  highly  directional, 
with  maximum  levels  in  lobes  that  are  at  about  45  degrees  from  the  main 
direction  of  the  deflected  exhaust.  Noise  levels  at  the  vehicle  and  within  the 
launch  complex  are  high.  Because  the  sound  source  is  at  or  near  ground 
level,  propagation  from  the  rocket  to  off-site  locations  grazes  along  the 
ground  and  tends  to  experience  significant  attenuation  over  distance.  On-pad 
noise  levels  are  typically  much  lower  than  in-flight  noise  levels  because  sound 
propagates  in  close  proximity  to  the  ground  and  undergoes  significant 
attenuation  when  the  vehicle  is  on  or  near  the  pad. 

In-Flight  Rocket  Noise.  In-flight  rocket  noise  occurs  when  the  vehicle  is  in 
the  air,  clear  of  the  launch  pad,  and  the  engine  exhaust  plume  is  in  line  with 
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the  vehicle.  In  the  early  part  of  the  flight,  when  the  vehicle's  motion  is 
primarily  vertical,  noise  contours  are  circular.  The  sound  source  is  also  well 
above  the  ground  and  therefore  experiences  less  attenuation  as  it  propagates 
to  large  distances.  The  shapes  of  the  contours  for  launch  vehicle  ascent  are 
approximately  circular,  particularly  for  the  higher  levels  near  the  center.  The 
outer  contours  tend  to  be  somewhat  distorted.  They  can  be  stretched  out  in 
the  launch  direction  or  broadened  across  the  launch  direction,  depending  on 
specific  details  of  the  launch.  Because  the  contours  are  approximately 
circular,  it  is  often  adequate  to  summarize  noise  by  giving  the  sound  levels  at 
a  few  distances  from  the  launch  site.  On-pad  noise  contours  are  much 
smaller  than  in-flight  contours.  Because  in-flight  noise  is  greater  than  on-pad 
noise,  analysis  in  this  study  has  concentrated  on  in-flight  noise. 

The  major  source  of  rocket  noise  is  from  mixing  of  the  exhaust  flow  with  the 
atmosphere,  combustion  noise  in  the  combustion  chamber,  shock  waves  and 
turbulence  in  the  exhaust  flow,  and  occasional  combustion  noise  from  the 
post-burning  of  fuel-rich  combustion  products  in  the  atmosphere.  The 
emitted  acoustic  power  from  a  rocket  engine  and  the  frequency  spectrum  of 
the  noise  can  be  calculated  from  the  number  of  engines,  their  size  and  thrust, 
and  their  flow  characteristics.  Normally,  the  largest  portion  of  the  total 
acoustic  energy  is  contained  in  the  low-frequency  end  of  the  spectrum 
{1  hertz  [Hz]  to  100  Hz).  Noise  measurements  conducted  during  a  Titan  HID 
launch  indicated  that  the  maximum  sound  pressure  levels  occurred  at  around 
20  to  50  Hz  (U.S.  Air  Force,  1991). 

To  evaluate  the  potential  noise  impact  associated  with  launch  and  ascent,  it 
is  necessary  to  consider  not  only  the  overall  sound  level  but  the  frequency 
spectrum  and  the  duration  of  exposure.  High  noise  levels  can  cause 
annoyance  and  hearing  damage.  OSHA  has  established  noise  limits  to 
protect  workers  at  their  work  places.  According  to  these  standards,  no 
worker  shall  be  exposed  to  noise  levels  higher  than  115  dBA.  The  exposure 
level  of  1 1 5  dBA  is  limited  to  1 5  minutes  or  less  during  an  8-hour  work  shift 
(U.S.  Air  Force,  1992).  The  OSHA  standards  are  the  maximum  allowable 
noise  levels  for  the  personnel  in  the  vicinity  of  the  launch  pad.  Off  the  base, 
concerns  for  noise  are  community  annoyance,  damage  to  fragile  structures, 
and  adverse  effects  on  animals. 

Sonic  Boom.  Another  noise  characteristic  of  launch  vehicles  is  that  they 
reach  supersonic  (faster  than  the  speed  of  sound)  speeds  and  will  generate 
sonic  booms.  A  sonic  boom,  the  shock  wave  resulting  from  the  displacement 
of  air  in  supersonic  flight,  differs  from  other  sounds  in  that  it  is  impulsive  and 
very  brief  (less  than  1  second  for  aircraft;  up  to  several  seconds  for  launch 
vehicles).  Sonic  booms  are  generally  described  by  their  peak  overpressure  in 
pounds  per  square  foot  (psf). 
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Figure  3.12-2  shows  nominal  noise  contours  for  the  sonic  boom  from  a 
launch  vehicle.  The  contour  values  represent  psf,  the  unit  used  for  sonic 
boom  overpressures.  The  launch  site  is  noted  on  the  figure,  and  the  launch 
direction  is  to  the  right.  Regions  within  each  contour  experience 
overpressures  equal  to  or  greater  than  that  denoted  for  the  contour.  The 
contours  denote  the  peak  pressure  that  occurs  at  each  point  over  the  course 
of  the  launch  and  do  not  represent  noise  at  any  one  time.  The  sonic  boom 
event  at  each  position  is  brief,  as  noted  in  the  preceding  paragraph. 

Because  a  sonic  boom  is  not  generated  until  the  vehicle  reaches  supersonic 
speeds,  some  time  after  launch,  the  launch  site  itself  does  not  experience  a 
sonic  boom.  The  crescent  shape  of  the  contours  reflects  this  "after  launch" 
nature  of  sonic  boom.  The  entire  boom  footprint  is  downtrack,  and  the 
portions  of  the  footprint  to  the  side  of  the  trajectory  (up  and  down  in  the 
figure)  represent  the  overpressures  caused  as  the  shock  wave  expands 
radially  from  the  line  of  travel  of  the  launch  vehicle.  There  is  actually  no 
boom  to  the  left  of  the  contours  shown,  and  the  boom  diminishes  rapidly 
farther  downtrack,  to  the  right  of  the  contours. 

The  0.5-psf  contour  shown  in  Figure  3.12-2,  although  not  to  scale,  has  a 
shape  similar  to  an  actual  low-overpressure  sonic  boom  contour.  The  two 
higher  contours,  2.0  and  5.0  psf,  have  been  considerably  distorted  from 
typical  actual  contours  for  illustrative  purposes.  The  crescent  shape  is 
correct,  and  the  width  across  the  trajectory  (l.e.,  vertical  height  on  the  figure) 
relative  to  that  of  the  0.5-psf  contour  is  approximately  correct.  However, 
their  width  and  position  in  the  direction  along  the  trajectory  are  greatly 
exaggerated  for  illustrative  purposes.  Typically,  the  left  edge  of  these  higher 
overpressures  would  be  very  close  to  the  left  edge  of  the  0.5-psf  contour  and 
would  not  appear  as  a  distinct  line  when  plotted  to  any  reasonable  scale. 

The  right  edge  of  these  contours  would  also  be  much  closer  to  the  left  than 
shown  and  would  often  not  appear  as  distinct  lines.  The  concentration  of 
these  contours  is  due  to  focusing  of  the  boom  as  the  vehicle  accelerates. 

The  focal  zone  "super  boom"  region  is  within  the  5.0-psf  contour  illustrated 
in  Figure  3.12-2  and  is  very  narrow  (typically  less  than  100  yards). 

It  is  common  to  calculate  sonic  boom  footprints  with  the  assumption  that  the 
ground  is  hard  and  does  not  significantly  attenuate  the  boom.  This  is  usually 
a  good  assumption  for  most  of  the  footprint.  However,  near  the  edges  of  the 
footprint,  the  boom  approaches  the  ground  at  a  shallow  angle  and  is 
attenuated  by  the  same  process  discussed  previously  for  on-pad  rocket  noise. 
This  is  typically  important  in  the  outermost  20  percent  of  the  width  of  the 
outermost  contour  (the  0.5-psf  contour  in  Figure  3.12-2).  The  attenuated 
sonic  boom  in  this  region  sounds  like  rumbling  or  distant  thunder,  rather  than 
the  distinct  double  bang  usually  associated  with  sonic  booms. 

Appendix  F  contains  more  detailed  descriptions  of  noise  and  sonic  boom. 
Effects  of  sonic  booms  on  wildlife  are  addressed  in  Section  4.14,  Biological 
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EXPLANATION  Nominal  Sonic  Boom 

psf  Pounds  per  square  foot  Contours  for  Ascent 

of  a  Launch  Vehicle 


Not  to  Scale 
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Figure  3.12-2 


Resources.  The  following  two  subsections  describe  the  environments  around 
each  EELV  launch  site  that  may  be  affected  by  noise. 

3.12.1  Cape  Canaveral  AS 

Ambient  Noise  Levels  Off  Station.  Most  of  the  region  surrounding  Cape 
Canaveral  AS  is  open  water,  with  the  Atlantic  Ocean  to  the  east  and  the 
Banana  River  to  the  west.  Immediately  north  of  Cape  Canaveral  AS  is  KSC; 
Port  Canaveral  is  to  the  south.  This  relative  isolation  of  the  station  reduces 
the  potential  for  noise  to  affect  adjacent  communities.  The  closest 
residential  areas  to  Cape  Canaveral  AS  are  to  the  south,  in  the  cities  of  Cape 
Canaveral  and  Cocoa  Beach.  Expected  sound  levels  in  these  areas  are 
normally  low,  with  higher  levels  occurring  in  industrial  areas  (Port  Canaveral) 
and  along  transportation  corridors.  Residential  areas  and  resorts  along  the 
beach  would  be  expected  to  have  low  overall  noise  levels,  normally  about 
45  to  55  dBA.  Infrequent  aircraft  flyovers  from  Patrick  AFB  and  rocket 
launches  from  Cape  Canaveral  AS  would  be  expected  to  Increase  noise  levels 
for  short  periods  of  time.  Noise  levels  at  KSC  probably  approximate  those  of 
any  urban  industrial  area,  reaching  levels  of  60  to  80  dBA.  The  launch  of 
space  vehicles  from  KSC  does  generate  intense,  but  relatively  short-duration, 
noise  levels  of  low  frequencies.  The  highest  recorded  levels  are  those 
associated  with  the  space  shuttle,  which  in  the  launch  vicinity  (i.e.,  on  the 
pad  and  its  supporting  facilities)  can  exceed  160  dBA.  Noise  levels  at  Port 
Canaveral  would  be  expected  to  be  typical  of  those  at  an  industrial  facility, 
reaching  levels  of  60  to  80  dBA. 

Noise  and  sonic  boom  patterns  are  oriented  according  to  the  launch  azimuth. 
Azimuth  is  defined  as  the  compass  direction  along  which  the  launch  vehicle's 
ground  track  lies  in  its  early  flight;  inclination  is  the  angle  between  the  orbital 
plane  of  a  space  object  and  the  plane  of  the  Earth's  equator.  Figure  3.12-3 
shows  the  range  of  potential  launch  azimuths  from  Cape  Canaveral  AS. 

Ambient  Noise  Levels  On  Station.  An  additional  source  of  noise  in  the  area  is 
the  Cape  Canaveral  AS  Skid  Strip.  Because  of  the  infrequent  use  of  the  skid 
strip,  noise  generally  does  not  affect  public  areas.  Other  less  frequent  but 
more  intense  sources  of  noise  in  the  region  are  space  launches  from  Cape 
Canaveral  AS.  Current  launches  include  Atlas,  Delta,  Titan,  and  Trident. 

Noise  from  a  Delta  II  launched  from  SLC-17  was  measured  during  a  July 
1992  launch  at  four  locations  (Mclnerny,  1993a).  Measurements  were  taken 
downrange  at  nominal  distances  of  1,500,  2,000,  and  3,000  feet  from  the 
launch  pad.  Table  3.12-1  shows  the  noise  levels  (OSPL,  AWSPL,  and 
A-weighted  SEL)  measured  during  the  launch  at  each  location,  and  pre-launch 
predicted  OSPL.  Because  launches  from  Cape  Canaveral  AS  would  occur 
intermittently,  the  resulting  noise  would  not  cause  an  increase  in  the 
equivalent  sound  pressure  level  (Leq)  (the  average  sound  level  over  a  period  of 
time)  in  nearby  areas. 
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EXPLANATION 

y\\\\\V  Range  of  potential  launch  azimuths 

Azimuth  -  The  compass  direction  along  which  the  launch 
vehicle's  ground  track  lies  in  its  early  flight 
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Launch  Azimuths, 

Cape  Canaveral  AS, 
Florida 

Figure  3.12-3 
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Table  3.12-1. 

Measured  Delta  II  Sound  Levels,  July  1 992 

Distance 

from 

Pad  (feet) 

Predicted 

Maximum 

OSPL 

Noise  Levels  (dB) 
Measured 
Maximum 

OSPL 

Measured 

Maximum 

AWSPL 

Measured 

A-weighted 

SEL 

1,500 

135.4 

130.6 

2,000 

132.9 

130.4 

3,000 

129.4 

125.8 

■BEHI 

AWSPL  =  A-weighted  sound  pressure  level 
dB  =  decibel 

OSPL  =  overall  sound  pressure  level 
SEL  =  sound  exposure  level  (A-welghted) 

Source:  Mclnerny,  1993a 


Following  lift-off,  launch  vehicles  gain  altitude,  pitch  over,  and  accelerate 
quickly.  When  flight  speed  exceeds  the  speed  of  sound,  shock  waves 
develop.  When  these  shock  waves  intersect  with  the  ground,  they  are  of 
environmental  concern  as  sonic  booms.  Sonic  booms  produced  during 
vehicle  ascent  occur  over  the  Atlantic  Ocean  and  are  directed  in  front  of  the 
vehicle. 

Peak  overpressures  from  large  vehicles  such  as  the  Titan  IVB  approach 
10  psf  in  focal  zones  (Downing,  1996).  Sonic  booms  generated  from 
launches  at  Cape  Canaveral  AS  do  not  impact  developed  areas  (45  Space 
Wing,  1996b). 

Concept  A  ROI.  The  ROI  for  Concept  A  includes  on-  and  off-station  areas 
described  above.  Noise  levels  at  SLC-41  would  be  similar  to  those  in  an 
urbanized  industrial  area  when  operations  are  taking  place,  averaging  about 
50  to  60  dBA,  due  to  ongoing  activities.  Nighttime  noise  levels  occurring 
when  the  facility  is  not  in  use  would  be  lower  due  to  limited  activity  and 
would  be  similar  to  those  expected  to  be  found  in  rural  areas.  Noise  levels  at 
this  site  increase  with  the  launch  of  the  Titan  IVB  from  this  complex. 
Expected  noise  levels  from  the  Titan  IVB  would  be  similar  to  those  launched 
from  Vandenberg  AFB  (see  Section  3.12.2). 

Concept  B  ROI.  The  ROI  for  Concept  B  includes  the  on-  and  off-station  areas 
described  above.  Because  SLC-37  is  not  in  use,  expected  noise  levels  would 
be  typical  of  those  in  a  rural  environment,  averaging  40  to  45  dBA.  Noise 
levels  would  be  expected  to  increase  due  to  periodic  traffic,  use  of  nearby 
buildings,  and  the  infrequent  event  of  a  launch  from  another  launch  complex. 

Concept  A/B  ROI.  The  ROI  for  Concept  A/B  includes  the  off-  and  on-station 
areas  for  Concepts  A  and  B  described  previously. 
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3.12.2  Vandenberg  AFB 


Ambient  Noise  Levels  Off  Base.  The  area  immediately  surrounding 
Vandenberg  AFB  is  mainly  undeveloped  and  rural,  as  discussed  in 
Section  3. 3. 2.1,  Regional  Land  Use,  with  some  unincorporated  residential 
areas  within  the  Lompoc  and  Santa  Maria  valleys.  The  two  urban  areas  in 
the  region  are  the  cities  of  Lompoc  and  Santa  Maria,  which  support  a  few 
localized  industrial  areas.  Sound  levels  measured  for  most  of  the  region  are 
normally  low,  with  higher  levels  appearing  in  industrial  areas  and  along 
transportation  corridors.  Rural  areas  in  the  Lompoc  and  Santa  Maria  valleys 
would  be  expected  to  have  low  overall  CNEL  levels,  normally  about  40  to 
45  dBA.  Infrequent  aircraft  flyovers  and  rocket  launches  from  Vandenberg 
AFB  would  be  expected  to  increase  noise  levels  for  short  periods  of  time 
(City  of  Lompoc,  1996). 

Urban  areas  are  primarily  affected  by  noise  from  automobiles,  trucks,  trains, 
and  aircraft.  CNEL  contours  have  been  measured  based  on  typical  sound 
levels  in  the  Lompoc  area.  These  contours  show  the  highest  CNEL  levels 
(greater  than  65  dBA)  appearing  around  the  Southern  Pacific  Railroad  and 
major  roadways,  with  lower  CNEL  levels  (50  to  65  dBA)  farther  from  main 
transportation  corridors.  Sound  levels  In  Santa  Maria  are  expected  to  be 
similar  to  those  in  Lompoc  (City  of  Lompoc,  1996).  Areas  of  higher  localized 
noise  levels  would  occur  around  stationary  industrial  sources.  Presently,  few 
of  these  stationary  sources  exist  in  the  Lompoc  and  Santa  Maria  areas; 
consequently,  overall  sound  levels  are  relatively  low  (U.S.  Air  Force,  1989a). 

Ambient  Noise  Levels  On  Base.  An  additional  source  of  noise  in  the  area  is 
the  Vandenberg  AFB  Airfield,  which  follows  state  regulations  concerning 
noise  and  maintains  a  CNEL  equivalent  to  65  dBA  or  lower  for  off-base  areas. 
Two  types  of  operations  take  place  at  this  airfield:  regular  takeoffs  and 
landings  and  touch-and-go  maneuvers.  Touch-and-go  maneuvers  are  used  for 
training  purposes  and  create  noise  levels  similar  to  regular  aircraft  takeoffs 
and  landings  (City  of  Lompoc,  1996). 

Other  less  frequent,  but  more  intense,  sources  of  noise  In  the  region  are 
rocket  launches  from  Vandenberg  AFB.  Current  Minuteman  and  Delta  II 
launch  activities  are  from  North  Vandenberg  AFB,  and  Titan  IV  and  Atlas  II 
launches  are  from  South  Vandenberg  AFB. 

Noise  and  sonic  boom  patterns  are  oriented  according  to  the  launch  azimuth. 
Figure  3.12-4  shows  the  range  of  potential  launch  azimuths  from  Vandenberg 
AFB. 

Noise  levels  in  Lompoc  and  Santa  Maria  from  Minutemen  rocket  launches 
would  be  expected  to  be  a  maximum  of  49  dBA  and  74  dBA,  respectively 
(U.S.  Air  Force,  1987c).  Noise  from  a  Titan  IV  launched  from  SLC-4  in 
August  1993  (Do,  1994)  was  measured  at  six  locations.  The  Titan  IV  is  the 
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EXPLANATION 


Range  of  potential  launch  azimuths 


Azimuth  -  The  compass  direction  along  which  the  launch 
vehicle's  ground  track  lies  in  its  early  flight 
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largest  launch  vehicle  in  the  United  States'  military  inventory  and  has  the 
greatest  potential  for  noise  impacts.  Measurement  sites  were  located 
downrange  at  nominal  distances  of  2,700,  6,680,  11,200,  16,800,  19,000, 
and  43,129  feet  from  the  launch  pad.  Data  were  tape  recorded  at  all  sites 
and  processed  into  appropriate  sound  levels.  Direct  sound  level  meter 
measurements  were  made  at  2,700,  1 1,200,  and  19,000  feet.  Table  3.12-2 
shows  the  maximum  noise  levels  during  the  launch  measured  at  each 
location.  Of  interest  is  the  measurement  at  the  43,129-foot  site  in  the  city 
of  Lompoc:  AWSPL  was  88.0  dB,  A-weighted  SEL  was  93.7  dB,  and  OSPL 
was  1 12.8  dB.  Because  launches  from  all  of  these  facilities  would  occur 
intermittently,  the  resulting  noise  would  not  cause  an  increase  in  the  average 
(Leq,  Ldn  Or  CNEL)  noise  levels  in  nearby  areas. 


Table  3.12-2.  Measured  Titan  IV  Sound  Levels,  August  1993 


Distance 
from  Pad 
(feet) 

Measured 

Maximum 

OSPL 

Noise  Levels  (dB) 
SLM 

Measured 

OSPL 

Measured 

Maximum 

AWSPL 

Measured 

A-weighted 

SEL 

2,700 

141.7 

141.0 

124.4 

133.0 

6,680 

131.4 

- 

112.4 

121.9 

1 1 ,200 

129.0 

129.9 

110.6 

116.2 

19,000 

122.1 

127.6 

99.0 

109.0 

43,129'^’ 

112.8 

- 

88.0 

93.7 

Note:  (a)  In  city  of  Lompoc 

AWSPL  =  A-weighted  sound  pressure  level 
dB  =  decibel 

OSPL  =  overall  sound  pressure  level 

SEL  =  sound  exposure  level  (A-weighted) 

SLM  =  sound  level  meter 


Source:  Do,  1994 


The  maximum  sonic  boom  overpressure  for  the  Titan  IVB  was  calculated  and 
measured  to  be  about  10  psf  (Downing,  1996).  Because  most  launch 
azimuths  at  Vandenberg  AFB  are  over  the  Pacific  Ocean,  sonic  boom  effects 
on  human  population  centers  have  been  minor. 

As  discussed  in  Section  3. 3. 2. 2,  Vandenberg  AFB  Land  Use,  North 
Vandenberg  AFB  contains  most  of  the  base  facilities,  and  South  Vandenberg 
AFB  is  largely  undeveloped  with  some  scattered  facilities.  Noise  levels 
measured  on  North  Vandenberg  AFB  are  generally  typical  of  levels  in  urban 
areas  with  little  industrialization.  Noise  levels  on  South  Vandenberg  AFB 
would  be  expected  to  be  similar  to  levels  found  in  rural  areas,  except  around 
active  launch  complexes,  where  noise  levels  during  operations  may  be  similar 
to  those  at  an  industrial  site. 

Concept  A  ROI.  The  ROI  for  Concept  A  includes  the  on-  and  off-base  areas 
described  above.  Although  the  SLC-3W  site  is  not  currently  in  use,  noise 
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levels  there  would  be  similar  to  those  In  an  urbanized  industrial  area  because 
of  activities  at  nearby  SLC-3E,  averaging  about  50  to  60  dBA,  due  to 
ongoing  activities.  Nighttime  noise  levels  would  be  lower  due  to  limited 
activity  and  would  be  similar  to  those  expected  to  be  found  in  rural  areas  of 
South  Vandenberg  AFB,  about  40  to  45  dBA.  Noise  levels  would  be 
expected  to  increase  due  to  trains  passing  on  the  nearby  Southern  Pacific 
Railroad,  aircraft  flyover,  or  the  infrequent  event  of  a  launch  from  another 
launch  complex. 

Concept  B  ROI.  The  ROI  for  Concept  B  includes  the  on-  and  off-base  areas 
described  above.  Noise  levels  at  the  SLC-6  site  would  be  similar  to  those  in 
an  urbanized  industrial  area  when  operations  are  taking  place,  averaging 
about  50  to  60  dBA  due  to  ongoing  activities.  Nighttime  noise  levels  would 
be  lower  due  to  limited  activity  and  would  be  similar  to  those  expected  to  be 
found  in  rural  areas  of  South  Vandenberg  AFB,  about  40  to  45  dBA.  Noise 
levels  would  be  expected  to  increase  due  to  trains  passing  on  the  nearby 
Southern  Pacific  Railroad,  aircraft  flyover,  the  construction  of  the  California 
Spaceport,  or  the  infrequent  event  of  a  launch  from  another  launch  complex. 

Concept  A/B  ROI.  The  ROI  for  Concept  A/B  includes  the  off-  and  on-base 
areas  for  Concepts  A  and  B  described  above. 

3.13  ORBITAL  DEBRIS 

Orbital  debris  is  a  concern  as  a  potential  collision  hazard  to  spacecraft. 
De-orbiting  debris  (i.e.,  debris  re-entering  the  atmosphere  from  orbit)  is  a 
potential  concern  as  a  source  of  deposition  of  small  particles  into  the 
stratosphere,  and  a  possible  contributor  to  stratospheric  ozone  depletion. 
Large  pieces  of  debris  are  of  concern  with  respect  to  re-entry  and  eventual 
Earth  impact.  The  term  "orbital  debris"  or  "space  debris"  is  used  to  refer  to 
all  earth-orbiting  objects  except  active  satellites  (spacecraft)  (I.e.,  payloads 
performing  some  type  of  operation  or  mission).  Earth-orbiting  debris  can  be 
classified  as  either  natural  or  man-made  objects.  Natural  objects  consist  of 
meteoroid  material  that  travels  through  space.  The  measured  number  of 
man-made  debris  particles  exceeds  that  of  the  meteoroid  material  particles, 
except  in  the  0.0004-  to  0.04-inch  range.  The  following  sections  address 
man-made  debris  only. 

Man-made  debris  consists  of  material  left  in  Earth  orbit  from  the  launch, 
deployment,  and  deactivation  of  spacecraft.  It  exists  at  all  inclinations  and 
primarily  at  LEO  altitudes  of  approximately  217  to  1,243  miles.  Orbital 
debris  moves  in  many  different  orbits  and  directions,  at  velocities  ranging 
from  2.5  miles  per  second  to  over  4  miles  per  second  (Office  of  Technology 
Assessment,  1990). 

Although  space  debris  is  not  explicitly  mentioned  in  any  U.S.  legislation,  an 
Executive  Branch  policy  directive.  National  Space  Policy  (September  19, 
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1996),  identifies  the  following  guidance  to  support  major  U.S.  space  policy 
objectives: 


The  United  States  will  seek  to  minimize  the  creation  of  space  debris. 
NASA,  the  Intelligence  Community,  and  the  DoD,  in  cooperation  with 
the  private  sector,  will  develop  design  guidelines  for  future 
government  procurements  of  spacecraft,  launch  vehicles,  and 
services.  The  design  and  operation  of  space  tests,  experiments  and 
systems,  will  minimize  or  reduce  accumulation  of  space  debris 
consistent  with  mission  requirements  and  cost  effectiveness 
(Intersector  Guidelines  [2]  Space  Debris  [a]). 

3.13.1  Characteristics  of  Orbital  Debris 

Salient  characteristics  of  orbital  debris  include  the  orbital  regimes  in  which  it 
is  found;  its  sources;  debris  particle  size;  estimated  population;  altitude 
distribution;  and  orbital  lifetime. 

Orbital  Regimes.  The  space  around  the  Earth  in  which  satellites  operate  is 
generally  divided  into  four  regimes:  LEO,  medium  Earth  orbit, 
geosynchronous  Earth  orbit,  and  "other."  Most  cataloged  orbital  debris 
occurs  in  LEO  because  most  space  activity,  particularly  commercial,  has 
traditionally  occurred  at  those  altitudes.  LEO  occurs  at  altitudes  less  than 
1,243  miles,  with  orbital  periods  of  127  minutes  or  less.  The  boundary 
between  LEO  and  higher  orbits  is  not  well  defined.  Medium  Earth  orbit 
occurs  between  low  and  geosynchronous  Earth  orbits  and  is  a  semi- 
synchronous  orbit  with  a  period  of  approximately  1 2  hours.  Geosynchronous 
Earth  orbit  is  occupied  by  objects  orbiting  at  an  altitude  of  22,238  miles, 
with  an  orbital  period  of  approximately  24  hours.  Geostationary  Earth  orbit  is 
a  special  case  of  geosynchronous  Earth  orbit  in  which  the  object  orbits  above 
Earth's  equator  at  an  angular  rotation  speed  equal  to  the  rotation  of  the 
Earth.  It  thus  appears  to  remain  stationary  with  respect  to  a  point  on  the 
equator.  The  fourth  regime,  "other,"  is  defined  by  highly  eccentric  and 
geosynchronous  transfer  orbits  that  transit  between  LEO  and  higher  orbital 
altitudes  (Office  of  Technology  Assessment,  1990). 

Sources  of  Orbital  Debris.  Historically,  the  largest  uncontrolled  addition  to 
orbital  debris  has  been  the  breakup  of  launch  vehicle  upper  stages  (Loftus, 
1989),  which  appears  to  be  caused  by  pressure-vessel  failure  due  to  either 
deflagration  or  detonation  of  propellants  remaining  in  the  tanks,  stress  failure 
of  the  vessels,  or  reduction  of  pressure-vessel  integrity  by  collision  with 
meteoroids  or  other  space  objects  (Loftus,  1989).  In  January  1981,  a  Delta 
second  stage  exploded  in  orbit,  resulting  in  a  large  amount  of  orbital  debris. 
Since  1981 ,  however,  a  depletion  burn  to  eliminate  excess  fuel  after  placing 
the  payload  in  orbit  has  been  performed  on  all  Delta  stages.  Although 
explosions  have  occurred  in  the  lower  atmosphere,  no  orbital  Delta  stages 
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have  exploded  since  this  practice  was  implemented,  and  future  explosions  of 
Delta  stages  in  orbit  are  highly  improbable  (Kessler,  1989). 

Debris  Particle  Size.  Orbital  debris  particles  can  be  characterized  by  size  as 
follows: 

•  Small  -  Debris  particles  smaller  than  0.4  inch  in  diameter.  They 
are  too  small  to  be  detected  by  sensors  and  are  considered 
essentially  "invisible." 

•  Medium  -  Debris  particles  between  0.4  and  4  inches  in  diameter. 
These  medium-sized  particles  are  unlikely  to  be  detected  by  the 
Space  Surveillance  Network. 

•  Large  -  Debris  particles  larger  than  4  inches  in  diameter.  This 
regime  represents  5  percent  of  the  total  population  of  debris 
particles  larger  than  0.4  inch  in  size.  Particles  of  this  size  can  be 
tracked  and  cataloged  by  the  Space  Surveillance  Network. 

A  worldwide  array  of  sensors,  the  Space  Surveillance  Network,  tracks  large 
pieces  of  orbital  debris  through  the  use  of  radar  and  ground  telescopes.  The 
AFSPC  currently  maintains  a  catalog  of  almost  8,000  tracked  objects  in 
space  that  are  4  inches  or  larger  in  size.  As  of  November  1,  1995,  there 
were  5,747  objects  in  LEO,  134  in  medium  Earth  orbit,  601  in 
geosynchronous  Earth  orbit,  and  1,447  in  the  "other"  orbital  regime.  Only 
objects  that  can  be  consistently  tracked  and  whose  source  can  be  identified 
are  entered  into  the  catalog  (Office  of  Science  and  Technology  Policy,  1995). 

Debris  Population.  What  is  known  about  the  debris  population  is  derived 
from  the  worldwide  network  of  sensors  (optical,  electro-optical,  conventional 
radar,  phased-array  radar,  and  interferometer  sensors)  that  can  detect  objects 
in  space  of  varying  sizes.  The  National  Research  Council  estimates  that  there 
are  more  than  10,000  objects  greater  than  4  inches  in  size  in  orbit  (including 
the  almost  8,000  tracked  by  AFSPC),  tens  of  millions  between  0.039  and 
4  inches  in  size,  and  trillions  less  than  0.039  inch  in  size  (National  Research 
Council,  1995).  However,  there  is  no  universal  agreement  on  these  numbers, 
with  most  analysts  agreeing  that  neither  the  number  nor  the  distribution  of 
objects  is  well  known.  An  estimated  99.5  percent  of  the  orbital  debris  is 
between  0.039  and  4  inches  in  size,  but  99.95  percent  of  the  mass  of  orbital 
debris  is  estimated  to  consist  of  objects  greater  than  4  inches  in  size  (Office 
of  Science  and  Technology  Policy,  1995). 

The  quantity  of  orbital  debris  has  been  growing  at  a  roughly  linear  rate,  and 
growth  is  projected  to  continue  into  the  future.  Between  1981  and  1994,  an 
average  of  100  launches  worldwide  occurred  annually  (Office  of  Science  and 
Technology  Policy,  1995).  A  high-velocity  collision  between  two  objects 
could  produce  many  objects,  increasing  the  likelihood  of  additional  collisions 
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in  that  orbit.  As  additional  collisions  occur,  the  likelihood  of  additional 
collisions  increases  further,  producing  an  exponential  growth  in  the  debris 
population  (National  Research  Council,  1995).  This  mechanism  is 
incorporated  in  NASA,  European  Space  Agency,  and  Russian  debris  models, 
which  predict  an  increasing  probability  of  orbital  collisions  over  time. 
However,  it  is  not  yet  considered  sufficiently  validated  by  the  DoD  to 
incorporate  into  DoD  models  (Office  of  Science  and  Technology  Policy, 

1995). 

Altitude  Distribution.  The  altitude  distribution  of  all  orbiting  debris  is 
unknown  due  to  tracking  limitations.  As  the  altitude  increases,  the  minimum¬ 
sized  detectable  objects  increase  due  to  sensor  limitations.  With  the 
exception  of  a  slight  concentration  near  the  poles,  objects  are  spread 
uniformly  over  the  surface  of  the  Earth  (Kessler,  1988). 

Orbital  Lifetime/De-orbiting  Debris.  Orbiting  objects  lose  energy  through 
friction  with  the  upper  reaches  of  the  atmosphere  and  various  other  orbit- 
perturbing  forces.  Over  time,  the  object  falls  into  progressively  lower  orbits 
and  eventually  falls  to  Earth.  As  the  object's  orbital  trajectory  draws  closer 
to  Earth,  it  speeds  up  and  outpaces  objects  in  higher  orbits.  Once  the  object 
enters  the  measurable  atmosphere,  atmospheric  drag  will  slow  it  down 
rapidly  and  cause  it  either  to  burn  up  or  deorbit  and  fall  to  Earth.  For 
example,  unless  reboosted,  satellites  in  circular  orbits  at  altitudes  of  1 24  to 
248  miles  re-enter  the  atmosphere  within  a  few  months.  At  248-  to 
559-mile  orbital  altitudes,  orbital  lifetimes  can  exceed  a  year  or  more 
depending  on  the  mass  and  area  of  the  satellite.  Above  559-mile  altitudes, 
orbital  lifetimes  can  be  500  years  or  more  (Interagency  Group  [Space], 

1989).  Figure  3.13-1  shows  the  relationship  between  altitude  and  orbital 
lifetime. 

Both  satellite  and  orbital  debris  Earth  orbit  lifetimes  are  a  function  of  drag  and 
ballistic  coefficients.  The  greater  the  mass  per  unit  area  of  the  object,  the 
greater  the  ballistic  coefficient  and  the  less  the  object  will  react  to 
atmospheric  drag.  For  example,  a  fragment  with  a  large  area  and  low  mass 
(e.g.,  aluminum  foil)  has  a  lower  ballistic  coefficient  and  will  decay  much 
faster  (have  a  shorter  orbital  life)  than  a  fragment  with  a  small  area  and  high 
mass  (e.g.,  a  ball  bearing).  The  combination  of  a  variable  atmosphere  and 
unknown  ballistic  coefficients  of  orbital  debris  make  decay  and  re-entry 
prediction  difficult  and  inexact  (Interagency  Group  [Space],  1989). 

Orbital  lifetimes  for  objects  in  elliptical  orbits  can  vary  significantly  from 
lifetimes  of  objects  in  circular  orbits.  For  elliptical  orbits,  the  lower  the 
perigee  altitude  (the  point  in  the  orbit  that  is  nearest  to  the  center  of  the 
Earth),  the  greater  the  atmospheric  drag  effects.  Therefore,  considering  a 
circular  and  an  elliptical  orbit  with  equal  energies,  an  object  in  an  elliptical 
orbit  will  have  a  higher  apogee  (the  point  in  the  orbit  that  is  at  the  greatest 
distance  from  the  center  of  the  Earth)  decay  rate  and  a  shorter  on-orbit 
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Note:  Lifetime  is  a  function  of  atmospheric  drag,  ballistic  coefficient,  and  solar  activities. 
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lifetime  (Interagency  Group  [Space],  1989).  Solar-lunar  perturbations  act  on 
debris  in  a  highly  elliptical  orbit  to  either  raise  or  lower  the  perigee,  and 
therefore  affect  de-orbiting  rates  (Johnson,  1987). 

3.13.2  Uncertainty  in  the  Orbital  Debris  Environment 

A  large  degree  of  uncertainty  exists  in  understanding  the  current  orbital 
debris  environment.  The  uncertainties  in  assessing  the  debris  environment 
include  the  number,  density,  mass,  and  the  size  of  orbital  debris.  For  orbital 
debris  larger  than  4  inches,  it  is  generally  accepted  that  the  LEO  environment 
has  been  measured  reasonably  adequately  by  space  surveillance  sensors,  and 
these  data  provide  a  basic  estimate  of  the  orbital  debris  population. 

Mathematical  models  of  spacecraft  or  rocket  body  breakups  are  used  to 
predict  the  size  and  number  of  fragments  smaller  than  4  inches.  These 
predictions  are  then  compared  with  limited  telescope  and  special  radar 
observations.  The  difference  between  the  expected  number  of  objects  to  be 
detected  and  the  number  actually  observed  becomes  an  estimate  of  the 
uncertainty  of  the  populations.  Based  upon  these  data,  the  population 
density  of  the  measured  debris  is  known  to  an  uncertainty  factor  of  two  to 
five,  depending  on  the  diameter  of  the  debris.  However,  for  debris  0.4  to 
4  inches,  there  are  no  confirmed  measurements,  and  the  estimates  are  based 
on  linear  extrapolation,  which  has  an  uncertainty  factor  of  1 0  (Interagency 
Group  [Space],  1989). 

Uncertainties  in  the  natural  decay  process  add  to  the  degree  of  overall 
uncertainty.  Natural  decay  is  usually  the  result  of  atmospheric  drag,  solar- 
lunar  perturbations  (for  highly  elliptical  orbits),  or  solar  radiation  pressure  (for 
very  light  objects).  Solar  flares  affect  the  rate  of  debris  decay  and  contribute 
to  the  uncertainty.  A  major  parameter  in  orbital  decay  is  atmospheric  density 
at  the  altitude  of  the  orbiting  object,  which  is  also  a  function  of  the  level  of 
solar  activity  at  any  given  altitude.  Therefore,  the  more  accurate  the  solar 
activity  and  atmospheric  density  prediction,  the  more  accurate  the  debris 
decay  prediction.  However,  forecasting  solar  activity  is  not  an  exact  science 
(Kessler,  1988). 

Other  factors  that  contribute  substantially  to  the  uncertainty  in  the  orbital 
debris  environment  include  lack  of  predictability  in  the  level  of  future  space 
activities,  including  the  types  of  activities,  and  lack  of  understanding  of  the 
causes  of  explosion/collision-induced  satellite  breakups.  As  noted  above, 
these  breakup  events  are  the  major  sources  of  orbital  debris.  As  commercial 
and  foreign  agencies  enter  the  space  arena,  there  will  be  more  opportunities 
for  debris  generation.  Although  the  exact  cause  of  most  breakups  is 
unknown,  it  is  generally  thought  that  they  are  most  often  the  result  of 
inadvertent  mixing  of  hypergolic  fuels,  overheating  of  residual  propellants,  or 
deliberate  fragmentation  (Johnson,  1987). 
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3.13.3  Hazards  to  Space  Operations  from  Orbital  Debris 

The  effects  of  launch-vehicle-generated  orbital  debris  impacts  on  other 
spacecraft  would  depend  on  the  altitude,  orbit,  velocity,  angle  of  impact,  and 
mass  of  the  debris.  Debris  less  than  about  0.004  inch  in  diameter  can  cause 
surface  pitting  and  erosion.  Over  a  long  period  of  time,  the  cumulative  effect 
of  individual  particles  colliding  with  a  satellite  might  become  significant 
because  the  number  of  particles  in  this  size  range  is  very  large  in  LEO.  Long¬ 
term  exposure  of  payloads  to  such  particles  is  likely  to  cause  erosion  of 
exterior  surfaces  and  chemical  contamination,  and  may  degrade  operations  of 
vulnerable  components  such  as  optical  windows  and  solar  panels.  Debris 
between  0.004  and  0.4  inch  in  diameter  would  produce  significant  impact 
damage  that  can  be  serious,  depending  on  system  vulnerability  and  defensive 
design  provisions.  Objects  larger  than  0.4  inch  in  diameter  can  produce 
catastrophic  damage.  Although  it  is  currently  practical  to  shield  against 
debris  particles  up  to  0.4  inch  in  diameter  (a  mass  of  0.05  ounce),  for  larger 
sizes  of  debris,  current  shielding  concepts  become  impractical  (Office  of 
Science  and  Technology  Policy,  1995). 

Solid  rocket  motors  eject  aluminum  oxide  dust  (typically  less  than 
0.004  inch)  into  the  orbital  environment,  and  may  release  larger  chunks  of 
unburned  solid  propellant  or  slag.  However,  solid  rocket  motor  particles 
typically  either  decay  very  rapidly,  probably  within  a  few  perigee  passages,  or 
are  dispersed  by  solar  radiation  pressure.  Thus,  the  operational  threat  of 
solid  rocket  motor  dust  is  probably  limited  to  brief  periods  of  time  related  to 
specific  mission  events  (Office  of  Science  and  Technology  Policy,  1995). 

Orbital  debris  generated  by  launch  vehicles  contributes  to  the  larger  problem 
of  pollution  in  space  that  includes  radio-frequency  interference  and 
interference  with  scientific  observations  in  all  parts  of  the  spectrum.  For 
example,  emissions  at  radio  frequencies  often  interfere  with  radio  astronomy 
observations  (Office  of  Technology  Assessment,  1990).  Not  only  can  orbital 
debris  interfere  with  the  performance  of  scientific  experiments,  but  it  can 
even  accidentally  destroy  them  (Scheraga,  1986). 

3.14  BIOLOGICAL  RESOURCES 

The  ROI  for  biological  resources  includes  the  native  and  introduced  plants  and 
animals  within  the  area  potentially  affected  by  construction  activities  and 
launch  operations.  For  discussion  purposes,  these  are  divided  into 
vegetation,  wildlife  (including  aquatic  biota),  threatened  or  endangered 
species,  and  sensitive  habitats.  Appendix  G  provides  lists  of  plants  and 
animals  potentially  occurring  in  the  vicinities  of  Cape  Canaveral  AS 
(Table  G-1)  and  Vandenberg  AFB  (Table  G-2). 
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The  vegetation  and  wildlife  subsections  focus  on  those  species  expected  to 
be  present  in  habitats  adjacent  to  the  project  area  sites,  aquatic  species  that 
could  be  affected  by  water  quality  changes,  and  birds  and  mammals  of  the 
offshore  waters,  islands,  estuaries,  lagoons,  and  wildlife  refuges  that  could 
be  affected  during  launch  operations.  Sensitive  species  (i.e.,  former  federal 
Category  2  species,  state  species  of  special  concern,  and  regionally  rare  and 
declining  species)  are  included  in  this  discussion.  Federally  and  state-listed 
threatened  and  endangered  species  are  discussed  under  a  separate 
subsection. 

Sensitive  habitats  Include  wetlands,  plant  communities  that  are  unusual  or  of 
limited  distribution,  and  important  seasonal  use  areas  for  wildlife  (e.g., 
migration  routes,  breeding  areas,  crucial  summer/winter  habitats).  They  also 
include  critical  habitat  as  protected  by  the  Endangered  Species  Act  and 
sensitive  ecological  areas  as  designated  by  state  or  federal  rulings. 

Information  used  in  developing  this  section  includes  current  and  historical 
aerial  photographs,  numerous  survey  reports  including  wetland  delineation 
survey  reports,  interviews  with  local  experts,  site  visits  in  February  and 
March  1997,  National  Wetlands  Inventory  data,  and  natural  resource  data. 

3.14.1  Cape  Canaveral  AS 

Cape  Canaveral  AS  occupies  15,800  acres  of  coastal  habitat  on  a  barrier 
island  complex  that  parallels  Florida's  mid-Atlantic  coast.  The  ROI  for 
biological  resources  consists  of  Cape  Canaveral  AS  and  the  surrounding  land 
and  adjacent  Atlantic  Ocean  vicinities  that  could  be  affected  by  construction 
activities  and  effects  from  launch  operations.  Included  in  the  ROI  are  three 
major  water  bodies,  other  than  the  Atlantic  Ocean,  that  could  be  subjected  to 
indirect  launch  effects,  depending  on  the  prevailing  wind  direction:  the 
Banana  and  Indian  rivers  and  the  Mosquito  Lagoon  (Figure  3.14-1). 

3.14.1.1  Vegetation.  Cape  Canaveral  AS  has  a  series  of  ridges  and  swales 
parallel  to  the  coastline  that  support  several  ecologically  significant  natural 
communities,  even  though  the  communities  are  highly  fragmented  by 
mission-related  construction  and  clearing.  At  least  10  high-quality  natural 
communities  exist  on  Cape  Canaveral  AS:  oak  scrub,  rosemary  scrub, 
maritime  hammock,  coastal  strand,  coastal  dunes,  grasslands,  seagrasses, 
and  three  wetland  communities  (hydric  hammock,  interdunal  swales,  and 
estuarine  tidal  swamps  and  marshes). 

Vegetation  on  the  station  consists  mainly  of  the  indigenous  Florida  coastal 
scrub  (including  oak  and  rosemary  scrub),  and  xeric  and  maritime  hammocks. 
These  scrub  habitats  contain  the  non-native  nuisance  plant,  the  Brazilian 
pepper,  which  invades  these  communities  along  disturbed  areas,  and  then 
becomes  established  as  it  outcompetes  native  species.  Coastal  strand, 
coastal  dune,  and  grasslands  can  be  found  along  the  13  miles  of  shoreline 


3-112 


EELVFEIS 


EXPLANATION 

U.S.  Highway 
(g)  Interstate  Highways 
@  State  Route 


Cape  Canaveral  AS 


Biological  Resource 
Features, 

Cape  Canaveral  AS, 
Florida 


0  1.25  2.5 


5  Miles 


Figure  3.14-1 
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along  the  Atlantic  Ocean.  Seagrasses  are  found  in  the  nearby  rivers. 
Numerous  wetlands  and  associated  vegetation  communities  including  hydric 
hammock,  interdunal  swales,  and  estuarine  tidal  swamps  and  marshes  can  be 
found  on  Cape  Canaveral  AS  and  its  12-mile  shoreline  along  the  Banana 
River.  The  remaining  areas  are  associated  with  the  cleared  launch  complexes 
and  support  facilities  (National  Aeronautics  and  Space  Administration,  1996). 
Wetlands  are  discussed  under  Sensitive  Habitats. 

Oak  scrub  consists  of  densely  growing  shrubs  that  include  myrtle  oak,  sand 
live  oak,  saw  palmetto,  and  Chapman  oak.  Scrub  is  a  fire-maintained 
community  with  hot,  intense  fires  occurring  every  20  to  80  years.  Prior  to 
modern  development,  these  oak  scrub  communities  would  have  burned 
frequently  from  lightning-strike  fires.  However,  fire  suppression  has  caused 
the  scrub  to  become  so  densely  vegetated  that,  if  burned,  it  would  result  in  a 
catastrophic  fire  that  would  completely  remove  the  vegetation  from  the  area. 
The  Integrated  Natural  Resources  Management  Plan  for  Cape  Canaveral  AS 
includes  a  burn  plan  to  manage  scrub  oak.  Rare  plants  and  animals  can  be 
found  in  such  openings  where  fire  or  mechanical  removal  of  trees  has 
occurred  (Florida  Natural  Areas  Inventory,  1996b). 

Maritime  hammock  is  found  on  Cape  Canaveral  AS  in  two  locations:  on  the 
east  side,  just  landward  of  coastal  strand,  referred  to  as  Atlantic  maritime 
hammock,  and  on  the  west  side  of  the  peninsula,  bordering  the  Banana  River, 
referred  to  as  Banana  River  maritime  hammock.  The  largest  stand  of  Atlantic 
maritime  hammock  occurs  on  the  southern  end  of  the  station.  Coastal  strand 
typically  contains  sea  oats  (a  state  species  of  special  concern)  and  is  often 
integrated  with  scrub  species  from  the  coastal  scrub  communities.  It  often 
contains  thickets  of  cabbage  palm,  saw  palmetto,  sea  grapes,  and  tough 
buckthorn  (Florida  Natural  Areas  Inventory,  1996b). 

Coastal  dunes  are  inhospitable  to  many  plants  because  of  the  constantly 
shifting  substrate,  salt  deposition,  abrasion  from  wind-blown  sand,  and 
effects  of  storm  waves.  The  beaches  south  of  Cape  Canaveral  AS  have  been 
eroding,  while  beaches  to  the  north  are  enlarging.  Cape  Canaveral  AS 
beaches  are  also  enlarging,  and  several  parallel  dune  lines  and  conspicuous 
offshore  sand  bars  are  supported.  Sea  oats,  beach  elder,  railroad  vine,  beach 
croton,  bitter  panic  grass,  saitgrass,  camphorweed,  and  beach  cordgrass  can 
often  be  found  in  coastal  dune  communities  (Florida  Natural  Areas  Inventory, 
1996b). 

Natural  grasslands  are  rare  in  the  areas  of  the  launch  complexes.  These 
areas  are  subject  to  frequent  disturbance  from  mowing  and  other  human 
activities,  and  grasslands  there  typically  comprise  primarily  exotic  species. 

Seagrasses,  including  Cuban  shoal,  manatee,  and  turtle  grasses,  are  present 
in  the  northern  Indian  River  system  (including  the  Banana  River). 
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Concept  A  ROI.  Florida  coastal  scrub  is  the  prevalent  vegetation  type 
surrounding  SLC-41,  although  maritime  hammock  is  found  adjacent  to  the 
southern  side  of  the  complex  (Figure  3.14-2).  Mowed  grasses  and  forbs  are 
the  predominant  vegetation  on  SLC-41 .  Brazilian  pepper  dominates  the 
Titan  li  Transporter  Road  margins,  excluding  all  but  the  hardiest  live  oak,  red 
cedar,  wax  myrtle,  and  cabbage  palm.  Woody  vines  are  found  entwined  in 
the  tree  cover  and  include  wild  grape,  pepper  vine,  and  Virginia  creeper. 
Coastal  plain  willow  and  giant  leather  fern  characterize  the  Brazilian  pepper 
transition  into  a  wetland  community,  which  is  described  in  Section  3.14.1.4. 
Maritime  hammock  comprises  1 .5  acres  on  the  site  and  represents  the  only 
high-quality  natural  community  on  the  project  site. 

Concept  B  ROI.  Florida  coastal  scrub  is  the  prevalent  vegetation  type 
surrounding  SLC-37  (Figure  3.14-3).  Scrub  habitat  Is  also  found  along  the 
entrance  to  SLC-37,  although  the  Brazilian  pepper  is  dominant  along  the 
roadways.  Portions  of  SLC-37  within  200  feet  of  the  beach  area  are  within 
the  influence  of  the  coastal  strand  communities.  The  proposed  HIF  site 
location  contains  a  coastal  scrub  community  with  dry  grassy  swales. 

Myrtle  oak,  sand  live  oak.  Chapman's  oak,  saw  palmetto,  sand  cordgrass, 
prickly  pear,  and  buckthorn  dominate  this  vegetation  type. 

3.14.1.2  Wildlife.  The  coastal  scrub  and  associated  woodlands  provide 
habitat  for  mammals  Including  the  white-tailed  deer,  armadillo,  bobcat,  feral 
hog,  raccoon,  long-tailed  weasel,  and  round-tailed  muskrat.  The  Florida 
mouse  (a  state  species  of  special  concern)  requires  open  dry  scrub  habitat 
and  could  occur  on  Cape  Canaveral  AS. 

Numerous  land  and  shore  birds  are  found  at  Cape  Canaveral  AS.  In  the 
maritime  hammock,  the  little  blue  heron,  the  mourning  dove,  the  gray  catbird, 
the  black-throated  warbler,  and  the  northern  cardinal  can  be  found.  Burned 
hammock  provides  habitat  for  the  rufous-sided  towhee,  the  common  yellow- 
throat,  the  northern  mockingbird,  the  house  wren,  the  downy  woodpecker, 
and  the  osprey.  Oak-hickory  scrub  is  habitat  for  the  blue  and  scrub  jays,  the 
mourning  and  common  ground  doves,  and  the  red-bellied  woodpecker,  as 
well  as  many  maritime  hammock  species.  Shore  birds  include  the  black¬ 
necked  stilt,  the  willet,  the  ruddy  turnstone,  the  spotted  sandpiper,  gulls,  the 
Caspian  tern,  the  brown  pelican,  the  roseate  spoonbill,  the  wood  stork,  and 
the  great  blue  heron.  Turkey  vultures,  hawks  including  the  red-tailed  and  the 
sharp-shinned  hawks,  the  barn  swallow,  the  fish  crow,  the  common  grackle, 
warblers,  and  sparrows  are  also  found  on  Cape  Canaveral  AS. 

Neotropical  migrants  observed  on  Cape  Canaveral  AS  include  eight  species  of 
warbler  such  as  the  blue-winged  and  black-and-white  warblers,  yellow- 
throated  and  red-eyed  vireos,  the  eastern  kingbird,  the  ovenbird,  and  the 
American  redstart.  Migrating  raptors,  including  merlin.  Cooper's  hawk,  and 
peregrine  falcon,  forage  in  the  maritime  hammock  during  fall  and  spring. 
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EXPLANATION 
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Numerous  amphibians  and  reptiles  have  been  observed  at  Cape  Canaveral 
AS.  Amphibians  observed  include  the  spade-foot  and  eastern  narrow-mouth 
toads,  squirrel  and  southern  leopard  frogs,  and  green  treefrogs.  Besides  the 
common  American  alligator,  reptiles  observed  include  the  Florida  box  turtle, 
the  gopher  tortoise,  the  Florida  softshell,  the  green  anole,  the  six-lined 
racerunner,  the  broadhead  skink,  the  southern  ringneck  snake,  the  everglades 
racer,  the  eastern  coachwhip,  and  the  mangrove  salt  marsh  snake. 

The  Cape  Canaveral  AS  area  Is  a  transition  zone  between  temperate  and 
subtropical  forms  in  terms  of  aquatic  biota.  Aquatic  organisms  found  in  the 
area  are  generally  adapted  to  fluctuations  in  temperature  and  salinity. 
Numerous  marine  mammals  can  be  found  along  the  coast  of  Florida  near 
Cape  Canaveral  AS  and  in  the  lagoons,  including  the  bottlenose  dolphin,  the 
spotted  dolphin,  and  the  manatee.  The  seagrass  beds  in  the  northern  Indian 
River  system  provide  important  nursery  areas,  shelter,  and  foraging  habitat 
for  a  wide  variety  of  fish  and  Invertebrates,  and  for  manatees.  The  Banana 
and  Indian  rivers  and  the  Mosquito  Lagoon  provide  habitat  for  marine  worms, 
mollusks,  and  crustaceans.  The  Mosquito  Lagoon,  located  approximately 
6  miles  northwest  of  Cape  Canaveral  AS,  is  considered  an  important  shrimp 
nursery  area.  It  also  has  the  best  oyster  and  clam  harvesting  in  the  area. 

Within  the  Indian  and  Banana  River  systems,  a  number  of  saltwater  fish 
species  can  be  found.  The  bay  anchovy  is  one  of  the  dominant  species 
inhabiting  the  lagoon  system  (U.S.  Air  Force, 1987a).  Other  species  known 
to  occur  Include  pipefish,  goby,  silver  perch,  lined  sole,  spotted  seatrout,  and 
oyster  toadfish. 

The  small  freshwater  habitats  found  on  Cape  Canaveral  AS  contain  bluegill, 
garfish,  largemouth  bass,  kiilifishes,  sailfin  molly,  and  top  minnow. 

Concept  A  ROI.  Wildlife  on  SLC-41  is  mostly  transient.  The  SLC  is  mostly 
developed  (urban  landscape). 

Concept  B  ROI.  Gopher  tortoise  burrows  were  found  in  many  areas  on 
SLC-37. 

3.14.1.3  Threatened  and  Endangered  Species.  Cape  Canaveral  AS  contains 
habitat  utilized  by  a  large  number  of  federally  and  state-listed  species.  Listed 
species  that  are  known  to  be  present  or  near  the  station  boundaries  are 
presented  in  Table  3.14-1. 

Six  species  of  listed  plants  have  been  documented  on  Cape  Canaveral  AS 
(Florida  Natural  Areas  Inventory,  1996b).  Two  of  these  species,  Curtiss' 
milkweed  (one  occurrence)  and  the  nodding  pinweed  (two  occurrences),  were 
identified  in  scrub  habitat  on  the  southern  half  of  Cape  Canaveral  AS.  These 
species  are  dependent  on  the  clearings  created  by  occasional  fires  and  benefit 
from  clearing  for  scrub  jay  habitat. 
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Table  3.14-1.  Threatened,  Endangered,  and  Candidate  Species  Occurring  or  Potentially  Occurring 

at  Cape  Canaveral  AS,  Florida 


Common  Name 

Scientific  Name 

Federal 

Status 

State 

Status 

Plants 

Giant  leatherfern 

Acrostichum  danaeifofium 

- 

T 

Curtiss'  milkweed 

Asclepias  curtissii 

- 

E 

Satin-leaf 

Chrysophyllum  olivaeforme 

- 

E 

Coastal  vervain 

Glandulareia  maritima 

{C2) 

E 

Nodding  pinweed 

Lechea  cernua 

- 

E 

Hand  fern 

Ophioglossum  palmatum 

- 

E 

Golden  polypody 

Phlebodium  aurea 

- 

T 

Beach-star 

Remirea  maritima 

- 

E 

Reptiles  and  Amphibians 

Gopher  frog 

Rana  capita 

C 

SSC 

American  alligator 

Alligator  mississippiensis 

T(S/A) 

SSC 

Eastern  Indigo  snake 

Drymarchon  corais  couperi 

T 

T 

Green  sea  turtle 

Chelonia  my  das 

E 

E 

Loggerhead  sea  turtle 

Caretta  caretta 

T 

T 

Leatherback  sea  turtle 

Dermocheiys  coriacea 

E 

E 

Atlantic  (Kemp's)  Ridley  sea  turtle 

Lepidochelys  kempi 

E 

E 

Hawksbill  sea  turtle 

Eretmocheiys  imbricata  imbricata 

E 

E 

Birds 

Wood  stork 

Mycteria  americana 

E 

E 

Bald  eagle 

Haiiaeetus  leucocephaius 

T 

T 

Peregrine  falcon 

Falco  peregrinus 

E(S/A) 

E 

Florida  scrub  jay 

Aphelocoma  coerulescens 

T 

T 

Piping  plover 

coerulescens 

Charadrius  melodus 

T 

T 

Least  tern 

Sterna  antillarum 

- 

T 

Southeastern  American  kestrel 

Falco  sparverius  paulus 

(C2) 

T 

Mammals 

Manatee 

Trichechus  manatus 

E 

E 

Southeastern  beach  mouse 

Peromyscus  poiionotus  niveiventris 

T 

T 

Finback  whale 

Balaenoptera  physalus 

E 

E 

Humpback  whale 

Megaptera  novaeangliae 

E 

E 

Northern  right  whale 

Eubalaena  glacialis 

E 

E 

Sei  whale 

Baeaenoptera  borealis 

E 

E 

Sperm  whale 

Physeter  catodon 

E 

E 

C  =  candidate  (former  Category  Cl) 

C2  =  former  Category  2 

E  =  endangered 

SSC  =  state  special  concern  species 

(S/A)  =  listed  by  similarity  of  appearance  to  a  listed  species 

T  =  threatened 
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Two  listed  plant  species  were  found  in  maritime  and  hydric  hammocks:  hand 
fern  (one  occurrence)  and  the  satin-leaf  (not  recorded  when  found).  These 
communities  are  not  fire-maintained  and  are  threatened  by  the  encroachment 
of  exotic  species,  such  as  the  Brazilian  pepper.  The  hand  fern  is  an  epiphyte 
that  exists  in  cabbage  palmetto  old  leaf  bases,  which  are  present  in  moist 
hammock  communities.  It  is  extremely  sensitive  to  habitat  disturbance.  The 
hand  fern  was  found  on  the  southern  half  of  Cape  Canaveral  AS. 

The  remaining  two  listed  plant  species  were  also  found  in  coastal  dune, 
coastal  interdunal  swale,  and  coastal  strand  habitats,  as  well  as  in  openings 
and  disturbances  in  other  communities:  beach-star  (five  occurrences)  and 
coastal  vervain  (ten  occurrences).  These  species  are  colonizers  of  open, 
sandy  areas  provided  by  wind,  fire,  or  storm  overwash.  The  beach-star  was 
found  along  sandy  beaches.  The  coastal  vervain  was  found  along  some 
roads  and  other  areas  on  the  station.  None  of  the  populations  occurs  near 
the  roads  or  facilities  proposed  for  EELV  activities. 

Listed  animals  in  the  vicinity  of  the  launch  complexes  include  the  bald  eagle, 
the  southeastern  American  kestrel,  the  American  alligator,  the  Atlantic 
loggerhead  and  green  sea  turtles  along  the  Atlantic  coastline;  the 
southeastern  beach  mouse  along  the  vegetation  zones  paralleling  the  beach 
and  dune  lines;  the  eastern  indigo  snake  and  the  gopher  frog  in  moist  areas  or 
in  dry  land  gopher  tortoise  burrows;  gopher  tortoises  in  ail  habitats;  the 
Florida  scrub  jay  in  Florida  coastal  scrub  and  slash  pine  stands;  and  the  West 
Indian  manatee  along  the  Banana  River  (National  Aeronautics  and  Space 
Administration,  1996). 

The  gopher  tortoise  is  still  common  in  some  parts  of  its  range  although  rare  in 
others.  Although  this  species  is  not  formally  listed  by  federal  or  state 
agencies,  gopher  tortoise  habitat  warrants  special  note  because  the  burrows 
provide  important  habitat  to  numerous  other  protected  species.  The  gopher 
tortoise  was  found  in  moderate  densities  on  Cape  Canaveral  AS  in  areas  of 
sandy,  well-drained  soils,  primarily  in  coastal  strand  and  dry  clearings.  The 
gopher  tortoise  prefers  open  habitats  that  have  herbaceous  plants  for  forage 
including  disturbed  areas  such  as  recent  burn  areas,  road  shoulders,  fence 
lines,  and  launch  complexes.  Gopher  tortoises  are  tolerant  of  human 
presence. 

The  gopher  frog  is  a  candidate  species  found  mainly  in  native  xeric  upland 
habitats,  including  xeric  oak  hammocks.  It  will  often  use  gopher  tortoise 
burrows  as  shelter.  The  egg  masses  are  often  laid  within  4.5  centimeters  of 
the  water's  surface  on  emergent  vegetation  or  on  the  bottom  of  shallow 
pools. 

Although  commonly  found  throughout  Cape  Canaveral  AS,  the  American 
alligator  is  federally  listed  as  threatened  because  it  is  similar  in  appearance  to 
the  American  crocodile,  which  is  not  present  on  the  station.  The  American 
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alligator  lives  in  fresh  to  brackish  waters  found  in  marshes,  ponds,  lakes, 
rivers,  swamps,  bayous,  and  large  spring  runs.  It  basks  on  land  next  to  the 
water  and  digs  dens  and  builds  nests  in  river  banks,  lake  margins,  or 
marshes.  The  American  alligator  uses  the  dens  for  protection  from  cold  or 
drought. 

The  threatened  eastern  Indigo  snake  has  been  found  on  Cape  Canaveral  AS 
and  likely  occurs  throughout  the  station.  It  is  known  to  occur  in  most  types 
of  hammocks,  flatwoods,  scrub,  and  swale  marshes,  often  near  wetlands, 
and  is  often  associated  with  gopher  tortoise  burrows.  Home  ranges  for 
males  range  from  191  to  360  acres;  female  home  ranges  are  from  14  to 
139  acres. 

Green  sea  turtle  breeding  populations  along  the  Florida  and  Pacific  coasts  and 
the  Gulf  Coast  of  Mexico  are  federally  listed  as  endangered;  all  other 
populations  are  listed  as  threatened  throughout  its  range  worldwide. 

Pollution  and  human  development  are  degrading  the  beach  nesting  and  ocean 
feeding  habitats  for  the  green  sea  turtle  In  portions  of  Its  range.  Nighttime 
lighting  near  beaches  generally  makes  nesting  on  beaches  unsuitable  for 
successful  reproduction.  Development  on  the  beaches  sometimes  forces 
nesting  to  occur  too  close  to  the  tidal  zone,  which  causes  many  nests  to  be 
destroyed  by  tidal  inundation  and  erosion.  Green  sea  turtles  are  present  on 
the  Florida  coast  from  May  to  October  (Mercadante,  1997)  and  are  known  to 
nest  on  Cape  Canaveral  AS  beaches.  Cape  Canaveral  AS  has  a  lighting 
management  program  in  place  to  minimize  light  impacts  on  sea  turtle  nesting 
beaches. 

The  threatened  (federal  and  state  listing)  loggerhead  sea  turtle  is  relatively 
abundant  and  occupies  most  of  the  Florida  coastline.  The  turtles  nest  on  the 
beaches  of  Florida  from  May  to  October.  It  is  possible  that  only  the  females 
are  migratory;  males  are  known  to  occupy  Florida  waters  year-round. 
Loggerhead  sea  turtles  are  known  to  nest  on  Cape  Canaveral  AS  beaches. 

The  endangered  (federal  and  state  listing)  leatherback  sea  turtle  population  in 
Florida  is  small  and  is  threatened  by  disturbances  to  natural  lighting 
conditions,  erosion,  nest  predation,  and  pollution  along  the  beaches. 
Leatherback  sea  turtles  occur  mainly  in  the  open  sea,  but  some  females  can 
be  found  on  the  Florida  beaches  and  utilize  coastal  waters  from  April  to  July. 
The  leatherback  sea  turtle  has  been  reported  to  nest  on  Cape  Canaveral  AS 
beaches  (three  occasions). 

Although  the  Atlantic  (Kemp's)  Ridley  and  the  Hawksbill  sea  turtles  are  not 
known  to  nest  on  Cape  Canaveral  AS  beaches,  they  have  been  known  to 
occur  in  the  waters  off  the  Florida  coast  and  near  shore  areas. 
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Wood  storks  forage  in  marshes,  ponds,  and  lagoons  and  are  year-round 
residents  in  the  Cape  Canaveral  AS  area,  nesting  in  the  treetops  of  mangrove 
swamps  or  by  man-made  impoundments. 

As  of  1995,  the  bald  eagle  has  been  down-listed  to  threatened  throughout 
the  continental  United  States,  although  the  Florida  population  has  been  listed 
as  threatened  for  years.  They  can  be  found  year-round  near  the  coast,  rivers, 
and  large  lakes  of  Florida,  but  they  do  not  breed  on  Cape  Canaveral  AS, 
although  numerous  active  nests  have  been  reported  at  the  KSC.  On  rare 
occasions,  bald  eagles  can  be  tolerant  of  human  activity  if  it  is  not  directed 
toward  them.  However,  they  typically  need  a  one-quarter  to  one-half  mile 
buffer  between  human  activity  and  an  active  nest  site  to  avoid  disruption  of 
breeding  and  nesting  activities. 

All  free-flying  peregrine  falcons  are  federally  listed  as  endangered  (because  of 
their  similarity  in  appearance  to  the  subspecies  Falco  peregrinus  anatum, 
which  is  listed  as  endangered).  The  peregrine  falcon  migrates  through  the 
Florida  area  and  can  be  found  most  of  the  year,  except  from  mid-June  to 
mid-August.  The  bird  is  basically  tolerant  of  human  presence. 

The  Florida  scrub  jay  is  a  year-round  resident  that  is  very  sedentary  and 
territorial.  Its  habitat  is  in  open  oak  scrub  without  a  dense  canopy,  as  well  as 
palmetto,  sand  pine,  and  rosemary.  Scrub  jays  nest  in  territories  adjacent  to 
several  northern  SLCs  with  successful  nesting  occurring  March  through  June 
next  to  these  launch  facilities.  As  little  as  5  to  10  acres  of  suitable  habitat 
may  support  a  mated  pair  (Fernald  and  Toland,  1991).  Statewide  average 
scrub  jay  territory  size  is  20  acres  (U.S.  Air  Force,  1993b).  The  average  on 
Cape  Canaveral  AS  is  approximately  13  acres.  Without  suitable  habitat, 
scrub  jays  are  susceptible  to  predation  and  have  low  nesting  success.  It  is 
believed  that  25  percent  of  the  state's  total  scrub  jay  population  inhabits 
Cape  Canaveral  AS.  Drier,  more  sparsely  vegetated  habitats  are  better  for 
scrub  jay  management  activities  than  wetter  areas.  The  species  can  become 
habituated  to  human  presence  over  time.  The  scrub  jays  near  SLC-40  and 
SLC-41  were  monitored  for  three  years  during  Titan  IVB  launches  (Larson  et 
al.,  1993).  Launches  occurred  every  three  months  from  March  to  September 
at  SLC-40,  and  once  during  June  at  SLC-41 .  No  scrub  jay  mortalities  were 
associated  with  these  launches.  The  only  distress  shown  by  any  birds  within 
hours  of  a  launch  occurred  when  vegetation  was  burned  or  defoliated  near  a 
flame  trench  at  SLC-40.  The  birds  avoided  this  damaged  area  for  one  month. 
A  study  of  the  effects  of  construction  on  scrub  jay  territory  size  found  that 
construction  at  SLC-41,  resulting  in  a  loss  of  2.5  acres  of  scrub  and 
1.5  acres  of  mowed  grass  habitat,  caused  the  average  surrounding  territories 
to  decrease  slightly  in  size  (Larson,  et  al.,  1993). 

Least  terns  nest  along  sandy  or  gravelly  beaches  by  SLC-46  and  on  gravel 
rooftops  in  an  industrial  area  on  Cape  Canaveral  AS,  approximately  1  mile 
north  of  the  jetty.  They  are  very  sensitive  to  disturbance  when  nesting. 
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Inhabiting  Cape  Canaveral  AS  from  April  to  mid-October,  they  typically  nest 
between  May  and  June. 

Piping  plover  nest  in  or  near  least  tern  colonies  along  the  Atlantic  coast  from 
approximately  March  to  August.  There  are  no  confirmed  nesting  areas  on 
Cape  Canaveral  AS;  however,  they  may  overwinter  in  the  area. 

The  Florida  populations  of  the  southeastern  American  kestrel  may  be  year- 
round  residents  and  were  observed  in  the  winter  on  Cape  Canaveral  AS. 
Found  in  open  or  partly  open  habitat  in  scrub,  open  forests,  cultivated  lands, 
and  wooded  streams,  they  have  not  been  observed  to  breed  on  Cape 
Canaveral  AS. 

The  Florida  manatee  Is  endemic  in  this  region  of  Florida,  occupying  shallow 
coastal  waters,  estuaries,  bays,  and  enters  coastal  rivers  and  lakes. 

Sheltered  bays,  coves,  and  canals  are  important  environments  for  its 
reproductive  activities.  Manatees  are  semipermanent  residents  in  the  area 
but  may  migrate  southward  for  the  winter.  Manatee  critical  habitat  is 
present  in  the  Banana  River  on  Cape  Canaveral  AS  and  in  the  surrounding 
area  (see  Figure  3.14-1).  Manatees  are  sensitive  to  human  disturbance,  and 
their  survival  is  complicated  by  their  low  population  densities,  low 
reproductive  rates,  limited  range,  and  high  mortalities.  Die-offs  associated 
with  red  tides  and  unusually  cold  weather  have  occurred  in  Florida. 

However,  the  primary  threat  to  the  manatee  is  boat-propeller-inflicted  injury. 

Southeastern  beach  mouse  populations  on  Cape  Canaveral  AS  have  been 
found  at  the  launch  complexes  where  the  area  Is  artificially  open  grassland. 
The  coastal  grasslands  and  strand  communities  provide  the  highest 
population  densities  at  Cape  Canaveral  AS.  Other  habitat  is  the  primary 
dune,  although  the  sea  oat  vegetation  is  not  as  suitable  for  the  beach  mouse 
as  the  grassland. 

Finback,  humpback,  northern  right,  sei,  and  sperm  whales,  all  federally  and 
state-listed  as  endangered,  are  pelagic  mammals  that  are  generally  found 
from  the  shelf  edge  seaward.  The  whales  move  to  northern  temperate 
waters  in  the  spring  and  toward  the  equator  in  the  fall,  migrating  past  Cape 
Canaveral  AS  and  around  the  tip  of  Florida  north  of  Cuba.  The  National 
Marine  Fisheries  Service  (NMFS)  is  proposing  to  designate  the  water  adjacent 
to  the  coast  of  Florida  as  critical  habitat  for  the  northern  right  whale. 

Concept  A  ROI.  Scrub  jay  nesting  territories  are  adjacent  to  the  eastern  side 
of  SLC-41  and  are  approximately  500  feet  east  of  the  site  of  the  two 
proposed  assembly  facilities  (see  Figure  4.13-2).  Although  no  sensitive 
species  are  known  to  reside  on  SLC-41 ,  many  sensitive  species  such  as  the 
manatee  occur  in  the  adjacent  aquatic  habitat.  At  the  site  of  the  proposed 
assembly  facilities,  two  plants  listed  as  threatened  by  the  Florida  Department 
of  Agriculture  and  Consumer  Services  occur:  the  giant  leather  fern  and  the 
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golden  polypody.  These  plants  are  locally  abundant,  however,  and  are  not 
listed  as  rare  on  Cape  Canaveral  AS  by  the  Florida  Natural  Areas  Inventory 
(Smith  Environmental  Services,  1997).  One  American  alligator  was 
documented  as  using  the  cattail  marshes  and  adjacent  Brazilian  pepper/willow 
wetland  on  the  assembly  facilities  site,  but  this  species  is  common  on  Cape 
Canaveral  AS. 

Concept  B  ROI.  The  gopher  tortoise  occurs  on  SLC-37  and  could  support 
numerous  commensal  species.  The  complex  is  also  adjacent  to  Florida  beach 
mouse  habitat.  Scrub  jay  nesting  territories  are  adjacent  to  SLC-37,  and 
scrub  jays  use  the  open  habitat  on  the  SLC  for  foraging.  Scrub  jay  nesting 
territories  are  also  present  at  the  proposed  HIF  site. 

3.14.1.4  Sensitive  Habitats.  Sensitive  habitats  on  Cape  Canaveral  AS 
include  wetlands,  critical  habitats  for  threatened  and  endangered  species  as 
defined  by  the  Endangered  Species  Act,  and  the  nearby  Cape  Canaveral 
National  Seashore  and  Merritt  Island  National  Wildlife  Refuge. 

Wetlands.  Cape  Canaveral  AS  contains  many  wetlands  and  associated 
vegetation  communities  including  estuarine  tidal  (mangrove)  swamps  and 
marshes,  hydric  hammock,  coastal  interdunal  swales,  and  man-made  borrow 
pits  and  canals.  A  U.S.  Fish  and  Wildlife  Service  (USFWS)  National  Wetlands 
Inventory  conducted  in  1994  identified  a  total  of  2,235  acres  of  wetlands  on 
Cape  Canaveral  AS.  Specific  wetland  delineations  for  each  concept  have 
been  conducted  and  are  described  in  the  site-specific  discussions  that  follow. 

Hydric  hammocks  occur  along  the  Banana  River  on  the  western  boundary  of 
the  station  In  lowland  areas  where  the  soils  are  generally  saturated  year- 
round  but  are  inundated  only  for  short  periods  after  heavy  rains.  Hydric 
hammocks  often  transition  into  a  sawgrass-willow  or  cattail  marsh.  Cabbage 
palm  is  present  throughout  the  hammock,  and  live  oak,  American  elm,  and 
mulberry  are  present  in  the  better-drained  areas.  Tropical  species  including 
the  myrsine,  twinberry,  wild  coffee,  and  white  stopper  can  be  found  with 
strangler  fig  "strangling"  cabbage  palms.  Ferns  are  abundant  in  many  areas. 
The  exotic  Brazilian  pepper  has  invaded  even  the  most  intact  hydric 
hammock. 

Coastal  interdunal  swales  are  found  in  the  coastal  dune  areas  and  between 
areas  of  maritime  hammock.  These  swales  are  saturated  most  of  the  year 
and  support  grasses  and  a  few  woody  plants.  Sedges,  arrowhead,  frog-fruit, 
sabatia,  and  fleabane  can  also  be  found.  The  drier  swales  support  some 
woody  plants  including  the  wax  myrtle,  the  live  oak,  the  saw  palmetto,  and 
the  groundsel  tree.  The  listed  coastal  vervain  can  be  found  in  the  interdunal 
swales. 

Cape  Canaveral  National  Seashore,  The  Cape  Canaveral  National  Seashore 
lies  north  of  Cape  Canaveral  AS  (see  Figure  3.14-1).  The  least  disturbed  and 
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undeveloped  coastal  segments  remaining  along  Florida's  eastern  shoreline 
were  set  aside  in  1975  as  part  of  the  National  Seashore  to  ensure 
preservation  of  these  segments. 

Merritt  Island  National  Wildlife  Refuge.  The  Merritt  Island  National  Wildlife 
Refuge  lies  west  of  Cape  Canaveral  AS  (see  Figure  3.14-1).  A  large  manatee 
aggregation  site,  attracting  up  to  200  manatees  in  the  spring,  is  within  the 
boundaries  of  the  refuge.  Other  threatened  or  endangered  species  that 
inhabit  the  scrubby  flatwoods  of  Merritt  Island  include  the  Florida  scrub  jay, 
the  eastern  indigo  snake,  and  the  southern  bald  eagle. 

Critical  Habitat.  Manatee  critical  habitat,  located  in  the  Banana  River  system, 
includes  the  entire  inland  sections  of  the  Indian  and  Banana  rivers,  and  all 
waterways  between  the  two  rivers,  with  the  exception  of  some  man-made 
structures  or  impoundments  not  necessary  to  the  normal  needs  of  the 
manatee.  The  NMFS  is  proposing  to  designate  the  water  adjacent  to  the 
coast  of  Florida  as  critical  habitat  for  the  northern  right  whale. 

Indian  River  Lagoon.  The  Indian  River  Lagoon  is  home  to  more  than  4,300 
kinds  of  plants  and  animals.  This  unique  estuary  is  actually  three  lagoons, 
the  Mosquito  Lagoon,  the  Banana  River,  and  the  Indian  River  (Pacetti,  1996). 
These  "rivers”  have  no  mouth  or  flowing  current  but  are  headwaters  where 
flow  begins,  fed  by  rivers,  canals,  and  streams.  The  lagoon  has  a  gradation 
of  brackish  water  (salt  and  fresh  water  mixed)  to  salt  water  where  it  opens 
to  the  ocean.  This  lagoon,  which  is  listed  as  an  Estuary  of  National 
Significance,  contains  more  species  than  any  other  estuary  in  North  America 
(2,965  animals,  1,350  plants,  700  fish,  and  310  birds)  (St.  John's  River 
Water  Management  District,  n.d.).  Located  along  the  Atlantic  Flyway,  it 
provides  important  migratory  bird  habitat.  The  lagoon  contains  one  of  the 
highest  densities  of  nesting  turtles  in  the  western  hemisphere  (Pacetti, 

1996),  is  a  rich  fishery,  and  is  used  by  up  to  one  third  of  the  United  States' 
manatee  population.  Development  along  the  shoreline  and  mosquito  control 
practices  have  destroyed  large  areas  of  mangroves  and  seagrasses. 
Mangroves  provide  essential  shoreline  protection  and  nesting  areas  for  rare 
lagoon  birds,  such  as  the  wood  stork  and  the  roseate  spoonbill. 

The  upper  reaches  of  the  Banana  River  adjacent  to  Cape  Canaveral  AS  and 
the  lower  reaches  of  the  Mosquito  Lagoon  have  generally  good  water  quality 
due  to  the  lack  of  urban  and  industrial  development  in  the  area.  However,  as 
summarized  in  the  water  quality  discussion,  phenols  and  aluminum  (found  in 
liquid  rocket  fuels)  and  pH  (a  result  of  solid  rocket  fuel  combustion) 
occasionally  exceed  state  water  quality  criteria  in  these  areas.  Localized  fish 
kills  have  been  noted  after  space  shuttle  launches  as  a  direct  result  of  a 
temporary  (several  hours)  and  localized  increase  in  acidity  in  the  waters 
adjacent  to  the  launch  sites.  The  long-term  effects  that  these  pollutants  will 
have  on  the  estuaries  of  the  area  is  unknown. 
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Concept  A  ROI.  Wetlands  near  SLC-41  consist  mainly  of  mixed  salt-tolerant 
grasses,  black  mangroves,  and  sea  oxeye  daisy  vegetation  (National 
Aeronautics  and  Space  Administration,  1995c).  The  mangrove  swamps 
occur  in  a  mosaic  fashion  on  the  northwestern  edge  of  Cape  Canaveral  AS  as 
it  fringes  the  Banana  River.  A  wetland  delineation  was  conducted  for  the 
proposed  assembly  facilities  site.  Approximately  8.2  acres  of  the  total 
13.5-acre  site  are  jurisdictional  wetlands  (Smith  Environmental  Services, 
1997).  These  wetlands  are  isolated  and  extremely  degraded.  Exotic  and 
nuisance  plant  species,  primarily  Brazilian  pepper,  coastal  plain  willows,  and 
cattail,  replaced  the  historical  saltmarsh/mangrove  plant  communities  after 
mosquito  control  and  development  in  the  area  completely  isolated  the 
wetlands  from  the  Banana  River  Lagoon.  The  disturbance  created  a  wetland 
with  extremely  low  natural  community  heterogeneity  habitable  by  only  a 
narrow  range  of  fish  and  wildlife. 

East  of  the  access  road  to  SLC-41,  several  areas  have  been  impounded  and 
flooded  for  mosquito  abatement.  These  impounded  areas  are  considered 
wetlands,  although  they  are  not  of  high  quality. 

A  wood  stork  rookery  was  located  approximately  1 .4  miles  north  of  SLC-41 
(National  Aeronautics  and  Space  Administration,  1995c).  This  rookery  was 
abandoned  in  1991. 

Concept  B  ROI.  A  wetland  delineation  was  conducted  from  May  to  August 
1997  (ENSR  Corporation,  1997c).  SLC-37  contains  approximately  7  acres  of 
drainage  that  are  not  protected  as  wetlands  because  they  were  constructed 
on  dry  land,  but  may  be  considered  "other  surface  waters"  by  the  SJRWMD 
and  "Water  of  the  United  States"  by  the  USACE  (see  Figure  3.14-3).  The 
vegetation  In  these  ditches  consists  of  Brazilian  pepper,  wax  myrtle,  cattail, 
duckweed  species,  leather  fern,  and  water  primrose. 

SLC-37  is  also  surrounded  by  an  upland  ditch  that  ultimately  connects  to  the 
Banana  River  to  the  west.  This  wetland  contains  cattail  and  water  primrose. 

Wetlands  were  also  delineated  at  the  proposed  HIF  site.  Two  small,  isolated 
swales  of  approximately  0.31  and  0.37  acre  are  on  the  site  (see  Figure 
3.14-3).  They  contain  sawgrass,  sand  cordgrass,  climbing  hempvine,  marsh 
fleabane,  wax  myrtle,  and  saltbush.  These  wetlands  have  been  impacted  by 
changes  in  the  natural  hydrology  and  do  not  maintain  a  high  functional  value 
(ENSR  Corporation,  1997c). 

3.14.2  Vandenberg  AFB 

The  ROI  for  biological  resources  consists  of  Vandenberg  AFB,  the  adjacent 
Pacific  Ocean,  and  the  northern  Channel  Islands  (Figure  3.14-4). 
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3.14.2.1  Vegetation.  Vandenberg  AFB  occupies  a  transition  zone  between 
the  cool,  moist  conditions  of  northern  California  and  the  semi-desert 
conditions  of  southern  California.  Many  plant  species  and  plant  communities 
reach  their  southern  or  northern  limits  in  this  area.  Natural  vegetation  types 
on  Vandenberg  AFB  include  southern  foredunes;  southern  coastal,  central 
dune,  central  coastal,  and  Venturan  coastal  sage  scrub;  chaparral  including 
central  maritime  chaparral;  coast  live  oak  woodland  and  savanna;  grassland; 
tanbark  oak  and  southern  bishop  pine  forest;  and  wetland  communities 
including  coastal  salt  marsh  and  freshwater  marsh,  riparian  forests,  scrub, 
and  vernal  pools  (U.S.  Air  Force,  1989a). 

Under  the  No-Action  Alternative,  Atlas  IIA,  Delta  II,  and  Titan  IVB  launches 
would  continue  from  SLC-3E,  SLC-2W,  and  SLC-4E,  respectively.  Within  this 
section,  the  descriptions  of  SLC-3E  and  SLC-4E  are  included  within  the 
Concept  A  and  B  ROI  descriptions.  Because  SLC-2W  is  located  on  North 
Vandenberg  AFB,  the  ROI  for  this  site  is  described  separately  within  each 
subsection.  The  undeveloped  areas  of  SLC-2W  contain  sparse  vegetation 
that  can  be  described  as  coastal  dune  scrub.  Central  dune  scrub  has  been 
defined  by  Holland  (1986)  as  a  "dense  coastal  scrub  community  of  scattered 
shrubs,  subshrubs,  and  herbs  generally  less  than  one  meter  tall  and  often 
developing  considerable  cover.”  This  plant  community  is  characterized  by 
species  suited  to  central  California's  coastal  dune  environments,  such  as 
mock  heather,  dune  lupine,  California  sage  brush,  deerweed,  and  dune  mint. 
Dune  mint  is  a  federally  listed  Category  2  species  and  Is  on  California  Native 
Plant  Society  List  IB  (plants  rare  and  endangered  in  California  and  elsewhere) 
(National  Aeronautics  and  Space  Administration,  1993). 

Concept  A  ROI.  Plant  communities  in  the  vicinity  of  SLC-3  include  coastal 
sage  scrub,  grassland  and  disturbed  areas,  mixed  grassland-coastal  sage 
scrub,  riparian  woodland  and  associated  emergent  vegetation.  Burton  Mesa 
chaparral  (central  maritime  chaparral),  and  non-native  woodland  (Figure 
3.14-5)  (U.S.  Air  Force,  1991f).  The  coastal  sage  scrub  community  is 
dominated  by  California  sagebrush,  coyote  brush,  mock  heather,  poison  oak, 
Lompoc  bush  monkeyf lower,  and  giant  wild  rye.  Two  former  Category  2 
species,  black-flowered  flgwort  and  Kellogg’s  horkelia,  occur  in  the  coastal 
sage  scrub  community  and  are  known  to  occur  near  SLC-3  (U.S.  Air  Force, 
1991f). 

The  grassland  community  is  dominated  by  non-native  grasses  including 
brome,  veldtgrass,  wild  oats,  and  fescue.  It  may  also  include  native  perennial 
needle  grasses  and  scattered  small  shrubs,  such  as  cudweed  aster  and 
California  sagebrush.  Native  and  non-native  forbs  associated  with  the 
grassland  include  lupine,  owl's  clover,  blue-eyed  grass,  and  tomcat  clover. 
This  plant  community  occurs  on  disturbed  sites.  More  substantially  disturbed 
areas,  such  as  SLC-3,  are  dominated  by  veldtgrass,  black  mustard,  filaree, 
hottentot  fig,  and  California  goosefoot.  Mowed  weedy  areas  occur  within 
the  SLC-3  security  fence  and  along  road  shoulders  (U.S.  Air  Force,  1991f). 


3-128 


EELVFEIS 


EXPLANATION 


Coastal  Sage  Scrub 

' :  Grasslands 

___ 

Barren 

Wetland  (Willow  Riparian) 

Developed 

— 

Electrical  line 

SLC-3W  Vegetation 
and  Sensitive  Habitat 
Vandenberg  AFB, 
California 


nn 


0  60  120 


240  Feet 


Source:  Bionetics  Corporation,  1988;  site  visit,  1997. 


EELVFEIS 


Figure  3.14-5 


3-129 


The  mixed  grassland-coastal  sage  scrub  community  is  a  transitional  area 
between  grassland,  the  primary  plant  community  in  disturbed  areas,  and 
coastal  sage  scrub,  which  is  the  next  successional  stage  in  plant  community 
development.  The  area  contains  a  mosaic  of  grassland  and  coastal  sage 
scrub  (U.S.  Air  Force,  1991f). 

A  riparian  woodland  community  dominated  by  willows  is  adjacent  to  SLC-3 
along  Bear  Creek  and  associated  spring  and  seeps  in  tributary  canyons,  and  in 
a  small  drainage  ditch  at  the  foot  of  the  SLC-3W  retention  basin.  In  places, 
the  riparian  woodland  plant  community  contains  a  dense  understory  of 
twinberry,  blackberry,  stinging  nettle,  and  poison  oak  (U.S.  Air  Force, 

1991f). 

Burton  Mesa  chaparral  near  SLC-3  is  characterized  by  dense  shrubs  such  as 
Santa  Cruz  Island  oak,  chamise,  coast  ceanothus,  Santa  Barbara  ceanothus, 
Purisima  manzanita,  shagbark  or  sand  mesa  manzanita,  and  Lompoc  bush 
monkeyflower.  A  number  of  perennial  and  annual  herbaceous  plants  also 
occurs  in  the  Burton  Mesa  chaparral  community.  Species  composition  and 
vegetative  cover  vary  among  sites  dependent  on  the  shrub  density.  Several 
of  the  shrubs  found  in  Burton  Mesa  chaparral  are  local  endemics,  including 
the  shagbark  manzanita  and  the  coast  and  Santa  Barbara  ceanothus  (U.S.  Air 
Force,  1991f).  Blochman's  or  dune  delphinium  is  a  former  Category  2 
species  that  has  been  found  in  coastal  chaparral  on  South  Vandenberg  AFB 
(Oyler  et  al.,  1995). 

Several  non-native  woodlands  occur  near  SLC-3,  the  most  common  of  which 
are  tall,  often  monotypic  stands  of  planted  blue  eucalyptus.  Two  stands 
occur  near  SLC-3  adjacent  to  Bear  Creek.  The  blue  eucalyptus  leaf  litter 
contains  toxins  that  prevent  germination  of  many  plants.  Planted  stands  of 
Monterey  cypress  also  occur  along  Bear  Creek.  The  edges  of  woodlands  and 
clearings  contain  a  sparse  herbaceous  cover  dominated  by  wild  oats,  black 
mustard,  and  veldtgrass  (U.S.  Air  Force,  1991f). 

A  survey  of  SLC-3W,  associated  intersections  requiring  modifications,  and 
the  disturbance  at  Building  7525  was  conducted  (Fugro  West,  Inc.,  1996). 
The  vegetation  in  these  areas  is  dominated  by  non-native  plants  such  as 
hottentot  fig,  veldtgrass,  filaree,  plantain,  and  ripgut  grass.  The  most 
common  native  species  in  areas  less  disturbed  include  California  sagebrush, 
heather  goldenbush,  California  buckwheat,  common  cudweed  aster,  and  dune 
lupine. 

Concept  B  ROI.  Plant  communities  in  the  vicinity  of  SLC-6  include  central 
coastal  sage  scrub,  chaparral  including  maritime  chaparral,  grassland,  riparian 
wetlands,  eucalyptus  (non-native  woodlands),  and  ruderal  areas  (Figure 
3.14-6).  Ruderal  vegetation  is  characterized  by  disturbance-tolerant,  mostly 
non-native  species,  primarily  introduced  grasses  such  as  brome,  veldtgrass, 
wild  oats,  and  fescues.  In  addition  to  these  plant  communities,  north-facing 
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slopes  dominated  by  monkeyflower,  coyote  bush,  and  California  sagebrush 
with  Indian  paintbrush,  fern,  miner's  lettuce,  and  dudleya  in  the  understory 
are  located  south  of  SLC-6.  These  represent  a  residual  north-coastal  flora 
comprising  species  more  widespread  10,000  years  ago  during  a  cooler, 
moister  period  (U.S.  Air  Force,  1978). 

Crisp  and  San  Luis  Obispo  monardellas  are  two  former  Category  2  species 
found  in  sandy  areas.  Both  have  been  reported  to  be  present  near  SLC-6 
(Oyler  et  al.,  1995). 

The  boathouse  area  is  dominated  by  non-native  grassland  with  scattered 
coyote  brush,  California  sagebrush,  goldenbush,  and  herbs  including  vetch 
and  locoweed.  The  area  has  been  subject  to  cattle  grazing  for  at  least  the 
past  60  years  (U.S.  Air  Force,  1989a).  Coastal  strand  occurs  along 
Vandenberg  AFB's  beaches.  Native  beach  plants  include  beach  saltbush,  sea 
rocket,  sand  verbena,  beach  morning-glory,  and  beach  burr.  European 
beachgrass  and  ice  plant,  non-native  species,  are  pervasive  and  spreading  on 
most  Vandenberg  AFB  beaches  (Persons  and  Applegate,  1996). 

The  Boathouse  Embayment  includes  three  types  of  subtidal  habitats.  A  rocky 
boulderfield  covers  the  shoreward  half  of  the  bay,  and  a  sandy  bottom 
habitat  occurs  in  the  outer  portion.  The  caissons,  pilings,  and  riprap  are  the 
third  habitat  type  in  the  bay.  Dense  algal  growths  cover  much  of  the  rocky 
substrate  habitat  within  the  embayment.  These  consist  primarily  of  red 
algae,  several  species  of  brown  algae,  and  two  species  of  green  algae. 
Surfgrass  is  also  common  (U.S.  Air  Force,  1978). 

3.14.2.2  Wildlife.  Vandenberg  AFB  contains  a  number  of  habitat  types, 
which  support  a  rich  diversity  of  wildlife.  Mammals,  numerous  species  of 
birds,  amphibians,  and  reptiles  are  present  in  abundance  on  the  base.  The 
coastline,  nearshore  waters,  and  Channel  Islands  also  support  a  wide  variety 
of  aquatic  life,  including  marine  mammals  and  birds,  fish,  and  invertebrates. 
Many  of  these  species  are  Category  2  species,  proposed  for  listing,  or 
regionally  rare. 

A  large  number  of  rodent  species  occurs  in  all  habitats,  with  many  occurring 
in  more  than  one  plant  community.  Small  carnivores  include  raccoons,  long¬ 
tailed  weasels,  and  striped  skunks.  Feral  pigs  forage  in  riparian  zones,  and 
mule  deer  are  found  in  several  habitat  types.  The  larger,  contiguous, 
relatively  undisturbed  tracts  of  vegetation  on  South  Vandenberg  AFB  provide 
high-quality  habitat  for  wide-ranging  carnivores  including  a  number  of  wildlife 
species  recorded  as  declining  in  Santa  Barbara  County.  These  include  the 
badger,  a  regionally  rare  mammal  known  to  occur  in  coastal  sage  scrub  and 
grasslands,  and  the  mountain  lion,  another  regionally  rare  mammal  expected 
to  occur  in  chaparral  and  riparian  woodlands.  Other  carnivores  include  the 
bobcat,  the  black  bear,  the  gray  fox,  and  the  coyote  (U.S.  Air  Force,  1991f). 
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Amphibians  such  as  ensatina,  blackbelly  slander  salamander,  and  Pacific 
treefrogs  may  occur  in  coastal  sage  and  chaparral  communities  and  are  also 
found,  along  with  western  toads,  in  riparian  woodland  areas.  Reptiles  such 
as  western  skink,  western  fence  lizards,  southern  alligator  lizards,  and  gopher 
snakes  are  found  in  several  habitat  types.  The  southwestern  pond  turtle  is  a 
former  Category  2  species  found  on  South  Vandenberg  AFB  in  Canada  Honda 
and  Jalama  creeks.  Bear  Creek  does  not  support  any  deeper  pool  habitats 
that  are  essential  for  the  survival  of  the  turtle  (U.S.  Air  Force,  1991f).  The 
two-striped  garter  snake  is  also  a  former  Category  2  species  found  in  Canada 
Honda  Creek.  The  California  horned  lizard  and  the  California  legless  lizard  are 
former  Category  2  species  found  on  South  Vandenberg  AFB  (Christopher, 
1996a,b). 

Several  sensitive  species  may  forage  on  coastal  sage  scrub  and  chaparral 
habitats.  These  include  the  northern  harrier,  the  merlin,  and  the  short-eared 
owl  (all  special  concern  species);  the  white-tailed  kite  and  the  tree  swallow 
(both  regionally  rare);  the  Cooper’s  hawk  and  the  prairie  falcon  (both  special 
concern  species  and  regionally  rare);  and  the  ferruginous  hawk  (former 
Category  2  and  special  concern  species)  (U.S.  Air  Force,  1991f). 

Bell's  sage  is  a  former  Category  2  and  special  concern  species  found  in  open 
Burton  Mesa  chaparral.  A  population  has  been  identified  at  a  location  east  of 
Lompoc  Canyon,  approximately  2  miles  inland. 

Three  regionally  rare  and  declining  bird  species  (the  Swainson's  thrush,  the 
warbling  vireo,  and  the  Wilson’s  warbler)  nest  in  the  Bear  Creek  riparian 
woodland.  The  Cooper’s  hawk  (a  special  concern  and  regionally  rare  species) 
may  also  nest  along  Bear  Creek.  Both  riparian  woodland  and  non-native 
planted  tree  groves  attract  migrating  flycatchers,  kinglets,  vireos,  warblers, 
sparrows,  and  orioles.  Several  species  of  hawks,  owls,  and  other  common 
raptors  roost  and  nest  in  the  planted  non-native  tree  groves  (U.S.  Air  Force, 
1991f). 

Burrowing  owls  (former  Category  2  and  special  concern  species)  prefer  dry, 
open,  grassy,  usually  treeless  plains,  occasionally  with  gently  rolling  hills. 

This  species  utilizes  the  same  habitat  for  breeding  and  wintering.  Although 
suitable  habitat  occurs  on  Vandenberg  AFB,  it  appears  that  this  species  no 
longer  nests  there  and  is  now  only  an  uncommon-to-rare  winter  visitor  to 
grassland  and  open  scrub  habitats.  California  horned  larks  (former  Category 
2  and  special  concern  species)  breed  in  grasslands  in  the  Sudden  Flats  area 
(U.S.  Air  Force,  1994c).  Loggerhead  shrikes  (former  Category  2  and  special 
concern  species)  prefer  open  country  with  lookout  posts,  scattered  trees,  and 
low  scrub  vegetation,  and  have  been  observed  on  South  Vandenberg  AFB 
(U.S.  Air  Force,  1994c).  The  grasshopper  sparrow  is  a  regionally  rare  bird 
that  may  forage  in  grasslands  near  SLC-6  (U.S.  Air  Force,  1989a). 
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The  Santa  Barbara  Channel  is  located  along  the  Pacific  Flyway,  at  a 
biogeographical  boundary  between  warm  southern  and  cold  northern  ocean 
waters.  As  a  result,  an  abundance  and  diversity  of  marine  birds  is  found 
along  the  offshore  waters  and  Channel  Islands.  As  many  as  30  species  of 
seabirds  are  known  to  occur  in  the  open  ocean  water  of  the  continental  shelf. 
The  elegant  tern  (former  Category  2  and  special  concern  species)  is  a  coastal 
area  post-breeding  visitor  during  late  summer  and  early  fall  (U.S.  Air  Force, 
1991f).  Long-billed  curlews  (former  Category  3  and  special  concern  species) 
typically  winter  in  coastal  areas  and  are  found  at  South  Vandenberg  AFB. 

The  Channel  Islands  are  inhabited  by  breeding  colonies  of  marine  birds,  with 
the  largest  colonies  on  San  Miguel  Island.  These  include  Leach’s  and  ashy 
storm-petrels;  Brandt's,  double-crested,  and  pelagic  cormorants;  pigeon 
guillemots;  and  Cassin's  auklets.  California’s  only  nesting  colony  of  brown 
pelicans  occurs  on  Anacapa  Island  and  an  islet  adjacent  to  Santa  Cruz  Island 
(U.S.  Air  Force,  1992b).  Nesting  sites  for  some  of  these  species  are  also 
documented  to  exist  on  the  mainland.  These  include  Point  Pedernales, 
Destroyer  Rock,  Point  Arguello,  Rocky  Point,  and  Point  Conception  (see 
Figure  3.14-4)  (U.S.  Air  Force,  1991f). 

California  sea  lions  and  northern  fur,  northern  elephant,  and  harbor  seals  use 
the  northern  Channel  Islands  as  haul-out  (resting),  mating,  and  pupping  areas. 
The  largest  concentrations  occur  on  San  Miguel  Island.  Harbor  seals  haul  out 
at  a  total  of  19  sites  between  Point  Sal  and  Jalama  Beach.  Purisima  Point 
and  Rocky  Point  are  the  primary  haul-out  sites  on  Vandenberg  AFB. 

California  sea  lions  do  not  breed  on  Vandenberg  AFB.  However,  Point  Sal  is 
used  heavily  as  a  haul-out  site.  San  Miguel  and  San  Nicolas  islands  are  the 
major  rookeries  for  California  sea  lions  and  northern  elephant  seals.  Northern 
elephant  seals  are  periodically  observed  on  Vandenberg  AFB.  Effects  to 
marine  mammals  have  been  monitored  over  several  years  from  Vandenberg 
AFB  launches  and  are  described  in  Chapter  4.0. 

Small-toothed  whales  including  bottlenose,  common  and  Pacific  white-sided 
dolphins,  and  killer  whales  are  common  near  Vandenberg  AFB  and  In  the 
Channel  Islands.  The  gray  whale  (a  former  federally  listed  endangered 
species,  now  designated  as  recovered)  is  found  close  to  shore  off  South 
Vandenberg  AFB  during  migration  from  Baja,  California,  to  the  Bering  Sea, 
between  December  and  May  and  returns  to  Baja  in  November  and  December 
(U.S.  Air  Force,  1991f).  Minke  whales  have  been  reported  within  a  few 
miles  of  the  leeward  sides  of  San  Miguel,  Santa  Rosa,  Santa  Cruz,  and 
Anacapa  islands. 

A  request,  under  Section  101(a)(5)(A)  of  the  Marine  Mammal  Protection  Act 
of  1972,  as  amended,  for  a  letter  of  authorization  for  the  incidental  take  of 
marine  mammals  during  programmatic  operations  at  Vandenberg  AFB  was 
submitted  to  the  NMFS  in  July  1997  (Appendix  H).  If  approved,  Vandenberg 
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AFB  will  be  allowed  incidental  take  for  up  to  20  space  launches  per  year  for 
the  next  5  years. 

Wildlife  in  the  vicinity  of  SLC-2W  consists  of  common  regional  animals  as 
well  as  those  species  found  in  coastal  environments.  More  common  wildlife 
that  may  occur  at  SLC-2W  include  mule  deer,  jackrabbits,  cottontails,  and 
predatory  animals  such  as  the  bobcat  and  the  coyote.  A  high  diversity  of 
bird  species  may  occur  at  SLC-2W. 

Concept  A  ROI.  Coyote  and  California  ground  squirrel  burrows  were 
observed  throughout  the  site.  Numerous  birds  observed  foraging  on  site 
included  the  Northern  harrier,  the  red-shouldered  hawk,  the  red-tailed  hawk, 
the  American  kestrel,  the  Anna's  hummingbird,  and  the  California  towhee. 
The  regionally  rare  mountain  lion  is  expected  to  occur  in  the  chaparral  and 
riparian  woodlands  near  SLC-3W. 

Concept  B  ROI.  Burrowing  owls  have  been  sighted  near  the  boathouse  area 
(Holmgren  and  Collins,  1995).  Animals  of  the  exposed  rocky  intertidal  area 
in  the  Boathouse  Embayment  include  the  California  mussel;  the  Pacific  goose 
barnacle;  and  the  common,  purple,  and  ocher  seastars.  Abalone  are  also 
found  in  this  area.  Biological  diversity  within  the  embayment  is  highest  in  the 
rocky  boulderfield  habitat,  which  includes  1 2  species  of  benthic 
invertebrates,  the  most  abundant  being  the  snail  Mitrella  carinata  and  the 
seastar  Patiria  miniata.  Subtidal  sandy  bottom  surfaces  within  the 
embayment  contain  many  benthic  and  infaunal  invertebrates  beneath  the 
surface.  Two  polychaete  worms,  the  burrowing  shrimp  and  the  clam  Tellina 
modesta,  are  the  most  abundant.  At  least  297  species  of  fish  occur  in  the 
Point  Arguello  region.  Many  of  these  pass  through  the  mouth  of  the 
embayment.  These  consist  mainly  of  inshore  schooling  species  such  as 
walleye  surfperch,  topsmelt,  and  pile  surfperch  (U.S.  Air  Force,  1978).  Sea 
otters,  seals,  and  sea  lions  also  use  the  waters  off  Point  Arguello. 

3.14.2.3  Threatened  and  Endangered  Species.  A  number  of  threatened  and 
endangered  species  is  known  or  expected  to  occur  on  Vandenberg  AFB  and 
in  the  adjacent  offshore  waters.  Table  3.14-2  lists  all  of  the  federally  and 
state-listed  threatened  and  endangered  species,  species  proposed  for  federal 
listing  as  threatened  or  endangered,  and  candidate  species  for  federal  listing 
(former  Category  1  species)  that  are  known  to  occur  or  that  may  potentially 
occur  in  the  Vandenberg  AFB  area.  Species  that  are  known  or  expected  to 
occur  on  South  Vandenberg  AFB  are  discussed  in  more  detail  below.  Former 
federal  candidate  Category  2  species,  state  species  of  special  concern,  and 
regionally  rare  and  declining  species  on  South  Vandenberg  AFB  are  discussed 
under  the  Vegetation  and  Wildlife  subsections. 

Several  sensitive  plant  species  may  occur  in  coastal  dune  scrub  near 
SLC-2W.  Surf  thistle  and  beach  spectaclepod  are  found  on  active  dunes  near 
SLC-2W.  Beach  spectaclepod  is  found  in  dunes  near  the  community  of 
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Table  3.14-2.  Threatened,  Endangered,  and  Candidate  Species  Occurring  or  Potentially  Occurring  at 
_ Vandenberg  AFB,  California 


Common  Name 

Scientific  Name 

Federal 

Status 

State 

Status 

Plants 

Beach  layia 

Layia  carnosa 

E 

E 

Gambel's  watercress 

Rorippa  gambelli 

E 

T 

Seaside's  bird's  beak 

Cordyfanthus  rigidus  ssp.  Httoralis 

- 

E 

Lompoc  yerba  santa 

Eriodictyon  capitatum 

C 

R 

Beach  spectaclepod 

Dithyrea  maritima 

- 

T 

La  Graciosa  thistle 

Cirsium  loncholepis 

c 

T 

Surf  thistle 

Cirsium  rhothophilum 

c 

T 

Fish 

Unarmored  threespine  stickleback 

Gasterostreus  aculeatus  wiffiamsonii 

E 

E 

Tidewater  goby 

Eucyclogobius  newberryi 

E 

- 

Steelhead  trout 

Oncorhynchus  mykiss  irideus 

E 

- 

Reptiles  and  Amphibians 

California  red-legged  frog 

Rana  aurora  draytonii 

T 

SC 

Green  sea  turtle 

Chef  on  ia  my  das 

T 

- 

Loggerhead  sea  turtle 

Caretta  caretta 

T 

- 

Pacific  Ridley  sea  turtle 

Lepidochelys  olivacea 

T 

- 

Leatherback  sea  turtle 

Dermochelys  coriacea 

E 

- 

Birds 

California  brown  pelican 

Pefacanus  occidentalis  cafifornicus 

E 

E 

Bald  eagle 

Haliaeetus  feucocephafus 

T 

E 

American  peregrine  falcon 

Falco  peregrinus  anatum 

E 

E 

California  black  rail 

Lateral  Jus  jamaicensis  coturniculus 

- 

T 

Western  snowy  plover 

Charadrius  afexandrinus  nivosus 

T 

sc 

California  least  tern 

Sterna  antiffarum  browni 

E 

E 

Western  yellow-billed  cuckoo 

Coccyzus  americanus  occidentalis 

- 

E 

Southwestern  willow  flycatcher 

Empidonax  traillii  extimus 

E 

E 

Least  Bell's  vireo 

Vireo  bellii  pusillus 

E 

E 

Belding's  savannah  sparrow'®’ 

Passerculus  sandwichensis  beldingi 

- 

E 

Mountain  plover 

Charadrius  montanus 

C 

- 

Mammals 

Guadalupe  fur  seal 

Arctocephalus  townsendi 

T 

T 

Steller  sea  lion 

Eumetopias  jubatus 

T 

- 

Southern  sea  otter 

Enhydra  lutris  nereis 

T 

- 

Sei  whale 

Balaenoptera  borealis 

E 

- 

Blue  whale 

Balaenoptera  musculus 

E 

- 

Finback  whale 

Balaenoptera  physalus 

E 

- 

Humpback  whale 

Megaptera  novaeangliae 

E 

- 

Right  whale 

Balaena  glacialis 

E 

- 

Sperm  whale 

Physeter  catodon 

E 

- 

Note:  (a)  Taxonomic  status  of  subspecies  is  pending. 
C  =  candidate  {former  Category  Cl) 

E  =  endangered 
R  =  rare  {state  designation) 

SC  =  special  concern  {state  designation) 

T  =  threatened 
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Surf.  Surf  thistle  is  found  in  dunes  and  sandy  bluffs  along  the  coast  between 
Surf  and  Point  Arguello.  The  beach  layia  is  found  1 .3  miles  west  of  SLC-3W. 

Several  other  listed  plant  species,  the  Gambel's  watercress,  the  seaside’s 
bird's  beak,  the  Lompoc  yerba  santa,  and  the  La  Graciosa  thistle,  are  not 
known  to  occur  on  South  Vandenberg  AFB,  although  they  may  occur  on 
North  Vandenberg  AFB  or  in  the  overall  vicinity  (Oyler  et  al.,  1995). 

The  unarmored  threespine  stickleback  (fish)  occurs  on  South  Vandenberg  AFB 
only  as  a  transplanted  population  in  Canada  Honda  Creek  (U.S.  Air  Force, 
1991f)  but  also  in  San  Antonio  Creek  on  North  Vandenberg  AFB.  The 
tidewater  goby  occurs  on  South  Vandenberg  AFB  in  the  coastal  lagoon  and 
creek  channel  at  Jalama  Creek  and  has  been  observed  in  Canada  Honda 
Creek  (U.S.  Air  Force,  1994c). 

The  southern  steelhead  trout,  which  was  proposed  for  listing  as  federally 
endangered  in  August  1996,  occurs  in  the  Santa  Ynez  River  and  potentially  in 
Canada  Honda  Creek.  However,  none  was  identified  during  surveys 
conducted  in  1994  and  1995.  The  California  red-legged  frog  has  been  found 
in  Canada  Honda  and  Jalama  creeks  on  South  Vandenberg  AFB  (U.S.  Air 
Force,  1994c)  and  is  reported  to  inhabit  nearly  all  permanent  lakes,  streams, 
and  ponds  on  Vandenberg  AFB.  In  addition,  red-legged  frogs  have  been 
found  in  the  retention  ponds  near  SLC-6.  Bear  Creek  does  not  support  the 
deeper  pool  habitats  essential  for  the  survival  of  the  red-legged  frog  (U.S.  Air 
Force,  1991f).  The  California  tiger  salamander  (federal  candidate  [former 
Category  1  ]  and  special  concern  species)  is  not  known  to  occur  on  South 
Vandenberg  AFB  (Christopher,  1996a). 

Several  federally  listed  bird  species  occur  on  South  Vandenberg  AFB.  The 
southern  bald  eagle  formerly  nested  in  the  Channel  Islands  and  coastal  Santa 
Barbara  County  but  is  now  only  a  fall  and  winter  visitor  to  these  areas  (U.S. 
Air  Force,  1991f).  The  American  peregrine  falcon  nests  on  rocky  coastal 
cliffs  on  South  Vandenberg  AFB  and  the  nearby  Channel  Islands  and  forages 
over  the  adjacent  terraces  and  flats.  Migrating  and  wintering  individuals  are 
also  found  at  Vandenberg  AFB. 

California  brown  pelicans  nest  on  the  Channel  Islands.  They  are  found  year- 
round  in  the  coastal  waters  of  Vandenberg  AFB  and  roost  at  Point 
Pedernales,  Destroyer  Rock,  Point  Arguello,  Rocky  Point,  and  the  Boathouse 
Breakwater  (U.S.  Air  Force,  1994c).  Brown  pelicans  generally  forage  close 
to  shore,  although  they  may  venture  farther  out  to  sea  during  calm  weather. 
While  brown  pelicans  may  use  different  sites  to  rest  during  the  day,  they 
return  to  land  at  night  to  roost  in  large  numbers  at  particular  sites.  During 
the  last  quarter  century,  brown  pelican  nesting  in  California  has  been 
restricted  to  the  offshore  Channel  Islands  (National  Aeronautics  and  Space 
Administration,  1993).  California  least  terns  nest  from  mid-April  to  August  in 
sand  dunes  on  North  Vandenberg  AFB  but  use  the  offshore  water  areas  of 


EELVFEIS 


3-137 


South  Vandenberg  AFB  for  foraging  and  during  migration  (U.S.  Air  Force, 
1991f). 

The  western  snowy  plover  nests  from  March  to  September  on  approximately 
12  miles  of  Vandenberg  AFB  beaches,  from  approximately  3.5  miles  south  of 
the  Santa  Ynez  River  mouth  to  approximately  1  mile  north  and  on  several 
miles  of  beaches  and  dunes  from  Purisima  Point  northward.  This  species 
nests  in  the  vicinity  of  tidal  waters  in  open  to  barren  areas  but  does  not  nest 
colonially  (Persons  and  Applegate,  1996).  Western  snowy  plovers  occur  on 
the  mainland  coast,  peninsulas,  off-shore  islands,  and  adjacent  bays  and 
estuaries.  While  adult  western  snowy  plovers  experienced  a  decline  from  the 
late  1970s  to  the  late  1980s,  the  Vandenberg  AFB  population  has  remained 
relatively  unchanged.  The  snowy  plover  winters  at  these  locations  and  at 
Jalama  Beach.  Between  March  1  and  September  30  of  each  year, 
Vandenberg  AFB  limits  recreational  access  to  plover  and  least  tern  breeding 
beaches.  This  restriction  is  enforced  by  Vandenberg  AFB  game  warden 
patrols. 

The  Least  Bell's  vireo,  which  nest  on  the  upper  Santa  Ynez  River,  do  not 
breed  on  Vandenberg  AFB  but  may  visit  riparian  woodlands  at  Canada  Honda, 
Spring,  and  Bear  creeks  (U.S.  Air  Force,  1991f).  Southwestern  willow 
flycatchers  also  breed  along  the  Santa  Ynez  River  but  do  not  nest  on  South 
Vandenberg  AFB,  although  Bear  Creek  apparently  provides  suitable  habitat  for 
this  species  (Holmgren  and  Collins,  1995).  The  western  yellow-billed  cuckoo 
is  a  bird  of  riparian  habitats;  occasional  transients  may  forage  in  the  Bear 
Creek  willow  woodlands  (U.S.  Air  Force,  1991f).  The  California  black  rail 
and  the  Belding’s  savannah  sparrow  may  occur  at  the  Santa  Ynez  River 
estuary  but  are  not  known  to  occur  any  farther  south  on  Vandenberg  AFB 
(Holmgren  and  Collins,  1995;  U.S.  Air  Force,  1991f).  The  mountain  plover 
winters  annually  at  the  airfield  on  Vandenberg  AFB. 

The  southern  sea  otter  breeds  year-round  at  Purisima  Point  off  North 
Vandenberg  AFB.  No  permanent  population  exists  on  South  Vandenberg 
AFB,  but  sea  otter  are  occasionally  found  feeding  in  kelp  beds  offshore  (U.S. 
Air  Force,  1994c).  The  southern  sea  otter  is  a  federally  threatened  and 
state-listed  rare  species.  These  marine  mammals  tend  to  occupy  relatively 
small  ranges;  the  males  of  the  species  range  slightly  farther.  Southern  sea 
otters  inhabit  intertidal  and  shallow  subtidal  zones  and  are  commonly 
associated  with  areas  sustaining  kelp  beds.  Breeding  and  pupping  occur 
year-round.  Factors  attributed  to  the  decline  of  and  continued  reduced 
numbers  of  southern  sea  otter  populations  include  overharvesting  until  the 
first  half  of  this  century,  gill  and  trammel  netting  mortalities,  and  limited  food 
availability  (National  Aeronautics  and  Space  Administration,  1993).  The 
Guadalupe  fur  seal  and  the  Stellar  sea  lion  are  very  rare  visitors  to  the 
Vandenberg  AFB  area.  The  Guadalupe  fur  seal  was  formerly  abundant  on  the 
Channel  Islands  but  is  now  only  a  rare  summer  visitor  to  San  Miguel  Island. 
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Stellar  sea  lions  used  to  breed  on  San  Miguel  Island,  but  none  have  been  seen 
there  since  1985. 

Six  species  of  endangered  whales  (the  sei,  blue,  finback,  humpback,  right, 
and  sperm)  may  occur  in  the  offshore  waters  (U.S.  Air  Force,  1991f).  In 
addition,  four  species  of  sea  turtles  (the  green  sea  turtle,  the  loggerhead  sea 
turtle,  the  Pacific  Ridley  sea  turtle,  and  the  leatherback  sea  turtle)  may  also 
occur  in  the  offshore  waters  (U.S.  Air  Force,  1991f). 

Two  federally  listed  endangered  species  (the  California  least  tern  and  the 
brown  pelican)  and  two  federally  listed  threatened  species  (the  western 
snowy  plover  and  the  southern  sea  otter)  occur  in  the  vicinity  of  SLC-2W. 

Concept  A  ROI.  A  population  of  endangered  beach  layia  was  located  along 
Coast  Road,  approximately  1.3  miles  west  of  SLC-3  (Oyler  et  al.,  1995), 
which  is  adjacent  to  Bear  Creek  and  near  Canada  Honda  Creek  and  the 
Santa  Ynez  River.  These  habitats  support  numerous  sensitive  species.  No 
known  sensitive  species  are  known  to  be  present  at  SLC-3W;  however, 
suitable  habitat  is  present  at  Bear  Creek  and  Coast  roads  for  sensitive  plants 
that  occur  in  the  dune  scrub  habitats. 

Concept  B  ROI.  SLC-6  is  near  Canada  Honda  Creek  and  cliffs,  both  of 
which  support  sensitive  species.  Peregrine  falcons  have  been  observed 
foraging  over  SLC-6  and  occasionally  roosting  on  structures  at  the  complex 
on  SLC-6  (Read,  1997).  Red-legged  frogs  are  known  to  occur  in  the 
retention  ponds  near  the  complex. 

3.14.2.4  Sensitive  Habitats.  This  analysis  uses  the  Santa  Barbara  County 
Local  Coastal  Plan  definition  of  environmentally  sensitive  habitat: 

...any  area  in  which  plant  or  animal  life  or  their  habitats  are 
either  rare  or  especially  vulnerable  because  of  their  special 
nature  or  role  in  an  ecosystem  and  which  could  be  easily 
disturbed  or  degraded  by  human  activities  and  developments. 

Designated  environmentally  sensitive  habitat  in  the  ROI  with  the  potential  to 
be  affected  by  the  EELV  program  include  butterfly  trees,  marine  mammal 
hauling  grounds,  seabird  nesting  and  roosting  areas,  white-tailed  kite  habitat. 
Burton  Mesa  chaparral,  and  wetlands  including  streams/riparian  woodlands 
(U.S.  Air  Force,  1991f). 

Butterfly  Trees.  The  Monarch  butterfly  is  a  regionally  rare  and  declining 
insect  known  to  overwinter  in  the  eucalyptus  and  cypress  groves  along  Bear 
Creek  near  SLC-3  (U.S.  Air  Force,  1991f).  Another  major  monarch 
overwintering  area  is  located  in  Spring  Canyon  near  SLC-3  (Read,  1997). 

The  "butterfly  trees"  are  protected  as  a  monarch  wintering  habitat  that  is 
declining  in  California. 
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Marine  Mammal  Hauling  Grounds.  There  are  3  miles  of  coastline  between  Oil 
Well  Canyon  and  Point  Pedernales  designated  as  a  marine  ecological  reserve. 
This  includes  a  beach  area  south  of  Rocky  Point  used  by  harbor  seals  as  haul- 
out  and  pupping  areas.  Vandenberg  AFB  and  the  California  Department  of 
Fish  and  Game  have  an  MOA  to  limit  access  to  this  area  to  scientific  research 
and  military  operations  (U.S.  Air  Force,  1994c). 

Seabird  Nesting  and  Roosting  Areas.  Seabird  nesting  and  roosting  areas 
located  on  the  Channel  Islands  and  on  South  Vandenberg  AFB  are  discussed 
under  Wildlife,  Section  3.14.2.2. 

White-tailed  Kite  Habitat.  White-tailed  kite  foraging  habitat  includes 
grassland  and  open  coastal  sage  scrub.  Kites  are  expected  to  forage  in  these 
habitats  on  South  Vandenberg  AFB  primarily  during  the  fall  and  winter. 
Potential  roosting  and  nesting  habitat  occur  in  the  willow,  blue  eucalyptus, 
and  cypress  trees  along  Bear  Creek  (U.S.  Air  Force,  1991f)  and  in  the  riparian 
habitat  along  the  Santa  Ynez  River  (Read,  1997). 

Wetlands.  Wetlands  mapped  by  the  USFWS  on  South  Vandenberg  AFB 
include  areas  along  Bear,  Spring,  and  Canada  Honda  creeks;  along  the 
coast;  and  Lompoc,  Grey,  and  Red  Roof  canyons  (U.S.  Department  of  the 
Interior,  U.S.  Fish  and  Wildlife  Service,  1995). 

Canada  Honda  Creek  Habitat.  Canada  Honda  Creek  is  the  largest  stream 
on  South  Vandenberg  AFB  (U.S.  Air  Force,  1988b).  A  perennially  flowing 
stream,  Canada  Honda  Creek  provides  significant  habitat  for  many  wildlife 
species  and  for  listed  fish  species.  The  stream  supports  a  dense  cover  of 
vegetation,  including  riparian  plant  species  such  as  arroyo  willow,  coyote 
brush,  creek  nettle,  and  bullrushes.  Tule,  cattails,  and  green  algae  densities 
increase  as  the  stream  nears  the  interface  with  the  Pacific  Ocean  (U.S.  Air 
Force,  1985;  1988b). 

Canada  Honda  Creek  has  the  most  diverse  assemblage  of  invertebrate 
species  (approximately  25  species)  on  Vandenberg  AFB.  The  more  common 
of  these  invertebrates  include  stonefly,  caddisfly,  various  snails,  and 
amphipod  crustaceans.  This  diversity  of  invertebrates  is  likely  present 
because  of  the  perennial  nature  of  the  stream  and  the  density  of  riparian 
vegetation  found  within  and  on  the  banks  of  Canada  Honda  Creek  (U.S.  Air 
Force,  1988b). 

An  introduced  population  of  the  federally  listed  endangered  fish,  unarmored 
threespine  stickleback,  persists  in  the  perennially  flowing  portions  of  the 
stream  (U.S.  Air  Force,  1988b). 

Amphibians  and  reptiles  occurring  at  Canada  Honda  Creek  include  the 
western  toad,  the  Pacific  treefrog,  the  Pacific  chorus  frog,  the  red-legged 
frog,  the  western  pond  turtle,  the  common  kingsnake,  the  common  garter 
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snake  and  the  two-striped  garter  snake.  Red-legged  frog,  western  pond 
turtle,  and  western  garter  snake  populations  have  declined  because  of  habitat 
loss/alteration,  harvesting  for  food,  and/or  introduced  predators.  The  red- 
legged  frog  is  federally  listed  as  threatened  under  the  Endangered  Species 
Act;  western  pond  turtles  and  two-striped  garter  snakes  were  fornnerly  listed 
as  federal  Category  2  candidates.  During  summer,  when  the  water  flow 
decreases  and  portions  of  this  stream  become  intermittent,  amphibian  and 
reptile  populations  may  be  reduced  or  localized  to  perennially  inundated 
sections  of  the  stream  (Christopher,  1996a,b). 

Canada  Honda  Creek  is  an  Important  environment  for  bird  species  as  well. 
Avian  species  that  may  occur  at  this  creek  include  woodpeckers,  western 
wood  peewees,  common  yellowthroats,  and  song  sparrows.  Winter  migrants 
that  may  utilize  this  riparian  corridor  include  ruby-crowned  kinglets,  hermit 
thrushes,  and  yellow-rumped  warblers.  Because  of  alteration  or  loss  of 
riparian  areas,  bird  species  that  depend  on  these  habitats  have  declined  in 
population.  Yellow-billed  cuckoos,  long-eared  owls,  and  willow  flycatchers 
are  among  these  dwindling  bird  species.  Another  reason  for  declines  in  these 
populations  is  brood  parasitism  by  brown-headed  cowbirds  (U.S.  Air  Force, 
1988b). 

Canada  Honda  Creek  also  provides  a  suitable  environment  for  many 
mammalian  species.  Smaller  mammals  that  may  be  found  at  Canada  Honda 
Creek  Include  deer  mice,  dusky-footed  woodrats,  and  Trowbridge  shrews. 
Larger  mammals  commonly  occurring  in  riparian  woodlands  include  Virginia 
opossums,  raccoons,  striped  skunks,  and  mule  deer  (U.S.  Air  Force,  1988b). 

Santa  Ynez  River.  The  Santa  Ynez  River  watershed  drains  approximately 
900  square  miles  of  land;  approximately  45  square  miles  occurs  on 
Vandenberg  AFB  (U.S.  Air  Force,  1988a).  This  river  supports  many  sensitive 
species  and  becomes  intermittent  during  the  summer  as  water  levels  drop. 
This,  along  with  high  nutrient  levels,  supports  dense,  semi-aquatic  plant 
growth.  Invertebrate  fauna  are  relatively  less  abundant  and  diverse  than  at 
Canada  Honda  Creek,  where  water  flows  year-round,  although  invertebrates 
such  as  oligocheate  worms  can  thrive  in  the  Santa  Ynez  River  (U.S.  Air 
Force,  1988b). 

In  contrast,  vertebrate  fauna  are  more  diverse  and  abundant  in  the  Santa 
Ynez  River  than  in  any  other  stream  on  Vandenberg  AFB.  Fish  that  are 
known  to  occur  in  the  Santa  Ynez  River  include  mosquito  fish,  threespine 
sticklebacks,  bass,  bluegill  sunfish,  fathead  minnows,  arroyo  chubs,  and 
tidewater  goby.  The  mouth  of  the  Santa  Ynez  River  forms  a  lagoon  that 
periodically  varies  in  temperature  and  salinity  depending  on  the  time  of  year 
and  tidal  fluctuations.  Because  this  lagoon  is  often  brackish,  marine  fish  may 
be  found  Including  Pacific  herring,  starry  flounder,  and  tidewater  goby.  A 
small  extant  native  population  of  anadromus  steelhead  trout  utilizes  the  Santa 
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Ynez  River  watershed  during  spawning  and  early  development  (U.S.  Air 
Force,  1988b). 

The  diversity  of  amphibian  and  reptile  species  on  the  Santa  Ynez  River  is 
greater  than  that  found  on  Canada  Honda  Creek.  In  addition  to  those 
amphibian  and  reptile  species  found  on  Canada  Honda  Creek  (such  as  the 
western  toad,  the  western  pond  turtle,  the  red-legged  frog,  the  Pacific  chorus 
frog,  and  the  common  garter  snake),  the  Santa  Ynez  River  supports  bullfrogs, 
western  terrestrial  garter  snakes,  and  common  kingsnakes  (Christopher, 
1996).  Gopher  snakes  occur  in  neighboring  areas  and  may  utilize  this  riparian 
area,  preying  on  birds,  small  mammals,  and  other  amphibian  and  reptile 
species. 

Birds  may  occur  among  similar  riparian  environments  such  as  the  Canada 
Honda  Creek  and  the  Santa  Ynez  River.  Hairy  and  downy  woodpeckers,  as 
well  as  southwestern  willow  flycatchers,  black  phoebes,  western  wood 
peewees,  warbling  vireos,  and  black-headed  grosbeaks,  may  be  found  in  the 
Santa  Ynez  riparian  corridor  (U.S.  Air  Force,  1988c). 

Mammal  species  associated  with  the  Santa  Ynez  River  tend  to  be  similar  to 
those  at  Canada  Honda  Creek.  In  addition  to  those  mentioned  as  present  at 
Canada  Honda  Creek,  brush  rabbits,  bobcats,  and  feral  pigs  may  be  present 
(U.S.  Air  Force,  1988b). 

Burton  Mesa  Chaparral.  Burton  Mesa  chaparral  occurs  near  SLC-3  and  is 
considered  a  regionally  rare  and  declining  plant  community  with  a  highly 
localized  occurrence  (U.S.  Air  Force,  1991f).  Several  of  the  shrubs  found  in 
Burton  Mesa  chaparral  on  Vandenberg  AFB  are  local  endemics,  including  the 
shagbark  manzanita  and  the  coast  and  Santa  Barbara  ceanothus  (U.S.  Air 
Force,  1991f).  The  Bell's  sage  sparrow,  a  species  of  federal  concern,  is 
associated  with  Burton  Mesa  chapparal  on  North  and  South  Vandenberg  AFB. 

Other  Sensitive  Plant  Communities.  Several  plant  communities  that  occur  on 
Vandenberg  AFB  are  considered  sensitive  because  they  contain  sensitive 
plant  species  and/or  are  of  limited  extent.  These  include  riparian  woodland 
and  associated  freshwater  herbaceous  vegetation  (U.S.  Air  Force,  1991f). 
These  communities  occur  near  SLC-3  and  are  described  under  Vegetation, 
Section  3.14.2.1 . 

Concept  A  ROI 

Wetlands.  An  arroyo  willow  wetland  has  been  identified  in  a  drainage 
downstream  of  a  concrete  holding  pond  on  SLC-3W  (see  Figure  4.13-5). 

Bear  Creek  Canyon  wetlands  are  located  adjacent  to  SLC-3.  A  small  drainage 
ditch  at  the  foot  of  the  SLC-3W  retention  basin  supports  a  willow  scrub 
wetland. 
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Wetlands.  Wetlands  mapped  by  the  USFWS  include  the  evaporation  and 
percolation  ponds  at  SLC-6  (U.S.  Department  of  the  Interior,  U.S.  Fish  and 
Wildlife  Service,  1995).  Three  sites  at  SLC-6  exhibit  wetland  characteristics: 
a  man-made  ditch  east  of  the  former  storage  pad  facility,  a  man-made  trench 
south  of  the  retention  ponds,  and  a  drainage  south  of  the  launch  pad  (see 
Figure  3.14-6).  The  first  two  locations  have  man-induced  hydrology  and  are 
of  low  habitat  value  due  to  low  vegetative  cover  and  location,  although  the 
red-legged  frog  has  recently  been  found  at  these  locations  (U.S.  Air  Force, 
1994c).  A  field  survey  of  the  third  wetland  identified  small  patches  of  arroyo 
willow  in  a  drainage  that  qualifies  as  a  willow  riparian  wetland  (ENSR 
Corporation,  1997b). 

3.15  CULTURAL  RESOURCES 

Cultural  resources  include  prehistoric  and  historic  sites,  structures,  districts, 
artifacts,  or  any  other  physical  evidence  of  human  activity  considered 
important  to  a  culture,  subculture,  or  community  for  scientific,  traditional, 
religious,  or  any  other  reasons.  For  ease  of  discussion,  cultural  resources 
have  been  divided  into  archaeological  resources  (prehistoric  and  historic), 
historic  buildings  and  structures,  and  native  populations/traditional  resources 
(e.g..  Native  American  sacred  or  ceremonial  sites).  For  Vandenberg  AFB,  the 
cultural  resources  section  also  discusses  a  fourth  category,  paleontological 
resources.  There  is  no  scientific  or  physical  evidence  for  this  category  of 
resources  at  Cape  Canaveral  AS. 

Regulatory  Framework.  Numerous  laws  and  regulations  require  that  possible 
effects  to  cultural  resources  be  considered  during  the  planning  and  execution 
of  federal  undertakings.  These  laws  and  regulations  stipulate  a  process  of 
compliance,  define  the  responsibilities  of  the  federal  agency  proposing  the 
action,  and  prescribe  the  relationship  among  other  involved  agencies  (e.g., 
the  State  Historic  Preservation  Officer  [SHPO]  and  the  Advisory  Council  on 
Historic  Preservation).  In  addition  to  the  NEPA,  the  primary  laws  that  pertain 
to  the  treatment  of  cultural  resources  during  environmental  analysis  are  the 
National  Historic  Preservation  Act  (NHPA)  (especially  Sections  106  and  110) 
the  Archaeological  Resources  Protection  Act  (ARPA),  the  American  Indian 
Religious  Freedom  Act  (AIRFA),  and  the  Native  American  Graves  Protection 
and  Repatriation  Act  (NAGPRA). 

Only  those  cultural  resources  determined  to  be  potentially  significant  under 
the  above-cited  legislation  are  subject  to  protection  from  adverse  impacts 
resulting  from  an  undertaking.  To  be  considered  significant,  a  cultural 
resource  must  meet  one  or  more  of  the  criteria  established  by  the  National 
Park  Service  that  would  make  that  resource  eligible  for  inclusion  in  the 
National  Register  of  Historic  Places  (National  Register).  The  term  "eligible  for 
inclusion  in  the  National  Register"  includes  all  properties  that  meet  the 
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National  Register  listing  criteria,  which  are  specified  in  the  Department  of  the 
Interior  regulations  Title  36  CFR  60.4  and  National  Register  Bulletin  1  5. 
Therefore,  sites  not  yet  evaluated  may  be  considered  potentially  eligible  for 
inclusion  in  the  National  Register  and,  as  such,  are  afforded  the  same 
regulatory  consideration  as  nominated  properties.  Whether  prehistoric, 
historic,  or  traditional,  significant  cultural  resources  are  referred  to  as 
"historic  properties." 

Region  of  influence.  For  the  purposes  of  this  analysis,  the  term  ROI  is 
synonymous  with  the  "area  of  potential  effect"  as  defined  under  cultural 
resources  legislation.  In  general,  the  ROI  for  cultural  resources  at  each 
location,  and  for  each  concept,  encompasses  all  areas  requiring  ground 
disturbance  (e.g.,  areas  of  new  facility/utility  construction)  and  all  buildings 
or  structures  requiring  modification,  renovation,  demolition,  or  abandonment. 
The  specific  cultural  resources  ROIs  for  each  concept  at  each  location  are 
described  for  Cape  Canaveral  AS  in  Sections  2.1.1.10  and  2.1.2.10  and  for 
Vandenberg  AFB  in  Sections  2. 1.1. 7  and  2. 1.2. 7.  The  Concept  A/B  ROI  at 
each  installation  will  encompass  all  of  the  facilities  described  in  both  the 
Concept  A  and  Concept  B  ROIs. 

3.15.1  Cape  Canaveral  AS 

3.15.1.1  Prehistoric  and  Historic  Archaeological  Resources.  Archaeological 
investigations  at  Cape  Canaveral  AS  indicate  that  human  occupation  of  the 
area  first  occurred  approximately  4,000  years  ago.  Early  settlement  was 
focused  within  the  Banana  River  salt  marsh  environment;  however,  over  time, 
site  distribution  and  size  fluctuated,  and  there  is  archaeological  evidence  that 
the  entire  peninsula  was  exploited  for  a  wide  variety  of  marine,  estuarine, 
and  terrestrial  resources.  Occupation  of  the  area  is  divided  into  seven 
cultural  periods:  the  Archaic  Period,  the  Orange  Period,  the  Transitional 
Period,  the  Malabar  I,  HA,  and  MB  Periods,  and  the  Protohistoric  or  Seminole 
Period. 

European  exploration  and  contact  with  native  populations  of  the  Florida 
coast  began  in  the  1 5th  century;  however,  Ponce  de  Leon's  discovery  of 
St.  Augustine  in  1513  is  the  first  known  documentation  of  these  activities. 
Numerous  Spanish  treasure  ships  navigated  the  area  throughout  the  1500s, 
and  in  1564,  a  French  colonV'was  established  near  the  mouth  of  the 
St.  John's  River.  Hostilities  developed  between  the  French  and  Spanish,  and 
although  the  native  populations  remained  somewhat  independent  of  these 
activities,  displacement  from  their  native  lands,  European  diseases,  and 
slavery  ultimately  resulted  in  their  dispersal  and  demise.  By  the  1760s,  the 
Cape  Canaveral  area  was  inhabited  by  only  a  few  Spaniards  and,  according  to 
historical  accounts,  the  area  remained  sparsely  populated  until  1843  when  a 
lighthouse  was  established.  Historic  homesteading  followed,  and  by  1880, 
several  citrus  farms  existed  along  the  Banana  River.  Maritime  activities 
increased  during  the  early  1900s,  and  additional  homesteads  and  roads  were 
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established  between  the  Banana  River  and  the  Atlantic  coastline.  Fishing, 
gardening,  berry  gathering,  beekeeping,  and  fruit  farming  all  flourished  until 
the  late  1940s  when  the  U.S.  government  began  purchasing  land  on  the 
peninsula  for  the  establishment  of  a  long-range  proving  ground  and  missile 
test  center. 

Numerous  archaeological  surveys  have  been  conducted  at  Cape  Canaveral  AS 
(Bense  and  Philips,  1990;  Cantley  et  al.,  1994;  Le  Baron,  1884;  Levy  et  al., 
1984;  Long,  1967;  Moore,  1922;  Rouse,  1951;  Stirling,  1935;  U.S.  Army 
Corps  of  Engineers,  1988,  1989,  1990b,  1991;  and  Wiley,  1954).  In  1992, 
the  USACE  synthesized  data  from  several  of  these  studies  and  developed  a 
cultural  resources  sensitivity  map  for  Cape  Canaveral  AS  (New  South 
Associates,  1996).  Fifty-six  prehistoric  and  historic  archaeological  sites  have 
been  recorded;  19  of  these  sites  have  been  identified  as  potentially  eligible 
for  listing  In  the  National  Register. 

3.15.1.2  Historic  Buildings  and  Structures.  In  1949,  the  Cape  Canaveral 
Long-Range  Proving  Ground  was  formally  established  under  the  direction  of 
the  Air  Force.  Construction  of  the  first  missile  launch  pads,  support  facilities, 
and  down-range  tracking  stations  began  in  1950,  and  throughout  that  decade 
military  facilities  and  activities  developed  at  a  rapid  pace.  Various  cruise-type 
missiles  were  tested  during  these  years  and  the  installation  began  to  support 
the  Intermediate  Range  and  intercontinental  ballistic  missile  (ICBM)  programs. 
Activity  at  the  installation  peaked  in  1966  with  more  than  30  operational 
launch  complexes;  however,  over  the  next  10  years,  programs  and 
operations  began  to  decline.  Launch  complexes  and  support  buildings  that 
had  served  their  purposes  were  adapted  to  other  uses  (e.g.,  facilities 
supporting  manned  and  unmanned  space  exploration.  Including  NASA's 
Viking  missions  to  Mars  and  Voyager  missions  to  the  outer  planets), 
deactivated  or  put  on  standby  status.  Current  launch  programs  include 
ballistic  missile  operations  and  government  and  commercial  launch  operations 
(New  South  Associates,  1996). 

Historic  building  and  structure  surveys  at  Cape  Canaveral  AS  include  those 
conducted  by  the  National  Park  Service  (1980);  Resource  Analysts,  Inc.  of 
Bloomington,  Indiana  (Barton  et  al.,  1983);  and  the  USACE  Construction 
Engineering  Research  Laboratories  (CERL)  (McCarthy  et  al.,  1994;  Turner 
et  al.,  1994).  Of  these  surveys,  14  National  Register-listed  or  -eligible 
historic  buildings  and  structures  have  been  identified  (New  South  Associates, 
1996).  Seven  of  the  14  properties  (6  launch  complexes  [5/6,  13  MST,  14, 
19,  26,  34]  and  the  original  Mission  Control  Building)  comprise  a  National 
Historic  Landmark  district  associated  with  the  Man  in  Space  program.  The 
remaining  seven  properties  are  Launch  Complexes  1/2,  3/4,  17,  21/22,  25, 
31/32,  and  the  Cape  Canaveral  Lighthouse,  all  of  which  are  considered 
eligible  for  inclusion  in  the  National  Register. 
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3.15.1.3  Native  Populations/Traditional  Resources.  At  the  time  of  European 
contact,  the  Cape  Canaveral  and  Banana  River  areas  were  populated  by  tribal 
groups  of  the  Ais  Indian  tribe.  Settlements  were  described  by  early  explorers 
as  sparse  and  isolated,  and  historical  accounts  indicate  that  they  remained  so 
well  into  the  eighteenth  century  (New  South  Associates,  1993).  The  Ais 
settlements  closest  to  Cape  Canaveral  AS  were  the  Ulumay  villages  along  the 
Banana  River.  The  settlements  were  numerous,  changed  with  the  seasons, 
and  reflected  a  fishing  and  gathering  subsistence;  agriculture  was  not 
practiced.  Dwellings  were  temporary,  and  tools  and  utensils  were  typically 
fashioned  of  conch  shell  or  gourds. 

After  European  contact,  the  Ais  had  easy  access  to  trade  items  and  precious 
metals  from  the  Spanish  and  French.  Because  of  their  proximity  to  the 
Straits  of  Florida,  they  also  took  advantage  of  the  numerous  shipwrecks 
along  the  Florida  coast.  Wrecks  were  looted  for  their  treasure,  and  survivors 
were  typically  taken  in  as  slaves  and  later  bartered  back  to  the  Europeans. 

As  described  above,  by  1760,  few  Ais  remained,  their  disappearance 
attributable  to  European  diseases,  encroachment  of  their  land,  and 
enslavement.  A  few  are  believed  to  have  moved  into  southern  Florida  where 
they  may  have  banded  with  other  tribes  to  ultimately  form  the  Seminole 
culture.  Today,  there  are  no  known  direct  descendants  of  the  Ais  tribe 
remaining;  the  Seminole  and  Micosukee  Tribes  are  recognized  as  the 
appropriate  Native  American  cultures  for  consultation  during  the  treatment  of 
Ais  remains. 

Significant  traditional  sites  are  subject  to  the  same  regulations  and  are 
afforded  the  same  protection  as  other  types  of  historic  properties.  Traditional 
resources  associated  with  the  Ais  could  Include  archaeological  sites,  burial 
sites,  mounds,  ceremonial  areas,  caves,  hillocks,  water  sources,  plant  habitat 
or  gathering  areas,  or  any  other  natural  area  important  to  this  culture  for 
religious  or  heritage  reasons.  By  their  nature,  traditional  resources  sites  often 
overlap  with  (or  are  components  of)  archaeological  sites.  As  such,  the 
National  Register-listed  or  -eligible  sites  (as  well  as  any  archaeologically 
sensitive  areas)  could  also  be  considered  traditional  sites  or  could  contain 
traditional  resources  elements. 

Historic  Property  Status  within  the  Concept  A  ROI.  Within  the  proposed 
direct  ground-disturbing  areas  for  Concept  A,  no  National  Register-listed  or 
-eligible  prehistoric  or  historic  archaeological  sites  have  been  identified. 
However,  within  the  ROI  for  this  concept,  archaeologically  sensitive  areas  as 
well  as  one  National  Register-eligible  prehistoric  site  (8BR914,  located  near 
SLC-41)  have  been  recorded  (Appendix  I).  Of  the  identified  National 
Register-listed  or  -eligible  buildings  and  structures,  none  is  currently  within 
the  cultural  resources  ROI  for  Concept  A.  A  recent  assessment  of  the 
historical  significance  of  SLC-41,  Hangar  J,  and  Building  75251  indicates  that 
none  of  these  facilities  is  likely  to  be  eligible  for  listing  in  the  National 
Register;  concurrence  from  the  Florida  SHPO  is  pending. 
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Historic  Property  Status  within  the  Concept  B  ROI.  Within  the  proposed 
direct  ground-disturbing  areas  for  Concept  B,  no  National  Register-listed  or 
-eligible  prehistoric  or  historic  archaeological  sites  have  been  identified. 
However,  within  the  ROI  for  this  concept,  archaeologically  sensitive  areas 
encompassing  three  National  Register-eligible  prehistoric  and/or  historic 
archaeological  sites  have  been  recorded.  The  sites  are  8BR82A,  8BR83,  and 
8BR221,  located  near  SLC-37  (see  Appendix  I). 

Of  the  identified  National  Register-listed  or  eligible  buildings  and  structures, 
none  is  currently  within  the  cultural  resources  ROI  for  Concept  B.  A  recent 
assessment  of  the  historical  significance  of  Hangar  C  (Building  1 348) 
indicates  that  it  has  been  found  to  be  associated  with  events  and  persons 
significant  in  American  History  and  the  history  of  Cape  Canaveral  AS. 
Concurrence  from  the  Florida  SHPO  is  pending  regarding  the  assessment  of 
Hangar  C. 

3.15.2  Vandenberg  AFB 

3.15.2.1  Prehistoric  and  Historic  Archaeological  Resources.  Archaeological 
investigations  of  Vandenberg  AFB  indicate  that  human  occupation  of  the  area 
first  occurred  approximately  9,000  years  ago.  Early  settlement  was 
characterized  by  a  hunting  and  gathering  existence;  however,  over  time, 
coastal  villages  began  to  develop  that  were  occupied  a  large  part  of  the  year. 
Development  of  the  plank  canoe  around  Anno  Domini  (A.D.)  500  increased 
travel  by  some  of  the  Chumash  groups  to  the  Channel  Islands  and 
encouraged  ocean  fishing;  however,  full  development  of  the  indigenous 
culture  did  not  occur  until  approximately  A.D  1150  when  a  number  of 
permanent  and  semi-permanent  villages  with  populations  of  200  to  600  were 
established  (Environmental  Solutions,  1990).  The  three  major  cultural  periods 
recognized  in  the  prehistory  of  the  Vandenberg  AFB  area  are  the  Early  Period 
(7000-1500  B.C.),  the  Middle  Period  (1500  B.C.-A.D.  1000),  and  the  Late 
Period  (1000-1850  A.D.).  From  the  Late  Period  until  the  present,  the  area 
has  supported  populations  of  Native  American  peoples  speaking  dialects  of 
the  Chumash  language. 

European  exploration  of  the  area  began  in  the  middle  1  500s;  however, 
colonization  (by  the  Spanish)  did  not  take  place  until  around  1788  with  the 
establishment  of  Mission  La  Purisima  Concepcion  and  Mission  Santa  Ynez. 

By  the  middle  1800s,  most  of  the  mission  lands  had  been  transferred  into 
secular  ranchos  with  a  large  portion  of  the  area  of  South  Vandenberg  AFB 
included  in  the  Lompoc  Rancho  Mexican  land  grant;  several  farms  and 
ranches  operated  on  the  Lompoc  Terrace  between  1880  and  the  1930s 
(Versar,  Inc.,  1991).  In  1941,  the  U.S.  Army  acquired  most  of  the  land  area 
now  known  as  Vandenberg  AFB  to  construct  Camp  Cooke;  the  installation 
was  renamed  Vandenberg  AFB  in  1958. 
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Numerous  archaeological  surveys  have  been  conducted  at  Vandenberg  AFB, 
and  over  2,000  prehistoric  and  historic  archaeological  sites  have  been 
recorded  within  the  boundary  of  the  installation.  Recorded  sites  span  the 
entire  time  period  described  above  and  are  highly  variable  In  function  and 
content.  Prehistoric  site  types  include  dense  shell  middens,  scatters  of  stone 
tools  and  debris,  concentrations  of  ground  stone  milling  tools,  village  sites, 
stone  quarries,  and  temporary  encampments  (Environmental  Solutions,  Inc., 
1990).  Historic  site  types  are  varied  and  reflect  activities  associated  with 
mission  establishment,  ranching,  and  military  activities. 

3.15,2.2  Historic  Buildings  and  Structures.  In  1941,  the  U.S.  Army 
acquired  92,000  acres  along  the  California  coast  between  Point  Sal  and  Point 
Arguelio  as  a  new  military  reservation  (Camp  Cooke).  During  the  first  five 
years,  a  variety  of  military  activities  took  place  at  the  installation,  including 
use  of  a  portion  of  the  facility  as  a  World  War  II  prisoner  of  war  camp 
between  1944  and  1946.  In  mid-1946,  the  installation  was  placed  in 
caretaker  status  and  most  of  the  land  leased  for  agriculture;  however,  by 
1950,  the  base  had  been  reactivated  to  support  armored  infantry  training  for 
the  Korean  War  (Versar,  Inc.,  1991).  In  1957,  the  northern  65,000  acres  of 
Camp  Cooke  were  transferred  to  the  U.S.  Air  Force  and  became  known  as 
Cooke  AFB;  it  was  renamed  Vandenberg  AFB  in  1958  when  the  Strategic  Air 
Command  became  the  host  command  for  the  installation.  The  southern 
portion  of  the  installation  (approximately  20,000  acres)  was  controlled  by  the 
Navy  as  the  Naval  Missile  Test  Facility  at  Point  Arguelio  until  1964,  when  it 
was  also  transferred  to  the  Air  Force.  The  present  extent  of  the  installation 
was  completed  In  1966,  when  an  additional  15,000  acres  was  purchased 
from  the  Sudden  Ranch. 

Selected  as  the  location  for  the  construction  of  facilities  to  launch  several 
types  of  intermediate  and  long-range  ballistic  missiles  (e.g..  Atlas,  Thor, 
Titan),  Vandenberg  AFB  missions  have  been  largely  associated  with  the 
launch  of  military  and  civilian  payloads  since  the  mid-1950s.  In  addition. 
Terrier  and  Hawk  missile  training  exercises  and  launches  of  Nike/Asp 
sounding  rockets  took  place  between  1958  and  1960.  SLC-3  (East  and 
West),  which  is  eligible  for  listing  in  the  National  Register,  was  originally 
constructed  for  the  Air  Force's  space  program  under  the  supervision  of  the 
Navy  and  was  designed  to  accommodate  the  Atlas  D  missile  (Tri-Services 
Cultural  Resources  Research  Center,  1996).  Construction  of  SLC-6,  which 
has  been  determined  Ineligible  for  listing  in  the  National  Register,  began  in  the 
late  1950s  as  part  of  the  Manned  Orbiting  Laboratory  Project.  The  Space 
Transportation  System  launch  facilities  (including  SLC-6)  were  constructed  in 
the  early  1 980s;  however,  the  project  was  suspended,  and  later  canceled  in 
1986.  The  30  SW  is  currently  the  host  command  at  Vandenberg  AFB  and 
manages  the  WR,  which  conducts  west  coast  military  and  civilian  space  and 
missile  launch  operations. 
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3.15.2.3  Native  Populations/Traditional  Resources.  At  the  time  of  European 
contact,  the  Vandenberg  AFB  area  was  populated  by  peoples  speaking  one  of 
the  major  languages  (Purisimeno)  of  the  Chumashan  branch  of  the  Hokan 
language  family  (Gibson,  1991).  Explorers  found  the  Chumash  society  quite 
complex  with  a  variety  of  settlement  patterns,  customs,  and  beliefs  and  a 
currency-based  economy.  Villages  were  numerous  and  typically  consisted  of 
domed  houses,  granaries,  ceremonial  areas,  game  fields,  and  a  burial  ground. 
Tools  were  made  of  bone,  shell,  or  steatite,  and  primary  subsistence  was 
from  marine  resources,  the  gathering  of  acorns,  and  small  game.  One  of  the 
most  significant  of  the  Chumash  settlements  in  the  vicinity  of  South 
Vandenberg  AFB  is  the  village  of  Nocto  (currently  identified  as  archaeological 
site  #SBA-210),  approximately  2  miles  south  of  SLC-6;  Nocto  consisted  of 
ten  houses  and  is  believed  to  have  supported  between  60  and  70  residents 
(Glassow,  1990).  Additional  Purisimeno  villages  were  also  located  in  the 
area  now  encompassed  by  North  Vandenberg  AFB. 

For  nearly  200  years  after  the  first  explorers  made  contact,  the  Chumash  life 
and  culture  continued  without  European  interference.  However,  in  the  mid- 
1 8th  century,  the  Spanish  began  to  colonize  the  area  and  establish  missions. 
When  it  became  apparent  that  the  Chumash  were  not  willing  to  give  up  their 
traditions  and  embrace  Christianity,  the  priests  and  the  Spanish  military 
captured  many  of  the  Chumash  and  forced  them  to  live  and  work  at  the 
missions.  By  1833,  thousands  of  Chumash  had  died  from  European- 
introduced  diseases,  many  of  their  villages  were  abandoned,  and  many  others 
had  fled  the  area.  Changes  in  governmental  administration  of  the  area  (i.e., 
from  mission  rule  to  Mexican  government  rule,  and,  ultimately,  to  United 
States  rule)  did  little  to  improve  the  living  conditions  of  the  Chumash  peoples, 
and  by  1850,  the  formerly  vast  and  powerful  Chumash  nation  was  reduced 
to  several  small  groups.  In  1901,  the  U.S.  government  ceded  75  acres  of 
reserved  land  next  to  the  Santa  Ynez  mission  to  the  Chumash.  The  Santa 
Ynez  Reservation  is  the  only  land  held  by  the  Chumash  today  (Gibson,  1991); 
it  is  located  approximately  20  miles  east  of  Vandenberg  AFB.  Vandenberg 
AFB  has  maintained  a  cooperative  and  interactive  relationship  with  the 
Chumash  Indians  for  many  years. 

There  are  numerous  traditional  resources  sites  associated  with  the  Chumash 
at  Vandenberg  AFB  including  prehistoric  villages  and  campsites,  rock  art 
panels,  burial  sites,  resource  gathering  areas,  trails,  and  wetlands.  In 
addition,  there  is  a  specifically  identified  traditional  cultural  property  in  the 
vicinity  of  Point  Conception,  referred  to  by  some  within  the  Chumash  culture 
as  the  Western  Gate  because  of  its  role  in  Chumash  beliefs  about  death  and 
the  afterlife. 

3.15.2.4  Paleontological  Resources.  Paleontological  resources  include 
examples  of  ancient  organic  life  preserved  as  fossils.  Fossils  found  in  the 
vicinity  of  Vandenberg  AFB  include  remains  of  both  vertebrate  and 
invertebrate  animals.  Remnants  of  Pleistocene  Epoch  (a  period  of  time 
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between  2  million  and  8,000  years  ago)  terraces  are  found  on  South 
Vandenberg  AFB,  especially  on  the  low  marine  terrace  known  as  Sudden 
Flats,  which  extends  west  to  the  U.S.  Coast  Guard  Lifeboat  Rescue  Station 
and  Lookout  Tower.  Fossil  remains  found  in  this  area  include  mammoth  and 
horse  fossils  approximately  45,000  years  old. 

Historic  Property  Status  within  the  Concept  A  ROI.  Vandenberg  AFB  has 
completed  archaeological  surveys  and  inventories  of  the  entire  installation 
that  satisfy  the  requirements  of  Section  1 10  of  the  NHPA.  Approximately 
2,200  prehistoric  and  historic  sites  have  been  identified  and  recorded,  and  a 
comprehensive  survey  report  is  in  progress  (Environmental  Solutions,  Inc., 
1990;  Glassow,  1990;  Versar,  Inc.,  1991).  Three  archaeological  sites  have 
been  identified  in  the  vicinity  of  SLC-3;  however,  none  of  the  three  is  located 
within  the  SLC-3W  fenceline  (Versar,  Inc.,  1991),  and  all  three  have  been 
determined  ineligible  for  inclusion  in  the  National  Register.  In  addition,  no 
sites  are  located  within  the  immediate  areas  where  intersection  widening 
would  occur  or  where  power  poles  require  raising.  However,  the  corner  of 
Coast  and  Bear  Creek  roads  is  near  known  sites,  one  of  which  is  National 
Register-eligible  (Site  #SBA  534).  There  are  also  no  recorded  sites  in  the 
direct  construction  areas  associated  with  the  modification  of  the 
entrance/exit  driveway  to  Building  7525  or  the  construction  area  for  the  new 
USF  (within  the  SLC-3W  fallback  area). 

The  entirety  of  Vandenberg  AFB  has  been  evaluated  for  historic  buildings  and 
structures  potentially  eligible  for  inclusion  in  the  National  Register.  Specific 
features  of  SLC-3W  (the  MST  and  umbilical  mast,  the  retention  basin  and 
deluge  channel,  and  Building  770)  have  been  determined  eligible  under  the 
Cold  War  historic  context  (Tri-Services  Cultural  Resources  Research  Center, 
1996). 

There  are  no  recorded  fossils  in  the  immediate  vicinity  of  SLC-3W  and  no 
National  Natural  Landmarks  within  the  Concept  A  ROI. 

Historic  Property  Status  within  the  Concept  B  ROI.  Vandenberg  AFB  has 
completed  archaeological  surveys  and  inventories  of  the  entire  installation 
that  satisfy  the  requirements  of  Section  1 10  of  the  NHPA.  Approximately 
2,200  prehistoric  and  historic  sites  have  been  identified  and  recorded,  and  a 
comprehensive  survey  report  is  in  progress  (Environmental  Solutions,  Inc., 
1990;  Glassow,  1990;  Versar,  Inc.,  1991).  Fifteen  sites  have  been  recorded 
near  SLC-6;  six  have  been  recommended  as  eligible  for  inclusion  in  the 
National  Register,  and  one  (Site  #SBA  2032)  is  near  the  location  for  the  HIF. 
Underwater  survey  of  the  boathouse  dock  harbor  did  not  identify  any 
underwater  archaeological  resources  (U.  S.  Department  of  the  Interior, 
National  Park  Service,  1978). 

All  of  the  SLC-6  buildings  and  structures  (inside  and  outside  the  fenceline) 
have  been  evaluated  for  eligibility  for  inclusion  in  the  National  Register  and 
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have  been  determined  ineligible.  Other  facilities  within  the  ROI  for  Concept  B 
that  have  been  determined  eligible  for  inclusion  in  the  National  Register 
include  the  Point  Arguello  U.  S.  Coast  Guard  Lifeboat  Rescue  Station  and 
Lookout  Tower  (adjacent  to  the  South  Vandenberg  AFB  Boat  Dock). 

The  closest  identified  traditional  resource  site  to  the  Concept  B  ROI  is 
archaeological  site  #SBA  210,  the  site  of  the  prehistoric  village  of  Nocto  (two 
miles  south  of  SLC-6).  However,  site  #SBA  2032,  which  is  near  the  area 
proposed  for  the  HIF  (within  the  SLC-6  complex),  may  be  associated  with  the 
village  of  Nocto,  and  may  be  a  traditional  resources  site  as  well. 

Fossils  recorded  near  SLC-6,  but  not  directly  within  the  ROI,  include  fish, 
crab,  and  whale  bone  (U.S.  Air  Force,  1989a).  There  are  no  National  Natural 
Landmarks  within  the  Concept  B  ROI. 

3.15.3  No- Action  Alternative 

Cape  Canaveral  AS  ROI.  The  No-Action  Alternative  ROI  at  Cape  Canaveral 
AS  encompasses  SLCs  17,  36,  40,  and  41,  all  of  which  currently  support  the 
launch  programs  that  would  be  replaced  with  implementation  of  the  EELV 
program.  Under  the  No-Action  Alternative,  these  facilities  would  continue  to 
be  utilized  to  support  those  programs;  however,  none  of  these  facilities 
would  require  modification.  The  National  Register  status  of  SLCs  17,  36,  40, 
and  41  is  as  follows:  SLC-17  is  eligible  for  listing  on  the  National  Register 
and  is  currently  undergoing  Historic  American  Buildings  Survey/Historic 
American  Engineering  Record  (HABS/HAER)  recordation.  SLC-36  is  also 
eligible  for  inclusion  in  the  National  Register  (New  South  Associates,  1 996), 
and  HABS/HAER  recordation  is  complete.  SLC-40  remains  unevaluated; 
however,  it  was  completely  renovated  in  1 993,  and  all  of  its  original  primary 
components  have  been  demolished.  The  historical  significance  of  SLC-41  has 
been  recently  assessed,  and  it  is  unlikely  that  it  is  eligible  for  listing  in  the 
National  Register;  Florida  SHPO  concurrence  is  pending. 

Vandenberg  AFB  ROI.  The  No-Action  Alternative  ROI  at  Vandenberg  AFB 
encompasses  SLCs  2W,  3E,  and  4E,  all  of  which  currently  support  the  launch 
programs  that  would  be  replaced  with  implementation  of  the  EELV  program. 
Under  the  No-Action  Alternative,  these  facilities  would  continue  to  be  utilized 
to  support  those  programs;  however,  none  of  the  facilities  would  require 
modification.  SLCs  2W  and  3E  have  been  evaluated  for  their  eligibility  for 
inclusion  in  the  National  Register,  and  specific  components  of  each  complex 
have  been  determined  eligible  (see  Appendix  I). 
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3.16  ENVIRONMENTAL  JUSTICE 


EO  1 2898,  Environmental  Justice,  was  issued  by  the  President  on 
February  1 1,  1994.  Objectives  of  the  EO,  as  it  pertains  to  this  EIS,  include 
development  of  federal  agency  implementation  strategies,  identification  of 
minority  and  low-income  populations  where  proposed  federal  actions  have 
disproportionately  high  and  adverse  human  health  and  environmental  effects, 
and  participation  of  minority  and  low-income  populations.  Accompanying 
EO  12898  was  a  Presidential  Transmittal  Memorandum  that  referenced 
existing  federal  statutes  and  regulations  to  be  used  in  conjunction  with 
EO  1 2898.  The  memorandum  addressed  the  use  of  the  policies  and 
procedures  of  the  NEPA.  Specifically,  the  memorandum  indicates  that, 

"Each  Federal  agency  shall  analyze  the  environmental  effects,  including 
human  health,  economic  and  social  effects,  of  Federal  actions,  including 
effects  on  minority  communities  and  low-income  communities,  when  such 
analysis  is  required  by  the  NEPA  42  U.S.C.  Section  4321 ,  et  seq."  Although 
an  environmental  justice  analysis  is  not  mandated  by  NEPA  or  by  AFI 
32-7061,  DoD  has  directed  that  NEPA  will  be  used  as  the  primary  approach 
to  implement  the  provision  of  the  EO. 

Although  EO  12898  provides  no  guidelines  as  to  how  to  determine 
concentrations  of  minority  or  low-income  populations,  the  demographic 
analysis  provides  information  on  the  approximate  locations  of  minority  and 
low-income  populations  in  the  area  potentially  affected  by  the  EELV  program 
at  Cape  Canaveral  AS  and  Vandenberg  AFB.  Most  environmental  impacts 
resulting  from  the  Proposed  Action  would  be  expected  to  occur  within 
Brevard  County,  Florida,  and  Santa  Barbara  County,  California. 

The  1990  Census  of  Population  and  Housing  reports  numbers  of  both 
minority  and  poverty  residents.  Minority  populations  included  in  the  census 
are  identified  as  Black;  American  Indian,  Eskimo,  or  Aleut;  Asian  or  Pacific 
Islander;  Hispanic;  or  Other.  Poverty  status  (used  in  this  EIS  to  define  low- 
income  status)  is  reported  as  the  number  of  families  with  income  below 
poverty  level  ($12,764  for  a  family  of  four  in  1989,  as  reported  in  the  1990 
Census  of  Population  and  Housing). 

3.16.1  Cape  Canaveral  AS 

Most  environmental  impacts  resulting  from  the  Proposed  Action  at  Cape 
Canaveral  AS  would  be  expected  to  occur  within  Brevard  County,  Florida. 
Based  upon  the  1990  Census  of  Population  and  Housing,  Brevard  County  had 
a  population  of  398,978  persons.  Of  this  total,  49,681  persons,  or 
12.45  percent,  were  minority,  and  35,815  persons,  or  9.13  percent,  were 
low-income. 
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3.16.2  Vandenberg  AFB 


Most  environmental  impacts  resulting  from  the  Proposed  Action  at 
Vandenberg  AFB  would  be  expected  to  occur  within  Santa  Barbara  County, 
California.  Based  upon  the  1 990  Census  of  Population  and  Housing,  Santa 
Barbara  County  had  a  population  of  369,608  persons.  Of  this  total,  124,534 
persons,  or  33.69  percent,  were  minority,  and  45,226  persons,  or 
12.76  percent,  were  low-income. 
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CHAPTER  4 

ENVIRONMENTAL  CONSEQUENCES 


4.0  ENVIRONMENTAL  CONSEQUENCES 


4.1  INTRODUCTION 


This  chapter  discusses  the  potential  environmental  consequences  associated 
with  the  Proposed  Action  and  the  No-Action  Alternative.  To  provide  the 
context  in  which  potential  environmental  impacts  may  occur,  discussions  of 
potential  changes  to  the  local  communities,  including  employment  and 
population,  land  use  and  aesthetics,  transportation  networks,  and  public 
utility  systems,  are  included  in  this  chapter.  In  addition,  issues  related  to 
current  and  future  management  of  hazardous  materials  and  wastes  and 
health  and  safety  practices  are  discussed.  Impacts  to  the  physical  and 
natural  environment  are  evaluated  for  geology  and  soils,  water  resources,  air 
quality,  noise,  orbital  debris,  biological  resources,  and  cultural  resources.  An 
environmental  justice  analysis  was  conducted  to  examine  potential 
disproportionately  high  and  adverse  impacts  to  low-income  and  minority 
populations.  Environmental  impacts  may  occur  as  a  direct  result  of  the 
proposed  activities  or  as  an  indirect  result  of  changes  within  the  local 
communities. 

Each  section  within  this  chapter  discusses  a  separate  resource  area  and 
describes  the  potential  impacts  resulting  from  implementation  of  the 
Proposed  Action  and  No-Action  Alternative.  Mitigation  measures  are 
described,  where  applicable.  The  Proposed  Action  includes  a  discussion  of 
the  impacts  of  implementing  the  Concept  A,  Concept  B,  or  Concept  A/B 
EELV  launch  programs  at  Cape  Canaveral  AS  and  Vandenberg  AFB.  Each 
section  also  includes  an  analysis  of  the  impacts  resulting  from  the  No-Action 
Alternative,  which  is  the  continuation  of  current  launch  vehicle  programs  to 
meet  the  requirements  of  government  spacelift  transportation  programs  under 
the  NMM. 

Means  of  mitigating  substantial  adverse  environmental  impacts  that  may 
result  from  implementation  of  the  Proposed  Action  or  No-Action  Alternative 
are  discussed  as  required  by  NEPA.  Potential  mitigation  measures  are 
described  for  those  components  likely  to  experience  substantial  and  adverse 
changes  under  the  Proposed  Action  or  No-Action  Alternative.  Potential 
mitigation  measures  depend  upon  the  particular  resource  affected.  In 
general,  however,  mitigation  measures  are  defined  in  CEQ  regulations  as 
actions  that  include: 

•  Avoiding  the  impact  altogether  by  not  taking  an  action  or  by  not 
performing  certain  aspects  of  the  action 

•  Minimizing  the  impacts  by  limiting  the  degree  or  magnitude  of  the 
action  and  its  implementation 
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•  Rectifying  the  impact  by  repairing,  rehabilitating,  or  restoring  the 
affected  environment 

•  Reducing  or  eliminating  the  impact  over  time  through  preservation 
and  maintenance  operations  during  the  life  of  the  action 

•  Compensating  for  the  impact  by  replacing  or  providing  substitute 
resources  or  environments. 

Mitigation  measures  that  are  clearly  required  by  law  or  standard  industry 
practices  are  generally  considered  to  be  part  of  the  Proposed  Action. 
Additional  potential  mitigation  measures  beyond  those  clearly  required  by  law 
or  standard  practices  are  described  under  each  resource  area,  where  impacts 
have  been  identified.  Such  measures  include  those  the  Air  Force  could 
implement  or  those  discretionary  mitigations  or  choices  available  to  other 
governmental  bodies  (such  as  permit  conditions,  etc.). 

4.2  COMMUNITY  SETTING 

This  section  describes  direct  and  indirect  changes  in  employment  and 
population  and  effects  on  the  socioeconomic  environment  for  the  Proposed 
Action  and  No-Action  Alternative. 

4.2.1  Proposed  Action 

To  identify  the  potential  socioeconomic  effects  associated  with  construction 
and  operation  activities  for  the  Proposed  Action,  estimated  program-related 
employment  and  population  information  was  obtained.  The  analysis  included 
direct  jobs  (i.e.,  work  directly  for  associated  EELV  activities)  and  indirect  jobs 
(i.e.,  jobs  created  by  goods  and  services  purchased  in  the  local  communities). 
The  direct  and  indirect  job  estimates  and  associated  population  numbers  were 
calculated  in  conformance  with  established  economic  estimating  guidelines 
for  such  analysis  (U.S.  Bureau  of  Economic  Analysis,  1997c).  Initial  changes 
in  economic  activity  in  each  region  were  used  as  inputs  to  a  socioeconomic 
modeling  system  that  utilizes  the  Regional  Input-Output  Modeling  System 
(RIMS  II)  to  provide  estimates  of  total  employment.  All  years  referred  to  in 
this  section  are  federal  fiscal  years  (October  through  September),  unless 
otherwise  indicated. 

4. 2. 1.1  Concept  A 

4.2.1 .1.1  Concept  A,  Cape  Canaveral  AS 

Employment.  The  number  of  direct  and  indirect  jobs  associated  with  launch 
activities  at  Cape  Canaveral  AS  is  anticipated  to  increase  by  up  to  251  jobs 
during  construction  of  EELV  facilities  between  1998  and  2000.  Employment 
would  decline  from  1,210  under  the  Atlas  IIA,  Delta  II,  and  Titan  IVB  launch 
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programs  to  240  when  the  EELV  program  is  fully  staffed  in  2007 
(Table  4.2-1).  Although  full  staffing  for  Concept  A  launch  activities  would 
occur  in  2003  at  Cape  Canaveral  AS,  for  consistency  within  this  EIS,  the 
year  2007  has  been  selected  for  analysis  purposes. 


Table  4.2-1 .  Jobs  and  Worker  Migration  -  Concept  A,  Cape  Canaveral  AS 


1997 

1998 

2000 

2007 

Total  Jobs'"’ 

2,306 

2,557 

1,597 

457 

Direct 

1,210 

1,362 

855 

240 

Construction 

0 

152 

130 

0 

Operation 

1,210 

1,210 

725 

240 

Current  Operation 

1,210 

1,210 

605 

0 

EELV  Operation 

0 

0 

120 

240 

Indirect 

1,096 

1,195 

742 

217 

Construction-related 

0 

99 

85 

0 

Operation-related 

1,096 

1,096 

657 

217 

Current  Operation-related 

1,096 

1,096 

548 

0 

EELV  Operation-related 

0 

0 

109 

217 

Net  Change  in  Total  Jobs 

0 

251 

-709 

-1,849 

Note:  (a)  Includes  full-  and  part-time  jobs. 

EELV  =  Evolved  Expendable  Launch  Vehicle 


Source:  Estimates  prepared  for  this  study. 


The  number  of  indirect  jobs  associated  with  government  launches  supported 
within  Brevard  County  would  be  reduced  from  its  1997  level  of  1,096  to  217 
by  2007. 

By  2007,  there  would  be  a  net  decline  of  970  direct  and  879  indirect  jobs 
within  Brevard  County,  associated  with  the  replacement  of  Atlas  IIA,  Delta  II, 
and  Titan  IVB  launch  operations;  however,  employment  in  Brevard  County  is 
forecasted  to  increase  from  231,553  in  1997  to  285,540  in  2007  (see 
Table  3.2-1).  It  was  assumed  that  only  10  percent  of  the  current  launch 
program  employees  would  leave  Brevard  County.  Some  of  the  workers 
approaching  retirernent  age  might  decide  to  retire,  but  most  of  these  workers 
would  likely  search  for  another  job.  The  remaining  1,741  employees  would 
be  assumed  to  be  transferred  to  EELV  program  operations,  transferred  by 
their  employer  to  another  business  location,  or  seek  other  employment. 

Population.  The  total  number  of  persons  associated  with  launch  activities  at 
Cape  Canaveral  AS  (including  all  direct  and  indirect  workers,  plus  members  of 
their  households)  is  anticipated  to  increase  from  its  1997  level  of  6,227  to 
6,904  during  construction  of  EELV  facilities,  and  then  decline  to  a  level  of 
1,235  when  the  EELV  program  is  fully  staffed  in  2007  (Table  4.2-2).  The 
population  attributable  to  direct  operation  jobs  would  be  reduced  from  3,267 
under  the  existing  launch  programs  to  648  under  the  EELV  program  at  full 
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Table  4.2-2.  Total  Population  by  Type  of  Job  -  Concept  A,  Cape  Canaveral  AS 


1997 

1998 

2000 

2007 

Total  Persons,  by  type  of  job'^’ 

6,227 

6,904 

4,312 

1,235 

Direct 

3,267 

3,677 

2,309 

648 

Construction 

0 

410 

351 

0 

Operation 

3,267 

3,267 

1,958 

648 

Current  Operation 

3,267 

3,267 

1,634 

587 

EELV  Operation 

0 

0 

324 

0 

Indirect 

2,960 

3,228 

2,003 

587 

Construction-related 

0 

268 

230 

0 

Operation-related 

2,960 

2,960 

1,773 

587 

Current  Operation-related 

2,960 

2,960 

1,480 

0 

EELV  Operation-related 

0 

0 

294 

587 

Note:  (a)  Total  population  includes  all  workers  holding  direct  or  indirect  jobs,  plus  their  household 
members  (assuming  an  average  household  size  of  2.7  persons). 

EELV  =  Evolved  Expendable  Launch  Vehicle 


Source:  Estimates  prepared  for  this  study. 


employment;  however,  population  in  Brevard  County  is  forecasted  to  increase 
from  460,824  in  1997  to  557,856  in  2007  (see  Table  3.2-2). 

The  population  attributable  to  indirect  jobs  resulting  from  launch  programs 
within  Brevard  County  would  be  reduced  from  its  1997  level  of  2,960  to  587 
by  2007.  A  temporary  increase  of  678  people  in  1998  would  be  attributable 
to  direct  and  indirect  workers  during  the  construction  of  EELV  facilities. 

The  majority  of  the  population  attributable  to  EELV  government  activities 
would  reside  within  the  unincorporated  area  of  Brevard  County  (with  most  of 
the  direct  population  in  unincorporated  communities  near  Cape  Canaveral 
AS),  and  in  the  cities  of  Cape  Canaveral,  Cocoa,  Cocoa  Beach,  and 
Rockledge,  which  are  all  within  14  miles  of  Cape  Canaveral  AS.  Much  of  the 
population  effect  in  other  cities,  including  Titusville  (21  miles  from  Cape 
Canaveral  AS),  and  Melbourne  and  Palm  Bay  (both  35  miles  away),  would  be 
attributable  to  indirect  workers.  Some  workers,  both  direct  and  indirect, 
would  locate  their  households  outside  of  Brevard  County,  principally  in 
communities  in  Orange  County,  approximately  25  miles  west  of  Cape 
Canaveral  AS. 

By  2007,  there  would  be  a  net  decline  in  population  of  2,619  persons  from 
direct  jobs  and  2,373  from  indirect  jobs  within  Brevard  County.  Incorporated 
cities  within  the  ROI  would  lose  the  majority  of  residents  leaving  the  county. 
It  is  assumed  that  only  10  percent  of  residents  from  the  current  launch 
operations  would  leave  the  ROI. 


EELV  FEIS 


4.2.1 .1 .2  Concept  A,  Vandenberg  AFB 


Employment.  The  number  of  direct  and  indirect  jobs  associated  with  launch 
activities  at  Vandenberg  AFB  is  anticipated  to  increase  slightly  during 
construction  of  EELV  facilities  from  1,500  to  2,128  in  2000.  Employment 
would  decline  thereafter  as  the  requirement  for  direct  operation  workers  is 
reduced  from  646  under  the  existing  launch  systems  to  135  in  2007 
(Table  4.2-3);  however,  employment  in  Santa  Barbara  County  is  forecasted 
to  increase  from  229,107  in  1997  to  271,380  in  2007  (see  Table  3.2-3). 
Although  full  staffing  for  Concept  A  launch  activities  would  occur  in  2006  at 
Vandenberg  AFB,  for  consistency  within  this  EIS,  the  year  2007  has  been 
selected  for  analysis  purposes. 

The  number  of  indirect  jobs  within  Santa  Barbara  County  would  be  reduced 
from  its  1997  level  of  854  to  179  by  2007.  The  number  of  indirect  jobs 
would  increase  slightly  in  2000  during  construction  of  EELV  facilities  (see 
Table  4.2-3). 


Table  4.2-3.  Jobs  and  Worker  Migration  -  Concept  A,  Vandenberg  AFB 


1997 

1998 

2000 

2007 

Total  Jobs'^’ 

1,500 

1,500 

2,128 

314 

Direct 

646 

646 

964 

135 

Construction 

0 

0 

318 

0 

Operation 

646 

646 

646 

135 

Current  Operation 

646 

646 

646 

0 

EELV  Operation 

0 

0 

0 

135 

Indirect 

854 

854 

1,164 

179 

Construction-related 

0 

0 

310 

0 

Operation-related 

854 

854 

854 

179 

Current  Operation-related 

854 

854 

854 

0 

EELV  Operation-related 

0 

0 

0 

179 

Net  Change  in  Total  Jobs 

0 

0 

628 

-1,187 

Note:  (a)  includes  full-  and  part-time  jobs. 

EELV  =  Evolved  Expendable  Launch  Vehicle 


Source:  Estimates  prepared  for  this  study. 


By  2007,  there  would  be  a  net  decline  of  1,187  direct  and  indirect  jobs 
within  Santa  Barbara  County.  Only  10  percent  of  unemployed  workers 
would  leave  the  county.  As  discussed  in  Section  4.2. 1.1.1,  some  workers 
would  retire;  others  would  search  for  another  job. 

Population.  The  total  number  of  persons  associated  with  launch  activities  at 
Vandenberg  AFB  (including  all  direct  and  indirect  workers,  plus  members  of 
their  households)  is  anticipated  to  increase  from  a  1997  level  of  4,051  to 
5,746  during  construction  of  EELV  facilities,  and  decline  to  a  level  of  847  by 
2007  (Table  4.2-4).  The  population  attributable  to  direct  operation  jobs 
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Table  4.2-4.  Total  Population  by  Type  of  Job  -  Concept  A,  Vandenberg  AFB 


1997 

1998 

2000 

2007 

Total  Persons,  by  type  of  job'®’ 

4,051 

4,051 

5,746 

847 

Direct 

1,744 

1,744 

2,603 

365 

Construction 

0 

0 

859 

0 

Operation 

1,744 

1,744 

1,744 

365 

Current  Operation 

1,744 

1,744 

1,744 

0 

EELV  Operation 

0 

0 

0 

365 

Indirect 

2,307 

2,307 

3,143 

482 

Construction-related 

0 

0 

836 

0 

Operation-related 

2,307 

2,307 

2,307 

482 

Current  Operation-related 

2,307 

2,307 

2,307 

0 

EELV  Operation-related 

0 

0 

0 

482 

Note:  (a)  Total  population  includes  all  workers  holding  direct  or  indirect  jobs,  plus  their 
household  members  (assuming  an  average  household  size  of  2.7  persons), 
EELV  =  Evolved  Expendable  Launch  Vehicle 


Source:  Estimates  prepared  for  this  study. 


would  be  reduced  from  1,744  under  the  existing  launch  programs  to  365 
under  the  EELV  program;  however,  population  in  Santa  Barbara  County  is 
forecasted  to  increase  from  399,988  in  1997  to  445,415  in  2007 
(see  Table  3.2-4). 

The  population  attributable  to  indirect  jobs  within  Santa  Barbara  County 
would  be  reduced  from  its  1997  level  of  2,307  to  482  by  2007.  A  small 
increase  in  the  population  attributable  to  indirect  workers  would  occur  during 
construction  in  2000. 

The  majority  of  the  population  attributable  to  the  EELV  program  would  reside 
within  the  unincorporated  area  of  Santa  Barbara  County  (with  most  of  the 
direct  population  located  in  unincorporated  communities  near  Vandenberg 
AFB),  and  in  the  cities  of  Santa  Maria  and  Lompoc,  both  of  which  are  within 
18  miles  of  Vandenberg  AFB.  Much  of  the  population  effect  in  other  cities, 
including  Santa  Barbara  (64  miles  from  Vandenberg  AFB)  and  Carpinteria 
(76  miles),  would  be  attributable  to  indirect  workers.  Some  workers,  both 
direct  and  indirect,  would  locate  their  households  outside  of  Santa  Barbara 
County,  principally  in  communities  in  San  Luis  Obispo  County,  approximately 
25  miles  north  of  Vandenberg  AFB. 

4. 2. 1.2  Concept  B 

4.2.1. 2.1  Concept  B,  Cape  Canaveral  AS 

Employment.  The  number  of  direct  and  indirect  jobs  associated  with  launch 
activities  at  Cape  Canaveral  AS  is  anticipated  to  increase  by  up  to  328  jobs 
during  construction  of  EELV  facilities  in  2000.  Employment  would  decline 
thereafter  as  the  requirement  for  direct  operation  workers  is  reduced  from 
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1,210  under  the  existing  launch  programs  to  540  when  the  EELV  program  is 
fully  staffed  in  2007  (Table  4.2-5). 


Table  4.2-5.  Jobs  and  Worker  IVligration  -  Concept  B,  Cape  Canaveral  AS 


1997 

1998 

2000 

2007 

Total  Jobs'=’ 

2,306 

2,518 

2,260 

1,029 

Direct 

1,210 

1,338 

1,208 

540 

Construction 

0 

128 

220 

0 

Operation 

1,210 

1,210 

1,043 

540 

Current  Operation 

1,210 

1,210 

908 

0 

EELV  Operation 

0 

0 

135 

540 

Indirect 

1,096 

1,180 

1,052 

489 

Construction-related 

0 

84 

108 

0 

Operation-related 

1,096 

1,096 

944 

489 

Current  Operation-related 

1,096 

1,096 

822 

0 

EELV  Operation-related 

0 

0 

122 

489 

Net  Change  in  Total  Jobs 

0 

212 

-46 

-1,277 

Notes:  (a)  Includes  full-  and  part-time  jobs. 

EELV  =  Evolved  Expendable  Launch  Vehicle 


Source:  Estimates  prepared  for  this  study. 


The  number  of  indirect  jobs  supported  within  Brevard  County  would  be 
reduced  from  its  1997  level  of  1,096  to  489  by  2007;  however,  employment 
in  Brevard  County  is  forecasted  to  increase  from  231,553  in  1997  to 
285,400  in  2007  (see  Table  3.2-1). 

By  2007,  there  would  be  a  net  decline  of  670  direct  and  607  indirect  jobs 
within  Brevard  County.  With  implementation  of  the  EELV  program  and  the 
associated  reduction  of  1,277  jobs,  it  was  assumed  that  only  10  percent  of 
the  current  residents  would  leave  Brevard  County.  As  discussed  in  Section 
4.2.1 .1,  some  workers  would  retire;  others  would  search  for  another  job.  It 
was  assumed  that  a  small  percentage  of  current  residents  would  leave  the 
county  to  search  for  other  job  opportunities  or  to  retire.  Most  of  the  1 ,247 
persons  who  would  change  jobs  would  be  transferred  to  support  EELV 
program  operations,  transferred  by  their  employer  to  another  business 
location,  or  seek  other  employment. 

Population.  The  total  number  of  persons  associated  with  launch  activities  at 
Cape  Canaveral  AS  (including  all  direct  and  indirect  workers,  plus  members  of 
their  households)  is  anticipated  to  increase  from  its  1 997  level  of  6,227  to 
6,800  during  construction  of  EELV  facilities,  and  decline  to  a  level  of  2,779 
persons  by  2007  (Table  4.2-6).  The  population  attributable  to  direct 
operation  jobs  would  be  reduced  from  3,267  under  the  existing  launch 
programs  to  1 ,458  under  the  EELV  program. 
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Table  4.2-6.  Total  Population  by  Type  of  Job  -  Concept  B,  Cape  Canaveral  AS 


1997 

1998 

2000 

2007 

Total  Persons,  by  type  of  job^®‘ 

6,227 

6,800 

6,102 

2,779 

Direct 

3,267 

3,614 

3,260 

1,458 

Construction 

0 

347 

446 

0 

Operation 

3,267 

3,267 

2,815 

1,458 

Current  Operation 

3,267 

3,267 

2,450 

0 

EELV  Operation 

0 

0 

365 

1,458 

Indirect 

2,960 

3,186 

2,841 

1,321 

Construction-related 

0 

227 

292 

0 

Operation-related 

2,960 

2,960 

2,550 

1,321 

Current  Operation-related 

2,960 

2,960 

2,550 

0 

EELV  Operation-related 

0 

0 

330 

1,321 

Note:  (a)  Total  population  includes  all  workers  holding  direct  or  indirect  jobs,  plus  their  household 
members  (assuming  an  average  household  size  of  2.7  persons). 


EELV  =  Evolved  Expendable  Launch  Vehicle 
Source:  Estimates  prepared  for  this  study. 


The  population  attributable  to  indirect  jobs  within  Brevard  County  would  be 
reduced  from  its  current  level  of  2,960  to  1,321  by  2007.  A  small  increase 
in  the  population  of  292  attributable  to  indirect  workers  would  occur  in  the 
year  2000  during  construction  of  EELV  facilities. 

The  majority  of  the  population  associated  with  Concept  B  would  reside  within 
the  unincorporated  area  of  Brevard  County  (see  Section  4.2.1 .1.1). 

By  2007,  there  would  be  a  net  decline  in  population  of  3,448  persons  within 
Brevard  County;  however,  population  in  Brevard  County  is  forecasted  to 
increase  from  460,824  in  1997  to  557,856  in  2007  (see  Table  3.2-2). 

4.2.1. 2. 2  Concept  B,  Vandenberg  AFB 

Employment.  The  number  of  direct  and  indirect  jobs  associated  with  launch 
activities  at  Vandenberg  AFB  is  anticipated  to  increase  slightly  during 
construction  of  EELV  facilities  in  1998  through  2000  from  1,500  to  1,714. 
Employment  would  decline  thereafter  as  the  requirement  for  direct  operation 
workers  is  reduced  from  646  under  the  existing  launch  programs  to  400  in 
2007  (Table  4.2-7). 

The  number  of  indirect  jobs  supported  within  Santa  Barbara  County  would  be 
reduced  from  its  1997  level  of  854  to  529  by  2007. 

During  construction  of  EELV  facilities  in  2000,  there  would  be  a  net  increase 
of  up  to  108  direct  and  105  indirect  jobs  within  Santa  Barbara  County.  By 
2007,  there  would  be  a  net  decline  of  571  direct  and  indirect  jobs  within 
Santa  Barbara  County;  however,  employment  in  Santa  Barbara  County  is 
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Table  4.2-7.  Jobs  and  Worker  Migration  -  Concept  B,  Vandenberg  AFB 


1997 

1998 

2000 

2007 

Total  Jobs'=' 

1,500 

1,625 

1,714 

929 

Direct 

646 

709 

754 

400 

Construction 

0 

63 

108 

0 

Operation 

646 

646 

646 

400 

Current  Operation 

646 

646 

646 

0 

EELV  Operation 

0 

0 

0 

400 

Indirect 

854 

916 

960 

529 

Construction-related 

0 

61 

105 

0 

Operation-related 

854 

854 

854 

529 

Current  Operation-related 

854 

854 

854 

0 

EELV  Operation-related 

0 

0 

0 

529 

Net  Change  in  Total  Jobs 

0 

124 

213 

-571 

Note;  (a)  Includes  full-  and  part-time  jobs. 

EELV  =  Evolved  Expendable  Launch  Vehicle 


Source:  Estimates  prepared  for  this  study. 


forecasted  to  increase  from  229,107  in  1997  to  271,380  in  2007 
(see  Table  3.2-3). 

By  2007,  571  current  Santa  Barbara  County  residents  would  lose  direct  or 
indirect  jobs  associated  with  current  launch  operations,  but  most  of  them 
would  remain  in  the  county.  It  was  assumed  that  only  10  percent  would 
leave  the  county  in  search  of  other  job  opportunities,  to  retire,  or  would  be 
transferred  by  their  current  employer. 

Population.  The  total  number  of  persons  associated  with  government  launch 
activities  at  Vandenberg  AFB  (including  all  direct  and  indirect  workers,  plus 
members  of  their  households)  is  anticipated  to  increase  from  its  current  level 
of  4,051  to  4,626  by  the  year  2000  during  construction  of  EELV  facilities, 
and  then  decline  to  a  level  of  2,508  persons  by  2007.  The  population 
attributable  to  direct  operation  jobs  would  be  reduced  from  1,744  under  the 
current  launch  programs  to  1,080  under  the  EELV  program  (Table  4.2-8). 

The  population  attributable  to  indirect  jobs  within  Santa  Barbara  County 
would  be  reduced  from  its  1997  level  of  2,307  to  1,428  by  2007.  A  small 
increase  in  the  population  attributable  to  indirect  workers  would  occur  during 
construction  of  the  EELV  facilities. 

The  majority  of  the  population  attributable  to  Concept  B  would  reside  within 
the  unincorporated  area  of  Santa  Barbara  County  (see  Section  4. 2. 1.2.1). 

By  2007,  there  would  be  a  net  decline  in  population  of  1,543  persons  within 
Santa  Barbara  County;  however,  the  county  population  is  forecasted  to 
increase  from  399,988  in  1997  to  445,415  in  2007  (see  Table  3.2-4).  With 
implementation  of  the  EELV  program  and  the  associated  reduction  of  1,543 
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Table  4.2-8.  Total  Population  by  Type  of  Job  -  Concept  B,  Vandenberg  AFB 


1997 

1998 

2000 

2007 

Total  Persons,  by  type  of  job'®' 

4,051 

4,387 

4,626 

2,508 

Direct 

1,744 

1,914 

2,036 

1,080 

Construction 

0 

170 

292 

0 

Operation 

1,744 

1,744 

1,744 

1,080 

Current  Operation 

1,744 

1,744 

1,744 

0 

EELV  Operation 

0 

0 

0 

1,080 

Indirect 

2,307 

2,472 

2,591 

1,428 

Construction-related 

0 

166 

284 

0 

Operation-related 

2,307 

2,307 

2,307 

1,428 

Current  Operation-related 

2,307 

2,307 

2,307 

0 

EELV  Operation-related 

0 

0 

0 

1,428 

Note;  (a)  Total  population  includes  all  workers  holding  direct  or  indirect  jobs,  plus  their 
household  members  (assuming  an  average  household  size  of  2.7  persons). 


EELV  =  Evolved  Expendable  Launch  Vehicle 
Source:  Estimates  prepared  for  this  study. 


residents,  only  1 1  percent  of  the  residents  would  be  assumed  to  leave  the 
ROI.  The  incorporated  cities  within  the  ROI  would  lose  the  majority  of 
residents  assumed  to  leave  the  county. 

4. 2. 1.3  Concept  A/B 

4.2. 1.3.1  Concept  A/B,  Cape  Canaveral  AS 

Employment.  The  number  of  direct  and  indirect  jobs  associated  with  launch 
activities  at  Cape  Canaveral  AS  is  anticipated  to  increase  slightly  during 
construction  of  EELV  facilities  between  1998  and  2000.  Employment  would 
decline  thereafter  as  the  requirement  for  direct  operation  workers  is  reduced 
from  1,210  under  the  Atlas  HA,  Delta  II,  and  Titan  IVB  launch  programs  to 
590  in  2007  at  full  employment  (Table  4.2-9). 

The  number  of  indirect  jobs  associated  with  launches  supported  within 
Brevard  County  would  be  reduced  from  its  1 997  level  of  1 ,096  to  534  in 
2007  at  full  employment;  however,  employment  in  the  county  is  forecasted 
to  increase  from  231,553  in  1997  to  285,540  in  2007  (see  Table  3.2-1).  A 
small  increase  in  the  number  of  indirect  jobs  would  occur  in  2000  during 
construction  of  EELV  facilities. 


Additionally,  there  would  be  a  net  increase  of  up  to  295  direct  and  1 93 
indirect  jobs  within  Brevard  County.  At  full  employment  in  2007,  there 
would  be  a  net  decline  of  1,182  jobs. 

Population.  The  total  number  of  persons  associated  with  launch  activities  at 
Cape  Canaveral  AS  (including  all  direct  and  indirect  workers,  plus  members  of 
their  households)  is  anticipated  to  increase  from  its  1997  level  of  6,227  to 
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Table  4.2-9.  Jobs  and  Worker  Migration  -  Concept  A/B,  Cape  Canaveral  AS 


1997 

1998 

2000 

2007 

Total  Jobs'=’ 

2,306 

2,769 

2,499 

1,124 

Direct 

1,210 

1,490 

1,350 

590 

Construction 

0 

280 

295 

0 

Operation 

1,210 

1,210 

1,055 

590 

Current  Operation 

1,210 

1,210 

908 

0 

EELV  Operation 

0 

0 

148 

590 

Indirect 

1,096 

1,279 

1,149 

534 

Construction-related 

0 

183 

193 

0 

Operation-related 

1,096 

1,096 

956 

534 

Current  Operation-related 

1,096 

1,096 

822 

0 

EELV  Operation-related 

0 

0 

134 

534 

Net  Change  in  Total  Jobs 

0 

463 

193 

-1,182 

Note:  (a)  Includes  full-  and  part-time  jobs. 

EELV  =  Evolved  Expendable  Launch  Vehicle 


Source:  Estimates  prepared  for  this  study. 


7,477  during  construction  of  EELV  facilities,  and  then  decline  to  a  level  of 
3,036  at  full  employment  in  2007;  however,  the  Brevard  County  population 
is  forecasted  to  increase  from  460,824  in  1997  to  557,856  in  2007  (see 
Table  3.2-2).  The  population  attributable  to  direct  operation  jobs  would  be 
reduced  from  3,267  under  the  current  launch  programs  to  1,593  by  2007 
(Table  4.2-10). 


Table  4.2-10.  Total  Population  by  Type  of  Job  - 

Concept  A/B,  Cape  Canaveral  AS 

1997 

1998 

2000 

2007 

Total  Persons,  by  type  of  job'®' 

6,227 

7,477 

6,747 

3,036 

Direct 

3,267 

4,023 

3,645 

1,593 

Construction 

0 

756 

797 

0 

Operation 

3,267 

3,267 

2,849 

1,593 

Current  Operation 

3,267 

3,267 

2,450 

0 

EELV  Operation 

0 

0 

398 

1,593 

Indirect 

2,960 

3,454 

3,102 

1,443 

Construction-related 

0 

495 

521 

0 

Operation-related 

2,960 

2,960 

2,580 

1,443 

Current  Operation-related 

2,960 

2,960 

2,220 

0 

EELV  Operation-related 

0 

0 

361 

1,443 

Note:  (a)  Total  population  includes  all  workers  holding  direct  or  indirect  jobs,  plus  their  household  members 
(assuming  an  average  household  size  of  2.7  persons). 

EELV  =  Evolved  Expendable  Launch  Vehicle 


Source:  Estimates  prepared  for  this  study. 


The  majority  of  the  population  attributable  to  Concept  A/B  would  reside 
within  the  unincorporated  area  of  Brevard  County  (see  Section  4.2.1 .1 .1). 
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By  2007,  there  would  be  a  net  decline  in  population  of  3,191  persons  with 
implementation  of  the  EELV  program.  There  would  be  an  increase  of  1,250 
persons  during  construction  activities.  The  incorporated  cities  within  the  ROI 
would  lose  the  majority  of  the  10  percent  of  workers  that  are  assumed  to 
leave  the  ROI. 

4.2. 1.3. 2  Concept  A/B,  Vandenberg  AFB 

Employment.  The  number  of  direct  and  indirect  jobs  associated  with  launch 
activities  at  Vandenberg  AFB  is  anticipated  to  increase  slightly  during 
construction  activities  associated  with  the  EELV  program  from  1998  until 
2002.  Employment  would  decline  thereafter  as  the  requirement  for  direct 
operation  workers  is  reduced  from  646  to  41 5  at  full  EELV  employment  in 
2007  (Table  4.2-11). 


Table  4.2-1 1 .  Jobs  and  Worker  Migration  -  Concept  A/B,  Vandenberg  AFB 


1997 

1998 

2000 

2007 

Total  Jobs“ 

1,500 

1,625 

2,341 

964 

Direct 

646 

709 

1,072 

415 

Construction 

0 

63 

426 

0 

Operation 

646 

646 

646 

415 

Current  Operation 

646 

646 

646 

0 

EELV  Operation 

0 

0 

0 

415 

Indirect 

854 

916 

1,269 

Construction-related 

0 

61 

415 

0 

Operation-related 

854 

854 

854 

549 

Current  Operation-related 

854 

854 

854 

0 

EELV  Operation-related 

0 

0 

0 

549 

Net  Change  in  Total  Jobs 

0 

124 

841 

-536 

Note:  (a)  Includes  full-  and  part-time  jobs. 

EELV  =  Evolved  Expendable  Launch  Vehicle 


Source:  Estimates  prepared  for  this  study. 


The  number  of  indirect  jobs  within  Santa  Barbara  County  would  be  reduced 
from  its  1997  level  of  854  to  549  by  2007.  A  small  increase  of  415  indirect 
jobs  would  occur  in  2000  during  construction  of  EELV  facilities. 

During  construction  of  EELV  facilities,  there  would  be  a  total  net  increase  of 
841  jobs  within  Santa  Barbara  County.  By  2007,  there  would  be  a  net 
decline  of  536  direct  and  indirect  jobs;  however,  employment  in  Santa 
Barbara  County  is  forecasted  to  increase  from  229,107  in  1997  to  271,380 
in  2007  (see  Table  3.2-3). 

By  2007,  536  residents  would  lose  direct  and  indirect  jobs  associated  with 
current  launch  programs.  It  was  assumed  that  only  10  percent  of  current 
residents  would  leave  the  county. 
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Population.  The  total  number  of  persons  associated  with  Vandenberg  AFB 
launch  activities  (including  all  direct  and  indirect  workers,  plus  members  of 
their  households)  is  anticipated  to  increase  from  a  1997  level  of  4,051  to 
6,322  by  2000  during  the  construction  of  EELV  facilities.  The  population 
would  decline  thereafter  to  a  level  of  2,602  by  2007  (Table  4.2-12).  The 
population  attributable  to  direct  operation  jobs  would  be  reduced  from 
1,744  under  the  current  launch  programs  to  1,212  during  peak  EELV  launch 
operations  in  2007. 


Table  4.2-12.  Total  Population  by  Type  of  Job  -  Concept  A/B, 
 Vandenberg  AFB 


1997 

1998 

2000 

2007 

Total  Persons,  by  type  of  job'"’ 

4,051 

4,387 

6,322 

2,602 

Direct 

1,744 

1,914 

2,895 

1,212 

Construction 

0 

170 

1,150 

0 

Operation 

1,744 

1,744 

1,744 

1,121 

Current  Operation 

1,744 

1,744 

1,744 

0 

EELV  Operation 

0 

0 

0 

1,121 

Indirect 

2,307 

2,472 

3,427 

1,482 

Construction-related 

0 

166 

1,120 

0 

Operation-related 

2,307 

2,307 

2,307 

1,482 

Current  Operation-related 

2,307 

2,307 

2,307 

0 

EELV  Operation-related 

0 

0 

0 

1,482 

Note:  (a)  Total  population  includes  all  workers  holding  direct  or  indirect  jobs,  plus  their 
household  members  (assuming  an  average  household  size  of  2.7  persons). 
EELV  =  Evolved  Expendable  Launch  Vehicle 


Source:  Estimates  prepared  for  this  study. 


The  population  attributable  to  indirect  jobs  within  Santa  Barbara  County 
would  be  reduced  from  its  1997  level  of  2,307  to  1,482  by  2007;  however, 
the  Santa  Barbara  County  population  is  forecasted  to  increase  from  399,988 
in  1997  to  445,415  in  2007  (see  Table  3.2-4).  A  small  increase  in  the 
population  attributable  to  indirect  workers  would  occur  during  construction  of 
the  EELV  facilities. 

The  majority  of  the  population  attributable  to  the  EELV  program  would  reside 
within  the  unincorporated  area  of  Santa  Barbara  County  (see  Section 
4.2.1.2.1). 

4.2.2  No-Action  Alternative 
4.2.2. 1  Cape  Canaveral  AS 

Employment.  Under  the  No-Action  Alternative,  the  number  of  direct  jobs 
associated  with  launch  activities  at  Cape  Canaveral  AS  is  anticipated  to 
remain  at  its  1997  level  of  1,210  through  2007  with  continuation  of  the 
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Atlas  IIA,  Delta  II,  and  Titan  IVB  launch  systems.  The  number  of  indirect 
jobs  associated  with  current  launch  programs  within  Brevard  County  would 
remain  at  its  1997  level  of  1,096  through  2007.  Total  employment  in 
Brevard  County  is  forecasted  to  increase  from  231,553  to  285,540  between 
1997  and  2007. 

Population.  The  total  number  of  persons  associated  with  launch  activities  at 
Cape  Canaveral  AS  (including  all  direct  and  indirect  workers,  plus  members  of 
their  households)  is  anticipated  to  remain  at  its  1997  level  of  6,227  through 
2007  under  the  No-Action  Alternative.  The  population  attributable  to  direct 
and  indirect  jobs  associated  with  current  launch  programs  would  remain  at  its 
1997  level  of  3,267  and  2,960,  respectively.  The  Brevard  County  population 
is  forecasted  to  increase  from  460,824  to  557,856  between  1997  and 
2007. 

The  majority  of  the  population  attributable  to  the  existing  launch  programs 
resides  within  the  unincorporated  area  of  Brevard  County  (with  most  of  the 
direct  population  In  unincorporated  communities  near  Cape  Canaveral  AS), 
and  in  the  cities  of  Cape  Canaveral,  Cocoa,  Cocoa  Beach,  and  Rockledge. 
Much  of  the  population  effect  in  other  cities.  Including  Titusville,  Melbourne, 
and  Palm  Bay,  is  attributable  to  indirect  workers.  Some  workers,  both  direct 
and  indirect,  locate  their  households  outside  of  Brevard  County,  principally  in 
communities  in  Orange  County. 

4. 2. 2. 2  Vandenberg  AFB 

Employment.  Under  the  No-Action  Alternative,  the  number  of  direct  jobs 
associated  with  government  launch  activities  at  Vandenberg  AFB  is 
anticipated  to  remain  at  its  1997  level  of  646  through  2007  with 
continuation  of  the  Atlas  HA,  Delta  II,  and  Titan  IVB  launch  systems.  The 
number  of  indirect  jobs  associated  with  current  launch  programs  within  Santa 
Barbara  County  would  remain  at  its  current  level  of  854  through  2007  under 
the  No-Action  Alternative.  Total  employment  in  Santa  Barbara  County  is 
forecasted  to  increase  from  229,107  to  271,380  between  1997  and  2007. 

Population.  The  total  number  of  persons  associated  with  launch  activities  at 
Vandenberg  AFB  (including  all  direct  and  indirect  workers,  plus  members  of 
their  households)  is  anticipated  to  remain  at  its  1997  level  of  4,051  through 
2007  under  the  No-Action  Alternative.  The  population  attributable  to  direct 
and  indirect  jobs  associated  with  current  launch  programs  would  remain  at  its 
1997  level  of  1,744  and  2,307,  respectively.  The  Santa  Barbara  County 
population  is  forecasted  to  increase  from  399,988  to  445,415  between 
1997  and  2007. 

The  majority  of  the  population  attributable  to  the  current  launch  programs 
resides  within  the  unincorporated  area  of  Santa  Barbara  County  (with  most  of 
the  direct  population  in  unincorporated  communities  near  Vandenberg  AFB), 
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and  in  the  cities  of  Santa  Maria  and  Lompoc.  Much  of  the  population  effect 
in  other  cities,  including  Santa  Barbara  and  Carpinteria,  is  attributable  to 
indirect  workers.  Some  workers,  both  direct  and  indirect,  locate  their 
households  outside  of  Santa  Barbara  County,  principally  in  communities  in 
San  Luis  Obispo  County. 

4.3  LAND  USE  AND  AESTHETICS 

4.3.1  Proposed  Action 

4. 3. 1.1  Concept  A 

4.3.1 .1 .1  Concept  A,  Cape  Canaveral  AS 

Regional  Land  Use.  Concept  A  activities  would  be  compatible  with  existing 
and  planned  land  uses  in  the  ROI;  therefore,  incompatible  land  uses  would 
not  result. 

Cape  Canaveral  AS  Land  Use.  Construction  and  operation  activities 
associated  with  Concept  A  would  occur  primarily  at  SLC-41,  an  area  that  is 
currently  designated  for  space  launch  activities.  Proposed  EELV  uses  would 
be  consistent  with  the  Base  Comprehensive  Plan  and  the  mission  of  the  Air 
Force  at  Cape  Canaveral  AS  as  "the  best  source  of  development  space  for 
new  launch  facilities  Is  the  old  pads,  remediated  and  rebuilt"  {45  Space  Wing, 
1995c).  The  proposed  EELV  launch  program  would  not  result  in  conversion 
of  prime  agricultural  land  or  cause  a  decrease  in  the  utilization  of  land. 

Coastal  Zone  Management.  SLC-41  does  not  lie  within  the  FCMA  no¬ 
development  zone,  so  construction  and  modification  of  facilities  is  consistent 
with  the  FCMA.  Additionally,  the  contractor  would  coordinate  with  45  SW 
Civil  Engineering  prior  to  design  of  EELV  facilities  to  ensure  adherence  to  all 
siting  standards.  However,  SLC-41  does  lie  within  the  coastal  zone  and  is 
subject  to  a  federal  coastal  zone  consistency  determination  as  outlined  In  the 
FCMA,  which  is  administered  by  the  FDCA.  The  effects  of  the  EELV  program 
on  the  coastal  zone  have  been  evaluated,  and  the  Air  Force  has  determined 
that  the  EELV  program  Is  consistent  with  the  FCMA.  The  FDCA  has 
concurred  with  this  determination  in  its  correspondence  dated  March  2, 

1998. 

Recreation.  EELV  launches  would  not  result  in  a  loss  of  public  recreation 
activities  in  the  area  because  there  are  no  public  beaches  in  the  launch  area 
on  Cape  Canaveral  AS.  Neither  public  beaches  nor  other  public  facilities 
would  be  closed  as  a  result  of  launch  activities;  however,  recreational  fishing 
activities  available  to  KSC  and  Cape  Canaveral  AS  personnel  may  be 
restricted  during  a  launch.  This  restriction  would  be  temporary  and  is  not 
considered  an  adverse  impact  because  limitations  due  to  launch  activities  are 
routine  at  the  installation. 
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Aesthetics.  Views  of  Cape  Canaveral  AS  from  public  beaches,  marine 
vessels,  and  surrounding  communities  would  be  altered  slightly  by  new 
construction  at  SLC-41.  However,  views  of  Cape  Canaveral  AS  are  primarily 
limited  to  marine  traffic  on  the  east  and  west  and  distant  off-site  beach  areas 
and  small  communities  to  the  south.  Although  EELV  activities  at  SLC-41 
would  consist  of  modification  and  demolition  of  existing  structures, 
abandonment  of  buildings,  and  construction  of  new  facilities,  the  aesthetic 
view  of  the  site,  an  existing  launch  facility,  would  not  change  noticeably  as  a 
result  of  these  activities.  In  addition,  all  views  are  distant  views.  Therefore, 
construction  and  operations  under  Concept  A  would  not  affect  the  area's 
aesthetic  quality  nor  would  they  obscure  any  scenic  views. 

No  adverse  land  use  impacts  are  anticipated  from  Concept  A  EELV  activities 
at  Cape  Canaveral  AS;  therefore,  no  mitigation  measures  would  be  required. 

4. 3. 1.1. 2  Concept  A,  Vandenberg  AFB 

Regional  Land  Use.  Concept  A  activities  would  be  compatible  with  existing 
and  planned  land  uses  in  the  ROI;  therefore,  incompatible  land  uses  would 
not  result. 

Vandenberg  AFB  Land  Use.  Construction  and  operations  associated  with 
Concept  A  would  occur  primarily  at  SLC-3W,  an  area  currently  designated  for 
space  launch  activities.  Proposed  EELV  uses  would  be  consistent  with  the 
Base  Comprehensive  Plan  and  the  Air  Force  mission  at  Vandenberg  AFB.  The 
proposed  EELV  activities  would  not  result  in  conversion  of  prime  agricultural 
land  or  cause  a  decrease  in  land  utilization. 

Coastal  Zone  Management.  As  defined  In  the  Coastal  Zone  Management 
Plan  (CZMP),  federal  activities  in,  or  affecting,  a  coastal  zone  must  be 
consistent  with  the  CZMP.  Since  the  EELV  program  would  result  in  public 
beach  closures,  a  coastal  zone  consistency  determination  is  required  to 
support  EELV  program  activities.  The  California  Coastal  Commission 
administers  the  CZMP.  The  effects  of  the  EELV  program  on  the  coastal  zone 
have  been  evaluated.  The  Air  Force  has  submitted  a  Coastal  Zone 
Consistency  Determination  for  the  EELV  program  to  the  California  Coastal 
Commission  for  review. 

Recreation.  Under  Concept  A,  Ocean  Beach  County  Park  would  be  closed  for 
all  launches  from  SLC-3W.  Jalama  Beach  County  Park  would  be  closed  for 
low-azimuth  launches  (180  degrees  or  less).  A  maximum  of  10  launches 
would  occur  during  the  peak  year  (2007).  The  parks  would  be  closed 
following  the  procedures  described  in  Section  3. 3. 2. 4. 
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Aesthetics.  Views  of  Vandenberg  AFB  from  public  beaches,  marine  vessels, 
and  railroad  tracks  would  be  slightly  altered  by  Concept  A  construction 
activities.  The  nearest  public  views  are  those  seen  by  passengers  aboard  the 
Southern  Pacific  Railroad  line  that  runs  through  the  base.  Views  of  South 
Vandenberg  AFB  are  limited  by  topography.  Although  EELV  operations  at 
SLC-3W  would  require  modification  and  demolition  of  existing  structures, 
abandonment  of  buildings,  and  construction  of  new  facilities,  the  aesthetic 
view  of  the  site,  an  existing  launch  facility,  would  not  change  noticeably  as  a 
result  of  these  activities.  In  addition,  most  public  views  are  distant  views. 
Therefore,  construction  and  operations  under  Concept  A  would  not  alter  the 
aesthetic  quality  of  the  area  nor  would  they  obscure  any  scenic  views.  Prior 
to  design  of  EELV  facilities,  the  contractor  would  coordinate  with  30  SW 
Civil  Engineering  to  ensure  adherence  to  facility  design  standards. 

Other  than  beach  closures,  no  land  use  impacts  are  anticipated;  therefore,  no 
mitigation  measures  are  required. 

4. 3. 1.2  Concept  B 

4. 3. 1.2.1  Concept  B,  Cape  Canaveral  AS 

Regional  Land  Use.  As  discussed  in  Section  4. 3. 1.1.1,  under  Regional  Land 
Use,  the  EELV  program  would  be  compatible  with  existing  and  planned  land 
uses  in  the  ROI;  therefore,  incompatible  land  uses  would  not  result. 

Cape  Canaveral  AS  Land  Use.  Construction  and  operation  activities 
associated  with  Concept  B  would  occur  primarily  at  SLC-37,  an  area 
currently  designated  for  space  launch  activities.  As  discussed  in  Section 
4. 3. 1.1.1,  under  Cape  Canaveral  AS  Land  Use,  no  impacts  to  land  use  on 
Cape  Canaveral  AS  are  expected  from  EELV  activities. 

Coastal  Zone  Management.  SLC-37  does  not  lie  within  the  no-development 
zone,  so  construction  and  modification  of  facilities  is  consistent  with  the 
FCMA.  Additionally,  the  contractor  would  coordinate  with  45  SW  Civil 
Engineering  prior  to  design  of  EELV  facilities  to  ensure  adherence  to  all  siting 
standards.  As  discussed  in  Section  4,3.1 .1.1,  under  Coastal  Zone 
Management,  the  Air  Force  has  determined  that  the  EELV  program  is 
consistent  with  the  FCMA,  and  the  FDCA  has  concurred  with  this 
determination  in  its  correspondence  dated  March  2,  1998. 

Recreation.  Recreation  impacts  resulting  from  Concept  B  implementation  at 
SLC-37  would  be  similar  to  those  described  in  Section  4. 3. 1.1.1,  under 
Recreation. 

Aesthetics.  Aesthetic  impacts  at  SLC-37  resulting  from  Concept  B  would  be 
similar  to  those  described  under  Section  4.3.1 .1 .1 ,  under  Aesthetics. 
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No  adverse  land  use  Impacts  are  anticipated  from  EELV  activities;  therefore, 
no  mitigation  measures  would  be  required. 

4. 3. 1.2. 2  Concept  B,  Vandenberg  AFB 

Regional  Land  Use.  As  discussed  in  Section  4. 3. 1.1. 2,  under  Regional  Land 
Use,  the  EELV  program  would  be  compatible  with  existing  and  planned  land 
uses  in  the  ROI;  therefore,  incompatible  land  uses  would  not  result. 

Vandenberg  AFB  Land  Use.  Construction  and  operation  activities  associated 
with  Concept  B  would  occur  primarily  at  SLC-6,  an  area  currently  designated 
for  space  launch  activities.  As  discussed  in  Section  4.3.1 .1.2,  under 
Vandenberg  AFB  Land  Use,  no  impacts  to  land  use  on  Vandenberg  AFB  are 
expected  from  EELV  activities. 

Coastal  Zone  Management.  As  discussed  under  Section  4.3.1 .1.2,  under 
Coastal  Zone  Management,  a  Coastal  Zone  Consistency  Determination  for 
EELV  activities  has  been  submitted  to  the  California  Coastal  Commission  for 
review. 

Recreation.  Under  Concept  B,  Ocean  Beach  County  Park  would  not  be  closed 
during  SLC-6  launches.  Jalama  Beach  County  Park  would  be  closed  for  low- 
azimuth  launches  (less  than  180  degrees).  A  maximum  of  10  launches 
would  occur  during  the  peak  year  (2007).  The  park  would  be  closed 
following  the  procedures  described  in  Section  3. 3. 2. 4. 

Aesthetics.  Aesthetic  impacts  at  SLC-6  resulting  from  Concept  B  would  be 
similar  to  those  described  under  Section  4.3.1 .1 .2,  under  Aesthetics. 

Other  than  beach  closures,  no  land  use  impacts  are  anticipated;  therefore,  no 
mitigation  measures  would  be  required. 

4.3.1 .3  Concept  A/B 

4. 3. 1.3.1  Concept  A/B,  Cape  Canaveral  AS 

Regional  Land  Use.  As  discussed  In  Sections  4. 3. 1.1.1  and  4. 3. 1.2.1,  under 
Regional  Land  Use,  the  EELV  program  would  be  compatible  with  existing  and 
planned  land  uses  in  the  ROI;  therefore,  incompatible  land  uses  would  not 
result. 

Cape  Canaveral  AS  Land  Use.  Construction  and  operation  activities 
associated  with  Concept  A/B  would  occur  primarily  at  SLC-41  and  SLC-37, 
areas  currently  designated  for  space  launch  activities.  As  discussed  in 
Sections  4. 3. 1.1.1  and  4. 3. 1.2.1,  under  Cape  Canaveral  AS  Land  Use,  no 
impacts  to  land  use  on  Cape  Canaveral  AS  are  expected  from  EELV  activities. 
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Coastal  Zone  Management.  A  federal  coastal  zone  consistency  determination 
as  discussed  in  Sections  4. 3. 1.1.1  and  4. 3. 1.2.1,  under  Coastal  Zone 
Management,  would  be  required  for  Concept  A/B  activities. 

Recreation.  Recreation  impacts  resulting  from  implementation  of  Concept 
A/B  at  SLC-41  and  SLC-37  would  be  similar  to  those  described  under 
Concepts  A  and  B,  Sections  4. 3. 1.1.1  and  4. 3. 1.2.1,  under  Recreation. 

Aesthetics.  Aesthetic  impacts  at  SLC-41  and  SLC-37  resulting  from  Concept 
A/B  would  be  similar  to  those  described  under  Sections  4.3.1 .1.1  and 

4. 3. 1.2.1,  under  Aesthetics. 

No  adverse  land  use  impacts  are  anticipated  from  EELV  activities;  therefore, 
no  mitigation  measures  would  be  required. 

4.3.1 .3.2  Concept  A/B,  Vandenberg  AFB 

Regional  Land  Use.  As  discussed  in  Sections  4. 3. 1.1. 2  and  4. 3. 1.2. 2,  under 
Regional  Land  Use,  the  EELV  program  would  be  compatible  with  existing  and 
planned  land  uses  in  the  ROI;  therefore,  incompatible  land  uses  would  not 
result. 

Vandenberg  AFB  Land  Use.  Construction  and  operation  activities  associated 
with  Concept  A/B  would  occur  primarily  at  SLC-3W  and  SLC-6,  areas 
currently  designated  for  space  launch  activities.  As  discussed  in  Sections 

4.3.1 .1 .2  and  4.3.1 .2.2,  under  Vandenberg  AFB  Land  Use,  no  impacts  to 
land  use  on  Vandenberg  AFB  are  expected  from  EELV  activities. 

Coastal  Zone  Management.  As  discussed  in  Sections  4.3.1 .1 .2  and 

4.3.1 .2.2,  under  Coastal  Zone  Management,  a  coastal  zone  consistency 
determination  for  EELV  activities  will  be  prepared. 

Recreation.  Under  Concept  A/B,  Ocean  Beach  County  Park  would  be  closed 
for  all  launches  from  SLC-3W.  As  discussed  in  Sections  4.3.1 .1 .2  and 

4. 3. 1.2. 2,  low-azimuth  launches  from  SLC-3W  (180  degrees  or  less)  and 
SLC-6  (less  than  1 80  degrees)  would  require  closure  of  Jalama  Beach  County 
Park.  A  maximum  of  7  launches  would  occur  from  each  launch  complex 
during  the  peak  year  (2007).  The  parks  would  be  closed  following  the 
procedures  described  in  Section  3. 3. 2. 4. 

Aesthetics.  Aesthetic  impacts  at  SLC-3W  and  SLC-6  resulting  from  Concept 
A/B  would  be  similar  to  those  described  under  Sections  4.3.1 .1 .2  and 

4. 3. 1.2. 2,  under  Aesthetics. 

Other  than  unavoidable  beach  closures,  no  other  land  use  impacts  are 
anticipated;  therefore,  no  mitigation  measures  would  be  required. 
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4.3.2  No-Action  Alternative 

4.3.2. 1  Cape  Canaveral  AS.  Under  the  No-Action  Alternative,  no  changes  in 
land  use  are  proposed,  and  no  construction  or  modification  of  facilities  would 
occur;  therefore,  no  impacts  to  land  use  and  aesthetics  are  expected. 

4. 3.2. 2  Vandenberg  AFB.  Under  the  No-Action  Alternative,  county  beaches 
would  continue  to  be  closed  for  as  many  as  six  launches  per  year.  No 
mitigation  measures  are  available  to  reduce  this  impact.  No  other  land  use 
and  aesthetics  impacts  are  anticipated  because  no  changes  in  land  use  and 
no  construction  or  modification  of  facilities  is  proposed. 

4.4  TRANSPORTATION 

This  section  describes  the  effects  on  key  roadways  and  railroads  expected  to 
be  impacted  by  the  Proposed  Action  and  No-Action  Alternative. 

4.4.1  Proposed  Action 

The  ADT  generated  by  the  EELV  program  proposed  for  Cape  Canaveral  AS 
and  Vandenberg  AFB  Is  expected  to  be  less  than  50  percent  of  the  ADT 
generated  by  the  current  launch  activities  that  would  be  replaced  by  this 
project.  As  a  result,  traffic  volumes  generated  under  the  Proposed  Action  on 
the  key  roadways  used  to  support  the  EELV  program  should  be  less  than 
those  under  the  existing  launch  programs. 

Roadways 

The  effects  on  roadway  traffic  were  assessed  by  estimating  the  number  of 
trips  generated  by  employees,  visitors,  and  service  vehicles  associated  with 
construction  and  operations.  These  trips  were  distributed  to  the  roadway 
system  based  on  existing  travel  patterns.  This  analysis  is  based  on  existing 
data  on  roadway  capacities,  existing  and  projected  traffic  volumes  and 
patterns,  and  standards  established  by  state  local  transportation  agencies. 

Trip  generation  was  estimated  by  applying  the  trip  rates  from  the  ITE  Trip 
Generation  Manual,  5th  Edition,  combined  with  other  project  trip  generation 
data,  to  obtain  dally  traffic  volumes.  Peak-hour  traffic  volumes  generated 
under  the  Proposed  Action  were  distributed  to  the  installation  and  local  road 
networks  using  trip  distribution  patterns  from  current  launch  programs.  To 
determine  traffic  effects  from  the  Proposed  Action  on  local  roadways,  traffic 
volumes  from  each  EELV  concept  were  compared  to  the  baseline  year 
(1996). 

Railways 

Railroad  lines  in  the  Cape  Canaveral  AS  area  fall  outside  the  launch  pad 
safety  corridor  for  the  station.  The  main  line  of  the  Southern  Pacific  Railroad 
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passes  through  the  launch  pad  safety  corridor  at  Vandenberg  AFB.  An 
average  of  four  passenger  and  eight  freight  trains  pass  through  Vandenberg 
AFB  each  day.  Launches  from  Vandenberg  AFB  are  coordinated  with  the 
railroad.  Therefore,  no  impacts  to  railroad  systems  are  expected  at  either 
location. 

4.4. 1.1  Concept  A.  Direct  and  indirect  traffic  impacts  were  determined  for 
key  local  roadways  related  to  Concept  A  and  are  discussed  in  this  section. 
Under  Concept  A,  project-related  traffic  is  expected  to  increase  slightly 
during  construction  of  EELV  facilities  between  1998  and  2000,  but  to  decline 
during  the  operational  phase  as  employment  decreases. 

4.4.1 .1 .1  Concept  A,  Cape  Canaveral  AS.  At  the  peak  period  of  the 
construction  phase,  peak-hour  traffic  generated  by  construction  workers 
would  add  approximately  250  vehicles  to  Samuel  C.  Phillips  Parkway/Hangar 
Road.  Approximately  50  vehicles  would  exit  Cape  Canaveral  AS  to  the  west 
on  the  NASA  Causeway,  and  the  remaining  200  vehicles  would  continue 
south  and  exit  Cape  Canaveral  AS  at  Gate  1 .  This  construction  traffic  is 
likely  to  increase  the  peak-hour  traffic  to  approximately  2,100  vehicles  on 
Samuel  C.  Phillips  Parkway/Hangar  Road,  which  would  continue  to  operate  at 
LOS  A  (Table  4.4-1).  Although  the  local  road  system  would  experience  a 
temporary  increase  in  traffic,  the  increase  is  not  expected  to  change 
projected  LOS  on  key  local  roads. 

By  2015,  EELV  activities  would  be  expected  to  generate  approximately 
150  trips  during  the  evening  peak  hour  on  Samuel  C.  Phillips  Parkway. 
Approximately  50  vehicles  would  exit  Cape  Canaveral  AS  to  the  west  by 
way  of  the  NASA  Causeway,  and  the  remaining  100  vehicles  would  continue 
south  and  exit  Cape  Canaveral  AS  at  Gate  1  (see  Table  4.4-1).  The  roadway 
would  continue  to  operate  at  LOS  A.  No  measurable  changes  in  peak-hour 
traffic  are  expected  on  Samuel  C.  Phillips  Parkway/Hangar  Road  north  of  the 
project  area.  The  local  road  system  would  experience  a  reduction  in  traffic 
entering  and  exiting  the  station.  The  reductions  are  not  expected  to  change 
projected  LOS  on  key  local  roads.  No  adverse  Impacts  are  anticipated; 
therefore,  no  mitigation  measures  would  be  required. 

4. 4. 1.1. 2  Concept  A,  Vandenberg  AFB.  At  the  peak  period  of  the 
construction  phase  of  the  project,  peak-hour  traffic  generated  by  construction 
workers  would  add  approximately  350  vehicles  to  Coast  and  Bear  Creek 
roads.  This  construction  traffic  is  likely  to  increase  the  PHV  on  these  roads 
from  the  project  location  to  Ocean  Avenue  (Table  4.4-2).  The  LOS  on  Bear 
Creek  Road  would  change  from  A  to  B.  When  distributed  to  the  local  road 
system,  the  construction-related  traffic  would  increase  the  PHV  exiting  the 
base  by  approximately  200  vehicles  at  each  exit  location.  Ocean  Avenue  and 
the  Santa  Maria  Gate.  This  temporary  increase  in  the  peak-hour  traffic  due  to 
construction  activities  would  not  have  a  long-range  measurable  effect  on  the 
projected  LOS  of  any  local  road  segments. 
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Table  4.4-1 .  Peak-Hour  Volumes  -  Concept  A,  Cape  Canaveral  AS 


Roadway 

Segment/ 

No.  of  Lanes 

Capacity 
(vehicles 
per  hour) 

1996'^' 

PHV 

1996 

LOS 

2000 

PHV 

2000 

LOS 

2015 

PHV 

2015 

LOS 

SR  A1A 

Samuel  C.  Phillips 
Parkway,  south; 

4-lane 

8,000 

3,950 

C 

4,300 

C 

5,300 

C 

SR  A1A 

Samuel  C.  Phillips 
Parkway,  east;  4-lane 

8,000 

3,750 

B 

3,900 

B 

3,850 

B 

NASA  Causeway 

Between  U.S.  1  and 
Samuel  C.  Phillips 
Parkway;  4-lane 

8,000 

1,750 

A 

1,850 

A 

1,750 

A 

Samuel  C.  Phillips 
Parkway/ 

Hangar  Road 

Between  SR  401 
(Gate  1 )  and  SR  401 
(Gate  6)  on  CCAS 
4-lane 

8,000 

1,900 

A 

2,100 

A 

1,350 

A 

Note:  (a)  Peak-hour  volume  based  on  10  percent  of  average  daily  traffic  from  Brevard  County  traffic  counts. 
CCAS  =  Cape  Canaveral  Air  Station 

LOS  =  level  of  service 

NASA  =  National  Aeronautics  and  Space  Administration 

PHV  =  peak-hour  volume 

SR  =  State  Route 

U.S.  -  U.S.  Highway 

Source:  Brevard  County,  undated 

Table  4.4-2.  Peak-Hour  Volumes  -  Concept  A, 

Vandenberg  AFB 

Roadway 

Segment/ 

No.  of  Lanes 

Capacity 
(vehicles 
per  hour) 

1996'=' 

PHV 

1996 

LOS 

2000 

PHV 

2000 

LOS 

2015 

PHV 

2015 

LOS 

Coast  Road 

Between  SLC-6  and 
Bear  Creek  Road; 

2-lane 

2,800 

350 

A 

350 

A 

0 

A 

Bear  Creek  Road 

Between  Coast  Road 
and  Ocean  Avenue; 
2-lane 

2,800 

350 

A 

700 

B 

100 

A 

1 3th  Street 

Between  Ocean 

Avenue  and  Santa 
Maria  Gate;  2-lane 

2,800 

1,550 

D 

1,700 

D 

1,400 

D 

Ocean  Avenue 

Between  Bear  Creek 
Road  and  SR;  4-lane 

8,000 

250 

A 

400 

A 

100 

A 

SR  1 

Between  Santa  Maria 
Gate  and  SR  135; 
4-lane 

8,000 

1,550 

B 

1,700 

B 

1,400 

B 

Note:  (a)  Peak-hour  volume  based  on  10  percent  of  average  daily  traffic  from  Santa  Barbara  County  traffic  counts. 
LOS  =  level  of  service 
PHV  =  peak-hour  volume 
SLC  =  Space  Launch  Complex 
SR  =  State  Route 

Source:  Santa  Barbara  County  Planning  Department,  1 996 
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By  201  5,  EELV  program  activities  are  expected  to  generate  approximately 
100  trips  during  the  evening  peak  hour.  Peak-hour  traffic  on  Coast  and  Bear 
Creek  roads  is  expected  to  decline.  The  LOS  on  these  roads  would  remain 
the  same  or  improve  as  a  result  of  the  reduced  peak-hour  traffic  volume 
(see  Table  4.4-2).  Approximately  52  percent  of  the  project-related  traffic,  or 
50  vehicles,  is  expected  to  travel  east  on  Ocean  Avenue  from  Bear  Creek 
Road  toward  Lompoc  and  SR  246.  The  remaining  50  vehicles  would  travel 
north  on  13th  Street,  exiting  the  base  at  the  Santa  Maria  Gate.  As  a  result, 
it  is  estimated  that  approximately  250  fewer  vehicles  would  enter  the  local 
road  system  at  each  of  the  base  gates.  Although  the  local  road  system 
would  experience  a  reduction  in  traffic,  the  reductions  are  not  expected  to 
change  projected  LOS.  No  adverse  impacts  are  anticipated;  therefore,  no 
mitigation  measures  would  be  required. 

4.4. 1.2  Concept  B.  Direct  and  indirect  traffic  impacts  were  determined  for 
key  local  roadways  related  to  Concept  B  and  are  discussed  in  this  section. 
Under  Concept  B,  project-related  traffic  is  expected  to  increase  slightly  during 
construction  of  EELV  facilities  between  1998  and  2000,  but  decline  during 
the  operational  phase  as  employment  decreases. 

4.4. 1.2.1  Concept  B,  Cape  Canaveral  AS.  At  the  peak  period  of  the 
construction  phase  of  the  project,  peak-hour  traffic  generated  by  construction 
workers  would  add  approximately  250  vehicles  to  Samuel  C.  Phillips 
Parkway/Hangar  Road.  Approximately  50  vehicles  would  exit  Cape 
Canaveral  AS  to  the  west  on  the  NASA  Causeway,  and  the  remaining 
200  vehicles  would  continue  south  and  exit  Cape  Canaveral  AS  at  Gate  1 
(Table  4.4-3).  This  construction  traffic  is  likely  to  increase  the  PHV  on 
Samuel  C.  Phillips  Parkway/Hangar  Road  south  of  the  project  location  to 
approximately  2,100  vehicles.  Samuel  C.  Phillips  Parkway/Hangar  Road 
would  continue  to  operate  at  LOS  A.  Although  the  local  road  system  would 
experience  an  increase  in  traffic,  the  increase  is  not  expected  to  change 
projected  LOS  on  key  local  roads. 

By  2015,  EELV  program  activities  are  expected  to  generate  approximately 
350  trips  during  the  evening  peak  hour  on  Samuel  C.  Phillips  Parkway;  the 
LOS  would  not  be  affected  by  the  reduced  traffic  volume.  Approximately  50 
vehicles  would  exit  Cape  Canaveral  AS  to  the  west  on  the  NASA  Causeway, 
and  the  remaining  300  vehicles  would  continue  south  and  exit  Cape 
Canaveral  AS  at  Gate  1  (see  Table  4.4-3).  No  measurable  changes  in  peak- 
hour  traffic  volume  are  expected  on  Samuel  C.  Phillips  Parkway/Hangar  Road 
north  of  the  project  area.  The  local  road  system  would  experience  a 
reduction  in  traffic  entering  and  exiting  the  station,  but  LOS  on  key  local 
roads  would  not  change.  No  adverse  impacts  are  anticipated;  therefore,  no 
mitigation  measures  would  be  required. 
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Table  4.4-3.  Peak-Hour  Volumes  -  Concept  B,  Cape  Canaveral  AS 

Capacity 

(vehicles  2000  2000  2015  2015 


Roadway _ Segment/No.  of  Lanes  per  hour)  PHV  PHV  LOS  PHV  LOS 


SR  A1A 

Samuel  C.  Phillips 
Parkway,  south;  4-lane 

8,000 

3,950 

4,300 

C 

5,350 

C 

SR  A1A 

Samuel  C.  Phillips 
Parkway,  east;  4-lane 

8,000 

3,750 

3,900 

B 

3,950 

B 

Samuel  C.  Phillips 
Parkway/ 

Hangar  Road 

Between  SR  401 
(Gate  1)  and  SR  401 
(Gate  6)  on  CCAS 

4-lane 

8,000 

1,900 

2,100 

A 

1,500 

A 

NASA  Causeway 

Between  U.S.  1  and 
Samuel  C.  Phillips 
Parkway;  4-lane 

8,000 

1,750 

1,850 

A 

1,800 

A 

Note: 


(a)  Peak-hour  volume  based  on  10  percent  of  average  daily  traffic  from  Brevard  County  traffic  counts. 
CCAS  =  Cape  Canaveral  Air  Station 

LOS  =  level  of  service 

NASA  =  National  Aeronautics  and  Space  Administration 
PHV  =  peak-hour  volume 
SR  =  State  Route 

U.S.  =  U.S.  Highway 


Source:  Brevard  County,  undated 


4.4.1. 2. 2  Concept  B,  Vandenberg  AFB.  At  the  peak  period  of  the 
construction  phase  of  the  project,  peak-hour  traffic  generated  by  construction 
workers  would  add  approximately  1 50  vehicles  to  Coast  and  Bear  Creek 
roads.  This  construction  traffic  is  likely  to  increase  the  PHV  on  these  roads 
from  the  project  location  to  Ocean  Avenue  (Table  4.4-4).  The  LOS  on  Bear 
Creek  Road  would  change  from  A  to  B.  When  distributed  to  the  local  road 
system,  the  construction-related  traffic  would  increase  the  PHV  exiting  the 
base  by  approximately  50  vehicles  at  each  exit  location.  Ocean  Avenue  and 
the  Santa  Maria  Gate.  This  increase  in  the  peak-hour  traffic  would  not  have 
a  permanent  measurable  effect  on  the  projected  LOS  for  any  local  road 
segments. 

By  2015,  EELV  activities  are  expected  to  generate  approximately  250  trips 
during  the  evening  peak  hour.  Peak-hour  traffic  on  Bear  Creek  Road  is 
expected  to  decline,  but  the  LOS  would  not  change  (see  Table  4.4-4). 
Approximately  52  percent  of  the  project-related  traffic,  or  150  vehicles,  is 
expected  to  travel  east  on  Ocean  Avenue  from  Bear  Creek  Road  towards 
Lompoc  and  SR  246.  The  remaining  100  vehicles  would  travel  north  on  13th 
Street,  exiting  the  base  at  the  Santa  Maria  Gate.  As  a  result.  It  is  estimated 
that  approximately  1  50  fewer  vehicles  would  enter  the  local  road  system  at 
each  of  the  base  gates.  Although  the  local  road  system  would  experience  a 
reduction  in  traffic,  the  reductions  are  not  expected  to  change  projected  LOS. 
No  adverse  impacts  are  anticipated;  therefore,  no  mitigation  measures  would 
be  required. 
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Table  4.4-4.  Peak-Hour  Volumes  -  Concept  B,  Vandenberg  AFB 


Roadway 

Segment/No.  of  Lanes 

Capacity 
(vehicles 
per  hour) 

1996 

pHV'al 

2000 

PHV 

- 57  '  " 

2000 

LOS 

2015 

PHV 

2015 

LOS 

Coast  Road 

Between  SLC-6  and 

Bear  Creek  Road;  2-lane 

2,800 

50 

50 

A 

50 

A 

Bear  Creek  Road 

Between  Coast  Road 
and  Ocean  Avenue; 

2-lane 

2,800 

350 

500 

B 

250 

A 

1 3*"'  Street 

Between  Ocean  Avenue 
and  Santa  Maria  Gate; 
2-lane 

2,800 

1,550 

1,600 

D 

1,500 

D 

Ocean  Avenue 

Between  Bear  Creek 

Road  and  SR  1 ;  4-lane 

8,000 

250 

300 

A 

200 

A 

SR  1 

Between  Santa  Maria 
Gate  and  SR  1 35; 

4-lane 

8,000 

1,550 

1,600 

B 

1,500 

B 

Note:  (a)  Peak-hour  volume  based  on  10  percent  of  average  daily  traffic  from  Santa  Barbara  County  traffic 


counts. 

LOS  =  level  of  service 
PHV  =  peak>hour  volume 
SLC  =  Space  Launch  Complex 
SR  =  State  Route 


Source:  Santa  Barbara  County  Planning  Department,  1 996 


4.4. 1.3  Concept  A/B.  Direct  and  indirect  traffic  impacts  were  determined 
for  key  local  roadways  related  to  Concept  A/B  and  are  discussed  in  this 
section.  Under  Concept  A/B,  project-related  traffic  is  expected  to  increase 
slightly  during  construction  activities  related  to  EELV  and  to  decline  during 
operations. 

4.4. 1.3.1  Concept  A/B,  Cape  Canaveral  AS.  During  construction,  peak-hour 
traffic  generated  by  construction  workers  would  add  approximately  500 
vehicles  to  Samuel  C.  Phillips  Parkway/Hangar  Road.  This  construction 
traffic  is  likely  to  increase  PHV  on  Samuel  C.  Phillips  Parkway/Hangar  Road 
south  of  the  project  location  to  approximately  2,300  vehicles.  The  LOS  on 
Samuel  C.  Phillips  Parkway/Hangar  Road  would  remain  at  LOS  A. 
Approximately  100  vehicles  would  exit  Cape  Canaveral  AS  to  the  west  by 
way  of  the  NASA  Causeway,  and  the  remaining  400  vehicles  would  continue 
south  and  exit  Cape  Canaveral  AS  at  Gate  1  (Table  4.4-5).  The  construction- 
related  traffic  would  create  a  temporary  increase  in  the  peak-hour  traffic  and 
the  LOS  on  SR  A1A  east  of  the  station  would  change  from  B  to  C. 

By  2015,  EELV  program  activities  would  be  expected  to  generate 
approximately  400  trips  during  the  peak  evening  hour.  Peak-hour  traffic  on 
Samuel  C.  Phillips  Parkway  is  expected  to  decline;  however,  the  LOS  would 
not  be  affected  by  the  reduced  traffic  volume.  Approximately  100  vehicles 
would  exit  Cape  Canaveral  AS  to  the  west  on  the  NASA  Causeway,  and  the 
remaining  300  would  continue  south  and  exit  Cape  Canaveral  AS  at  Gate  1 
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Table  4.4-6.  Peak-Hour  Volumes  -  Concept  A/B,  Vandenberg  AFB 


Roadway 

Segment/No.  of 
Lanes 

Capacity 
(vehicles 
per  hour) 

1996 

PHV'"' 

2000 

PHV 

2000 

LOS 

2015 

PHV 

2015 

LOS 

Coast  Road 

Between  SLC-6 
and  Bear  Creek 
Road;  2-lane 

2,800 

350 

350 

A 

50 

A 

Bear  Creek 

Road 

Between  Coast 
Road  and  Ocean 
Avenue;  2-lane 

2,800 

350 

850 

C 

300 

A 

1 3th  Street 

Between  Ocean 
Avenue  and 

Santa  Maria 

Gate;  2-lane 

2,800 

1,550 

1,800 

E 

1,500 

D 

Ocean  Avenue 

Between  Bear 
Creek  Road  and 
SR  1 ;  4-lane 

8,000 

250 

500 

B 

200 

A 

SR  1 

Between  Santa 
Maria  Gate  and 

SR  135;  4-lane 

8,000 

1,550 

1,800 

B 

1,500 

B 

Note:  (a)  Peak-hour  traffic  based  on  1 0  percent  of  average  daily  traffic  from  Santa  Barbara  County 


traffic  counts. 

LOS  =  level  of  service 
PHV  =  peak-hour  volume 
SLC  =  Space  Launch  Complex 
SR  =  State  Route 

Source;  Santa  Barbara  County  Planning  Department,  1996 


Avenue  from  Bear  Creek  Road  toward  Lompoc  and  SR  246.  The  remaining 
150  vehicles  would  travel  north  on  13th  Street,  exiting  the  base  at  the  Santa 
Maria  Gate.  As  a  result,  it  is  estimated  that  approximately  1 50  fewer 
vehicles  would  enter  the  local  road  system  at  each  of  the  exits  as  a  result  of 
Concept  A/B  implementation.  No  adverse  impacts  are  anticipated;  therefore, 
no  mitigation  measures  would  be  required. 

4.4.2  No-Action  Alternative 

Direct  and  indirect  traffic  impacts  determined  for  key  local  roadways  related 
to  the  No-Action  Alternative  are  discussed  in  this  section.  Project-related 
traffic  would  continue  at  existing  volumes  throughout  the  analysis  period, 
and  there  would  be  no  changes  to  the  existing  roadways  within  the  ROI  as  a 
result  of  launch  vehicle  programs. 

4.4.2. 1  Cape  Canaveral  AS.  Traffic  volumes  on  key  local  roadways  at  Cape 
Canaveral  AS  under  the  No-Action  Alternative  would  include  the  current 
traffic  generated  by  existing  launch  operations.  Existing  launch  operations 
are  estimated  to  contribute  approximately  800  vehicles  to  the  peak-hour 
volume  on  Samuel  C.  Phillips  Parkway/Hangar  Road.  Approximately 
1 50  vehicles  exit  the  station  on  the  NASA  Causeway,  with  the  remaining 
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vehicles  using  the  southern  gate  at  SR  401 .  The  launch-related  traffic 
comprises  approximately  40  percent  of  the  peak-hour  traffic  on  Samuel  C. 
Phillips  Parkway/Hangar  Road,  which  is  expected  to  continue  to  operate  at 
LOS  A  under  the  No-Action  Alternative  (Table  4.4-7). 


Table  4.4-7.  Peak-Hour  Volumes  -  No-Action  Alternative,  Cape  Canaveral  AS 


Roadway 

Segment/No.  of 
Lanes 

Capacity 
(vehicles 
per  hour) 

1996'*’ 

PHV 

2000 

PHV 

2000 

LOS 

2015 

PHV 

2015 

LOS 

SR  A1A 

Samuel  C.  Phillips 
Parkway,  south; 
4-lane 

8,000 

3,950 

4,200 

C 

5,500 

C 

SR  A1A 

Samuel  C.  Phillips 
Parkway,  east; 
4-lane 

8,000 

3,750 

3,800 

B 

4,200 

C 

Samuel  C.  Phillips 
Parkway/ 

Hangar  Road 

Between  SR  401 
(Gate  1 )  and  SR 

401  (Gate  6)  on 
CCAS  4-lane 

8,000 

1,900 

1,900 

A 

1,900 

A 

NASA  Causeway 

Between  U.S.  1 
and  Samuel  C. 
Phillips  Parkway; 
4-lane 

8,000 

1,750 

1,800 

A 

1,900 

A 

Note:  (a)  Peak-hour  volume  based  on  10  percent  of  average  daily  traffic  from  Brevard  County  traffic 


counts. 

CCAS  =  Cape  Canaveral  Air  Station 

LOS  =  level  of  service 

NASA  =  National  Aeronautics  and  Space  Administration 
PHV  =  peak-hour  volume 
SR  =  State  Route 

U.S.  =  U.S.  Highway 

Source:  Brevard  County,  undated 


4.4.2. 2  Vandenberg  AFB.  Traffic  volumes  on  key  local  roadways  at 
Vandenberg  AFB  under  the  No-Action  Alternative  would  include  the  current 
traffic  generated  by  existing  launch  operations,  which  are  estimated  to 
contribute  approximately  350  vehicles  to  the  peak-hour  volume  on  Coast  and 
Bear  Creek  roads.  Approximately  200  vehicles  exit  the  base  at  Ocean 
Avenue,  east  toward  Lompoc  and  SR  246.  The  remaining  150  vehicles 
travel  north  on  1 3th  Street  and  exit  the  base  at  the  Santa  Maria  Gate 
(Table  4.4-8). 


4.5  UTILITIES 


The  utility  systems  addressed  in  this  analysis  include  the  facilities  and 
infrastructure  used  for  potable  water  supply,  wastewater  collection  and 
treatment,  solid  waste  disposal,  and  electricity.  Direct  and  indirect  changes 
in  future  utility  consumption  for  the  Proposed  Action  and  the  No-Action 
Alternative  were  estimated  based  on  project-related  requirements  and  per 
capita  average  daily  use  within  the  applicable  ROI. 
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Table  4.4-8.  Peak-Hour  Volumes  -  No-Action  Alternative,  Vandenberg  AFB 


Roadway 

Segment/No.  of 
Lanes 

Capacity 
(vehicles 
per  hour) 

1996 

PHV'»> 

2000 

PHV 

2000 

LOS 

2015 

PHV 

2015 

LOS 

Coast  Road 

Between  SLC-6 
and  Bear  Creek 
Road;  2-iane 

2,800 

350 

350 

A 

350 

A 

Bear  Creek  Road 

Between  Coast 

Road  and  Ocean 
Avenue;  2-lane 

2,800 

350 

350 

^  A 

350 

A 

1 3'^  Street 

Between  Ocean 
Avenue  and  Santa 
Maria  Gate;  2-lane 

2,800 

1,550 

1,550 

D 

1,750 

D 

Ocean  Avenue 

Between  Bear 

Creek  Road  and 

SR  1 ;  4-lane 

8,000 

250 

250 

A 

250 

A 

SR  1 

Between  Santa 
Maria  Gate  and  SR 
135;  4-lane 

8,000 

1,550 

1,550 

B 

2,150 

B 

Note:  (a)  Peak-hour  traffic  based  on  10  percent  of  average  daily  traffic  from  Santa  Barbara  County  traffic 


counts. 

LOS  =  level  of  service 
PHV  =  peak-hour  volume 
SLC  =  Space  Launch  Complex 
SR  =  State  Route 

Source:  Santa  Barbara  County  Planning  Department,  1996 


4.5.1  Proposed  Action 

This  section  describes  direct  and  indirect  changes  in  utility  consumption  for 
the  Proposed  Action.  Impacts  for  each  utility  system  were  determined  for 
the  average  construction  period  and  for  peak  launch  periods.  Under  the 
Proposed  Action,  direct  and  indirect  project-related  employment  and 
population  are  expected  to  decrease  (see  Section  4.2).  As  a  result,  demands 
on  those  utilities  affected  by  changes  in  population  and  employment  within 
each  region  would  also  decrease  from  the  amounts  expected  to  occur  under 
the  No-Action  Alternative.  Additional  facilities  required  by  the  Proposed 
Action  are  expected  to  create  minimal  increases  for  some  utilities.  However, 
these  project-related  fluctuations  in  utility  usage  would  be  small  in 
comparison  to  changes  associated  with  projected  growth  within  each  region. 

4. 5. 1.1  Concept  A 

4.5.1 .1.1  Concept  A,  Cape  Canaveral  AS 

Water  Supply.  During  construction,  potable  water  usage  would  be  greater 
than  that  required  under  the  No-Action  Alternative.  As  a  result,  average  daily 
water  consumption  on  Cape  Canaveral  AS  would  increase  slightly  between 
1998  and  2000.  The  current  average  demand  is  approximately  0.75  MGD 
and  the  system  has  a  capacity  of  3  MGD;  no  impacts  are  anticipated  during 
construction. 
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Employment  decreases  as  a  result  of  implementing  Concept  A  would  reduce 
the  requirements  for  potable  water  on  station  by  approximately  43,700  gpd 
by  201  5,  or  approximately  6  percent.  Deluge  water  required  to  support 
launches  would  consume  approximately  1 .3  million  gallons  during  the  peak 
launch  year  (201  5).  This  is  0.3  million  gallon  less  than  that  estimated  for  the 
No-Action  Alternative,  or  an  18-percent  decrease.  Reductions  in  potable 
water  from  domestic  and  industrial  uses  under  Concept  A  would  be 
approximately  45,200  gpd,  and  no  impacts  to  the  potable  water  system  are 
expected  on  station.  Recycling  of  industrial  wastewater  would  further  reduce 
the  use  of  potable  water  for  launch  operations.  Project-related  population 
decreases  within  the  ROI  would  reduce  potable  water  consumption  off- 
station  by  approximately  60,300  gpd.  These  changes  in  potable  water 
requirements  are  not  expected  to  have  any  impacts  on  regional  water 
systems,  and  the  systems  would  continue  to  operate  within  capacity. 

Wastewater.  Construction  of  facilities  would  increase  wastewater  generation 
between  1998  and  2000.  The  current  system  has  a  permitted  capacity  of 
0.8  MGD  and  a  peak  daily  flow  of  approximately  0.3  MGD.  The  increase  can 
be  absorbed  by  the  existing  system,  and  no  impacts  are  anticipated. 

During  the  operational  phase,  employment  on  station  would  decrease  and  the 
amount  of  wastewater  would  decrease.  By  the  peak  launch  year  (201  5), 
wastewater  generation  is  expected  to  be  reduced  by  approximately 
43,700  gpd,  which  would  result  In  an  on-station  reduction  of  wastewater 
requiring  treatment  and  disposal  of  approximately  7  percent.  The  amount  of 
wastewater  associated  with  Concept  A  launches  would  be  approximately 
264,000  gallons  less  than  that  estimated  for  the  No-Action  Alternative  in 
2015.  During  that  year,  approximately  80  percent  of  deluge  water,  or 
1,086,000  gallons,  used  during  launch  activities  would  be  recycled  or 
transported  to  an  approved  and  permitted  facility  off  site. 

Population  decreases  would  reduce  wastewater  generation  within  the  ROI 
and  would  result  in  a  reduction  of  the  requirements  for  wastewater  treatment 
and  disposal  off  station  by  approximately  40,200  gpd.  Regional  systems 
would  continue  to  operate  within  capacity,  and  no  impacts  are  anticipated. 

Solid  Waste.  Approximately  3,540  tons  of  construction  debris  are  expected 
to  be  generated  over  the  3  1  /2-year  construction  period  as  a  result  of  facility 
demolition,  construction,  and  modification.  Approximately  3,100  tons 
consisting  of  concrete  (650  tons),  structural  steel  (2,200  tons),  and 
miscellaneous  rails,  fencing,  piping,  and  wire  (250  tons)  would  be  generated 
by  project  demolition  activities.  The  concrete  would  be  reused  as  structural 
fill;  the  remainder  of  the  construction  materials  would  be  recycled.  The 
remaining  440  tons  consisting  of  crating,  packaging,  sheet  rock,  roofing 
material,  and  trash  would  be  generated  over  the  life  of  the  construction 
activities  at  an  average  rate  of  0.35  ton  per  day  and  would  be  disposed  of  in 
existing  sanitary  landfills  permitted  to  accept  the  waste. 
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During  the  operational  phase,  solid  waste  generated  would  be  approximately 
1 .9  tons  per  day  less  than  that  of  the  No-Action  Alternative,  reducing  the 
amount  of  solid  waste  generated  on  station  by  approximately  23  percent  in 
2015.  Project-related  population  decreases  within  the  ROI  would  reduce  the 
generation  of  solid  waste  by  approximately  1 .4  tons  per  day.  The  combined 
reduction  is  expected  to  reduce  the  amount  of  solid  waste  disposed  in  the 
Brevard  County  Landfill  by  3.3  tons  per  day  in  2015,  which  would  be  a 
beneficial  impact  on  solid  waste  disposal  facilities  within  the  region. 

Electricity.  Increases  in  electrical  consumption  during  construction  are 
expected  to  be  minimal.  During  the  operational  phase,  electricity 
consumption  would  increase  slightly  as  the  result  of  new  facilities  being 
operated  on  the  station.  However,  this  increase  in  electrical  consumption 
would  not  impact  the  station's  electrical  distribution  system.  No  measurable 
changes  in  electrical  consumption  as  a  result  of  Concept  A  are  expected  to 
occur  off  station  within  the  ROI.  Therefore,  no  impacts  to  electrical 
consumption  are  expected. 

4.5.1 .1 .2  Concept  A,  Vandenberg  AFB 

Water  Supply.  During  construction,  potable  water  usage  would  exceed  that 
required  under  the  No-Action  Alternative.  As  a  result,  average  daily  water 
consumption  on  Vandenberg  AFB  would  increase  slightly  between  2000  and 
2002.  The  existing  system  would  be  capable  of  absorbing  the  increase,  and 
no  impacts  are  anticipated  during  construction. 

By  2007,  employment  decreases  as  a  result  of  Concept  A  implementation 
would  reduce  the  requirements  for  potable  water  on  base  by  approximately 
23,000  gpd,  or  approximately  0.7  percent.  Deluge  water  requirements  for 
launch  activities  are  expected  to  be  590,000  gallons,  approximately 
1 1  5,000  gallons  less  than  that  needed  under  the  No-Action  Alternative 
during  the  peak  launch  year  (2007).  Recycling  of  industrial  wastewater 
would  further  reduce  the  use  of  potable  water  for  launch  operations. 
Reductions  in  potable  water  from  domestic  and  industrial  uses  under  Concept 
A  would  be  approximately  24,000  gpd,  and  no  Impacts  to  the  potable  water 
system  would  occur  on  the  base.  Project-related  population  decreases  within 
the  ROI  would  reduce  potable  water  consumption  by  approximately 
36,600  gpd.  These  changes  are  not  expected  to  have  any  impacts  on 
regional  water  systems,  and  the  systems  would  continue  to  operate  within 
capacity. 

Wastewater.  Construction  of  facilities  to  support  Concept  A  would  slightly 
increase  wastewater  generation  between  2000  and  2002.  The  existing 
system  is  capable  of  absorbing  the  increase.  Therefore,  no  impacts  are 
anticipated  during  construction. 
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During  the  operational  phase  of  EELV,  employment  on  base  as  a  result  of 
Concept  A  would  decrease  and  the  amount  of  wastewater  generated  would 
be  reduced.  By  the  peak  launch  year  (2007),  daily  wastewater  generation  is 
expected  to  be  reduced  by  approximately  23,000  gpd,  which  would  result  in 
an  on-base  reduction  of  wastewater  requiring  treatment  and  disposal  of 
approximately  1.8  percent. 

Project-related  population  decreases  would  reduce  wastewater  generation 
within  the  project's  ROI  and  would  result  in  a  reduction  of  the  requirements 
for  wastewater  treatment  and  disposal  off  base  by  24,400  gpd.  The 
combined  reduction  is  expected  to  reduce  the  amount  of  wastewater 
treatment  and  disposal  in  Lompoc  Regional  WWTP  by  47,400  gpd  by  2007. 
These  reductions  in  wastewater  are  not  expected  to  impact  wastewater 
treatment  and  disposal  facilities. 

Deluge  water  used  during  launch  activities  would  be  recycled  or  transported 
by  tanker  truck  from  the  origination  point  to  a  permitted  treatment  facility  off 
site.  The  wastewater  generation  associated  with  Concept  A  launches  would 
be  1 1 5,000  gallons  less  than  that  estimated  for  the  No-Action  Alternative  in 
2007. 

Solid  Waste.  Approximately  4,900  tons  of  construction  debris  are  expected 
to  be  generated  over  the  25-month  construction  period  as  a  result  of  facility 
demolition,  construction,  and  modification.  Approximately  4,600  tons 
consisting  of  concrete  {1,500  tons),  asphalt  (500  tons),  structural  steel 
(1,600  tons),  and  miscellaneous  rails,  fencing,  piping,  and  wire  (1,000  tons) 
would  be  generated  by  demolition  activities  in  the  first  3  months  of  the 
project.  The  concrete  would  be  reused  as  structural  fill;  the  remainder  of  the 
construction  materials  would  be  recycled.  The  remaining  300  tons  consisting 
of  crating,  packaging,  sheet  rock,  roofing  material,  and  trash  would  be 
generated  over  the  life  of  the  construction  activities  at  an  average  rate  of 
0.4  ton  per  day  and  would  be  disposed  of  in  existing  sanitary  landfills 
permitted  to  accept  the  waste. 

During  the  operational  phase,  the  amount  of  solid  waste  generated  would  be 
approximately  1  ton  per  day,  or  approximately  1 .7  percent  less  than  that  of 
the  No-Action  Alternative.  Project-related  population  decreases  within  the 
ROI  related  to  Concept  A  would  reduce  the  generation  of  solid  waste  by 
approximately  0.9  ton  per  day  by  2007,  which  would  be  a  beneficial  impact 
on  the  solid  waste  disposal  facilities  within  the  region. 

Electricity.  Increases  in  electrical  consumption  during  construction  are 
expected  to  be  minimal.  During  the  operational  phase,  electricity 
consumption  would  increase  slightly  as  the  result  of  new  facilities  being 
operated  on  the  base.  However,  the  increase  in  electrical  consumption  would 
not  impact  the  base's  electrical  distribution  system.  No  measurable  changes 
in  electrical  consumption  as  a  result  of  Concept  A  are  expected  to  occur  off 
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base  within  the  ROI.  Therefore,  no  impacts  to  electrical  consumption  are 
expected. 

4. 5. 1.2  Concept  B 

4. 5. 1.2.1  Concept  B,  Cape  Canaveral  AS 

Water  Supply.  During  construction,  potable  water  use  would  be 
approximately  3,300  gpd  greater  than  use  by  existing  launch  programs,  and 
average  daily  water  consumption  on  Cape  Canaveral  AS  would  Increase  by 
less  than  one-half  percent.  No  impacts  are  anticipated. 

Project-related  employment  decreases  would  reduce  the  requirements  for 
potable  water  on  station  by  approximately  30,200  gpd,  or  approximately 
4  percent,  by  2015.  There  are  currently  no  plans  to  use  deluge  water  for 
Concept  B  launches.  However,  IPS  water  and  washdown  of  the  pad  after  a 
launch  using  solid  boosters  would  consume  approximately  3,055,000  gallons 
of  potable  water  during  the  peak  launch  year,  which  would  increase  annual 
water  requirements  by  1 .4  million  gallons  over  the  No-Action  Alternative  in 
201 5.  This  is  equivalent  to  approximately  4,000  gpd.  Reductions  in  potable 
water  from  domestic  and  industrial  uses  under  Concept  B  would  be 
approximately  26,400  gpd,  and  no  impacts  to  the  potable  water  system  on 
the  station  would  occur.  Recycling  of  industrial  wastewater  would  further 
reduce  the  use  of  potable  water  during  launch  operations.  Project-related 
population  decreases  within  the  ROI  would  reduce  potable  water 
consumption  off-station  by  approximately  42,800  gpd.  These  changes  in 
potable  water  requirements  are  not  expected  to  have  any  impacts  on  regional 
water  systems,  and  the  systems  would  continue  to  operate  within  capacity. 

Wastewater.  Construction  of  facilities  to  support  Concept  B  would  generate 
approximately  2,000  gallons  of  wastewater  each  day  between  1998  and 
2000,  adding  less  than  one-half  of  1  percent  to  the  wastewater  disposal  and 
treatment  facility  on  Cape  Canaveral  AS.  The  WWTP  would  continue  to 
operate  within  capacity,  and  no  impacts  are  anticipated  during  construction. 

During  the  operational  phase,  employment  on  station  as  a  result  of  Concept  B 
implementation  would  decrease  and  therefore  would  reduce  the  generation  of 
wastewater.  By  the  peak  launch  year  (2015),  wastewater  generation  is 
expected  to  be  reduced  by  approximately  30,200  gpd,  which  would  result  in 
an  on-station  reduction  of  wastewater  requiring  treatment  and  disposal  of 
approximately  5  percent.  Wastewater  generation  associated  with  Concept  B 
launches  would  be  1 ,400,000  gallons  more  than  estimated  for  the  No-Action 
Alternative  in  2015.  The  IPS  and  washdown  water  used  during  launch 
activities  would  be  recycled  or  transported  to  a  permitted  treatment  facility 
off  site.  The  daily  peak  flow  is  expected  to  be  approximately  0.57  MGD  and 
the  WWTP  would  continue  to  operate  within  its  permitted  capacity.  Project- 
related  population  decreases  would  reduce  wastewater  generation  within  the 
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ROI  and  would  result  in  a  reduction  of  the  requirements  for  wastewater 
treatment  and  disposal  off  station  by  approximately  28,500  gpd.  Regional 
systems  would  continue  to  operate  within  capacity,  and  no  impacts  are 
anticipated. 

Solid  Waste.  Approximately  6,240  tons  of  construction  debris  are  expected 
to  be  generated  over  the  2-year  construction  period  as  a  result  of  facility 
demolition,  construction,  and  modification.  Approximately  5,830  tons 
consisting  of  concrete  (3,900  tons),  asphalt  (1,650  tons),  and  fire  brick 
(280  tons)  would  be  recycled.  The  concrete  would  be  taken  to  a  concrete 
recycler  to  be  recycled  as  aggregate.  The  asphalt  would  be  recycled  for  use 
for  road  construction  activities,  and  the  fire  brick  would  be  sold  on  the  local 
market.  The  wood  (120  tons),  paper  (10  tons),  and  copper  and 
miscellaneous  metal  (80  tons)  would  be  recycled  to  local  markets.  The 
miscellaneous  garbage  (200  tons)  would  be  disposed  of  in  existing  sanitary 
landfills  permitted  to  receive  the  waste.  The  construction  debris  expected  to 
be  landfilled  is  estimated  at  approximately  0.6  ton  per  day  for  the  2-year 
construction  period. 

During  the  operational  phase,  solid  waste  generated  would  be  less  than  that 
of  the  No-Action  Alternative  by  approximately  1 .3  tons  per  day.  This  would 
reduce  the  amount  of  solid  waste  generated  on  station  by  approximately 
16  percent  in  2015.  Project-related  population  decreases  within  the  ROI 
would  reduce  the  generation  of  solid  waste  by  approximately  1  ton  per  day. 
The  combined  reduction  is  expected  to  reduce  the  amount  of  solid  waste 
disposed  in  the  Brevard  County  Landfill  by  2.3  tons  per  day  in  2015,  which 
would  be  a  beneficial  impact  on  the  solid  waste  disposal  facilities  within  the 
region. 

Electricity.  Increases  in  electrical  consumption  during  construction  are 
expected  to  be  minimal.  During  the  operational  phase,  electricity 
consumption  would  increase  slightly  as  the  result  of  new  facilities  being 
operated  on  the  station.  However,  this  increase  in  electrical  consumption 
would  not  impact  the  station’s  electrical  distribution  system.  No  measurable 
changes  in  electrical  consumption  as  a  result  of  Concept  B  activities  are 
expected  to  occur  off  station  within  the  ROI.  Therefore,  no  impacts  to 
electrical  consumption  are  expected. 

4.5. 1.2.2  Concept  B,  Vandenberg  AFB 

Water  Supply.  During  construction,  potable  water  usage  would  exceed  that 
required  by  the  No-Action  Alternative.  As  a  result,  average  daily  water 
consumption  on  Vandenberg  AFB  would  increase  slightly  between  1998  and 
2001 .  The  existing  system  would  be  capable  of  absorbing  the  increase,  and 
no  impacts  are  anticipated  during  construction. 


4-34 


EELVFEIS 


By  2007,  employment  decreases  as  a  result  of  Concept  B  implementation 
would  reduce  the  requirements  for  potable  water  on  base  by  approximately 
1 1,100  gpd,  or  approximately  0.3  percent,  by  2007.  There  are  currently  no 
plans  to  use  deluge  water  for  Concept  B  launches.  However,  use  of  IPS  and 
washdown  water  at  the  pad  after  a  launch  using  solid  boosters  would 
consume  approximately  1,310,000  gallons  of  potable  water  during  the  peak 
launch  year.  Water  usage  associated  with  Concept  B  launches  would 
increase  by  605,000  gallons  over  the  water  estimated  for  the  No-Action 
Alternative  by  2007.  The  increased  water  requirement  is  equivalent  to 
2,000  gpd.  Recycling  of  industrial  wastewater  would  further  reduce  the  use 
of  potable  water  for  launch  operations.  Reductions  in  potable  water  from 
domestic  and  industrial  uses  under  Concept  B  would  be  approximately 
1 1 ,000  gpd,  and  no  impacts  to  the  potable  water  system  would  occur  on  the 
base.  Project-related  population  decreases  within  the  ROI  would  reduce 
potable  water  consumption  by  approximately  18,800  gpd  off  base.  These 
changes  are  not  expected  to  have  any  impacts  on  regional  water  systems, 
and  the  systems  would  continue  to  operate  within  capacity. 

Wastewater,  Construction  of  facilities  to  support  Concept  B  would  generate 
approximately  2,000  gallons  of  wastewater  each  day  between  1998  and 
2001 .  As  a  result,  the  additional  wastewater  would  add  less  than  one-half  of 
1  percent  to  the  wastewater  disposal  and  treatment  facility.  The  existing 
system  is  capable  of  absorbing  the  increase.  Therefore,  no  impacts  are 
anticipated  during  construction. 

During  the  operational  phase,  employment  on  base  as  a  result  of  Concept  B 
implementation  would  decrease  and  the  amount  of  wastewater  generated 
would  be  reduced.  By  the  peak  launch  year  (2007),  daily  wastewater 
generation  is  expected  to  be  reduced  by  approximately  1 1,100  gpd,  which 
would  result  in  an  on-base  reduction  of  wastewater  requiring  treatment  and 
disposal  of  approximately  0.9  percent. 

Project-related  population  decreases  would  reduce  wastewater  generation 
within  the  ROI  and  would  result  in  a  reduction  of  the  requirements  for 
wastewater  treatment  and  disposal  off  base  by  12,500  gpd.  The  combined 
reduction  is  expected  to  reduce  the  amount  of  wastewater  treatment  and 
disposal  in  Lompoc  Regional  WWTP  by  23,600  gpd  in  2007.  Reductions  in 
wastewater  from  domestic  uses  are  not  expected  to  exceed  current 
operations,  and  no  impacts  to  wastewater  treatment  and  disposal  would 
occur  within  the  region. 

Water  associated  with  Concept  B  launches  would  be  605,000  gallons  more 
than  the  water  estimated  for  the  No-Action  Alternative  in  2007.  However, 
industrial  wastewater  would  be  recycled  or  transported  off  site  to  permitted 
treatment  facilities,  and  would  not  be  discharged  to  the  IWTP. 
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Solid  Waste.  Approximately  12,400  tons  of  construction  debris  are  expected 
to  be  generated  over  the  30-month  construction  period  as  a  result  of  facility 
demolition,  construction,  and  modification.  The  majority  of  the  construction 
debris  would  consist  of  concrete  (1 1,250  tons),  which  would  be  crushed  and 
reused  as  aggregate  to  fill  the  abandoned  flame  duct  on  the  project  site.  The 
remaining  construction  materials  consisting  of  wood  (120  tons),  copper 
(18  tons),  and  structural  steel  (800  tons)  would  be  generated  at  a  rate  of 
approximately  1  ton  per  day,  which  would  be  stockpiled  and  recycled.  The 
miscellaneous  garbage  (200  tons)  would  be  generated  over  the  life  of  the 
construction  activities  at  an  average  rate  of  0.25  ton  per  day  and  would  be 
disposed  in  existing  sanitary  landfills  permitted  to  accept  the  waste. 

During  the  operational  phase,  the  amount  of  solid  waste  generated  would  be 
approximately  0.5  ton  per  day  less  than  that  of  the  No-Action  Alternative. 
This  would  reduce  the  amount  of  solid  waste  generated  on  base  by 
approximately  0.8  percent  by  2007.  Project-related  population  decreases 
within  the  ROI  related  to  the  Concept  B  program  would  reduce  the  generation 
of  solid  waste  by  approximately  0.4  ton  per  day  in  2007,  which  would  be  a 
beneficial  effect  on  the  solid  waste  disposal  facilities  within  the  region. 

Electricity.  Increases  in  electrical  consumption  during  construction  are 
expected  to  be  minimal.  During  the  operational  phase,  electricity 
consumption  would  increase  slightly  as  the  result  of  new  facilities  being 
operated  on  the  base.  However,  the  increase  in  electrical  consumption  would 
not  impact  the  base's  electrical  distribution  system.  No  measurable  changes 
in  electrical  consumption  as  a  result  of  Concept  B  activities  are  expected  to 
occur  off  base  within  the  ROI.  Therefore,  no  impacts  to  electrical 
consumption  are  expected.  No  adverse  impacts  are  anticipated;  therefore,  no 
mitigation  measures  would  be  required. 

4.5. 1.3  Concept  A/B 

4.5.1 .3.1  Concept  A/B,  Cape  Canaveral  AS 

Water  Supply.  During  construction,  potable  water  use  would  be  greater  than 
use  by  existing  systems,  and  average  daily  water  consumption  on  Cape 
Canaveral  AS  would  increase  slightly.  No  impacts  are  anticipated. 

Project-related  employment  decreases  would  reduce  the  requirements  for 
potable  water  on  station  by  approximately  27,900  gpd  by  2015,  or 
approximately  3.7  percent.  Water  required  to  support  launches  would 
consume  approximately  2,392,000  gallons  of  potable  water  during  the  peak 
launch  year.  This  is  approximately  734,000  gallons  of  potable  water  usage 
more  than  estimated  for  the  No-Action  Alternative,  or  a  45-percent  increase. 
The  increased  water  consumption  is  equivalent  to  approximately  2,000  gpd. 
As  a  result,  potable  water  from  domestic  and  industrial  uses  under  Concept 
A/B  would  be  approximately  28,000  gpd  less  than  that  expected  by  the 
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No-Action  Alternative,  and  no  impacts  to  the  potable  water  system  on  the 
station  would  occur.  Recycling  of  industrial  wastewater  would  further 
reduce  the  use  of  potable  water  for  launch  operations.  Project-related 
population  decreases  within  the  ROI  would  reduce  potable  water 
consumption  off  station  by  approximately  43,000  gpd.  These  changes  in 
potable  water  requirements  are  not  expected  to  have  any  impacts  on  regional 
water  systems,  and  the  systems  would  continue  to  operate  within  capacity. 

Wastewater.  Construction  of  facilities  to  support  Concept  A/B  would  slightly 
increase  wastewater  generation  between  1 998  and  2000. 

During  the  operational  phase,  employment  on  station  as  a  result  of  Concept 
A/B  would  decrease  and  therefore  would  reduce  the  generation  of 
wastewater.  By  the  peak  launch  year,  wastewater  generation  is  expected  to 
be  reduced  by  approximately  27,900  gpd,  which  would  result  in  an  on- 
station  reduction  of  wastewater  requiring  treatment  and  disposal  of 
approximately  4.5  percent.  The  total  amount  of  wastewater  associated  with 
Concept  A/B  launches  would  be  737,000  gallons  more  than  that  estimated 
for  the  No-Action  Alternative  by  201 5.  Industrial  wastewater  would  be 
recycled  or  transported  to  an  approved  permitted  industrial  wastewater 
treatment  facility  off  site.  Project-related  population  decreases  would  reduce 
wastewater  generation  within  the  ROI  and  would  result  in  a  reduction  of  the 
requirements  for  wastewater  treatment  and  disposal  off  station  by 
approximately  28,700  gpd.  Regional  systems  would  continue  to  operate 
within  capacity  and  no  impacts  are  anticipated. 

Solid  Waste.  Approximately  9,800  tons  of  construction  debris  are  expected 
to  be  generated  over  the  3  1  /2-year  construction  period  as  a  result  of  facility 
demolition,  construction,  and  modification.  The  majority  of  the  construction 
debris  would  be  concrete  (4,550  tons),  which  would  be  crushed  and  reused 
as  aggregate  and  structural  fill  on  the  project  site.  The  other  construction 
materials  consisting  of  wood  (120  tons),  asphalt  (1,650  tons),  structural 
steel  (2,200  tons),  fire  brick  (280  tons),  paper  (10  tons),  and  copper  and 
miscellaneous  metal  (330  tons)  would  be  recycled.  The  remaining  640  tons 
consisting  of  crating,  packaging,  sheet  rock,  roofing  material,  and 
miscellaneous  garbage  would  be  generated  over  the  life  of  the  construction 
activities  at  an  average  rate  of  0.7  ton  per  day,  and  would  be  disposed  of  in 
sanitary  landfills  permitted  to  accept  the  waste. 

During  the  operational  phase,  solid  waste  generated  by  the  employees  would 
decrease  over  that  of  the  No-Action  Alternative  by  approximately  1.2  tons 
per  day.  This  would  reduce  the  amount  of  solid  waste  generated  on  station 
by  approximately  15  percent  by  2015.  Project-related  population  decreases 
within  the  ROI  would  reduce  the  generation  of  solid  waste  by  approximately 
1  ton  per  day.  The  combined  reduction  is  expected  to  reduce  the  amount  of 
solid  waste  disposed  in  the  Brevard  County  Landfill  by  2.2  tons  per  day  in 
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2015,  which  would  be  a  beneficial  impact  on  the  solid  waste  disposal 
facilities  within  the  region. 

Electricity.  Increases  in  electrical  consumption  during  construction  are 
expected  to  be  minimal.  During  the  operational  phase,  electricity 
consumption  would  increase  slightly  as  the  result  of  new  facilities  being 
operated  on  the  station.  However,  this  increase  in  electrical  consumption 
would  not  impact  the  station's  electrical  distribution  system.  No  measurable 
changes  in  electrical  consumption  as  a  result  of  Concept  A/B  activities  are 
expected  to  occur  off  station  within  the  ROI.  Therefore,  no  impacts  to 
electrical  consumption  are  expected. 

4. 5. 1.3.2  Concept  A/B,  Vandenberg  AFB 

Water  Supply.  During  construction,  potable  water  usage  would  exceed  that 
required  under  the  No-Action  Alternative.  As  a  result,  average  daily  water 
consumption  on  Vandenberg  AFB  would  increase  slightly  between  1 998  and 
2002.  The  existing  system  would  be  capable  of  absorbing  the  increase  and 
no  impacts  are  anticipated  during  construction. 

Employment  decreases  as  a  result  of  Concept  A/B  implementation  would 
reduce  the  requirements  for  potable  water  on  base  by  approximately 
10,400  gpd  by  2007,  or  approximately  0.3  percent.  Water  requirements  for 
launch  activities  are  expected  to  be  1 ,288,000  gallons,  approximately 
583,000  gallons  more  than  needed  under  the  No-Action  Alternative  during 
the  peak  launch  year.  This  is  equivalent  to  approximately  2,000  gpd. 
Reductions  in  potable  water  from  domestic  and  industrial  uses  under 
Concept  A/B  would  be  approximately  8,400  gpd,  and  no  impacts  to  the 
potable  water  system  would  occur  on  the  base.  Project-related  population 
decreases  within  the  ROI  would  reduce  potable  water  consumption  by 
approximately  20,000  gpd  off  base.  These  changes  are  not  expected  to 
have  any  impacts  on  regional  water  systems,  and  the  systems  would 
continue  to  operate  within  capacity. 

Wastewater.  Construction  of  facilities  to  support  Concept  A/B  would 
increase  the  generation  of  wastewater  between  1998  and  2002.  The 
existing  system  would  be  capable  of  absorbing  the  increase.  Therefore,  no 
impacts  are  anticipated  during  construction. 

During  the  operational  phase,  employment  on  base  as  a  result  of  Concept  A/B 
implementation  would  decrease  and  the  amount  of  wastewater  generated 
would  be  reduced.  By  the  peak  launch  year,  daily  wastewater  generation  is 
expected  to  be  reduced  by  approximately  10,400  gpd,  which  would  result  in 
an  on-base  reduction  of  wastewater  requiring  treatment  and  disposal  of 
approximately  0.8  percent. 
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Project-related  population  decreases  would  reduce  wastewater  generation 
within  the  project's  ROI  and  would  result  in  a  reduction  of  the  requirements 
for  wastewater  treatment  and  disposal  off  base  by  13,300  gpd.  The 
combined  reduction  is  expected  to  reduce  the  amount  of  wastewater 
treatment  and  disposal  in  Lompoc  Regional  WWTP  by  23,700  gpd  in  2007. 
These  reductions  are  not  expected  to  impact  wastewater  treatment  and 
disposal  facilities. 

Wastewater  associated  with  Concept  A/B  launches  would  be 
583,000  gallons  more  than  the  wastewater  estimated  for  the  No-Action 
Alternative.  Wastewater  from  launch  activities  would  be  recycled  or 
transported  off  site  to  an  approved,  permitted  treatment  facility. 

Solid  Waste.  Approximately  17,300  tons  of  construction  debris  are  expected 
to  be  generated  over  the  2  1 /2-year  construction  period  as  a  result  of  facility 
demolition,  construction,  and  modification.  The  majority  of  construction 
debris  would  be  concrete  (12,750  tons),  which  would  be  crushed  and  reused 
as  aggregate  to  fill  the  abandoned  flame  duct  and  structural  fill  on  the  project 
site.  The  other  construction  materials  consisting  of  wood  (120  tons),  copper 
(18  tons),  asphalt  (500  tons),  structural  steel  (2,400  tons),  and 
miscellaneous  rails,  fencing,  piping,  and  wire  (1,000  tons)  would  be  recycled. 
The  remaining  500  tons  consisting  of  crating,  packaging,  sheet  rock,  roofing 
material,  and  miscellaneous  garbage  would  be  generated  over  the  life  of  the 
construction  activities  at  an  average  rate  of  0.6  ton  per  day  and  would  be 
disposed  of  in  sanitary  landfills  permitted  to  accept  the  waste. 

During  the  operational  phase,  the  amount  of  solid  waste  generated  would  be 
approximately  0.5  ton  per  day  less  than  that  of  the  No-Actlon  Alternative. 
This  would  reduce  the  amount  of  solid  waste  generated  on  base  by 
approximately  0.8  percent  by  2007.  Project-related  population  decreases 
within  the  ROI  related  to  Concept  A/B  would  reduce  the  generation  of  solid 
waste  by  approximately  0.5  ton  per  day,  which  would  be  a  beneficial  impact 
on  the  solid  waste  disposal  facilities  within  the  region. 

Electricity.  Increases  in  electrical  consumption  during  construction  are 
expected  to  be  minimal.  During  the  operational  phase,  electricity 
consumption  would  increase  slightly  as  the  result  of  new  facilities  being 
operated  on  the  base.  However,  this  increase  in  electrical  consumption  is  not 
expected  to  impact  the  base's  electrical  distribution  system.  No  measurable 
changes  in  electrical  consumption  as  a  result  of  Concept  A/B  activities  are 
expected  to  occur  off  base  within  the  ROI.  Therefore,  no  Impacts  to 
electrical  consumption  are  expected. 
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4.5.2  No-Action  Alternative 


4.5.2. 1  Cape  Canaveral  AS 

Utility  consumption  for  government  launch  programs  at  Cape  Canaveral  AS 
would  continue  at  current  levels,  as  described  in  Section  3.5.1,  and  all 
systems  would  continue  to  operate  within  capacity.  No  impacts  are 
anticipated. 

4. 5. 2. 2  Vandenberg  AFB 

Utility  consumption  for  government  launch  programs  at  Vandenberg  AFB 
would  continue  at  current  levels,  as  described  in  Section  3.5.2,  and  all 
systems  would  continue  to  operate  within  capacity.  No  impacts  are 
anticipated. 

4.6  HAZARDOUS  MATERIALS  AND  HAZARDOUS  WASTE  MANAGEMENT 

This  section  addresses  potential  environmental  impacts  caused  by  hazardous 
materials/waste  management  practices  associated  with  the  Proposed  Action 
and  No-Action  Alternative,  including  the  potential  impacts  on  the  ongoing 
remediation  activities  at  existing  contaminated  sites. 

The  Air  Force  will  continue  to  remediate  all  contamination  associated  with 
sites  proposed  for  use  under  the  EELV  program.  Delays  or  restrictions  on 
facility  use  or  launch  sites  may  occur  depending  on  the  extent  of 
contamination  and  the  results  of  remedial  actions  determined  for 
contaminated  sites. 

Regulatory  standards  and  guidelines  have  been  applied  in  determining  the 
potential  impacts  associated  with  the  use  of  hazardous  materials  and  the 
generation  of  hazardous  wastes.  The  following  criteria  were  used  to  identify 
potential  impacts: 

•  Amount  of  hazardous  materials  brought  onto  the  installations  to 
support  the  EELV  program  that  could  result  in  exposure  to  the 
environment  or  public  through  release  or  disposal  practices 

•  Hazardous  waste  generation  that  could  increase  regulatory 
requirements 

•  Pollution  prevention  practices  to  be  utilized  during  the  EELV 
program  to  prevent  and/or  improve  environmental  impacts 
associated  with  launch  operations 

•  EELV  program  activities  that  would  affect  IRP  activities. 
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4.6.1  Proposed  Action 


4. 6. 1.1  Concept  A 

Activities  proposed  under  Concept  A  were  analyzed  for  their  potential  to 
impact  the  existing  hazardous  material  and  waste  management  programs. 
The  impact  analysis  was  conducted  by  comparing  the  amount  of  hazardous 
materials/waste  associated  with  the  EELV  program  to  quantities  utilized  for 
current  launch  vehicle  systems.  Table  4.6-1  presents  the  quantities  of 
hazardous  waste  that  would  be  generated  under  Concept  A. 


Table  4.6-1.  Hazardous  Waste  Generated  Per  Launch,  Concept  A*^’ 


RCRA  Hazardous  Waste 

Quantity 
(lbs)  MLV 

Quantity 
(lbs)  HLV 

Ignitable  D001  RCRA  Wastes 

980 

1,340 

Halogenated  Solvents  F001/F002  RCRA  Wastes 

0 

0 

Toxic  D004  EPA  Wastes 

40 

110 

Corrosive  D002  RCRA  Waste 

5,500 

5,500 

Commercial  Chemical  Products  (U)  RCRA  Wastes 

3,100 

3,100 

Acutely  Hazardous  Waste  (P)  RCRA  Wastes 

0 

0 

Reactive  D003  RCRA  Wastes 

500 

500 

State-Regulated  Wastes 

0 

0 

Miscellaneous  Wastes 

50 

50 

Total 

10,170 

10,600 

Note: 


la)  Data  provided  by  contractor. 

HLV  =  heavy  lift  variant 

lbs  =  pounds 

MLV  =  medium  lift  variant 

RCRA  =  Resource  Conservation  and  Recovery  Act 


4.6.1 .1 .1  Concept  A,  Cape  Canaveral  AS 

Hazardous  Materials  Management.  The  types  of  hazardous  materials 
proposed  for  use  for  Concept  A  activities  would  be  similar  to  those  used  at 
Cape  Canaveral  AS  for  current  launch  vehicle  programs.  Table  4.6-2 
provides  a  comparison  of  hazardous  materials  to  be  used  per  launch  and  in 
the  peak  year  (201  5)  for  Concept  A  with  the  quantities  utilized  for  current 
launch  vehicle  systems. 

Implementation  of  Concept  A  would  increase  the  amount  of  hazardous 
materials  used  on  Cape  Canaveral  AS  by  approximately  190,000  pounds  per 
year.  This  increase  in  hazardous  material  use  is  due  to  the  increased  number 
of  annual  launches  under  Concept  A  compared  to  current  programs. 

Although  launch  rates  would  increase,  less  processing  would  occur  on  site. 
Launch  vehicle  components  would  be  shipped  to  Cape  Canaveral  AS  in 
flightworthy  condition,  reducing  on-site  prelaunch  preparations.  Payload 
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Table  4.6-2.  Total  Hazardous  Materials  Used  for  Concept  A  and  for  Current 
_ Launch  Vehicle  Systems,  Cape  Canaveral 


Launch  Vehicle  System 

Number  of 
Launches 

Hazardous 
Materials  Used 
(Ibs/launch) 

Total  Hazardous 
Materials  Used  in 
2015  (lbs) 

EELV  Concept  A'“ 

MLV 

22 

15,850 

374,830 

HLV 

1 

26,130 

No-Action  Alternative"”''^’ 
Atlas  HA 

7 

17,670 

184,520 

Delta  II 

3 

7,210 

Titan  IVB 

1 

39,200 

Notes:  (a)  Table  does  not  Include  propellants, 
lb)  Data  provided  by  contractor. 

ic)  Government  launches  only;  no  commercial  launches  Included, 

EELV  -  Evolved  Expendable  Launch  Vehicle 

HLV  =  heavy  lift  variant 

lbs  =  pounds 

MLV  medium  lift  variant 


fairings  would  arrive  cleaned,  bagged,  and  ready  for  storage.  No  cleaning  of 
payload  fairings  would  occur  on  site,  reducing  the  amount  of  hazardous 
materials  utilized  for  on-site  launch  processing. 

The  amount  of  liquid  propellants  stored  on  the  installation  would  increase  due 
to  the  increased  number  of  launches;  no  solid  rocket  motor  propellant  would 
be  utilized.  Table  2.1-1  and  2.2-2  list  propellant  quantities  for  Concept  A 
and  the  No-Action  Alternative,  respectively. 

Cape  Canaveral  AS  has  the  mechanisms  in  place  to  store  and  manage  the 
increased  quantity  of  hazardous  materials,  including  liquid  propellants.  All 
activities  would  be  conducted  in  accordance  with  existing  regulations  for  the 
use  and  storage  of  hazardous  materials. 

Section  4.7,  Health  and  Safety,  describes  impacts  associated  with 
transportation  of  hazardous  materials/fuels. 

Hazardous  Waste  Management.  The  types  of  hazardous  waste  generated 
under  Concept  A  would  be  similar  to  wastes  generated  by  current  launch 
vehicle  systems.  Table  4.6-3  provides  a  comparison  of  the  quantities  of 
hazardous  waste  generated  per  launch  and  in  the  peak  year  (2015)  for 
Concept  A  to  the  quantities  generated  by  current  programs. 

Implementation  of  Concept  A  would  increase  the  amount  of  hazardous  waste 
generated  on  Cape  Canaveral  AS  by  approximately  83,000  pounds  per  year. 
This  increase  in  hazardous  waste  generation  is  due  to  the  increased  number 
of  annual  launches  under  Concept  A. 
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Table  4.6-3.  Total  Hazardous  Waste  Generation  for  Concept  A  and  for 
Current  Launch  Vehicle  Systems,  Cape  Canaveral  AS'°' 


Launch  Vehicle  System 

Number  of 
Launches 

Hazardous  Waste 
Generated 
(Ibs/launch) 

Total  Hazardous 
Waste  Generated 
in  2015  (lbs) 

EELV  Concept  A'*” 

MLV 

22 

10,170 

234,340 

HLV 

1 

10,600 

No-Action  Alternative'^”"^’ 
Atlas  HA 

7 

9,240 

151,300 

Delta  II 

3 

16,810 

Titan  IVB 

1 

36,190 

Notes:  (a)  Table  does  not  include  propellants. 

(b)  Data  provided  by  contractor. 

(c)  Government  launches  only;  no  commercial  launches  included. 

EELV  =  Evolved  Expendable  Launch  Vehicle 

HLV  =  heavy  lift  variant 

lbs  =  pounds 

MLV  =  medium  lift  variant 


Cape  Canaveral  AS  has  the  mechanisms  in  place  to  store,  manage,  and 
dispose  of  hazardous  waste,  including  additional  propellant  waste.  In  lieu  of 
utilizing  existing  government  hazardous  waste  storage  and  disposal  facilities, 
the  contractor  may  be  directly  responsible  for  disposal  of  hazardous  wastes. 
If  so,  the  contractor  would  be  responsible  for  ensuring  that  the  management 
and  disposal  of  all  hazardous  wastes  would  be  conducted  in  accordance  with 
all  applicable  federal,  state,  and  local  regulations.  Since  wastes  from 
Concept  A  would  be  similar  to  wastes  currently  handled  by  Cape  Canaveral 
AS,  no  adverse  Impacts  are  anticipated. 

Pollution  Prevention.  As  required  under  Air  Force  pollution  prevention  goals. 
Cape  Canaveral  AS  must  reduce  hazardous  waste  disposal  by  50  percent 
from  their  1992  baseline.  The  increased  volume  of  hazardous  waste 
generation  under  Concept  A  could  affect  the  installation's  ability  to  meet  and 
maintain  this  goal.  Concept  A  activities  should  be  coordinated  with 
installation  environmental  personnel  to  reduce  the  impact  of  increased 
hazardous  waste  on  pollution  prevention  goals. 

No  Class  I  ODSs  would  be  used  for  any  Concept  A  activities  at  Cape 
Canaveral  AS.  The  only  potential  use  for  Class  11  ODSs  is  the  use  of 
refrigerants  in  the  heating,  ventilation  and  air  conditioning  (HVAC)  system. 
Shipping  components  to  the  launch  site  in  flightworthy  condition  and 
minimizing  prelaunch  processing  would  reduce  pollution  at  the  site.  A  stated 
objective  for  the  EELV  program  is  to  seek  opportunities  to  eliminate  or 
minimize  use  of  hazardous  materials  throughout  the  life  cycle  of  the  program. 
As  required  under  the  contract,  the  contractors  have  developed  a  Hazardous 
Materials  Management  Report  to  outline  strategies  to  minimize  the  use  of 
Class  II  ODSs  and  EPCRA  313  chemicals.  This  plan  is  to  be  applied 
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throughout  the  design  of  each  launch  vehicle,  incorporating  trade  studies  and 
emphasizing  reduction  of  hazardous  materials  to  be  used  on  government 
installations.  Current  projections  of  hazardous  material  usage  do  not  yet 
reflect  the  results  of  all  pollution  prevention  efforts,  which  will  continue  to 
mature  throughout  the  development  of  each  system. 

Installation  Restoration  Program.  The  PCB-contaminated  soil  at  SLC-41  will 
be  addressed  prior  to  commencement  of  EELV  construction  activities.  Some 
areas  of  contamination  may  be  paved  over  (capped)  prior  to  construction  in 
lieu  of  disturbing  the  contaminated  soil.  Prior  to  beginning  construction  at 
SLC-41,  activities  would  be  coordinated  through  IRP  personnel  to  minimize 
impacts  to  remediation  activities  and  EELV  program  activities. 

Although  groundwater  contamination  is  present  at  the  VIB  (Building  70500), 
no  construction  is  proposed  at  this  site  under  the  EELV  program.  IRP 
investigations  at  the  VIB  would  not  be  impacted  by  Concept  A  activities. 

Compliance  with  all  applicable  federal,  state,  local,  and  Air  Force  regulations 
regarding  the  use,  storage,  handling,  and  disposal  of  hazardous  substances 
would  reduce  the  potential  for  impacts;  therefore,  no  mitigation  measures 
would  be  required. 

4.6. 1.1. 2  Concept  A,  Vandenberg  AFB 

Hazardous  Materials  Management.  The  types  of  hazardous  materials 
proposed  for  use  for  Concept  A  activities  would  be  similar  to  those  used  at 
Vandenberg  AFB  for  current  launch  vehicle  programs.  Table  4.6-4  provides  a 
comparison  of  the  quantities  of  hazardous  materials  to  be  used  per  launch 
and  in  the  peak  year  (2007)  for  Concept  A  with  the  quantities  utilized  for 
current  launch  vehicle  systems. 

Implementation  of  Concept  A  would  increase  the  amount  of  hazardous 
materials  used  on  Vandenberg  AFB  by  approximately  84,000  pounds  per 
year.  This  increase  in  hazardous  material  use  is  due  to  the  increased  number 
of  annual  launches  under  Concept  A  compared  to  current  programs. 

Although  launch  rates  are  scheduled  to  increase,  less  processing  would  occur 
on  site,  as  discussed  in  Section  4.6.1 .1.1. 

The  amount  of  liquid  propellant  stored  on  the  installation  would  increase  due 
to  the  increase  in  number  of  launches;  no  solid  rocket  motor  propellant  would 
be  required.  Tables  2.1-1  and  2.2-2  list  propellant  quantities  for  Concept  A 
and  the  No-Action  Alternative,  respectively. 

Vandenberg  AFB  has  the  mechanisms  in  place  to  store  and  manage  the 
increased  quantity  of  hazardous  materials,  including  liquid  propellant.  All 
activities  would  be  conducted  in  accordance  with  existing  regulations  for  the 
use  and  storage  of  hazardous  materials. 
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Table  4.6-4.  Total  Hazardous  Materials  Used  for  Concept  A  and  for  Current 
Launch  Vehicle  Systems,  Vandenberg  AFB‘^' 


Launch  Vehicle  System 

Number  of 
Launches 

Hazardous 
Materials  Used 
(Ibs/launch) 

Total  Hazardous 
Materials  Used  In 
2007  (lbs) 

EELV  Concept  A"” 

MLV 

10 

15,850 

158,500 

HLV 

0 

26,130 

No-Action  Alternative"”'®’ 
Atlas  II A 

3 

17,670 

74,640 

Delta  II 

3 

7,210 

Titan  IVB 

0 

39,200 

Notes:  (a)  Table  does  not  include  propellants. 

(b)  Data  provided  by  contractor. 

(c)  Government  launches  only;  no  commercial  launches  included. 
EELV  =  Evolved  Expendable  Launch  Vehicle 

HLV  =  heavy  lift  variant 

lbs  =  pounds 

MLV  =  medium  lift  variant 


Section  4.7,  Health  and  Safety,  describes  impacts  associated  with 
transportation  of  hazardous  materials/fuels. 

Hazardous  Waste  Management.  The  types  of  hazardous  waste  generated 
under  Concept  A  would  be  similar  to  wastes  generated  by  current  launch 
vehicle  systems.  Table  4.6-5  provides  a  comparison  of  the  quantities  of 
hazardous  waste  generated  per  launch  and  in  the  peak  year  (2007)  for 
Concept  A  to  the  quantities  generated  by  current  programs. 


Table  4.6-5.  Total  Hazardous  Waste  Generation  for  Concept  A  and  for  Current 
Launch  Vehicle  Systems,  Vandenberg  


Launch  Vehicle  System 

Number  of 
Launches 

Hazardous  Waste 
Generated 
(Ibs/launch) 

Total  Hazardous 
Waste  Generated 
in  2007  (lbs) 

EELV  Concept  A"” 

MLV 

10 

10,170 

101,700 

HLV 

0 

10,600 

No-Action  Alternative'"’'®’ 
Atlas  IIA 

3 

9,240 

78,150 

Delta  II 

3 

16,810 

Titan  IVB 

0 

36,190 

Notes:  (a)  Table  does  not  include  propellants. 

(b)  Data  provided  by  contractor. 

(c)  Government  launches  only;  no  commercial  launches  included. 
EELV  =  Evolved  Expendable  Launch  Vehicle 

HLV  =  heavy  lift  variant 

lbs  =  pounds 

MLV  =  medium  lift  variant 
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Implementation  of  Concept  A  would  Increase  the  amount  of  hazardous  waste 
generated  on  Vandenberg  AFB  by  approximately  23,500  pounds  per  year. 

This  increase  in  hazardous  waste  generation  is  due  to  the  increased  number 
of  annual  launches  under  Concept  A  compared  to  current  programs.  In  lieu 
of  utilizing  existing  government  hazardous  waste  storage  and  disposal 
facilities,  the  contractor  may  be  directly  responsible  for  disposal  of  hazardous 
wastes.  If  so,  the  contractor  would  be  responsible  for  ensuring  that  the 
management  and  disposal  of  all  hazardous  wastes  would  be  conducted  in 
accordance  with  all  applicable  federal,  state,  and  local  regulations.  Since 
wastes  from  Concept  A  would  be  similar  to  wastes  currently  handled  by 
Vandenberg  AFB,  no  adverse  impacts  are  anticipated. 

Pollution  Prevention.  Pollution  prevention  impacts  on  Vandenberg  AFB  from 
Concept  B  activities  are  the  same  as  discussed  for  Cape  Canaveral  in 
Section  4.6.1 .1.1. 

Installation  Restoration  Program.  Regulatory  concurrence  has  been  obtained 
on  the  NFRAP  for  IRP  Site  6,  located  at  SLC-3W.  EELV  construction 
activities  would  not  impact  investigations  at  the  site.  EELV  activities  are  not 
expected  to  impact  investigations  at  IRP  Site  7,  Bear  Creek  Pond. 

There  are  several  AOCs  associated  with  the  SLC-3  area  and  one  AOC  at 
Building  7525  that  could  delay  proposed  EELV  construction  activities.  It  has 
not  yet  been  determined  whether  these  sites  require  remediation;  further 
investigations  are  planned. 

Compliance  with  all  applicable  federal,  state,  local,  and  Air  Force  regulations 
regarding  the  use,  storage,  handling,  and  disposal  of  hazardous  substances 
would  reduce  the  potential  for  impacts;  therefore,  no  mitigation  measures 
would  be  required. 

4. 6. 1.2  Concept  B 

Activities  proposed  under  Concept  B  were  analyzed  for  their  potential  impacts 
on  the  existing  hazardous  material  and  waste  management  programs  from 
associated  hazardous  material  usage  and  waste  generation.  The  impact 
analysis  was  conducted  by  comparing  the  amount  of  hazardous  material/ 
waste  associated  with  the  EELV  program  to  quantities  utilized  for  current 
launch  vehicle  systems.  Table  4.6-6  presents  the  quantities  of  hazardous 
waste  that  would  be  generated  under  Concept  B. 

4.6.1 .2.1  Concept  B,  Cape  Canaveral  AS 

Hazardous  Materials  Management.  The  types  of  hazardous  materials 
proposed  for  use  for  Concept  B  activities  would  be  similar  to  those  used  at 
Cape  Canaveral  AS  for  current  launch  vehicle  programs.  Table  4.6-7 
provides  a  comparison  of  hazardous  materials  to  be  used  per  launch  and  in 
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Table  4.6-6.  Hazardous  Waste  Generated  Per  Launch,  Concept  B'*' 


Hazardous  Waste  Generated  Per  Launch _ Quantity  (lbs) 

Ignitable  D001  RCRA  Wastes  3,570 

Halogenated  Solvents  F001/F002  RCRA  Wastes  0 

Non-halogenated  Solvents  F003/F004/F005  RCRA  890 

Corrosive  D002  RCRA  Wastes  5,500 

Toxic  D004-D0012  RCRA  Wastes  1,700 

Commercial  Chemical  Products  (U)  RCRA  Wastes  430 

Acutely  Hazardous  Waste  (P)  RCRA  Wastes  0 

Reactive  D003  RCRA  Wastes  20 

State-Regulated  Wastes"”  10,500 

Miscellaneous  (Remediation)  Wastes  4,340 

Total  26,950 

Notes:  (a)  Data  provided  by  contractor. 

(b)  Vandenberg  AFB  only, 
lbs  =  pounds 

RCRA  =  Resource  Conservation  and  Recovery  Act 


Table  4.6-7.  Total  Hazardous  Materials  Used  for  Concept  B  and  for  Current 
Launch  Vehicle  Systems,  Cape  Canaveral  


Launch  Vehicle  System 

Number  of 
Launches 

Hazardous 
Materials  Used 
(Ibs/launch) 

Total  Hazardous 
Materials  Used  in 
2015  (lbs) 

EELV  Concept  B"” 

MLV 

22 

8,930 

205,390 

HLV 

1 

8,930 

No-Action  Alternative"”'®’ 
Atlas  IIA 

7 

17,670 

184,520 

Delta  II 

3 

7,210 

Titan  IVB 

1 

39,200 

Notes:  (a)  Table  does  not  include  propellants. 

(b)  Data  provided  by  contractor. 

(c)  Government  launches  only;  no  commercial  launches  included. 
EELV  =  Evolved  Expendable  Launch  Vehicle 

HLV  =  heavy  launch  vehicle 

lbs  =  pounds 

MLV  =  medium  launch  vehicle 


the  peak  year  (201 5)  for  Concept  B  with  the  quantities  utilized  for  current 
launch  vehicle  systems. 

Implementation  of  Concept  B  would  increase  the  amount  of  hazardous 
materials  used  on  Cape  Canaveral  AS  by  approximately  21,000  pounds  per 
year.  This  increase  is  due  to  the  increased  number  of  annual  launches  under 
Concept  B.  Although  launch  rates  are  scheduled  to  increase,  less  processing 
would  occur  on  site,  as  discussed  in  Section  4.6.1 .1 .1 . 
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Quantities  of  propellant  stored  on  the  installation  would  increase  due  to  the 
increase  in  launches.  Tables  2.1-6  and  2.2-2  list  propellant  quantities  for 
Concept  B  and  the  No-Action  Alternative,  respectively. 

Cape  Canaveral  AS  has  the  mechanisms  in  place  to  store  and  manage 
hazardous  materials,  including  hazardous  propellants.  All  activities  would  be 
conducted  in  accordance  with  existing  regulations  for  the  use  and  storage  of 
hazardous  materials. 

Section  4.7,  Health  and  Safety,  describes  impacts  associated  with 
transportation  of  hazardous  materials/fuels. 

Hazardous  Waste  Management.  The  types  of  hazardous  waste  generated 
under  Concept  B  would  be  similar  to  wastes  generated  by  current  launch 
vehicle  systems.  Table  4.6-8  provides  a  comparison  of  the  quantities  of 
hazardous  waste  generated  per  launch  and  in  the  peak  year  (2015)  for 
Concept  B  to  the  quantities  generated  by  current  programs. 


Table  4.6-8.  Total  Hazardous  Waste  Generation  for  Concept  B  and  for  Current 
Launch  Vehicle  Systems,  Cape  Canaveral 


Launch  Vehicle  System 

Number  of 
Launches 

Hazardous  Waste 
Generated 
(Ibs/launch) 

Total  Hazardous 
Waste  Generated 
in  2015  (lbs) 

EELV  Concept  B®”'" 

MLV 

22 

16,450 

378,350 

HLV 

1 

16,450 

No-Action  Alternative*"'^’ 
Atlas  II A 

7 

9,240 

151,300 

Delta  II 

3 

16,810 

Titan  IVB 

1 

36,190 

Notes:  (a)  Table  does  not  include  propellants. 

(b)  Data  provided  by  contractor. 

(c)  Government  launches  only;  no  commercial  launches  included. 

(d)  Does  not  include  Vandenberg  AFB  State-Regulated  Waste. 
EELV  =  Evolved  Expendable  Launch  Vehicle 

HLV  =  heavy  launch  vehicle 

lbs  =  pounds 

MLV  =  medium  launch  vehicle 


Implementation  of  Concept  B  would  increase  the  amount  of  hazardous  waste 
generated  on  Cape  Canaveral  AS  by  approximately  230,000  pounds  per  year. 
This  increase  in  hazardous  waste  generation  is  due  to  the  increased  number 
of  annual  launches  under  Concept  B  compared  to  current  programs. 

The  additional  hazardous  waste  generated  by  Concept  B  activities  would  be 
handled  as  discussed  in  Section  4. 6. 1.1.1.  Since  wastes  from  Concept  B 
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would  be  similar  to  wastes  currently  handled  by  Cape  Canaveral  AS,  no 
adverse  impacts  are  anticipated. 

Pollution  Prevention.  Pollution  prevention  impacts  on  Cape  Canaveral  AS 
from  Concept  B  activities  are  the  same  as  discussed  for  Concept  A  in 
Section  4.6.1 .1.1. 

Installation  Restoration  Program.  NASA  is  currently  investigating  activities  at 
the  SLC-37  IRP  site.  EELV  program  activities  and  remediation  activities  could 
conflict  depending  on  the  results  of  the  investigation  and  program  schedules. 
Prior  to  EELV  construction  activities  at  SLC-37,  coordination  with  IRP 
personnel  would  occur  in  order  to  minimize  impacts  to  remediation  activities 
and  EELV  program  activities. 

4.6. 1.2. 2  Concept  B,  Vandenberg  AFB 

Hazardous  Materials  Management.  The  types  of  hazardous  materials 
proposed  for  use  for  Concept  B  activities  would  be  similar  to  those  used  at 
Vandenberg  AFB  for  current  launch  vehicle  programs.  Table  4.6-9  provides  a 
comparison  of  hazardous  materials  to  be  used  per  launch  and  in  the  peak  year 
(2007)  for  Concept  B  with  the  quantities  utilized  for  current  launch  vehicle 
systems. 


Table  4.6-9.  Total  Hazardous  Materials  Used  for  Concept  B  and  for  Current 
_  Launch  Vehicle  Systems,  Vandenberg  AFB^^^ 


Launch  Vehicle  System 

Number  of 
Launches 

Hazardous 
Materials  Used 
(Ibs/launch) 

Total  Hazardous 
Materials  Used  in 
2007  (lbs) 

EELV  Concept  B"” 

MLV 

8 

8,930 

89,300 

HLV 

2 

8,930 

No-Action  Alternative"”'^'’ 
Atlas  IIA 

3 

17,670 

74,640 

Delta  II 

3 

7,210 

Titan  IVB 

0 

39,200 

Notes;  (a)  Table  does  not  include  propellants. 

(b)  Data  provided  by  contractor. 

(c)  Government  launches  only;  no  commercial  launches  included. 
EELV  =  Evolved  Expendable  Launch  Vehicle 

HLV  =  heavy  launch  vehicle 

lbs  =  pounds 

MLV  =  medium  launch  vehicle 


Implementation  of  Concept  B  would  increase  the  amount  of  hazardous 
materials  used  on  Vandenberg  AFB  by  approximately  1 5,000  pounds  per 
year.  This  increase  in  hazardous  materials  is  due  to  the  increased  number  of 
annual  launches  under  Concept  B  compared  to  current  programs.  Although 
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launch  rates  are  scheduled  to  increase,  less  processing  would  occur  on  site, 
as  discussed  in  Section  4.6.1 .1.1. 

Propellant  quantities  stored  on  the  installation  would  increase  due  to  the 
expanded  launch  schedule.  Tables  2.1-6  and  2.2-2  list  propellant  quantities 
for  Concept  B  and  the  No-Action  Alternative,  respectively. 

Vandenberg  AFB  has  the  mechanisms  in  place  to  legally  store  and  manage 
hazardous  materials,  including  hazardous  propellants.  All  activities  would  be 
conducted  in  accordance  with  existing  regulations  for  the  use  and  storage  of 
hazardous  materials. 

Section  4.7,  Health  and  Safety,  describes  impacts  associated  with 
transportation  of  hazardous  materials/fuels. 

Hazardous  Waste  Management.  The  types  of  hazardous  waste  generated 
under  Concept  B  would  be  similar  to  wastes  generated  by  current  launch 
vehicle  systems.  Table  4.6-10  provides  a  comparison  of  the  quantities  of 
hazardous  waste  generated  per  launch  and  in  the  peak  year  (2007)  for 
Concept  B  to  the  quantities  generated  by  current  programs. 


Table  4.6-10.  Total  Hazardous  Waste  Generation  for  Concept  B  and  for 
Current  Launch  Vehicle  Systems,  Vandenberg  AFB*** 


Launch  Vehicle  System 

Number  of 
Launches 

Hazardous  Waste 
Generated 
(Ibs/launch) 

Total  Hazardous 
Waste  Generated 
in  2007  (lbs) 

EELV  Concept  B'*” 

MLV 

8 

26,950 

269,500 

HLV 

2 

26,950 

No-Action  Alternative''’”'^’ 
Atlas  IIA 

3 

9,240 

78,150 

Delta  II 

3 

16,810 

Titan  IVB 

0 

36,190 

Notes:  (a)  Table  does  not  include  propellants. 

(b)  Data  provided  by  contractor. 

(c)  Government  launches  only;  no  commercial  launches  included. 
EELV  =  Evolved  Expendable  Launch  Vehicle 

HLV  =  heavy  launch  vehicle 

lbs  =  pounds 

MLV  =  medium  launch  vehicle 


Implementation  of  Concept  B  would  increase  the  amount  of  hazardous  waste 
generation  on  Vandenberg  AFB  by  approximately  190,000  pounds  per  year. 
This  increase  in  hazardous  waste  generation  is  due  to  the  increased  number 
of  annual  launches. 
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The  additional  hazardous  waste  generated  from  Concept  B  activities  would  be 
managed  as  discussed  in  Section  4.6.1 .1 .2.  Since  wastes  from  Concept  B 
would  be  similar  to  wastes  currently  handled  by  Vandenberg  AFB,  no  adverse 
impacts  are  anticipated. 

Pollution  Prevention.  Pollution  prevention  impacts  on  Vandenberg  AFB  from 
Concept  B  activities  are  the  same  as  discussed  for  Concept  A,  Cape 
Canaveral  AS,  in  Section  4. 6. 1.1.1. 

Installation  Restoration  Program.  IRP  investigations  will  continue  at  AOC-89 
at  SLC-6.  EELV  activities  and  remediation  activities  could  conflict  depending 
on  the  results  of  the  investigations.  However,  remediation,  if  necessary, 
could  likely  be  implemented  without  interfering  with  the  EELV  program 
schedule.  30  CES/CEV  would  be  contacted  prior  to  any  construction  or 
modification  near  an  IRP  site.  Measures  should  be  taken  to  ensure  worker 
safety  during  remediation  if  construction  and  modification  is  occurring 
simultaneously  with  clean-up  activities. 

4.6. 1.3  Concept  A/B 

Concept  A/B  was  analyzed  for  its  potential  impacts  on  the  existing  hazardous 
material  and  waste  management  programs  from  associated  hazardous 
material  usage  and  waste  generation.  Impact  analysis  was  conducted  by 
comparing  the  amount  of  hazardous  material/waste  associated  with  the  EELV 
program  to  current  launch  vehicle  quantities. 

4.6. 1.3.1  Concept  A/B,  Cape  Canaveral  AS 

Hazardous  Materials  Management.  The  types  of  hazardous  materials 
proposed  for  use  for  Concept  A/B  activities  would  be  similar  to  those  used  at 
Cape  Canaveral  AS  for  current  launch  vehicle  programs.  Table  4.6-1 1 
provides  a  comparison  of  hazardous  materials  to  be  used  per  launch  and  in 
the  peak  year  (2015)  for  Concept  A/B  with  the  quantities  utilized  for  current 
launch  vehicle  systems. 

Implementation  of  Concept  A/B  would  increase  the  amount  of  hazardous 
materials  used  on  Cape  Canaveral  AS  by  approximately  148,000  pounds  per 
year.  This  increase  in  hazardous  material  use  is  due  to  the  increased  number 
of  annual  launches. 

Although  launch  rates  are  scheduled  to  increase,  less  processing  would  occur 
on  site,  as  discussed  in  Section  4. 6. 1.1.1. 

Propellant  quantities  stored  on  the  installation  would  increase  due  to  the 
expanded  launch  schedule.  However,  since  solid  rocket  motors  would  not  be 
used  for  Concept  A,  the  number  of  solid  propellants  stored  on  Cape 
Canaveral  AS  would  be  reduced.  Tables  2.1-1,  2.1-6,  and  2.2-2  list 
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Table  4.6-11.  Total  Hazardous  Materials  Used  for  Concept  A/B  and  for  Current 
Launch  Vehicle  Systems,  Cape  Canaveral  AS‘^'  


Launch  Vehicle  System 

Number  of 
Launches 

Hazardous 
Materials  Used 
(Ibs/launch) 

Total  Hazardous 
Materials  Used  in 
2015  (lbs) 

Concept  A/B  Total 

332,420 

EELV  Concept  A"” 

MLV 

12 

15,850 

HLV 

1 

26,130 

EELV  Concept  B'*” 

MLV 

11 

8,930 

HLV 

No-Action  Alternative"”"'’ 

2 

8,930 

184,520 

Atlas  HA 

7 

17,610 

Delta  II 

3 

7,210 

Titan  IVB 

1 

39,200 

Notes:  (a)  Table  does  not  include  propellants. 

(b)  Data  provided  by  contractor, 

(c)  Government  launches  only;  no  commercial  launches  included. 

EELV  =  Evolved  Expendable  Launch  Vehicle 

HLV  =  heavy  lift  variant  (Concept  A);  heavy  launch  vehicle  (Concept  B) 
lbs  =  pounds 

MLV  =  medium  lift  variant  (Concept  A);  medium  launch  vehicle  (Concept  B) 


propellant  quantities  for  Concept  A,  Concept  B,  and  the  No-Action 
Alternative,  respectively. 

Although  additional  launches  would  increase  the  amount  of  hazardous 
materials  stored  on  base,  Cape  Canaveral  AS  has  the  mechanisms  in  place  to 
legally  store  and  manage  the  materials.  All  activities  would  be  conducted  in 
accordance  with  existing  regulations  for  the  use  and  storage  of  hazardous 
materials. 

Section  4.7,  Health  and  Safety,  describes  impacts  associated  with 
transportation  of  hazardous  materials/fuels. 

Hazardous  Waste  Management.  The  types  of  hazardous  waste  generated 
under  Concept  A/B  would  be  similar  to  wastes  generated  by  current  launch 
vehicle  systems.  Table  4.6-1 2  provides  a  comparison  of  the  quantities  of 
hazardous  waste  generated  per  launch  and  in  the  peak  year  (2015)  for 
Concept  A/B  to  the  quantities  generated  by  current  programs. 

Implementation  of  Concept  A/B  would  increase  the  amount  of  hazardous 
waste  generated  on  Cape  Canaveral  AS  by  approximately  195,000  pounds 
per  year.  This  increase  in  hazardous  waste  generation  is  due  to  the  increased 
number  of  annual  launches. 
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Table  4.6-12.  Total  Hazardous  Waste  Generated  for  Concept  A/B  and  for 
Current  Launch  Vehicle  Systems.  Cape  Canaveral  


Launch  Vehicle  System 

Number  of 
Launches 

Hazardous  Waste 
Generated 
(Ibs/launch) 

Total  Hazardous 
Waste  Generated 
in  2015  (lbs) 

Concept  A/B  Total 

346,490 

EELV  Concept  A'“ 

MLV 

12 

10,170 

HLV 

1 

10,600 

EELV  Concept  B™ 

MLV 

11 

16,450 

HLV 

No-Action  Alternative"”''* 

2 

16,450 

151,300 

Atlas  IIA 

7 

9,240 

Delta  II 

3 

16,810 

Titan  IVB 

1 

36,190 

Notes:  (a)  Table  does  not  include  propellants. 

(bl  Data  provided  by  contractor. 

(c)  Government  launches  only;  no  commercial  launches  included. 

EELV  =  Evolved  Expendable  Launch  Vehicle 

HLV  =  heavy  lift  variant  (Concept  A);  heavy  launch  vehicle  (Concept  B) 
lbs  =  pounds 

MLV  =  medium  lift  variant  (Concept  A);  medium  launch  vehicle(Concept  B) 


The  additional  hazardous  waste  generated  by  Concept  A/B  activities  would 
be  handled  as  discussed  in  Section  4.6.1 .1.1.  Since  wastes  from  Concept 
A/B  would  be  similar  to  wastes  currently  handled  by  Cape  Canaveral  AS,  no 
adverse  impacts  are  anticipated. 

Pollution  Prevention.  Pollution  prevention  impacts  on  Cape  Canaveral  AS 
from  Concept  A/B  activities  are  the  same  as  discussed  for  Concept  A  in 
Section  4.6.1 .1.1. 

Installation  Restoration  Program.  Both  concepts  would  move  forward  under 
Concept  A/B;  therefore,  effects  on  the  IRP  would  be  similar  to  the  combined 
effects  described  in  Sections  4.6.1 .1 .1  and  4.6.1 .2.1 . 

4. 6. 1.3. 2  Concept  A/B,  Vandenberg  AFB 

Hazardous  Materials  Management.  The  types  of  hazardous  materials 
proposed  for  use  for  Concept  A/B  activities  would  be  similar  to  those  used  at 
Vandenberg  AFB  for  current  launch  vehicle  programs.  Table  4.6-13  provides 
a  comparison  of  hazardous  materials  to  be  used  per  launch  and  in  the  peak 
year  (2007)  for  Concept  A/B  with  the  quantities  utilized  for  current  launch 
vehicle  systems. 
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Table  4.6-13.  Total  Hazardous  Materials  Used  for  Concept  A/B  and  for 
_ Current  Launch  Vehicle  Systems,  Vandenberg  AFB'^’ 


Launch  Vehicle  System 

Number  of 
Launches 

Hazardous 
Materials  Used 
(Ibs/launch) 

Total  Hazardous 
Materials  Used 
in  2007  (lbs) 

Concept  A/B  Total 

173,460 

EELV  Concept  A"” 

MLV 

7 

15,850 

HLV 

0 

26,130 

EELV  Concept  B""’ 

MLV 

5 

8,930 

HLV 

2 

8,930 

No-Action  Alternative''’'’'"' 
Atlas  IIA 

3 

17,670 

74,640 

Delta  II 

3 

7,210 

Titan  IVB 

0 

39,200 

Notes;  (a)  Table  does  not  include  propellants. 

(b)  Data  provided  by  contractor. 

(c)  Government  launches  only;  no  commercial  launches  included. 

EELV  =  Evolved  Expendable  Launch  Vehicle 

HLV  =  heavy  lift  variant  (Concept  A);  heavy  launch  vehicle  (Concept  B) 
lbs  =  pounds 

MLV  =  medium  lift  variant  (Concept  A);  medium  launch  vehicle  (Concept  B) 


Implementation  of  Concept  A/B  would  increase  the  amount  of  hazardous 
materials  used  on  Vandenberg  AFB  by  approximately  98,800  pounds  per 
year.  This  increase  in  hazardous  material  use  is  due  to  the  increased  number 
of  annual  launches. 

Although  launch  rates  are  scheduled  to  increase,  less  processing  would  occur 
on  site,  as  discussed  in  Section  4.6.1 .1.1. 

Propellant  quantities  stored  on  the  installation  would  increase  due  to  the 
expanded  launch  schedule.  However,  since  solid  rocket  motors  are  not  used 
for  Concept  A,  the  amount  of  solid  propellants  stored  on  Vandenberg  AFB 
would  be  reduced.  Tables  2.1-1,  2.1-6  and  2.2-2  list  propellant  quantities 
for  Concept  A,  Concept  B,  and  the  No-Action  Alternative,  respectively. 

Vandenberg  AFB  has  the  mechanisms  in  place  to  legally  store  and  manage 
hazardous  materials,  including  hazardous  propellants.  All  activities  would  be 
conducted  in  accordance  with  existing  regulations  for  the  use  and  storage  of 
hazardous  materials. 

Impacts  associated  with  transportation  of  hazardous  materials/fuels  are 
described  in  Section  4.7,  Health  and  Safety. 
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Hazardous  Waste  Management.  The  types  of  hazardous  waste  generated 
under  Concept  A/B  would  be  similar  to  wastes  generated  by  current  launch 
vehicle  systems.  Table  4.6-14  provides  a  comparison  of  the  quantities  of 
hazardous  waste  generated  per  launch  and  in  the  peak  year  (2007)  for 
Concept  A  to  the  quantities  generated  by  current  programs. 


Table  4.6-14.  Total  Hazardous  Waste  Generated  for  Concept  A/B  and  for 
Current  Launch  Vehicle  Systems.  Vandenberg  AFB'*' 


Launch  Vehicle  System 

Number  of 
Launches 

Hazardous  Waste 
Generated 
(Ibs/launch) 

Total  Hazardous 
Waste  Generated 
in  2007  (lbs) 

Concept  A/B  Total 

259,840 

EELV  Concept  A'*'’ 

MLV 

7 

10,170 

HLV 

0 

10,600 

EELV  Concept  B"” 

MLV 

5 

26,950 

HLV 

No-Action  Alternative"”'^' 

2 

26,950 

78,150 

Atlas  IIA 

3 

9,240 

Delta  II 

3 

16,810 

Titan  IVB 

0 

36,190 

Notes:  (a)  Table  does  not  include  propellants. 

(b)  Data  provided  by  contractor. 

(c)  Government  launches  only;  no  commercial  launches  included. 

EELV  =  Evolved  Expendable  Launch  Vehicle 

HLV  =  heavy  lift  variant  {Concept  A);  heavy  launch  vehicle  (Concept  B) 
lbs  =  pounds 

MLV  =  medium  lift  variant  (Concept  A);  medium  launch  vehicle  (Concept  B) 


Implementation  of  Concept  A/B  would  increase  the  amount  of  hazardous 
waste  generated  on  Vandenberg  AFB  by  approximately  1 80,000  pounds  per 
year.  This  increase  in  hazardous  waste  generation  is  due  to  the  increased 
number  of  annual  launches. 

The  additional  hazardous  waste  generated  by  Concept  A/B  activities  would 
be  handled  as  discussed  in  Section  4.6.1 .1 .1 .  Wastes  from  Concept  A/B 
would  be  of  similar  nature  to  wastes  currently  handled  by  Vandenberg  AFB; 
therefore,  no  adverse  impacts  are  anticipated. 

Pollution  Prevention.  Pollution  prevention  impacts  on  Vandenberg  AFB  from 
Concept  A/B  activities  are  the  same  as  discussed  for  Cape  Canaveral 
Concept  A  in  Section  4. 6. 1.1.1. 
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Installation  Restoration  Program.  Both  concepts  would  move  forward  under 
Concept  A/B;  therefore,  effects  on  the  IRP  would  be  similar  to  the  combined 
effects  described  in  Sections  4. 6. 1.1.1  and  4.6.1 .2.1 . 

4.6.2  No-Action  Alternative 

4.6.2. 1  Cape  Canaveral  AS 

Under  the  No-Action  Alternative,  types  and  amounts  of  hazardous  materials 
and  hazardous  waste  would  be  similar  to  those  used  and  generated  on  the 
installation  under  current  operations.  These  amounts  are  listed  in 
Section  3.6,  Tables  3.6-1  through  3.6-6. 

4. 6. 2. 2  Vandenberg  AFB 

Under  the  No-Action  Alternative,  types  and  amounts  of  hazardous  materials 
and  hazardous  waste  would  be  similar  to  those  used  and  generated  on  the 
installation,  as  under  current  operations.  These  amounts  are  listed  in 
Section  3.6,  Tables  3.6-1  through  3.6-6. 

4.7  HEALTH  AND  SAFETY 

4.7.1  Proposed  Action 

4.7. 1.1  Concept  A 

4. 7. 1.1.1  Concept  A,  Cape  Canaveral  AS 

Regional  Safety.  Cape  Canaveral  AS  regional  safety  programs  and 
emergency  response  procedures  for  Concept  A  launch  operations  would  be 
the  same  as  described  in  Section  3.7.2. 1,  unless  otherwise  noted  below. 

A  System  Safety  Program  Plan  (SSPP)  would  be  prepared  prior  to  EELV 
launch  activities  to  identify  and  evaluate  potential  hazards  and  reduce 
associated  risks  to  a  level  acceptable  to  Range  Safety. 

Impact  debris  corridors  would  be  updated  to  provide  EELV-specific 
parameters  due  to  vehicle  and  payload  configurations.  An  EELV-specific 
debris  impact  area  would  be  calculated. 

Hazardous  materials,  such  as  propellants,  ordnance,  and  booster/payload 
components,  would  be  transported  in  accordance  with  DOT  regulations  for 
interstate  shipment  of  hazardous  substances  (Title  49  CFR  100-199)  to 
ensure  the  shipment  would  not  catch  fire,  explode,  or  release  toxic  materials. 
Liquid  propellants  used  to  fuel  launch  vehicle  components  would  be  shipped 
via  land  from  manufacturing  locations  in  the  United  States  directly  to  Cape 
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Canaveral  AS.  Propellants  would  be  shipped  in  one  of  the  following 
containers: 


•  MMH  -  DOT-specification  MC  338  stainless  steel  cargo  tank;  non- 
DOT-specification  4BW  stainless  steel  cylinder 

•  N2O4  -  DOT-specification  MC  338  stainless  steel  cargo  tank; 
DOT-specification  105J500W  stainless  steel  rail  tank  car; 
DOT-specification  1 10W500  stainless  steel  multi-unit  tank  car 
tanks 

•  RP-1  -  MC  301  and  MC  302  cargo  tank;  1 A1  drum 

•  LO2;  LH2  -  MC  338  cargo  tank. 

Special  handling  requirements  for  shipment  of  MMH  and  N2O4  include 
following  certified  and  approved  routes,  extensive  driver  qualifications,  and 
various  state  notification  requirements. 

On-Station  Safety.  On-station  safety  programs  for  Concept  A  launch 
operations  would  be  the  same  as  on-station  safety  programs  for  the  current 
launch  operations  described  in  Section  3. 7. 2. 2,  unless  otherwise  noted 
herein. 

For  Concept  A  launches  using  the  SUS,  NO2  and  MMH  are  generated  and 
concentrations  would  be  predicted  using  REEDM  prior  to  a  launch  to 
determine  a  THC.  THC  exposure  concentrations  for  NO2  and  MMH  would  be 
compared  to  local  risk  management  models  and  launch  commit  decision 
criteria.  As  a  result  of  this  comparison  and  risk  estimation,  emergency 
response  would  be  provided  as  described  in  Section  3. 7. 2. 2.  No  launch 
would  occur  if  undue  hazard  existed  for  persons  and  property. 

A  summary  of  REEDM-predicted  ambient  air  concentrations  for  NOx  and 
hydrazine  compounds  to  assess  air  quality  impacts  during  nominal  and 
aborted  Concept  A  launches  is  presented  in  Section  4.10.1.1.2  and 
Appendix  J.  The  REEDM-predicted  concentrations  used  in  this  report  are 
screening  concentrations  only;  a  systematic  search  for  worst-case 
meteorology  was  not  conducted.  Other  conditions  during  actual  launches  will 
result  in  predicted  concentrations  somewhat  different  from  these  values.  It  is 
conservatively  assumed  that  all  NO  in  NOx  would  be  converted  to  NO2. 

Table  4.7-1  summarizes  a  comparison  of  REEDM-predicted  peak  NO2 
concentrations  from  a  nominal  and  aborted  launch  to  AFSPC/SG-endorsed 
exposure  criteria.  Peak  concentrations  for  the  REEDM  prediction  in  this 
report  are  less  than  the  Tier  1  ceiling  limit. 


EELVFEIS 


4-57 


Table  4.7-1 .  Comparison  of  REEDM-Predicted  NO2  Air  Concentrations  to 


Recommended  Exposure  Criteria,  Concept  A 


NO2  Peak  Puff  Concentration  Tier  1  Exposure  Criteria 


Vehicle _ (ppm) _ (PPm) 


Nominal  Launch 

Abort 

Ceilinq  Limit 

MLV-D 

0.114 

0.718 

2 

MLV-A 

0.114 

* 

2 

HLV-L 

0.162 

0.348 

2 

HLV-G 

0.162 

* 

2 

HLV 

heavy  lift  variant 

MLV 

medium  lift  variant 

NO2 

nitrogen  dioxide 

ppm 

parts  per  million 

REEDM  = 

Rocket  Exhaust  Effluent  Diffusion  Model 

negligible  concentration 


Table  4.7-2  summarizes  a  comparison  of  REEDM-predicted  MMH 
concentrations  to  exposure  criteria.  Average  30-minute  MMH  concentrations 
are  compared  to  the  Tier  2  60-minute  TWA,  which  is  the  most  protective  for 
exposure  criteria.  Tier  1  exposure  criteria  do  not  exist.  Average  60-minute 
MMH  concentrations  would  be  less  than  the  average  30-minute 
concentrations.  Average  30-minute  MMH  concentrations  as  predicted  for  the 
REEDM  parameters  used  in  this  report  do  not  exceed  the  Tier  2  value.  Using 
procedures  established  for  existing  launch  systems,  risks  to  installation 
personnel  and  the  general  public  would  be  minimized  to  acceptable  levels 
during  normal  and  aborted  launches,  in  accordance  with  EWR  1 27-1 . 


Table  4.7-2.  Comparison  of  REEDM-Predicted  MMH  Air  Concentrations  to 
Recommended  Exposure  Criteria,  Concept  A 


Vehicle 

MMH  Peak  Puff  Concentration 
(ppm) 

Tier  2  Exposure  Criteria 
(ppm)'^' 

Nominal  Launch 

Abort 

60-Minute  TWA 

MLV-D 

N/A 

0.025 

0.52 

MLV-A 

N/A 

* 

0.52 

HLV-L 

N/A 

0.015 

0.52 

HLV-G 

N/A 

* 

0.52 

Note:  (a)  Tier  1  exposure  criteria  do  not  exist. 


HLV 

= 

heavy  lift  variant 

MLV 

= 

medium  lift  variant 

MMH 

= 

monomethyl  hydrazine 

N/A 

= 

not  available 

ppm 

= 

parts  per  million 

REEDM 

= 

Rocket  Exhaust  Effluent  Diffusion  Model 

TWA 

time-weighted  average 

« 

negligible  concentration 
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During  nominal  launch  of  a  vehicle  fueled  by  RP-1  and  LOx,  primary 
combustion  products  are  CO,  hydrogen  gas  (H2),  and  water  {H2O).  Inefficient 
combustion  resulting  from  fuel-rich  mixtures  could  produce  small  amounts  of 
soot  and  polyaromatic  hydrocarbons  composed  of  four  carbons  or  less. 
However,  the  amounts  of  soot  and  polyaromatic  hydrocarbons  released 
during  a  nominal  launch  of  the  EELV  Concept  A  are  considered  to  be 
insignificant.  This  is  attributable  to  the  fact  that  1)  all  of  the  fuel  is 
combusted  in  the  closed-cycle  engine's  main  chamber;  2)  the  high  pressures 
of  the  combustion  chamber  minimize  the  tendency  of  soot  formation;  and  3) 
unburned  hydrocarbons  potentially  surviving  the  high  temperatures  of  the 
combustion  chamber  would  be  afterburned  outside  of  the  nozzle.  Therefore, 
of  primary  concern  to  the  general  public  is  potential  exposure  to  cold  spill 
vapors  of  RP-1  released  during  fueling  or  storage  prior  to  launch. 

A  description  of  fire  protection,  alarm,  and  fire  suppression  systems  is 
provided  in  Section  2. 1.1. 4.  As  stated  in  Section  2. 1.1. 4,  the  facilities 
associated  with  Concept  A  launches  would  be  sited  to  meet  ESQD  criteria. 
The  FTS  for  Concept  A  vehicles  is  described  in  Section  2. 1.1.1. 

4.7.1 .1 .2  Concept  A,  Vandenberg  AFB 

Regional  Safety.  Vandenberg  AFB  regional  safety  programs  for  Concept  A 
launch  systems  would  be  the  same  as  regional  safety  programs  for  the 
current  launch  systems  as  described  in  Section  3.7.3. 1  and  4. 7. 1.1.1. 

Transportation  of  hazardous  materials  would  occur  as  described  in  Section 
4.7.1 .1.1  for  Cape  Canaveral  AS. 

On-Base  Safety.  On-base  safety  programs  for  Concept  A  launch  systems 
would  be  the  same  as  on-base  safety  programs  for  the  current  launch 
systems  described  in  Section  3. 7. 3. 2,  unless  otherwise  noted  below. 

As  discussed  in  Section  4.7.1 .1 .1 ,  NO2  and  MMH  would  be  predicted  using 
REEDM  prior  to  a  launch  to  determine  a  THC  for  Concept  A  launches  using 
the  SUS,  and  compared  to  local  risk  management  model  and  launch  commit 
decision  criteria.  No  launch  would  occur  if  undue  hazards  existed  for  persons 
and  property. 

The  REEDM-predicted  NOx  and  MMH  air  concentrations  used  to  assess  air 
quality  impacts  for  nominal  and  aborted  Concept  A  launches,  presented  in 
Section  4.10.1.1.1,  are  very  similar  for  Vandenberg  AFB  (i.e.,  less  than 
5  percent  difference).  Therefore,  the  conclusions  drawn  in  Section  4. 7. 1.1 .1 
regarding  comparison  of  REEDM-predicted  NOx  and  hydrazine  compound  air 
concentrations  to  exposure  criteria  are  the  same.  Using  procedures 
established  for  existing  launch  systems,  risks  to  installation  personnel  and  the 
general  public  would  be  minimized  to  acceptable  levels  during  normal  and 
aborted  launches,  in  accordance  with  EWR  127-1 . 
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Primary  combustion  products  associated  with  the  Concept  A  launch  vehicle 
would  be  the  same  as  described  in  Section  4. 7. 1.1.1  for  Cape  Canaveral  AS. 

Specific  fire  protection  systems,  FTSs,  and  ESQD  criteria  for  Concept  A 
launches  are  the  same  as  those  presented  in  Section  4.7.1 .1.1  for  Cape 
Canaveral  AS. 

4.7. 1.2  Concept  B 

4. 7. 1.2.1  Concept  B,  Cape  Canaveral  AS 

Regional  Safety.  Cape  Canaveral  AS  regional  safety  programs  for  Concept  B 
launch  operations  would  be  the  same  as  regional  safety  programs  for  the 
current  launch  operations  as  described  in  Section  3.7.2. 1  and  4. 7. 1.1.1. 

Transportation  of  hazardous  materials  would  occur  as  described  in  Section 

4.7. 1.1.1  for  Cape  Canaveral  AS. 

On-Station  Safety.  On-station  safety  programs  for  Concept  B  launch 
operations  would  be  the  same  as  on-station  safety  programs  for  the  current 
launch  operations  described  in  Section  3. 7. 2. 2,  unless  otherwise  noted 
herein. 

Concentrations  of  NO2,  HCI,  and  A-50  would  be  predicted  using  REEDM  prior 
to  a  launch  to  determine  a  THC  for  Concept  B  launches  using  the  HUS. 
Similarly,  HCI  concentrations  would  be  predicted  for  DIV-M-i-  vehicle 
launches.  THC  exposure  concentrations  for  these  chemicals  would  be 
compared  to  local  risk  management  models  and  launch  commit  decision 
criteria.  As  a  result  of  this  comparison  and  risk  estimation,  emergency 
response  procedures  would  be  implemented  as  described  in  Section  3. 7. 2. 2. 
No  launch  would  occur  if  undue  hazards  existed  for  persons  and  property. 

A  summary  of  REEDM-predicted  ambient  air  concentrations  for  NOx,  HCI,  and 
A-50  to  assess  air  quality  impacts  during  normal  and  aborted  Concept  B 
launches  is  presented  in  Section  4.10.1 .2.1 .  As  described  in  Section 
4. 7. 1.1.1,  the  REEDM-predicted  concentrations  used  in  this  report  are 
screening  concentrations  only;  a  systematic  search  for  worst-case 
meteorology  was  not  conducted.  Other  conditions  during  actual  launches  will 
result  in  predicted  concentrations  somewhat  different  from  these  values.  It  is 
conservatively  assumed  that  all  NO  in  NOx  would  be  converted  to  NO2. 

Tables  4.7-3,  4.7-4,  and  4.7-5  summarize  a  comparison  of  REEDM-predicted 
NO2,  HCI,  and  A-50  concentrations,  respectively,  to  AFSPC/SG-endorsed 
exposure  criteria.  Estimated  NO2  and  HCI  exposure  peak  concentrations  do 
not  exceed  the  Tier  1  ceiling  limit,  which  is  the  most  protective  for  exposure 
criteria.  Estimated  A-50  peak  exposure  concentrations  for  the  REEDM 
prediction  in  this  report  do  not  exceed  the  Tier  2  ceiling  limit,  which  is  the 
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Table  4.7-3.  Comparison  of  REEDM-Predicted  NO2  Air  Concentrations  to 
Recommended  Exposure  Criteria,  Concept  B 


Vehicle 

NO2  Peak  Puff  Concentration 
(ppm) 

Tier  1  Exposure  Criteria 
(ppm) 

DIV-S 

Nominal  Launch 
0.099 

Abort 

0.426 

Ceiling  Limit 

2 

DIV-M 

0.109 

* 

2 

DIV-M + 

0.119 

* 

2 

DIV-H 

0.020 

* 

2 

DIV-H 

DIV-M 

DIV-M  + 

DIV-S 

NO2 

ppm 

REEDM 


heavy  launch  vehicle 
medium  launch  vehicle 

medium  launch  vehicle  with  solid  rocket  motor  strap-ons 
small  launch  vehicle 
nitrogen  dioxide 
parts  per  million 

Rocket  Exhaust  Effluent  Diffusion  Model 
negligible  concentration 


Table  4.7-4.  Comparison  of  REEDM-Predicted  HCI  Concentrations  to 


Recommended  Exposure  Criteria,  Concept  B 


Vehicle 

HCI  Peak  Puff  Concentration 
(ppm) 

Tier  1  Exposure  Criteria 
Ceiling  Limit  (ppm) 

Nominal  Launch 

Abort 

Ceiling  Limit 

DIV-S 

0.0 

0.0 

10 

DIV-M -H 

0.293 

0.023 

10 

D1V-M+  = 
DlV-S 
HCI 
ppm 

REEDM  = 


medium  launch  vehicle  with  solid  rocket  motor  strap-ons 
small  launch  vehicle 
hydrochloric  acid 
parts  per  million 

Rocket  Exhaust  Effluent  Diffusion  Model 


Table  4.7-5.  Comparison  of  REEDM-Predicted  A-50  Air  Concentrations  to 
Recommended  Exposure  Criteria,  Concept  B 
A-50  Peak  Puff  Concentration  Tier  1  Exposure  Criteria 

Vehicle _ (ppm) _ (ppm)'^’ _ 

Nominal  Launch  Abort  Ceiling  Limit' 

DIV-S  N/A  0.039  5 

DIV-M  N/A  *  5 

DIV-M -f-  N/A  *  5 

DIV-H  N/A  *  5 

Note;  (a)  Tier  1  exposure  criteria  do  not  exist. 


DlV-H 

heavy  launch  vehicle 

DlV-M 

= 

medium  launch  vehicle 

DIV-M + 

= 

medium  launch  vehicle  with  solid  rocket  motor  strap-ons 

DIV-S 

= 

small  launch  vehicle 

N/A 

= 

not  available 

ppm 

parts  per  million 

REEDM 

= 

Rocket  Exhaust  Effluent  Diffusion  Model 

* 

= 

negligible  concentration 
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most  protective  for  exposure  criteria.  Tier  1  values  have  not  been 
recommended  for  hydrazine.  Using  procedures  for  existing  launch  systems, 
risks  to  installation  personnel  and  the  general  public  would  be  minimized  to 
acceptable  levels  during  normal  and  aborted  launches,  in  accordance  with 
EWR  127-1. 

A  description  of  fire  protection,  alarm,  and  fire  suppression  systems  is 
provided  in  Section  2.1 .2.4.  As  stated  in  Section  2.1 .2.4,  facilities 
associated  with  Concept  B  launches  would  be  designed  to  meet  ESQD 
criteria.  The  FTS  for  Concept  B  vehicles  is  described  in  Section  2.1 .2.1 . 

4. 7. 1.2. 2  Concept  B,  Vandenberg  AFB 

Regional  Safety.  Vandenberg  AFB  regional  safety  programs  for  Concept  B 
launch  operations  would  be  the  same  as  regional  safety  programs  for  the 
current  launch  operations  as  described  in  Section  3.7.2. 1  and  4. 7. 1.1.1. 

Transportation  of  hazardous  materials  would  occur  as  described  in  Section 
4. 7. 1.1.1  for  Cape  Canaveral  AS. 

On-Base  Safety.  On-base  safety  programs  for  Concept  B  launch  operations 
would  be  the  same  as  on-base  safety  programs  for  the  current  launch 
operations  described  in  Section  3. 7. 2. 2,  unless  otherwise  noted  herein. 
Specific  FTS,  ESQD  criteria,  and  site  security  measures  for  Concept  B 
launches  are  the  same  as  those  presented  in  Section  4. 7. 1.2.1  for  Cape 
Canaveral  AS.  The  fire  protection  systems  are  the  same  as  those  described 
in  Section  4. 7. 1.2.1,  except  at  Vandenberg  AFB,  where  an  existing  tank 
above  the  launch  complex  would  be  utilized  for  fire  suppression. 

As  discussed  in  Section  4.7.1 .2.1,  NO2,  HCI  (for  the  DIV-M-t-  and  DIV-S 
vehicles),  and  A-50  concentrations  would  be  predicted  using  REEDM  prior  to 
a  launch  to  determine  a  THC  for  applicable  Concept  B  launches.  Section 
4.7.1 .1 .1  discusses  risk  estimation  through  comparison  of  NO2,  HCI,  and 
A-50  exposure  concentrations  to  Tier  1 ,  Tier  2,  and  Tier  3  exposure  criteria. 

The  REEDM-predicted  NOx,  HCI,  and  A-50  air  concentrations  to  assess  air 
quality  impacts  for  nominal  and  aborted  Concept  B  launches,  presented  in 
Section  4.10.1.2.1,  are  similar  for  Vandenberg  AFB  (i.e.,  less  than  5  percent 
difference).  Therefore,  the  conclusions  drawn  in  Section  4. 7. 1.2.1  regarding 
comparison  of  REEDM-predicted  NOx,  HCI,  and  A-50  air  concentrations  to 
exposure  criteria  are  the  same.  Using  procedures  established  for  existing 
launch  systems,  risks  to  installation  personnel  and  the  general  public  would 
be  minimized  to  acceptable  levels  during  normal  and  aborted  launches,  in 
accordance  with  EWR  127-1 . 
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4.7. 1.3  Concept  A/B 

4.7.1.3.1  Concept  A/B,  Cape  Canaveral  AS 

^af«y  prog,a..s  f„,  Concap, 

concep.  A  ,s.pb„„  4..,.,.,,  crp::B7sr:„tsz„:". 

Concept  A/B  launch  wLtarrotld  LTe'rame  a7''' 
programs  for  Concept  A  (Section  4  7  11  1)  and  Cn 

launch  operations.  Conclusions  regardinq’REEDM  4.7.1.2.1) 

concentrations  to  assess  air  quality  impaL 

would  be  the  same  as  for  Conceot^A  fnH  r  ^  launches 

procedures  established  for  existinq  launch  ^  operations.  Using 

personnel  and  the  generaToubrc  w  installation 

during  normal  and  aborted  launches°^i  ^  to  acceptable  levels 

unches,  in  accordance  with  EWR  127-1 

4.7.1. 3.2  Concept  A/B,  Vandenberg  AFB 

“r  *?  r •” 

Concept  A  (Section  4  7  l  1  2)  and  r  ^  Programs  for 

operations.  ^  ^Section  4.7. 1.2.2)  launch 

launch  operations  would  brth^^sfmTa^s^on  ba^^'"  Concept  A/B 

Concept  A  (Section  4  7  1  1  2)  and  r  «  Programs  for 

operations.  ConclusLs  regard'g 

to  assess  air  quality  impacts  fnr  nn  •  i  ^  ic  ed  toxic  air  concentrations 

same  as  for  ConcepV7and  Coneep^B  1"?  the 

established  for  existing  launch  systems  “P^^ations.  Using  procedures 
general  public  would  be  minimized  to  accT  Personnel  and  the 

aborted  launches,  in  accordance  with  £^12^^  ""  """"" 

4.7.2  No-Action  Alternative 

Pr'ifaL^rc'^er  sLTop  H  -'«V 

would  utilize  solid  rocket  motors  and  ^  vehicles 

Plume.  Tables  4.7-6  4  7  7  a"/4  Ir 

REEDM-predicted  NO2,  HCI  and  A  Bn  ^  ^  summary  comparison  of 
No.AcB„„  a, .e, native  »e71s 

Estimated  NO2  and  HCI  exposure  neav  ^  endorsed  exposure  criteria. 

Tier  ,  ceiling  limit.  Tier  ,  valuee  Zl  "<«  the 

aiues  have  not  been  recommended  for  hydrazine 
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Table  4.7-6.  Comparison  of  REEDM-Predicted  NO2  Air  Concentrations  to 


Recommended  Exposure  Criteria,  No- Action  Alternative 


Vehicle 

NO2  Peak  Puff  Concentration 
(ppm) 

Tier  1  Exposure  Criteria 
(ppm) 

Nominal  Launch 

Abort 

Ceiling  Limit 

Delta  II 

N/A 

N/A 

2 

Titan  IV 

N/A 

14.24 

2 

N/A 

NO2 

ppm 

REEDM 


not  available 
nitrogen  dioxide 
parts  per  million 

Rocket  Exhaust  Effluent  Diffusion  Model 


Table  4.7-7.  Comparison  of  REEDM-Predicted  HCI  Concentrations  to 
Recommended  Exposure  Criteria,  No-Action  Alternative 


Vehicle 

HCI  Peak  Puff  Concentration 
(ppm) 

Tier  1  Exposure  Criteria 
Ceiling  Limit  (ppm) 

Nominal  Launch 

Abort 

Ceiling  Limit 

Delta  II 

1.82 

N/A 

10 

Titan  IV 

N/A 

N/A 

10 

HCI 

N/A 

ppm 

hydrochloric  acid 
not  available 
parts  per  million 

REEDM  -  Rocket  Exhaust  Effluent  Diffusion  Model 


Table  4.7-8.  Comparison  of  REEDM-Predicted  A-50  Air  Concentrations  to 
Recommended  Exposure  Criteria,  No-Action  Alternative 


Vehicle 

A-50  Peak  Puff  Concentration 
(ppm) 

Tier  1  Exposure  Criteria 
(ppm)'^’ 

Nominal  Launch 

Abort 

Ceiling  Limit 

Delta  II 

N/A 

N/A 

5 

Titan  IV 

N/A 

0.90 

5 

Note:  (a)  Tier  1  exposure  criteria  do  not  exist. 

N/A  =  not  available 

ppm  =  parts  per  million 

REEDM  =  Rocket  Exhaust  Effluent  Diffusion  Model 


Using  procedures  established  for  existing  launch  systems,  risks  to  installation 
personnel  and  the  general  public  would  be  minimized  to  acceptable  levels 
during  normal  and  aborted  launches,  in  accordance  with  EWR  127-1. 

4. 7. 2. 2  Vandenberg  AFB.  The  current  regional  and  on-station  safety 
programs  described  in  Section  3.7.2  would  remain  in  effect.  Some  vehicles 
would  utilize  solid  rocket  motors  and  would  therefore  produce  an  HCI  toxic 
plume.  As  described  in  Section  4.7.2. 1,  Tables  4.7-6,  4.7-7,  and  4.7-8 
provide  a  summary  comparison  of  REEDM-predicted  NO2,  HCI,  and  A-50 
concentrations,  respectively,  for  the  No-Action  Alternative  vehicles  to 
AFSPC/SG-endorsed  exposure  criteria.  Estimated  NO2  and  HCI  exposure 
peak  concentrations  do  not  exceed  the  Tier  1  ceiling  limit.  Tier  1  values  have 
not  been  recommended  for  hydrazine. 
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Using  procedures  established  for  existing  launch  systems,  risks  to  installation 
personnel  and  the  general  public  would  be  minimized  to  acceptable  levels 
during  normal  and  aborted  launches,  in  accordance  with  EWR  127-1. 

4.8  GEOLOGY  AND  SOILS 

4.8.1  Proposed  Action 

4. 8. 1.1  Concept  A 

4.8.1 .1 .1  Concept  A,  Cape  Canaveral  AS 

Geologic  Setting.  EELV  program  activities  would  require  modification  of 
existing  facilities  and  construction  of  new  facilities  at  SLC-41,  which  has 
been  extensively  altered  in  the  past.  Major  modifications  would  include 
changing  the  existing  site  topography  through  excavation  and  grading,  as 
required,  to  support  modifications  to  the  transporter  track  system,  and 
facility  modifications  and  new  construction.  Construction  of  EELV  facilities 
at  SLC-41  would  substantially  alter  the  topography  of  the  site  beyond 
changes  that  result  from  natural  erosion  or  deposition.  Construction  of  these 
facilities  would  not  change  the  physiography  of  the  region,  nor  would  It 
impact  any  unique  geologic  features  or  geologic  features  of  unusual  scientific 
value. 

Soils.  Construction  would  occur  primarily  within  the  previously  disturbed 
SLC-41  site  and  along  existing  road  corridors.  Depending  on  final  design  and 
grading  plans,  approximately  24,000  cubic  yards  of  cut  and  fill  material 
would  be  required.  Unsuitable  cut  material  would  be  removed  from  the 
project  area  to  a  spoil  site  located  off  station  or  at  other  approved  locations. 
The  earthwork  required  to  construct  the  launch  facility  would  uncover  and 
disturb  soils  and  increase  the  potential  for  wind  and  water  erosion  of  these 
exposed  soils. 

Appropriate  measures  to  reduce  wind  and  water  erosion  would  be 
implemented.  Grading  and  construction  procedures  would  be  designed  to 
minimize  topographic  changes.  The  design  would  include  balancing  the 
amount  of  cut  and  fill  to  maximize  the  use  of  local  material,  where  possible. 
Additional  measures  for  erosion  control  may  include  temporary  seeding  (for 
areas  of  the  site  where  disturbance  has  temporarily  ceased),  permanent 
seeding,  mulching,  sod  stabilization,  and  vegetative  buffer  strips.  Sediment 
and  erosion  controls  can  also  include  engineered  structures  to  divert  or  store 
flow,  or  limit  runoff.  These  devices  include  earth  dikes  that  channel  flow  to 
desired  locations;  silt  fences  to  intercept  sediment;  drainage  swales; 
sediment  traps;  check  dams;  level  spreaders;  subsurface  drains;  and  other 
structures  used  to  control  or  direct  surface  discharge  and  limit/control 
erosion. 
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The  Environmental  Resources  Permit  and  Storm  Water  Pollution  Prevention 
Plan  would  include  specific  measures  that  would  be  implemented  to  control 
both  wind  and  water  erosion  of  soils  before  and  during  construction 
activities.  Sediment  and  erosion  controls  generally  address  pollutants  in 
storm  water  generated  from  the  site  during  construction.  Storm  water 
management  measures  are  generally  implemented  before  and  during 
construction  and  primarily  result  in  reductions  of  pollutants  in  storm  water. 
Storm  water  management  measures  may  include  infiltration  of  runoff  on  site; 
flow  attenuation  by  vegetation  or  natural  depressions;  outfall  velocity 
dissipation  devices;  storm  water  retention  structures  and  artificial  wetlands; 
and  storm  water  detention  structures.  For  many  sites,  a  combination  of 
these  controls  may  be  appropriate.  Additional  measures  include  best 
management  practices. 

Utilization  of  SLC-41  for  the  EELV  program  would  have  a  beneficial  impact 
upon  soils.  Currently,  SLC-41  is  used  to  launch  Titan  IVB  rockets,  which  use 
solid  rocket  propellants.  The  ground  cloud  created  by  solid  rocket  propellant 
causes  deposition  of  HCI  and  aluminum  oxide  on  the  soil  adjacent  to  the 
launch  site,  resulting  in  temporary  acidification  and  an  increase  of  aluminum 
in  soils.  Concept  A  launch  vehicles  would  only  use  liquid  fuels,  which  would 
vaporize  during  launch,  thus  no  deposition  on  the  soil  or  temporary 
acidification  would  occur. 

Launch  anomalies  could  result  in  impacts  to  near-field  soils  due  to 
contamination  from  rocket  propellant.  In  the  unlikely  occurrence  of  a  launch 
anomaly,  any  spilled  propellant  would  be  collected  and  disposed  of  by  a 
certified  disposal  subcontractor  in  accordance  with  the  SPCC  Plan. 
Contaminated  soils  would  be  removed  and  treated  as  hazardous  waste  in 
accordance  with  federal,  state,  and  local  regulations.  Short-term  impacts  to 
soils  may  result,  but  long-term  impacts  would  not  be  significant. 

Standard  construction  practices  and  adherence  to  permit  requirements  would 
minimize  adverse  impacts  to  geology  and  soils;  therefore,  no  mitigation 
measures  would  be  required. 

4.8.1 .1 .2  Concept  A,  Vandenberg  AFB 

Geologic  Setting.  EELV  program  activities  would  require  modification  of 
existing  facilities  and  construction  of  new  facilities  at  SLC-3W,  which  has 
been  extensively  altered  in  the  past.  Construction  of  EELV  facilities  at 
SLC-3W  would  substantially  alter  the  topography  of  the  site  beyond  those 
changes  that  would  result  from  natural  erosion  or  deposition.  Construction  of 
these  facilities  would  not  change  the  physiography  of  the  region,  nor  would  it 
impact  any  unique  geologic  features  or  geologic  features  of  unusual  scientific 
value. 
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Geologic  concerns  in  the  Vandenberg  AFB  area  are  the  potential  effects  of 
erosion  and  landslides,  primarily  related  to  cut  and  fill  activities  during  project 
construction,  and  earthquakes  that  could  occur  during  program  operations. 

The  SLC-3W  site  is  not  in  a  potential  landslide  area  or  near  sand  dunes  (U.S. 
Air  Force,  1989a).  The  nearest  active  fault,  the  Hosgri  Fault,  2.5  miles 
northwest  of  the  site,  is  capable  of  causing  sustained  ground  shaking  and/or 
surface  rupture.  Construction  of  new  facilities  and/or  modification  of  existing 
facilities  would  incorporate  earthquake-resistant  design  as  required  by 
building  codes  to  reduce  the  potential  for  impacts  from  a  seismic  event, 
including  surface  rupture.  Site  foundations  would  incorporate  site-specific 
engineering  designs  appropriate  to  maintain  structural  integrity  during 
extended  periods  of  ground  shaking. 

Soils.  Construction  would  occur  primarily  within  the  existing  fenceline  of  the 
previously  disturbed  SLC-3W  area.  Depending  on  final  design  and  grading 
plans,  approximately  142,000  cubic  yards  of  cut  and  fill  material  would  be 
required.  The  fill  material  would  most  likely  come  from  the  Manzanita 
Borrow  Area  on  Vandenberg  AFB.  Unsuitable  cut  material  would  be  returned 
to  the  embankment  cut,  which  would  be  regraded  prior  to  site  revegetation. 
Some  spoil  material  would  be  disposed  of  in  the  on-base  landfill.  The 
earthwork  required  for  new  construction  would  uncover  and  disturb  soils  and 
increase  the  potential  for  wind  and  water  erosion  of  these  exposed  soils. 

Appropriate  measures  to  reduce  wind  and  water  erosion  at  the  stock  pile  and 
construction  sites  would  be  implemented  (see  Section  4.8.1 .1 .1). 

Launch  anomaly  impacts  would  be  similar  to  those  described  in 
Section  4.8.1 .1 .1 ,  under  Soils. 

Standard  construction  practices  and  adherence  to  permit  requirements  would 
minimize  adverse  impacts  to  geology  and  soils;  therefore,  no  mitigation 
measures  would  be  required. 

4.8. 1.2  Concept  B 

4.8. 1.2.1  Concept  B,  Cape  Canaveral  AS 

Geologic  Setting.  EELV  program  activities  would  require  modification  of 
existing  facilities  and  construction  of  new  facilities  at  SLC-37,  which  has 
been  altered  extensively  in  the  past.  Major  modifications  at  the  site  would 
include  changing  the  existing  site  topography  through  excavation  and 
grading.  Construction  of  EELV  facilities  at  SLC-37  would  substantially  alter 
the  topography  of  the  site  beyond  those  changes  that  would  result  from 
natural  erosion  or  deposition.  Construction  of  these  facilities  would  not 
change  the  physiography  of  the  region,  nor  would  it  impact  any  unique 
geologic  features  or  geologic  features  of  unusual  scientific  value. 
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Soils.  Construction  would  occur  primarily  within  the  previously  disturbed 
SLC-37  area  or  along  existing  road  corridors.  Depending  on  final  design  and 
grading  plans,  approximately  10,000  to  18,000  cubic  yards  of  material 
would  be  excavated,  and  220,000  to  360,000  cubic  yards  of  fill  would  be 
required.  Fill  material  would  come  from  the  East  Trident  Spoil  Area  on 
station.  Unsuitable  cut  material  would  be  removed  from  the  project  area  to  a 
spoil  site  located  on  Cape  Canaveral  AS,  or  to  other  approved  locations.  The 
earthwork  required  to  construct  the  launch  facility  would  uncover  and  disturb 
soils  and  increase  the  potential  for  wind  and  water  erosion  of  these  exposed 
soils. 

Appropriate  measures  to  reduce  wind  and  water  erosion  at  the  stock  pile  and 
construction  sites  would  be  implemented  (see  Section  4. 8. 1.1.1). 

Launch  anomaly  impacts  would  be  similar  to  those  described  in 
Section  4.8. 1 . 1 . 1 ,  under  Soils. 

For  some  small  vehicle  missions,  a  third  stage  containing  solid  propellant 
would  be  utilized.  However,  this  stage  would  fire  in  orbit,  and  no  acid 
deposition  of  solid  propellants  on  soils  would  occur. 

Under  Concept  B,  only  the  commercial  DIV-M-f  launch  vehicle  would  utilize 
solid  rocket  motors.  A  maximum  of  eight  DIV-I\/I+  commercial  launches 
would  occur  per  year  under  Concept  B.  The  DIV-M"^  launch  vehicle  would 
use  IPS  water  instead  of  deluge  water.  The  IPS  water  would  not  actively  mix 
with  the  exhaust  cloud  created  by  solid  rocket  motors,  and  therefore,  a  large 
acid  cloud  would  not  be  produced.  Impacts  from  the  use  of  solid  rocket 
motors  would  result  in  the  deposition  of  HCI  and  aluminum  oxide  particulates 
on  soils  near  the  launch  pad. 

During  a  Delta  II  launch  on  November  4,  1995,  pH  in  the  surrounding  air  was 
monitored  to  detect  any  changes  caused  by  HCI  vapors  or  deposition.  The 
nearest  test  strips  were  placed  at  the  perimeter  of  the  launch  pad  at  a 
minimum  distance  of  100  yards  from  the  launch  vehicle.  Launch  conditions 
were  calm,  which  would  yield  maximum  HCI  deposition.  No  pH  changes 
were  observed  on  any  test  strips,  and  there  was  no  evidence  of  acid 
deposition.  The  lack  of  pH  change  associated  with  the  small  ground  cloud 
indicates  that  even  with  exposure  to  the  concentrated  cloud,  acid  deposition 
would  be  minimal  (ENSR  Corporation,  1996). 

The  potential  deposition  of  HCI  and  aluminum  oxide  per  launch  is  expected  to 
be  minimal.  No  measurable  direct  or  indirect,  short-  or  long-term  effects  on 
soil  chemistry  are  expected  as  a  result  of  Concept  B  launch  activities. 

The  Port  of  Canaveral  Dock  would  be  utilized  for  receiving/unloading  of  EELV 
program  components.  This  dock  has  recently  been  modified  and  would  meet 
the  requirements  of  the  EELV  program.  However,  if  this  dock  were 
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unavailable  to  the  EELV  program,  the  U.S.  Air  Force  Roli>On/Rol!-Off  Dock 
would  be  utilized.  This  dock  would  require  limited  dredging  to  accommodate 
the  turning  radius  of  the  transport  vehicle/dolly  in  the  egress  area.  Dredging 
would  occur  in  previously  dredged  areas  only,  thus  eliminating  impacts  to 
undisturbed  sediments. 

Standard  construction  practices  and  adherence  to  permit  requirements  would 
minimize  adverse  impacts  to  geology  and  soils;  therefore,  no  mitigation 
measures  would  be  required. 

4.8. 1.2. 2  Concept  B,  Vandenberg  AFB 

Geologic  Setting.  EELV  program  activities  would  require  modification  of 
existing  facilities  and  construction  of  new  facilities  at  SLC-S,  which  has  been 
altered  extensively  in  the  past.  Major  modifications  would  include  changing 
the  existing  site  topography  through  excavation  and  grading.  Construction  of 
EELV  facilities  at  SLC-6  would  substantially  alter  the  topography  of  the  site 
beyond  those  changes  that  would  result  from  natural  erosion  or  deposition. 
Construction  of  these  facilities  would  not  change  the  physiography  of  the 
region,  nor  would  it  impact  any  unique  geologic  features  or  geologic  features 
of  unusual  scientific  value. 

Geologic  concerns  in  the  Vandenberg  AFB  area  are  the  potential  effects  of 
erosion  and  landslides,  primarily  related  to  cut  and  fill  activities  during  project 
construction,  and  earthquakes  that  could  occur  during  program  operations. 

The  nearest  active  fault,  the  Hosgri  Fault,  7.5  miles  northwest  of  the  site,  is 
capable  of  causing  sustained  ground  shaking  and/or  surface  rupture. 
Construction  of  new  facilities  or  modification  of  existing  facilities  would 
incorporate  earthquake-resistant  design  as  required  by  building  codes  to 
reduce  the  potential  of  significant  impacts  occurring  from  a  seismic  event, 
including  surface  rupture.  Site  foundations  would  incorporate  site-specific 
engineering  designs  appropriate  to  maintain  structural  integrity  during 
extended  periods  of  ground  shaking. 

The  SLC-6  site  is  not  located  near  sand  dunes,  but  it  is  in  a  potential 
landslide  area  (U.S.  Air  Force,  1989a).  SLC-6  is  approximately  1.5  miles 
from  the  coast;  therefore,  it  is  unlikely  that  the  site  would  be  subject  to  slope 
failures  of  the  sea  cliff.  The  site  has  experienced  previous  erosion  near  the 
drainages  bounding  the  site.  This  erosion  problem  has  subsequently  been 
stabilized.  The  SLC-6  launch  complex  has  not  experienced  landsliding  in  the 
past. 

Soils.  SLC-6  is  underlain  by  soils  that  have  a  high  erosion  potential.  An 
erosion  control  program,  conducted  as  part  of  site  maintenance  activities  for 
SLC-6,  has  stabilized  most  slopes  so  that  erosion  has  been  minimized. 
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Construction  would  occur  primarily  within  the  previously  disturbed  SLC-6 
area  or  along  existing  road  corridors.  Depending  on  final  design  and  grading 
plans,  approximately  4,500  to  7,500  cubic  yards  of  material  would  be 
excavated  and  80,000  to  135,000  cubic  yards  of  fill  material  would  be 
required  at  SLC-6.  Fill  material  would  most  likely  come  from  the  Vandenberg 
AFB  Manzanita  Borrow  Area.  Unsuitable  cut  material  would  be  removed  from 
the  project  area  to  the  Manzanita  Spoil  Site,  or  to  other  approved  locations. 
Topsoil  would  be  removed  and  stockpiled  on  site  for  re-spreading  on 
disturbed  areas  for  revegetation  and  erosion  control  after  completion  of 
construction.  The  earthwork  required  to  construct  the  launch  facility  would 
uncover  and  disturb  soils  and  increase  the  potential  for  wind  and  water 
erosion  of  these  exposed  soils. 

Appropriate  measures  to  reduce  wind  and  water  erosion  at  the  stock  pile  and 
construction  sites  would  be  implemented  (see  Section  4. 8. 1.1.1). 

Launch  anomaly  impacts  would  be  similar  to  those  described  in 
Section  4. 8. 1.1.1,  under  Soils. 

For  some  small-vehicle  missions,  under  Concept  B,  a  third  stage  containing 
solid  propellant  would  be  utilized.  However,  this  stage  would  fire  in  orbit  and 
no  deposition  of  solid  propellants  on  soils  would  occur. 

Under  Concept  B,  only  the  commercial  DIV-M-i-  launch  vehicle  would  utilize 
solid  rocket  motors.  A  maximum  of  four  DIV-M+  commercial  launches 
would  occur  per  year  under  Concept  B.  Impacts  from  the  use  of  solid  rocket 
propellants  are  described  in  Section  4. 8. 1.2.1,  under  Soils. 

The  South  Vandenberg  AFB  boat  dock  area  would  be  utilized  for 
receiving/unloading  of  EELV  components.  The  harbor  channel  would  be 
dredged  to  the  level  of  its  prior  dredging  depth,  thus  eliminating  impacts  to 
undisturbed  sediments.  Approximately  20,000  cubic  yards  of  sediment 
would  be  dredged;  dredged  material  would  be  disposed  of  in  accordance  with 
USACE  permit  requirements,  which  allow  for  bringing  the  dredge  material  to 
shore  and  then  hauling  it  away  by  truck  or  rail  to  an  appropriate  landfill  for 
disposal. 

Standard  construction  practices  and  adherence  to  permit  requirements  would 
minimize  adverse  impacts  to  geology  and  soils;  therefore,  no  mitigation 
measures  would  be  required. 

4.8.1 .3  Concept  A/B 

4.8.1 .3.1  Concept  A/B,  Cape  Canaveral  AS 

Geologic  Setting.  Under  Concept  A/B,  both  SLC-41  and  SLC-37  would  be 
utilized  for  EELV  activities.  Impacts  to  physiography  and  geology  for  these 
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sites  would  be  similar  to  the  combined  effects  discussed  for  Concepts  A 
and  B  in  Sections  4.8.1 .1 .1  and  4.8.1 .2.1 ,  under  Geologic  Setting. 

Soils.  Under  Concept  A/B,  both  SLC-41  and  SLC-37  would  be  utilized. 
Impacts  to  soils  at  these  sites  would  be  similar  to  the  combined  effects 
discussed  for  Concepts  A  and  B  in  Sections  4. 8. 1.1.1  and  4. 8. 1.2.1,  under 
Soils. 


As  discussed  in  Sections  4.8. 1.1.1  and  4.8. 1.2.1,  standard  construction 
practices  and  adherence  to  permit  requirements  would  minimize  adverse 
impacts  to  geology  and  soils.  Therefore,  no  impacts  are  anticipated,  and  no 
mitigation  measures  would  be  required. 

4.8. 1.3.2  Concept  A/B,  Vandenberg  AFB 

Geologic  Setting.  Under  Concept  A/B,  both  SLC-3W  and  SLC-6  would  be 
utilized.  Impacts  to  physiography  and  geology  at  these  sites  would  be  similar 
to  the  combined  effects  discussed  for  Concepts  A  and  B  in  Sections 

4. 8. 1.1. 2  and  4. 8. 1.2. 2,  under  Geologic  Setting. 

Soils.  Under  Concept  A/B,  both  SLC-3W  and  SLC-6  would  be  utilized. 
Impacts  to  soils  for  these  sites  are  discussed  under  Sections  4.8.1 .1 .2  and 
4.8.1 .2.2,  under  Soils. 

As  discussed  in  Sections  4. 8. 1.1. 2  and  4. 8. 1.2. 2,  standard  construction 
practices  and  adherence  to  permit  requirements  would  minimize  adverse 
impacts  to  geology  and  soils.  Therefore,  no  impacts  are  anticipated,  and  no 
mitigation  measures  would  be  required. 

4.8.2  No-Action  Alternative 

4.8.2. 1  Cape  Canaveral  AS 

Under  the  No-Action  Alternative,  no  new  construction  or  facility  modification 
would  occur.  A  maximum  of  1 1  launches  per  year  would  take  place.  Since 
existing  programs  utilize  solid  rocket  propellant,  the  potential  impact  to  soils 
is  greater  than  that  of  either  Concept  A  (only  liquid  fuels)  or  B  (smaller 
amount  of  launches  utilizing  solid  rocket  propellant)  of  the  EELV  program. 
However,  impacts  to  soils  are  temporary  and  minimal,  as  described  in  Section 
4.8.1 .2.1,  under  Soils.  No  adverse  impacts  to  geology  or  soils  are  expected 
from  continuation  of  existing  launch  programs. 

4.8.2. 2  Vandenberg  AFB 

A  maximum  of  six  launches  per  year  would  occur  under  this  concept.  Some 
of  these  launches  would  use  solid  rocket  propellant.  Impacts  from  the  No- 
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Action  Alternative  at  Vandenberg  AFB  would  be  similar  to  the  impacts 
described  in  Section  4.8.2. 1,  Cape  Canaveral  AS. 

4.9  WATER  RESOURCES 

Impacts  to  water  resources  could  result  from  any  of  the  following  project- 
related  effects: 

•  Degradation  of  surface  or  groundwater  quality  such  that  existing 
use  would  be  impaired 

•  Interference  with  natural  drainage  patterns 

•  A  shortage  in  the  water  supply  system 

•  Development  within  a  100-year  floodplain. 

Potential  impacts  to  wetlands  are  discussed  under  Section  4.14,  Biological 
Resources. 

4.9.1  Proposed  Action 

4.9. 1.1  Concept  A 

4.9.1 .1 .1  Concept  A,  Cape  Canaveral  AS 

Groundwater.  The  majority  of  water  used  for  Concept  A  would  be  deluge 
water  (50,000  gallons  per  launch)  and  acoustic  suppression  water  (3,000  to 
9,000  gallons  per  launch)  for  a  maximum  of  59,000  gallons  per  launch. 
Smaller  amounts  of  water  would  be  utilized  for  launch  complex  washdown, 
fire  suppressant,  and  potable  uses.  During  the  peak  launch  year  (2015), 
Concept  A  launch  activities  (23  launches)  would  require  approximately 
1,357,000  gallons  of  water. 

The  city  of  Cocoa,  which  pumps  water  from  the  Floridan  aquifer,  is 
contracted  to  supply  6,500,000  gpd  of  water  per  day  to  Cape  Canaveral  AS 
and  Patrick  AFB.  Maximum  water  use  at  Cape  Canaveral  AS  and  Patrick  AFB 
is  1,000,000  and  3,800,000  gpd,  respectively,  which  includes  water  to 
support  current  launch  programs  (45  Space  Wing,  1995).  Concept  A  would 
not  noticeably  affect  the  quantity  of  water  available  to  Cape  Canaveral  AS  or 
the  surrounding  area  or  increase  the  amount  of  water  withdrawn  from  the 
Floridan  aquifer  on  a  daily  basis.  With  the  discontinuation  of  the  current 
systems,  water  demand  would  be  reduced.  According  to  the  general  plan  for 
Cape  Canaveral  AS,  the  city  of  Cocoa  has  sufficient  adequacy  and  reliability 
of  supply  sources  to  meet  usage  demands  and  water  quality  standards 
(45  Space  Wing,  1995).  Therefore,  adverse  impacts  to  groundwater 
resources  are  not  expected,  and  no  mitigation  measures  would  be  required. 
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Surface  Water.  Grading  around  SLC-41  for  the  proposed  EELV  program 
would  alter  the  existing  surface  drainage  patterns  at  the  site  through 
excavation,  grading,  and  the  creation  of  impervious  surfaces.  This  site  has 
been  previously  disturbed,  so  natural  drainage  patterns  no  longer  exist. 

Design  of  the  proposed  project  would  not  substantially  alter  the  existing 
drainage  course.  Therefore,  adverse  impacts  to  natural  drainages  are  not 
anticipated. 

Impacts  from  erosion,  and  specific  measures  to  control  both  wind  and  water 
erosion  of  soils  during  and  after  construction,  are  addressed  in  Section 
4.8. 1 . 1 . 1 ,  under  Geology  and  Soils. 

Since  the  construction  area  for  the  EELV  program  is  greater  than  5  acres,  an 
NPDES  permit  for  storm  water  discharge  associated  with  construction 
activity  would  also  be  required.  The  objectives  of  this  permit  are  to: 

(1)  identify  pollutant  sources  that  may  affect  the  quality  of  discharges  of 
storm  water  associated  with  construction  activities;  and  (2)  identify, 
construct,  and  implement  storm  water  pollution  preventive  measures  and 
best  management  practices  to  reduce  pollutants  in  storm  water  discharges 
from  the  construction  site  both  during  and  after  construction.  This  permit 
would  require  implementation  of  storm  water  control  measures  to  reduce 
potential  impacts  to  surface  water. 

Standard  construction  practices  and  adherence  to  permit  requirements  and 
applicable  regulations  would  minimize  adverse  impacts  to  water  resources; 
therefore,  no  mitigation  measures  would  be  required. 

Water  Quality.  Water  quality  in  the  area  of  SLC-41  could  be  affected  as  a 
result  of  contamination  of  surface  waters  by  the  launch  exhaust  cloud. 
However,  Concept  A  launches  would  utilize  liquid  propellants  only,  which 
would  result  in  fewer  impacts  to  water  quality  than  the  current  launch  vehicle 
systems  that  utilize  solid  rocket  propellant.  Liquid  propellant  is  rapidly 
combusted  during  a  launch  and  almost  completely  burned.  Therefore,  very 
little  propellant  would  be  deposited  on  the  launch  pad  or  in  the  surrounding 
area.  Adverse  impacts  to  surface  water  and  groundwater  quality  resulting 
from  the  exhaust  cloud  are  not  expected. 

Launches  would  require  use  of  deluge  and  acoustic  suppression  water. 
Approximately  10,000  of  the  59,000  gallons  of  deluge  and  acoustic 
suppression  water  used  per  launch  would  be  vaporized,  or  percolate  into  the 
soil,  during  launch.  Residual  deluge  water  generated  during  vehicle  launches 
is  a  potential  source  of  contamination  to  adjacent  surface  waters  and 
groundwater.  However,  deluge  water  would  be  retained  in  the  flame  duct 
after  launches,  tested  for  water  quality  characteristics,  and  released  to  grade 
in  accordance  with  the  FDEP  Industrial  Wastewater  Discharge  permit 
requirements.  Deluge  water  would  be  released  at  a  controlled  rate  to  ensure 
that  water  percolates  into  the  ground.  If  contaminant  concentrations  in  the 
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treated  deluge  water  are  too  high,  and  the  water  cannot  be  released  to  grade, 
it  would  be  released  to  the  WWTP.  Wastewater  would  be  disposed  of  in 
accordance  with  applicable  federal,  state,  and  local  regulations.  Storm  water 
runoff  prior  to  washdown  would  be  contained  to  avoid  the  potential  for 
impacts  to  surface  water  resources.  Storm  water  runoff  would  be  tested  and 
treated,  if  necessary,  prior  to  release.  Soils  in  the  vicinity  of  SLC-41  have  a 
very  rapid  permeability  rate  and  should  be  able  to  handle  all  water  releases 
associated  with  launches  at  this  site.  Adverse  impacts  to  surface  water  and 
groundwater  quality  resulting  from  deluge  and  storm  water  runoff  are  not 
anticipated. 

Under  normal  flight  conditions,  vehicle  stages  that  do  not  reach  orbit  have 
trajectories  that  result  in  ocean  impact.  Stages  that  reach  initial  orbit  would 
eventually  re-enter  the  atmosphere  as  a  result  of  orbital  decay.  Corrosion  of 
stage  hardware  would  contribute  various  metal  ions  to  the  water  column. 

Due  to  the  slow  rate  of  corrosion  in  the  deep-ocean  environment  and  the 
large  quantity  of  water  available  for  dilution,  toxic  concentrations  of  metals 
are  not  likely  to  occur.  Relatively  small  amounts  of  propellant  would  also  be 
released  into  the  ocean  along  with  the  various  spent  stages.  Because  of  the 
limited  number  of  launch  events  scheduled,  the  small  amount  of  residual 
propellants  present,  and  the  large  volume  of  water  available  for  dilution,  no 
adverse  impacts  are  expected  from  the  re-entry  of  spent  stages. 

On-pad  accidental  or  emergency  releases  of  small  quantities  of  propellants  are 
unlikely  to  occur.  However,  if  there  is  a  release,  spilled  propellants  would  be 
collected  and  disposed  of  by  a  certified  disposal  subcontractor  in  accordance 
with  the  spec  plan.  Potential  contamination  of  groundwater  and/or  surface 
water  resulting  from  accidental  or  emergency  spills  of  propellants  during 
fueling  would  be  minimized  through  adherence  to  strict  safety  procedures. 
Potential  leakage  or  spills  from  propellant  storage  tanks  would  be  contained  in 
holding  basins  that  surround  the  tanks.  Any  accidental  or  emergency  release 
of  propellants  after  fueling  would  be  collected  in  the  flume  located  directly 
beneath  the  launch  vehicle  and  channeled  to  an  impermeable  concrete  catch 
basin.  Contaminants  collected  in  the  catch  basin  would  be  disposed  of  in 
accordance  with  appropriate  state  and  federal  regulations.  No  discharges  of 
contaminated  water  are  expected  to  result  from  EELV  operations  at  SLC-41 , 
and  no  adverse  impacts  to  water  quality  are  anticipated. 

Launch  anomalies  could  result  in  impacts  to  local  water  bodies  due  to 
contamination  from  rocket  propellant.  In  the  unlikely  occurrence  of  a  launch 
anomaly,  spilled  propellant  could  enter  water  bodies  close  to  the  launch  pad. 
At  Cape  Canaveral  AS,  they  could  enter  the  Atlantic  Ocean  or  the  Banana 
River.  Short-term  impacts  to  the  near-shore  environments  may  result,  but 
long-term  impacts  would  not  be  significant  due  to  the  buffering  capacity  of 
the  Atlantic  Ocean  and  Banana  River. 
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Adherence  to  permit  requirements  and  applicable  regulations  would  minimize 
adverse  impacts  to  water  quality;  therefore,  no  mitigation  measures  would  be 
necessary. 

4. 9. 1.1. 2  Concept  A,  Vandenberg  AFB 

Groundwater.  Until  recently,  the  potable  water  supply  for  Vandenberg  AFB 
was  obtained  solely  from  groundwater  sources.  These  sources  had  been 
affected  by  a  severe  overdraft.  Vandenberg  AFB  now  receives  supplemental 
potable  water  from  the  State  Water  Project,  which  does  not  draw  from 
aquifers  in  the  area.  This  will  relieve  the  overdraft  situation  and  allow  the 
aquifer  to  eventually  recharge.  EELV  program  activities  are  not  expected  to 
affect  groundwater  resources,  and  no  mitigation  measures  would  be  required. 

Surface  Water.  Vandenberg  AFB  can  purchase  up  to  1 .46  billion  gallons  of 
water  per  year  from  the  State  Water  Project.  During  the  peak  launch  year 
(2007),  Concept  A  launch  activities  (10  launches)  would  require 
approximately  590,000  gallons  of  water.  Concept  A  activities  would  not 
noticeably  affect  the  quantity  of  water  available  to  Vandenberg  AFB  or  the 
surrounding  area. 

Grading  for  new  construction  around  SLC-3W  would  alter  the  existing  surface 
drainage  patterns  at  the  site  through  excavation,  grading,  and  the  creation  of 
impervious  surfaces.  This  site  has  been  previously  disturbed,  so  natural 
drainage  patterns  no  longer  exist.  Design  of  the  new  facilities  would  not 
substantially  alter  the  existing  drainage  courses.  Therefore,  adverse  impacts 
to  natural  drainages  are  not  anticipated.  Impacts  from  erosion  are  addressed 
in  Section  4.8,  under  Soils  and  Geology. 

Because  the  construction  area  for  the  EELV  program  is  greater  than  5  acres, 
a  NPDES  permit  for  storm  water  discharge  associated  with  construction 
activity  would  be  required  (see  Section  4. 9. 1.1.1,  under  Surface  Water). 

This  permit  would  require  implementation  of  storm  water  control  measures  to 
prevent  impacts  to  surface  water. 

Standard  construction  practices  and  adherence  to  permit  requirements  and 
regulations  would  minimize  adverse  impacts  to  water  resources;  therefore,  no 
mitigation  measures  would  be  required. 

Water  Quality.  Water  quality  in  the  area  of  SLC-3W  could  be  affected  as  a 
result  of  contamination  of  surface  waters  by  the  exhaust  cloud.  As  described 
in  Section  4. 9. 1.1.1,  under  Water  Quality,  Concept  A  launches  would  use 
only  liquid  propellant,  which  would  result  in  fewer  impacts  to  water  quality 
than  the  current  launch  vehicles,  which  utilize  solid  rocket  propellant. 

Adverse  impacts  to  surface  water  and  groundwater  quality  resulting  from  the 
exhaust  cloud  are  not  expected. 
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Launches  would  require  use  of  deluge  and  acoustic  suppression  water. 
Approximately  10,000  of  the  59,000  gallons  of  deluge  water  used  per  launch 
would  be  vaporized,  or  percolate  into  the  soil,  during  launch.  Residual  deluge 
water  generated  during  vehicle  launches  is  a  potential  source  of 
contamination  to  adjacent  surface  waters  and  groundwater;  however,  no 
direct  discharge  is  expected  to  occur  during  launches  from  SLC-3W.  After  a 
launch,  the  launch  pad  would  be  washed  down.  Deluge  and  washdown 
water  would  be  collected,  tested,  and  treated,  if  necessary,  prior  to  recycling 
or  disposal.  If  the  water  is  classified  as  hazardous,  it  would  be  containerized 
and  disposed  of  properly.  Storm  water  runoff  prior  to  washdown  would  be 
contained  and  tested,  prior  to  recycling  or  disposal,  to  avoid  the  potential  for 
impacts  to  surface  water  resources.  Adverse  impacts  to  surface  water  and 
groundwater  resulting  from  deluge  or  storm  water  runoff  are  not  anticipated. 

Potential  impacts  from  vehicle  stages  that  do  not  reach  orbit,  on-pad 
accidental  or  emergency  releases  of  propellants,  and  launch  anomalies  are 
discussed  in  Section  4.9.1 .1 .1,  under  Water  Quality.  No  adverse  impacts  are 
anticipated. 

Adherence  to  permit  requirements  and  regulations  would  minimize  adverse 
impacts  to  water  quality;  therefore,  no  mitigation  measures  would  be 
required. 

4.9. 1.2  Concept  B 

4.9.1 .2.1  Concept  B,  Cape  Canaveral  AS 

Groundwater.  Concept  B  launches  would  not  require  the  use  of  deluge 
water.  However,  125,000  gallons  of  IPS  water  would  be  used  per  launch. 

An  additional  30,000  gallons  of  launch  pad  washdown  water  would  be  used 
for  DIV-M-l-  launches  only.  IPS  water  would  be  sprayed  from  a  ring  below 
the  main  engine  into  the  flame  duct  for  approximately  3  to  4  minutes  to 
minimize  the  back  pressure  from  the  initial  ignition  of  the  main  engine. 

During  the  peak  year  (2015),  Concept  B  launch  activities  (23  launches,  6  of 
which  are  DIV-M-l-  launches)  would  require  approximately  3,055,000  gallons 
of  water. 

As  stated  in  Section  4. 9. 1.1.1,  Groundwater,  the  city  of  Cocoa  is  contracted 
to  supply  6,500,000  gpd  to  Cape  Canaveral  AS  and  Patrick  AFB.  This 
quantity  includes  water  to  support  current  launch  programs.  Concept  B 
would  not  significantly  affect  the  quantity  of  water  available  to  Cape 
Canaveral  AS  or  the  surrounding  area  or  noticeably  increase  the  amount  of 
water  withdrawn  from  the  Floridan  aquifer  on  a  daily  basis.  With  the 
discontinuation  of  current  launch  vehicle  operations,  water  demand  would  be 
reduced.  According  to  the  general  plan,  the  City  of  Cocoa  has  sufficient 
adequacy  and  reliability  of  supply  sources  to  meet  usage  demands  and  water 
quality  standards  (45  Space  Wing,  1995).  Therefore,  adverse  impacts  to 
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groundwater  are  not  expected,  and  mitigation  measures  would  not  be 
required. 

Surface  Water.  Grading  around  SLC-37  would  alter  the  existing  surface 
drainage  patterns  at  the  site  through  excavation,  grading,  and  the  creation  of 
impervious  surfaces.  This  site  has  been  previously  disturbed,  so  natural 
drainage  patterns  no  longer  exist.  Design  of  the  proposed  facilities  would  not 
substantially  alter  the  existing  drainage  course.  Therefore,  adverse  impacts 
to  natural  drainages  are  not  anticipated.  Impacts  from  erosion  are  addressed 
in  Section  4.8,  under  Soils  and  Geology. 

Since  the  construction  area  for  the  EELV  program  is  greater  than  5  acres,  an 
NPDES  permit  for  storm  water  discharge  associated  with  construction 
activity  is  required  (see  Section  4.9.1 .1.1,  under  Surface  Water).  This  permit 
would  require  implementation  of  storm  water  control  measures  to  prevent 
impacts  to  surface  water.  The  permit  would  be  issued  by  the  U.S.  EPA. 

The  discharge  of  dredged  or  fill  material  into,  or  the  excavation  of  soils  from. 
Waters  of  the  United  States,  which  include  special  aquatic  sites  such  as 
wetlands,  is  regulated  under  Section  404  of  the  CWA  (U.S.  Environmental 
Protection  Agency,  1987).  Construction  for  Concept  B  would  require  a 
permit  under  Section  404  of  the  CWA  and  Section  1 0  of  the  Rivers  and 
Harbors  Act  of  1 899  from  the  USACE.  Section  404  requires  that  measures 
be  taken  to:  (1)  avoid  and  (2)  minimize  impacts  to  Waters  of  the  United 
States.  In  the  404  permit,  a  mitigation  monitoring  plan  would  be  developed 
in  coordination  with  appropriate  resource  agencies,  and  a  final  plan  would  be 
approved  by  the  USACE.  Given  compliance  with  404  permit  regulations,  no 
adverse  impacts  to  water  resources  are  expected. 

Standard  construction  practices  and  adherence  to  permit  requirements  and 
applicable  regulations  would  minimize  impacts  to  water  resources;  therefore, 
no  mitigation  measures  would  be  required. 

Water  Quality.  Launches  would  require  the  use  of  1 25,000  gallons  of  IPS 
water  per  launch.  An  additional  30,000  gallons  of  washdown  water  per 
launch  would  be  used  for  DIV-M  +  vehicle  launches.  Residual  water  is  a 
potential  source  of  contamination  to  adjacent  surface  waters  and 
groundwater;  however,  no  direct  discharge  is  expected  to  occur  during 
launches  from  SLC-37.  IPS  and  washdown  water  would  be  retained  in  the 
flame  duct  after  launches,  tested  for  water  quality  characteristics,  and 
recycled,  disposed  of  in  accordance  with  the  FDEP  Industrial  Wastewater 
Discharge  permit  requirements,  or  disposed  of  in  a  permitted  industrial 
wastewater  treatment  facility  off  site.  Wastewater  would  be  disposed  of  in 
accordance  with  applicable  federal,  state,  and  local  requirements.  Storm 
water  runoff  prior  to  washdown  would  be  contained  to  avoid  the  potential  for 
impacts  to  surface  water  resources.  Storm  water  runoff  would  be  tested  and 
treated,  if  necessary,  prior  to  release.  Soils  in  the  vicinity  of  SLC-37  have  a 
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very  rapid  permeability  rate  and  should  be  able  to  handle  all  water  releases 
associated  with  launches  at  this  site.  Adverse  impacts  to  surface  water  and 
groundwater  resulting  from  IPS,  washdown,  or  storm  water  runoff  are  not 
anticipated. 

Dewatering  may  be  necessary  during  construction  activities.  If  dewatering  is 
required,  water  would  be  allowed  to  percolate  to  grade;  it  would  not  be 
discharged  to  surface  waters  prior  to  acquisition  of  a  dewatering  permit. 

Potential  impacts  from  vehicle  stages  that  do  not  reach  orbit,  on-pad 
accidental  and  emergency  releases  of  propellant,  and  launch  anomalies  are 
discussed  in  Section  4. 9. 1.1.1,  under  Water  Quality.  No  adverse  impacts  are 
anticipated. 

For  some  small  vehicle  missions,  a  third  stage  containing  solid  propellant 
would  be  utilized.  However,  this  stage  would  ignite  in  orbit,  and  no 
deposition  of  propellant  on  surface  waters  would  occur.  Therefore,  no 
adverse  impacts  to  water  quality  are  anticipated. 

Under  Concept  B,  only  the  commercial  DIV-M-l-  launch  vehicles  would  utilize 
solid  rocket  motors.  A  maximum  of  eight  DIV-M-F  launches  would  occur  in 
1  year.  The  DIV-M  +  launch  vehicle  would  require  no  deluge  water;  instead 
it  would  use  IPS  water,  which  does  not  actively  mix  with  the  exhaust  from 
the  solid  rocket  motors  and,  therefore,  does  not  produce  a  large  acid  cloud. 
HCl  is  released  during  launch,  but  the  deposition  is  concentrated  near  the 
pad.  The  acid  is  not  expected  to  travel  more  than  several  hundred  meters 
laterally  (ENSR  Corporation,  1996). 

During  a  Delta  II  launch  on  November  4,  1995,  pH  in  the  surrounding  air  was 
monitored  to  detect  any  changes  caused  by  HCl  vapors  or  deposition.  The 
nearest  test  strips  were  placed  at  the  perimeter  of  the  launch  pad  at  a 
minimum  distance  of  100  yards  from  the  launch  vehicle.  Launch  conditions 
were  calm,  which  would  yield  the  highest  HCl  deposition.  No  pH  changes 
were  observed  on  any  test  strips,  and  there  was  no  evidence  of  acid 
deposition.  The  lack  of  pH  change  associated  with  the  small  ground  cloud 
indicates  that  even  with  exposure  to  the  concentrated  cloud,  acid  deposition 
would  be  minimal  (ENSR  Corporation,  1996). 

Because  the  DIV-M  -F  is  evolved  from  the  Delta  launch  vehicle  and  would  use 
the  same  type  of  IPS  system  as  the  Delta  II,  impacts  from  deposition  of  HCl 
are  considered  to  be  minimal.  Aluminum  oxide  is  relatively  insoluble  because 
of  the  low  or  high  pH  of  local  surface  waters  and  is  not  expected  to  cause 
elevated  aluminum  levels.  Therefore,  no  adverse  impacts  to  surface  water 
are  expected  from  the  use  of  the  solid  rocket  motors,  and  no  mitigation 
measures  are  required. 
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Exhaust  cloud  deposits  and  propellant  residues  remain  on  the  pad  and  are 
deposited  in  near-field  soils  after  a  launch.  These  residues  would  be  washed 
from  the  pad  during  post-launch  washdown  or  by  storm  water,  which  would 
be  retained  in  catch  basins.  This  water  would  then  be  analyzed,  recycled, 
discharged  to  percolation  ponds  if  it  meets  regulatory  requirements,  or 
disposed  of  in  a  permitted  industrial  wastewater  treatment  facility  off  site.  If 
contaminant  concentrations  are  too  high  and  the  water  cannot  be  released  to 
grade,  it  would  be  treated,  and  a  determination  would  be  made  for 
appropriate  disposal.  Wastewater  would  be  disposed  of  in  accordance  with 
applicable  federal,  state,  and  local  regulations.  Thus,  Concept  B  launches 
would  not  adversely  affect  groundwater  quality  in  the  surficial  aquifer. 

Launch  anomalies  could  result  in  impacts  to  local  water  bodies  due  to 
contamination  from  rocket  propellant.  In  the  unlikely  occurrence  of  a  launch 
anomaly,  spilled  propellant  could  enter  water  bodies  close  to  the  launch  pad. 
At  Cape  Canaveral  AS,  propellant  could  enter  the  Atlantic  Ocean  or  the 
Banana  River.  Potential  contamination  would  primarily  occur  from  solid 
rocket  motor  propellant.  Solid  propellant  would  cause  contamination  in  the 
form  of  acidification  from  HCI  and  the  deposition  of  aluminum  oxide. 
Recovered  solids  would  be  removed  from  near-shore  ocean  and/or  river 
environments  and  treated  as  hazardous  waste  In  accordance  with  federal, 
state,  and  local  regulations.  Short-term  Impacts  to  the  near-shore 
environments  may  result,  but  long-term  Impacts  would  not  be  significant  due 
to  the  buffering  capacity  of  the  Atlantic  Ocean  and  Banana  River. 

Adherence  to  permit  requirements  and  applicable  regulations  would  minimize 
adverse  Impacts  to  water  quality;  therefore,  no  mitigation  measures  would  be 
required. 

4. 9. 1.2.2  Concept  B,  Vandenberg  AFB 

Groundwater.  Water  required  to  support  EELV  programs  would  be  supplied 
from  the  State  Water  Project  and  not  from  local  wells  In  the  area.  No 
adverse  Impacts  to  groundwater  resources  are  anticipated,  and  no  mitigation 
measures  would  be  required. 

Surface  Water.  As  discussed  in  Section  4.9.2. 1 .2,  Concept  B  launches 
would  not  utilize  deluge  water.  However,  125,000  gallons  of  IPS  water 
would  be  required  per  launch.  An  additional  30,000  gallons  of  washdown 
water  would  be  required  for  DIV-M  4-  launches  only.  During  the  peak  year 
(2007),  Concept  B  launch  activities  (10  launches,  2  of  which  are  DIV-M -i- 
launches)  would  require  approximately  1,310,000  gallons  of  water. 

Concept  B  activities  would  not  noticeably  affect  the  quantity  of  water 
available  to  Vandenberg  AFB  or  the  surrounding  area. 

Surface  water  around  SLC-6  drains  through  erosion  control  ditches  into  a 
small  arroyo  located  on  the  north  side  of  SLC-6.  Grading  would  alter  the 
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existing  surface  drainage  patterns  at  the  site  through  excavation,  grading, 
and  the  creation  of  impervious  surfaces.  This  site  has  been  previously 
disturbed,  so  natural  drainage  patterns  no  longer  exist.  Design  of  the 
proposed  facilities  would  not  substantially  alter  the  existing  drainage  courses 
on  the  site.  Therefore,  adverse  impacts  to  natural  drainages  are  not 
anticipated.  Impacts  from  erosion  are  addressed  in  Section  4.8,  under 
Geology  and  Soils. 

Since  the  construction  area  for  the  EELV  program  is  greater  than  5  acres,  an 
NPDES  permit  for  storm  water  discharge  associated  with  construction 
activity  would  be  required  (see  Section  4. 9. 1.1.1,  under  Surface  Water). 

This  permit  would  require  implementation  of  storm  water  control  measures  to 
prevent  impacts  to  surface  water. 

Impacts  related  to  dredging  are  addressed  in  Section  4.9.1 .2.1,  under 
Surface  Water.  This  discussion  includes  mitigation  measures  to  prevent 
impacts. 

Standard  construction  practices  and  adherence  to  permit  requirements  and 
applicable  regulations  would  minimize  adverse  impacts  to  water  resources; 
therefore,  no  mitigation  measures  would  be  required. 

Water  Quality.  Launches  would  require  the  use  of  approximately 
125,000  gallons  of  IPS  water  and  an  additional  30,000  gallons  of  washdown 
water  for  DIV-M+  launches.  Residual  water  is  a  potential  source  of 
contamination  to  adjacent  surface  waters  and  groundwater;  however,  no 
direct  discharge  is  expected  to  occur  during  launches  from  SLC-6.  IPS  and 
washdown  water  would  be  collected,  tested,  and  treated,  if  necessary,  prior 
to  recycling  or  disposal.  If  the  water  is  classified  as  hazardous,  it  would  be 
containerized  and  disposed  of  properly  to  avoid  the  potential  for  impacts  to 
surface  water  resources.  Adverse  impacts  to  surface  water  or  groundwater 
resulting  from  IPS  or  washdown  water  runoff  are  not  anticipated. 

Dewatering  may  be  necessary  during  construction  activities.  If  dewatering  is 
required,  water  would  be  allowed  to  percolate  to  grade;  It  would  not  be 
discharged  to  surface  waters  prior  to  acquisition  of  a  dewatering  permit. 

Potential  impacts  from  vehicle  stages  that  do  not  reach  orbit,  on-pad 
accidental  or  emergency  releases,  and  launch  anomalies  are  discussed  in 
under  Section  4.9.1 .1 .1 ,  Water  Quality.  No  adverse  impacts  are  anticipated. 

For  some  small-vehicle  missions  under  Concept  B,  a  third  stage  containing 
solid  propellant  would  be  utilized.  However,  this  stage  would  ignite  in  orbit, 
and  no  deposition  of  propellant  on  surface  waters  would  occur.  Therefore, 
no  adverse  impacts  to  water  quality  are  anticipated. 
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Under  Concept  B  activities,  only  the  commercial  DIV-M  +  launch  vehicle 
would  utilize  solid  rocket  motors.  A  maximum  of  four  DIV-M  +  commercial 
launches  would  occur  in  1  year.  Impacts  would  be  the  same  as  described  in 
Section  4.9.1 .1 .1 ,  under  Water  Quality. 

In  studies  conducted  at  SLC-2W,  some  trace  metals  were  identified  in 
surface  soils  near  the  pad.  The  amounts  were  so  small  that  it  was  hard  to 
determine  whether  they  were  background  metals  or  were  derived  from  launch 
activities.  Based  on  the  lack  of  substantial  accumulation  of  metals  and  other 
surface  contaminants  at  the  site,  it  was  assumed  that  they  are  neither 
deposited  in  appreciable  amounts  nor  accumulate  over  time.  In  addition,  the 
lack  of  high  concentrations  of  metals  downgradient  of  the  pad  suggests  no 
long-term  accumulation  of  such  contaminants  off  site  (ENSR  Corporation, 
1996).  Based  on  these  findings,  aluminum  oxide  deposits  are  not  expected 
to  cause  elevated  aluminum  levels  in  nearby  soils  or  water  bodies.  Therefore, 
adverse  water  quality  impacts  to  surface  water  are  not  expected. 

Exhaust  cloud  deposits  and  propellant  residues  remain  on  the  pad  and  are 
deposited  in  near-field  soils  after  a  launch.  These  residues  would  be  washed 
from  the  pad  by  a  post-launch  washdown  or  by  storm  water,  which  would  be 
retained  in  catch  basins.  This  water  would  then  be  analyzed  and  treated  prior 
to  disposal  as  industrial  wastewater  at  the  SLC-6  treatment  plant.  Concept  B 
wastewater  and  storm  water  would  not  be  allowed  to  percolate  into  the  local 
groundwater.  Therefore,  no  adverse  impacts  to  groundwater  are  anticipated. 

Adherence  to  permit  requirements  and  applicable  regulations  would  minimize 
adverse  impacts  to  water  quality;  therefore,  no  mitigation  measures  would  be 
required. 

4.9.2  Concept  A/B 

4.9.2. 1  Concept  A/B,  Cape  Canaveral  AS 

Groundwater.  Impacts  to  groundwater  would  be  similar  to  the  combined 
effects  for  Concepts  A  and  B  discussed  in  Sections  4. 9. 1.1.1  and  4. 9. 1.2.1. 
During  the  peak  launch  year  (2015),  Concept  A/B  launch  activities 
(13  Concept  A  launches  and  13  Concept  B  launches  [4  of  which  are  DIV-M -i- 
launchesl)  would  require  approximately  2,392,000  gallons  of  water. 

Concept  A/B  launches  would  not  noticeably  affect  the  quantity  of  water 
available  to  Cape  Canaveral  AS  or  the  surrounding  area,  or  increase  the 
amount  of  water  withdrawn  from  the  aquifer  on  a  daily  basis.  With  the 
discontinuation  of  current  launch  vehicle  operations,  water  demand  would  be 
reduced.  Therefore,  adverse  impacts  to  groundwater  are  not  anticipated,  and 
mitigation  measures  would  not  be  required. 
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Surface  Water.  Impacts  to  surface  water  would  be  similar  to  those  discussed 
in  Sections  4.9.1 .1 .1  and  4.9.1 .2.1 ,  under  Surface  Water.  No  adverse 
impacts  are  anticipated. 

As  discussed  in  Sections  4. 9. 1.1.1  and  4. 9. 1.2.1,  under  Surface  Water, 
standard  construction  practices  and  adherence  to  permit  requirements  and 
applicable  regulations  would  minimize  adverse  impacts  to  water  resources; 
therefore,  no  mitigation  measures  would  be  required. 

Water  Quality.  Impacts  to  water  quality  would  be  similar  to  those  discussed 
in  Sections  4, 9. 1.1.1  and  4. 9. 1.2.1,  under  Water  Quality.  No  adverse 
impacts  to  groundwater  or  surface  water  quality  are  anticipated;  therefore, 
no  mitigation  measures  would  be  required. 

4. 9. 2. 2  Concept  A/B,  Vandenberg  AFB 

Groundwater.  As  described  in  Section  4.9.1 .1 .2,  under  Groundwater,  water 
required  to  support  EELV  programs  would  be  supplemented  by  the  State 
Water  Project.  No  adverse  impacts  to  groundwater  resources  are  anticipated 
from  Concept  A/B  activities,  and  no  mitigation  measures  would  be  required. 

Surface  Water.  During  the  peak  launch  year  (2007),  Concept  A/B  launch 
activities  (7  Concept  A  launches  and  7  Concept  B  launches  [4  of  which  are 
DIV-M+  launches])  would  require  approximately  1,288,000  gallons  of  water. 
Impacts  would  be  similar  to  those  described  in  Section  4. 9. 1.2. 2,  under 
Surface  Water.  Concept  A/B  launches  would  not  noticeably  affect  the 
quantity  of  water  available  to  Vandenberg  AFB  or  the  surrounding  area. 
Existing  water  use  includes  current  launch  vehicles,  so  impacts  to  water  use 
would  likely  be  less  than  anticipated.  Impacts  to  surface  water  would  be 
similar  to  those  discussed  in  Sections  4.9.1 .1.2  and  4.9.1 .2.2,  Surface 
Water. 

As  discussed  under  Sections  4. 9. 1.1. 2  and  4. 9. 1.2. 2,  Surface  Waters, 
standard  construction  practices  and  adherence  to  permit  requirements  and 
applicable  regulations  would  minimize  adverse  impacts  to  water  resources; 
therefore,  no  mitigation  measures  would  be  required. 

Water  Quality.  Impacts  to  water  quality  would  be  similar  to  those  discussed 
in  Sections  4.9.1 .1 .2  and  4.9.1 .2.2,  Water  Quality.  No  adverse  Impacts  to 
groundwater  or  surface  water  quality  are  anticipated;  therefore,  no  mitigation 
measures  would  be  required. 
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4.9.3  No-Action  Alternative 


4.9.3. 1  Cape  Canaveral  AS 

Groundwater.  Under  the  No-Action  Alternative,  a  maximum  of  approximately 
1,655,000  gallons  of  water  would  be  required  to  support  1 1  launches. 

Water  requirements  for  the  No-Action  Alternative  and  Proposed  Action 
Vehicle  launches  at  Cape  Canaveral  AS  are  provided  in  Table  4.9-1 .  The 
No-Action  Alternative  would  not  significantly  affect  the  quantity  of  water 
available  to  Cape  Canaveral  AS  or  the  surrounding  area  or  increase  the 
amount  of  water  withdrawn  from  the  Floridan  aquifer  on  a  daily  basis. 
Impacts  to  groundwater  are  not  anticipated,  and  mitigation  measures  would 
not  be  required. 


Table  4.9-1 .  Total  Water  Usage  Per  Launch  and  During  Peak  Year, 
_ Cape  Canaveral  AS 


Launch  Vehicle  System 

Maximum  Water 
Usage  Per  Launch 
(gallons) 

Number  of 
Launches 
(2015) 

Total  Maximum 
Water  Usage 
(gallons)  (2015) 

Concept  A 

MLV 

59,000 

22 

1,357,000 

HLV 

59,000 

1 

Concept  B 

DIV-S 

125,000 

9 

3,055,000 

DIV-M 

125,000 

7 

DIV-M  + 

155,000 

6 

DIV-H 

125,000 

1 

Concept  A/B 

2,392,000 

Concept  A 

MLV 

59,000 

12 

HLV 

59,000 

1 

Concept  B 

DIV-S 

125,000 

3 

DIV-M 

125,000 

4 

DIV-M  + 

155,000 

4 

DIV-H 

125,000 

2 

No-Actlon  Alternative'’" 
Atlas  IIA 

200,000 

7 

1,655,000 

Delta  II 

35,000 

3 

Titan  IVB 

150,000 

1 

Note:  (a)  Government  launches  only;  no  commercial  launches  included. 


DIV-H 

= 

heavy  launch  vehicle 

DIV-M 

= 

medium  launch  vehicle 

DIV-M  -H 

= 

medium  launch  vehicle  with  solid  rocket  motor  strap-ons 

DIV-S 

= 

small  launch  vehicle 

HLV 

= 

heavy  lift  variant 

MLV 

= 

medium  lift  variant 
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Surface  Water.  Adverse  impacts  to  surface  water  are  not  anticipated  since 
no  construction  or  modification  of  facilities  is  planned;  therefore,  no 
mitigation  measures  would  be  required. 

Water  Quality.  The  existing  launch  vehicles  use  solid  rocket  propellant,  so 
impacts  from  the  No-Action  Alternative  would  be  similar  to  those  described 
under  Section  4.9.1 .2.1,  Water  Quality.  Adverse  impacts  to  surface  and 
groundwater  quality  are  not  anticipated;  therefore,  no  mitigation  measures 
would  be  required. 

4. 9. 3. 2  Vandenberg  AFB 

Groundwater.  As  stated  in  Section  4.9.1 .1 .2,  Groundwater,  Vandenberg 
AFB  has  sufficient  water  to  support  No-Action  Alternative  launches.  No 
adverse  Impacts  to  groundwater  resources  are  expected,  and  no  mitigation 
measures  would  be  required. 

Surface  Water.  Under  the  No-Action  Alternative,  a  maximum  of 
705,000  gallons  of  water  would  be  required  to  support  6  launches.  Water 
requirements  for  the  No-Action  Alternative  and  Proposed  Action  vehicle 
launches  at  Vandenberg  AFB  are  provided  in  Table  4.9-2.  The  No-Actlon 
Alternative  would  not  significantly  affect  the  quantity  of  water  available  to 
Vandenberg  AFB  or  the  surrounding  area.  Adverse  impacts  to  surface  water 
are  not  anticipated;  therefore,  no  mitigation  measures  would  be  required. 

Water  Quality.  Some  of  the  existing  launch  vehicles  use  solid  rocket 
propellant,  so  impacts  from  the  No-Action  Alternative  would  be  similar  to 
those  described  under  Section  4. 9. 1.2. 2,  under  Water  Quality.  Adverse 
impacts  to  surface  and  groundwater  quality  are  not  anticipated;  therefore,  no 
mitigation  measures  would  be  required. 

4.10  AIR  QUALITY  (LOWER  ATMOSPHERE) 

4.10.1  Proposed  Action 

Air  quality  impacts  could  occur  during  facility  construction,  pre-  and  post¬ 
launch  processing  operations,  and  from  vehicle  launch.  Effects  from  vehicle 
launch  on  the  lower  atmosphere  are  addressed  in  this  section;  effects  from 
vehicle  launch  on  the  upper  atmosphere  are  addressed  in  Section  4.1 1 . 

Construction-related  impacts  could  result  from  construction  equipment 
(exhaust  emissions)  and  construction  activities  (fugitive  dust  emissions)  over 
an  intermittent  period  of  about  two  years  (beginning  as  early  as  1998  and 
ending  as  late  as  2002). 
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Table  4.9-2.  Total  Water  Usage  Per  Launch  and  During  Peak  Year, 
_  Vandenberg  AFB 


Launch  Vehicle  System 

Maximum  Water 
Usage  Per  Launch 
(gallons) 

Number  of 
Launches 
(2015) 

Total  Maximum 
Water  Usage 
(gallons)  (201  5) 

Concept  A 

MLV 

59,000 

10 

590,000 

HLV 

59,000 

0 

Concept  B 

DIV-S 

125,000 

3 

1,310,000 

DIV-M 

125,000 

3 

DIV-M  + 

155,000 

2 

DIV-H 

125,000 

2 

Concept  A/B 

1,288,000 

Concept  A 

MLV 

59,000 

7 

HLV 

59,000 

0 

Concept  B 

DIV-S 

125,000 

0 

DIV-M 

125,000 

1 

DIV-M  -h 

155,000 

4 

DIV-H 

125,000 

2 

No-Action  Alternative*'” 
Atlas  IIA 

200,000 

3 

705,000 

Delta  II 

35,000 

3 

Titan  IVB 

150,000 

0 

Note:  (a)  Government  launches  only;  no  commercial  launches  included. 


DIV-H 

heavy  launch  vehicle 

DIV-M 

medium  launch  vehicle 

div-m-h  = 

medium  launch  vehicle  with  solid  rocket  motor  strap-ons 

DlV-S 

small  launch  vehicle 

HLV 

heavy  lift  variant 

MLV 

medium  lift  variant 

Operational  impacts  could  occur  from:  (1)  mobile  sources  such  as  support 
vehicles,  commercial  transport  vehicles,  and  personal  vehicles;  (2)  point 
sources  such  as  heating/power  plants,  generators,  storage  tanks,  and  flares; 
(3)  processes  such  as  solvent  cleaning,  coating,  and  post-launch  pad  cleanup; 
and  (4)  vehicle  launch. 

Construction  activities  include  renovation  of  existing  structures  and  roads, 
construction  of  new  facilities,  and  demolition  of  existing  facilities.  Analysis 
of  construction  emission  sources  includes  estimating  the  amount  of 
uncontrolled  fugitive  dust  that  would  be  emitted  from  disturbed  surface  areas 
and  gaseous  emissions  from  construction  equipment  and  construction 
workers'  vehicles. 
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Transportation  emissions  were  calculated  based  on  expected  deliveries, 
support  vehicle  operation,  and  personal  vehicle  traffic.  Results  were 
compared  to  existing  mobile  source  emissions. 

No  new  major  point  sources  are  necessary  to  support  the  EELV  program. 
Emission  sources  that  would  be  required  are  typical  of  light  industrial 
activities  already  occurring  at  Cape  Canaveral  AS  and  Vandenberg  AFB  {e.g., 
power  generators,  utility  boilers,  shop  activities,  painting  and  surface  coating 
operations,  solvent  degreasing,  vehicle  assembly,  fuels  storage).  Emissions 
were  calculated  for  these  activities  and  compared  to  existing  conditions. 

Launch  emissions  were  modeled  to  determine  their  impact  on  the  ambient  air 
quality  concentrations  in  the  lower  troposphere.  This  modeling  was 
conducted  using  the  REEDM  air  quality  dispersion  model  (Brady  et  al.,  1997). 
The  REEDM-predicted  concentrations  used  in  this  report  are  screening 
concentrations  only;  a  systematic  search  for  worst-case  meteorology  was  not 
conducted.  Other  conditions  during  actual  launches  will  result  in  predicted 
concentrations  somewhat  different  from  these  values.  The  REEDM  model 
predicts  the  incremental  increases  in  the  concentrations  of  criteria  and  toxic 
pollutants.  These  increases  were  compared  with  federal  and  state  ambient 
air  quality  standards.  The  following  sections  describe  additional  emission 
models  used  for  each  location. 

Several  launches,  each  with  its  associated  support  activities,  would  occur 
each  year.  The  criteria  pollutant  emissions  were  totaled  for  the  peak  launch 
year,  and  this  total  was  compared  with  regional  annual  air  emissions  and 
regulatory  thresholds. 

The  health  effects  of  air  pollution  differ  among  pollutants,  which  are 
sometimes  referred  to  as  contaminants  of  concern.  SO2,  NOx,  and  PM10  are 
respiratory  irritants.  Particulate  matter  may  also  interfere  with  oxygen 
exchange  within  the  human  respiratory  system  as  a  result  of  deposition  of 
respirable  particles  in  the  lungs.  CO  decreases  the  ability  of  the  blood  to 
carry  oxygen.  VOCs  include  several  different  compounds  that  may  have 
varying  health  effects.  HAPs  are  specific  VOCs  and  particulates  posing  acute 
or  chronic  health  hazards.  HAPs  associated  with  pre-launch  and  post-launch 
processing  include  organic  HAPs  from  solvent  and  coating  use  and  hydrazine 
from  vehicle  fueling.  Organic  HAPs  have  compound-specific  health  hazards, 
such  as  irritation  of  the  eyes,  nose,  and  throat;  dizziness;  headaches;  and 
nausea.  Chronic  (long-term)  exposure  can  cause  damage  to  internal  organs; 
some  organic  HAPs  are  suspected  carcinogens.  Hydrazine  can  irritate  eyes, 
nose,  throat,  and  skin,  and  is  a  suspect  carcinogen.  Caustic  or  acidic 
pollutants,  such  as  NHs  or  HCI,  can  also  irritate  mucus  membranes. 

In  addition  to  causing  direct  health  effects,  VOCs  and  NOx  participate  in 
photochemical  reactions  to  cause  ground-level  ozone  (smog),  a  respiratory 
irritant. 
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4.10.1.1  Concept  A 


4.10.1.1.1  Concept  A  -  Cape  Canaveral  AS.  Potential  air  quality  impacts 
from  Concept  A  operations  could  result  from  the  general  sources  described  in 
Section  4.10.1 .  Vehicle  components  would  be  delivered  by  truck  and 
airplane;  emissions  from  both  forms  of  delivery  have  been  calculated  and 
compared  to  existing  mobile  source  emissions.  Fuels  used  in  the  Concept  A 
vehicles  would  include  kerosene  fuel  (RP-1),  cryogenic  gases  (LO2  and  LH2), 
hydrazines  (MMH  and  N2H4),  N2O4,  and  a  small  amount  of  PG-2.  Emissions 
from  the  handling  and  storage  of  these  fuels  have  been  calculated  and 
compared  to  existing  emissions. 

Facility  Construction 

Emissions  generated  by  facility  construction  activities  would  be  in  the  form  of 
either  gaseous  or  particulate  pollutant  emissions.  Gaseous  emissions  would 
occur  from  heavy-duty  construction  equipment  and  vehicle  travel  to  and  from 
the  site  by  construction  workers.  Emissions  would  consist  primarily  of 
combustion  products.  Particulate  matter  in  the  form  of  dust  emissions  would 
also  be  generated  during  the  construction  phase  from  excavation,  earth 
moving,  construction  of  buildings,  and  traffic  on  unpaved  surface  areas. 

Facility  construction  for  Concept  A  at  Cape  Canaveral  AS  would  involve 
extensive  renovation  and  some  new  construction  at  SLC-41 .  The  disturbed 
area  would  total  9.6  acres  (net  of  buildings),  including  5.6  acres  of  the 
SLC-41  site  and  the  4  acres  south  of  the  site  associated  with  construction  of 
the  assembly  facilities  and  transporter  rail.  All  calculations  were  made  on  the 
basis  of  average  emissions  per  year  over  the  construction  period. 

New  and  renovated  structures  within  the  disturbed  acreage  would  include 
four  support  operations  buildings  and  five  gas  or  propellant  storage/handling 
facilities.  Additional  buildings  on  station,  but  remote  from  the  launch  site, 
have  also  been  scheduled  for  renovations  and  were  included  in  all 
calculations.  Square  footage  of  all  individual  structures  has  been  estimated 
from  scale  site  plan  drawings  considering  facilities  with  similar  purposes  at 
other  military  properties.  Total  new  building  floor  space  would  be 
approximately  369,800  square  feet.  The  surface  area  associated  with  paving 
modifications  includes  the  sum  of  a  factor  for  new  pavement  related  to  new 
building  construction,  plus  all  pavement  that  would  be  renovated  for  road  and 
utility  improvements.  Sources  for  construction  factors  include  The  R.  S. 
Means  Building  Construction  Cost  Data  Index  (1997)  and  actual  ratios  from 
at  other  government  facilities  (see  Appendix  J).  Construction-related 
emissions  for  Concept  A  activities  are  provided  in  Table  4.10-1 . 

Local  concentrations  of  criteria  pollutants  would  increase  during  the 
construction  phase.  The  PM10  emissions  during  the  construction  period 
would  cause  slightly  elevated  levels  of  PM10  in  the  immediate  vicinity  of  the 
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Table  4.10-1.  Construction-Related  Emissions  -  Concept  A,  Cape  Canaveral  AS 
Average  Annual  Emissions  Over  Construction  Period 


VOC 

NOx 

CO 

SO2 

PM  10 

Grading  Equipment  (Ibs/day) 

1.2 

7.7 

1.7 

0.5 

1.3 

Asphalt  Paving  (Ibs/day) 

0.0 

0.0 

0.0 

0.0 

0.0 

Stationary  Equipment  (Ibs/day) 

31.7 

25.9 

5.6 

1.7 

1.5 

Mobile  Equipment  (Ibs/day) 

30.2 

301.0 

306.1 

17.2 

22.7 

Architectural  Coatings  (Ibs/day) 

35.4 

0.0 

0.0 

0.0 

0.0 

Total  Emissions  (Ibs/day) 

99.0 

337.6 

313.4 

19.4 

25.5 

Total  Emissions  (tpy) 

11.4 

38.8 

36.0 

2.2 

2.9 

Construction  Commuter 

1.7 

2.7 

12.9 

0.1 

6.4 

Automobiles  (tpy) 

Total  Construction-Related 

13.1 

41.5 

48.9 

2.3 

9.3 

Activities  (tpy) 

Brevard  County  1995  Total 

24,983 

26,122 

134,743 

27,524 

35,090 

(tpy,  for  comparison) 

CO  =  carbon  monoxide 

lbs  =  pounds 

NOx  =  nitrogen  oxides 

PMio  =  particulate  matter  equal  to  or  less  than  10  microns  in  diameter 

SO2  =  sulfur  dioxide 

tpy  =  tons  per  year 

VOC  =  volatile  organic  compound 


work  site.  However,  particulate  matter  concentrations  would  fall  off  rapidly 
with  distance  from  the  construction  site;  the  distance  of  particulate  fallout 
would  depend  on  the  wind  speed  at  the  time.  Further,  these  increased 
concentrations  would  occur  only  temporarily,  during  construction,  and  would 
decrease  again  after  construction  is  completed. 

Dust  from  construction  activities  should  have  minimal  impacts  on  local 
communities  either  on  or  off  site,  based  on  the  assumption  that  the  dust 
from  construction  would  be  periodic  and  disperse  relatively  quickly.  Exposure 
to  nuisance  dust  above  permissible  exposure  limits  (established  occupational 
health  and  safety  standards)  would  be  possible  but  unlikely  (based  on 
historical  and  expected  construction  activities).  If  exceedance  of  exposure 
limit  is  established,  health  and  safety  procedures  would  need  to  be 
implemented  by  the  construction  contractor(s)  to  minimize  emission  or 
exposure  to  dust  (e.g.,  respirator  protection,  limit  access  to  working  zones) 
and  to  maintain  compliance  with  OSHA  requirements.  Environmental 
regulations  may  require  use  of  wetting  agents  applied  to  road  surfaces  to 
minimize  total  suspended  particles. 

Brevard  County  currently  meets  the  FAAQS  and  NAAQS  for  ozone,  SO2, 

NOx,  CO,  and  PM10.  Because  the  area  is  in  attainment  for  these  pollutants, 
the  FDEP  has  not  been  required  to  establish  specific  emission  reduction 
measures.  Construction  emissions  of  criteria  pollutants  would  not  be 
sufficient  to  jeopardize  the  attainment  status  for  these  pollutants.  Baseline 
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emissions  in  Brevard  County  are  below  the  levels  that  would  cause 
nonattainment,  and  the  peak-year  construction  emissions  are  only  a  small 
fraction  of  the  baseline. 

The  U.S.  ERA  is  currently  drafting  a  revised  NAAQS,  which  would  include  a 
lower  standard  for  ozone,  and  a  standard  for  particles  less  than  2.5  microns 
in  diameter  (PM2.5).  Based  on  the  new  NAAQS,  the  attainment  status  of 
Brevard  County  may  change,  particularly  for  ozone.  Given  this  situation, 
emissions  of  ozone  precursors  (VOC  and  NOx)  should  be  minimized  to  prevent 
impacts  relative  to  standards  and  regulatory  thresholds  that  could  apply  in 
the  future. 

Although  no  impacts  have  been  identified,  emissions  could  be  reduced  by 
implementing  standard  procedures,  such  as  vigorous  water  application  during 
ground-disturbing  activities,  which  would  be  utilized  to  mitigate  fugitive  dust 
emissions  by  at  least  50  percent  (U.S.  Environmental  Protection  Agency, 
1985).  Decreasing  the  time  period  during  which  newly  graded  sites  are 
exposed  to  the  elements,  coupled  with  the  use  of  windbreaks,  could  further 
minimize  airborne  dust  concentrations.  Efficient  scheduling  of  equipment 
use,  implementation  of  a  phased  construction  schedule  to  reduce  the  number 
of  units  operating  simultaneously,  and  performance  of  regular  vehicle  engine 
maintenance  could  mitigate  combustive  emission  impacts.  Implementation  of 
these  measures  could  reduce  combustive  emission  and  air  quality  effects 
from  construction  activities  associated  with  the  Proposed  Action  by  1 0  to 
25  percent.  Emissions  of  VOC  from  architectural  coatings  could  be  mitigated 
by  selecting  coatings  with  low  VOC  content. 

Operations 

Pre-  and  Post-Launch  Processing.  Pre-  and  post-launch  processing  would 
result  in  minor  amounts  of  air  emissions  from  the  following  activities: 

•  Vehicle  preparation,  and  assembly 

•  Vehicle  fueling 

•  Mobile  sources  such  as  support  equipment,  commercial  transport 
vehicles  (including  trucks  and  aircraft),  and  personal  vehicles 

•  Point  sources  such  as  heating/power  plants,  generators, 
incinerators  and  storage  tanks. 

Emissions  from  pre-  and  post-launch  processing  include  criteria  pollutants  and 
toxic  or  irritant  pollutants  (including  HAPs).  Emissions  of  criteria  pollutants 
could  cause  or  contribute  to  the  nonattainment  of  NAAQS  or  FAAQS  for  the 
region.  Emissions  of  pollutants  can  also  cause  localized  health  effects. 


EELVFEIS 


4-89 


Vehicle  Preparation  and  Assembly.  The  manufacturing  of  Concept  A  vehicle 
components  occurs  off  site,  and  emissions  have  not  been  included  in  the 
scope  of  this  EIS.  The  components  arrive  complete,  requiring  only  final  on¬ 
site  safety  and  quality  checks  prior  to  assembly. 

Some  chemical  use  occurs  in  the  vehicle  preparation  and  assembly  stages,  as 
described  in  Section  4.6,  Hazardous  Materials  and  Hazardous  Waste 
Management.  Some  of  the  materials  used  would  evaporate,  resulting  in  air 
emissions.  Examples  of  these  air  emissions  sources  include:  solvents  from 
adhesives  and  coatings,  methylene  chloride  from  paint  remover,  and 
isopropanol  for  surface  cleaning.  Spray  painting  could  cause  a  small  amount 
of  particulate  emissions  from  airborne  paint  particles;  however,  these 
emissions  are  expected  to  be  minimal. 

In  addition  to  chemical  usage,  some  air  emissions  could  be  generated  from 
mechanical  processing.  For  example,  grinding  and  sanding  operations  could 
release  particulate  emissions.  However,  there  would  be  no  large-scale 
operations  that  would  generate  air  emissions,  and  therefore  emissions  from 
mechanical  processing  are  expected  to  be  minimal. 

Permitting  for  specific  pieces  of  preparation  and  assembly  equipment  must  be 
addressed  under  the  Florida  permitting  requirements  (FAC  62-210  through 
213).  Each  piece  of  equipment  must  comply  with  the  emission,  opacity, 
odor,  and  toxics  limits  in  these  regulations. 

Cape  Canaveral  AS  has  submitted  a  Title  V  Operating  Permit  application, 
which  is  under  review  by  the  FDEP.  If  the  EELV  program  proceeds  prior  to 
the  completion  of  FDEP  review  of  the  application,  new  stationary  sources 
associated  with  the  program  would  require  permitting  under  the  existing 
construction  and  operating  permit  program.  Cape  Canaveral  AS  could  then 
change  the  Title  V  Operating  Permit  application  to  accurately  reflect  any  new 
equipment.  If  the  EELV  program  is  implemented  after  completion  of  the 
FDEP  review,  new  stationary  source  equipment  would  either  be  addressed  or 
documented  as  minimal  under  the  operating  permit  program.  To  address  the 
changes,  an  amendment  to  the  Operating  Permit  would  be  required.  If  the 
changes  are  minimal,  they  could  be  implemented  without  a  permit  revision. 

The  contractor  has  committed  to  implementing  the  EELV  program  without  the 
use  of  any  Class  I  ODSs.  The  use  of  Class  II  ODSs  (for  refrigeration,  etc.) 
would  be  minimized  or  eliminated. 

Emissions  of  VOC  from  chemical  use  could  be  reduced  by  limiting  the  overall 
chemical  usage  in  preparation  at  Cape  Canaveral  AS.  Chemical  substitution 
could  minimize  the  usage  of  HAPs;  emissions  of  VOC  and  particulates  from 
post-launch  refurbishment  could  be  mitigated  by  designing  the  SLC  to 
minimize  refurbishment.  Emissions  of  VOCs  from  architectural  coatings  could 
be  mitigated  by  selecting  coatings  with  low  VOC  content. 
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Vehicle  Fueling.  Fueling  of  hydrogen  for  the  CUS  would  involve  some 
venting  of  hydrogen  during  bulk  fuel  transfer,  fuel  system  checkout,  and 
posMaunch  fuel  system  purging.  Vented  hydrogen  would  be  controlled  using 
a  flare,  which  uses  propane  as  auxiliary  fuel.  Emissions  of  combustion 
products  from  the  hydrogen  control  flares  were  estimated  using  ERA  AP-42 
standard  factors  for  external  combustion.  Emission  rates  would  be  very  small 
(significantly  less  than  1  ton/year  of  all  pollutants). 

ERA  AR-42  emission  factors  have  been  used  to  estimate  emissions  from  RR-1 
storage  and  fueling  for  the  common  booster(s).  Estimates  have  been  made 
for  working  emissions,  caused  by  filling  and  emptying  the  storage  tanks 
(including  line  purges),  and  breathing  emissions,  caused  by  daily  warming  and 
cooling  of  the  tanks  in  the  sunlight.  Because  RR-1  is  not  a  very  volatile  fuel, 
emissions  from  RR-1  storage  tanks  are  small  (about  50  pounds  per  year). 
Currently,  it  is  not  anticipated  that  vapor  control  would  be  necessary  for  RR-1 
storage  and  transfer  equipment  at  Cape  Canaveral  AS.  The  final 
determination  for  control  requirements  would  depend  on  the  results  of  the 
Florida  permitting  process. 

Emissions  from  hydrazine  and  N2O4  loading  would  be  controlled  by  a 
combination  of  sealed  transfer  systems,  wet  scrubbing,  and  oxidation.  The 
loading  of  MMH  used  in  the  SUS  would  be  controlled  using  the  existing  fuel 
vapor  incineration  system  (FVIS),  which  uses  propane  and  excess  air  to 
oxidize  the  MMH  into  CO2,  nitrogen  gas,  and  water.  The  FVIS  is  currently 
being  used  for  the  Titan  IVB  program  to  control  emissions  of  A-50.  The 
loading  of  N2O4  used  in  the  SUS  would  be  controlled  using  the  existing 
oxidizer  vapor  scrubber  system  (OVSS),  which  uses  a  25-percent  sodium 
hydroxide  solution  as  the  scrubbing  medium  in  a  4-tower,  1,500-gallon 
scrubber  system.  The  sodium  hydroxide  solution  converts  N2O4  into  aqueous 
sodium  nitrate  and  aqueous  sodium  nitrite. 

Hydrazine  emissions  are  listed  as  HAP  emissions.  Emission  rates  of  N2O4  are 
minimal  compared  to  other  sources  of  nitrogen  oxides  (much  less  than  1  ton 
per  year). 

After  vehicle  launch,  the  SLC  must  be  cleaned  and  repaired.  Surfaces  are 
cleaned  using  an  abrasive  blaster,  applying  ablative  coatings,  and  touching  up 
or  repainting  painted  surfaces.  Particulate  emissions  from  sandblasting  have 
been  estimated  based  on  estimated  abrasive  use  and  a  particulate  emission 
factor.  VOC  emissions  from  coatings  were  obtained  from  the  chemical  usage 
described  in  Section  4.6,  Hazardous  Materials  and  Hazardous  Waste 
Management,  and  an  estimated  evaporation  rate. 

Emissions  could  be  reduced  by  using  sealed  transfer  systems,  wet  scrubbing, 
and  oxidation  when  loading  hydrazine  and  N2O4.  The  final  determination  for 
control  devices  would  depend  on  the  results  of  the  Florida  permitting  process. 


EELVFEIS 


4-91 


Mobile  Sources.  Mobile  sources  of  emissions  for  the  baseline  include  vehicle 
deliveries,  vehicle  assembly  and  on-site  transport,  and  personal  automobile 
use  and  miscellaneous  supply  traffic. 

Vehicle  Deliveries.  Concept  A  vehicle  components  would  be  delivered  by 
truck  and  airplane.  Truck  emissions  have  been  calculated  using  pounds  of 
emissions  per  vehicle  mile  traveled.  Emission  factors  were  taken  from  the 
MOBILE  5a  and  PART5  computer  models;  emissions  from  required  escort  cars 
for  oversized  loads  were  calculated  similarly. 

Because  the  ROI  for  Cape  Canaveral  AS  includes  all  of  Brevard  County, 
transportation  emissions  have  been  calculated  for  all  Brevard  County 
vehicular  traffic  that  would  be  directly  related  to  the  EELV  program. 

Deliveries  made  by  truck  were  assumed  to  involve  round-trip  traffic  to  and 
from  the  northern  county  line  (50  percent)  or  the  southern  county  line 
(50  percent).  Travel  along  Interstate  95  was  assumed. 

It  was  assumed  that  aircraft  deliveries  would  be  made  using  a  C-17  aircraft. 
Emissions  from  the  C-17  aircraft  were  calculated  using  C-17A  aircraft 
emission  factors  associated  with  landing  and  take-off.  These  factors  are 
from  Pratt  &  Whitney  calculations  and  Procedures  for  Emission  Inventory 
Preparation,  Volume  IV:  Mobile  Sources,  ''Modifications  to  Guidance 
Document,  Chapter  5:  Emissions  from  Aircraft"  (U.S.  Environmental 
Protection  Agency,  1991).  Aircraft  would  be  used  to  transport  boosters  and 
CUSs.  It  was  assumed  that  one  aircraft  would  be  used  for  each  component 
delivered. 

Vehicle  Assembly  and  On-Site  Transport.  Assembly  of  the  vehicle 
components  and  on-site  transport  of  the  vehicle  involves  emissions  from 
mobile  sources,  several  of  which  are  standard  vehicles  (trucks,  forklifts). 
Emissions  from  these  sources  were  estimated  using  VMT  and  the  emission 
factors  available  in  the  MOBILE  5a  and  PART5  computer  models.  Other 
mobile  sources  (cranes,  specialized  transport  vehicles)  are  not  standard  and 
have  no  associated  standard  emission  factors.  Emissions  from  these  vehicles 
have  been  calculated  using  hours  of  operation,  rated  capacity  (in 
horsepower),  and  the  stationary  source  AP-42  emission  factors  for  the 
appropriate  engine  types.  Pollutant  activities  from  these  sources  are 
relatively  minor,  and  general  estimates  were  used  where  specific  data  were 
not  available. 

Personal  Automobile  Use  and  Miscellaneous  Supply  Traffic.  Emissions  from 
automobile  use  and  supply  traffic  were  calculated  based  on  both  on-site  and 
off-site  emissions.  The  method  of  calculation  is  based  on  VMT  and  the 
emission  factors  available  in  MOBILE5a  and  PART5  computer  models, 
discussed  in  detail  in  Section  3.10.2.  A  surge  in  automobile  traffic  prior  to 
launch  has  been  accounted  for  in  the  calculations. 
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Emissions  from  mobile  sources  could  be  mitigated  by  minimizing  trip 
occurrences  and  trip  lengths,  and  by  improving  emissions  controls  on  mobile 
sources.  Potential  operational  mitigation  measures  would  focus  on  land  use 
or  transportation  planning  and  management  measures  to  reduce  motor  vehicle 
pollution.  Types  of  potential  mitigation  measures  would  include:  (1)  use  of 
centralized  parking  areas  and  shuttle  systems  to  reduce  personal  vehicle  use 
on  station;  (2)  promotion  of  carpools  and  vanpools  by  providing  a  rider 
matching  service,  preferential  parking,  and  financial  incentives; 

(3)  improvements  such  as  bicycle  lanes,  storage  facilities,  and  showers  to 
increase  the  use  of  bicycling  as  a  mode  of  transportation;  and  (4)  omstation 
location  of  facilities  that  would  reduce  the  need  for  off-station  travel  (e.g., 
childcare  facilities,  cafeterias,  postal  machines,  automated  tellers).  These 
measures  would  reduce  VMT,  vehicle  trips,  and  peak-hour  travel,  and 
therefore  reduce  both  regional  and  localized  vehicle-related  emissions  of 
criteria  pollutants. 

Point  Sources.  Point  sources  would  include  combustion  sources,  such  as 
boilers  and  internal  combustion  engines.  There  would  be  no  new  fuel-fired 
boilers  or  heaters  for  this  concept;  some  existing  equipment  would  be  used. 
However,  some  propane  combustion  would  be  required  for  operation  of  the 
hydrogen  control  flare  and  the  FVIS.  Emissions  from  other  point  sources 
such  as  spray  booths  and  solvent  cleaning  equipment  have  been  included  in 
the  total  emission  calculations  for  vehicle  preparation  and  assembly. 
Permitting  for  specific  pieces  of  preparation  and  assembly  equipment  must  be 
addressed  under  the  Florida  permitting  requirements  {FAC  62-210  through 
213).  Stationary  sources  must  be  addressed  under  the  Title  V  program  to 
determine  whether  a  Title  V  permit  modification  would  be  required. 

Emissions  from  boilers  and  other  external  combustion  sources  were  estimated 
based  on  the  program's  estimated  utility  requirements.  Propane  usage  is 
provided  in  therms  per  day,  and  EPA  AP-42  emission  factors  were  used  to 
calculate  emission  estimates  from  combustion  of  propane. 

Emissions  from  internal  combustion  sources  have  been  estimated  based  on 
the  use  of  three  emergency  generators  (two  1,000  kW  and  one  350  kW) 
operating  an  assumed  52  hours/year  (one  weekly  one-hour  test);  and  three 
small  engines  (welders,  compressors)  of  50-brake  horsepower  each, 
operating  an  assumed  500  hours/year.  EPA  AP-42  emission  factors  have 
been  used  to  calculate  emissions  estimates  from  combustion  of  these 
sources. 

The  duration  and  magnitude  of  emissions  associated  with  vehicle  preparation 
and  assembly  are  such  that  any  increase  in  localized  air  pollutant 
concentrations  would  be  relatively  small  and  short-lived.  Local  effects  would 
be  consistent  with  the  effects  from  similar  light  industrial  activities. 

Exposure  to  pollutant  levels  in  the  ambient  air  above  permissible  exposure 
limits  would  be  possible  but  unlikely  (based  on  similar  historical  and  expected 
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operational  activities).  Any  health  risks  would  more  likely  be  associated  with 
improper  ventilation  of  pollutants.  Health  risks  to  on-site  personnel  could  be 
minimized  by  providing  proper  ventilation  of  pollutants  and  compliance  with 
OSHA  requirements. 

Regional  impacts  affecting  maintenance  of  ambient  air  quality  standards  must 
be  addressed  in  combination  with  other  sections  of  the  program.  These 
impacts  are  addressed  under  Regional  Air  Quality  Impacts,  and  are 
summarized  in  Table  4.10-5. 

Launch  Activities 


Launch  Emissions.  The  rapid  combustion  of  fuel  during  vehicle  launch 
produces  emissions.  The  release  of  unburned  fuel  and  the  generation  of  NOx 
from  the  heat  generated  by  launch  also  produce  emissions.  In  addition,  the 
baking  and  scouring  effect  of  the  launch  exhaust  on  the  launch  pad  may 
produce  a  small  amount  of  particulates  and  combustion  product  emissions. 

Concept  A  launch  vehicles  would  use  a  booster  that  burns  RP-1  and  LO2. 

The  composition  of  the  after-burning  emissions  is  very  similar  to  that  of  the 
Atlas  IIA  core  booster.  The  RD-180  engine  used  for  Concept  A  launches  has 
a  more  efficient  design  and  should  emit  lower  quantities  of  soot  and 
unburned  aromatic  hydrocarbons  from  unburned  propellant  than  other  motors 
currently  using  RP-1 .  In  contrast  to  the  Atlas  and  Delta  RP-1/LOx  engines, 
the  RD-180  is  a  staged,  closed-cycle  combustion  engine,  which  burns  all  fuel 
in  the  main  combustion  chamber,  thus  reducing  the  potential  for  soot 
formation.  Unburned  hydrocarbons  that  might  survive  the  high  temperatures 
of  the  combustion  chamber  would  be  afterburned  in  the  hot  region  in  the 
plume  outside  the  engines.  In  addition,  the  RD-180  does  not  have  a  gas 
generator  side  flow,  and  the  main  combustion  chamber  operates  at  a  much 
higher  pressure  than  those  of  the  Atlas  engines;  therefore,  soot  emissions 
would  be  reduced.  Launches  from  Cape  Canaveral  AS  are  primarily  GTO 
missions,  and  the  flight  trajectory  typical  of  such  a  mission  was  used  to 
estimate  the  amount  of  booster  mass  emitted  into  the  lower  atmosphere 
(0-3,000  feet).  The  launch  vehicles  would  spend  29  seconds  in  the  lower 
atmosphere  for  a  GTO  mission. 

The  chemicals  of  concern  include  the  tropospheric  criteria  pollutants  for 
which  NAAQS  apply  (NOx  as  NO2,  and  CO)  and  tropospheric  precursors  to 
ozone  (NOx  and  reactive  VOCs).  Table  4.10-2  summarizes  the  total  mass  of 
the  various  chemicals  of  concern  released  into  the  lower  atmosphere  from 
vehicle  exhaust  and  after-burning  during  a  GTO  mission. 

Localized  air  quality  impacts  were  assessed  using  the  REEDM  model.  REEDM 
produces  peak  puff  and  30-minute  average  concentration  estimates.  Many 
ambient  air  quality  standards  are  expressed  as  1  -,  8-,  and  24-hour  averages, 
or  an  instantaneous  ceiling.  Launch  emissions  occur  over  periods  of  minutes. 
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Table  4.10-2. 

Summary  of  Flight  Emissions  Deposited  in  the  Lower 
Atmosphere,  Concept  A'*’  (in  tons) 

Launch  Vehicle 

Particulate 

NOx 

CO 

VOC 

MLV-A 

0.0 

0.74 

0.0 

0.0 

MLV-D 

0.0 

0.74 

0.0 

0.0 

HLV-L 

0.0 

2.23 

0.0 

0.0 

HLV-G 

0.0 

2.23 

0.0 

0.0 

Note:  (a)  Assumes  a  geosynchronous  transfer  orbit  mission. 

CO  =  carbon  monoxide 

HLV  =  heavy  lift  variant 

MLV  =  medium  lift  variant 

NOx  =  nitrogen  oxides 

VOC  =  volatile  organic  compound 

and  the  launch  plume  rapidly  clears  the  pad.  An  8-hour  average 
concentration  was  developed,  assuming  air  quality  impacts  during  30  minutes 
of  the  8-hour  period.  A  maximum  8-hour  average  was  developed  by  dividing 
the  30-minute  average  by  16.  REEDM  can  also  predict  a  peak  puff 
concentration  estimate  as  the  puff  moves  over  the  receptor  site.  Tables  for 
peak  hourly  and  daily  CO  and  NOx  predictions  were  produced.  Rather  than 
producing  tables  of  each  toxic  hydrazine  compound,  the  concentrations  were 
summed  for  all  hydrazine  compounds.  Separate  tables  of  NHa  concentrations 
were  compiled  when  relevant,  and  tables  for  peak  puff  HCI  concentrations 
were  also  compiled. 

In  practice,  the  REEDM  results  are  factored  into  the  local  range  safety  risk 
management  and  launch  decision  models  before  a  launch  is  allowed  to 
proceed  (see  Section  3.7,  Health  and  Safety). 

The  REEDM  modeling  exercises  should  be  interpreted  as  screening  tools;  a 
systematic  search  for  the  worst-case  meteorology  beyond  simple  low  wind 
speed  conditions  was  not  conducted.  The  worst-case  modeling  scenario 
depends  on  a  number  of  factors  including  where  the  receptors  of  importance 
are  located  relative  to  the  launch  pad,  the  vertical  profile  of  wind  speed  and 
direction,  the  atmospheric  stability  and  the  height  of  the  mixed  layer,  and  the 
stability/thickness  of  any  capping  inversion. 

The  predicted  incremental  concentrations  for  nominal  (normal)  launches  for 
Concept  A  vehicles  are  presented  in  Table  4.10-3. 

Table  4.10-3  indicates  that  since  the  launch  would  be  a  transient  source,  the 
8-hour  average  CO  concentration  increment  would  only  be  a  small  fraction  of 
the  NAAQS  and  FAAQS. 

The  NAAQS  for  NOx  is  an  annual  standard,  and  the  annual  average  is  not 
substantially  perturbed  by  the  transient  releases  from  launches.  For  a 
consistent  per-launch  comparison,  the  Permissible  Exposure  Level  (PEL)  is 
shown,  although  this  limit  is  not  directly  applicable  to  the  EELV 
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Table  4.10-3.  Summary  of  REEDM-Predicted  Ambient  Air  Concentration  Increments  During 

Nominal  Launches,  Concept  A 


CO 

Peak  8-hour  average  concentration 
increment  (ppm) 

NAAQS/FAAQS 

8-hour  average  (ppm) 

MLV-D 

0.0 

9 

MLV-A 

0.0 

9 

HLV-L 

0.0 

9 

HLV-G 

0.0 

9 

Maximum  1-hour  average  concentration 

OSHA  PEL'"' 

NOx 

Increment  (ppm) 

ceiling  (ppm) 

MLV-D 

0.013 

5 

MLV-A 

0.013 

5 

HLV-L 

0.025 

5 

HLV-G 

0.025 

5 

Note:  (a)  There  is  an  annual  NAAQS  for  NOx;  however,  OSHA  PELs  are  shown  to  provide  a  consistent 

per-launch  comparison 

CO 

= 

carbon  monoxide 

FAAQS 

= 

Florida  Ambient  Air  Quality  Standards 

HLV 

= 

heavy  lift  variant 

MLV 

medium  lift  variant 

NAAQS 

= 

National  Ambient  Air  Quality  Standards 

NOx 

= 

nitrogen  oxides 

OSHA 

= 

Occupational  Safety  and  Health  Administration 

PEL 

= 

Permissible  Exposure  Level 

ppm 

= 

parts  per  million 

REEDM 

Rocket  Exhaust  Effluent  Dispersion  Model 

program.  The  PEL  is  a  worker  exposure  limit;  EELV  program  activities  are  not 
required  to  comply  with  this  limit.  The  PEL  is  from  the  federal  OSHA 
standards  codified  under  Title  29  CFR  1910,  Subpart  Z.  For  conservative 
purposes,  it  has  been  assumed  that  all  NO  in  NOx  is  converted  to  NO2  rapidly. 
In  the  absence  of  an  applicable  regulatory  standard,  the  results  indicate  that 
the  predicted  NOx  maximum  30-minute  average  {NO  +  NO2)  concentration 
Increment  would  be  a  small  fraction  of  the  OSHA  PEL. 

Launches  are  discrete  events  that  cause  short-term  impacts  on  local  air 
quality.  Because  launches  are  infrequent,  and  winds  will  rapidly  disperse  and 
dilute  the  launch  emissions  to  background  concentrations,  long-term  effects 
from  pollutants  are  not  expected. 

Additional  details  and  modeling  results  are  presented  in  Appendix  J.  Regional 
impacts  affecting  maintenance  of  ambient  air  quality  standards  must  be 
addressed  in  combination  with  other  sections  of  the  program. 

Launch  Failure  Emissions.  In  addition  to  scheduled  launches,  on  rare 
occasions,  a  launch  could  fail.  Such  a  failure  would  result  in  deflagration,  in 
which  the  fuel  from  all  stages  is  explosively  burned.  Deflagrations  result  in  a 
hot,  buoyant  ground  cloud  that  is  dispersed  in  the  first  10,000  feet. 

Although  the  release  of  pollutants  Is  an  unscheduled  event,  it  is  important  to 
consider  the  air  quality  impacts  and  any  consequent  risks  that  may  arise. 

The  air  quality  concentrations  of  criteria  pollutants  normally  released  during  a 
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successful  launch  might  be  larger  for  an  aborted  launch.  An  even  more 
important  concern  is  that  there  may  be  significant  concentrations  of  toxic 
compounds  that  are  normally  released  at  much  higher  flight  elevations,  or 
that  are  released  only  because  of  uncontrolled  combustion  processes.  The 
toxic  compounds  in  the  ground  cloud  can  drift  downwind  and  pose  some 
degree  of  threat  to  at-risk  animal  and  plant  populations. 

Emissions  from  launch  failures  have  been  estimated  using  the  Aerospace 
fireball  deflagration  model  (Brady  et  al.,  1997)  (Table  4.10-4).  This  model 
estimates  the  fate  of  the  propellants  and  oxidants  that  are  on  board  the 
vehicle.  For  the  model  runs,  it  was  assumed  that  deflagration  would  occur 
on  the  launch  pad.  The  possible  fates  of  the  propellants  and  oxidants  are 
(1)  combustion  reaction  with  other  propellants  producing  chemicals  of 
concern  and  other  reaction  products;  (2)  thermal  decomposition  due  to  the 
high  temperatures  in  the  fireball;  and  (3)  secondary  non-combustion 
conversion  to  a  chemical  of  concern  or  some  other  reaction  product.  The 
fractional  masses  of  each  propellant  and  oxidant  for  each  fate  were  estimated 
utilizing  the  fireball  model  and  then  input  into  the  REEDM  model.  The  total 
emissions  resulting  from  the  deflagration  fireball  were  estimated  from  the  fate 
mass  fractions  and  the  total  load  of  propellants  and  oxidants  on  the  vehicle. 

Concept  A  chemical  of  concern  emissions  from  deflagration  for  each  vehicle 
are  summarized  in  Appendix  J. 

NHs  was  predicted  by  REEDM  for  the  MLV-A  and  HLV-G  abort  scenarios.  In 
the  absence  of  an  applicable  regulatory  standard,  the  OSHA  PEL  is  shown  for 
comparison,  although  it  does  not  directly  apply.  The  incremental 
concentrations  are  typical  of  rural  ambient  concentrations  and  would  not 
pose  any  short-term  health  hazards. 

For  MLV-A  and  HLV-G  vehicles,  REEDM  did  not  predict  NO  or  NO2 
incremental  concentrations  during  an  abort.  In  the  absence  of  an  applicable 
regulatory  standard,  the  results  indicate  that  the  predicted  NOx  concentration 
increment  would  be  a  small  fraction  of  the  OSHA  PEL. 

Hydrazine  compound  concentrations  have  been  estimated  by  REEDM  for 
aborts  of  each  launch  vehicle.  In  the  absence  of  an  applicable  regulatory 
standard,  the  OSHA  PEL  is  shown  for  comparison.  The  maximum 
concentrations  of  hydrazine  compounds  are  actually  predicted  for  the  smaller 
launch  vehicle,  possibly  due  to  increased  buoyancy  making  the  final 
centerline  height  larger  and  the  ground  level  concentrations  smaller. 

Regional  Air  Quality  Impacts 

Regional  air  quality  impacts  are  best  summarized  by  totaling  the  emissions  in 
the  ROI  associated  with  the  program.  Criteria  pollutants  are  of  concern  for 
long-term  impacts  over  the  entire  air  quality  region  (Brevard  County). 
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Table  4.10-4.  Summary  of  REEDM-Predlcted  Ambient  Air  Concentration  Increments  During 
_ Aborted  Launches,  Concept  A _ 


Peak  8-hour  average  concentration 

NAAQS/FAAQS 

CO 

increment  (ppm) 

8-hour  average  (ppm) 

MLV-D 

0.225 

9 

MLV-A 

0.130 

9 

HLV-L 

0.413 

9 

HLV-G 

0.244 

9 

Maximum  30-minute  average  concentration 

OSHA  PEL'"’ 

NOx 

increment  (ppm) 

ceiling  (ppm) 

MLV-D 

0.227 

5 

MLV-A 

NA 

5 

HLV-L 

0.139 

5 

HLV-G 

NA 

5 

Maximum  30-minute  average  concentration 

OSHA  PEL'"’ 

NH3 

increment  (ppm) 

8-hour  average  (ppm) 

MLV-D 

NA 

50 

MLV-A 

0.004 

50 

HLV-L 

NA 

50 

HLV-G 

0.003 

50 

Hydrazine 

Maximum  30-minute  average  concentration 

OSHA  PEL'"’ 

Compounds 

increment  (ppm) 

8-hour  average  (ppm) 

MLV-D 

0.025 

1 

MLV-A 

NA 

1 

HLV-L 

0.015 

1 

HLV-G 

NA 

1 

Note:  (a)  OSHA  PELs  are  provided  for  hazard  comparison  purposes  only.  Although  there  is  an  annual  NAAQS 


for  NOx,  OSHA  PELs  are  shown  for  a  consistent  per-launch  comparison. 


CO 

= 

carbon  monoxide 

FAAQS 

= 

Florida  Ambient  Air  Quality  Standards 

HLV 

= 

heavy  lift  variant 

MLV 

= 

medium  lift  variant 

NA 

= 

not  applicable 

NAAQS 

= 

National  Ambient  Air  Quality  Standards 

NH3 

= 

ammonia 

NOx 

= 

nitrogen  oxides 

OSHA 

Occupational  Safety  and  Health  Administration 

PEL 

Permissible  Exposure  Level 

ppm 

= 

parts  per  million 

REEDM 

= 

Rocket  Exhaust  Effluent  Dispersion  Model 

Annual  emission  rates  depend  on  the  proposed  launch  schedule  (see 
Table  2.1-3).  The  emission  summary  for  selected  years  from  2001  to  2020 
is  presented  in  Appendix  J.  The  year  of  peak  emissions  into  the  lower 
atmosphere  at  Cape  Canaveral  AS  is  2015  (Table  4.10-5). 

Peak-year  operation  emissions  of  criteria  pollutants  would  not  jeopardize  the 
attainment  status  for  these  pollutants,  assuming  that  the  attainment  status 
criteria  are  the  same  in  2015  and  everything  else  remains  equal  in  Brevard 
County.  Current  baseline  emissions  in  Brevard  County  are  below  the  levels 
that  would  cause  nonattainment,  and  the  peak-year  operation  emissions 
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Table  4,10-5.  Emission  Comparison  -  Concept  A,  Cape  Canaveral 


Emissions  (in  tons)^^^ 


VOC 

X 

0 

CO 

SO2 

PMio 

Launches 

0.0 

18.5 

0.0 

0.0 

0.0 

Preparation,  Assembly,  and 

18.0 

0.0 

0.0 

0.0 

7.6 

Fueling 

Mobile  Sources 

5.1 

15.0 

38.9 

0.6 

43.0 

Point  Sources 

0.3 

4.6 

0.9 

0.2 

0.3 

Total 

23.4 

38.0 

39.8 

0.8 

50.9 

Brevard  County  1 995 

24,983 

26,122 

134,743 

27,524 

35,090 

Total  (for  comparison) 


Notes:  (a)  Includes  emissions  into  the  lower  atmosphere  (<3,000  feet)  only. 

(b)  Emissions  are  based  on  launch  rates  shown  in  Table  2.1-3  for  the  peak  emissions  year  at 
Cape  Canaveral  AS  (2015) 

CO  =  carbon  monoxide 
NOx  =  nitrogen  oxides 

PMio  =  particulate  matter  equal  to  or  less  than  10  microns  in  diameter 

SO2  =  sulfur  dioxide 

VOC  =  volatile  organic  compound 


would  be  only  a  small  fraction  of  the  county  baseline.  In  addition,  based  on 
current  emissions  estimates.  Concept  A  would  result  in  a  reduction  of 
emissions  from  the  baseline  for  all  criteria  pollutants. 

4.10.1.1.2  Concept  A  -  Vandenberg  AFB.  Localized  air  quality  impacts  can 
be  addressed  for  Vandenberg  AFB  in  a  manner  similar  to  that  used  for  Cape 
Canaveral  AS  using  methods  described  in  Appendix  J.  Because  of  the 
attainment  status  and  regulatory  framework  at  Vandenberg  AFB,  regional  air 
quality  impacts  must  be  assessed  using  additional  thresholds  and  criteria,  as 
described  below. 

Vandenberg  AFB  is  situated  in  an  area  designated  by  the  ERA  as  being  in 
nonattainment  of  the  ozone  standard.  The  EELV  program  at  this  location 
would  need  to  comply  with  air  conformity  requirements  as  defined  in  40  CFR, 
51  Subpart  W,  Section  176(c)  of  the  CAA.  The  conformity  rule  defines  the 
applicability  criteria,  including  several  source  exemptions  and  de  minimis 
emission  thresholds,  which  determine  if  a  federal  action  in  a  nonattainment 
area  must  conform  or  is  exempt  from  conforming  with  the  applicable  SIP.  If 
the  total  of  indirect  and  direct  emissions  of  a  criteria  pollutant  in 
nonattainment  exceeds  the  defined  de  minimis  thresholds,  a  formal  Air 
Conformity  Determination  is  required.  Requirements  of  an  Air  Conformity 
Determination  include  a  public  participation  process  and  the  demonstration  of 
conformity  with  the  SIP.  General  conformity  prohibits  the  federal 
government  from  engaging  in  an  activity  that  does  not  conform  to  the 
applicable  SIP.  Completion  of  an  air  conformity  applicability  analysis  or  an 
Air  Conformity  Determination  does  not  exempt  the  federal  action  from  any 
other  requirements  of  the  applicable  SIP,  the  NEPA,  or  the  CAA.  Appendix  K 


EELVFEIS 


4-99 


presents  the  required  air  conformity  applicability  analysis  for  the  EELV 
program  at  Vandenberg  AFB. 

Changes  associated  with  the  EELV  program  would  need  to  be  documented  in 
the  ENVVEST  reporting  for  Vandenberg  AFB.  Specifically,  emissions  from 
any  stationary  sources  associated  with  EELV  activities  would  need  to  be 
reported  as  part  of  the  emissions  from  a  source  group.  If  emissions  from  any 
source  group  exceed  applicable  Title  V  permitting  minimums,  implementation 
of  the  ENVVEST  program  can  be  affected. 

Under  the  current  Rule  1301  source  groups,  the  EELV  stationary  sources 
would  likely  fall  under  either  the  designation  "Range  Group"  or  "Commercial 
Space."  Actual  emissions  from  each  source  group  for  1994  are  summarized 
in  the  table  "Summary  of  Actual  Emissions  by  SIC  Major  Group  Code," 
prepared  by  U.S.  Air  Force  on  April  24,  1997,  and  included  in  Appendix  J. 
Based  on  this  summary,  NOx  emissions  from  the  "Range  Group"  source  group 
were  20.3  tons  for  1994,  compared  to  a  Rule  370  threshold  of  25  tons. 
Emissions  of  NOx  from  this  group  can  therefore  increase  by  4.7  tons  before 
the  ENVVEST  program  is  affected.  The  NOx  emissions  from  the  "Commercial 
Space"  source  group  were  0.3  ton  for  1994;  emissions  from  this  group  can 
therefore  increase  by  24.7  tons  before  the  ENVVEST  program  is  affected. 

The  Concept  A  contractor  plans  to  use  existing  boilers  and  heaters  (NOx 
sources)  for  this  program.  The  existing  boilers  and  heaters  will  be  used  for 
the  EELV  program  instead  of  their  current  uses.  The  total  estimated 
emissions  of  NOx  from  these  point  sources  is  4.5  tons  per  year,  as  shown  in 
Table  4.10-10.  These  emissions  will  replace  the  baseline  emissions 
(emissions  associated  with  the  current  Atlas,  Delta,  and  Titan  programs). 

The  total  estimated  baseline  emissions  of  NOx  from  point  sources  is  8.1  tons, 
as  shown  in  Table  3.10-9.  Therefore,  implementing  the  Concept  A  EELV 
program  is  expected  to  decrease  NOx  emissions  by  3.6  tons  per  year. 

Because  total  emissions  are  expected  to  decrease,  the  EELV  activities  are  not 
likely  to  negatively  impact  implementation  of  the  ENVVEST  program. 

Facility  Construction 

Facility  construction  for  Concept  A  operations  at  Vandenberg  AFB  would 
involve  major  renovation  and  selective  new  construction  at  SLC-3W.  Major 
modifications  would  involve  disturbing  approximately  33  acres  within  the 
fence  line  at  SLC-3W.  Stripping,  excavating,  site  clearing,  backfilling,  and 
compaction  are  expected  to  take  place  on  about  16  acres  per  year. 

Ultimately,  a  total  of  78,226  square  feet  has  been  assumed  to  require 
repaving.  A  combined  total  of  195,565  square  feet  of  buildings  and  other 
structures  would  be  constructed  or  renovated.  Most  of  the  construction 
would  involve  modifications  to  existing  structures  within  the  SLC-3W 
fenceline. 
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Emissions  of  pollutants  were  developed  as  described  in  Appendix  J. 
Climatological  parameters  used  in  the  calculation  reflect  wind  speed  and 
rainfall  days  appropriate  to  the  Los  Angeles,  California,  area  (Table  4.10-6). 


Table  4.10-6.  Construction-Related  Emissions  -  Concept  A,  Vandenberg  AFB 
Average  Annual  Emissions  Over  Construction  Period 


Equipment 

VOC 

NOx 

CO 

S02 

PMio 

Grading  Equipment  (Ibs/day) 

3.3 

28.2 

19.3 

13.4 

2.3 

Asphalt  Paving  (Ibs/day) 

0.5 

3.3 

4.9 

4.9 

0.2 

Stationary  Equipment 

6.8 

14.8 

150.1 

1.7 

12.6 

(Ibs/day) 

Mobile  Equipment  (Ibs/day) 

15.6 

87.6 

77.7 

1.8 

12.4 

Architectural  Coatings 

9.5 

0.0 

0.0 

0.0 

0.0 

(Ibs/day) 

Total  Emissions  (Ibs/day) 

35.7 

133.9 

252.0 

21.8 

27.5 

Total  Emissions  (tpy) 

4.1 

15.4 

29.0 

2.5 

3.2 

Construction  Commuter 

1.7 

1.7 

19.6 

0.1 

8.0 

Automobiles  (tpy) 

Total  Construction-Related 

5.8 

17.1 

48.6 

2.6 

11.2 

Activities  (tpy) 

Santa  Barbara  County  1 990 

51,015 

18,222 

83,844 

1,301 

43,546 

Total'*' 

Santa  Barbara  County  1 995 

44,664 

13,994 

102,509 

1,290 

29,374 

Total  (tpy,  for  comparison) 


Note:  (a)  The  1990  and  1995  inventory  reporting  structures  differ  according  to  the  Santa  Barbara 
County  Air  Pollution  Control  District. 

CO  =  carbon  monoxide 

lbs  =  pounds 

NOx  =  nitrogen  oxides 

PMio  =  particulate  matter  equal  to  or  less  than  10  microns  in  diameter 

SO2  =  sulfur  dioxide 

tpy  =  tons  per  year 

VOC  =  volatile  organic  compound 


In  addition  to  emissions  that  are  directly  construction-related,  there  would  be 
emissions  associated  with  commuter  traffic  (see  Appendix  J). 

Local  concentrations  of  criteria  pollutants  would  increase  during  the 
construction  phase  as  described  in  Section  4.10.1 .1 .1 .  Dust  from 
construction  activities  should  have  minimal  impacts  on  local  communities  on- 
and  off-site.  Impacts  would  be  similar  to  those  discussed  for  Cape  Canaveral 
AS  in  Section  4.10.1.1.1. 

The  expected  emissions  of  ozone  precursors  (VOC  and  NOx)  and  PMio  from 
construction  are  small  compared  with  the  county  baseline.  However,  since 
the  SCCAB  is  in  non-attainment  for  ozone  and  PMio  for  state  standards, 
these  emissions  would  still  be  mitigated  to  the  extent  feasible. 
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Construction  emissions  of  SO2,  NOx,  and  CO  would  not  jeopardize  the 
attainment  status  for  these  pollutants.  Baseline  emissions  in  the  SCCAB  are 
below  levels  that  would  cause  nonattainment,  and  the  peak-year  construction 
emissions  are  only  a  small  fraction  of  the  county  baseline. 

According  to  SBCAPCD  Rule  202,  permits  are  not  required  for  engines  used 
in  construction  activities.  However,  if  the  combined  emissions  from  all 
construction  equipment  used  to  construct  a  stationary  source  that  requires  a 
permit  have  the  potential  to  exceed  25  tons  per  year  of  SO2,  NOx,  PM10,  or 
VOC,  emissions  offsets  must  be  obtained  and  the  owner  must  demonstrate 
that  no  ambient  air  quality  standard  would  be  violated. 

Measures  to  reduce  emissions  during  the  construction  phase  would  be  similar 
to  those  discussed  for  Cape  Canaveral  AS. 

Operations 

Pre-  and  Post-launch  Processing.  Pre-  and  post-launch  processing  for 
Concept  A  operations  at  Vandenberg  AFB  would  result  in  minor  amounts  of 
air  emissions  from  activities  similar  to  those  described  in  Section  4.10.1.1.1. 
Emissions  of  criteria  pollutants  could  cause  or  contribute  to  the 
nonattainment  of  NAAQS  or  CAAQS  for  the  region.  Emissions  of  pollutants 
can  also  cause  localized  health  effects. 

Vehicle  Preparation  and  Assembly.  Procedures  for  vehicle  preparation  and 
assembly  would  be  similar  to  those  described  in  Section  4.10.1.1.1. 
Permitting  for  specific  pieces  of  preparation  and  assembly  equipment  must  be 
addressed  under  the  California  regional  permitting  requirements  (SBCAPCD 
Regulation  II).  The  use  of  toxic  chemicals  must  be  addressed  under  CCR 
17-93000  et  seq.  (Toxic  Air  Contaminants);  an  Air  Toxics  "Hot  Spots" 
questionnaire  may  need  to  be  submitted.  Changes  would  need  to  be 
documented  in  the  ENVVEST  reporting  and  could  affect  the  status  of 
Vandenberg  AFB  with  regard  to  operating  permit  requirements. 

Measures  to  reduce  emissions  would  be  taken  during  vehicle  preparation  and 
assembly  similar  to  those  discussed  for  Cape  Canaveral  AS. 

Vehicle  Fueling.  Fueling  of  hydrogen  for  the  CUS  involves  some  venting  of 
hydrogen  during  bulk  fuel  transfer,  fuel  system  checkout,  and  post-launch 
fuel  system  purging.  Emissions  of  combustion  products  from  the  hydrogen 
control  flares  have  been  estimated  as  described  in  Section  4.10.1.1.1. 

Emission  from  RP-1  storage  and  fueling  were  estimated  as  described  for  Cape 
Canaveral  AS  in  Section  4.10.1.1.1,  and  emissions  would  be  minimal  (less 
than  50  pounds  per  year).  Existing  RP-1  storage  and  handling  equipment  at 
SLC-3W  has  been  permitted  under  Operating  Permit  7397-03.  This  permit 
may  need  to  be  modified  to  allow  for  the  changes  in  equipment  and  increased 
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throughput  (over  the  current  234,000-gallon-per-year  limit).  There  are  no 
vapor  control  requirements  for  the  existing  RP-1  equipment.  The  final 
determination  for  control  requirements  for  the  new  equipment  would  depend 
on  the  results  of  the  SBCAPCD  permitting  process. 

A  combination  of  sealed  transfer  systems  and  portable  scrubbers  would  be 
used  to  control  emissions  from  hydrazine  and  N2O4  loading.  The  loading  of 
MMH  used  in  the  SUS  would  be  controlled  using  an  existing  portable  bubble- 
cap  scrubber,  which  uses  water  to  trap  hydrazine  fuels.  An  existing  portable 
scrubber  similar  to  the  oxidizer  vapor  scrubber  system  used  for  Titan  IV 
operations  would  be  used  to  control  the  loading  of  N2O4  used  in  the  SUS. 

Emissions  of  hydrazine  are  listed  as  HAP  emissions.  Emissions  of  N2O4  are 
minimal  compared  to  other  sources  of  nitrogen  oxides  (much  less  than  1  ton 
per  year).  The  wet  scrubbing  systems  have  been  permitted  by  SBCAPCD; 
these  permits  may  need  to  be  modified  to  reflect  the  change  in  operations. 

After  vehicle  launch,  the  SLC  must  be  cleaned  and  repaired.  Surfaces  are 
cleaned  using  a  wire  brush  system,  ablative  coatings  are  applied,  and  painted 
surfaces  are  touched  up  or  repainted.  Particulate  emissions  from 
sandblasting  were  estimated  based  on  typical  abrasive  use  and  a  particulate 
emission  factor,  with  an  estimated  90-percent  emissions  reduction  due  to  use 
of  wire  brushes  instead  of  an  abrasive  blast  system.  VOC  emissions  from 
coatings  were  obtained  from  the  chemical  usage  described  in  Section  4.6, 
Hazardous  Materials  and  Hazardous  Waste  Management,  and  an  estimated 
evaporation  rate. 

Emissions  from  the  vehicle  fueling  operations  could  be  reduced  through  the 
same  measures  described  for  Cape  Canaveral  AS.  The  final  determination  for 
control  devices  would  depend  on  the  results  of  the  SBCAPCD  permitting 
process. 

Mobile  Sources.  Mobile  sources  of  emissions  would  be  the  same  as 
described  in  Section  4.10.1.1.1. 

Vehicle  Deliveries 


Concept  A  vehicle  components  would  be  delivered  by  truck  and  aircraft. 
Emissions  have  been  calculated  as  described  in  Section  4.10.1.1.1.  Emission 
factors  were  taken  from  the  EMFAC  7f  and  PART5  computer  models; 
emissions  from  required  escort  cars  for  oversized  loads  were  calculated 
similarly. 

Because  the  ROI  for  Vandenberg  AFB  includes  all  of  the  SCCAB, 
transportation  emissions  have  been  calculated  for  all  vehicular  traffic  in  Santa 
Barbara,  San  Luis  Obispo,  and  Ventura  counties  directly  related  to  the  EELV 
program. 
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Deliveries  made  by  truck  were  assumed  to  involve  round-trip  traffic  to  and 
from  the  northern  San  Luis  Obispo  County  line  (50  percent)  or  the  eastern 
Ventura  County  line  (50  percent). 

Aircraft  emissions  were  estimated  using  the  procedures  described  for  Cape 
Canaveral  AS  in  Section  4.10.1.1.1. 

Vehicle  Assembly  and  On-Site  Transport.  Assembly  of  the  vehicle 
components  and  on-site  transport  of  the  vehicle  would  Involve  emissions 
from  mobile  sources  (see  Section  4.10.1.1.1).  Emissions  from  these  sources 
were  estimated  using  VMT  and  the  emission  factors  available  in  the  EMFAC 
7f  and  PART5  computer  models.  Other  mobile  sources  emissions  were 
calculated  as  described  in  Section  4.10.1.1.1. 

Personal  Automobile  Use  and  Miscellaneous  Supply  Traffic.  Emissions  from 
automobile  use  and  supply  traffic  were  calculated  based  on  both  on-  and  off¬ 
site  emissions.  Emissions  were  calculated  using  VMT  and  the  emission 
factors  available  in  the  EMFAC  7f  and  PART5  computer  models.  A  surge  in 
automobile  traffic  prior  to  launch  has  been  accounted  for  in  the  calculations. 

Emissions  from  mobile  sources  could  be  reduced  by  minimizing  trip 
occurrences  and  trip  lengths,  and  by  improving  emissions  controls  on  mobile 
sources,  as  described  In  Section  4.10.1.1.1. 

Point  Sources.  Point  sources  would  include  combustion  sources,  such  as 
boilers  and  internal  combustion  engines  (see  Section  4.10.1.1.1).  Also, 
some  equipment  currently  at  Vandenberg  AFB  would  be  used  for  the  EELV 
program.  Emissions  from  other  point  sources  such  as  spray  booths  and 
solvent  cleaning  equipment  have  been  included  in  the  total  emission 
calculations  for  vehicle  preparation  and  assembly.  Permitting  for  specific 
pieces  of  preparation  and  assembly  equipment  must  be  addressed  under  the 
SBCAPCD  permitting  requirements  (Regulation  II),  and  changes  must  be 
reflected  in  the  ENVVEST  reporting. 

Emissions  from  boilers  and  other  external  combustion  sources  were  estimated 
based  on  the  estimated  utility  requirements  for  the  program.  Natural  gas 
usage  is  provided  in  therms  per  day,  and  general  EPA  AP-42  emission  factors 
were  used  to  estimate  emissions  from  combustion  of  natural  gas. 

Emissions  from  Internal  combustion  sources  were  estimated  based  on  the  use 
of  three  emergency  generators  (two  1 ,000  kW  and  one  350  kW)  operating 
an  assumed  52  hours/year  (one  weekly  one-hour  test);  and  three  small 
engines  (welders,  compressors,  etc.)  of  50  brake  horsepower  each,  operating 
an  assumed  500  hours/year.  EPA  AP-42  emission  factors  were  used  to 
calculate  emissions  estimates  from  combustion  of  these  sources. 
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Emissions  from  point  sources  could  be  reduced  through  the  use  of  propane 
instead  of  residual  oil  or  solid  fuel. 

Impacts  would  be  similar  to  those  discussed  in  Section  4.10.1.1.1. 

Regional  impacts  affecting  maintenance  of  ambient  air  quality  standards  must 
be  addressed  in  combination  with  other  sections  of  the  program.  These 
impacts  are  addressed  under  Regional  Air  Quality  Impacts  and  are 
summarized  in  Table  4.10-10. 

Launch  Activities 


Launch  Emissions.  Vehicle  launch  emissions  would  occur  as  described  in 
Section  4.10.1 .1 .1 . 

Concept  A  launch  vehicles  would  use  a  booster  that  burns  RP-1  and  LO2. 

The  composition  of  the  after-burning  emissions  is  very  similar  to  that  of  the 
Atlas  IIA  core  booster.  Launches  from  Vandenberg  AFB  are  primarily  LEO 
missions,  and  the  flight  trajectory  for  such  a  mission  was  used  to  estimate 
the  amount  of  booster  mass  emitted  into  the  lower  atmosphere 
(0-3,000  feet)  ROI.  The  launch  vehicles  would  spend  only  19  seconds  In  the 
lower  atmosphere  for  an  LEO  mission. 

The  chemicals  of  concern  include  the  tropospheric  criteria  pollutants  for 
which  NAAQS  apply  (NOx,  NO2,  and  CO)  and  tropospheric  precursors  to 
ozone  (NOx  and  reactive  VOCs).  Table  4.10-7  summarizes  the  total  mass  of 
the  various  chemicals  of  concern  released  into  the  lower  atmosphere  from 
vehicle  exhaust  and  after-burning  during  a  LEO  mission. 


Table  4.10-7. 

Summary  of  Flight  Emissions  Deposited  in  the  Lower 
Atmosphere,  Concept  A”"  (in  tons) 

Launch  Vehicle 

Particulate 

NOx 

CO 

VOC 

MLV-A 

0.0 

0.48 

0.0 

0.0 

MLV-D 

0.0 

0.48 

0.0 

0.0 

HLV-L 

0.0 

1.44 

0.0 

0.0 

HLV-G 

0.0 

1.44 

0.0 

0.0 

Note:  (a)  Assumes  a  !ow-Earth  orbit  mission. 
CO  =  carbon  monoxide 
HLV  =  heavy  lift  variant 
MLV  =  medium  lift  variant 
NOx  =  nitrogen  oxides 
VOC  =  volatile  organic  compound 


Localized  air  quality  impacts  have  been  assessed  using  the  REEDM  model 
(Table  4.10-8).  The  REEDM  modeling  for  Vandenberg  AFB  should  be 
interpreted  as  a  screening  tool;  a  systematic  search  for  the  worst-case 
meteorology  was  not  conducted.  In  some,  but  not  all  cases,  both  a 
Vandenberg  AFB  and  Cape  Canaveral  AS  simulation  were  run  for  each  launch 
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Table  4.10-8.  Summary  of  REEDM-Predicted  Ambient  Air 
Concentration  Increments  for  NOx  During  Nominal  Launches, 


Concept  A 

CAAQS  1-hour 

Maximum  1-hour  average 

average  NO2 

concentration  increment  (ppm) 

standard  (ppm) 

MLV-D 

0.114 

0.25 

MLV-A 

0.114 

0.25 

HLV-L 

0.162 

0.25 

HLV-G 

0.162 

0.25 

CAAQS  = 

California  Ambient  Air  Quality  Standards 

HLV 

heavy  lift  variant 

MLV 

medium  lift  variant 

NO2 

nitrogen  dioxide 

NOx 

nitrogen  oxides 

ppm 

parts  per  million 

REEDM  = 

Rocket  Exhaust  Effluent  Dispersion  Model 

vehicle.  The  differences  in  the  predictions  are  minor  owing  to  similar 
meteorological  inputs.  Therefore,  the  modeling  results  presented  in 
Section  4.10.1 .1 .1  also  apply  to  Vandenberg  AFB. 

Additional  details  and  modeling  results  are  presented  in  Appendix  J.  Regional 
impacts  affecting  maintenance  of  ambient  air  quality  standards  must  be 
addressed  in  combination  with  other  sections  of  the  program. 

Launch  Failure  Emissions.  Emissions  from  launch  failures  at  Vandenberg  AFB 
have  been  estimated  using  the  Aerospace  fireball  deflagration  model  (Brady  et 
al.,  1997)  (Table  4.10-9).  The  mass  emission  rates  calculated  from 
Concept  A  launch  failures  are  the  same  at  Vandenberg  AFB  as  those  shown 
for  Cape  Canaveral  AS  in  Section  4.10.1.1.1. 


Table  4.10-9.  Summary  of  REEDM-Predicted  Ambient  Air 
Concentration  Increments  for  NOx  During  Aborted  Launches, 

Concept  A 


Peak  1-hour  average 
concentration  increment  (ppm) 

CAAQS  1-hour 
average  NO2 
standard  (ppm) 

MLV-D 

0.114 

0.25 

MLV-A 

NA 

0.25 

HLV-L 

0.057 

0.25 

HLV-G 

NA 

0.25 

CAAQS 

California  Ambient  Air  Quality  Standards 

HLV 

= 

heavy  lift  variant 

MLV 

= 

medium  lift  variant 

NA 

= 

not  applicable 

NO2 

nitrogen  dioxide 

NOx 

= 

nitrogen  oxides 

ppm 

parts  per  million 

REEDM 

= 

Rocket  Exhaust  Effluent  Dispersion  Model 
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The  CAAQS  has  an  hourly  NO2  standard  of  0.25  ppm.  For  conservative 
purposes,  all  NO  in  NOx  is  assumed  to  convert  to  NO2  rapidly.  The  REEDM- 
predicted  NOx- (NO  +  NO2)  incremental  concentrations  resulting  from  the 
aborts  of  Concept  A  vehicles  have  been  summarized  in  Table  4.10-9. 

For  the  MLV-A  and  HVL-G  vehicles,  REEDM  did  not  predict  NO  or  NO2 
incremental  concentrations  during  an  abort.  The  results  indicate  that  in  the 
worst  case,  the  predicted  maximum  hourly  NOx  concentration  increment  is 
one-half  of  the  hourly  NO2  standard. 

Regional  Air  Quality  Impacts 

Regional  impacts  on  the  lower  atmosphere  are  best  summarized  by  totaling 
the  emissions  in  the  ROI  associated  with  the  program.  Criteria  pollutants  are 
of  concern  for  long-term  impacts  over  the  entire  air  quality  region  (SCCAB). 

Annual  emission  rates  depend  on  the  proposed  launch  schedule  (see 
Table  2.1-3).  Many  of  the  emission-generating  activities  occur  once  per 
vehicle  launch.  Launch  emissions  are  summarized  for  the  peak  year  (2007)  in 
Table  4.10-10.  A  summary  of  launch  emissions  for  other  key  years  between 
2001  and  2020  is  presented  in  Appendix  J. 


Table  4.10-10.  Emission  Comparison  -  Concept  A,  Vandenberg  AFB‘** 


Emissions  (in  tons)**” 


VOC 

NOx 

CO 

SO2 

PM10 

Launches 

0.0 

4.8 

0.0 

0.0 

0.0 

Preparation,  Assembly, 

and  Fueling 

7.5 

0.0 

0.0 

0.0 

0.3 

Mobile  Sources 

2.2 

4.4 

27.5 

0.2 

34.5 

Point  Sources 

0.3 

4.5 

0.9 

0.2 

0.3 

Total 

10.0 

13.7 

28.4 

0.5 

35.1 

Santa  Barbara 

51,015 

18,222 

83,844 

1,301 

43,546 

County  1990  Total'°’ 

Santa  Barbara  County 

44,664 

13,994 

102,509 

1,290 

29,374 

1995  Total  (for 

comparison)  

Notes:  (a)  Includes  emissions  into  the  lower  atmosphere  (<3,000  feet)  only. 

(b)  Emissions  are  based  on  launch  rates  shown  in  Table  2.1-3  for  the  peak  emissions  year  at 
Vandenberg  AFB  (2007). 

(c)  The  1 990  and  1 995  inventory  reporting  structures  differ  according  to  the  Santa  Barbara 
County  Air  Pollution  Control  District. 

CO  =  carbon  monoxide 

NOx  =  nitrogen  oxides 

PMio  =  particulate  matter  equal  to  or  less  than  10  microns  in  diameter 

SO2  =  sulfur  dioxide 

VOC  =  volatile  organic  compound 
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The  expected  emissions  of  ozone  precursors  (VOC  and  NOx)  and  PMio  from 
peak-year  operation  are  minimal  compared  with  the  county  baseline. 

However,  since  the  SCCAB  is  in  nonattainment  for  ozone  and  PMiofor  state 
standards,  these  emissions  would  still  be  mitigated  to  the  extent  feasible. 

Peak-year  operation  emissions  of  SO2,  NOx,  and  CO  would  not  jeopardize  the 
attainment  status  for  these  pollutants,  assuming  that  attainment  status 
criteria  are  the  same  in  the  peak  year,  and  everything  else  remains  equal  in 
Santa  Barbara  County.  Baseline  emissions  in  the  SCCAB  are  below  the  levels 
that  would  cause  nonattainment,  and  the  peak-year  construction  emissions 
are  only  a  small  fraction  of  the  county  baseline. 

Based  on  current  emissions  estimates.  Concept  A  would  result  In  a  reduction 
of  emissions  from  the  baseline  for  all  criteria  pollutants.  The  final  system 
design  would  need  to  be  compared  with  the  permitting  and  regulatory 
requirements  listed  In  Section  3.10  to  determine  the  required  action. 

Based  upon  current  estimates  of  stationary  source  emissions  and  the 
emissions  estimates  from  the  ENVVEST  source  categories,  it  does  not  appear 
that  installation  of  new  stationary  sources  to  support  the  EELV  program 
would  trigger  new  requirements  under  SBCAPCD  Rule  1301.  Vandenberg 
AFB  would  need  to  consider  EELV  operations  when  determining  whether 
ENVVEST  emission  reduction  goals  are  being  met. 

4.10.1.2  Concept  B 

4.10.1.2.1  Concept  B  -  Cape  Canaveral  AS.  Air  quality  impacts  from 
Concept  B  operations  would  result  from  the  general  sources  described  in 
Section  4.10.1.1.1,  except  that  boilers  for  heating  and  propane  for  fuel 
would  not  be  required.  Vehicle  components  would  be  delivered  by  truck, 
aircraft,  rail,  and  barge;  emissions  from  these  vehicles  were  calculated  and 
compared  to  existing  mobile  source  emissions.  Fuels  used  in  the  Concept  B 
vehicles  include  cryogenic  liquids  {LO2  and  LH2),  hydrazines  (A-50  and  N2H4), 
N2O4,  and  solid  rocket  propellant.  Emissions  from  the  handling  and  storage  of 
these  fuels  were  calculated  and  compared  to  existing  emissions. 

Facility  Construction 

Emissions  generated  by  facility  construction  activities  would  be  in  the  form 
of  either  gaseous  or  particulate  pollutant  emissions.  Combustion  product 
emissions  would  occur  from  construction  equipment  and  worker  vehicle 
travel  to  and  from  the  site  by  construction  workers,  and  particulate 
matter  would  occur  from  construction,  as  discussed  for  Concept  A  in 
Section  4.10.1 .1 . 

Facility  construction  for  Concept  B  at  Cape  Canaveral  AS  would  involve 
renovation  and  new  construction  at  SLC-37  (Pads  37A  and  37B)  and  at  other 
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locations  on  Cape  Canaveral  AS.  A  total  of  approximately  96  acres  (net  of 
buildings)  would  be  disturbed  as  part  of  site  clearing,  stripping,  excavating, 
backfilling,  and  compaction  operations.  Building  renovations  and  new 
construction  would  involve  approximately  823,600  square  feet,  with  over 
85  percent  within  the  launch  facilities  area  and  the  remainder  remote  from 
the  launch  site.  Square  footage  for  all  individual  structures  was  estimated 
from  scale  site  plan  drawings  considering  facilities  with  similar  purposes  at 
other  military  properties.  All  calculations  were  made  on  the  basis  of  average 
annual  emissions  over  the  construction  period. 

Construction  emissions  have  been  calculated  using  the  methods  described  for 
Concept  A  in  Section  4.10.1.1.  Table  4.10-11  provides  a  summary  of 
construction-related  emissions, 


Table  4.10-11.  Construction-Related  Emissions  -  Concept  B,  Cape  Canaveral  AS 
Average  Annual  Emissions  Over  Construction  Petjod 


voc 

NOx 

CO 

SO2 

PM1O 

Grading  Equipment  (Ibs/day) 

8.1 

51.7 

11.2 

3.4 

9.0 

Asphalt  Paving  (Ibs/day) 

0.9 

0.0 

0.0 

0.0 

0.0 

Stationary  Equipment  (Ibs/day) 

63.9 

52.1 

11.3 

3.5 

3.0 

Mobile  Equipment  (Ibs/day) 

60.8 

612.0 

616.2 

34.6 

45.6 

Architectural  Coatings  (Ibs/day) 

50.2 

0.0 

0.0 

0.0 

0.0 

Total  Emissions  (Ibs/day) 

183.9 

715.8 

638.6 

41.5 

57.7 

Total  Emissions  (tpy) 

21.2 

82.3 

73.4 

4.8 

6.6 

Construction  Commuter 

1.7 

2.6 

12.2 

0.1 

6.1 

Automobiles  (tpy) 

Total  Construction-Related 

22.9 

84.9 

85.6 

4.7 

12.7 

Activities  (tpy) 

Brevard  County  1995  Total  (tpy,  for 

comparison) 

24,983 

26,122 

134,743 

27,524 

35,090 

CO 

= 

carbon  monoxide 

lbs 

= 

pounds 

NOx 

= 

nitrogen  oxides 

PM  10 

= 

particulate  matter  equal  to  or  less  than  10  microns  In  diameter 

SO2 

= 

sulfur  dioxide 

tpy 

= 

tons  per  year 

VOC 

volatile  organic  compound 

In  addition  to  emissions  that  are  directly  construction-related,  there  would  be 
emissions  associated  with  commuter  traffic.  VMT  for  employees,  including 
commuting  distances  and  non-work  trips,  were  calculated  (see  Appendix  J). 

Measures  could  be  taken  to  reduce  fugitive  dust  emissions  from  ground- 
disturbing  activities  and  combustive  emissions  from  construction  equipment; 
these  measures  would  be  similar  to  those  described  for  Concept  A  in 
Section  4.10.1 .1 .1 . 
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Local  concentrations  of  criteria  pollutants  would  increase  during  the 
construction  phase,  as  described  in  Section  4.10.1 .1 .1 .  Impacts  would  be 
temporary,  local,  and  minor. 

Dust  from  construction  activities  should  have  minimal  impacts  on  local 
communities,  either  on  or  off  site. 

Brevard  County  currently  meets  the  FAAQS  and  NAAQS  for  ozone,  SO2, 

NOx,  CO,  and  PM  10.  Because  the  area  is  in  attainment  for  these  pollutants, 
the  FDEP  has  not  been  required  to  establish  specific  emission  reduction 
measures.  As  discussed  in  Section  4.10.1.1.1,  the  PSD  process  does  not 
provide  a  mechanism  for  dealing  with  non-stationary  sources  such  as  motor 
vehicles  and  aircraft. 

Construction  emissions  of  criteria  pollutants  would  not  jeopardize  the 
attainment  status  for  these  pollutants.  Current  Brevard  County  baseline 
emissions  are  below  the  levels  that  would  cause  nonattainment,  and  the 
peak-year  construction  emissions  would  be  only  a  small  fraction  of  the 
baseline. 

Operations 

Pre-  and  Post-Launch  Processing.  Pre-  and  post-launch  processing  for 
Concept  B  operations  at  Cape  Canaveral  AS  would  result  in  minor  amounts  of 
air  emissions  as  described  in  Section  4.10.1.1.1. 

Emissions  from  pre-launch  and  post-launch  processing  would  include  criteria 
pollutants  and  toxic  or  irritant  pollutants  (Including  HAPs).  Emissions  of 
criteria  pollutants  could  cause  or  contribute  to  the  nonattainment  of  NAAQS 
or  FAAQS  for  the  region.  Emissions  of  pollutants  can  also  cause  localized 
health  effects. 

Vehicle  Preparation  and  Assembly.  Manufacturing  of  Concept  B  vehicle 
components  would  occur  off  site;  emissions  have  not  been  included  in  the 
scope  of  this  EIS.  The  components  would  arrive  complete,  requiring  only 
final  on-site  safety  and  quality  checks  prior  to  assembly. 

Some  chemical  use  would  occur  in  the  vehicle  preparation  and  assembly 
stages.  Emissions  from  chemical  use  and  permitting  requirements  would  be 
similar  to  those  described  in  Section  4.10.1.1.1.  A  discussion  of  the  Title  V 
Operating  Permit  Application  and  associated  requirements  is  provided  in 
Section  4.10.1 .1 .1 . 

The  EELV  contractor  has  committed  to  implementing  the  program  without  the 
use  of  any  Class  I  ODSs.  The  use  of  Class  II  ODSs  (for  refrigeration,  etc.) 
would  be  minimized  or  eliminated. 
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Emissions  of  VOCs  could  be  reduced  as  described  in  Section  4.10.1.1.1. 

Vehicle  Fueling.  Fueling  of  hydrogen  would  involve  some  venting  of 
hydrogen  during  bulk  fuel  transfer,  fuel  system  checkout,  and  post-launch 
fuel  system  purging.  Vented  hydrogen  would  be  controlled  using  a  flare, 
which  uses  propane  as  auxiliary  fuel.  Emissions  of  combustion  products  from 
the  hydrogen  control  flares  have  been  estimated  using  ERA  AP-42  standard 
factors  for  external  combustion.  Emission  rates  would  be  very  small 
(significantly  less  than  1  ton/year  of  all  pollutants). 

A  combination  of  sealed  transfer  systems,  wet  scrubbing,  and  oxidation 
would  be  used  to  control  emissions  from  hydrazine,  A-50,  and  N2O4  loading. 
The  loading  of  hypergolic  fuel  used  in  the  HUS  would  be  controlled  using 
packed-tower  scrubber  technology.  Water/citric  acid  is  contacted  with  the 
exhaust  gas  in  a  counter-current-packed  tower  that  allows  for  intimate  air- 
water  contact.  The  hydrazine  fuel  is  captured  by  the  scrubber  liquor.  The 
loading  of  N2O4  would  be  controlled  using  similar  scrubber  equipment.  The 
system  uses  a  caustic  (sodium  hydroxide)  solution  to  convert  N2O4  into 
aqueous  nitrates  and  nitrites.  An  alternative  to  sodium  hydroxide  would  be 
potassium  hydroxide,  which  would  have  the  benefit  of  creating  a  fertilizer 
product  instead  of  a  liquid  hazardous  waste. 

Emissions  of  hydrazine  are  listed  as  HAPs.  Emissions  of  N2O4  are  minimal 
compared  to  other  sources  of  nitrogen  oxides  (much  less  than  1  ton  per 
year). 

After  vehicle  launch,  the  SLC  must  be  cleaned  and  repaired.  Surfaces  are 
cleaned  using  an  abrasive  blaster,  ablative  coatings  are  applied,  and  painted 
surfaces  are  touched  up  or  repainted.  Particulate  emissions  from 
sandblasting  were  estimated  based  on  estimated  abrasive  use  and  a 
particulate  emission  factor.  VOC  emissions  from  coatings  were  obtained 
from  coating  use  estimates. 

Further  mitigation  could  be  achieved  using  expanded  capture  and  control 
systems.  The  final  determination  for  control  devices  would  depend  on  the 
results  of  the  Florida  permitting  process. 

Mobile  Sources.  Mobile  emission  sources  are  described  in  Section 
4.10.1.1.1. 

Vehicle  Deliveries.  Concept  B  vehicle  components  would  be  delivered  by 
truck,  aircraft,  rail,  and  barge.  Truck  emissions  have  been  calculated  using 
pounds  of  emissions  per  vehicle  mile  traveled.  Emission  factors  were  taken 
from  the  MOBILE  5a  and  PARTS  computer  models;  emissions  from  required 
escort  cars  for  oversized  loads  were  calculated  similarly. 
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Transportation  emissions  have  been  calculated  as  described  in  Section 

4.10.1.1.1. 

Concept  B  aircraft  deliveries  were  assumed  to  be  made  using  a  C-B  Galaxy 
aircraft.  Emissions  from  the  C-5  aircraft  associated  with  landing  and  take-off 
were  calculated  using  the  factors  available  In  the  Calculation  Methods  for 
Criteria  Air  Pollutant  Emission  Inventories  (Jaglelski  and  O'Brien,  1994). 

It  was  assumed  that  Concept  B  barge  deliveries  would  be  made  in  an 
unpowered  barge  maneuvered  by  two  tugboats  of  900  horsepower  each. 

A  1 -hour-approach  and  a  2-hour  return  for  the  tugboats  was  assumed  for 
emission  estimates. 

Vehicle  Assembly  and  On-Site  Transport.  Assembly  of  the  vehicle 
components  and  on-site  transport  of  the  vehicle  would  involve  emissions 
from  mobile  sources.  Emissions  were  calculated  as  described  in  Section 

4.10.1.1.1. 

Personal  Automobile  Use  and  Miscellaneous  Supply  Traffic.  Emissions  from 
automobile  use  and  supply  traffic  were  calculated  as  described  in  Section 

4.10.1.1.1.  Emissions  from  mobile  sources  could  be  reduced  through 
implementation  of  measures  described  in  Section  4.10.1.1.1. 

Point  Sources.  Calculation  of  point  source  emissions  would  be  the  same  as 
discussed  in  Section  4.10.1 .1 .1 .  Permitting  for  specific  pieces  of  preparation 
and  assembly  equipment  must  be  addressed  under  the  Florida  permitting 
requirements  (FAC  62-210  through  213). 

Regional  impacts  affecting  maintenance  of  ambient  air  quality  standards  must 
be  addressed  In  combination  with  other  sections  of  the  program.  These 
impacts  are  addressed  under  Regional  Air  Quality  Impacts  and  are 
summarized  in  Table  4.10-15. 

Launch  Activities 


Launch  Emissions.  Vehicle  launch  emissions  would  occur  as  described  in 
Section  4.10.1 .1 .1 . 

Concept  B  launch  vehicles  would  use  a  booster  that  burns  LH2  and  LO2.  The 
composition  of  the  after-burning  emissions  would  be  very  clean,  essentially 
resulting  in  only  water,  unburned  fuel,  and  oxy-hydrogen  radicals.  The 
primary  flight  trajectory  of  launches  from  Cape  Canaveral  AS  is  GTO.  This 
trajectory  was  used  to  estimate  the  amount  of  booster  mass  emitted  into  the 
lower  atmosphere  (0-3,000  feet).  The  launch  vehicles  would  spend  only 
29  seconds  in  the  lower  atmosphere  for  a  GTO  mission. 
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The  chemicals  of  concern  include  the  tropospheric  criteria  pollutants  for 
which  NAAQS  apply  (NOx,  CO)  and  tropospheric  precursors  to  ozone  (NOx 
and  reactive  VOCs).  Table  4.10-12  summarizes  the  total  mass  of  the  various 
chemicals  of  concern  released  into  the  lower  atmosphere  from  vehicle 
exhaust  and  after-burning  during  a  GTO  mission. 


Table  4.10-12.  Summary  of  Flight  Emissions  Deposited  in  the 
Lower  Atmosphere,  Concept  (in  tons) 


Launch  Vehicle 

Particulate 

NOx 

CO 

HCI 

VOC 

DIV-S 

0.0 

0.56 

0.0 

0.0 

0.0 

DIV-M 

0.0 

0.56 

0.0 

0.0 

0.0 

DIV-M  + 

4.19 

0.74 

0.0 

2.16 

0.0 

DIV-H 

0.0 

1.69 

0.0 

0.0 

0.0 

Note:  (a)  Assumes  a  geosynchronous  transfer  orbit  mission. 


CO 

= 

carbon  monoxide 

DIV-H 

= 

heavy  launch  vehicle 

DlV-M 

= 

medium  launch  vehicle 

DIV-M  + 

= 

medium  launch  vehicle  with  solid  rocket  motor  strap-ons 

DIV-S 

= 

small  launch  vehicle 

HCI 

= 

hydrochloric  acid 

NOx 

= 

nitrogen  oxides 

VOC 

= 

volatile  organic  compound 

Localized  air  quality  impacts  were  assessed  using  the  REEDM  model,  similar 
to  the  assessments  made  for  Concept  A  in  Section  4.10.1 .1 .1 .  The  model 
results  are  presented  in  Table  4.10-13.  Table  4.10-13  Indicates  that  the 
8-hour  average  concentration  increment  for  CO  would  be  only  a  very  small 
fraction  of  the  NAAQS  and  FAAQS. 

The  NAAQS  for  NOx  Is  an  annual  standard,  and  the  annual  average  is  not 
substantially  perturbed  by  the  transient  releases  from  launches.  For 
comparison  purposes,  the  OSHA  PEL  is  shown,  although  this  limit  is  not 
directly  applicable.  For  conservative  purposes,  it  has  been  assumed  that  all 
NO  in  NOx  is  converted  to  NO2  rapidly. 

The  predicted  ambient  concentrations  of  NO  or  NO2  for  nominal  launches 
actually  show  the  effects  of  the  increased  buoyancy  due  to  the  extreme  heat 
release  of  the  three  boosters.  Due  to  increased  plume  rise,  the 
concentrations  at  the  ground  decrease  significantly.  The  results  indicate  that 
the  highest  predicted  NOx  concentration  increment  would  be  a  very  small 
fraction  of  the  OSHA  PEL. 
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Table  4.10-13.  Summary  of  REEDM-Predicted  Ambient  Air  Concentration 


Increments  During  Nominal  Launches,  Concept  B 


CO 

Maximum  8-hour  average 
concentration  increment  (ppm) 

NAAQS/FAAQS 
8-hour  average  (ppm) 

DIV-S 

0.0 

9 

DIV-M 

0.0 

9 

DIV-M-i- 

0.0 

9 

DIV-H 

0.0 

9 

Maximum  30-minute  average 

OSHA  PEL'"’ 

NOx 

concentration  increment  (ppm) 

ceiling  (ppm) 

DIV-S 

0.022 

5 

DIV-M 

0.022 

5 

DIV-M -1- 

0.026 

5 

DIV-H 

0.012 

5 

Peak  puff  concentration 

OSHA  PEL'"’ 

HCI 

increment  (ppm) 

ceiling  (ppm) 

DIV-S 

0.0 

5 

DIV-M  + 

0.293 

5 

Note:  (a)  OSHA  PELs  are  provided  for  hazard  comparison  purposes  only.  Although  there  is 
an  annual  NAAQS  for  NOx,  OSHA  PELs  are  shown  for  a  consistent  per-launch 


comparison. 


CO 

= 

carbon  monoxide 

DIV-H 

= 

heavy  launch  vehicle 

DIV-M 

= 

medium  launch  vehicle 

DIV-M -f 

medium  launch  vehicle  with  solid  rocket  motor  strap-ons 

DIV-S 

= 

small  launch  vehicle 

FAAQS 

= 

Florida  Ambient  Air  Quality  Standards 

HCI 

= 

hydrochloric  acid 

NAAQS 

= 

National  Ambient  Air  Quality  Standards 

NOx 

= 

nitrogen  oxides 

OSHA 

= 

Occupational  Safety  and  Health  Administration 

PEL 

Permissible  Exposure  Level 

ppm 

parts  per  million 

REEDM 

Rocket  Exhaust  Effluent  Dispersion  Model 

Launch  Failure  Emissions.  As  discussed  in  Section  4.10.1.1.1,  a  launch 
could  fail  on  the  pad.  Emissions  from  launch  failures  have  been  estimated 
using  the  Aerospace  fireball  deflagration  model  (Brady  et  al.,  1997) 

(Table  4.10-14).  The  Concept  B  emissions  of  chemicals  of  concern  from 
deflagration  for  each  vehicle  are  summarized  in  Appendix  J. 

NO  or  NO2  incremental  concentrations  during  an  abort  were  predicted  by 
REEDM  for  only  the  DIV-S  vehicle  configuration. 

Ammonia  was  predicted  by  REEDM  for  all  Concept  B  abort  scenarios.  The 
resulting  maximum  30-minute  average  concentrations  have  been  compared  to 
the  OSHA  PEL,  although  they  do  not  directly  apply.  Emissions  would  be  a 
very  small  fraction  of  this  PEL. 

Hydrazine  compound  concentrations  were  estimated  by  REEDM  for  each 
launch  vehicle  for  the  abort  scenario  when  the  upper  stage  fuels  could  be 
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Table  4.10-14.  Summary  of  REEDM-Predicted  Ambient  Air  Concentration 
_ Increments  During  Aborted  Launches,  Concept  B 


Maximum  8-hour  average 

NAAQS/FAAQS 

CO 

concentration  increment  (ppm) 

8-hour  average  (ppm) 

DIV-S 

0.0009 

9 

DIV-M 

NA 

9 

D1V-M  + 

0.0007 

9 

DIV-H 

NA 

9 

Maximum  30-minute  average 

OSHA  PEL'=' 

NOx 

concentration  increment  (ppm) 

ceiling  (ppm) 

DIV-S 

0.143 

5 

DIV-M 

NA 

5 

DIV-M  + 

NA 

5 

DIV-H 

NA 

5 

Maximum  8-hour  average 

OSHA  PEL'"' 

NH3 

concentration  increment  (ppm) 

8-hour  average  (ppm) 

DIV-S 

0.004 

50 

DIV-M 

0.002 

50 

DIV-M  + 

0.002 

50 

DIV-H 

0.002 

50 

Hydrazine 

Maximum  30-minute  average 

OSHA  PEL'"' 

Compounds 

concentration  increment  (ppm) 

ceiling  (ppm) 

DIV-S 

0.013 

1 

DIV-M 

0.0 

1 

DIV-M -1- 

0.0 

1 

DIV-H 

0.0 

1 

Peak  puff  concentration 

OSHA  PEL'"' 

HCI 

increment  (ppm) 

ceiling  (ppm) 

DIV-M  H- 

0.023 

5 

Note;  (a)  OSHA  PELs  are  provided  for  hazard  comparison  purposes  only.  Although  there  is 
an  annual  NAAQS  for  NOx,  OSHA  PELs  are  shown  for  a  consistent  per-launch 


comparison. 


CO 

carbon  monoxide 

DIV-H 

heavy  launch  vehicle 

DIV-M 

medium  launch  vehicle 

DIV-M  + 

= 

medium  launch  vehicle  with  solid  rocket  motor  strap-ons 

DIV-S 

= 

small  launch  vehicle 

FAAQS 

= 

Florida  Ambient  Air  Quality  Standards 

HCI 

hydrochloric  acid 

NA 

= 

not  applicable 

NAAQS 

= 

National  Ambient  Air  Quality  Standards 

NH3 

= 

ammonia 

NOx 

= 

nitrogen  oxides 

OSHA 

= 

Occupational  Safety  and  Health  Administration 

PEL 

= 

Permissible  Exposure  Level 

REEDM 

= 

Rocket  Exhaust  Effluent  Dispersion  Model 

combusted.  As  discussed  previously,  there  is  no  NAAQS  or  FAAQS  for 
hydrazine;  the  OSHA  PEL  is  shown  for  comparison,  although  it  does  not 
directly  apply.  The  maximum  concentrations  of  hydrazine  compounds 
resulting  from  the  use  of  the  DIV-S  with  its  HUS  are  larger  than  any  of  the 
other  Concept  B  configurations. 
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Chlorine  in  the  form  of  HCI  was  predicted  for  the  DIV-M  +  vehicles 
(commercial  only).  There  is  no  NAAQS  or  FAAQS  for  HCI.  For  comparison 
purposes,  the  PEL  is  shown,  although  this  limit  is  not  directly  applicable. 

Peak  puff  concentrations  are  a  small  fraction  of  the  OSHA  PEL  ceiling  limit. 
The  largest  concentrations  occur  under  nominal  launch  conditions  and  are  so 
small  that  they  do  not  appear  to  pose  any  short-term  health  hazards. 

Additional  details  and  modeling  results  are  presented  in  Appendix  J.  Regional 
impacts  affecting  maintenance  of  ambient  air  quality  standards  must  be 
addressed  in  combination  with  other  sections  of  the  program. 

Regional  Air  Quality  Impacts 

Regional  impacts  on  the  lower  atmosphere  are  best  summarized  by  totaling 
the  emissions  into  the  ROI  associated  with  the  program.  Criteria  pollutants 
are  of  concern  for  long-term  impacts  over  the  entire  air  quality  region 
(Brevard  County).  Emissions  from  the  launch  itself  were  modeled  using 
REEDM  to  determine  local  impacts.  Other  EELV-related  air  emissions  are 
generally  of  longer  duration,  lower  mass  emission  rate,  and  are  spread  over 
Cape  Canaveral  AS  and  the  air  quality  region.  Short-term  criteria  pollutant 
concentrations  are  therefore  not  of  concern  for  launch  support  activities. 

Annual  emission  rates  would  depend  on  the  proposed  launch  schedule 
(see  Table  2.1-8).  Many  of  the  emission-generating  activities  occur  once  per 
vehicle  launch.  Peak-year  emissions  are  summarized  in  Table  4.10.1 5. 
Emission  summaries  for  key  years  between  2001  and  2020  are  presented  in 
Appendix  J. 


Table  4.10-15.  Emission  Comparison  -  Concept  B,  Cape  Canaveral  AS'°’ 


Launches 

0.0 

15.1 

0.0 

0.0 

25.1 

Preparation,  Assembly, 
and  Fueling 

15.2 

0.0 

0.0 

0.0 

2.8 

Mobile  Sources 

10.1 

23.0 

73.2 

1.0 

61.7 

Point  Sources 

0.8 

14.0 

3.7 

1.6 

0.4 

Total 

26.1 

52.1 

76.9 

2.6 

90.0 

Brevard  County  1 995 

24,983 

26,122 

134,743 

27,524 

35,090 

Emissions  (in  tons)"^' 


VOC 

NOx 

CO 

SO2 

PM1O 

Total  (for 
comparison) 


Notes:  (a)  Includes  emissions  into  the  lower  atmosphere  (<3,000  feet)  only. 

(b)  Emissions  are  based  upon  launch  rates  shown  in  Table  2.1-8  for  the  peak  emission 
year  at  Cape  Canaveral  AS  (2015). 

AS  =  Air  Station 
CO  =  carbon  monoxide 
NOx  =  nitrogen  oxides 

PMio  =  particulate  matter  equal  to  or  less  than  1 0  microns  in  diameter 

SO2  =  sulfur  dioxide 

VOC  =  volatile  organic  compound 
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Peak-year  operation  emissions  of  criteria  pollutants  would  not  jeopardize  the 
attainment  status  for  these  pollutants.  Baseline  emissions  in  Brevard  County 
are  below  the  levels  that  would  cause  nonattainment,  and  the  peak-year 
operation  emissions  are  only  a  small  fraction  of  the  county  baseline.  In 
addition,  based  on  current  emissions  estimates,  a  reduction  of  emissions  from 
the  baseline  for  all  criteria  pollutants  would  occur  under  Concept  B. 

4.10.1.2.2  Concept  B  -  Vandenberg  AFB.  Localized  air  quality  impacts  have 
been  addressed  for  Vandenberg  AFB  in  a  manner  similar  to  that  described  in 
Section  4.10.1.1.2.  Because  of  the  attainment  status  and  regulatory 
framework  at  Vandenberg  AFB,  regional  air  quality  impacts  must  be  assessed 
using  additional  thresholds  and  criteria.  As  described  in  Section  4.10.1.1.2, 
an  air  conformity  applicability  analysis  is  required  to  determine  if  the  total  of 
direct  and  indirect  emissions  of  a  criteria  pollutant  in  a  nonattainment  area 
caused  by  the  federal  action  equals  or  exceeds  de  minimis  thresholds  (see 
Appendix  K). 

Changes  associated  with  the  EELV  program  would  need  to  be  documented  in 
the  ENVVEST  reporting  for  Vandenberg  AFB,  as  discussed  for  Concept  A  in 
Section  4.10.1.1.1.  The  Concept  B  contractor  plans  to  use  new  boilers  and 
heaters  (NOx  sources)  for  this  program.  These  new  boilers  and  heaters  will 
be  installed  and  used  for  the  EELV  program;  boilers  and  heaters  associated 
with  the  current  Atlas,  Delta,  and  Titan  programs  will  either  no  longer  be 
used,  or  their  usage  will  be  reduced.  The  total  estimated  emissions  of  NOx 
from  the  new  point  sources  is  4.2  tons  per  year,  as  shown  in  Table  4.10-20. 
These  emissions  will  replace  the  baseline  emissions  (emissions  associated 
with  the  current  Atlas,  Delta,  and  Titan  programs).  The  total  estimated 
baseline  emissions  of  NOx  from  point  sources  is  8.1  tons,  as  shown  in 
Table  3.10-9.  Therefore,  implementing  the  Concept  B  EELV  program  is 
expected  to  decrease  NOx  emissions  by  3.9  tons  per  year.  Because  total 
emissions  are  expected  to  decrease,  the  EELV  activities  are  not  likely  to 
negatively  impact  implementation  of  the  ENVVEST  program. 

Facility  Construction 


Emissions  generated  by  facility  construction  activities  are  described  in 
Sections  4.10.1 .1 .1  and  4.10.1 .1 .2. 

Facility  construction  for  Concept  B  operations  at  Vandenberg  AFB  would 
involve  extensive  renovation  and  some  new  construction  at  SLC-6. 
Construction  would  involve  disturbing  49.7  acres  within  the  SLC-6  fenceline 
over  a  32-month  period.  Stripping,  excavating,  site  clearing,  backfill,  and 
compaction  are  expected  to  take  place  on  about  19  acres  per  year. 
Ultimately,  a  total  of  337,675  square  feet  has  been  projected  as  requiring 
repaving.  A  combined  total  of  844,188  square  feet  of  buildings  and  other 
structures  would  be  constructed  or  renovated.  Nearly  all  of  the  facilities 
construction  would  involve  modifications  to  existing  structures  within  the 
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SLC-6  fenceline.  Additional  renovation  would  include  work  planned  for 
Buildings  520,  838,  398,  and  330  (all  facilities  remote  to  SLC-6). 

Emissions  of  pollutants  were  developed  as  described  in  Appendix  J. 
Climatological  parameters  specific  to  the  Los  Angeles,  California,  area  were 
used  to  reflect  wind  speed  and  rainfall  days  appropriate  to  the  site. 

In  addition  to  emissions  that  are  directly  construction-related,  there  would  be 
emissions  associated  with  commuter  traffic  (see  Section  4.10.1.1.1). 

Measures  to  reduce  emissions  during  the  construction  phase  would  be  similar 
to  those  described  for  Cape  Canaveral  AS. 

Local  concentrations  of  criteria  pollutants  would  increase  during  the 
construction  phase,  as  described  in  Section  4.10.1.1.1  (Table  4.10-16). 


Table  4.10-16.  Construction-Related  Emissions  -  Concept  B,  Vandenberg  AFB 
Average  Annual  Emission  Over  Construction  Period 


Equipment 

VOC 

NOx 

CO 

SO2 

PM10 

Grading  Equipment  (Ibs/day) 

2.5 

21.6 

20.7 

2.6 

1.7 

Asphalt  Paving  (Ibs/day) 

0.4 

4.0 

2.5 

0.5 

0.3 

Stationary  Equipment 

(Ibs/day) 

57.0 

1.1 

748.6 

0.3 

0.1 

Mobile  Equipment  (Ibs/day) 

17.2 

55.6 

32.5 

2.9 

4.9 

Architectural  Coatings 

(Non-Residential)  (Ibs/day) 

38.0 

0.0 

0.0 

0.0 

0.0 

Total  Emissions  (Ibs/day) 

115.1 

82.3 

807.2 

6.3 

7.0 

Total  Emissions  (tpy) 

13.2 

9.5 

92.8 

0.7 

0.8 

Construction  Commuter 

1.3 

1.2 

15.6 

0.1 

5.4 

Automobiles  (tpy) 

Total  activities 

14.5 

10.7 

108.4 

0.8 

6.2 

(Construction  and 

Commuter)  (tpy) 

Santa  Barbara 

51,015 

18,222 

83,844 

1,301 

43,546 

County  1990  Total*®’ 

Santa  Barbara  County 

44,664 

13,994 

102,509 

1,290 

29,374 

1995  Total  (tpy,  for 
comparison) 

Note:  (a)  The  1990  and  1995  inventory  reporting  structures  differ  according  to  the  Santa  Barbara  County 
Air  Pollution  Control  District. 

CO  =  carbon  monoxide 

lbs  =  pounds 

NOx  =  nitrogen  oxides 

PMio  =  particulate  matter  equal  to  or  less  than  10  microns  in  diameter 

SO2  =  sulfur  dioxide 

tpy  =  tons  per  year 

VOC  =  volatile  organic  compound 
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Dust  from  construction  activities  should  have  minimal  impacts  to  local 
communities  either  on  or  off  site,  similar  to  those  discussed  for  Concept  A  in 
Section  4.10.1 .1.1. 

The  expected  emissions  of  ozone  precursors  (VOC  and  NOx)  and  PMio  from 
construction  would  be  minimal  compared  with  the  county  baseline. 

However,  since  the  SCCAB  is  in  non-attainment  for  ozone  and  PMio,  these 
emissions  would  still  be  mitigated  to  the  extent  feasible. 

Construction  emissions  of  SO2,  NOx,  and  CO  would  not  jeopardize  the 
attainment  status  for  these  pollutants.  Baseline  emissions  in  the  SCCAB  are 
below  levels  that  would  cause  nonattainment,  and  the  peak-year  construction 
emissions  are  only  a  small  fraction  of  the  county  baseline. 

According  to  SBCAPCD  Rule  202,  permits  are  not  required  for  engines  used 
in  construction  activities.  However,  if  the  combined  emissions  from  all 
construction  equipment  used  to  construct  a  stationary  source  that  requires  a 
permit  have  the  potential  to  exceed  25  tons  per  year  of  SO2,  NOx,  PMio,  or 
VOC,  emissions  offsets  must  be  obtained,  and  the  owner  must  demonstrate 
that  no  ambient  air  quality  standard  would  be  violated. 

Operations 

Pre-  and  Post-Launch  Processing.  Pre-  and  post-launch  processing  for 
Concept  B  operations  at  Vandenberg  AFB  would  result  in  minor  amounts  of 
air  emissions  from  activities  similar  to  those  discussed  for  Cape  Canaveral  AS 
in  Section  4.10.1.1.1.  Emissions  of  criteria  pollutants  could  cause  or 
contribute  to  the  nonattainment  of  NAAQS  or  CAAQS  for  the  region. 
Emissions  of  pollutants  can  also  cause  localized  health  effects. 

Vehicle  Preparation  and  Assembly.  Procedures  for  vehicle  preparation  and 
assembly  would  be  similar  to  those  described  in  Section  4.10.1.1.2. 
Measures  to  reduce  emissions  during  vehicle  preparation  and  assembly  would 
be  similar  to  those  discussed  in  Section  4.10.1.1.1. 

Vehicle  Fueling.  Fueling  of  hydrogen  for  the  CUS  would  be  the  same  as 
described  in  Section  4.10.1.2.1. 

Emissions  from  hydrazine  and  N2O4  loading  would  be  controlled  by  a 
combination  of  sealed  transfer  systems  and  portable  scrubbers.  The  loading 
of  MMH  used  in  the  CUS  would  be  controlled  using  an  existing  portable 
bubble-cap  scrubber,  which  uses  water  and  citric  acid  to  trap  hydrazine  fuels. 
An  existing  portable  scrubber  similar  to  the  oxidizer  vapor  scrubber  system 
used  for  Titan  IVB  operations  would  be  used  to  control  the  loading  of  N2O4 
used  in  the  CUS. 
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Emissions  of  hydrazine  are  listed  as  HAPs  emissions.  Emissions  of  N2O4  are 
minimal  compared  to  other  sources  of  nitrogen  oxides.  The  wet  scrubbing 
systems  have  been  permitted  by  SBCAPCD,  but  have  since  been  exempted 
from  permitting  requirements.  If  permits  are  necessary,  these  permits  would 
need  to  be  modified  to  reflect  the  change  In  operation. 

After  vehicle  launch,  the  SLC  must  be  cleaned  and  repaired,  as  described  in 
Section  4.10.1 .2.1 . 

Mobile  Sources.  Mobile  sources  of  emissions  would  be  the  same  as  those 
described  in  Section  4.10.1.1.1. 

Vehicle  Deliveries.  Concept  B  vehicle  components  would  be  delivered  by 
truck,  aircraft,  barge,  or  rail.  Truck  emissions  were  calculated  using  pounds 
of  emissions  per  VMT  based  on  EMFAC  7f  and  PARTS  emission  factors; 
emissions  from  required  escort  cars  for  oversized  loads  were  calculated 
similarly. 

Because  the  ROl  for  Vandenberg  AFB  includes  all  of  the  SCCAB, 
transportation  emissions  were  calculated  for  all  vehicular  traffic  that  would 
take  place  In  Santa  Barbara,  San  Luis  Obispo,  and  Ventura  counties  directly 
related  to  the  EELV  program. 

It  is  assumed  that  deliveries  made  by  truck  would  involve  round-trip  traffic  to 
and  from  the  northern  San  Luis  Obispo  County  line  (50  percent)  or  the 
eastern  Ventura  County  line  (50  percent). 

Emissions  from  aircraft  and  barge  operations  were  calculated  as  described  in 
Section  4.10.1 .2.1 . 

Vehicle  Assembly  and  On-Site  Transport.  Assembly  of  the  vehicle 
components  and  on-site  transport  of  the  vehicle  would  involve  emissions 
from  mobile  sources  which  were  estimated  as  described  in  Section 
4.10.1.1.2. 

Personal  Automobile  Use  and  Miscellaneous  Supply  Traffic.  Emissions  from 
automobile  use  and  supply  traffic  were  calculated  based  on  both  on-  and  off¬ 
site  emissions.  It  was  assumed  that  each  vehicle  would  travel  once  per  day 
to  and  from  the  center  of  its  resident  city  to  Cape  Canaveral  AS.  Emissions 
were  calculated  using  vehicle  miles  traveled  and  the  emission  factors  in  the 
EMFAC  7f  and  PART5  computer  models.  A  surge  in  automobile  traffic  prior 
to  launch  has  been  accounted  for  in  the  calculations. 

Point  Sources.  Point  sources  would  be  the  same  as  those  described  in 
Section  4.10.1 .1 .1 .  Some  equipment  currently  at  Vandenberg  AFB  would  be 
used  for  the  EELV  program.  Emissions  were  calculated  as  described  in 
Section  4.10.1 .1 .2.  Permitting  for  specific  pieces  of  preparation  and 
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assembly  equipment  must  be  addressed  under  the  SBCAPCD  permitting 
requirements  (Regulation  II),  and  changes  must  be  noted  in  the  ENVVEST 
reporting. 

The  duration  and  magnitude  of  emissions  associated  with  vehicle  preparation 
and  assembly  are  described  in  Section  4.10.1 .1 .1 . 

Regional  impacts  affecting  maintenance  of  ambient  air  quality  standards  must 
be  addressed  in  combination  with  other  sections  of  the  program.  These 
impacts  are  addressed  under  Regional  Air  Quality  Impacts  and  are 
summarized  in  Table  4.10-20. 

Launch  Activities 


Launch  Emissions.  Vehicle  launch  emissions  would  occur  as  described  in 
Section  4.10.1 .1.1. 

The  chemicals  of  concern  include  the  tropospheric  criteria  pollutants  for 
which  NAAQS  apply  (NOx,  and  CO)  and  tropospheric  precursors  to  ozone 
(NOx  and  reactive  VOCs).  Table  4.10-17  summarizes  the  total  mass  of  the 
various  chemicals  of  concern  released  into  the  lower  atmosphere  from  vehicle 
exhaust  and  after-burning  during  a  LEO  mission  from  Vandenberg  AFB. 


Table  4-10-17.  Summary  of  Flight  Emissions  Deposited  in  the  Lower 
Atmosphere,  Concept  (in  tons) 


Launch  Vehicle 

Particulate 

NOx 

CO 

HCI 

VOC 

DIV-S 

0.0 

0.37 

0.0 

0.0 

0.0 

DIV-M 

0.0 

0.37 

0.0 

0.0 

0.0 

DIV-M  + 

2.71 

0.48 

0.0 

1.40 

0.0 

DIV-H 

0.0 

1.10 

0.0 

0.0 

0.0 

Note: 


(a)  Assumes  a  low-Earth  orbit  mission. 


CO 

= 

carbon  monoxide 

DIV-H 

heavy  launch  vehicle 

DIV-M 

= 

medium  launch  vehicle 

DIV-M  -H 

= 

medium  launch  vehicle  with  solid  rocket  motor  strap-ons 

DIV-S 

= 

small  launch  vehicle 

HCI 

= 

hydrochloric  acid 

NOx 

= 

nitrogen  oxides 

VOC 

volatile  organic  compound 

Localized  air  quality  impacts  were  assessed  using  the  REEDM  model  as 
described  in  Section  4.10.1.1.1. 

The  CAAQS  has  an  hourly  NO2  standard  of  0.25  ppm.  For  conservative 
purposes,  all  NO  in  NOx  is  assumed  to  convert  to  NO2  rapidly.  The  REEDM- 
predicted  NOx  (NO  +  NO2)  incremental  concentrations  resulting  from  the 
aborts  of  Concept  B  vehicles  are  summarized  in  Table  4.10-18. 
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Table  4.10-18.  Summary  of  REEDM-Predicted  Ambient  Air  Concentration 


Increments  for  NOx  During  Nominal  Launches,  Concept  B 


Peak  Puff 

concentration  increment  (ppm) 

CAAQS  1-hour 

average  NO2  standard 
(ppm) 

DIV-S 

0.102 

5 

DIV-M 

0.109 

5 

DIV-M  -1- 

0.119 

5 

DIV-H 

0.020 

5 

CAAQS  =  California  Ambient  Air  Quality  Standards  DIV-S  =  small  launch  vehicle 

DIV^H  =  heavy  launch  vehicle  NO2  =  nitrogen  dioxide 

DIV-M  =  medium  launch  vehicle  NOx  =  nitrogen  oxides 

DIV'M  +  =  medium  launch  vehicle  with  solid  rocket  Ppm  =  parts  per  million 

motor  strap-ons  REEDM  =  Rocket  Exhaust 

Effluent  Dispersion  Model 


The  predicted  ambient  concentrations  of  NO  or  NO2  for  nominal  launches 
show  the  effects  of  the  increased  buoyancy  due  to  the  extreme  heat  release 
of  the  three  boosters.  Due  to  increased  plume  rise,  the  concentrations  at  the 
ground  decrease  significantly.  The  results  indicate  that  in  the  worst  case, 
the  predicted  NOx  concentration  increment  is  a  very  small  fraction  of  the 
OSHA  PEL. 

Launch  Failure  Emissions.  Emissions  from  launch  failures  at  Vandenberg  AFB 
were  estimated  using  the  Aerospace  fireball  deflagration  model  (Brady  et  al., 
1997)  (Table  4.10-19).  The  mass  emission  rates  calculated  from  Concept  A 
launch  failures  are  the  same  at  Vandenberg  AFB  as  those  shown  for  Cape 
Canaveral  AS  in  Section  4.10.1.2.1. 


Table  4.10-19.  Summary  of  REEDM-Predicted  Ambient  Air 


Concentration  Increments  for  NOx  During  Aborted  Launches,  Concept  B 

CAAQS  1-hour 

Peak  Puff 

average  NO2  standard 

concentration  increment  (ppm) 

(ppm) 

DIV-S 

0.426 

5 

DIV-M 

NA 

5 

DIV-M  + 

NA 

5 

DIV-H 

NA 

5 

CAAQS  = 

California  Ambient  Air  Quality  Standards 

DIV-H 

heavy  launch  vehicle 

DIV-M  = 

medium  launch  vehicle 

DIV-M -h  = 

medium  launch  vehicle  with  solid  rocket  motor  strap-ons 

DIV-S 

small  launch  vehicle 

NA 

not  applicable 

NO2 

nitrogen  dioxide 

NOx 

nitrogen  oxides 

ppm 

parts  per  million 

REEDM  = 

Rocket  Exhaust  Effluent  Dispersion  Model 
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NO  or  NO2  incremental  concentrations  during  an  abort  were  predicted  by 
REEDM  only  for  the  DIV-S  vehicle  configuration. 

Additional  details  and  modeling  results  are  presented  in  Appendix  J.  Regional 
impacts  affecting  maintenance  of  ambient  air  quality  standards  must  be 
addressed  in  combination  with  other  sections  of  the  program. 

Regional  Air  Quality  Impacts 

Cumulative  impacts  on  the  lower  atmosphere  are  best  summarized  by  totaling 
the  emissions  into  the  ROI  associated  with  the  program.  Criteria  pollutants 
are  of  concern  for  long-term  impacts  over  the  entire  air  quality  region 
(SCCAB).  Emissions  from  the  launch  itself  were  modeled  using  REEDM  to 
determine  local  impacts.  Other  EELV-related  air  emissions  would  generally  be 
of  longer  duration,  lower  mass  emission  rate,  and  are  spread  over 
Vandenberg  AFB  and  the  air  quality  region.  Short-term  criteria  pollutant 
concentrations  are  therefore  not  of  concern  for  launch  support  activities. 

Annual  emission  rates  depend  on  the  proposed  launch  schedule  (see 
Table  2.1-8).  The  complete  emission  summary  for  the  years  2001  to  2020 
is  detailed  in  Appendix  J.  Peak  emissions  into  the  lower  atmosphere  at 
Vandenberg  AFB  would  occur  in  2007.  The  launch  schedule  and  estimated 
emissions  are  presented  in  Table  4.10-20. 


Table  4.10-20,  Emission  Comparison  -  Concept  B,  Vandenberg 

Emissions  (in  tons)^^^ _ 


VOC 

NOx 

CO 

SO2 

PM1O 

Launches 

0.0 

5.4 

0.0 

0.0 

5.4 

Preparation,  Assembly, 

6.6 

1.2 

and  Fueling 

Mobile  Sources 

6.7 

10.8 

83.9 

0.5 

78.0 

Point  Sources 

0.5 

4.2 

1.1 

0.4 

0.1 

Total 

13.8 

20.3 

84.9 

0.9 

84.7 

Santa  Barbara 

51,015 

18,222 

83,844 

1,301 

43,546 

County  1990  Total*^^ 
Santa  Barbara  County 

44,664 

13,994 

102,509 

1,290 

29,374 

1995  Total  (for 
comparison) 


Notes:  (a)  Includes  emissions  into  the  lower  atmosphere  (<3,000  feet)  only. 

(b)  Emissions  are  based  upon  launch  rates  shown  in  Table  2.1-8  for  the  peak 
emissions  year  at  Vandenberg  AFB  (2007). 

(c)  The  1990  and  1995  inventory  reporting  structures  differ  according  to  the 
Santa  Barbara  County  Air  Pollution  Control  District. 

CO  =  carbon  monoxide 

NOx  =  nitrogen  oxides 

PM  10  =  particulate  matter  equal  to  or  less  than  10  microns  in  diameter 

SO2  =  sulfur  dioxide 

VOC  =  volatile  organic  compound 
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The  expected  emissions  of  ozone  precursors  (VOC  and  NOx)  and  PMio  from 
peak-year  operation  are  small  compared  with  the  county  baseline.  However, 
since  the  SCCAB  is  in  nonattainment  for  ozone  and  PMio,  these  emissions 
would  still  be  mitigated  to  the  extent  feasible. 

Peak-year  operation  emissions  of  SO2,  NOx,  and  CO  would  not  jeopardize  the 
attainment  status  for  these  pollutants.  Baseline  emissions  in  the  SCCAB  are 
below  the  levels  that  would  cause  nonattainment,  and  the  peak-year 
operation  emissions  are  only  a  small  fraction  of  the  county  baseline. 

Based  on  current  emissions  estimates.  Concept  B  would  result  in  a  reduction 
of  emissions  from  the  baseline  for  all  criteria  pollutants.  The  final  system 
design  would  need  to  be  compared  with  the  permitting  and  regulatory 
requirements  listed  in  Section  3.10  to  determine  required  action. 

Based  on  current  stationary  source  emission  estimates,  and  the  current 
emissions  estimates  from  ENVVEST  source  categories,  it  does  not  appear 
that  installation  of  new  stationary  sources  for  Concept  B  would  trigger  new 
requirements  under  SBCAPCD  Rule  1301.  Vandenberg  AFB  will  need  to 
consider  EELV  operations  when  planning  to  meet  ENVVEST  emission 
reduction  goals. 

4.10.1.3  Concept  A/B 

Overall  emission  estimates  were  calculated  as  the  sum  of  emissions  from 
specific  activities.  Concept  A/B  emission  estimates  were  calculated  as  the 
sum  of  emissions  from  the  specific  activities  described  for  Concepts  A  and  B 
in  Sections  4.10.1 .1  and  4.10.1 .2,  respectively. 

4.10.1.3.1  Concept  A/B  -  Cape  Canaveral  AS.  Air  quality  impacts  from 
Concept  A/B  would  be  similar  to  the  combined  effects  described  in  Sections 

4.10.1 .1  and  4.10.1 .2  for  Concepts  A  and  B,  respectively. 

Facility  Construction 

Under  Concept  A/B,  the  construction  emissions  described  for  Concept  A  in 
Section  4.10.1.1  and  for  Concept  B  in  Section  4.10.1.2  would  occur. 
Because  the  construction  schedules  would  be  staggered  somewhat  for  the 
two  concepts,  and  given  that  there  is  some  flexibility  in  the  construction 
schedules,  it  is  difficult  to  predict  the  total  average  annual  construction 
emissions  for  both  concepts.  Total  construction  emissions,  roughly 
estimated  as  the  sum  of  average  annual  emissions  for  Concepts  A  and  B  for 
VOCs,  NOx,  CO,  SO2,  and  PMio  would  be  36.0,  126.4,  134.5,  7.0,  and 
22.0  tons  per  year,  respectively. 
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Operations 


Emissions  associated  with  Concept  A/B  operational  activities  would  be  the 
same  for  each  launch  vehicle  as  described  for  Concepts  A  and  B  in  Section 
4.10.1.1  and  4.10.1.2,  respectively.  Table  4.10-21  presents  the  emissions 
associated  with  Concept  A/B  operational  activities,  and  reflects  the  sum  of 
Concepts  A  and  B  emissions  in  the  peak  year. 


Table  4.10-21,  Emission  Comparison  -  Concept  A/B,  Cape  Canaveral 


Emissions  (in  tons) 

(b) 

VOC 

NOx 

CO 

SO2 

PMio 

Launches 

0.0 

21.4 

0.0 

0.0 

16.8 

Preparation,  Assembly,  and  Fueling 

19.1 

0.0 

0.0 

0.0 

5.9 

Mobile  Sources 

12.0 

29.8 

88.2 

1.2 

78.2 

Point  Sources 

1.0 

14.3 

3.4 

1.3 

0.6 

Total 

32.0 

65.5 

91.7 

2.6 

101.4 

Brevard  County  1995 

24,983 

26,122 

134,743 

27,524 

35,090 

Total  (for  comparison) 

Notes;  (a)  Includes  emissions  into  the  lower  atmosphere  (<3,000  feet)  only. 

(b)  Emissions  are  based  upon  launch  rates  shown  in  Table  2.1-1 1  for  the  peak  emissions  year  at  Cape 
Canaveral  AS  (2015). 

CO  =  carbon  monoxide 
NOx  =  nitrogen  oxides 

PMio  =  particulate  matter  equal  to  or  less  than  10  microns  in  diameter 

SO2  =  sulfur  dioxide 

VOC  =  volatile  organic  compound 


Launch  Activities 


Launch  emissions  associated  with  Concept  A/B  for  nominal  and  abort 
scenarios  would  be  the  same  for  each  launch  vehicle  as  described  for 
Concepts  A  and  B  in  Section  4.10.1.1  and  4.10.1.2,  respectively  (see 
Table  4.10-21). 

Regional  Air  Quality  Impacts 

Regional  Impacts  on  the  lower  atmosphere  include  emissions  associated  with 
preparing  and  launching  Concept  A  and  Concept  B  vehicles.  Criteria 
pollutants  are  of  concern  for  long-term  impacts  over  the  entire  air  quality 
region  (Brevard  County). 

Annual  emission  rates  depend  on  the  proposed  launch  schedule  (see 
Table  2.1-11).  The  emission  summary  for  key  years  between  2001  and 
2020  is  detailed  in  Appendix  J.  Peak  emissions  into  the  lower  atmosphere 
at  Cape  Canaveral  AS  would  occur  during  2015  for  Concept  A/B  (see 
Table  4.10-21). 
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Peak-year  operation  emissions  of  criteria  pollutants  would  not  jeopardize  the 
attainment  status  for  these  pollutants.  Baseline  emissions  in  Brevard  County 
are  below  the  levels  that  would  cause  nonattainment  and  the  peak-year 
operation  emissions  are  only  a  small  fraction  of  the  county  baseline.  Also, 
based  on  current  emissions  estimates.  Concept  A/B  would  result  in  a 
reduction  of  emissions  from  the  baseline  for  all  criteria  pollutants. 

4.10.1.3.2  Concept  A/B  -  Vandenberg  AFB.  Air  quality  impacts  from 
Concept  A/B  would  be  similar  to  the  combined  effects  described  in  Sections 

4.10.1.1  and  4.10.1.2. 

Changes  associated  with  the  EELV  program  would  need  to  be  documented  in 
the  ENVVEST  reporting  for  Vandenberg  AFB,  as  discussed  for  Concept  A  in 
Section  4.10.1.1.1.  The  Concept  A  contractor  plans  to  use  existing  boilers 
and  heaters  (NOx  sources)  for  this  program.  The  existing  boilers  and  heaters 
will  be  used  for  the  EELV  program  instead  of  their  current  uses.  The 
Concept  B  contractor  plans  to  use  new  boilers  and  heaters  (NOx  sources)  for 
this  program.  These  new  boilers  and  heaters  will  be  installed  and  used  for 
the  EELV  program.  Boilers  and  heaters  associated  with  the  current  Atlas, 
Delta,  and  Titan  programs  will  either  no  longer  be  used  or  their  usage  will  be 
reduced.  The  total  estimated  emissions  of  NOx  from  the  point  sources 
associated  with  Concept  A/B  is  8.7  tons  per  year,  as  shown  in 
Table  4.10-22.  These  emissions  will  replace  the  baseline  emissions 
(emissions  associated  with  the  current  Atlas,  Delta,  and  Titan  programs). 

The  total  estimated  baseline  emissions  of  NOx  from  point  sources  is  8.1  tons, 
as  shown  in  Table  3.10-9.  Therefore,  implementing  the  Concept  A/B  EELV 
program  is  expected  to  increase  NOx  emissions  by  0.6  tons  per  year.  Based 
on  the  1994  emissions  summary  shown  in  Appendix  J,  this  increase  would 
not  be  sufficient  to  cause  any  source  group  to  exceed  the  Rule  370  threshold 
of  25  tons  of  NOx.  Therefore,  the  EELV  activities  are  not  likely  to  negatively 
impact  implementation  of  the  ENVVEST  program. 

Facility  Construction 

For  Concept  A/B,  construction  for  the  facilities  for  both  contractors  would 
proceed.  The  construction  emissions  described  for  Concept  A  in  Section 

4.10.1.1.1  and  for  Concept  B  in  Section  4.10.1 .2.1  would  occur.  As  part  of 
the  Air  Conformity  Applicability  Analysis  (see  Appendix  K),  estimates  of 
annual  construction  emissions  were  performed  based  on  the  proposed 
construction  schedule. 

Operations 

Emissions  associated  with  Concept  A/B  operational  activities  would  be  the 
same  for  each  launch  vehicle  as  described  for  Concepts  A  and  B  in  Sections 

4.10.1.1  and  4.10.1.2,  respectively.  Table  4.10-22  presents  the  emissions 
associated  with  Concept  A/B  operational  activities,  and  reflects  the  sum  of 
Concepts  A  and  B  emissions  in  the  peak  year. 


4-126 


EELVFEIS 


Table  4.10-22,  Emission  Comparison  ■  Concept  AIB,  Vandenberg  AFB*^* 


Emissions  (in  tons)‘^^ 


VOC 

NOx 

CO 

SO2 

PM10 

Launches 

0.0 

7.9 

0.0 

0.0 

10.8 

Preparation,  Assembly, 

9.9 

0.0 

0.0 

0.0 

1.1 

and  Fueling 

Mobile  Sources 

6.8 

11.7 

86.1 

0.6 

87.1 

Point  Sources 

0.8 

8.7 

2.0 

0.6 

0.4 

Total 

17.5 

28.2 

88.1 

1.2 

99.5 

Santa  Barbara 

51,015 

18,222 

83,844 

1,301 

43,546 

County  1990  Total"^’ 

Santa  Barbara  County 

44,664 

13,994 

102,509 

1,290 

29,374 

1995  Total  (for 
comparison) 

Notes:  (a)  Includes  emissions  into  the  lower  atmosphere  (<3,000  feet)  only. 

(b)  Emissions  are  based  upon  launch  rates  shown  in  Table  2.1-1 1  for  the  peak  emissions  year  at 
Vandenberg  AFB  (2007). 

(c)  The  1990  and  1995  inventory  reporting  structures  differ  according  to  the  Santa  Barbara 
County  Air  Pollution  Control  District. 

CO  =  carbon  monoxide 
NOx  =  nitrogen  oxides 

PMio  =  particulate  matter  equal  to  or  less  than  10  microns  in  diameter 

SO2  =  sulfur  dioxide 

VOC  =  volatile  organic  compound 


Launch  Activities 

Launch  emissions  associated  with  Concept  A/B  for  nominal  and  abort 
scenarios  would  be  the  same  for  each  launch  vehicle  as  described  for 
Concepts  A  and  B  in  Sections  4.10.1.1  and  4.10.1.2,  respectively  (see 
Table  4.10-22). 

As  discussed  in  Section  4.10.1.1.2,  an  air  conformity  applicability  analysis 
for  EELV  activities  is  provided  in  Appendix  K. 

Regional  Air  Quality  Impacts 

Regional  impacts  on  the  lower  atmosphere  include  emissions  associated  with 
preparing  and  launching  Concept  A  and  Concept  B  vehicles.  Criteria 
pollutants  are  of  concern  for  long-term  impacts  over  the  entire  air  quality 
region  (SCCAB). 

Annual  emission  rates  depend  on  the  proposed  launch  schedule  (see 
Table  2.1-1 1).  Emission  summaries  for  key  years  between  2001  and  2020 
are  detailed  in  Appendix  J.  Peak  emissions  into  the  lower  atmosphere  at 
Vandenberg  AFB  would  occur  during  2007.  The  launch  schedule  and 
estimated  emissions  are  presented  in  Table  4.10-22. 

The  expected  emissions  of  ozone  precursors  (VOC  and  NOx)  and  PM10  from 
peak-year  operations  would  be  minimal  compared  with  the  county  baseline. 
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However,  since  the  SCCAB  is  in  nonattainment  for  ozone  and  PMio  for  state 
standards,  these  emissions  would  still  be  mitigated  to  the  extent  feasible. 

Peak-year  operation  emissions  of  SO2,  NOx,  and  CO  would  not  be  sufficient 
to  jeopardize  the  attainment  status  for  these  pollutants.  Baseline  emissions 
in  the  SCCAB  are  below  the  levels  that  would  cause  nonattainment,  and  the 
peak-year  operation  emissions  would  be  only  a  small  fraction  of  the  county 
baseline. 

Based  on  current  emissions  estimates.  Concept  A/B  would  result  in  a 
reduction  of  emissions  from  the  baseline  for  all  criteria  pollutants.  The  final 
system  design  would  need  to  be  compared  with  the  permitting  and  regulatory 
requirements  listed  in  Section  3.10  to  determine  required  action. 

4.10.2  No-Action  Alternative 

Emissions  associated  with  the  No-Action  Alternative  would  be  those 
associated  with  continued  use  of  the  Atlas,  Delta,  and  Titan  vehicles  to  meet 
the  government  portion  of  the  NMM.  Operations  would  continue  as 
described  in  Section  3.10.  The  calculations  in  this  section  assume  the  use  of 
Atlas  IIA,  Delta  II,  and  Titan  IVB  vehicles. 

Air  quality  impacts  and  health  effects  would  be  similar  to  those  associated 
with  the  Proposed  Action.  In  addition  to  the  chemicals  of  concern  associated 
with  the  Proposed  Action,  ODSs  used  as  part  of  the  degreasing  operations 
for  the  No-Action  Alternative  have  the  potential  to  damage  the  stratospheric 
ozone  layer.  Damage  to  the  stratospheric  ozone  layer  can  cause  health 
hazards  in  the  form  of  increased  skin  cancer  rates. 

Air  quality  impacts  from  No-Action  Alternative  operations  would  result  from 
the  general  sources  described  in  Section  4.10.1.  Deliveries  of  vehicle 
components  occur  by  truck  and  aircraft;  emissions  from  both  forms  of 
delivery  have  been  calculated  and  compared  to  existing  mobile  source 
emissions.  Fuels  used  in  the  No-Action  Alternative  vehicles  include  kerosene 
fuel  (RP-1),  cryogenic  gases  (LO2  and  LH2),  hydrazines  (MMH,  A-50,  and 
N2H4),  N2O4,  and  solid  rocket  fuels.  Emissions  from  the  handling  and  storage 
of  these  fuels  have  been  calculated  and  compared  to  existing  emissions. 

4.10.2.1  Cape  Canaveral  AS.  Emissions  from  the  No-Action  Alternative 
would  occur  from  the  following  sources:  vehicle  launch;  vehicle  preparation, 
assembly,  and  fueling;  mobile  sources  such  as  support  equipment, 
commercial  transport  vehicles  (including  trucks  and  aircraft),  and  personal 
vehicles;  and  point  sources  such  as  heating/power  plants,  generators, 
incinerators  and  storage  tanks. 

Estimates  were  divided  into  two  categories:  emissions  that  are  directly 
launch-related  and  infrastructure  emissions.  Launch-related  emissions  were 
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estimated  on  a  pounds-per-launch  basis;  infrastructure  emissions  were 
estimated  on  a  pounds-per-day  basis  and  were  assumed  to  take  place 
regardless  of  the  number  of  launches  conducted  per  year. 

Emissions  were  calculated  using  the  methods  and  assumptions  used  to 
calculate  the  baseline  emissions  described  in  Section  3.10.  In  addition  to  the 
emissions  from  refrigeration  units  (ODSs),  fire  suppression  and  some 
degreasing  operations  would  also  produce  emissions.  Total  ODS  emissions 
associated  with  the  Atlas,  Delta,  and  Titan  operations  are  difficult  to  estimate 
for  the  No-Action  Alternative  at  Cape  Canaveral  AS  because  of  ongoing 
efforts  to  reduce  or  eliminate  the  use  of  ODSs.  Depending  on  the  success  of 
these  efforts,  ODS  emissions  may  be  zero. 

Emissions  from  pre-  and  post-launch  processing  include  criteria  pollutants  and 
toxic  or  irritant  pollutants  (including  HAPs).  Emissions  of  criteria  pollutants 
could  cause  or  contribute  to  the  nonattainment  of  NAAQS  or  FAAQS  for  the 
region.  Emissions  of  pollutants  can  also  cause  localized  health  effects. 

Launch  emissions  and  their  associated  impacts  would  be  similar  to  those 
associated  with  baseline  activities  (see  Section  3.10). 

For  comparison  purposes,  localized  air  quality  impacts  were  assessed  using 
the  REEDM  model,  as  described  for  Concepts  A  and  B  in  Sections  4.10.1.1.1 
and  4.10.1.2.1,  respectively.  Titan  and  Delta  launches  were  modeled,  and 
results  for  nominal  scenarios  are  presented  in  Tables  4.10-23  and  4.10-24, 
respectively. 


Table  4.10-23.  Summary  of  REEDM-Predicted  Ambient  Air  Concentration 


increments  During  Nominal  Launches  (Titan  IV  and  Delta  II) 


CO 

Maximum  8-hour  average 
concentration  increment  (ppm) 

NAAQS 

8-hour  average  (ppm) 

Titan  IVB-A 

0.0089 

9 

Delta  11-7925 

0.0043 

9 

Maximum  1-hour  average 

CAAQS  NOx 

NOx 

concentration  increment  (ppm) 

1-hour  average  (ppm) 

Titan  IVB-A 

0.036 

0.25 

Delta  11-7925 

0.007 

0.25 

Peak  puff  concentration 

OSHA  PEL'^’ 

HCI 

increment  (ppm) 

ceiling  (ppm) 

Titan  IVB-A 

3.32 

5 

Delta  11-7925 

1.821 

5 

Note:  (a)  OSHA  PELs  are  provided  for  hazard  comparison  purposes  only.  Although  there  is  an  annual 


NAAQS  for  NOx,  OSHA  PELs  are  shown  for  a  consistent  per-launch  comparison. 


CAAQS 

California  Ambient  Air  Quality  Standards 

CO 

= 

carbon  monoxide 

HCI 

= 

hydrochloric  acid 

NAAQS 

= 

National  Ambient  Air  Quality  Standards 

N02 

= 

nitrogen  dioxide 

NOx 

= 

nitrogen  oxides 

OSHA 

= 

Occupational  Safety  and  Health  Administration 

PEL 

=s 

Permissible  Exposure  Level 

ppm 

= 

parts  per  million 

REEDM 

= 

Rocket  Exhaust  Effluent  Dispersion  Model 
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Table  4.10-24.  Summary  of  REEDM-Predicted  Ambient  Air  Concentration 
Increments  During  Aborted  Launches  (Titan  IV  and  Delta  II) 


CO 

Maximum  8-hour  average 
concentration  increment  (ppm) 

NAAQS 

8-hour  average  (ppm) 

Titan  IVB-A 

0.535 

9 

Delta  11-7925 

0.129 

9 

Maximum  1-hour  average 

CAAQS  NOx 

NOx 

concentration  Increment  (ppm) 

1-hour  average  (ppm) 

Titan  IVB-A 

2.090 

0.25 

Delta  11-7925 

0.085 

0.25 

Maximum  8-hour  average 

OSHA  PEL'"' 

NH3 

concentration  increment  (ppm) 

8-hour  average  (ppm) 

Titan  IVB-A 

0.0985 

50 

Delta  11-7925 

0.0041 

50 

Hydrazine 

Maximum  8-hour  average 

OSHA  PEL'"’ 

Compounds 

concentration  increment  (ppm) 

8-hour  average  (ppm) 

Titan  IVB-A 

0.0168 

1 

Delta  11-7925 

0.000687 

1 

HCI 

Peak  puff  concentration 

OSHA  PEL'"’ 

increment  (ppm) 

ceiling  (ppm) 

Titan  IVB-A 

0.84 

5 

Delta  11-7925 

0.26 

5 

Note:  (a)  OSHA  PELs  are  provided  for  hazard  comparison  purposes  only.  Although  there  is  an  annual 

NAAQS  for  NOx,  OSHA  PELs  are  shown  for  a  consistent  per-launch  comparison. 

CAAQS 

= 

California  Ambient  Air  Quality  Standards 

CO 

carbon  monoxide 

HCI 

= 

hydrochloric  acid 

NAAQS 

= 

National  Ambient  Air  Quality  Standards 

NH3 

= 

ammonia 

NO2 

= 

nitrogen  dioxide 

NOx 

nitrogen  oxides 

OSHA 

= 

Occupational  Safety  and  Health  Administration 

PEL 

= 

Permissible  Exposure  Level 

ppm 

parts  per  million 

REEDM 

Rocket  Exhaust  Effluent  Dispersion  Model 

As  with  the  Proposed  Action,  impacts  from  the  No-Action  Alternative  on  the 
lower  atmosphere  are  best  summarized  by  totaling  the  emissions  into  the  ROI 
associated  with  the  program.  Annual  emission  rates  would  depend  on  the 
proposed  launch  schedule.  Many  of  the  emission-generating  activities  would 
occur  once  per  vehicle  launch.  A  No-Action  Alternative  launch  schedule  for 
2001  through  2020  based  on  the  government  portion  of  the  NMM  was 
developed.  The  peak  NOx  emissions  would  occur  during  2015.  Emissions 
are  summarized  for  2015  in  Table  4.10-25. 

It  is  important  to  note  that  the  launch  schedule  developed  for  the  No-Action 
Alternative  does  not  include  any  commercial  launches.  For  this  reason,  there 
are  fewer  launches  per  year  shown  for  the  No-Action  Alternative  than  for  the 
Proposed  Action. 

Emissions  of  several  chemicals  of  concern  into  the  lower  atmosphere  in  the 
peak  years  for  each  of  the  launch  concepts  are  presented  in  Table  4.10-26 
for  Cape  Canaveral  AS. 
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Table  4.10-25.  No-Action  Alternative  Emission  Comparison,  Cape  Canaveral  AS'"' 


Launches 

0 

7.5 

0 

0 

59.2 

Preparation,  Assembly,  and 
Fueling 

8.9 

0 

0 

0 

3.6 

Mobile  Sources 

22.6 

53.9 

183.8 

2.5 

112.8 

Point  Sources 

1.0 

22.9 

6.2 

17.7 

1.0 

Total 

32.5 

84.2 

190.1 

20.2 

176.6 

Brevard  County  1995 

Total  (for  comparison) 

24,983 

26,122 

134,743 

27,524 

35,090 

Emissions  (in  tons)"’”'^' 


VOC 

NOx 

CO 

SO2 

PMio 

Notes:  (a)  Government  launches  only. 

(b)  Includes  emissions  into  the  lower  atmosphere  (<3,000  feet)  only, 

(c)  Emissions  are  based  upon  launch  rates  shown  In  Appendix  J  for  the  peak 
emissions  year  at  Cape  Canaveral  AS  (2015). 

CO  =  carbon  monoxide 
NOx  =  nitrogen  oxides 

PMio  =  particulate  matter  equal  to  or  less  than  10  microns  in  diameter 

SO2  =  sulfur  dioxide 

VOC  =  volatile  organic  compound 


Table  4.10-26.  Lower  Atmosphere  Launch  Emissions, 


Cape  Canaveral  AS  (2015) 


Number  of 

launches 

NOx 

Tons/Year 

PMio 

HCI 

Concept  A 

23 

18.5 

0.0 

0.0 

Concept  B 

23 

15.1 

25.1 

13.0 

Concept  A/B 

26 

21.4 

16.8 

8.6 

No-Action  Alternative*®’ 

11 

7.5 

59.2 

29.9 

Note:  (a)  Government  launches  only. 

HCI  =  hydrochloric  acid 

NOx  =  nitrogen  oxides 

PMio  =  particulate  matter  equal  to  or  less  than  10  microns  in  diameter 


The  EELV  program  concepts  are  considerably  cleaner  in  terms  of  the 
particulate  and  chlorine  loading  than  those  of  the  No-Action  Alternative.  The 
No-Action  Alternative  vehicles  seem  to  produce  less  NOx  emissions  than  the 
EELV  systems,  but  this  is  due  to  the  large  difference  in  the  number  of 
launches  between  the  Proposed  Action  and  No-Action  Alternative.  Although 
the  No-Action  Alternative  includes  fewer  launches  than  the  Proposed  Action, 
it  would  produce  more  PMio  and  HCI  emissions. 

Vandenberg  AFB.  Emissions  from  the  No-Action  Alternative  would  be  similar 
to  those  described  in  Section  4.10.2.1 .  Although  the  No-Action  Alternative 
includes  fewer  launches  than  the  Proposed  Action,  it  would  produce  more 
PMio  and  HCI  emissions. 

Emissions  were  calculated  using  the  methods  and  assumptions  used  to 
calculate  the  baseline  emissions  described  in  Sections  3.10  and  4.10.2.1. 
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Launch  emissions  and  their  associated  impacts  would  be  similar  to  those 
associated  with  baseline  activities  described  in  Section  3.10. 

As  with  the  Proposed  Action,  impacts  from  the  No-Action  Alternative  on  the 
lower  atmosphere  are  best  summarized  by  totaling  the  emissions  into  the  ROI 
associated  with  the  program  (Table  4.10-27).  The  peak  year  is  defined  as 
the  year  with  the  highest  predicted  NOx  emissions,  not  the  year  with  the 
most  launches. 


Table  4.10-27.  No-Action  Alternative  Emission  Comparison,  Vandenberg  AFB'*’ 


Emissions  (in  tons) 

ib)(c) 

VOC 

NOx 

CO 

SO2 

PM1O 

Launches 

0.0 

2.4 

0.0 

0.0 

34.9 

Preparation,  Assembly,  and  Fueling 

3.4 

0.0 

0.0 

0.0 

1.3 

Mobile  Sources 

8.7 

15.2 

117.2 

0.8 

103.8 

Point  Sources 

0.2 

8.1 

1.2 

0.6 

0.5 

Total 

12.3 

25.7 

118.4 

1.4 

140.5 

Santa  Barbara 

County  1990  Total''" 

51,015 

18,222 

83,844 

1,301 

43,546 

Santa  Barbara  County 

1 995  Total  (for 
comparison) 

44,664 

13,994 

102,509 

1,290 

29,374 

Notes: 


(a)  Government  launches  only. 

{b)  Includes  emissions  into  the  lower  atmosphere  (<3,000  feetl  only. 

(c)  Emissions  are  based  upon  launch  rates  shown  in  Appendix  J  for  the  peak  emissions  year 
at  Vandenberg  AFB  (2008). 

(d)  The  1 990  and  1 995  inventory  reporting  structures  differ  according  to  the  Santa 
Barbara  County  APCD. 

CO  =  carbon  monoxide 
NOx  =  nitrogen  oxides 

PMio  =  particulate  matter  equal  to  or  less  than  10  microns  in  diameter 

SO2  =  sulfur  dioxide 

VOC  =  volatile  organic  compound 


Emissions  of  several  chemicals  of  concern  into  the  lower  atmosphere  in  the 
peak  years  for  each  of  the  launch  concepts  are  presented  in  Table  4.10-28 
for  Vandenberg  AFB  launches. 

The  Proposed  Action  is  considerably  cleaner  in  terms  of  particulates  and 
chlorine  loading  than  the  No-Action  Alternative.  The  No-Action  Alternative 
does  seem  to  produce  less  NOx  emissions  than  the  Proposed  Action,  but  this 
is  due  to  the  large  difference  in  the  number  of  launches  between  the 
alternatives.  Although  the  No-Action  Alternative  includes  fewer  launches 
than  the  Proposed  Action,  it  would  produce  more  PMio  and  HCI  emissions. 
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Table  4.10-28.  Lower  Atmosphere  Launch  Emissions,  Vandenberg  AFB 


Peak 

Year 

Number  of 

launches 

NOx 

Tons/Year 

PMio 

HCI 

Concept  A 

2007 

10 

4.8 

0.0 

0.0 

Concept  B 

2007 

10 

5.4 

5.4 

2.8 

Concept  A/B 

2007 

14 

7.9 

10.8 

5.6 

No-Action  Alternative'®’ 

2008 

4 

2.4 

34.9 

17.6 

Note:  (a)  Government  launches  only. 

HCI  =  hydrochloric  acid 
NOx  =  nitrogen  oxides 

PMio  =  particulate  matter  equal  to  or  less  than  10  microns  in  diameter 


4.1 1  AIR  QUALITY  {UPPER  ATMOSPHERE) 

Emissions  into  the  upper  atmosphere  are  not  subject  to  any  specific 
regulatory  requirements.  The  upper  atmosphere  ROl  consists  of  the  upper 
troposphere,  where  weather  systems  can  mix  and  remove  pollutants  after  a 
few  days  to  a  few  weeks,  and  the  stratosphere,  where  the  emissions  are 
removed  very  slowly  and  can  circle  the  earth.  In  the  stratosphere,  ODSs, 
including  NOx,  Clx,  and  alumina  particles,  are  the  primary  chemicals  of 
concern. 

4.11.1  Proposed  Action 

This  section  addresses  potential  impacts  to  the  upper  atmosphere  associated 
with  implementation  of  the  EELV  program.  Because  the  upper  atmosphere  is 
common  to  both  Cape  Canaveral  AS  and  Vandenberg  AFB,  the  discussion 
focuses  upon  impacts  related  to  implementation  of  Concept  A,  Concept  B, 
and  Concept  A/B. 

4.11.1.1  Concept  A.  Concept  A  launch  vehicles  would  use  a  booster  that 
burns  RP-1  and  LO2.  The  composition  of  the  after-burning  emissions  is  very 
similar  to  that  of  the  Atlas  II  core  engine.  There  are  four  Concept  A 
configurations  that  are  distinguished  by  the  type  of  upper  stage  and  by  the 
number  of  boosters  strapped  together  (see  Section  2.1.1).  The  boosters 
burn  until  they  are  well  above  the  stratosphere,  and  no  upper-stage  emissions 
are  emitted  into  the  stratosphere. 

Two  flight  trajectories  (LEO  and  GTO)  were  used  to  estimate  the  amount  of 
booster  mass  emitted  into  the  lower  atmosphere  (0  to  3,000  feet)  and  the 
upper  atmosphere  (3,000  to  164,000  feet).  The  upper  atmosphere  ROl  was 
divided  into  the  three  layers;  the  time  of  travel  for  each  trajectory  to  pass 
through  each  layer  is  summarized  in  Table  4.11-1. 
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Table  4.11-1 .  Description  of  Flight  Trajectories  Used  to  Estimate  the 
Fraction  of  Engine  Burn  Time  in  Atmospheric  Layers 


Layer  Designation 

Layer  Top 
Elevation  (feet) 

Trajectory  1 
(GTO) 
(seconds) 

Trajectory  2 
(LEO) 
(seconds) 

Lower  Atmosphere 

3,000 

29 

19 

Lower  Troposphere 

10,000 

50 

33 

Upper  Troposphere 

49,000 

95 

72 

Stratosphere 

164,000 

173 

155 

GTO  =  geosynchronous  transfer  orbit 

LEO  =  low-Earth  orbit 

Table  4.1 1-2  summarizes  the  total  mass  of  the  various  pollutants  that  would 
be  released  into  the  upper  atmosphere  from  vehicle  exhaust  and  after-burning 
during  a  GTO  mission.  In  the  stratosphere,  the  only  pollutant  emitted  is  CO 
from  carbon  in  the  burned  RP-1  fuel.  However,  the  influence  of  CO  on  the 
stratosphere  is  limited  to  radiative  heating  and  minor  chemical  reactions. 

Table  4,11-2.  Summary  of  Flight  Emissions  into  Atmospheric  Layers, 

Concept  (in  tons) 

Atmosphere  Layer 

Particulate  NOx 

CO 

Clx 

MLV-A  (CUS) 

Lower  Troposphere 

0.0  0.28 

0.0 

0.0 

Upper  Troposphere 

0.0  0.50 

1.00 

0.0 

Stratosphere 

0.0  0.0 

58.47 

0.0 

MLV-D  (SUS) 

Lower  Troposphere 

0.0  0.28 

0.0 

0.0 

Upper  Troposphere 

0.0  0.50 

1.00 

0.0 

Stratosphere 

0.0  0.0 

58.47 

0.0 

HLV-L  (SUS) 

Lower  Troposphere 

0.0  0.83 

0.0 

0.0 

Upper  Troposphere 

0.0  1.50 

3.01 

0.0 

Stratosphere 

0.0  0.0 

175.42 

0.0 

HLV-G  (CUS) 

Lower  Troposphere 

0.0  0.83 

0.0 

0.0 

Upper  Troposphere 

0.0  1.50 

3.01 

0.0 

Stratosphere 

0.0  0.0 

175.42 

0.0 

Note:  (a)  Assumes  a  geosynchronous  transfer  orbit  mission. 


Clx 

= 

chlorine  compounds 

CO 

= 

carbon  monoxide 

CUS 

Cryogenic  Upper  Stage 

HLV 

= 

heavy  lift  variant 

MLV 

medium  lift  variant 

NOx 

= 

nitrogen  oxides 

SUS 

= 

Storable  Upper  Stage 

4-134 


EELVFEIS 


The  emission  rates  were  estimated  for  each  year,  and  the  year  of  peak  NOx 
emissions  for  the  upper  atmosphere  was  selected.  The  emission  rates 
peaked  for  the  year  2015  for  Cape  Canaveral  AS  and  for  2014  for 
Vandenberg  AFB.  For  estimation  purposes,  it  was  assumed  that  all  Cape 
Canaveral  AS  launches  would  be  GTO  missions  and  that  all  Vandenberg  AFB 
launches  would  be  LEO  missions.  The  peak  annual  launch  emissions  for  the 
upper  atmosphere  and  the  stratosphere  (Table  4.1 1-3)  were  calculated  as  the 
sum  of  using  the  emissions  per  vehicle  flight  (Table  4.1 1-2). 


Table  4.11-3. 

Summary  of  Flight  Emissions, 

Concept  A  (tons  per  year)*®’ 

Pollutant 

(3,000  to  49,000  feet) 

(49,000  to  164,000  feet) 

Particulates 

0 

0 

Clx 

0 

0 

NOx 

22.9 

0 

CO 

1,893 

1,862 

Note:  (a)  Emissions  are  based  upon  launch  rates  shown  in  Table  2.1-3  for  peak  emission 

years  at  each  installation  (2015  at  Cape  Canaveral  AS,  2014  at  Vandenberg  AFB). 
Clx  =  chlorine  compounds 
CO  =  carbon  monoxide 
NOx  =  nitrogen  oxides 


Concept  A  launches  would  produce  no  emissions  into  the  stratosphere  of  any 
effective  ODSs,  and  would  therefore  not  cause  any  degradation  of  the 
stratospheric  ozone  layer.  Because  of  the  lack  of  nitrogen  in  the  fuels  utilized 
for  Concept  A  vehicles,  and  the  rapid  decrease  in  the  efficiency  of  after¬ 
burning  to  produce  NO,  negligible  amounts  of  NOx  are  deposited  into  the 
stratosphere.  The  annual  perturbation  of  the  stratosphere  CO  budget  due  to 
Concept  A  vehicles  is  less  than  1  part  in  1 5,000.  If  all  fuel  is  converted  to 
water,  the  resulting  annual  perturbation  is  less  than  1  part  in  1,000.  Such 
perturbations,  by  either  chemical,  would  fail  to  substantially  alter  the 
stratospheric  chemistry  or  its  heat  budget. 

4.11.1.2  Concept  B.  Concept  B  launch  vehicles  would  use  a  booster  that 
burns  LH2  and  LO2.  The  composition  of  the  after-burning  emissions  is  very 
clean,  essentially  resulting  in  only  water,  unburned  fuel,  and  oxy-hydrogen 
radicals.  There  are  five  Concept  B  configurations  that  are  distinguished  by 
the  type  of  upper  stage  and  by  the  number  and  type  of  boosters  strapped 
together  (see  Section  2.1.2).  The  boosters  would  burn  until  they  are  well 
above  the  stratosphere  and  no  upper-stage  emissions  are  emitted  Into  the 
stratosphere.  The  flight  trajectories  modeled  were  the  same  as  those 
described  in  Section  4.11.1.1  for  Concept  A  (see  Table  4.11-1). 

Concept  B  pollutants  include  NOx,  alumina  particles,  and  Clx.  CO  is  also 
tracked,  but  its  role  in  the  upper  atmospheric  chemistry  is  limited  to  radiative 
effects.  Table  4.1 1-4  summarizes  the  total  mass  of  the  various  pollutants 
released  Into  the  atmosphere  from  vehicle  exhaust  and  after-burning  during  a 
GTO  mission. 
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Table  4.1 1-4.  Summary  of  Flight  Emissions  into  Atmospheric  Layers, 

Concept  B'^*’  (in  tons) 


Atmosphere  layer 

Particulate 

NOx 

CO 

Clx 

DIV-S  (HUS) 

Lower  Troposphere 

0.0 

0.21 

0.0 

0.0 

Upper  Troposphere 

0.0 

0.38 

0.0 

0.0 

Stratosphere 

0.0 

0.0 

0.0 

0.0 

DIV-M  (CUS) 

Lower  Troposphere 

0.0 

0.21 

0.0 

0.0 

Upper  Troposphere 

0.0 

0.38 

0.0 

0.0 

Stratosphere 

0.0 

0.0 

0.0 

0.0 

DIV-M  +  (CUS) 

Lower  Troposphere 

2.02 

0.21 

0.0 

1.04 

Upper  Troposphere 

8.34 

0.47 

0.33 

4.30 

Stratosphere 

14.03 

0.0 

9.49 

7.33 

DIV-H  (CUS) 

Lower  Troposphere 

0.0 

0.63 

0.0 

0.0 

Upper  Troposphere 

0.0 

1.14 

0.0 

0.0 

Stratosphere 

0.0 

0.0 

0.0 

0.0 

Note:  (a)  Assumes  a  low-Earth  orbit  mission. 


Clx 

chlorine  compounds 

CO 

carbon  monoxide 

CUS 

Cryogenic  Upper  Stage 

DIV-H 

heavy  launch  vehicle 

DIV-M 

medium  launch  vehicle 

DIV-M+  = 

medium  launch  vehicle  with  solid  rocket  motor  strap-ons 

DIV-S 

small  launch  vehicle 

HUS 

Hypergolic  Upper  Stage 

NOx 

nitrogen  oxides 

In  the  troposphere,  the  only  pollutant  deposited  from  configurations  with  no 
strap-on  solid  rocket  motors  in  any  substantial  amount  is  NOx  (see 
Table  4.1 1-4).  Because  of  the  lack  of  nitrogen  in  the  fuels  utilized  for 
Concept  B  vehicles,  and  the  rapid  decrease  in  the  efficiency  of  after-burning 
to  produce  NO,  negligible  amounts  of  NOx  are  deposited  into  the 
stratosphere.  The  annual  perturbation  of  the  stratospheric  CO  budget  due  to 
Concept  B  vehicles  is  less  than  1  part  in  1  5,000.  If  all  fuel  is  converted  to 
water,  the  resulting  annual  perturbation  to  the  stratospheric  water  budget  is 
less  than  1  part  in  1 ,000.  At  such  magnitudes,  neither  chemical  would 
produce  a  significant  perturbation.  The  stratospheric  ODS  emissions, 
consisting  of  chlorine  and  particles,  come  only  from  commercial 
configurations  that  use  strap-on  solid  rocket  motors. 

The  emission  rates  were  estimated  for  each  year,  and  the  year  of  peak  NOx 
emissions  for  the  upper  atmosphere  was  selected.  The  emission  rates 
peaked  in  the  year  2015  for  Cape  Canaveral  AS  and  in  2008  for  Vandenberg 
AFB.  For  estimation  purposes,  it  was  assumed  that  all  Cape  Canaveral  AS 
launches  would  be  GTO  missions  and  that  all  Vandenberg  AFB  launches 
would  be  LEO  missions.  The  peak  annual  emissions  for  each  upper 
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atmospheric  layer  from  all  Concept  B  launches  (Table  4.1 1-5)  were  estimated 
as  the  sum  of  the  emissions  per  vehicle  flight  (see  Table  4.1 1-4). 


Table  4.11-5.  Summary  of  Flight  Emissions, 
_ Concept  B  (tons  per  year)*** _ 


Pollutant 

(3,000  to  49,000  feet) 

(49,000  to  1 64,000  feet) 

Particulates 

162.3 

85.1 

Clx 

83.6 

43.8 

NOx 

22.7 

0.0 

CO 

58.6 

56.7 

Note:  (a)  Emissions  are  based  upon  launch  rates  shown  in  Table  2.1-8  for  peak  emission 
years  at  each  installation  (2015  at  Cape  Canaveral  AS,  2008  at  Vandenberg 
AFB). 

CU  =  chlorine  compounds 
CO  =  carbon  monoxide 
NOx  =  nitrogen  oxides 


Concept  B  government  launch  vehicles  would  not  release  ODSs  into  the 
stratosphere;  however,  the  DIV-M+  (commercial  only)  launches  would  add 
ODSs.  The  projected  emission  rates  are  smaller  than  the  baseline  launch 
emissions  described  in  Section  3.11.  Even  with  commercial  launches. 
Concept  B  would  result  in  smaller  deposition  of  ODSs  in  the  stratosphere 
than  the  current  launch  vehicles,  which  would  continue  to  be  launched  under 
the  No-Action  Alternative. 

4.11.1.3  Concept  A/B.  Under  Concept  A/B,  both  Concept  A  and  Concept  B 
vehicles  would  be  developed  and  launched.  For  analysis  purposes,  a  nearly 
exact  division  of  the  Concept  A  and  B  launch  rates  has  been  assumed  for 
each  vehicle  type  (see  Table  2.1-11).  Concept  A  and  B  pollutant  emissions 
are  described  in  Sections  4.1 1 .1 .1  and  4.1 1 .1 .2,  respectively.  The  flight 
trajectories  used  to  estimate  the  amount  of  booster  mass  emitted  into 
atmosphere  are  summarized  in  Table  4.1 1-1 . 

The  emission  rates  were  estimated  for  each  year,  and  the  year  of  peak  NOx 
emissions  for  the  upper  atmosphere  was  selected.  The  emission  rates 
peaked  in  the  year  201  5  for  Cape  Canaveral  AS  and  in  2007  for 
Vandenberg  AFB. 

The  same  assumption  regarding  use  of  LEO  and  GTO  trajectories  at  each 
installation  was  utilized.  The  peak  annual  emissions  for  each  upper 
atmospheric  layer  from  all  launches  (Table  4.1 1-6)  were  estimated  as  the 
sum  of  the  emissions  per  vehicle  flight  (see  Tables  4.1 1-2  and  4.1 1-4). 

Concept  A/B  launches  would  discharge  emissions  of  alumina  particulates  and 
Clx  into  the  stratosphere  as  a  result  of  using  solid  rocket  motors  for 
Concept  B  commercial  launches.  However,  as  discussed  In  Section 
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Table  4.11-6.  Summary  of  Flight  Emissions,  Concept  A/B  (tons  per  year)**’ 


Pollutant 

(3,000  to  49,000  feet) 

(49,000  to  164,000  feet) 

Particulates^^^’ 

157.0 

84.7 

Clx 

80.9 

43.7 

NOx 

32.3 

0.0 

CO 

1359.4 

1337.1 

Notes:  (a)  Emissions  are  based  upon  launch  rates  shown  in  Table  2.1-1 1  for  peak  emission 

years  at  each  Installation  (2015  at  Cape  Canaveral  AS,  2007  at  Vandenberg  AFB). 

(b)  Concept  B  commercial  launches  only. 

Clx  =  chlorine  compounds 
CO  =  carbon  monoxide 
NOx  =  nitrogen  oxides 

4.1 1 .1 .2,  Concept  A/B  launches  would  result  in  reductions  of  emissions  of 
stratospheric  perturbing  substances  compared  to  current  launch  systems. 

4. 11 .2  No-Action  Alternative 

Emissions  from  the  government  component  of  launches  based  on  the  NMM 
were  estimated  assuming  continuation  of  existing  launch  programs  (Atlas  IIA, 
Delta  II,  Titan  IVB).  The  annual  launch  schedule,  presented  In  Appendix  J, 
was  used  to  determine  the  peak  years  for  emissions.  Peak  NOx  emissions 
would  occur  in  2015  for  Cape  Canaveral  AS  and  in  2008  for  Vandenberg 
AFB.  No-Actlon  Alternative  emissions  for  the  upper  atmosphere  and  the 
stratosphere  are  provided  in  Table  4.1 1'7.  Emissions  of  ODSs  (alumina 
particulates  and  chlorine)  from  the  No-Action  Alternative  launches  would  be 
greater  than  the  estimated  emissions  for  Concepts  A  and  B,  or  for 
Concept  A/B. 


Table  4.1 1-7.  Summary  of  the  Annual  Flight  Emissions  Resulting  from  the 
No-Action  Alternative  (in  tons) _ 


Cape  Canaveral  AS  (2015) 

Vandenberg  AFB  (2008) 

Pollutant 

Troposphere 

Stratosphere 

Troposphere 

Stratosphere 

(3,000  to 

(49,000  to 

(3,000  to 

(49,000  to 

49,000  feet) 

164,000  feet) 

49,000  feet) 

1 64,000  feet) 

Particulates 

368.2 

174.1 

296.1 

162.7 

NOx 

10.9 

0.6 

5.2 

0.6 

CO 

527.3 

516.0 

227.4 

222.7 

Clx 

185.3 

87.5 

148.7 

81.6 

Clx  =  chlorine  compounds 
CO  =  carbon  monoxide 
NOx  =  nitrogen  oxides 


4.12  NOISE 


Potential  impacts  due  to  noise  and  sonic  boom  exposure  are  discussed  in  this 
section.  The  potential  impacts  on  wildlife  are  described  in  Section  4.14, 
Biological  Resources. 
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4.12.1  Proposed  Action 


The  proposed  EELV  system  has  not  yet  been  launched;  consequently,  actual 
vehicle  noise  measurements  are  not  available.  Launch  and  ascent  noise  were 
computed  by  the  RNOISE  model  recently  developed  for  launch  vehicle 
analysis  (Plotkin  et  al.,  1997)  (see  Appendix  F).  Sonic  booms  were 
computed  using  the  U.S.  Air  Force  PCBoomS  model  (Plotkin,  1996)  (see 
Appendix  F). 

4.12.1.1  Concept  A 

Noise  analysis  was  performed  for  two  vehicles  (one  three-engine  heavy  and 
one  single-engine  medium)  at  Cape  Canaveral  AS  and  Vandenberg  AFB.  The 
selected  missions  analyzed  include:  HLV-G  (94-degree  azimuth)  and  MLV-D 
(92-degree  azimuth)  at  Cape  Canaveral  AS  and  HLV-L  (181-degree  azimuth), 
MLV-D  (181 -degree  azimuth),  MLV-A  (158-degree  azimuth),  and  MLV-A 
(186-degree  azimuth)  at  Vandenberg  AFB.  Three  medium  vehicle  launches 
were  analyzed  for  Vandenberg  AFB  so  as  to  assess  the  difference  between 
various  missions  of  the  same  vehicle  type. 

It  was  found  that  the  noise  and  sonic  boom  footprints  for  the  medium 
vehicles  were  similar  among  the  missions  analyzed,  differing  primarily 
according  to  the  launch  azimuth.  The  footprint  from  one  mission  can  be 
approximated  by  that  from  another  simply  by  rotating  it  to  the  corresponding 
azimuth.  Launch  direction  is  more  important  for  sonic  boom,  with  its 
crescent-shaped  footprints,  than  for  rocket  noise,  for  which  the  highest  level 
contours  are  approximately  circular.  In  the  following  analysis,  noise  contours 
are  shown  for  one  heavy  and  one  medium  vehicle  launch  at  each  site.  The 
effect  of  other  launch  azimuths  is  discussed. 

The  peak  year  launch  rates  for  Concept  A  (see  Table  2.1-3)  are  23  per  year 
from  Cape  Canaveral  and  10  per  year  from  Vandenberg.  These  are 
considerably  less  than  one  per  day,  the  rate  at  which  cumulative  program 
noise  metrics  such  as  Ldn  are  meaningful.  The  following  analysis  of  impacts, 
therefore,  concentrates  on  single  launch  events. 

4.12.1.1.1  Concept  A,  Cape  Canaveral  AS 

In-Flight  Rocket  Noise.  Figure  4.12-1  shows  the  in-flight  maximum 
A-weighted  noise  level  contours  for  the  HLV-G.  Figure  4.12-2  shows  in¬ 
flight  maximum  A-weighted  noise  level  contours  for  the  MLV-D.  Contours 
for  other  medium  vehicles  are  similar  to  those  shown  in  Figure  4.12-2. 

Sound  levels  for  the  medium  vehicle  are  about  5  dB  lower  than  for  the  heavy 
vehicle.  Heavy  vehicles  represent  approximately  2  percent  of  the  projected 
Concept  A  launches.  Conservative  estimates  of  impact  can  be  made  by 
examining  levels  from  the  louder  heavy  vehicle. 
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EXPLANATION: 


Cape  Canaveral  AS 


"60—  A-Weighted  Noise  Contours  (5  dBA  intervals) 
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Figure  4.12-1 
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EXPLANATION: 

Cape  Canaveral  AS 

— 60—  A-Weighted  Noise  Contours  (5  dBA  intervals) 
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Figure  4.12-2 
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The  maximum  A-weighted  levels  for  the  HLV-G  in  the  nearest  residential 
communities  would  be  in  the  75-dB  range.  This  is  somewhat  louder  than  the 
noise  of  a  passing  automobile  (65  to  70  dBA)  and  less  than  that  of  a  passing 
heavy  truck  (80  to  85  dBA).  Occasional  sounds  of  this  level  will  not  cause 
adverse  impact.  SEL  has  been  computed  for  this  launch  and  is  about  1 3  dB 
higher  than  the  AWSPL.  This  corresponds  to  an  effective  duration  of  about 
20  seconds.  Launch  noise  is  likely  to  be  audible  for  a  longer  period,  but  the 
total  time  involved  is  not  great  enough  to  cause  substantial  impact. 

Figure  4.12-3  shows  the  OSPL  for  the  HLV-G.  The  higher-level  contours  are 
approximately  circular,  so  launch  azimuth  is  not  important.  OSPL  in  excess 
of  1 10  dB,  which  could  cause  structural  damage  claims  at  a  rate  of  one  per 
1,000  households,  is  limited  to  a  radius  of  approximately  3.3  miles  from  the 
launch  site.  This  area  does  not  contain  residential  communities,  and  most  of 
the  land  area  affected  is  within  Cape  Canaveral  AS  and  KSC.  The  OSPL  at 
the  nearest  residential  communities,  8  to  10  miles  away,  would  be  below 
100  dB,  where  structural  damage,  if  any,  would  occur  at  a  negligible  rate. 

The  majority  of  missions  (98  percent)  would  utilize  medium  and  small 
vehicles,  for  which  noise  is  about  5  dB  lower  and  correspondingly  less 
intrusive. 

Sonic  Boom.  Figure  4.12-4  shows  the  sonic  boom  footprint  for  the  HLV-G, 
and  Figure  4.12-5  shows  the  footprint  for  the  MLV-D.  These  two  footprints 
are  drawn  to  scale,  and  the  highest  level  contours  in  the  focal  zones  (6  to 
7  psf)  are  too  small  to  be  seen  in  the  figures.  The  lowest  contour  value 
drawn,  0.5  psf,  is  larger  for  the  heavy  vehicle,  and  its  maximum  overpressure 
is  slightly  higher,  but  otherwise  the  footprints  are  fairly  similar. 

Both  of  these  footprints  are  aligned  with  the  launch  azimuths  (94  degrees 
and  92  degrees,  respectively)  and  fall  in  the  Atlantic  Ocean,  well  offshore. 
Most  Concept  A  launches  would  be  at  azimuths  between  91  and  97  degrees, 
and  would  not  be  substantially  different  from  those  shown  in  Figures  4.12-4 
and  4.12-5.  Some  launches  would  be  at  an  azimuth  of  64  degrees.  The 
footprint  would  fall  farther  to  the  north  but  would  still  be  entirely  over  the 
Atlantic  Ocean. 

Most  of  the  boom  footprints  are  below  1  psf,  a  level  at  which  no  adverse 
effects  would  be  expected,  even  over  land,  from  an  occasional  sonic  boom. 
The  maximum  focus  overpressures  are  in  the  6-  to  8-psf  range.  This  is 
comparable  to  the  focus  boom  overpressures  routinely  generated  by  military 
aircraft  during  supersonic  training  missions  over  both  land  and  water  (Plotkin 
et  al.,  1993),  and  similar  to  focus  boom  overpressures  generated  by  other 
launch  vehicles  (Downing  et  al,  1996).  Since  the  entire  boom  footprint  is 
over  water,  the  only  potential  impacts  would  be  to  wildlife  (see  Section  4.14, 
Biological  Resources). 
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EXPLANATION: 

Cape  Canaveral  AS 
— 90 —  Noise  Contours  (5  dB  intervals) 


Maximum  Overall 
Sound  Pressure 
Level,  HLV-G, 

Cape  Canaveral  AS 


0  8  16 


32  Miles 


Figure  4.12-3 
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Sonic  Boom 
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Figure  4.12-4 
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Figure  4.12-5 
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Cumulative  program  noise  impacts  would  be  quantified  by  Ldn  which  has  been 
computed  for  the  busiest  years.  Values  are  about  50  dB  lower  than  the 
AWSPL  values  shown  in  Figures  4.12-4  and  4.12-5.  This  is  well  within 
acceptable  criteria  for  any  type  of  land  use.  However,  Ldn  is  not  meaningful 
for  events  as  infrequent  as  EELV  launches,  so  the  primary  impact  assessment 
is  the  single-event  analysis  presented  above. 

4.12.1.1.2  Concept  A,  Vandenberg  AFB 

In-Flight  Rocket  Noise.  Figures  4.12-6  and  4.12-7  show  the  in-flight 
maximum  AWSPL  for  the  HLV-L  and  MLV-D.  These  contours  are  very  similar 
to  the  corresponding  contours  at  Cape  Canaveral  AS,  differing  primarily  in 
location  and  alignment  with  the  launch  trajectory.  Contours  for  the  MLV-D 
are  approximately  5  dB  lower  than  those  for  the  heavy  vehicle. 

Considering  the  HLV-L  (less  than  1  percent  of  Vandenberg  AFB  launches 
would  be  heavy  vehicles),  maximum  A-weighted  levels  in  the  nearest 
residential  communities  would  be  in  the  80-  to  85-dB  range  (see 
Figure  4.1 2-6).  This  is  comparable  to  the  noise  of  a  passing  heavy  truck 
(80  to  85  dBA).  Occasional  sounds  of  this  level  will  not  cause  adverse 
impacts.  SEL  has  been  computed  for  this  launch,  and  is  about  13  dB  higher 
than  the  AWSPL.  This  corresponds  to  an  effective  duration  of  about 
20  seconds.  Launch  noise  is  likely  to  be  audible  for  a  longer  period,  but  the 
total  time  involved  is  not  great  enough  to  cause  substantial  impact. 

Figure  4.12-8  shows  OSPL  for  the  HLV-L.  OSPL  in  excess  of  1 10  dB,  which 
could  cause  structural  damage  claims  at  a  rate  of  one  per  1,000  households, 
is  limited  to  a  radius  of  approximately  3.3  miles  from  the  launch  site.  This 
area  does  not  contain  residential  communities,  and  almost  all  of  the  land  area 
affected  is  within  Vandenberg  AFB.  The  OSPL  at  the  nearest  residential 
community,  Lompoc,  about  8  miles  away,  would  be  below  100  dB,  where 
structural  damage,  if  any,  would  occur  at  a  negligible  rate. 

The  majority  of  missions  (99  percent)  would  utilize  medium  and  small 
vehicles,  for  which  noise  is  about  5  dB  lower  and  correspondingly  less 
intrusive. 

Sonic  Boom.  Figures  4.12-9  and  4.12-10  show  the  sonic  boom  footprints 
for  the  HLV-L  and  MLV-D,  respectively.  The  boom  footprints  are  offshore,  in 
the  Pacific  Ocean.  The  footprints  are  similar  to  each  other  (HLV-L  is  slightly 
larger  than  MLV-D),  differing  primarily  in  position  and  orientation  along  the 
launch  azimuth.  The  maximum  overpressures,  in  the  narrow  focal  zones,  are 
in  the  6-  to  8-psf  range.  Impacts  are  expected  to  be  minimal. 

The  two  boom  footprints  shown  intersect  the  Channel  Islands,  with  this 
intersection  being  at  or  near  the  focal  zone.  Potential  impacts  to  wildlife  are 
discussed  in  Section  4.14,  Biological  Resources. 
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The  two  missions  shown  are  at  launch  azimuth  of  181  degrees.  Most 
Concept  A  launches  from  Vandenberg  AFB  would  be  at  azimuths  from  1 74  to 
187  degrees,  and  sonic  boom  footprints  would  occur  in  similar  regions. 

Cumulative  program  noise  impacts  would  be  quantified  by  Lon  which  has  been 
computed  for  the  busiest  years.  Values  are  about  50  dB  lower  than  the 
AWSPL  values  seen  in  Figures  4.12-6  and  4.12-7.  As  discussed  in  Section 
4.12.1 .1 .1,  this  is  well  within  acceptable  criteria  for  any  type  of  land  use. 

4.12.1.2  Concept  B 

Noise  analysis  was  performed  for  two  vehicles  (one  three-engine  heavy  and 
one  single-engine  medium)  at  Cape  Canaveral  AS  and  Vandenberg  AFB,  and 
one  medium-plus  vehicle  at  Cape  Canaveral  AS.  The  selected  missions 
analyzed  include:  DIV-H  (95-degree  azimuth),  DIV-M-i-  (95-degree-azimuth), 
DIV-S  (65-degree  azimuth)  at  Cape  Canaveral  AS  and  DIV-H  (184-degree 
azimuth)  and  DIV-M  (170-degree  azimuth)  at  Vandenberg  AFB. 

Noise  and  sonic  boom  footprints  for  the  medium  vehicles  were  similar  among 
the  missions  analyzed,  differing  primarily  according  to  launch  azimuth  and 
location.  The  results  for  the  specific  missions  analyzed  can  be  applied  to 
other  missions  with  the  same  vehicle  sizes. 

The  peak-year  launch  rates  for  Concept  B  (see  Table  2.1-8)  are  23  per  year 
from  Cape  Canaveral  and  10  per  year  from  Vandenberg.  These  are 
considerably  less  than  one  per  day,  the  rate  at  which  cumulative  program 
noise  metrics  such  as  Ltm,  are  meaningful.  The  following  analysis  of  impacts, 
therefore,  concentrates  on  single  launch  events. 

4.12.1.2.1  Concept  B,  Cape  Canaveral  AS 

In-Flight  Rocket  Noise.  Figures  4.12-11,  4.12-12,  and  4.12-13  show  the  in¬ 
flight  maximum  A-weighted  noise  level  contours  for  the  three  Cape  Canaveral 
AS  missions  analyzed:  heavy,  medium-plus,  and  medium  vehicles, 
respectively.  There  is  slight  distortion  in  the  flight  direction,  but  the  contours 
(especially  higher  levels)  are  approximately  circular.  Sound  levels  for  the 
medium  and  medium-plus  vehicles  are  about  3  to  5  dB  lower  than  for  the 
heavy  vehicle.  Heavy  vehicles  represent  approximately  2  percent  of  the 
projected  Concept  B  Cape  Canaveral  AS  launches.  Conservative  impact 
estimates  can  be  made  by  examining  levels  from  the  louder  heavy  vehicles. 

Referring  to  Figure  4.12-11,  maximum  A-weighted  levels  in  the  nearest 
residential  communities  would  be  in  the  80-dB  range.  This  is  comparable  to 
the  noise  of  a  passing  heavy  truck  (80  to  85  dBA).  Occasional  sounds  of 
this  level  will  not  cause  adverse  impact.  SEL  has  been  computed  for  this 
launch,  and  is  about  1 8  dB  higher  than  the  AWSPL.  This  corresponds  to  an 
effective  duration  of  about  one  minute.  Launch  noise  is  likely  to  be  audible 
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for  a  longer  period,  but  the  total  time  involved  is  not  great  enough  to  cause 
substantial  impacts. 

Figure  4.12-14  shows  the  OSPL  contours  for  the  DIV-H.  OSPL  in  excess  of 
110  dB,  which  could  cause  structural  damage  claims  at  a  rate  of  one  per 
1 ,000  households,  is  limited  to  a  radius  of  approximately  4  miles  from  the 
launch  site.  This  area  does  not  contain  residential  communities,  and  most  of 
the  land  area  affected  is  within  Cape  Canaveral  AS  and  KSC.  The  OSPL  at 
the  nearest  residential  communities,  8  to  10  miles  away,  would  be  in  the 
1 00-  to  1 05-dB  range,  where  structural  damage  claims  would  occur  at  a  rate 
of  about  one  per  10,000  households.  Damage  potential  for  the  smaller 
vehicles,  which  would  be  used  for  98  percent  of  Cape  Canaveral  AS 
launches,  would  be  substantially  less. 

Sonic  Boom.  Figures  4.12-15,  4.12-16,  and  4.12-17  show  the  sonic  boom 
footprints  for  the  heavy,  medium-plus,  and  medium  vehicles,  respectively. 

The  footprints  have  the  characteristics  described  earlier.  The  maximum  focus 
boom  amplitude  is  7.2  psf  for  the  heavy  vehicle.  The  carpet  boom  amplitude 
diminishes  rapidly  as  the  vehicle  gains  altitude.  Sonic  boom  footprints  for  the 
other  two  missions  (medium-plus  and  medium  vehicles)  are  similar  to  that  for 
the  heavy  vehicle  mission,  with  comparable  maximum  overpressures  and 
comparable  or  somewhat  smaller  areas. 

Most  of  the  boom  footprints  are  below  1  psf  at  which  level  no  adverse 
effects  would  be  expected,  even  over  land,  from  an  occasional  sonic  boom. 
The  maximum  overpressures,  in  the  narrow  focal  zones,  are  in  the  6-  to  8-psf 
range.  Since  the  entire  boom  footprint  is  over  water,  the  only  potential 
impact  is  to  wildlife  (see  Section  4.14,  Biological  Resources). 

Cumulative  program  noise  impacts  would  be  quantified  by  Ldn  which  has  been 
computed  for  the  busiest  years.  Values  are  about  50  dB  lower  than  the 
AWSPL  values  seen  in  Figures  4.12-11  through  4.12-13.  As  discussed  in 
Section  4.12.1.1 .1,  this  is  well  within  acceptable  criteria  for  any  type  of  land 
use. 

4.12.1.2.2  Concept  B,  Vandenberg  AFB 

In-Fiight  Rocket  Noise.  Figures  4.12-18  and  4.12-19  show  the  in-flight 
maximum  AWSPL  for  the  DIV-H  and  DIV-M.  These  contours  are  very  similar 
to  the  corresponding  contours  at  Cape  Canaveral  AS,  differing  primarily  in 
location  and  alignment  with  the  launch  trajectory.  Contours  for  the  DIV-M 
are  approximately  5  dB  lower  than  those  for  the  heavy  vehicle. 

Considering  the  DIV-H  (which  would  comprise  27  percent  of  Vandenberg  AFB 
launches),  maximum  A-weighted  levels  in  the  nearest  residential  communities 
would  be  in  the  80-  to  85-dB  range  (see  Figure  4.12-18).  This  is  comparable 
to  the  noise  of  a  passing  heavy  truck  (80  to  85  dBA).  Occasional  sounds  at 
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Figure  4.12-16 
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Figure  4.12-17 
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this  level  would  not  cause  adverse  impact.  SEL  has  been  computed  for  this 
launch,  and  is  about  1 8  dB  higher  than  the  AWSPL.  This  corresponds  to  an 
effective  duration  of  the  sound  of  about  a  minute.  Launch  noise  is  likely  to 
be  audible  for  a  longer  period,  but  the  total  time  involved  is  not  great  enough 
to  cause  substantial  impacts. 

Figure  4.1 2-20  shows  OSPL  for  the  DIV-H.  OSPL  in  excess  of  1 10  dB, 
which  could  cause  structural  damage  claims  at  a  rate  of  one  per  1 ,000 
households,  is  limited  to  a  radius  of  approximately  4  miles  from  the  launch 
site.  This  area  does  not  contain  residential  communities,  and  almost  all  of 
the  land  area  affected  is  within  Vandenberg  AFB.  The  OSPL  at  the  nearest 
residential  community,  Lompoc,  about  8  miles  away,  would  be  in  the  100-  to 
1 05-dB  range,  where  structural  damage  claims  would  occur  at  a  rate  of 
about  one  per  10,000  households.  Damage  potential  for  the  smaller 
vehicles,  which  would  be  used  for  73  percent  of  launches,  would  be 
substantially  less. 

Sonic  Boom.  Figures  4.12-21  and  4.12-22  show  the  sonic  boom  footprints 
for  the  DIV-H  and  DIV-M,  respectively.  The  boom  footprints  are  offshore,  in 
the  Pacific  Ocean.  These  footprints  are  similar  to  each  other,  differing 
primarily  in  position  and  orientation  along  the  launch  azimuth.  The  maximum 
overpressures,  in  the  narrow  focal  zones,  are  in  the  6-  to  8-psf  range. 

Impacts  are  expected  to  be  minimal 

The  two  boom  footprints  shown  intersect  the  Channel  Islands,  with  this 
intersection  being  at  or  near  the  focal  zone.  Potential  impacts  to  wildlife  are 
discussed  in  Section  4.14,  Biological  Resources. 

The  two  missions  shown  are  at  launch  azimuths  of  184  and  170  degrees. 
Concept  B  missions  would  have  launch  azimuths  from  163  to  192  degrees. 
The  booms  would  remain  over  the  ocean,  and  differ  in  their  relation  to  the 
Channel  Islands. 

Cumulative  program  noise  impacts  would  be  quantified  by  Ldn  which  has  been 
computed  for  the  years  with  the  most  launches.  Values  are  about  45  dB 
lower  than  the  AWSPL  values  seen  in  Figures  4.12-21  and  4.12-22.  This  is 
well  within  acceptable  criteria  for  any  type  of  land  use.  However,  Ldn  is  not 
meaningful  for  events  as  infrequent  as  EELV  launches,  so  the  primary  impact 
assessment  is  the  single-event  analysis  presented  above. 

4.12.1.3  Concept  A/B 

Under  Concept  A/B,  both  Concept  A  and  Concept  B  launch  vehicle  systems 
would  be  developed,  and  launches  would  be  conducted  as  shown  in  Table 
2.1-1 1 .  Noise  and  sonic  boom  from  a  given  mission  would  be  the  same  as 
for  that  mission  for  the  corresponding  Concept  A  or  Concept  B  vehicle. 
Impacts  would,  therefore,  be  similar  to  the  combined  effects  discussed  in 
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Figure  4.12-21 


EELVFEIS 


4-165 


EXPLANATION 

- Base  Boundary 

psf  Pounds  per  square  foot 

Vandenberg  AFB 


Sonic  Boom, 
Footprint,  DiV-M, 
Vandenberg  AFB 


rj-\  $ 

0  10  20  40  Miles 


40  Miles 


Figure  4.12-22 


4-166 


EELVFEIS 


Sections  4.12.1.1  and  4.12.1.2.  The  total  launch  rate  would  be 
approximately  the  same,  so  cumulative  noise  impacts  would  also  be  the  same 
as  described  in  Sections  4.12.1 .1  and  4.12.1 .2. 

4.12.2  No-Action  Alternative 

If  the  No-Action  Alternative  were  selected,  noise  and  sonic  boom  exposure 
would  remain  as  it  is  under  current  operations  (see  Section  3.12).  These 
levels  are  comparable  to  those  that  would  result  under  the  Proposed  Action. 

4.13  ORBITAL  DEBRIS 


4.13.1  Proposed  Action 

This  section  analyzes  the  potential  impacts  of  the  launch  vehicle  only.  The 
environmental  consequences  of  payloads  that  would  utilize  the  EELV  system 
to  reach  orbit  would  be  addressed  under  separate  NEPA  documentation  that 
would  be  prepared  for  each  of  the  satellite  programs,  as  required. 

4.13.1 .1  Concept  A.  Concept  A  would  contribute  to  the  overall  space 
debris  problem  from  the  addition,  although  of  limited  duration,  of  intact  upper 
stages  to  the  orbital  debris  population  through  fragmentation  if  other  debris 
were  to  collide  with  the  intact  upper  stages.  Because  liquid  propellants 
would  be  used,  the  typical  solid  rocket  motor  aluminum  oxide  dust  emission 
impacts  to  the  space  environment  would  not  occur. 

The  CUS  used  for  HLV-G  missions  would  remain  in  orbit  after  shutdown  and 
separation  from  the  payload.  The  CUS  would  be  safed  to  vent  residual 
propellants.  Liquid  hydrogen  and  oxygen  would  be  vented  through  the  engine 
valves  without  lighting  the  engine.  Hydrazine  would  be  vented  through  the 
settling  thrusters.  If  propellants  were  not  vented  in  a  controlled  manner,  they 
would  boil  off,  which  would  eventually  cause  relief  valves  to  open.  The 
resulting  uncontrolled  venting  could  cause  the  CUS  to  tumble.  Tumbling 
motion  could  cause  components  to  break  off  and  become  space  debris. 

The  intact  upper  stages  would  remain  in  orbit.  However,  at  the  altitudes  at 
which  the  upper  stages  of  the  MLV-D,  HLV-L,  and  MLV-A  missions  would 
separate  from  their  payloads,  residence  time  in  orbit  would  be  short,  and  the 
debris  population  at  altitudes  below  about  435  miles  is  not  likely  to  exceed 
the  critical  density  necessary  for  collisional  growth  in  debris.  At  these 
altitudes,  atmospheric  drag  will  typically  remove  collision  fragments  before 
they  collide  with  another  object  (National  Research  Council,  1995). 

However,  the  upper  stage  of  the  HLV-G  missions  would  remain  in  orbit  after 
shutdown  and  separation  from  the  payload  for  an  indeterminate  time,  due  to 
their  much  higher  altitude  of  release,  leaving  a  total  of  8  upper  stages  in  orbit 
between  2001  and  2020  (see  Table  2.1-3). 
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EELV  launch  vehicles  would  be  designed  to  be  litter-free:  i.e.,  separation 
devices,  shrouds,  and  other  expendable  hardware  would  separate  at  a  low 
enough  altitude  and  velocity  to  keep  them  from  becoming  orbital.  In  addition, 
stage-to-stage  separation  devices  and  other  potential  debris  would  be  kept 
captive  to  the  stage  with  lanyards  or  other  provisions  to  minimize  debris 
(Office  of  Science  and  Technology  Policy,  1995).  Where  possible,  the  use  of 
new  materials  on  the  EELV  launch  vehicles  would  reduce  the  natural 
degradation  and  fragmentation  that  occurs  in  the  harsh  environment  of  outer 
space  (Office  of  Technology  Assessment,  1990). 

Two  of  the  principal  mitigation  measures  that  would  be  employed  to  minimize 
creation  of  orbital  debris  are  the  expulsion  of  all  propellants  and  pressurants, 
and  the  addition  of  electrical  protection  circuits  to  batteries  to  preclude 
electrical  shorts  and  add  protection  from  explosion  (Office  of  Science  and 
Technology  Policy,  1995). 

The  impacts  of  this  principal  source  of  orbital  debris  from  Concept  A  would 
be  a  small,  incremental  contribution  to  the  existing  orbital  debris  population 
impacts  already  occurring  under  the  existing  launch  programs  and  discussed 
in  more  detail  in  Section  3.13. 

Mitigation  Measures.  The  use  of  operational  practices  to  limit  the  orbital 
lifetime  of  spent  upper  stages  has  the  potential  to  mitigate  the  growth  of 
orbital  debris.  Wherever  possible,  mission  designers  would  select  orbital 
parameters  that  would  minimize  the  creation  of  additional  orbital  debris. 

Other  preventive  measures  could  include  designing  and  building  the  EELV 
launch  vehicle  upper  stages  so  that  they  would  resist  environmental 
degradation  from  atomic  oxygen  and  solar  radiation  (Office  of  Technology 
Assessment,  1990).  Using  paint  less  vulnerable  to  atomic  oxygen,  for 
example,  would  be  one  possibility  (Johnson  &  McKnight,  1988). 

4.13.1.2  Concept  B 

Under  Concept  B,  the  hypergolic  upper  stage.  Delta  cryogenic  upper  stage, 
and  heavy  Delta  cryogenic  upper  stage  would  re-enter  the  atmosphere, 
remain  intact  and  burn  up  as  they  re-enter  the  atmosphere.  However,  the 
optional  third-stage  rocket  motor  for  the  DIV-S  would  go  into  elliptical  orbit. 
The  Star  48B  would  have  an  explosive  composition  and  weight  of  4,431 
pounds  and  would  remain  in  an  elliptical  orbit  of  about  100  miles  perigee  by 
19,323  nautical  miles  for  some  unknown  period  of  time  (McDonnell  Douglas, 
1997b). 

The  contribution  to  the  overall  space  debris  problem  from  Concept  B  launches 
would  be  similar  to  that  described  for  Concept  A.  In  addition,  solid  rocket 
motor  emissions  from  the  DIV-M  -f-  and  from  the  Star  48B  for  the  DlV-S 
would  eject  aluminum  oxide  dust  into  the  orbital  environment.  Larger  chunks 
of  unburned  SRM  propellant  or  slag  may  also  be  released  (ignited  propellant 
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will  not  burn  completely  outside  the  pressurized  confines  of  the  rocket  body). 
However,  as  described  in  Section  3.13.3,  solid  rocket  motor  particles  decay 
rapidly,  and  impacts  are  anticipated  to  be  temporary  and  minor. 

Although  the  intact  upper  stages  would  remain  in  orbit,  at  the  altitudes  at 
which  the  upper  stages  of  the  DIV-S,  DIV-M,  and  DIV-H  missions  would 
separate  from  their  payloads,  residence  time  in  orbit  would  be  short,  and  the 
debris  population  at  altitudes  below  about  435  miles  is  not  likely  to  exceed 
the  critical  density  necessary  for  collisional  growth  in  debris.  However,  the 
Star  48B  would  remain  in  orbit  after  shutdown  and  separation  from  the 
payload  for  an  indeterminate  time,  due  to  its  much  higher  altitude  of  release 
(see  Table  2.1-8). 

The  impacts  of  these  two  principal  sources  of  orbital  debris  from  Concept  B 
would  be  a  small,  incremental  contribution  to  the  existing  orbital  debris 
population  impacts  already  occurring  under  existing  launch  programs.  As 
described  for  Concept  A,  EELV  launch  vehicles  would  be  designed  to 
minimize  creation  of  orbital  debris. 

Mitigation  Measures.  Mitigation  measures  would  be  similar  to  those 
discussed  in  Section  4.1 3.1 .1 . 

4.13.1.3  Concept  A/B 

With  an  estimated  532  launches  under  Concepts  A  and  B,  and  534  under 
Concept  A/B  between  2001  and  2020,  for  an  average  of  just  under  27  per 
year,  and  a  projected  peak  annual  launch  rate  of  30  missions  in  both  2006 
and  2014,  the  contribution  of  Concept  A/B  to  the  orbital  debris  environment 
would  be  similar  to  that  described  for  Concepts  A  and  B. 

4.13.2  No-Action  Alternative 

The  No-Action  Alternative,  like  any  other  launch  vehicle  program,  including 
EELV,  would  contribute  to  the  orbital  debris  population,  as  described  for 
Concept  A.  It  would  also  contribute  to  the  problem  of  pollution  in  outer 
space  that  includes  determination  of  paint  and  insulation,  as  well  as  radio¬ 
frequency  interference  and  interference  with  scientific  observations  in  all 
parts  of  the  spectrum,  as  noted  in  Section  3.13.  The  continued  use  of  older 
launch  vehicles  would  not  present  the  same  opportunities  for  implementation 
of  the  mitigation  measures  identified  below  that  use  of  the  newer  EELVs 
would  allow. 
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4.14  BIOLOGICAL  RESOURCES 


4.14.1  Proposed  Action 

EELV  launch  activities  with  the  potential  to  affect  biological  resources  include 
loud  noises  associated  with  launches  including  sonic  booms,  extreme 
heat/fire  in  the  vicinity  of  the  launch  pad,  visual  impact  from  the  rocket  flight 
path,  and  vapor  from  water  usage  associated  with  launches;  the  dropping  of 
the  booster,  payload  fairings,  and  HLV  side  boosters  containing  kerosene  fuel 
into  the  ocean;  and  use  of  exterior  lighting  at  the  SLCs. 

4.14.1.1  Concept  A 

4.14.1.1.1  Concept  A,  Cape  Canaveral  AS.  At  Cape  Canaveral  AS,  other 
potential  impacts  to  biological  resources  from  Concept  A  could  occur  from 
ground-disturbing  activities  at  SLC-41,  at  the  assembly  facilities  construction 
site,  at  road  intersections  that  would  be  modified,  and  from  launch  activities 
at  SLC-41  that  would  affect  the  biological  resources  in  the  extended  vicinity. 
All  other  facilities  would  be  used  as  is,  or  the  modifications  would  be  either 
internal  to  the  building  or  on  a  concrete  apron  outside  of  the  building. 
Biological  resources  impacts  would  not  be  expected  from  use  of  these 
facilities.  Figure  4.14-1  shows  the  locations  of  vegetation  and  sensitive 
habitat  associated  with  proposed  construction  at  SLC-41 . 

Vegetation.  The  impact  to  vegetation  from  this  concept  would  be  minimal. 
The  vegetation  at  SLC-41  is  a  mixture  of  mowed  grasses  and  forbs.  The 
area  is  currently  affected  by  deposition  of  HCI  and  aluminum  oxide  associated 
with  SRM  launches  which  has  resulted  in  changes  to  the  vegetation 
community  composition  by  elimination  of  species  sensitive  to  this  effect. 
Concept  A  would  use  only  liquid  fuels  that  would  not  result  in  acid 
deposition.  The  effect  to  the  surrounding  vegetation  would  be  beneficial, 
allowing  sensitive  species  to  reestablish  if  conditions  are  otherwise 
appropriate.  As  discussed  In  Section  4.10.1.1.1,  the  RD-180  is  a  staged, 
closed-cycle  combustion  engine  which  operates  at  a  high  pressure  and, 
therefore,  should  emit  lower  quantities  of  soot  and  unburned  aromatic 
hydrocarbons  than  other  motors  burning  RP-1  fuel.  Therefore,  vegetation  in 
the  area  should  not  experience  ash  fallout  as  is  observed  with  other  launch 
vehicles  using  RP-1  fuel.  Removal  of  13  acres  of  road  shoulder  (mowed 
grass  and  Brazilian  pepper  or  fill),  wetland  scrub  (Brazilian  pepper/willow 
mix),  and  wetland  marsh  vegetation  (mostly  cattail  marsh)  for  the 
construction  of  the  assembly  facilities  would  cause  minimal  impact  to  the 
native  vegetation  in  the  area  because  the  area  has  been  previously  disturbed 
and  little  native  vegetation  remains.  Of  the  area  to  be  disturbed,  only 
1.5  acres  is  in  high-quality  maritime  hammock  community  that  has  not  been 
extensively  altered  by  non-native  species.  However,  this  is  in  four  small 
areas  and  does  not  account  for  any  notable  contiguous  habitat  on  Cape 
Canaveral  AS.  Wetland  impacts  will  be  discussed  under  Sensitive  Habitats. 
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Launch  effects  on  vegetation  include  burning  of  areas  adjacent  to  the  flame 
trenches  and  defoliation  due  to  heat.  Near-field  deposition  of  debris  from 
launch  could  also  damage  vegetation.  Areas  affected  by  the  deluge  vapor 
cloud  could  suffer  damage  from  the  hot  water,  but  this  should  not  result  in 
any  changes  that  would  affect  the  composition  of  the  vegetation  community. 

An  anomaly  on  the  launch  pad  could  produce  extreme  heat  and  fire  that 
could  burn  adjacent  vegetation. 

Wildlife.  Wildlife  would  be  temporarily  displaced  during  the  construction  of 
the  assembly  facilities  and  other  ground-disturbing  activities,  but  the  effect  to 
the  wildlife  population  would  be  negligible  because  the  foraging  and  nesting 
habitat  that  would  be  impacted  Is  of  poor  quality,  and  because  adjacent 
similar  habitat  is  nearby.  The  most  important  wildlife  impact  would  occur 
during  the  launch  activities. 

The  visual  disturbance  from  pre-launch  patrol  aircraft  overflight  often  creates 
more  disturbance  than  the  launch  itself.  The  greatest  effect  of  aircraft 
overflight  on  animals  is  from  the  visual  effect  of  flying  aircraft  and  the  sound 
of  its  approach.  Pre-launch  patrol  aircraft  could  temporarily  disrupt  nesting  or 
feeding  birds  along  the  Banana  River  if  flown  below  550-feet  above  ground 
level  (AGL).  The  550-foot  AGL  zone  has  been  shown  to  account  for  most 
wildlife  reaction  to  visual  stimuli  (Bowles  et  al.,  1991;  Lamp,  1987).  A 
report  to  Congress  in  1992  by  the  U.S.  Forest  Service  reviewed  existing 
literature  assessing  wildlife  Impacts  from  aircraft  overflight  effects.  The 
report  concluded  that,  although  aircraft  overflights  are  initially  startling, 
animals  generally  adapt  by  habituating  behaviorally  and  physiologically  to  the 
challenge.  The  report  concluded  that  overflights  generally  pose  negligible 
risks  to  wildlife.  Therefore,  effects  of  patrol  aircraft  activities  on  wildlife  are 
expected  to  be  negligible. 

Direct  launch  effects  on  the  wildlife  in  the  near-field  area  include  incidental 
death  from  heat,  loss  of  hearing  to  various  degrees,  and  temporary  disruption 
of  life  patterns  such  as  feeding,  roosting,  and  moving  about.  Because  this 
launch  pad  is  currently  being  used  for  rocket  launches,  resident  species 
sensitive  to  these  disturbances  are  not  likely  to  be  found  in  the  nearby 
vicinity.  Individuals  that  wander  into  the  area  during  a  launch  could  be  lost, 
but  the  effects  to  the  populations  nearby  from  this  loss  would  be  negligible. 

Wild  animals  exposed  to  sudden  intense  noise  can  panic  and  injure 
themselves  or  their  young;  however,  this  is  usually  the  result  of  the  noise  in 
association  with  the  appearance  of  something  perceived  by  the  animals  as  a 
pursuit  threat,  such  as  a  low-flying  aircraft.  EELV  launch  noise  is  not 
expected  to  cause  more  than  a  temporary  startle-response  because  the 
"pursuit"  would  not  be  present.  Any  loss  or  injury  as  a  result  of  this  startle 
response  would  be  incidental  and  not  a  population-wide  effect.  Noise 
associated  with  EELV  launches  may  startle  many  species  within  the  area 
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including  the  Indian  River  habitat,  but  actual  losses  are  expected  to  be 
minimal. 

Sonic  booms  created  by  the  launch  would  occur  over  the  open  Atlantic 
Ocean.  The  effects  of  a  sonic  boom  on  whales  or  other  open  ocean  species 
are  not  known.  Because  these  sonic  booms  are  infrequent,  the  marine 
species  in  the  ocean's  surface  waters  are  present  in  low  densities  (although 
spring  and  fall  migration  will  see  periodic  groups  of  migrating  whales  that 
follow  the  coastline),  and  the  sonic  boom  footprint  lies  over  30  miles  from 
Cape  Canaveral  AS,  the  sonic  booms  from  EELV  launches  are  not  expected 
to  negatively  affect  the  survival  of  any  marine  species. 

A  residual  amount  of  hydraulic  fluid  would  remain  in  the  stages  when  they 
fall  into  the  ocean.  If  released,  the  fluid  would  be  diluted  by  the  vast 
amounts  of  sea  water  and  is  not  expected  to  affect  marine  species.  The 
chances  that  the  stages  would  strike  a  marine  mammal  are  unlikely  due  to 
the  extent  of  the  open  ocean  and  the  low  density  of  marine  mammals  in  open 
ocean  areas. 

An  anomaly  on  the  launch  pad  would  also  present  potential  impacts  to 
biological  resources  due  to  the  possibility  of  extreme  heat  and  fire,  and  from 
percussive  effects  of  the  explosion.  The  explosion  could  injure  or  kill  wildlife 
found  adjacent  to  the  launch  pad  or  within  debris  impact  areas.  Potential 
fires  started  from  the  anomaly  could  result  in  a  temporary  loss  of  habitat  and 
mortality  of  less  mobile  species.  On  SLC-41,  fire  would  probably  be  limited 
to  areas  adjacent  to  the  launch  pad  because  of  the  amount  of  surrounding 
water.  A  mishap  downrange  would  occur  over  the  open  ocean  and  would 
not  likely  jeopardize  any  wildlife,  given  the  relatively  low  density  of  species 
within  the  surface  waters  of  these  open  ocean  areas. 

Threatened  and  Endangered  Species.  Concept  A  may  potentially  affect 
species  protected  under  the  federal  Endangered  Species  Act,  the  Migratory 
Bird  Treaty  Act,  and  the  Bald  and  Golden  Eagle  Protection  Act.  Concept  A 
would  require  compliance  with  the  federal  Endangered  Species  Act  of  1973 
(16  U.S.C.  Sections  1531-1547,  et  al.)  if  a  federal  agency  determines  that 
there  may  be  a  potential  impact  to  individuals,  populations,  or  habitat  of  a 
species  listed  under  the  Endangered  Species  Act.  Section  7  of  this  act 
requires  the  proponent  federal  agency  to  conduct  endangered  species 
consultation  prior  to  irreversible  and  irretrievable  commitment  of  resources  for 
all  federal  actions  that  pose  endangered  species  concerns.  Formal 
consultation  is  a  process  between  the  USFWS  and  the  proponent  federal 
agency  that  concludes  with  the  USFWS's  issuance  of  an  opinion  stating 
whether  or  not  the  action  is  likely  to  jeopardize  the  continued  existence  of  a 
listed  species.  Although  formal  consultation  has  not  been  initiated  with  the 
USFWS,  informal  consultation  will  occur  through  the  agency's  review  of  this 
EIS  and  the  Air  Force's  request  for  mitigation  planning.  The  USFWS  will 
evaluate  the  need  for  formal  consultation  for  the  EELV  program. 
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Two  species  state-listed  as  threatened  (the  golden  polypody  found  in  the 
1 .5  acres  of  maritime  hammock,  and  the  giant  leather  fern  found  in  the 
Brazilian  pepper/willow  community)  are  expected  to  be  directly  affected  by 
the  construction  activities  associated  with  Concept  A  in  the  assembly 
facilities  construction  areas.  These  species  are  locally  abundant  and  are  not 
listed  as  rare  on  Cape  Canaveral  AS  by  the  Florida  Natural  Areas  Inventory 
(FNAI)  (Smith  Environmental  Services,  1997).  Therefore,  the  removal  of  a 
few  individuals  by  the  assembly  facility  construction  would  not  threaten  the 
range  recovery  or  survival  of  these  species.  The  area  to  be  disturbed  does 
not  contain  suitable  scrub  jay  habitat.  The  American  alligator  is  present  at 
the  assembly  facility  site  but  is  abundant  at  Cape  Canaveral  AS  and  will 
move  away  from  construction  activities.  No  negative  effect  is  expected  to 
this  species  from  construction  activities.  Most  of  the  impacts  to  threatened 
and  endangered  species  would  occur  from  launch  activities. 

Four  Titan  IVB  launches  were  monitored  in  1990  from  SLC-40  and  41  for 
effect  on  the  scrub  jay.  No  mortality  was  observed.  All  banded  individuals 
were  located  four  hours  after  the  launches,  and  none  showed  signs  of 
distress.  Each  responded  to  taped  scrub  jay  calls  played  by  investigators. 

Fire  caused  by  one  of  the  launches  did  disrupt  the  scrub  jays  in  the  area,  who 
exhibited  unusual  intensity  and  duration  of  scolding  behavior.  The  burned 
area  was  avoided  by  the  birds  for  approximately  one  month  (Larson  et  al., 
1993).  The  Titan  IVB  launch  vehicle  is  larger  than  the  EELV;  therefore, 
effects  from  EELV  launches  are  anticipated  to  be  less  than  from  Titan 
launches.  During  construction  of  the  EELV  facilities,  the  USFWS  will  have 
2  to  3  years  to  conduct  prescribed  burns  in  the  area  for  scrub  jay  habitat 
improvement.  Future  prescribed  burns  for  habitat  management  would  need 
to  be  coordinated  with  Concept  A  launch  schedules. 

Effects  to  sensitive  birds  in  the  nearby  estuaries  (wood  stork  and  bald  eagle) 
or  shorelines  (least  tern  and  piping  plover)  would  be  similar  to  those  described 
for  wildlife.  The  launches  are  not  expected  to  jeopardize  the  continued 
existence  of  any  listed  species  due  to  the  intermittent  nature  of  the 
disturbance  and  the  ability  of  wildlife  to  habituate  to  disturbance  or  to  return 
to  normal  behavior  after  a  startle  response. 

Manatees  are  relatively  unresponsive  to  human-generated  noise  to  the  point 
that  they  are  often  suspected  of  being  deaf  to  oncoming  boats  (although  their 
hearing  is  actually  similar  to  that  of  pinnipeds)  (Bullock  et  al.,  1980).  Since 
manatees  spend  most  of  their  time  below  the  surface,  and  since  they  do  not 
startle  readily,  no  effect  of  aircraft  or  launch  vehicle  overflights  on  manatees 
would  be  expected  (Bowles  et  al.,  1991). 

Sea  turtle  adults  and  hatchlings  are  sensitive  to  artificial  incandescent,  metal 
halide,  or  high-pressure  sodium  lighting  near  their  nesting  beaches.  The 
hatchlings  use  moonlight  and  starlight  on  the  ocean  water  for  directional 
guidance  after  emerging  from  the  nest.  If  lighting  inland  is  brighter  than  the 
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reflective  light,  sea  turtles  may  become  confused  and  head  the  wrong  way, 
never  reaching  the  water.  A  new  light  management  plan  will  need  to  be 
developed  for  SLC-41  that  addresses  the  new  lighting  configuration  to 
prevent  negative  sea  turtle  impacts.  Any  changes  in  this  lighting  would 
necessitate  development  of  a  new  light  plan  and  would  require  consultation 
with  the  USFWS  under  Section  7  of  the  Endangered  Species  Act.  Cape 
Canaveral  AS  has  lighting  guidelines  requiring  low-pressure  sodium  lighting  to 
minimize  impacts  to  the  sea  turtle  population. 

Impacts  of  an  anomaly  would  be  as  described  for  Wildlife,  and  could  affect 
scrub  jay  habitat. 

Sensitive  Habitats.  Wetlands  would  be  impacted  from  clearing  vegetation 
and  constructing  assembly  facilities  in  a  29.5-acre  project  site.  Up  to 
10.9  acres  of  these  are  jurisdictional  wetlands  that  could  be  impacted.  Of 
these  jurisdictional  wetlands,  10.5  acres  are  impounded,  and  0.4  acre  are 
isolated  perimeter  ditches,  both  for  mosquito  control  (Smith  Environmental 
Services,  1997).  The  impounded  wetlands  are  Brazilian  pepper/willow  and 
cattail  wetland  communities  that  have  low  species  richness  and  are  not 
quality  wetland  habitats.  The  loss  of  these  degraded  wetland  types  would  be 
mitigated  as  required  in  the  appropriate  permits. 

Activities  affecting  federal  jurisdictional  wetlands  would  be  subject  to  EO 
1 1990  for  the  Protection  of  Wetlands  and  Section  404  of  the  CWA.  Under 
the  CWA,  any  action  that  would  directly  involve  the  placement  of  fill  material 
in  wetlands  or  other  Waters  of  the  United  States  is  subject  to  the  permit 
requirements  of  Section  404.  According  to  U.S.  EPA  regulations  issued 
under  Section  404(b)(1),  the  permitting  of  fill  activities  will  not  be  approved 
unless  the  following  conditions  are  met:  no  practicable,  less  environmentally 
damaging  alternative  to  the  action  exists;  the  activity  does  not  cause  or 
contribute  to  violations  of  state  water  quality  standards  or  jeopardize 
endangered  or  threatened  species;  the  activity  does  not  contribute  to 
significant  degradation  of  waters  of  the  United  States;  and  all  practicable  and 
appropriate  steps  have  been  taken  to  minimize  potential  adverse  impacts  to 
the  aquatic  ecosystem  (Title  40  CFR  230.10).  Further,  the  guidelines 
establish  a  presumption,  which  the  applicant  has  the  opportunity  to  rebut, 
that  for  non-water-dependent  projects,  a  practical  alternative  to  the  filling  of 
wetlands  exists. 

The  SJRWMD  Environmental  Resource  Permit:  Surface  Water  Management 
Systems  (Chapter  40C-4,  F.A.C.)  is  a  joint  application  with  the  Section  404 
Dredge  and  Fill  Permit.  Florida's  wetland  program  regulates  dredge  and  fill 
activities  in  both  fresh  and  salt  waters  under  their  jurisdiction.  Jurisdictional 
waters  include  surface  waters  that  are  present  all  year  and  that  are  greater 
than  10  acres  at  a  minimum  average  depth  of  2  feet  existing  throughout  the 
year,  and  permanent  flowing  streams  and  tributaries.  Waters  adjoining 
Florida's  coastline  are  also  under  the  state's  jurisdiction. 
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The  Banana  River,  which  is  adjacent  to  SLC-41,  is  manatee  critical  habitat. 
However,  monitoring  of  manatee  habitat  conducted  for  the  space  shuttle 
program  has  revealed  no  lasting  effect  in  these  waters  after  a  launch  has 
taken  place.  Therefore,  Concept  A  launches  are  not  expected  to  adversely 
affect  manatee  habitat.  The  use  of  liquid  propellants  would  not  result  in  the 
production  of  an  acid  cloud  such  as  that  currently  produced  by  Titan  IVB 
launches,  resulting  in  overall  beneficial  effects  to  manatee  habitat. 

Effects  to  rookeries  in  the  waters  surrounding  the  SLC  from  launch  overflight 
would  be  as  discussed  for  Wildlife. 

Effects  of  noise  and  sonic  booms  from  EELV  launches  on  sensitive  habitats 
would  be  as  described  for  Wildlife. 

An  anomaly  on  the  launch  pad  would  frighten  nearby  sensitive  species 
utilizing  the  Indian  and  Banana  Rivers,  such  as  birds  in  rookeries  and 
neotropical  landbirds.  Manatees,  sea  turtles  and  other  aquatic  species  are 
not  expected  to  be  adversely  affected  by  an  anomaly. 

Mitigation  Measures.  To  mitigate  the  threat  to  sea  turtle  nestling  survival 
caused  by  artificial  light  sources,  only  low-pressure  sodium  lighting  fixtures 
would  be  used  for  exterior  lighting  applications.  A  new  light  management 
plan  will  be  required  for  SLC-41  construction  and  would  be  a  part  of  the 
Section  7  consultation  process  prior  to  the  approval  of  any  new  construction 
associated  with  the  EELV  program.  This  light  management  plan  will  be 
submitted  to  the  FDEP  for  review  and  comment  during  the  construction 
process. 

Project  planning  and  facility  design  have  been  conducted  to  minimize 
potential  impacts  to  wetlands  through  avoidance  of  direct  or  indirect 
disturbance  to  quality  salt  marsh  wetland  communities.  Other  mitigation 
measures  could  include  replacement  of  any  wetlands  lost  at  a  ratio 
determined  through  consultation  with  the  USFWS,  the  USAGE,  and  the 
SJRWMD;  protection  or  restoration  wetland  habitat  away  from  the  site  for 
replacement;  and  monitoring  (until  habitat  becomes  well  established)  of  any 
replacement  wetlands  in  order  to  determine  the  effectiveness  of  replacement 
and  to  identify  any  necessary  remedial  measures.  Avoidance  of  disturbance 
could  include  controlling  runoff  from  demolition  and  construction  sites  into 
drainages  through  use  of  berms,  silt  curtains,  straw  bales,  and  other 
appropriate  techniques.  Equipment  could  be  washed  in  areas  where  wash 
water  could  be  contained  and  treated  or  evaporated.  A  FONPA  will  be 
prepared  by  the  Air  Force,  as  required  by  EO  11 990,  and  must  be  signed  by 
SAF/MIQ  before  activities  that  could  affect  wetlands  are  initiated. 

Proposed  mitigation  measures  for  wetlands  at  SLC-41  (Smith  Environmental 
Services,  1 997)  include  a  1 .5  to  1  restoration  for  wetlands  lost  through 
removal  of  the  1 .4-mile  dike,  and  a  7.4  to  1  enhancement  of  existing 


4-176 


EELV  FEIS 


wetlands  through  reconnection  of  the  54-acre  impoundnnent  to  the  adjacent 
Banana  River.  This  dike  has  already  failed  in  one  place,  and  the  adjacent 
perimeter  ditch  has  been  filled  with  the  dike  spoil  material.  The  dike  footprint 
would  increase  by  6.7  acres  of  marsh.  The  work  would  be  monitored  to 
minimize  effects  to  manatee,  and  would  be  coordinated  with  the  FDEP  and 
USFWS  prior  to  construction.  Work  may  be  restricted  to  certain  months  of 
the  year  when  manatee  impacts  would  be  less.  A  3-year  biological 
monitoring  program  would  be  conducted  to  determine  if  impoundment 
restoration  goals  are  being  achieved.  The  removal  of  the  berm  would  allow 
the  waters  to  ebb  and  flow  with  the  tide  and  allow  an  exchange  of  nutrients 
and  marine  species.  Cattail  density  would  be  expected  to  decrease  with  the 
decrease  in  water  level  stability,  creating  a  diverse  habitat  capable  of 
supporting  a  greater  number  of  species. 

4.14.1.1.2  Concept  A,  Vandenberg  AFB.  At  Vandenberg  AFB,  potential 
impacts  to  biological  resources  from  Concept  A  could  occur  from  ground- 
disturbing  activities  at  SLC-3W,  at  the  assembly  facilities,  power  substation, 
USF  construction  sites,  at  road  intersections  that  would  be  modified,  and 
from  the  14  launch  activities  per  year  at  SLC-3W.  All  other  facilities  would 
be  used  as  is,  or  the  modifications  would  be  internal  to  the  building. 

Biological  resources  impacts  would  not  be  expected  from  use  of  these 
facilities.  Figure  4.14-2  shows  the  locations  of  vegetation  and  sensitive 
habitat  associated  with  proposed  construction  at  SLC-3W. 

Vegetation.  Vegetation  disturbance  would  be  minimal  for  this  concept. 

Areas  that  would  be  disturbed  during  facility  construction  are  bladed  road 
shoulders,  mowed  grasses  and  forbs,  and  weedy  parking  areas.  The 
intersections  that  would  be  modified  do  not  contain  any  sensitive  plant 
communities.  Launch  effects  on  vegetation  at  SLC-3W  would  be  similar  to 
those  described  for  SLC-41  at  Cape  Canaveral  AS,  under  Vegetation  in 
Section  4.14.1 .1 .1 . 

An  anomaly  on  the  launch  pad  could  produce  extreme  heat  and  fire  that 
would  present  potential  impacts  to  vegetation.  Vandenberg  AFB  has  a  high 
hazard  risk  for  wildfire,  which  could  result  from  an  anomaly. 

Wildlife.  Wildlife  would  be  temporarily  displaced  during  the  construction  of 
the  assembly  buildings  and  other  ground-disturbing  activities,  but  the  effect 
to  the  wildlife  population  would  be  negligible  because  sufficient  suitable 
habitat  is  present  nearby.  The  most  important  wildlife  impact  would  occur 
during  the  launch  activities.  General  sonic  boom  studies  and  specific  studies 
conducted. 

Launch  noise  at  levels  as  low  as  80  dBA  caused  a  short-term  (30-minute) 
abandonment  of  a  pinniped  haul-out  area  at  Vandenberg  AFB  (Tetra  Tech, 
1997b).  EELV  launches  would  create  noise  levels  lower  than  80  dBA  at 
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Purisima  Point,  but  would  create  launch  noise  of  85  dBA  at  Rocky  Point. 
However,  short-term  haul-out  area  abandonment  has  not  caused  noticeable 
impacts  on  the  pinniped  populations  at  these  locations.  Therefore,  EELV 
effects  from  launches  from  SLC-3W  will  be  temporary  and  minor,  and  are  not 
expected  to  negatively  affect  these  populations.  The  two  pinniped  haul-out 
areas  along  Vandenberg  AFB's  coast  (Purisima  Point  and  Rocky  Point)  are 
shown  on  Figure  3.14-4. 

The  sonic  boom  footprint  of  the  HLV  could  affect  San  Miguel  and  Santa  Rosa 
Islands  with  up  to  10  psf,  as  was  experienced  during  a  recent  Titan  IV 
launch.  However,  most  of  the  launches  would  be  with  MLVs  that  could 
cross  Santa  Rosa  Island  with  overpressures  of  up  to  6  psf.  The  trajectories 
vary,  however,  so  the  sonic  boom  may  occur  over  San  Miguel  Island,  or  may 
miss  the  Channel  Islands  completely.  Titan  IVB  vehicles  launched  from 
SLC-4E  created  focused  sonic  booms  over  the  northern  Channel  Islands  but 
showed  a  lack  of  significant  impact  to  biota  of  San  Miguel  Island  (Versar, 
1991).  The  Titan  IVB  launch  effects  would  be  similar  to  those  of  the  HLV 
launches  from  SLC-3W,  and  would  be  greater  than  those  of  the  EELV 
launches.  None  of  the  studies  summarized  in  the  Final  Programmatic  EA  for 
the  Marine  Mammal  Take  Permit  showed  injury  or  pup  abandonment  during 
all  noise  levels  and  sonic  boom  overpressures  observed  from  any  launch  site, 
although  temporary  abandonment  of  haul-out  places  were  of  a  longer 
duration  for  those  areas  subject  to  higher  noise  levels  (Tetra  Tech,  Inc., 
1997b). 

Launch  noise  effects  on  cetaceans  appear  to  be  somewhat  attenuated  by  the 
air/water  interface.  The  cetacean  fauna  In  the  area  have  been  subjected  to 
sonic  booms  from  military  aircraft  for  many  years  without  apparent  adverse 
effects  (Tetra  Tech,  Inc.,  1997b). 

Launches  from  Vandenberg  AFB  require  a  take  permit  from  the  NMFS  in  order 
to  address  the  harassment  of  marine  mammals  under  the  Marine  Mammal 
Protection  Act.  Vandenberg  AFB  has  prepared  a  5-year  draft  programmatic 
take  permit  (June  1997)  consolidating  different  launch  programs  that  would 
allow  incidental  harassment  of  marine  mammals  to  occur  during  their 
associated  launches  (Appendix  H).  The  take  permit  final  rule  should  be 
published  by  fall  1998.  This  programmatic  permit  Is  expected  to  meet  the 
take  permit  requirements  of  EELV  launches. 

An  anomaly  on  the  launch  pad  could  present  potential  impacts  to  wildlife 
from  fire  and  from  the  percussive  effect  of  the  explosion  and  falling  debris. 
The  Santa  Ynez  River  and  Bear  Creek  present  optimal  riparian  habitat  for 
numerous  species  that  could  be  killed  by  a  fire.  Habitat  fires  could  drive 
mountain  lions  known  to  occur  near  SLC-3  to  less  optimal  habitat,  although 
they  would  return  with  habitat  regrowth.  Debris  from  a  downrange  anomaly 
could  impact  in  the  open  ocean,  the  channel,  or  on  the  Channel  Islands. 
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Given  the  large  amount  of  area  beneath  the  flight  path,  it  is  unlikely  that 
debris  would  fall  in  an  area  heavily  populated  by  wildlife. 

Threatened  and  Endangered  Species.  Impacts  to  threatened,  endangered,  or 
sensitive  species  from  a  launch  are  not  expected  to  jeopardize  the  existence 
of  any  species.  Impacts  from  EELV  launches  would  be  similar  to  or  less  than 
those  of  Titan  IVB  launches  from  SLC’4. 

Southwestern  willow  flycatchers  have  been  known  to  nest  along  the  Santa 
Ynez  River.  To  date,  their  reproductive  success  does  not  appear  to  be 
affected  by  launches,  rather  by  parasitism  natural  changes  in  habitat 
(Holmgren  and  Collins,  1995). 

Least  terns  at  the  Purisima  site  showed  a  lack  of  observable  impact  from  a 
Titan  IV  launch  from  SLC-4  in  May  1996  (Read,  1996a).  Snowy  plovers 
flushed  at  launch  but  returned  to  normal  behavior  soon  after  (Read, 

1996a,b).  EELV  launches  from  SLC-3W  would  have  less  impact  upon  these 
birds  because  the  launch  site  is  farther  from  the  coastline  and  most  of  the 
EELV  launch  vehicles  are  smaller  than  the  Titan  IVB.  The  least  tern  nesting 
colony  near  SLC-2  experienced  noticeable  impacts  from  Delta  II  launches 
from  SLC-2  in  1997,  when  numerous  launches  occurred  during  the  nesting 
season,  although  the  take  remained  within  the  limits  of  the  Biological  Opinion 
(Johnston,  1998;  Read,  1997).  The  EELV  program  would  eliminate  launches 
from  SLC-2W  and  would,  therefore,  reduce  the  impacts  to  this  nesting  area. 
EELV  launches  from  SLC-3W  would  directly  overfly  snowy  plover  habitat. 
Although  a  startle  response  from  snowy  plover  would  be  likely,  their 
reproductive  success  to  date  does  not  appear  to  be  affected  by  launches, 
even  in  the  SLC-2  area  where  Delta  II  launches  occur  within  0.5  mile  of 
nesting  snowy  plovers. 

Peregrine  falcons  nest  within  areas  that  could  be  subjected  to  high  noise 
levels  from  launch  activities.  This  exposure  could  cause  lower  nesting 
success  of  peregrines  if  launches  were  to  occur  during  the  nesting  season,  as 
supported  by  studies  outlined  in  Appendix  F. 

Launch  noises  could  disrupt  the  feeding  and  roosting  activities  of  brown 
pelicans  off  the  coast  of  Vandenberg  AFB  by  causing  a  startle  effect. 

Potential  impacts  from  launch  noises  to  the  unarmored  threespine  stickleback 
and  the  tidewater  goby  are  expected  to  be  minimal  because  noise  is  readily 
and  well  attenuated  by  water.  Launch  noises  may  potentially  startle  the  red- 
legged  frog,  but  the  effect  is  expected  to  be  temporary.  Replacement  of 
existing  launch  vehicles  that  use  solid  rocket  motors  with  the  EELV  would 
result  in  a  beneficial  impact  to  these  aquatic  species  because  EELV  launches 
would  not  result  in  acid  deposition  in  aquatic  habitats,  as  launches  using  solid 
rocket  motors  do. 
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The  southern  sea  otter  is  found  off  the  coast  of  Vandenberg  AFB  in  a  small 
breeding  colony  off  Purisma  Point  near  SLC-2.  Larger  populations  are  found 
primarily  to  the  north  of  the  base  with  an  increase  in  sightings  of  sea  otters 
along  Vandenberg  AFB's  north  shore.  Concept  A  would  eliminate  launches 
from  SLC-2W,  which  is  situated  on  North  Vandenberg  AFB.  Launches  from 
South  Vandenberg  AFB  are  less  likely  to  adversely  affect  the  sea  otter,  and 
could  result  in  overall  beneficial  effects  to  the  species. 

Impacts  of  an  anomaly  would  be  as  described  for  Wildlife.  In  addition,  the 
endangered  beach  layia  (plant)  is  1.3  miles  west  and  could  be  affected  by  a 
fire. 

Sensitive  Habitats.  A  willow  wetland  has  been  identified  on  SLC-3W. 
Construction  plans  of  a  road  may  affect  the  edge  of  the  wetland 
(approximately  0.03  acre)  closest  to  the  fence.  If  this  wetland  Is  affected, 
consultation  under  Section  404  and  a  FONPA,  as  required  by  EO  1 1990 
would  be  conducted,  as  described  for  Cape  Canaveral  AS.  The  Channel 
Islands  are  also  a  sensitive  habitat  and  have  been  addressed  under  Wildlife. 
Vandenberg  AFB  is  a  significant  shorebird  migration/wintering  area,  and  these 
birds  are  disturbed  by  launches  from  South  Vandenberg  AFB  to  as  far  north 
as  SLC-2W.  However,  launches  occur  from  SLC-2W,  and  the  shore  birds 
continue  to  use  the  area. 

SLC-3W  is  close  to  known  major  overwintering  monarch  butterfly  sites  in 
Spring  Canyon.  It  is  1 .25  miles  south  of  and  downwind  of  the  launch  site, 
just  south  of  SLC-4.  Hazardous  byproducts  from  launch  are  not  expected 
from  the  liquid  fuels  used  for  this  concept.  A  benefit  to  the  butterflies  would 
occur  from  eliminating  launches  using  solid  rocket  motors  that  emit  HCI  at 
SLC-4.  Therefore,  no  impacts  to  butterflies  are  anticipated. 

White-tailed  kite  foraging  habitat  is  over  the  grasslands  and  coastal  sage 
scrub  in  the  area.  Although  launches  could  be  disruptive  to  foraging 
activities,  the  launches  are  expected  to  cause  only  a  temporary  startle  effect 
and  would  not  negatively  affect  the  kite  population. 

Impacts  to  seabird  nesting  and  roosting  areas  are  discussed  under  the 
preceding  Threatened  and  Endangered  Species  section. 

Impacts  from  an  anomaly  would  be  as  described  under  Vegetation  and 
Wildlife.  Burton  Mesa  Chaparral,  a  state-sensitive  plant  community  2  miles 
inland,  supports  sensitive  bird  species,  including  Bell's  sage  sparrow  and 
Southern  California  rufous  crowned  sparrow.  These  species  could  be 
adversely  affected  by  a  wildfire  at  Vandenberg  AFB.  Burning  of  the  butterfly 
trees  would  make  them  unsuitable  for  the  overwintering  monarchs.  Burning 
of  nesting  habitat  along  Bear  Creek  may  lower  the  reproductive  success  of 
the  species  that  use  this  habitat. 
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Mitigation  Measures.  Studies  conducted  before,  during,  and  after  Titan  IVB 
launches  from  SLC-4  in  May  and  December  1996  have  resulted  in  several 
recommended  mitigations  for  future  monitoring  of  sensitive  species. 
Cumulative  effects  of  multiple  launches  could  cause  a  particularly  sensitive 
species  to  abandon  the  area  or  have  low  breeding  success.  Monitoring  could 
help  identify  these  effects,  if  they  occur. 

All  space  launch  effects  on  marine  mammals  would  be  monitored  according 
to  the  monitoring  measures  that  have  been  proposed  by  the  take  permit 
application,  if  adopted. 

A  Biological  Opinion  for  Titan  IVB  launches  from  SLC-4  requires  monitoring  of 
sample  populations  of  western  snowy  plovers,  California  least  terns, 
peregrine  falcons,  and  southwestern  willow  flycatchers  before,  during,  and 
after  launches  during  the  breeding  season  and  monitoring  of  sample 
populations  of  wintering  western  snowy  plovers  during  the  non-breeding 
season.  No  impacts  to  their  continued  use  of  habitat  areas  or  nesting 
success  of  wintering  and  nesting  snowy  plovers  has  been  observed,  although 
they  may  flush  at  the  sight  and  sound  of  a  launch.  However,  impacts  to 
snowy  plover  from  SLC-3  launches  have  not  been  studied,  and  SLC-3 
launches  would  result  in  more  direct  overflight  of  snowy  plover  habitat  than 
launches  from  SLC-4.  Therefore,  monitoring  of  snowy  plovers  is  warranted 
(Read,  1997).  Pre-launch  helicopter  security  patrols  cause  the  most 
disruption  to  snowy  plover  behavior,  so  every  effort  must  be  made  to  ensure 
that  these  patrols  do  not  unduly  disturb  this  species  (Read,  1996a).  This 
would  be  accomplished  through  coordination  with  Environmental 
Management  at  Vandenberg  AFB  In  order  to  apprise  the  security  overflight 
personnel  of  the  areas  sensitive  to  direct  overflight. 

Least  terns  at  the  Purisima  site  also  show  a  lack  of  observable  impact  from 
Titan  IVB  SLC-4  launches.  However,  monitoring  of  these  least  terns  would 
be  required  because  there  are  no  data  from  launch  effects  on  least  terns  from 
SLC-3  launches.  If  least  terns  re-establish  a  nesting  site  near  the  Santa  Ynez 
River,  terns  at  this  location  should  be  monitored  for  launch-related  effects. 

Pre-  and  post-launch  monitoring  of  peregrine  falcons  could  be  conducted 
during  the  incubation  and  fledgling  periods  to  note  any  breakage  of  already 
thin  eggshells.  Environmental  Management  would  identify  nest  sites  and 
nesting  phases  of  concern  during  each  year  as  identified  through  their 
ongoing  sensitive  species  status  monitoring  program. 

Possible  wetland  mitigations  could  be  required  for  the  0.03  acre  of  the  SLC-3 
wetland  affected  by  construction.  This  acreage  and  wetland  impact  is  of  the 
type  and  size  that  qualifies  for  Nationwide  Permit  14. 

Impacts  of  fire  caused  by  an  anomaly  would  be  minimized  through  the  fire 
response  practices  established  through  Vandenberg  AFB  Fire  Regulation  92-1 . 
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Brush  management  in  the  areas  around  SLC-3  would  keep  the  heat  of  the  fire 
lower  to  help  preserve  root  systems  and  facilitate  recovery  after  a  fire. 


4.14.1.2  Concept  B 

Under  Concept  B,  proposed  activities  that  could  potentially  affect  biological 
resources  include  ground  disturbance  during  facility  construction  and 
modifications;  loud  noises,  including  sonic  booms,  extreme  heat/fire  in  the 
vicinity  of  the  launch  pad,  the  overflight  by  prelaunch  patrol  aircraft  and  the 
rocket,  and  vapor  from  water  usage  associated  with  launches;  the  impact  of 
the  common  core  booster,  payload  fairings,  and  HLV  side  boosters  into  the 
ocean;  use  of  security  lighting;  and  maintenance  of  a  clear  zone  at  the  SLCs. 

4.14.1.2.1  Concept  B,  Cape  Canaveral  AS.  At  Cape  Canaveral  AS, 
potential  impacts  to  biological  resources  from  Concept  B  could  occur  from 
ground-disturbing  activities  during  the  construction  of  the  two  launch  pads 
with  lightning  protection  towers  at  SLC-37,  at  the  HIF  construction  site,  and 
along  new  utility  corridors,  from  dredging  activities  at  the  roll  on/roll  off  dock, 
and  from  launch  activities  at  SLC-37.  All  other  facilities  would  be  used  as  is, 
or  the  modifications  would  be  either  internal  to  the  building,  on  a  concrete 
apron  outside  of  the  building,  or  would  be  built  in  an  already  developed  area, 
and  would  not  entail  new  ground  disturbance.  Therefore,  biological  resources 
impacts  would  not  be  expected  from  use  or  construction  of  these  facilities. 
Additional  potential  impacts  to  biological  resources  from  commercial  activities 
include  adverse  effects  of  acid  deposition  resulting  from  use  of  solid  rocket 
motors  (commercial  launches  only).  Figure  4.14-3  shows  the  locations  of 
vegetation  and  sensitive  habitat  associated  with  proposed  construction  at 
SLC-37. 

Vegetation.  The  impacts  to  vegetation  would  include  clearing  60  to 
70  percent  of  the  scrub  within  the  SLC-37  perimeter  fence.  Scrub  also  may 
be  cleared  along  the  road  leading  to  SLC-37  in  order  to  install  a  nitrogen  gas 
line.  However,  this  vegetation  comprises  mostly  Brazilian  pepper.  Removal 
of  this  weedy,  aggressive  species  would  be  beneficial  to  the  ecosystem. 
Installation  of  the  wastewater  and  electrical  line  would  require  the  clearing  of 
undisturbed  scrub  to  create  the  utility  corridor.  Although  clearing  of  scrub 
can  provide  an  opportunity  for  invasion  of  weedy  species,  if  weedy  species 
are  controlled,  clearing  dense  scrub  areas  is  beneficial  to  the  plant  community 
because  it  allows  new  growth  to  occur.  Vegetation  impacts  associated  with 
clearing  scrub  for  construction  of  the  HIF  or  utility  lines  would  be 
compensated  for  under  the  habitat  compensation  plan  for  scrub  jay  habitat 
impacts  (see  Threatened  and  Endangered  Species  in  this  section). 

Effects  on  vegetation  from  launches  associated  with  some  commercial 
launches  could  include  burning  of  areas  adjacent  to  the  flame  trenches  and 
defoliation  caused  by  heat.  Near-field  deposition  of  launch  debris  could  also 
damage  vegetation  around  the  launch  pad,  including  dune  scrub  and  coastal 
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scrub  vegetation.  The  effects  to  the  vegetation  communities  in  the  region 
from  EELV  launches  are  expected  to  be  minor  because  only  a  very  small 
portion  of  available  habitat  would  be  affected. 

The  solid  rocket  propellant  associated  with  some  commercial  launches 
produces  an  acid  cloud  that  can  damage  vegetation  when  it  settles  to  the 
ground.  The  effects  of  the  acid  cloud  produced  by  Atlas  HAS,  Delta  II,  and 
Titan  IV  launches  are  well  documented  and  are  summarized  below.  The 
effects  of  Concept  B  commercial  launches  would  be  similar  to  effects  of 
these  launches. 

Atlas  HAS,  Delta  11,  and  Titan  IV  launches  cause  local  environmental  impacts 
in  the  areas  surrounding  the  launch  pad.  Exhaust  from  the  solid  rocket 
boosters  combines  with  deluge  water  to  create  an  acidic  cloud  (American 
Institute  of  Aeronautics  and  Astronautics,  1993).  Primary  components  of 
this  cloud  include  water,  carbon  dioxide,  aluminum  oxide,  and  hydrochloric 
acid  (National  Aeronautics  and  Space  Administration,  1985).  The 
hydrochloric  acid  and  aluminum  oxide  are  the  components  that  affect  the 
biota.  A  ground  cloud  forms  within  the  first  10-12  seconds  of  a  launch,  then 
cools,  rises,  and  begins  to  move  away  from  the  launch  site  with  prevailing 
winds. 

Near-field  deposition  effects  from  46  launches  monitored  between  May  1995 
and  January  1998  at  Cape  Canaveral  (22  Atlas  11,  16  Delta  II  and  8  Titan  IV) 
included  scorched  vegetation,  ignition  of  ground  fires,  and  partial  to  nearly 
complete  defoliation  of  tree  species  within  70  meters  (Titan  IV  and  Delta  11) 
to  100  meters  (Atlas  11)  from  the  flame  trench  (National  Aeronautics  and 
Space  Administration,  1995,  1996,  1997,  1998).  Large  particulate 
deposition  was  found  beyond  the  scorched  zone  up  to  200  meters  from  the 
pad  (Titan  IV).  Small,  brown-gray,  powdery  particulates,  sand  grains,  and 
evidence  of  low-concentration  acid  deposition  that  left  spots  on  leaves  were 
typically  found  between  250  and  830  meters  from  the  pad  (Delta  H), 
although  one  Titan  IVB  launch  in  October  1997  produced  dry  deposits  and 
acid  deposition  up  to  16  km  from  the  pad.  The  exceptional  distance  traveled 
by  the  acid  cloud  for  this  Titan  IVB  launch  was  thought  to  have  resulted  from 
the  interaction  of  the  launch  cloud  with  atmospheric  moisture  or  localized 
showers. 

Although  space  shuttle  launches  have  been  noted  to  decrease  the  pH  in 
nearby  surface  waters  due  to  the  quantity  of  solid  fuel  burned  during  launch, 
the  46  launches  monitored  were  not  observed  to  produce  sufficient  acid 
deposition  on  nearby  plants  to  indicate  a  pH  drop  in  nearby  surface  waters 
(National  Aeronautics  and  Space  Administration,  1995,  1996,  1997,  1998). 
In  support  of  this  observation,  the  pH  measured  in  nearby  surface  waters 
ranged  from  7.58  to  8.21  in  water  quality  samples  collected  in  September 
1995  and  January  1996  (National  Aeronautics  and  Space  Administration, 
1998).  The  surface  waters  and  soils  at  Cape  Canaveral  AS  comprise  a  well- 
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buffered  alkaline  system.  Because  of  the  high  alkalinity  of  the  waters  and 
soil  in  the  area,  the  aluminum  would  not  be  made  available  by  any  decrease 
in  pH  as  a  result  of  an  EELV  launch.  Therefore,  aluminum  toxicity  effects 
resulting  from  acidification  and  release  of  aluminum  into  the  nearby  soil  and 
water  are  not  expected. 

Impacts  to  vegetation  from  an  anomaly  would  be  damage  from  extreme  heat 
and  fire  and  from  falling  debris,  as  described  for  Concept  A.  Overgrown 
scrub  would  benefit  from  the  clearing  of  the  dense  vegetation.  No  acid  cloud 
is  expected  to  be  released  during  an  anomaly. 

Wildlife.  Wildlife  would  be  temporarily  displaced  during  construction  and 
other  ground-disturbing  activities,  but  the  effect  to  the  wildlife  population 
would  be  negligible  because  sufficient  suitable  habitat  is  available  nearby. 

The  most  important  wildlife  impact  would  occur  during  the  launch  activities. 

The  visual  disturbance,  direct  launch  effects,  intense  noise,  and  general 
wildlife  effects  from  sonic  booms  would  be  as  described  in  Section 
4.14.1.1.1. 

NASA  conducted  a  thorough  evaluation  of  the  effects  of  rocket  systems  that 
impact  in  seawater.  This  study  considered  sounding  rockets,  which  have  a 
solid  propellant.  It  was  concluded  that  the  release  of  missile-related 
hazardous  materials  into  seawater  would  not  be  significant.  The  study 
determined  that  materials  would  be  rapidly  diluted  and,  except  in  the 
immediate  vicinity  of  the  debris,  would  not  be  found  at  concentrations 
identified  as  producing  any  adverse  effects  (U.S.  Army  Space  and  Strategic 
Defense  Command,  1994;  National  Aeronautics  and  Space  Administration, 
1994).  Any  area  affected  by  the  release  of  the  propellant  as  the  rubber 
matrix  dissolves  would  be  relatively  small  due  to  the  size  of  the  rocket  motor 
or  propellant  pieces  relative  to  the  quantity  of  water.  Sensitive  marine 
mammals  are  widely  scattered,  and  the  probability  that  one  would  encounter 
or  ingest  the  slowly  decaying  propellant  or  a  toxic  chemical/seawater  solution 
is  remote  (U.S.  Department  of  the  Navy,  1996). 

In  the  46  launches  monitored  during  1995-1998  that  are  expected  to  be 
similar  to  EELV  launches,  no  fish  or  wildlife  mortalities  were  attributed  to  the 
launches  (National  Aeronautics  and  Space  Administration,  1995,  1996, 

1997,  1998).  Based  on  previous  studies,  temporary  acidification  of  the  soil 
or  water  is  not  expected,  nor  is  creation  of  an  aluminum  toxicity  in  the 
biological  systems  as  a  result  of  a  change  in  pH.  Therefore,  wildlife  mortality 
from  the  launch  or  emissions  is  expected  to  be  negligible. 

The  effects  from  an  EELV  anomaly  on  the  launch  pad  or  downrange  would  be 
as  described  for  Concept  A.  Wildlife  in  any  burn  areas  could  be  displaced, 
killed,  or  otherwise  affected  by  such  a  fire. 
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Threatened  and  Endangered  Species.  Concept  B  may  potentially  affect 
species  protected  under  the  federal  Endangered  Species  Act,  the  Migratory 
Bird  Treaty  Act,  and  the  Bald  and  Golden  Eagle  Protection  Act.  Compliance 
with  these  acts  would  be  required  as  described  in  Section  4.14.1.1.1. 

SLC-37  is  near  a  sea  turtle  nesting  beach.  Exterior  lighting  at  the  SLC  will  be 
low-pressure  sodium  fixtures  in  accordance  with  the  45  SW  exterior  lighting 
policy.  A  Light  Management  Plan  would  need  to  be  prepared  in  accordance 
with  the  USFWS  requirements  for  that  complex. 

The  beach  adjacent  to  SLC-37  is  also  habitat  for  the  federally  listed  as 
threatened  southeastern  beach  mouse.  A  lightning  tower  anchor  would  be 
placed  with  beach  mouse  habitat,  and  would  cause  direct  mortality  of  any 
beach  mice  present  in  the  100-square-foot  area  proposed  for  disturbance. 

The  flame  duct  points  directly  over  0.25  to  0.5  acre  of  this  habitat  and  may 
impact  this  species  during  a  launch  by  direct  mortality  of  individuals  from  fire 
and  heat,  especially  during  night  launches,  when  this  species  is  active.  A 
flame  deflector  shield  would  be  used  to  minimize  potential  impacts  on  the 
beach  mouse. 

Gopher  tortoises  were  found  on  SLC-37  and  the  HIF  site.  Their  burrows  are 
in  areas  planned  for  construction  and  would  be  impacted  by  the  action. 

Those  not  directly  impacted  by  construction  may  be  impacted  when  the 
launches  begin,  although  they  are  fire-adapted  and  have  been  known  to  come 
out  of  their  burrows  following  a  launch  that  has  scorched  the  vegetation  in 
the  area.  Other  listed  species  that  may  reside  within  these  burrows  include 
the  eastern  Indigo  snake,  the  Florida  mouse,  and  the  gopher  frog.  These 
species  could  also  be  affected  by  construction  or  launch  effects. 

Clearing  the  1  5-acre  HIF  site  and  0.25-acre  scrub  area  for  the  switching 
station  could  impact  numerous  species,  including  the  Florida  scrub  jay  and 
those  mentioned  for  SLC-37.  The  numbers  of  scrub  jays  are  in  a  regional 
decline  as  a  result  of  habitat  loss  and  degradation  due  to  fire  suppression 
(Myers,  1990;  Cox,  1987;  and  Cox,  1984).  In  a  1997  Florida  scrub  jay 
survey  that  determined  the  presence,  density,  and  distribution  of  Florida 
scrub  jays  on  the  HIF  site  and  in  the  SLC-37  area,  only  one  pair  was 
observed  across  the  road  from  the  HIF,  although  the  HIF  area  is  most  likely 
part  of  the  territory  (Earth  Tech,  1997).  The  areas  along  road  shoulders  that 
would  be  cleared  to  accommodate  utility  lines  contain  mostly  Brazilian 
pepper,  an  introduced,  aggressive,  weedy  species.  Clearing  this  vegetation 
would  provide  openings  In  the  scrub  that  would  support  scrub  jay  foraging. 

Unless  a  scrub  jay  Is  directly  in  line  with  the  flame  trench,  immediate 
mortality  of  scrub  jays  seldom  occurs  from  current  Titan  IVB  launches  at 
SLCs  40  and  41 .  Some  road  mortality  has  been  noted  for  scrub  jays  that 
occupy  territories  along  the  highway  (Larson  et  al.,  1993).  In  the  1997 
scrub  jay  survey  of  SLC-37,  four  groups  of  birds  were  noted  around  the 
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perimeter  of  the  SLC  (Earth  Tech,  1997).  Given  the  distribution  of  habitat 
and  known  scrub  jay  pairs  within  the  area,  it  is  expected  that  use  of  the  SLC 
will  not  greatly  impact  Florida  scrub  jay  territories.  Project-related  clearing  of 
the  SLC  area  inside  the  perimeter  road  will  only  serve  to  increase  areas 
available  for  acorn  caching.  Fire  and  heat  from  launches  would  reduce  cover 
in  the  area  immediately  surrounding  the  SLC,  which  would  be  favorable  for 
the  scrub  jay.  The  direct  impacts  of  the  launch  noise  and  flame  could  cause 
incidental  mortality;  however,  because  scrub  jay  territories  are  maintained  at 
SLCs  40  and  41  during  launches  without  an  observable  adverse  effect  on  the 
population,  no  adverse  effect  on  scrub  jays  at  SLC-37  would  be  expected. 
Prescribed  burns  required  for  current  scrub  jay  habitat  management  in  the 
SLC-37  area  would  need  to  be  coordinated  with  Concept  B  launch  schedules. 

The  effects  from  an  anomaly  would  be  as  described  for  Concept  A.  The 
surrounding  scrub  jays  would  be  temporarily  displaced  by  a  fire.  Scrub  jay 
nests  could  be  destroyed  if  fires  occur  during  the  nesting  season,  but  the 
scrub  jays  would  experience  a  long-term  benefit  from  the  opening  up  of 
overgrown  habitat  as  the  result  of  fire  and  the  regrowth  of  the  burned 
habitat. 

Other  species  that  could  be  affected  by  an  anomaly  are  the  beach  mouse  and 
gopher  tortoise  commensal  species,  such  as  the  eastern  indigo  snake,  which 
would  be  affected  by  the  blast  or  by  the  fire  and  smoke. 

Sensitive  Habitats.  Wetlands  would  be  impacted  from  construction  of 
facilities  within  SLC-37  and  the  HIF  (ENSR  Corporation,  1997c).  At  the  HIF 
site,  0.68  acre  of  jurisdictional  wetlands  could  be  filled  during  construction. 
This  wetland  is  a  swale  surrounded  by  scrub  and  has  been  impacted  by 
changes  in  the  natural  hydrology. 

At  SLC-37,  man-made  jurisdictional  drainage  ditches  (other  surface  waters) 
surround  the  SLC  and  empty  into  the  Banana  River.  New  utility  corridors  to 
the  SLC  may  cross  the  ditch,  and  their  installation  would  constitute  a 
"waters"  impact  (ENSR  Corporation,  1998a).  Within  the  SLC,  7  acres  of 
vegetated  drainage  ditches  connect  to  the  ditch  surrounding  the  SLC. 
Approximately  3  acres  of  these  surface  waters  may  be  impacted  as  a  result 
of  proposed  development.  Impacts  to  these  waters,  as  well  as  to  the 
wetlands,  would  require  the  appropriate  permits,  as  described  in  Section 
4.14.1.1.1. 

Contact  with  the  acid  cloud  could  be  expected  to  irritate  or  annoy  birds  in  the 
rookeries  along  the  Banana  River;  however,  solid  rocket  motor  launches  occur 
in  the  vicinity,  and  animals  sensitive  to  these  launches  would  most  likely 
have  moved  elsewhere.  Manatee  critical  habitat  is  not  expected  to  be 
adversely  affected  by  acid  deposition  because  of  the  diluting  effects  of  the 
water. 
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An  anomaly  could  cause  effects  as  described  under  Concept  A.  Although  fire 
could  benefit  overgrown  coastal  scrub  or  wetlands  by  clearing  duff  and 
recycling  nutrients,  uncontrolled  burns  could  adversely  affect  species  using 
these  habitats  if  fire  occurs  during  sensitive  seasons,  such  as  Florida  scrub 
jay  nesting  season.  An  anomaly  could  cause  an  acid  cloud  in  the  vicinity  of 
the  launch  pad;  however,  effects  would  be  less  than  those  described  for 
space  shuttle  launches. 

Mitigation  Measures.  Mitigation  for  sea  turtle  nestling  lighting  impacts  would 
be  as  described  in  Section  4.14.1.1.1. 

Impacts  to  the  southeastern  beach  mouse  may  be  mitigated  though  a 
trapping  effort  to  relocate  the  mice  and  through  habitat  restoration  (clearing 
scrub)  near  the  site.  The  final  methods  would  be  determined  through 
consultation  with  the  USFWS. 

Any  construction  activities  affecting  Florida  scrub  jay  habitat  would  be 
coordinated  with  USFWS.  Specific  mitigations  may  be  developed  during 
Endangered  Species  Act  Section  7  consultation,  and  could  include  the 
following  measures.  To  the  extent  possible,  construction  activities  would 
occur  between  July  1  and  February  29  to  avoid  the  nesting  season.  If  the 
nesting  season  cannot  be  avoided,  surveys  should  be  conducted  one  to  two 
days  prior  to  construction  to  identify  any  nests  present  in  or  around  the 
construction  site.  If  no  nests  are  present  in  the  construction  area,  or  within 
50  to  75  feet  surrounding  the  area  to  be  cleared,  construction  may  proceed. 
Vegetation  clearing  would  be  limited  to  that  absolutely  necessary  for  the 
project  (U.S.  Air  Force,  1993a).  Scrub  clearance  would  be  followed  by 
habitat  compensation  mitigation  activities  as  outlined  in  the  Scrub  Jay 
Habitat  Compensation  Plan  for  Cape  Canaveral  AS,  which  requires  restoration 
of  3  acres  of  scrub  to  compensate  for  the  loss  of  each  acre  of  scrub  jay 
habitat.  Areas  that  are  extremely  degraded  may  also  be  planted  with  live 
oak,  myrtle  oak,  and  Chapman's  oak  seedlings.  A  5-year  monitoring 
program,  including  oak  seedling  replacement  and  weed  control  as  required, 
would  accompany  any  scrub  jay  habitat  restoration  activities  (U.S.  Air  Force, 
1993a).  Removal  of  abandoned  pavement  and  revegetation  of  these  areas 
with  scrub,  and  the  clearing  of  densely  vegetated  areas  previously  containing 
scrub  jay  habitat,  are  some  of  the  actions  considered  for  compensation. 
Disturbed  road  shoulder  areas  should  be  replanted  with  native  grasses,  not 
with  sod,  to  allow  the  scrub  jays  to  utilize  small  patches  of  open  sand  for 
acorn  caches. 

Two  areas  have  been  selected  as  scrub  mitigation  sites.  These  areas  total 
approximately  53  acres  and  are  Scrub  Compartment  9  and  a  triangular  area 
between  Beach  Road,  Patrol  Road,  and  Samuel  C.  Phillips  Parkway  (ENSR 
Corporation,  1998a).  The  clearing  of  overgrown  scrub  jay  habitat  could  also 
be  considered  as  wetland  restoration  because  it  would  benefit  the  swale 
wetlands  in  the  area.  Overgrown  woody  vegetation  within  swales  would  be 
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cleared  to  compensate  for  wetlands  Impacted  by  the  project  at  a  ratio  of  1  to 
1 .  The  selected  mitigation  site  is  adjacent,  south  of  SLC-37.  Use  of 
mechanical  clearing  for  brush  removal,  followed  by  a  prescribed  burn,  is 
recommended.  The  proposed  parcel  contains  8  acres  of  degraded  wetlands 
and  will  exceed  mitigation  requirements  set  by  the  USAGE.  Mitigations 
compensating  for  drainage  ditch  impacts  will  not  be  required. 

Prior  to  construction,  a  biological  survey  would  be  conducted  to  identify 
existing  gopher  tortoises  on  the  site.  These  tortoises  would  be  trapped  and 
removed  from  the  area  to  a  scrub  jay  enhancement  site  elsewhere  on  the 
base,  prior  to  the  clearing  of  any  construction  site.  Necessary  permits  for 
handling  tortoises  would  be  obtained  from  the  Florida  Game  and  Freshwater 
Fish  Commission.  Additional  mitigative  actions,  if  necessary,  would  be 
identified  by  the  USFWS  through  the  Section  7  consultation  process  (U.S.  Air 
Force,  1993).  Gopher  tortoise  burrows  create  habitat  for  a  number  of 
sensitive  species;  relocation  of  the  tortoises  would  facilitate  creation  of 
habitat  for  these  species  at  other  locations.  Relocation  of  the  species  that 
use  the  tortoise  burrows  is  not  always  feasible  but  could  be  conducted  as 
appropriate. 

Mitigation  parameters  for  wetland  impacts  would  generally  be  as  described  in 
Section  4.14.1.1.2.  Enhancement  of  degraded  wetlands  may  be  required  as 
mitigation  for  wetlands  impacts,  at  a  ratio  of  1  to  1 .  The  site  for  wetlands 
mitigation  would  be  the  same  as  for  the  scrub  jay  habitat  mitigation  (ENSR 
Corporation,  1997c). 

Monitoring  of  pre-  and  post-launch  effects  of  acid  cloud  deposition  on  the 
nearby  resident  plant  and  animal  species  could  provide  information 
concerning  long-term  effects  and  potential  protective  measures. 

4.14.1.2.2  Concept  B,  Vandenberg  AFB.  At  Vandenberg  AFB,  potential 
impacts  to  biological  resources  from  Concept  B  could  occur  from  ground- 
disturbing  activities  at  and  adjacent  to  SLC-6,  mainly  from  the  construction 
of  the  HIF  from  dredging  and  off-loading  activities  at  the  boathouse  dock,  and 
from  launch  activities  from  SLC-6.  All  other  facilities  would  be  used  as 
standing,  or  the  modifications  would  be  either  interna!  to  the  building  or  on  a 
concrete  apron  outside  of  the  building.  Biological  resources  impacts  would 
not  be  expected  from  use  of  these  other  facilities.  Figure  4.14-4  shows  the 
locations  of  vegetation  and  sensitive  habitat  associated  with  proposed 
construction  at  SLC-6. 

Some  of  the  launches  would  utilize  solid  propellants  whose  combustion 
produces  an  acid  cloud  at  launch. 

Vegetation.  Vegetation  disturbance  would  be  minimal  for  this  concept. 

Areas  planned  for  facility  disturbance  are  either  bladed  road  shoulders, 
mowed  grasses  and  forbs,  or  weedy  parking  areas.  Vegetation  would  be 
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affected  by  the  installation  of  a  fence  at  SLC‘6  and  by  direct  effect  of  the 
launches  (i.e.,  burning,  defoliation,  near-field  deposition). 

A  fence  would  be  constructed  along  the  wetland  drainage  and  may  affect 
some  native  shrubs.  Effects  to  vegetation  from  launches,  acid  cloud 
deposition,  and  launch  anomalies  would  be  the  same  as  those  summarized 
under  Concept  A  for  Vandenberg  AFB  (specific  vegetation  effects)  and  under 
Concept  B  for  Cape  Canaveral  AS  (acid  cloud  effects). 

Wildlife.  Wildlife  would  be  temporarily  displaced  during  construction  and 
other  ground-disturbing  activities,  but  the  effect  to  the  wildlife  population 
would  be  negligible  because  sufficient  suitable  habitat  is  available  nearby. 

The  primary  effects  to  wildlife  would  occur  during  the  launch  activities. 

The  impacts  to  open-ocean  species  from  direct  ocean  impacts,  and  to  general 
wildlife  species  from  pre-launch  control  aircraft  overflights  and  direct  effect 
of  launches,  would  be  similar  to  those  described  under  Concept  A  for 
Vandenberg  AFB.  In  addition,  general  sonic  boom  studies  and  specific 
studies  have  been  conducted  for  the  species  on  Vandenberg  AFB  and  the 
Channel  Islands. 

Physiological  and  behavioral  response  to  sonic  booms  and  launch  noise  on 
birds  and  pinnipeds  of  California  would  be  similar  to  those  described  in 
Section  4.14.1.1.2.  SLC-6  Is  farther  from  the  Point  Sal  and  Purisima  Point 
haul-out  and  nesting  areas  than  SLC-3,  although  it  is  directly  adjacent  to  the 
Rocky  Point  site.  However,  birds  and  pinnipeds  continue  to  use  these  areas 
near  SLC-2,  even  though  launches  are  conducted  there,  so  no  long-term 
adverse  effects  on  these  species  or  their  habitats  are  anticipated  from  EELV 
launches  from  SLC-6. 

A  literature  search  and  the  threshold  of  audibility  over  ambient  noise  was 
conducted  for  Harbor  seals  to  calculate  the  anticipated  startle  response  to 
EELV  operations  at  the  Vandenberg  AFB  Boat  Dock  (Acentech,  1998).  The 
off-loading  of  rocket  boosters,  conducted  up  to  four  times  per  year  for  a 
3-day  period,  is  expected  to  cause  a  startle  response  within  280  feet  of  the 
dock.  It  has  been  determined  that  seals  do  not  "hear  in  the  air"  nearly  as 
well  as  humans  do  (SRS  Technologies).  Harbor  seals  that  use  the  breakwater 
for  a  haul  out  location  may  avoid  the  dock  area  during  operations,  but  are  not 
expected  to  permanently  abandon  this  area. 

The  permitting  requirement  for  the  harassment  of  marine  mammals  is 
described  in  Section  4.14.1.1.2. 

The  area  by  the  boathouse  designated  for  dredging  was  dredged  in  the  mid- 
1980s.  Clearing  of  this  area  could  remove  algae  (seaweed)  or  surfgrass  and 
cause  siltation  impacts  to  adjacent  invertebrates.  Although  some  individuals 
may  be  removed  or  buried,  these  invertebrate  populations  are  not  expected  to 
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be  adversely  affected  by  this  siltation.  Fish  species  present  near  Point 
Arguello  would  leave  the  area  during  dredging  activities,  as  would  any  seals, 
sea  lions,  or  sea  otters  that  may  be  visiting  the  channel.  Long-term  effects 
to  these  species  are  not  expected. 

The  deposition  of  dredged  material  could  cause  the  greatest  Impact. 

Currently,  the  disposal  sites  under  consideration  for  the  2,000  cubic  yards  of 
dredged  material  are  on  the  beaches  downcurrent  of  the  harbor.  Chemical 
components  of  the  dredge  material  are  similar  to  what  has  been  identified  in 
the  sand  along  these  beaches,  with  the  exception  of  elevated  hydrocarbon 
readings.  The  chemical  analysis  has  identified  the  typically  toxic  component 
of  the  hydrocarbons  present,  the  polynuclear  aromatic  hydrocarbons  (PAHs), 
at  well  below  levels  of  concern  for  toxicity  of  these  constituents  (ENSR 
Corporation,  1998b).  The  U.S.  EPA  requires  dredged  material  to  be  tested 
for  toxicity  prior  to  disposal,  so  these  levels  will  be  monitored  during  the 
disposal  process.  Although  the  grain  size  of  the  dredge  material  is  somewhat 
smaller  than  the  sand  grains  on  the  beaches,  natural  drift  and  beach  erosion 
will  distribute  the  sand  downcurrent  without  much  disruption  to  any  natural 
communities. 

Solid  propellant  causes  an  acid  cloud  during  launch.  Replacement  of  existing 
launch  vehicles  that  use  solid  rocket  motors  with  the  EELV  would  result  in  a 
beneficial  impact  to  aquatic  species  because  most  of  the  EELV  launches 
would  not  use  solid  rocket  motors  and  would  result  in  less  potential  acid 
deposition  in  aquatic  habitats.  The  acidic  emissions  caused  by  solid  rocket 
boosters  have  a  potential  to  affect  the  shallow  Canada  Honda  Creek  where 
the  tidewater  goby,  the  unarmored  threespine  stickleback,  and  the  red-legged 
frog  are  found.  Extensive  monitoring  of  expendable  launch  vehicles  on  the 
East  Coast  has  revealed  that  the  acid  cloud  of  vehicles  similar  to  the  EELV  is 
typically  confined  to  an  area  within  one-half  mile  of  the  launch  pad  and  does 
not  affect  the  pH  of  nearby  surface  waters.  A  beneficial  effect  of 
terminating  solid  rocket  motor  launches  under  current  programs  would  be 
cessation  of  acid  deposition  effects  on  sensitive  least  tern  and  snowy  plover 
nesting  areas  near  SLC-2. 

An  anomaly  would  cause  effects  as  described  for  Concept  A.  Canada  Honda 
Creek  and  its  associated  wildlife  is  closer  to  SLC-6  than  to  SLC-3  and  could 
be  adversely  affected  as  well. 

Threatened  and  Endangered  Species.  Impacts  to  threatened  and  endangered 
species  would  be  similar  to  those  described  in  Section  4.14.1.1.2.  Effects  of 
SLC-3  launches  on  willow  flycatchers  along  the  Santa  Ynez  River  would  be 
minimal,  as  described  in  Section  4.14.1.1.2.  Launches  from  SLC-6  would  be 
expected  to  have  less  impact  on  this  species  than  launches  from  SLC-3W 
because  SLC-6  is  located  farther  from  the  Santa  Ynez  River. 
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Least  terns  at  the  Purisima  site  showed  a  noticeable  impact  from  Delta  II 
launches  from  SLC-2  when  numerous  launches  occurred  during  the  nesting 
season,  although  the  take  stayed  within  Biological  Opinion  limits  (Johnston, 
1998;  Read,  1997).  Effects  of  EELV  launches  from  SLC-6  would  not  be  as 
great  because  the  launch  site  is  located  much  farther  from  the  Purisima  site 
than  SLC-2.  The  EELV  program  would  benefit  the  Purisima  Point  least  tern 
population  because  launches  from  SLC-2  would  be  terminated. 

General  impacts  to  peregrine  falcons  from  launch  activities  are  described  in 
Section  4.14.1.1.2.  Because  SLC-6  is  much  closer  to  the  peregrine's  nesting 
area  than  SLC-4,  the  potential  for  impacts  from  EELV  launches  from  SLC-6 
may  be  greater  than  for  Titan  IVB  from  SLC-4.  Two  recent  Lockheed  Martin 
Launch  Vehicle  (LMLV)  launches  from  SLC-6  were  monitored,  and  no 
substantial  effects  to  peregrine  falcons  were  noted,  although  these  launches 
did  not  occur  during  the  nesting  season.  Launching  during  the  nesting 
season  could  adversely  affect  peregrine  falcon  nesting  success  because  of 
this  species'  vulnerability  to  disturbance  during  this  time. 

The  Boat  Dock  area  was  listed,  in  addition  to  the  four  natural  points  off 
Vandenberg  AFB,  as  having  higher  proportions  of  roosting  brown  pelicans 
than  other  sites  frequented  by  the  pelicans,  such  as  river  mouths  and 
beaches,  due  to  the  minimal  human  disturbance  encountered  at  these  sites. 
Under  Concept  B,  the  Boat  Dock  would  be  utilized  up  to  four  times  per  year 
for  a  3-day  period.  During  this  time,  the  adult  pelicans  would  most  likely 
avoid  the  area.  This  disturbance  is  not  expected  to  cause  permanent 
abandonment  of  the  area,  however,  nor  is  it  expected  to  cause  long-term 
crowding  in  the  more  favorable  roosting  sites,  due  to  the  infrequency  and 
short  duration  of  proposed  EELV  activities. 

The  negligible  impacts  on  southern  sea  otter  from  South  Vandenberg  AFB 
launches  are  described  in  Section  4.14.1.1.2.  Sea  otters  may  be  disturbed 
during  off-loading  of  rocket  boosters  at  the  Boat  Dock.  However,  this  area 
would  be  used  only  up  to  four  times  per  year  for  3-day  periods,  and  the 
harbor  is  visited  only  periodically  by  sea  otters.  The  infrequent  use  of  the 
area  for  EELV  activities  should  not  result  in  permanent  abandonment  of  the 
area  by  the  otters. 

Potential  general  impacts  from  launch  noises  to  the  unarmored  threespine 
stickleback  and  the  tidewater  goby  are  described  in  Section  4.14.1 .1 .2.  The 
acidic  emissions  caused  by  solid  rocket  boosters  could  affect  the  shallow 
Canada  Honda  Creek,  but  only  if  the  wind  is  atypical  (i.e.,  from  the  south). 
The  tidewater  goby,  the  unarmored  threespine  stickleback,  and  the  red- 
legged  frog  inhabit  the  creek  and  could  be  adversely  affected  by  acidification 
of  the  water.  These  impacts  would  be  similar  to  those  experienced  under  the 
current  launch  programs.  Recent  monitoring  of  an  LMLV  launch  from  SLC-6 
did  not  show  a  substantial  effect  on  the  red-legged  frog  found  in  the 
evaporation  ponds  near  the  launch  pad.  Extensive  monitoring  of  launches  on 
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the  East  Coast  has  revealed  that  the  acid  cloud  of  vehicles  similar  to  the 
Concept  B  vehicle  is  typically  confined  to  an  area  within  1/2  mile  of  the 
launch  pad,  and  does  not  affect  the  pH  in  nearby  surface  waters. 

Impacts  from  an  anomaly  would  be  as  described  under  Wildlife.  Sensitive 
species  residing  in  the  surrounding  cliffs  could  be  injured  or  killed  from  the 
explosion. 

Sensitive  Habitats.  The  Channel  Islands  are  a  sensitive  habitat;  potential 
impacts  to  them  have  been  discussed  under  Wildlife.  Shorebird  nesting 
occurs  along  the  coast  of  Vandenberg  AFB  and  is  disturbed  by  launches  from 
South  Vandenberg  AFB  to  as  far  north  as  SLC-2W.  However,  launching 
occurs  out  of  SLC-2W,  and  the  shore  birds  continue  to  use  the  area; 
consequently,  no  long-term  adverse  impacts  from  EELV  launches  would  be 
expected. 

The  dredging  of  the  boathouse  channel  would  have  to  be  authorized  by 
Section  10  of  the  Rivers  and  Harbors  Act  of  1899,  Section  404  of  the  CWA, 
and  Section  1 03  of  the  Marine,  Protection,  and  Sanctuaries  Act.  These  laws 
require  permits  authorizing  activities  in  or  affecting  navigable  Waters  of  the 
United  States,  the  discharge  of  dredged  or  fill  material  into  Waters  of  the 
United  States,  and  the  transportation  of  dredged  material  for  the  purpose  of 
dumping  it  into  ocean  waters.  This  site  was  originally  dredged  in  the  mid- 
1980s  and  was  authorized  to  be  maintained  at  12.4  feet  below  MSL  through 
June  1 989,  although  plans  as  stated  on  the  permit  include  dredging  as 
needed  through  1998.  Although  it  has  not  yet  been  determined  whether  the 
20,000  cubic  yards  of  spoils  will  ultimately  be  disposed  on  dry  land  as 
stipulated  in  the  1 988  permit,  in  the  ocean  as  was  conducted  in  the  mid- 
1 980s,  or  on  the  beaches  downcurrent  of  the  harbor,  the  amount  of  dredging 
and  dredged  materials  is  approximately  one-third  of  that  originally  dredged 
and  is  not  expected  to  cause  a  serious  impact.  The  spoil  disposal  site  in  the 
ocean  was  a  deep  canyon  with  a  high  degree  of  instability  where  land 
slumped  off  the  canyon  walls  naturally  and  fell  to  the  canyon  bottom.  It  was 
thought  that  additional  sand  debris  would  not  greatly  impact  the  canyon's 
ecology  (U.S.  Air  Force,  1982b).  Areas  of  biological  importance,  such  as 
spawning  grounds,  are  far  from  the  canyon  and  are  not  thought  to  be 
affected  by  the  disposal.  In  the  latest  permit  (1988),  the  dredged  sand  was 
to  be  trucked  to  a  borrow  site  located  along  the  coastal  bluffs  at  Point 
Pedernales.  A  favorable  alternative  being  considered  is  the  disposal  of 
dredged  sand  on  the  beaches  downcurrent  of  the  harbor.  As  discussed  under 
Wildlife,  the  effect  to  natural  communities  is  expected  to  be  short  term  and 
minimal  due  to  natural  drift  and  redistribution  of  sand. 

Butterfly  trees  are  present  near  SLC-6,  and  the  visiting  monarch  butterflies 
could  be  affected  by  the  acid  cloud  if  a  solid  rocket  motor  launch  occurs 
when  the  butterflies  are  congregating  (November  through  February). 

Offshore  or  southerly  wind  directions  during  the  launch  could  blow  the  acid 
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cloud  away  from  the  butterfly  trees;  onshore  or  northerly  winds  could  blow 
the  cloud  directly  over  the  trees. 

Impacts  from  an  anomaly  would  be  as  described  for  Concept  A,  and  could 
affect  sensitive  species  and  habitat  along  Canada  Honda  Creek  and  in  the 
cliffs  surrounding  SLC-6. 

Mitigation  Measures.  Numerous  special  conditions  were  added  to  the  original 
dredge  permit  for  the  boat  dock  and  could  be  required  for  the  new  permit. 
These  conditions  included  pre-,  during,  and  post-surveys  of  flora  and  fauna  to 
determine  if  the  dredging  caused  changes  in  the  rocky  inter-  and  subtidal,  and 
sandy  regions;  providing  a  qualified  biologist  on  site  to  ensure  that  a  minimal 
amount  of  physical  impacts  occur  during  the  dredging  to  mammals  and  birds; 
notifying  appropriate  organizations  of  planned  activities;  and  planting  red 
abalone  in  rocky  habitat  adjacent  to  the  boathouse  area. 

Studies  conducted  before,  during,  and  after  Titan  IVB  launches  from  SLC-4  in 
May  and  December  1996  resulted  in  several  recommended  mitigations  for 
future  monitoring  of  sensitive  species.  These  are  discussed  in  Section 
4.14.1.1.2. 

Monitoring  of  water  quality  in  Canada  Honda  Creek  should  be  continued  to 
assess  effects  to  sensitive  species  and  habitats  if  solid  rocket  motors  are 
used  and  if  the  prevailing  winds  are  from  the  south. 

4.14.1 .3  Concept  A/B 

4.14.1.3.1  Concept  A/B,  Cape  Canaveral  AS.  Impacts  from  launch  effects 
and  anomalies  would  be  as  similar  to  the  combined  effects  described  for 
Concepts  A  and  B  because  most  of  the  launch  effects  are  measured  more  by 
single  events  than  by  number  of  launches,  providing  the  launches  are  spread 
apart  to  allow  wildlife  to  resettle.  Construction  effects  would  also  be  the 
combined  effects  of  both  concepts  and  would  be  greater  than  for  either 
concept  individually. 

Impacts  to  vegetation  and  wildlife  from  this  concept's  construction 
requirements  would  be  similar  to  the  combined  effects  described  for 
Concepts  A  and  B.  No  regionally  sensitive  vegetation  community  or  wildlife 
would  be  affected  in  important  amounts. 

Impacts  to  threatened  or  endangered  species  would  include  effects  described 
for  both  Concept  A  and  B  to  the  Florida  scrub  jay,  the  Florida  beach  mouse, 
the  American  alligator,  and  two  state-listed  plants.  However,  these  effects 
are  not  considered  significant  for  any  single  species.  Concept  A/B  could 
disturb  0.68  acre  associated  with  the  SLC-37  HIF  site  and  8.2  acres  at  the 
assembly  facility  near  SLC-41,  resulting  in  disturbance  of  a  total  of 
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8.88  acres  of  wetlands  under  Concept  A/B.  Mitigations  would  be  the  same 
as  those  described  in  Sections  4.14.1.1  and  4.14.1.2  for  Concepts  A  and  B. 

4.14.1.3.2  Concept  A/B,  Vandenberg  AFB.  Impacts  from  construction 
activities,  launch  operations,  and  anomalies  would  be  a  combination  of  the 
effects  described  for  Concepts  A  and  B.  Concept  A/B  activities  could  disturb 
0.03  acre  of  wetland  associated  with  the  SLC-3W  site.  Mitigations  would  be 
the  same  as  described  for  Concepts  A  and  B  in  Sections  4.14.1 .1  and 
4.14.1.2. 

4.14.2  No-Action  Alternative 

4.14.2.1  Cape  Canaveral  AS 

The  solid  rocket  motors  used  in  some  existing  launch  vehicles  produce  an 
HCI/aluminum  oxide  cloud  that  affects  the  nearby  vegetation  as  described  for 
Concept  B  in  Section  4.14.1.2.1 .  In  addition,  direct  effects  from  launches 
on  vegetation  at  these  SLCs  (e.g.,  burning  of  vegetation,  defoliation  from 
heat)  and  impacts  to  wildlife  from  launch  noises,  pre-launch  control  aircraft 
and  rocket  overflights,  sonic  booms,  and  impact  of  rocket  debris  in  the  open- 
ocean  area  from  these  launch  programs  would  continue  and  would  be  similar 
to  the  impacts  described  for  Concepts  A  and  B. 

4.14.2.2  Vandenberg  AFB 

The  solid  rocket  motors  used  in  some  existing  launch  vehicles  produce  an 
HCI/aluminum  oxide  cloud  that  adversely  affects  the  nearby  ecosystem.  The 
northern  site  would  continue  to  operate  launches  in  a  location  adjacent  to 
sensitive  species,  including  the  endangered  California  least  tern,  the  brown 
pelican,  the  threatened  western  snowy  plover,  and  the  southern  sea  otter, 
although  this  northern  location  avoids  most  impacts  to  the  Channel  Islands. 
An  anomaly  at  this  location  could  potentially  affect  the  sensitive  adjacent 
species  from  heat,  fire,  and  the  percussive  effects  of  the  explosion  and  falling 
debris.  In  addition,  direct  effects  from  launches  on  vegetation  at  these  SLCs 
(e.g.,  burning  of  vegetation,  defoliation  from  heat),  and  impacts  to  wildlife 
from  launch  noises,  pre-launch  control  aircraft  and  rocket  overflights,  sonic 
booms,  and  impact  of  rocket  debris  in  the  open-ocean  area  from  these  launch 
programs  would  continue  and  would  be  similar  to  the  impacts  described  for 
Concepts  A  and  B. 
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4.15  CULTURAL  RESOURCES 


4.15.1  Proposed  Action 

4.15.1.1  Concept  A 

4.15.1.1.1  Concept  A.  Cape  Canaveral  AS 

Prehistoric  and  Historic  Archaeological  Resources.  Concept  A  at  Cape 
Canaveral  AS  encompasses  portions  of  land  around  SLC-41  that  are  under 
the  jurisdiction  of  either  Cape  Canaveral  AS  or  the  KSC.  Both  installations 
have  completed  archaeological  surveys  and  inventories  that  satisfy  the 
requirements  of  Section  110  of  the  NHPA.  Each  installation  has  identified 
numerous  prehistoric  and  historic  sites  and  established  archaeological 
sensitivity  zones  for  those  areas  not  intensively  surveyed  (New  South 
Associates,  1996).  Cape  Canaveral  AS  cultural  resources  managers  have 
consulted  with  the  Florida  SHPO,  and  the  SHPO  has  concurred  that  ground- 
disturbing  activities  that  take  place  outside  of  recorded  site  boundaries  and 
the  sensitivity  zones  require  no  additional  study  (see  Appendix  I).  KSC 
cultural  resources  policy  directs  that  additional  studies  be  conducted  when 
direct  ground-disturbing  activities  have  the  potential  to  affect  archaeologically 
unevaluated  areas. 

There  are  no  National  Register-listed  or  -eligible  prehistoric  or  historic 
archaeological  sites  or  archaeologically  sensitive  areas  within  the  direct  ground 
disturbance  footprints  for  Concept  A  (i.e.,  areas  of  facility  and  utility  line 
construction  and  roadway  modification)  within  the  ROI.  Recent  archaeological 
studies  encompassing  the  ROI  for  the  tvvo  proposed  assembly  facilities  indicate 
that  two  previously  identified  mounds  are  non-aboriginal  and  that  no  other 
cultural  remains  are  present  (Archaeological  Consultants,  Inc.,  1997).  As  a 
result,  no  effects  on  archaeological  resources  are  expected  to  occur  from 
construction  activities  associated  with  the  EELV  program  under  Concept  A. 

Because  of  the  remote  possibility  that  an  on-pad  or  missile  storage  mishap 
could  occur,  an  ROI  around  SLC-41  and  the  proposed  assembly  facility  sites 
has  been  assumed.  Within  these  areas,  one  prehistoric  site  (8BR914)  that  is 
potentially  eligible  for  inclusion  in  the  National  Register  (see  Appendix  I)  and  a 
portion  of  an  archaeologically  sensitive  area  were  identified;  both  are  located 
on  land  that  is  under  the  jurisdiction  of  the  KSC. 

Historic  Buildings  and  Structures.  None  of  the  buildings  and  structures 
identified  for  EELV  activities  is  under  the  jurisdiction  of  the  KSC. 

Facilities  at  Cape  Canaveral  AS  requiring  modification  under  Concept  A 
include  SLC-41  (encompassing  numerous  individual  buildings  and  structures 
completed  by  1965),  Building  27220  (completed  in  1996  and  heavily 
modified  in  1988),  and  Hangar  J  (Building  1721,  constructed  in  1956).  All 
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three  facilities  were  recently  assessed  for  their  eligibility  for  inclusion  in  the 
National  Register.  However,  because  of  their  age,  their  lack  of  association 
with  events  or  persons  significant  in  history,  their  unremarkable  architecture 
or  design,  their  compromised  integrity,  and/or  their  unlikely  ability  to  meet 
the  exceptional  criteria  required  under  National  Park  Service  Criteria 
Consideration  G  for  properties  less  than  50  years  in  age,  it  is  unlikely  that 
any  of  the  three  facilities  would  meet  the  required  National  Register-listing 
criteria.  In  addition,  the  modifications  of  Hangar  J  and  Building  27220  are 
minor  and  interior  only.  Of  the  numerous  features  within  SLC-41,  only  a  few 
(i.e.,  the  MST,  the  Umbilical  Tower,  and  the  SEB)  require  substantial 
modification  or  removal. 

Consultation  with  the  Florida  SHPO  is  in  progress. 

Native  Populations/Traditional  Resources.  Two  Native  American  tribes  have 
expressed  interest  in  the  cultural  resources  environment  In  the  ROI:  the 
Seminole  Indian  Tribe  and  the  Micosukee  Indian  Tribe.  Although  no 
traditional  resources  sites  have  been  Identified  within  the  ROI,  these  groups 
were  contacted  during  the  EIS  preparation  process  to  ensure  that  their 
concerns  regarding  the  EELV  program  would  be  considered.  To  date,  no 
comments  from  either  group  have  been  received. 

Mitigation  Measures,  Cape  Canaveral  AS 

Prehistoric  and  Historic  Archaeological  Resources  and  Traditional  Resources. 

Because  no  National  Register-listed  or  -eligible  prehistoric  or  historic 
archaeological  resources  or  traditional  resources  have  been  identified  within 
the  direct  ground  disturbance  ROI  for  Concept  A,  no  mitigation  measures 
have  been  identified.  However,  if  during  the  course  of  program  activities, 
cultural  materials  (particularly  human  remains)  are  unexpectedly  discovered, 
work  in  the  immediate  vicinity  of  the  cultural  materials  would  cease  and  the 
Florida  SHPO  would  be  consulted  through  the  Cape  Canaveral  AS 
Environmental  Offices  (see  Appendix  I).  Subsequent  actions  would  follow 
guidance  provided  in  Title  36  CFR  800.1 1  and/or  in  NAGPRA. 

Mitigation  measures  to  offset  potential  effects  on  archaeological/traditional 
resources  from  an  on-pad  or  missile  storage  mishap  are  not  proposed  because 
the  probability  of  such  an  occurrence  is  low  and  the  cost  of  the  mitigation 
(e.g.,  data  recovery)  is  high.  In  the  unlikely  event  that  a  mishap  occurs, 
post-event  recommendations  include  survey,  mapping,  photography,  and  site 
record  revisions  to  determine  and  record  the  extent  of  damage  from  impacts 
or  fire. 

Historic  Buildings  and  Structures.  Determination  of  the  historical  significance 
of  SLC-41,  Building  27220,  and  Hangar  J  is  pending.  Any  required 
mitigation  measures  will  be  developed  during  consultation  with  the  Florida 
SHPO  (In  progress). 
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4.15.1.1.2  Concept  A,  Vandenberg  AFB 


Prehistoric  and  Historic  Archaeological  Resources.  Within  the  direct  ground- 
disturbance  footprints  for  Concept  A  {i.e.,  areas  of  facility  and  utility  line 
construction  and  roadway  intersection/building  entrance  modification),  no 
National  Register-listed  or  -eligible  prehistoric  or  historic  archaeological  sites 
have  been  identified.  However,  in  one  proposed  project  location  (the  corner 
of  Bear  Creek  and  Coast  roads),  a  National  Register-eligible  site  does  occur 
within  close  proximity  to  ground-disturbing  activities. 

The  immediate  project  area  at  the  corner  of  Bear  Creek  and  Coast  roads  has 
been  previously  surveyed,  and  no  sites  have  been  recorded.  This  area  is  also 
very  heavily  disturbed  from  the  installation  of  several  communications  and 
light  poles  and  the  recent  replacement  of  large  underground  water  pipes. 
Several  archaeological  sites  are  near  this  area,  however,  and  one  Is  eligible 
for  inclusion  in  the  National  Register  (Site  SBA  534)  (see  Appendix  I).  Site 
SBA  534  is  just  south  of  the  construction  area  where  a  power  pole  would  be 
raised.  Discussions  with  Vandenberg  AFB  cultural  resources  managers 
indicate  that  because  of  the  proximity  of  this  site  to  the  ground-disturbing 
activities,  archaeological  and  Native  American  monitoring  would  be  required. 

In  addition,  because  of  the  remote  possibility  that  an  on-pad  mishap  could 
occur,  an  ROI  around  SLC-3W  has  been  assumed.  Within  this  area,  1 1 
archaeological  sites  have  been  identified;  a  recent  review  of  archaeological 
site  records  indicates  that  none  of  the  sites  is  eligible  for  Inclusion  in  the 
National  Register. 

As  a  result  of  the  lack  of  National  Register-eligible  or  -listed  sites  within  the 
direct  construction  areas  and  the  ROI,  and  the  proposed  mitigation  monitoring 
at  the  intersection  of  Bear  Creek  and  Coast  roads,  no  adverse  effects  on 
archaeological  resources  are  expected  to  occur  from  EELV  program  activities 
under  Concept  A.  Except  as  already  noted,  consultation  with  Vandenberg 
AFB  cultural  resources  managers  indicates  that  no  archaeological/Native 
American  monitoring  would  be  required  at  any  of  the  ground-disturbing  areas. 

Historic  Buildings  and  Structures.  Facilities  at  Vandenberg  AFB  requiring 
modification  under  Concept  A  include  SLC-3W,  encompassing  numerous 
individual  buildings  and  structures  completed  between  1956  and  1959. 

SLC-3  (East  and  West)  and  all  of  Its  associated  support  facilities  have  been 
evaluated  for  inclusion  in  the  National  Register  and  determined  to  be  eligible 
under  the  Cold  War  historic  context  as  a  "highly  technical  and  scientific" 
facility.  SLC-3W  contributing  features  include  the  Launch  and  Service 
Building  (Building  770),  the  MST,  the  Umbilical  Tower,  the  retention  basin, 
and  the  deluge  channel.  The  Launch  Operations  Facility  (Building  763)  and 
the  Launch  Vehicle  Support  Facility  (Building  766)  are  also  contributing  as 
"shared"  facilities  with  SLC-3E. 
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The  typical  mitigation  for  potential  adverse  effects  on  historic  buildings  and 
structures  (i.e.,  demolition,  modification,  damage  from  on-pad  mishap)  is 
recordation  using  standards  developed  by  the  HABS/HAER.  HABS/HAER 
recordation  of  SLC-3  (East  and  West)  was  completed  in  1993. 

Native  Populations/Traditional  Resources.  The  only  Native  American  tribe 
affiliated  with  the  area  encompassed  by  Vandenberg  AFB  is  the  Chumash 
Indian  Tribe.  No  traditional  resources  sites  have  been  identified  within  the 
Concept  A  ROI;  however,  the  Santa  Inez  Band  of  Chumash  Indians  will  be 
contacted  as  a  part  of  the  EIS  process  to  ensure  that  any  concerns  regarding 
the  EELV  program  are  considered. 

Paleontological  Resources.  There  are  no  recorded  fossils  or  National  Natural 
Landmarks  within  the  immediate  vicinity  of  SLC-3  or  any  of  the  other 
proposed  ground-disturbing  areas  within  the  Concept  A  cultural  resources 
ROI;  therefore,  no  effects  are  expected. 

Consultation  with  the  California  SHPO  and  the  Chumash  Indian  Tribe 
regarding  the  EELV  program  will  be  conducted  by  the  Vandenberg  AFB  Office 
of  Environmental  Management. 

Mitigation  Measures,  Vandenberg  AFB 

Prehistoric  and  Historic  Archaeological  Resources  and  Traditional  Resources. 

Monitoring  by  a  professional  archaeologist  and  a  Native  American 
representative  from  the  Santa  Inez  Band  of  Chumash  Indians  would  be 
required  during  intersection  modifications  (road  widening  and  the  raising  of 
power  poles)  proposed  for  the  northeast  and  southeast  corners  of  Bear  Creek 
and  Coast  roads.  No  other  cultural  resources  mitigation  measures  have  been 
identified  under  Concept  A  at  Vandenberg  AFB.  However,  if  during  the 
course  of  any  EELV  program  activities,  cultural  materials  (particularly  human 
remains)  are  unexpectedly  discovered,  work  in  the  immediate  vicinity  of  the 
cultural  materials  would  cease  and  Vandenberg  AFB  cultural  resources 
managers  would  be  notified  immediately. 

4.15.1.2  Concept  B 

4.15.1.2.1  Concept  B,  Cape  Canaveral  AS 

Prehistoric  and  Historic  Archaeological  Resources.  Numerous  prehistoric  and 
historic  sites  and  a  large  archaeological  sensitivity  zone  (primarily  along  the 
Banana  River)  have  been  established  for  the  portions  of  the  APE  that  have 
not  been  intensively  surveyed  (New  South  Associates,  1996).  Cape 
Canaveral  cultural  resources  managers  have  consulted  with  the  Florida  SHPO 
who  has  concurred  that  ground-disturbing  activities  that  take  place  outside  of 
recorded  site  boundaries  and  the  sensitivity  zone  require  no  additional  study 
(see  Appendix  I). 
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There  are  no  National  Register-listed  or  -eligible  prehistoric  or  historic 
archaeological  sites  or  archaeologically  sensitive  areas  within  the  direct 
ground  disturbance  footprints  for  Concept  B  (i.e.,  areas  of  facility  and  utility 
line  construction  and  roadway  intersection/facility  entrance  modification).  As 
a  result,  no  effects  on  archaeological  resources  are  expected  to  occur  from 
construction  activities  associated  with  the  EELV  program. 

Because  of  the  remote  possibility  that  an  on-pad  mishap  could  occur,  an  ROI 
around  SLC-37  has  been  assumed.  Within  this  area,  six  archaeological  sites 
have  been  identified;  three  of  the  sites  (8BR82A,  8BR83,  and  8BR221)  are 
potentially  eligible  for  inclusion  in  the  National  Register;  the  remaining  sites 
are  not  eligible  (see  Appendix  I). 

Historic  Buildings  and  Structures.  Facilities  at  Cape  Canaveral  AS  requiring 
modification  under  Concept  B  include  SLC-37  (encompassing  numerous 
individual  buildings  and  structures  completed  by  1962);  Hangar  C  (Building 
1348,  constructed  in  1953);  Buildings  38804  and  38835  within  the  CPF 
complex,  and  the  Air  Force  Roll-on/Roll-off  Dock  (Structure  92050, 
constructed  in  1956)  (alternative  to  use  of  the  Port  of  Canaveral  dock). 

Under  Concept  B,  launch  activities  may  also  require  abandonment  of 
Buildings  33001,  33003,  33007,  33009,  38320,  43401,  43403,  and 
43405,  all  of  which  are  support  structures  associated  with  SLC-37. 

SLC-37  and  all  associated  support  facilities  have  been  evaluated  for  inclusion 
in  the  National  Register  and  determined  to  be  ineligible  (Tri-Services  Cultural 
Resources  Research  Center,  1993).  The  Air  Force  Roll-on/Roll-off  Dock  has 
been  recently  assessed  for  possible  inclusion  in  the  National  Register. 
However,  because  of  their  age,  their  lack  of  association  with  events  or 
persons  significant  in  history,  their  unremarkable  architecture  or  design,  and 
their  unlikely  ability  to  meet  the  exceptional  criteria  required  under  National 
Park  Service  Criteria  Consideration  G  for  properties  less  than  50  years  in  age, 
it  is  unlikely  that  these  facilities  would  meet  the  required  National  Register¬ 
listing  criteria.  Buildings  38804  and  38835  have  only  recently  been 
constructed  and  will  be  modified  for  EELV  activities  before  final  completion 
and  acceptance  by  the  Air  Force. 

Hangar  C  has  also  been  recently  assessed  for  possible  inclusion  in  the 
National  Register.  Historical  research  indicates  that  there  is  some  potential 
for  this  facility  to  possess  historical  significance  based  on  its  association  with 
Werner  von  Braun  and  its  function  as  a  checkout  and  assembly  facility  for 
several  early  types  of  rockets  (e.g..  Matador,  Snark,  Bomarc).  Proposed 
exterior  modifications  to  this  facility  include  rust  removal  around  hangar 
doors,  re-hanging  of  broken  personnel  doors,  and  construction  of  new 
entrance  canopies  over  the  east  and  west  personnel  entrances.  Interior 
modifications  include  asbestos  removal;  lead-based  paint  abatement  (probably 
by  over-painting);  installation  of  new  lighting  and  power  distribution. 
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suspended  ceiling,  doors,  and  HVAC;  removal  of  drywall  partitions, 
refurbishment  of  stairwells,  and  painting. 

The  Air  Force  is  consulting  with  the  Florida  SHPO  regarding  the  eligibility  of 
these  facilities  and  any  required  mitigation  measures. 

Native  Populations/Traditional  Resources.  Two  Native  American  tribes  have 
expressed  interest  in  the  cultural  resources  environment  in  the  ROI:  the 
Seminole  Indian  Tribe  and  the  Micosukee  Indian  Tribe.  Although  no 
traditional  resources  sites  have  been  Identified  within  the  ROI  at  Cape 
Canaveral  AS,  these  groups  were  contacted  during  the  EIS  preparation 
process  to  ensure  that  any  concerns  regarding  the  EELV  program  would  be 
considered.  To  date,  no  comments  from  either  group  have  been  received. 

4.15.1.2.2  Mitigation  Measures,  Cape  Canaveral  AS 

Prehistoric  and  Historic  Archaeological  Resources  and  Traditional  Resources. 

Because  no  National  Register-listed  or  -eligible  prehistoric  or  historic 
archaeological  resources  or  traditional  resources  have  been  identified  within 
the  direct  ground  disturbance  ROI  for  Concept  B,  no  mitigation  measures 
have  been  identified.  However,  if  during  the  course  of  program  activities, 
cultural  materials  (particularly,  human  remains)  are  unexpectedly  discovered, 
work  in  the  immediate  vicinity  of  the  cultural  materials  would  cease  and  the 
Florida  SHPO  would  be  consulted  through  the  Cape  Canaveral  AS 
Environmental  Office  (see  Appendix  I).  Subsequent  actions  would  follow 
guidance  provided  in  Title  36  CFR  800.1 1  and/or  in  NAGPRA. 

Mitigation  measures  to  offset  potential  effects  on  archaeological/traditional 
resources  from  an  on-pad  or  missile  storage  mishap  are  not  proposed  because 
the  probability  of  such  an  occurrence  Is  low  and  the  cost  of  the  mitigation 
(e.g.,  data  recovery)  is  high.  In  the  unlikely  event  that  a  mishap  occurs, 
post-mishap  recommendations  include  post-event  survey,  mapping, 
photography,  and  site  record  revisions  to  determine  and  record  the  extent  of 
damage  from  impacts  or  fire. 

Historic  Buildings  and  Structures.  The  historical  significance  of  Hangar  C,  the 
MIS,  and  the  Air  Force  Roll-on  Roll-off  Dock  is  pending.  Any  required 
mitigation  measures  will  be  developed  during  consultation  with  the  Florida 
SHPO  (in  progress). 

4.15.1.2.3  Concept  B,  Vandenberg  AFB 

Prehistoric  and  Historic  Archaeological  Resources.  All  of  the  direct  ground 
disturbance  areas  under  Concept  B  would  take  place  at  SLC-6,  which  is  an 
archaeologically  sensitive  area.  Numerous  sites  have  been  recorded  within 
the  fenceline  of  SLC-6,  as  well  as  adjacent  to  the  complex,  and  1  5  sites  have 
been  recorded  within  the  cultural  resources  ROI  for  the  EELV  program;  6  of 
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the  15  sites  have  been  recommended  as  eligible  for  inclusion  in  the  National 
Register. 

Of  the  ground  disturbance  proposed  for  SLC-6,  only  construction  of  the  HIF 
has  the  potential  to  directly  affect  an  archaeological  site  (Site  SBA  2032). 
Results  of  recent  surface  and  subsurface  studies  of  SBA  2032  (ENSR 
Corporation,  1997a)  indicate  that  the  site  is  heavily  disturbed  and  deeply 
buried  and  not  likely  to  be  affected  by  HIF  construction.  However, 
recommendations  developed  in  consultation  with  Vandenberg  AFB  cultural 
resources  managers  indicate  that  any  earth  disturbance  in  the  southeastern 
quarter  of  the  HIF  project  area  should  be  monitored  by  an  archaeologist  and  a 
representative  from  the  Santa  Inez  Band  of  Chumash  Indians.  In  addition,  if 
the  HIF  construction  area  changes  to  include  the  North  Access  Road  lower 
parking  lot,  Vandenberg  AFB  cultural  resources  managers  are  to  be  notified 
and  a  subsurface  testing  program  undertaken  to  determine  the  presence  or 
absence  of  SBA  2032-associated  cultural  materials. 

As  proposed,  the  remaining  ground-disturbing  activities  associated  with 
Concept  B  (e.g.,  installation  of  the  security  fence)  do  not  threaten  known 
archaeological  sites.  However,  since  the  entire  SLC  6  area  is  archaeologically 
sensitive,  Vandenberg  AFB  cultural  resources  managers  have  requested  that 
archaeological  and  Native  American  monitoring  be  conducted  during  all 
ground-disturbing  activities  in  that  area.  Any  ground  disturbance  in  the 
vicinity  of  Building  398,  which  is  immediately  adjacent  to  SLC  6,  and  around 
other  program  areas,  would  also  require  monitoring  (ENSR  Corporation, 
1997a). 

Archaeological  surveys  of  Vandenberg  AFB  include  an  underwater  study  of 
the  South  Vandenberg  AFB  Point  Arguello  boathouse  harbor  (U.S. 

Department  of  the  Interior,  National  Park  Service,  1978).  The  study  did  not 
identify  any  underwater  sites  and  indicated  that  no  additional  studies  would 
be  necessary.  As  such,  dredging  of  the  boathouse  harbor  would  have  no 
effect  on  underwater  archaeological  resources. 

Historic  Buildings  and  Structures.  Facilities  at  Vandenberg  AFB  requiring 
modification  under  Concept  B  include  SLC-6  (encompassing  numerous 
individual  buildings  and  structures  completed  by  1966)  and  Buildings  330, 
375,  396,  520,  636,  1032,  and  1670.  None  of  these  facilities  is  eligible  or 
potentially  eligible  for  inclusion  in  the  National  Register;  therefore,  no  effects 
on  historic  buildings  and  structures  are  expected  to  occur. 

Native  Populations/Traditional  Resources.  The  only  Native  American  tribe 
affiliated  with  the  area  encompassed  by  Vandenberg  AFB  is  the  Chumash 
Indian  Tribe.  No  specifically  designated  traditional  resources  sites  have  been 
identified  within  the  Concept  B  ROI;  however,  some  of  the  recorded 
archaeological  sites  may  represent  traditional  resources  sites  or  contain 
traditional  resources  elements  as  well.  The  Santa  Inez  Band  of  Chumash 
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Indians  will  be  contacted  as  a  part  of  the  EIS  process  to  ensure  that  any 
concerns  regarding  the  EELV  program  are  considered. 

Paleontological  Resources.  There  are  no  recorded  fossils  or  National  Natural 
Landmarks  within  the  SLC-6  ROI;  therefore,  no  effects  are  expected  to  occur. 

Consultation  with  the  California  SHPO  and  the  Chumash  Indian  Tribe 
regarding  the  EELV  program  will  be  conducted  by  the  Vandenberg  AFB  Office 
of  Environmental  Management. 

4.15.1.2.4  Mitigation  Measures,  Vandenberg  AFB 

Prehistoric  and  Historic  Archaeological  Resources  and  Traditional  Resources. 
Monitoring  by  a  professional  archaeologist  and  a  Native  American 
representative  from  the  Santa  Inez  Band  of  Chumash  Indians  will  be  required 
during  all  ground-disturbing  activities  at  SLC-6.  No  other  cultural  resources 
mitigation  measures  have  been  identified  under  Concept  B  at  Vandenberg 
AFB.  However,  if  during  the  course  of  any  EELV  program  activities,  cultural 
materials  (particularly,  human  remains)  are  unexpectedly  discovered,  work  in 
the  immediate  vicinity  of  the  cultural  materials  would  cease  and  Vandenberg 
AFB  cultural  resources  managers  would  be  notified  immediately. 

4.15.1.3  Concept  A/B 

4.15.1.3.1  Concept  A/B,  Cape  Canaveral  AS 

Because  Concept  A/B  encompasses  the  facilities  described  under  both 
Concepts  A  and  B,  effects  from  EELV  activities  and  any  proposed  mitigation 
measures  would  be  similar  to  the  combined  effects  described  in  Sections 

4.15.1.1  and  4.15.1.2. 

4.15.1.3.2  Concept  A/B,  Vandenberg  AFB 

Because  Concept  A/B  encompasses  the  facilities  described  under  both 
Concepts  A  and  B,  effects  from  EELV  activities  and  any  proposed  mitigation 
measures  would  be  similar  to  the  combined  effects  described  in  Sections 

4.15.1.1  and  4.15.1.2. 

4.15.2  No-Action  Alternative 

4.15.2.1  Cape  Canaveral  AS 

Under  the  No-Action  Alternative  at  Cape  Canaveral  AS,  SLCs  17,  36,  40, 
and  41  would  continue  to  support  Delta  II,  Atlas  IIA,  and  Titan  IVB  launches. 
SLCs  1 7  and  36  have  been  evaluated  for  inclusion  in  the  National  Register 
and  have  been  determined  eligible  (see  Appendix  I).  SLC-41  was  recently 
assessed,  and  a  determination  of  eligibility  is  pending.  SLC-40  has  not  yet 
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been  evaluated.  However,  because  no  new  construction  or  facility 
modifications  have  been  proposed  under  the  No-Action  Alternative,  no 
effects  on  historic  properties  are  expected. 

4.15.2.2  Vandenberg  AFB 

Under  the  No-Action  Alternative  at  Vandenberg  AFB,  SLCs  2W  and  3E  would 
continue  to  support  Atlas  IIA,  Delta  II,  and  Titan  IVB  launches.  Both 
complexes  have  been  evaluated  for  inclusion  in  the  National  Register  and 
specific  features  determined  to  be  eligible  (see  Appendix  I);  however,  no  new 
construction  or  facility  modifications  have  been  proposed  under  the  No- 
Action  Alternative.  Therefore,  no  effects  on  historic  properties  are  expected, 

4.16  ENVIRONMENTAL  JUSTICE 

The  analysis  conducted  for  this  EIS  included  a  review  of  influencing  factors 
(local  community  resources)  and  a  discussion  of  resulting  impacts  associated 
with  hazardous  materials  and  hazardous  waste  management  and  the  natural 
environment.  Local  community  resources  (e.g.,  employment  and  population, 
land  use  and  aesthetics,  transportation,  utilities)  have  been  identified  as 
Influencing  factors  only  and  therefore  would  not  have  disproportionately  high 
and  adverse  human  health  and  environmental  effects  on  minority  and  low- 
income  populations. 

Based  upon  the  analysis  conducted  for  this  EIS,  it  was  determined  that 
activities  associated  with  the  Proposed  Action  would  not  have  adverse 
effects  on  low-income  and  minority  populations  for  any  of  the  resources 
analyzed  in  this  EIS:  hazardous  materials  and  hazardous  waste,  health  and 
safety,  geology  and  soils,  water  resources,  noise,  biological  resources,  and 
cultural  resources.  Air  quality  impacts  would  be  basin-wide,  and  orbital 
debris  impacts  would  be  at  a  global  scale;  thus,  no  disproportionately  high 
and  adverse  air  quality  impacts  to  low-income  and  minority  populations  would 
be  expected. 
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CONSULTATION  AND  COORDINATION 


5.0  CONSULTATION  AND  COORDINATION 


The  federal,  state,  and  local/regional  agencies,  and  private  organizations  that  were  contacted  during 
the  preparation  of  this  Environmental  Impact  Statement  are  listed  below. 

Federal  Agencies 

Merritt  Island  National  Wildlife  Refuge 
National  Aeronautics  and  Space  Administration 
Natural  Resources  Conservation  Service 
U.S.  Army  Corps  of  Engineers 

U.S.  Department  of  Transportation/Federal  Aviation  Administration 
U.S.  Environmental  Protection  Agency 
U.S.  Fish  and  Wildlife  Service 

State  Agencies 

California  Air  Resources  Board 

Florida  Department  of  Environmental  Protection 

Florida  Department  of  Environmental  Protection,  Bureau  of  Air  Regulations 

Florida  Department  of  Labor  and  Employment  Security,  Bureau  of  Labor  Market  Information 

Florida  Department  of  State,  Division  of  Historical  Resources 

Local/Regional  Agencies 

Brevard  County,  Viera,  Florida 

Brevard  County  Growth  and  Management  Department 
Brevard  County  Housing  and  Human  Services  Administration 
City  of  Cape  Canaveral 
City  of  Lompoc 

County  of  Santa  Barbara,  Department  of  Planning 
Port  of  Canaveral 

St.  John's  River  Water  Management  District 
Santa  Barbara  Air  Pollution  Control  District 
Santa  Barbara  County  Association  of  Governments 
Santa  Barbara  County  Department  of  Social  Services 
Santa  Barbara  County  Human  Services 

Private  Organizations 

Aerospace  Corporation 

Brevard  County  Chamber  of  Commerce 

C.l.T.A.  Rescue  Mission 

Candelaria  American  Indian  Council,  Inc. 

Catholic  Charities 
Catholic  Social  Services,  Inc. 
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Private  Organizations  (Continued) 


Central  Brevard  Sharing  Center,  Inc. 

Coalition  for  the  Hungry  and  Homeless  of  Brevard 
Daily  Bread,  Inc. 

Dynamac 

EG&G,  Kennedy  Space  Center 
Foodbank  of  Santa  Barbara  County 
Food  Pantry  of  Lompoc  Valley,  Inc. 

GRCI,  Inc. 

Good  Samaritan  Shelter 
Guadalupe  Community  Center 
Human  Services  Association 
Johnson  Controls  World  Services,  Inc. 

La  Casa  de  La  Raza 

Lompoc  Valley  Community  Kitchen 

National  Association  for  the  Advancement  of  Colored  People 
Operation  Lighthouse 
Salvation  Army 

Stop-Gap  of  North  Brevard,  Inc. 

Tetra  Tech 
United  Way 

University  of  California,  Santa  Barbara,  Central  Coast  Information  Center 
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6.0  LIST  OF  PREPARERS  AND  CONTRIBUTORS 


W.  David  Ahlborn,  Senior  Project  Environmental  Professional,  Earth  Tech 

B.A.,  1980,  Geography,  California  State  University,  San  Bernardino 
Years  of  Experience:  12 

Glen  J.  Barrett,  Risk  Assessment  Program  Director,  Earth  Tech 

B.S.,  1968,  Chemistry,  Marquette  University,  Milv^aukee,  Wisconsin 

M.S.,  1970,  Inorganic  Chemistry,  Marquette  University,  Milwaukee,  Wisconsin 

Years  of  Experience:  24 

Carl  L.  Bosch  II,  Captain,  U.S.  Air  Force,  Project  Engineer,  SMC/MV 

B.S.,  1993,  Engineering  Sciences,  United  States  Air  Force  Academy,  Colorado  Springs, 
Colorado 

Years  of  Experience:  4 

Brian  Brady,  Senior  Technical  Staff,  The  Aerospace  Corporation 

B.A.,  1981,  Chemistry,  University  of  Pennsylvania,  Philadelphia 
Ph.D.,  1986,  Physical  Chemistry,  Columbia  University,  New  York 
Years  of  Experience:  8 

Dale  Clark,  Environmental  Project  Manager,  HQ  AFCEE/ECA 

B.S.,  1982,  Civil  Engineering,  Auburn  University,  Auburn,  Alabama 
M.S.,  1989,  Civil  Engineering,  North  Carolina  State  University,  Raleigh 
Years  of  Experience:  13 

Ginger  Crawford,  Environmental  Planner,  45  CES/CEVP 

B.S.,  1976,  Chemistry,  Indiana  University,  Bloomington 
M.S.,  1981,  Oceanography,  University  of  Washington,  Seattle 
Years  of  Experience:  17 

Denton  R.  Crotchett,  Lieutenant  Colonel,  U.S.  Air  Force,  Chief,  Environmental  Security,  SMC/AXZ 
B.S.,  1971,  Civil  Engineering,  San  Jose  State  University,  San  Jose,  California 
M.S.,  1978,  Industrial  Hygiene,  University  of  Pittsburgh,  Pittsburgh,  Pennsylvania 
Years  of  Experience:  23 

Kevin  W.  Culp,  Captain,  U.S.  Air  Force,  Chief,  Bioenvironmental  Engineering,  SMC/AXZB 

B.S.,  1989,  Electrical  and  Biomedical  Engineering,  Carnegie  Mellon  University,  Pittsburgh, 
Pennsylvania 

M.P.H.,  1996,  Environmental  and  Occupational  Health,  University  of  Hawaii  at  Manoa, 
Honolulu 

Years  of  Experience:  8 

Sandra  Lee  Cuttino,  P.E.,  Environmental  Manager,  Earth  Tech 

B.S.,  1979,  Civil  Engineering,  University  of  California,  Davis 
Years  of  Experience:  18 
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Greg  Duecker,  Senior  Project  Environmental  Professional,  Earth  Tech 
B.S.,  1982,  Geology,  Rutgers  University,  New  Jersey 
M.S.,  1985,  Geology,  University  of  California,  Riverside 
Years  of  Experience:  1 1 

Don  George,  Senior  Environmental  Scientist,  GRCI  International 
B.S.,  1976,  Biology,  California  State  at  Sonoma 
Years  of  Experience:  18 

Quent  Gillard,  Ph.D.,  Independent  Consultant 

B.A.,  1969,  Geography,  University  of  Nottingham,  England 
M.S.,  1971,  Geography,  Southern  Illinois  University,  Carbondale 
Ph.D.,  1975,  Geography,  University  of  Chicago,  Illinois 
Years  of  Experience:  28 

Jennifer  Harriger,  Senior  Staff  Environmental  Professional,  Earth  Tech 

B.A.,  1993,  Geography/Environmental  Studies,  University  of  California,  Los  Angeles 
Years  of  Experience:  3 

Jane  N.  Hildreth,  Senior  Project  Environmental  Professional,  Earth  Tech 

B.S.,  1983,  Biology  and  Environmental  Science,  University  of  California,  Riverside 
M.S.,  1989,  Biology,  California  State  University,  San  Bernardino 
Years  of  Experience:  1 5 

Wen  B.  Huang,  Staff  Air  Quality  Engineer  II,  Earth  Tech 

B.S.,  1992,  Atmospheric  Sciences,  National  Taiwan  University,  Taiwan 

M.S.,  1996,  Environmental  Engineering,  University  of  Southern  California,  Los  Angeles 

Years  of  Experience:  3 

Andrew  Jablonowski,  P.E.,  Senior  Engineer,  Earth  Tech 

B.S.  1990,  Chemical  Engineering,  Johns  Hopkins  University,  Baltimore,  Maryland 
Years  of  Experience:  7 

Christina  T.  Johnson,  Project  II  Air  Quality  Specialist,  Earth  Tech 

B.A.,  1988,  Environmental  Sciences,  California  State  University,  San  Bernardino 
Years  of  Experience:  12 

James  L.  Johnston,  Environmental  Planner,  30  CES/CEV 

B.S.,  1972,  Agriculture,  University  of  Arizona,  Tucson 
Years  of  Experience:  27 

James  M.  Knauf,  Lieutenant  Colonel,  U.S.  Air  Force,  Chief,  Launch  Site  Activation  and  Operations, 
SMC/MVS 

B.S.,  1980,  Aerospace  and  Ocean  Engineering,  Virginia  Tech 
M.S.,  1987,  Space  Technology,  Florida  Institute  of  Technology 
Years  of  Experience:  17 
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Valerie  Lang,  Project  Leader,  The  Aerospace  Corporation 
BSc.,  1979,  McGill  University,  Chemistry 
M.S.,  1981,  Physical  Chemistry,  University  of  Miami,  Florida 
Ph.D.,  1986,  Physical  Chemistry,  Dartmouth  College 
Years  of  Experience:  1 1 

Maria  Langmaack,  Senior  Project  Environmental  Professional,  Earth  Tech 

B.A.,  1987,  Geography,  California  State  University,  San  Bernardino 
Years  of  Experience:  9 

Robert  F.  McGhin,  Major,  U.S.  Air  Force,  Director,  Environmental  Management,  HQ  AFOTEC 
B.S.,  1981,  Public  Health,  Florida  State  University,  Tallahassee,  Florida 
M.P.A.,  1988,  University  of  Oklahoma,  Norman,  Oklahoma 
Ph.D.,  1995,  Environmental  Sciences,  LaSalle  University,  Mandeville,  Louisiana 
Years  of  Experience:  1 1 

Gary  Moore,  Principal  Meteorologist,  Earth  Tech 

M.S.,  1977,  Meteorology,  Massachusetts  Institute  of  Technology,  Cambridge, 

Massachusetts 

Years  of  Experience:  20 

Robert  D.  Niehaus,  Principal  Economist,  Robert  D.  Niehaus,  Inc. 

B.A.,  1972,  Government,  Oberlin  College,  Oberlin,  Ohio 
Ph.D.,  1979,  Economics,  University  of  Maryland,  College  Park 
Years  of  Experience:  25 

Juliet  A.  Page,  Senior  Acoustical  Engineer,  Wyle  Laboratories 
B.S.,  1986,  Aerospace  Engineering,  Boston  University 
M.S.,  1991,  Aerospace  Engineering,  University  of  Southern  California 
Years  of  Experience:  1 1 

Paige  Peyton,  Senior  Environmental  Professional,  Earth  Tech 

B.A.,  1987,  Anthropology,  California  State  University,  San  Bernardino 

M.A.,  1990,  Anthropology/Geography,  California  State  University,  San  Bernardino 

Years  of  Experience:  12 

Daniel  Pilson,  P.E.,  Project  Manager,  HQ  SMC/AXFV 

B.S.,  1970,  Civil  Engineering,  City  College  of  New  York,  New  York  City 
M.S.,  1975,  Engineering,  New  York  University,  Bronx,  New  York 
Years  of  Experience:  25 

Kenneth  J.  Plotkin,  Chief  Scientist,  Wyle  Laboratories 

B.S.,  1965,  Aerospace  Engineering,  Polytechnic  Institute  of  Brooklyn 
M.  Eng.,  1966,  Aerospace  Engineering,  Cornell  University 
Ph.D.,  1971,  Aerospace  Engineering,  Cornell  University 
Years  of  Experience:  29 
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Carleen  M.  Sawires,  Environmental  Scientist,  Earth  Tech 

B.S.,  1990,  Physics,  Specialization  Earth  Science,  University  of  California,  San  Diego 
B.S.,  1990,  Political  Science,  University  of  California,  San  Diego 
Years  of  Experience:  7 

Judy  Shuckerow,  Project  Engineer,  Earth  Tech 

B.S.,  1993,  Chemical  Engineering,  Northeastern  University,  Boston,  Massachusetts 
M.S.,  1995,  Chemical  Engineering,  Northeastern  University,  Boston,  Massachusetts 
Years  of  Experience:  4 

Robert  M.  Silsbee,  Senior  Project  Manager,  Economist,  Robert  D.  Niehaus,  Inc. 

B.A.,  1980,  Environmental  Studies,  University  of  California,  Santa  Barbara 
M.A.,  1989,  Economics,  University  of  California,  Santa  Barbara 
Years  of  Experience:  16 

Wayne  Snowbarger,  Senior  Engineer,  Earth  Tech 

B.S.,  1970,  Civil  Engineering,  Colorado  State  University 

M.S.,  1975,  Civil  Engineering,  Purdue  University,  West  Lafayette,  Indiana 

Years  of  Experience:  24 

Dannette  Taylor,  Environmental  Planner,  HQ  AFSPC/CEVP 

B.A.,  1982,  Environmental  Health/Biology,  University  of  Colorado,  Colorado  Springs 
Years  of  Experience:  15 

Charlotte  Trahan,  Project  Environmental  Engineer  I,  Earth  Tech 

B.S.,  1993,  Civil  Engineering,  Georgia  Institute  of  Technology,  Atlanta,  Georgia 
M.S.,  1995,  Engineering  and  Environmental  Management,  Air  Force  Institute  of 
Technology,  Wright-Patterson  Air  Force  Base,  Ohio 
Years  of  Experience:  4 

Jeff  D.  Vitucci,  Senior  Staff  Economist,  Robert  D.  Niehaus,  Inc. 

B.A.,  1974,  Environmental  Studies,  San  Jose  State  University,  San  Jose,  California 
M.A.,  1978,  Urban  Economics,  University  of  California,  Santa  Barbara 
Years  of  Experience:  21 

Barbara  Zeman,  Senior  Environmental  Professional,  Earth  Tech 

B.S.,  1976,  Electrical  Engineering,  Rutgers  University,  New  Jersey 

M.S.,  1978,  Biomedical  Engineering,  University  of  Southern  California,  Los  Angeles 

Years  of  Experience:  16 

Paul  Zittel,  Research  Scientist,  The  Aerospace  Corporation 

B.S.,  1968,  Chemistry,  University  of  Michigan,  Ann  Arbor 
Ph.D.,  1973,  Physical  Chemistry,  University  of  California,  Berkeley 
Years  of  Experience:  24 
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2- 57,  3-1,  4-1, 4-128,  4-130, 
4-138 

National  Historic  Preservation  Act 
(NHPA),  3-143,  3-150,  4-198 
National  Pollution  Discharge 
Elimination  System  (NPDES), 

3- 55,  3-56,  3-58,  4-73,  4-75, 

4- 77,  4-80 

Native  American,  3-143,  3-146, 

3- 147,  4-199,  4-200,  4-201, 

4- 203,  4-204,  4-205 
Nitrogen  dioxide  (NO2),  3-40,  3-41, 

3-60,  3-61,  3-62,  3-65,  3-68, 

3- 77,  4-57,  4-58,  4-59,  4-60, 

4- 61,  4-62,  4-63,  4-64,  4-94, 
4-96,  4-97,  4-105,  4-106, 
4-107,  4-113,  4-114,  4-121, 
4-122,  4-123,  4-129,  4-130 

Nitrogen  oxides  (NOx),  3-61,  3-62, 
3-63,  3-68,  3-70,  3-71,  3-73, 
3-79,  3-82,  3-86,  3-88,  3-89, 

3- 91,  3-93,  4-57,  4-59,  4-60, 

4- 62,  4-86,  4-88,  4-89,  4-91, 
4-94,  4-95,  4-96,  4-97,  4-98, 
4-99,  4-100,  4-101,  4-102, 
4-103,  4-105,  4-106,  4-107, 
4-108,  4-109,  4-110,  4-111, 
4-113,  4-114,  4-115,  4-116, 
4-117,  4-118,  4-119,  4-120, 
4-121, 4-122,  4-123,  4-124, 


4-125,  4-126,  4-127,  4-128, 
4-129,  4-130,  4-131,  4-132, 
4-133,  4-134,  4-135,  4-136, 
4-137,  4-138 
Notice  of  Intent  (NOI),  1-2 
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Occupational  Safety  and  Health 
Administration  (OSHA),  2-12, 

2- 33,  3-96,  4-88,  4-94,  4-96, 
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4-119,  4-123,  4-124,  4-125, 
4-127,  4-128,  4-131,  4-132, 
4-133 

Pollution  prevention,  3-1,  3-27, 

3- 28,  3-33,  3-36,  4-40,  4-43, 

4- 44,  4-46,  4-49,  4-51,  4-53, 
4-55,  4-66,  4-73 
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Range  Safety,  2-4,  2-11,  2-13, 
2-37,  3-38,  3-39,  3-50,  4-56, 
4-95 
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4-179,  4-183,  4-186,  4-192, 
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4- 203,  4-205 
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3- 77,  3-79,  3-82,  3-89,  3-91, 
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4-81, 4-82,  4-84,  4-173,  4-175,  4-185, 
4-188,  4-193,  4-195 
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Titan  II,  2-57,  2-62,  3-50,  3-115 
Titan  IVB,  1-1,  2-1,  2-14,  2-20, 

2- 57,  2-60,  2-62,  3-1,  3-28, 

3- 30,  3-32,  3-40,  3-87,  3-91, 

3- 101,  3-104,  3-122,  3-128, 

4- 2,  4-3,  4-10,  4-14,  4-42,  4-43, 

4-45,  4-47,  4-48,  4-49,  4-50, 
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4-176,  4-179,  4-180,  4-182, 

4-185,  4-187,  4-194,  4-196, 

4-205,  4-206 

Toxic  Substances  Control  Act 
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3- 145,  4-70,  4-77,  4-176,  4-190 
U.S.  Fish  and  Wildlife  Service 

(USFWS),  3-124,  3-140,  3-143, 

4- 173,  4-174,  4-175,  4-176, 

4-177,  4-187,  4-189,  4-190 
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3- 62,  3-63,  3-71,  3-72,  3-73, 

3- 75,  3-82,  3-85,  4-86,  4-88, 

4- 89,  4-90,  4-91 ,  4-94,  4-95, 

4-99,  4-101,  4-102,  4-103, 

4-105,  4-107,  4-108,  4-109, 

4-111,  4-113,  4-116,  4-118, 
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3-124,  3-126,  3-128,  3-130, 
3-139,  3-140,  3-142,  3-143, 
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CHAPTER  9 

PUBLIC  COMMENTS  AND  RESPONSES 


9.0  PUBLIC  COMMENTS  AND  RESPONSES 


INTRODUCTION 

The  Air  Force  has  complied  with  the  NEPA  mandate  of  public  participation  in 
the  EIAP  primarily  in  two  ways: 

•  Public  hearings  were  held  in  Cape  Canaveral,  Florida,  on 
January  13,  1998,  and  in  Lompoc,  California,  on  January  15, 
1998,  at  which  the  Air  Force  presented  the  findings  of  the  DEIS 
for  development  and  deployment  of  the  EELV  program  and  invited 
public  comments. 

•  The  subject  DEIS  was  made  available  for  public  review  and 
comment  between  December  1997  and  February  1998. 

Public  comments  received  both  orally  at  the  DEIS  public  meetings  and  in 
writing  during  the  response  period  have  been  reviewed  and  are  addressed  by 
the  Air  Force  in  this  section. 

ORGANIZATION 

The  Public  Comment  and  Response  section  is  organized  into  several 
subsections,  as  follows: 

•  This  Introduction,  which  describes  the  process,  organization,  and 
approach  taken  in  addressing  public  comments 

•  An  index  of  commentors 

•  A  consolidated  comment-response  section 

•  Public  comment  documents 

Transcripts  of  the  public  hearings 
Photocopies  of  written  comments. 

These  sections  are  described  below. 

Comments  received  that  are  similar  in  nature  or  address  similar  concerns 
have  been  consolidated  to  focus  on  the  issue  of  concern,  and'  a  response  is 
provided  that  addresses  all  of  the  similar  comments.  Some  comments  simply 
state  a  fact  or  an  opinion;  for  example,  "the  DEIS  adequately  assesses  the 
impacts  on  [a  resource  area]."  Such  comments,  although  appreciated,  do  not 
require  a  specific  response  and  are  not  called  out  herein.  The  comments  and 
responses  are  grouped  by  area  of  concern,  as  follows: 
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I . 0  Air  Force  Policy 

2.0  Purpose  of  and  Need  for  Action 

3.0  Alternatives  Including  the  Proposed  Action 

4.0  Community  Setting 

5.0  Land  Use  and  Aesthetics 

6.0  Transportation 

7.0  Utilities 

8.0  Hazardous  Materials  and  Hazardous  Waste  Management 
9.0  Health  and  Safety 
10.0  Geology  and  Soils 

I I . 0  Water  Resources 

12.0  Air  Quality  (Lower  Atmosphere) 

13.0  Air  Quality  (Upper  Atmosphere) 

14.0  Noise 
15.0  Orbital  Debris 
16.0  Biological  Resources 
17.0  Cultural  Resources 
18.0  Environmental  Justice 

In  the  comment-response  section,  comments  pertaining  to  each  resource  area 
are  grouped  and  numbered  sequentially.  For  example,  under  7.0,  Utilities, 
comments  are  numbered  7.1,  7.2,  etc.  At  the  end  of  each  comment  is  a 
number  or  set  of  numbers  in  parentheses  (e.g.,  3-1,  5-3,  7-4,  9-2).  These 
numbers  refer  the  reader  to  the  public  comment  documents  that  contain  the 
original  comments.  For  example,  the  number  3-1  in  parentheses  behind  a 
comment  indicates  that  the  original  comment  is  found  in  Document  3,  and  is 
the  first  comment,  labeled  "1 ."  Multiple  numbers  behind  a  comment  indicate 
that  similar  comments  have  been  consolidated.  A  response  is  presented 
below  each  comment. 
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A  reader  who  wishes  to  read  the  original  connments  may  turn  to  the 
photocopies  of  the  public  comment  documents  provided  at  the  end  of  this 
chapter.  Table  9-1  lists  the  comment  documents  by  number  and  identifies 
the  author  and  his/her  affiliation,  as  well  as  the  page  in  Chapter  9.0  where 
the  document  has  been  reproduced.  The  photocopy  of  each  document  has 
been  marked  to  identify  the  document  number  (top  left  corner  of  each  page) 
Within  each  document,  comments  are  numbered  sequentially.  In  addition, 
each  comment  is  marked  with  the  corresponding  number  in  the  comment- 
response  section. 


Table  9-1.  Index  Of  Commentors 


Page 

Document  # 

Author 

Title/Agency 

9-30 

1 

Transcript  of  Public  Hearing  - 
Cape  Canaveral,  Florida 

9-44 

2 

Transcript  of  Public  Hearing  - 
Lompoc,  California 

9-55 

3 

Michael  L.  Schmaeling 

Senior  Solid  Waste  Specialist,  Santa 
Barbara  County  Environmental  Health 
Services 

9-56 

4 

J.  David  Stein 

Manager,  Performance  Assessment 
and  Implementation,  Southern 

California  Association  of  Governments 

9-58 

5 

Andreas  Mager,  Jr. 

Assistant  Regional  Administrator, 

Habitat  Conservation  Division, 

National  Marine  Fisheries  Service, 
Southeast  Regional  Office 

9-58 

6 

John  M.  Bauke 

Manager,  Santa  Barbara  Office,  Bixby 
Ranch  Company 

9-59 

7 

Vijaya  Jammalamadaka 

Air  Quality  Specialist,  Technology  and 
Environmental  Assessment  Division, 
Santa  Barbara  County  Air  Pollution 
Control  District 

9-60 

8 

Richard  E.  Sanderson 

Director,  Office  of  Federal  Activities, 

U.S.  Environmental  Protection  Agency 

9-63 

9 

Ralph  Cantral 

State  of  Florida  Department  of 
Community  Affairs,  Florida  State 
Clearinghouse 

It  should  be  further  noted  that  some  comments  in  the  documents  received 
are  not  included  in  the  consolidated  comment-response  section.  These 
comments  fall  into  the  category  of  comments  to  which  no  response  is 
required,  as  explained  above. 

Finally,  it  should  be  emphasized  that  not  only  have  responses  to  EIS 
comments  been  addressed  in  this  comment-response  section,  as  explained. 
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but  the  text  of  the  EIS  itself  has  also  been  revised,  as  appropriate,  to  reflect 
the  concerns  expressed  in  the  public  comments. 

1.0  AIR  FORCE  POLICY 

1.1  Comment:  I  wish,  or  I  would  propose  that  the  scope  would  be 
enlarged,  at  least  on  both  sides  of  the  Atlantic.  I'm  missing  in  the 
proposal,  even  if  I  am  aware  that  this  is  a  military  project,  but  there  is 
also  commercial  launches  involved.  And  if  they're  to  exclude 
European  nations  with  the  European  Space  Agency  with  their  huge 
potential  financially  and  technologically  is  not  right.  (1-1) 

Response:  The  purpose  of  the  EELV  program  is  to  improve  the 
United  States'  space  launch  capabilities  in  accordance  with  the 
President's  1994  National  Space  Transportation  Policy.  That  policy 
tasked  the  Secretary  of  Defense  to  provide  an  implementation  plan 
for  improvement  and  evolution  of  the  current  expendable  launch  fleet. 

2.0  PURPOSE  OF  AND  NEED  FOR  ACTION 

No  comments  were  received  for  this  area  of  concern. 

3.0  ALTERNATIVES  INCLUDING  THE  PROPOSED  ACTION 

3.1  Comment:  I  propose  for  the  site,  if  the  Congress  makes  a  decision  in 
the  next  few  years  to  close  the  base,  which  seems  to  be  possible  in 
five  years,  that  we  consider  to  put  in  a  national  lunar  park.  You  can 
call  it  Clinton's  Park  or  Clinton's  Lunar  Park,  whatever  it  is,  and  look 
forward  to  get  our  feet  on  the  ground  and  do  other  business  which 
helps  our  state  of  Florida  and  especially  our  county  that  we  live  in. 
(1-2) 

Response:  There  are  no  known  plans  for  the  closure  of  Cape 
Canaveral  Air  Station. 

3.2  Comment:  Just  a  general  comment  on  a  collateral  impact  that 
wasn't  addressed  is,  that  you  are  displacing  an  operator  of  the  launch 
vehicle  at  SLC-6;  by  bringing  in  the  government  program,  an  operator 
has  to  go  somewhere  else  on  Vandenberg  Air  Force  Base  to  continue 
this  launch  operation.  And  you  should  address  what  the  impacts  of 
this  might  have  to  other  areas.  I  think  there  is  a  collateral  impact. 
(2-8) 

Response:  Although  an  alternative  location  for  current  activities  at 
SLC-6  has  not  yet  been  identified,  the  continuing  impacts  associated 
with  personnel,  utility  usage,  and  air  emissions  from  these  operations 
are  expected  to  be  similar  to  current  levels.  Similarly,  the  potential 
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construction  associated  with  the  relocation  of  these  facilities  is  not 
expected  to  cause  significant  direct  or  cumulative  impacts.  In  any 
case,  appropriate  environmental  analysis  will  be  conducted  prior  to 
any  construction  or  operations  associated  with  the  relocation  of  these 
activities. 

3*3  Comment:  The  DEIS,  in  Figure  2.1-8  and  Figure  2.1-1,  graphically 
illustrates  the  proposed  launch  vehicle  concept  and  Figure  2.2-3 
illustrates  the  current  set  of  launch  vehicles.  Based  on  the  fact  that 
each  of  the  concepts  are  illustrated  separately  it  is  not  possible  to 
make  any  comparison  as  to  size  difference  between  current  launch 
vehicles  and  those  proposed  under  the  EELV.  Please  provide  an 
illustration,  in  scale,  which  shows  each  vehicle  type  (i.e.,  current  and 
proposed).  (6-2) 

Response:  Figures  2.1-1  and  2.1-8  have  been  revised  to  include  the 
heights  of  the  proposed  EELV  launch  vehicles,  so  that  a  comparison 
between  these  and  the  current  launch  vehicles  (Figure  2.2-3)  can  be 
made. 

3.4  Comment:  Concept  A/B,  as  proposed,  would  use  both  SLC-3W  and 
SLC-6  at  VAFB  and  would  make  use  of  both  sets  of  launch  vehicles 
described  in  Figure  2.1-1  and  Figure  2.1-8.  According  to  Table 
2.1-1 1,  Concept  A/B  Launch  Rates,  the  total  number  of  launches  is 
projected  to  be  1 64,  which  is  equally  divided  between  Concept  A 
launches  from  SLC-3W  and  Concept  B  launches  from  SLC-6.  The 
DEIS  fails  to  disclose  the  allocation  of  Concept  A/B  launches  between 
government  and  commercial.  Please  disclose  this  allocation.  Will  all 
164  launches  require  the  closure  of  Jalama  Park?  Or  is  the  closure 
rate  "all"  from  SLC-3W  and  "some"  from  SLC-6?  (6-5) 

Response:  Under  Concept  A/B,  the  total  number  of  government  and 
commercial  launches  and  all  vehicle  configurations  must  be 
considered  in  the  environmental  analysis.  The  number  of  government 
launches  allocated  to  each  contractor  and  the  specific  vehicle 
configurations  each  government  payload  will  fly  will  not  be 
determined  until  completion  of  competitive  evaluation  and  award  of 
initial  launch  services  contracts.  Contractor  capture  of  commercial 
missions  and  the  specific  vehicle  configurations  each  commercial 
payload  will  fly  is  to  be  determined  based  on  the  future  commercial 
launch  market  and  could  also  be  affected  by  the  eventual  allocation 
of  government  missions  to  each  contractor.  In  order  to  complete  the 
EIS  analysis  and  ensure  that  it  includes  all  configurations  of  each 
concept,  including  heavy  lift  vehicles,  each  concept  was  allocated 
50  percent  of  the  combined  total  of  government  and  commercial 
EELV  flights,  and  no  distinction  was  made  between  government  and 
commercial  flights. 
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Due  to  further  analysis  of  beach  closure  criteria,  Jalama  Beach  is  now 
expected  to  be  closed  only  during  low-azimuth  launches  from  both 
SLC-6  and  SLC-3W.  At  this  stage  of  design,  "low  azimuth"  has  not 
yet  been  officially  defined  for  the  two  launch  complexes.  However, 
for  planning  purposes,  low  azimuth  is  assumed  to  be  180  degrees  or 
less  for  SLC-3W  and  somewhat  less  for  SLC-6.  The  EIS  has  been 
revised  to  reflect  these  new  data. 

4.0  COMMUNITY  SETTING 

No  comments  were  received  for  this  area  of  concern. 

5.0  LAND  USE  AND  AESTHETICS 

5.1  Comment:  The  DEIS  states  "Both  Jalama  Beach  and  Ocean  Beach 
County  Parks  would  be  closed  to  public  access  prior  to  launches  from 
SLC-3W"  (Section  2.1 .1.4).  According  to  the  above,  each  type  of 
launch  from  VAFB  SLC-3W,  whether  government  or  commercial  or 
type  (MLV-D,  MLV-A,  HLV-L,  HLV-G),  will  require  closure  of  Jalama 
Beach  Park.  According  to  Table  2.1-3,  Concept  A  Launch  Rates, 

147  launches  are  scheduled  for  the  period  of  2001-2020.  Will  all 
launches  from  SLC-3W  require  closure  of  Jalama  Park?  (6-1) 

Response:  Due  to  further  analysis  of  beach  closure  criteria,  Jalama 
Beach  is  now  expected  to  be  closed  only  during  low-azimuth  launches 
from  SLC-3W.  At  this  stage  of  design,  "low  azimuth"  has  not  yet 
been  officially  defined  for  the  SLC-3W  launch  complex.  However,  for 
planning  purposes,  low  azimuth  is  assumed  to  be  180  degrees  or 
less.  The  EIS  has  been  revised  to  reflect  these  new  data. 

5.2  Comment:  The  DEIS  notes  that  the  procedures  for  launch  safety 
would  be  the  same  for  Concept  B  as  described  for  Concept  A  "Except 
for  the  numbers  of  beach  closures  at  Vandenberg  AFB,  Jalama  Beach 
County  Park  would  be  closed  to  the  public  during  some  SLC-6 
launches,  depending  on  the  launch  azimuth"  (Section  2. 1.2. 4).  What 
does  "some"  mean?  Which  vehicles  will  require  closures?  Due  to 
launch  at  what  azimuth?  (6-3) 

Response:  Jalama  Beach  is  expected  to  be  closed  only  during 
low-azimuth  launches  from  SLC-6.  At  this  stage  of  design,  "low 
azimuth"  has  not  yet  been  officially  defined  for  the  SLC-6  and  the 
Concept  B  vehicle.  However,  for  planning  purposes,  low  azimuth  is 
assumed  to  be  less  than  180  degrees.  The  EIS  has  been  revised  to 
reflect  these  new  data. 

5.3  Comment:  Table  2.1-8,  Concept  B  Launch  Rate.  Year  2001-2020 
depicts  a  total  of  147  launches  from  SLC-6.  The  document  is  unclear 
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as  to  which  vehicles,  commercial  or  governmental,  require  closure  of 
Jalama  Beach  Park.  Is  it  based  on  the  type  of  vehicle?  Or  is  launch 
azimuth  the  overriding  factor?  (6-4) 

Response:  Jalama  Beach  is  expected  to  be  closed  only  during  low 
azimuth  launches  from  SLC-6.  At  this  stage  of  design,  "low  azimuth" 
has  not  yet  been  officially  defined  for  the  SLC-6  and  the  Concept  B 
vehicle.  However,  for  planning  purposes,  low  azimuth  is  assumed  to 
be  less  than  180  degrees.  The  EIS  has  been  revised  to  reflect  these 
new  data. 

5.4  Comment:  The  DEIS  states  in  Section  3.3.2  that  the  "ROI  for  land 
use  at  Vandenberg  AFB  encompasses  the  base  boundaries  and 
potentially  affected  adjacent  lands  including  off-base  lands  within 
launch  safety  clear  zones  or  land  uses  that  may  be  affected  by 
increased  on-base  activities."  The  DEIS  fails  to  depict  the  location  of 
the  ROI  for  land  use  at  Vandenberg  AFB.  Please  disclose  the  location 
and  area  contained  in  the  ROI.  A  graphic  representation  should  be 
used.  Is  our  property  contained  within  the  ROI  for  land  use  at 
VAFB?  (6-6) 

Response:  The  ROI  varies  depending  upon  which  resource  or  issue  is 
being  addressed.  For  land  use  within  this  EIS,  the  ROI  consists 
generally  of  Northern  Santa  Barbara  County,  primarily  the  vicinity  of 
the  cities  of  Lompoc  and  Santa  Maria.  The  EIS  text  has  been  revised 
to  reflect  this  information. 

5.5  Comment:  The  DEIS  is  in  error  as  to  its  description  of  the  land  use 
regulatory  structure  for  the  Bixby  and  Hollister  Ranches  (Section 

3. 3. 2.1).  Please  note  the  Santa  Barbara  County  Coastal  Plan  is  a 
part  of  the  County's  General  Plan  and  the  Coastal  Zoning  Ordinance 
is  one  of  a  set  of  zoning  ordinances  the  County  uses  to  implement  its 
General  Plan.  Please  note  that  the  ranches  are  zoned  AG-ll-320. 
Minimum  parcel  size  of  320  acres  with  allowance  of  one  primary 
residence  per  parcel.  Please  note  accordingly,  limited  residential 
development  is  permitted  by  right  for  these  properties.  (6-7) 

Response:  The  EIS  text  in  Section  3.3.2. 1  has  been  revised. 

5-5  Comment:  Figure  3.3-4:  This  figure  is  based  on  the  Vandenberg  Air 
Force  Base  Comprehensive  Plan,  Santa  Barbara  County,  California, 
dated  August  1989.  The  DEIS  reference  to  this  document  and 
representation  of  its  land  use  allocation  is  in  error.  According  to 
VAFB  officials,  this  document  was  never  adopted  and  has  no 
standing.  According  to  the  statements  made  by  VAFB  officials, 
another  plan  which  details  the  southern  boundary  of  the  launch  areas 
north  of  Cypress  Ridge  is  contained  in  the  adopted  VAFB 
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comprehensive  land  use  plan.  Please  revise  accordingly.  Replace 
Figure  3.3-4  with  the  currently  applicable  plan.  (6-8) 

Response:  Figure  3.3-4  was  prepared  using  the  future  land  use  plan 
shown  in  the  1989  Vandenberg  AFB  Base  Comprehensive  Plan. 
According  to  30  CES/CEV,  the  future  land  use  plan  was  never 
adopted  and  the  new  Genera!  Plan  will  not  be  finalized  until  summer 
1998.  Therefore,  Figure  3.3-4  has  been  revised  to  reflect  the 
existing  land  uses  depicted  in  the  1989  Base  Comprehensive  Plan,  as 
they  reflect  the  current,  approved  land  uses  for  the  base. 

5.7  Comment:  The  DEIS  represents  that  closures  are  for  only  8  hours  per 
launch  (Section  3. 3. 2. 4).  This  is  factually  incorrect.  Many  times, 
numerous  closures  have  been  required  for  the  launch  of  one  vehicle 
because  of  the  launch  being  aborted  or  rescheduled,  primarily  due  to 
weather  or  mechanical  problems.  (6-9) 

Response:  According  to  Vandenberg  AFB  Flight  Safety,  Ocean  and 
Jalama  beach  county  parks  are  generally  closed  for  3  to  4  hours 
during  a  launch.  For  night  launches,  Jalama  Beach  County  Park  is 
usually  closed  by  the  park  rangers  at  dusk  to  avoid  potential  traffic 
problems  on  Jalama  Road,  thus  extending  the  closure  period  for  these 
types  of  launches.  Also,  as  you  pointed  out,  weather  and  mechanical 
problems  can  extend  or  cause  additional  periods  of  beach  closure. 
However,  under  normal  conditions,  it  is  anticipated  that  beach 
closures  would  be  less  than  the  8-hour  estimate.  The  EIS  text  in 
Section  3. 3. 2. 4  has  been  revised  to  reflect  that  beach  closures  would 
be  in  effect  for  approximately  3  to  4  hours,  but  could  be  extended 
depending  on  weather  conditions  and  mechanical  problems. 

5.8  Comment:  The  DEIS  references  the  wrong  launch  program  (Section 
3. 3. 2. 4).  It  should  state  EELV  launches  instead  of  "low  azimuth 
Titan  launches".  (6-10) 

Response:  This  section  is  referring  to  existing  launches  rather  than 
the  potential  EELV  launches.  However,  the  text  was  incorrect  in 
stating  that  the  closures  occur  only  for  low  azimuth  Titan  launches. 
Within  the  past  year,  closure  of  Jalama  Beach  has  been  required  for 
all  Titan  II  and  Titan  IV  launches  due  to  recent  changes  in  toxic 
hazard  exposure  criteria.  The  EIS  text  has  been  revised. 

5.9  Comment:  3.3.2. 5  Aesthetics:  The  DEIS  is  in  error  when  it 
describes  South  VAFB  as  low  visual  sensitivity.  According  to  the 
County  of  Santa  Barbara  Coastal  Plan,  the  southern  portion  of  the 
Santa  Ynez  mountains  from  Point  Arguello  and  Cypress  Ridge  is 
described  as  one  of  the  County's  most  highly  valued  scenic  areas  due 
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to  its  expanse  of  natural  pristine  and  rugged  landscapes.  This  area  is 
of  high  visual  sensitivity.  (6-1 1 ) 

Response:  The  area  was  characterized  as  having  low  visual 
sensitivity  because  it  is  not  readily  viewed  by  the  public  due  to  its 
distance  from  public/private  land,  limited  public  access,  and  the 
topography  of  the  Santa  Ynez  Mountains.  Viewpoints  of  this  area  are 
primarily  limited  to  marine  traffic,  passengers  on  the  Southern  Pacific 
Railroad,  and  views  from  Ocean  Beach  and  Jalama  Beach  county 
parks.  This  EIS  is  not  implying  that  the  area  is  not  a  highly  valued 
scenic  area,  as  is  stated  in  the  county's  coastal  plan. 

5.10  Comment:  Figure  3.12-4:  The  DEIS  notes  that  direct  overflight  of 
the  beaches  does  not  normally  occur.  However,  accordingly  Figure 
3.12-4,  Potential  Launch  Azimuths,  VAFB,  the  figure  describes  that 
launches  azimuths  from  approximately  165  to  140  degrees  will 
overfly  Jalama  Beach  and  our  property.  Please  provide  what  legal 
authority  allows  the  overflight  of  our  property  and  at  what  altitudes? 
No  grant  of  overflight  right  has  been  obtained  from  us.  (6-12) 

Response:  There  is  no  requirement  to  obtain  a  "grant  of  overflight". 
Overflight  of  privately  owned  property,  if  any,  will  conform  with 
appropriate  laws,  regulations,  and  safety  standards.  However,  Base 
Flight  Safety  policy  at  Vandenberg  AFB  has  not  allowed  overflight  of 
civilian  property  on  the  coast  or  of  any  of  the  Channel  Islands,  except 
for  San  Miguel  Island.  The  EIS  text  has  been  revised  to  reflect  this 
information.  Figure  4.12-1 1  has  been  deleted  from  the  EIS,  as 
launches  from  SLC-3W  are  not  expected  to  overfly  land  civilian  areas. 

5.1 1  Comment:  Based  on  the  information  contained  in  the  draft 
environmental  impact  statement  and  the  enclosed  comments  provided 
by  our  reviewing  agencies,  the  state  has  determined  that,  at  this 
stage,  the  above-referenced  project  is  consistent  with  the  Florida 
Coastal  Management  Program  (FCMP).  All  subsequent  environmental 
documents  prepared  for  this  project  must  be  reviewed  to  determine 
the  project's  continued  consistency  with  the  FCMP.  The  state's 
continued  concurrence  with  the  project  will  be  based,  in  part,  on  the 
adequate  resolution  of  Issues  identified  during  this  and  subsequent 
review.  (9-6) 

Response:  Comment  noted.  The  EIS  text  has  been  modified  in 
Sections  4.3.1 .1 .1  and  4.3.1 .2.1  to  reflect  this  information. 
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6.0  TRANSPORTATION 


No  comments  were  received  for  this  area  of  concern. 

7.0  UTILITIES 

7.1  Comment:  Both  Vandenberg  AFB  related  concepts  should  be  required 
to  comply  with  30  SW  Plan  32-7047  (Solid  Waste  Management 
Plan).  Construction  and  demolition  wastes  are  excellent  candidates 
for  this  waste  diversion  plan.  The  base's  Solid  Waste  Management 
Plan,  Appendix  2,  describes  how  a  diversion  program  should  be 
established.  This  program  would  oversee  and  manage  all  solid  waste 
activities  through  a  functional  area.  Base  contractors  should  be 
required,  both  through  the  NEPA  process  and  as  a  contractual  clause, 
to  help  establish  and  utilize  this  program.  (2-1,  3-1) 

Response:  Comment  noted.  The  contractors  will  need  to  comply 
with  applicable  laws  and  regulations.  In  lieu  of  utilizing  existing 
government  solid  waste  disposal  facilities,  the  EELV  contractors  may 
be  directly  responsible  for  disposal  of  their  solid  wastes.  If  so,  the 
contractors  would  be  responsible  for  ensuring  that  the  management 
and  disposal  of  all  solid  waste  would  be  conducted  in  accordance 
with  all  applicable  federal,  state,  and  local  regulations. 

7.2  Comment:  Section  2.1 .1 .10  states  that  4,920  tons  of  solid  waste 
would  be  generated  during  the  construction  phase.  It  also  states  that 
4,600  tons  will  be  recycled.  This  high  rate  of  diversion,  93  percent, 
will  require  a  large  staging  and  processing  area.  Depending  on  the 
types  of  waste  handled,  a  Solid  Waste  Facility  Permit  may  be 
required.  Discussion  is  needed  on  how  the  different  types  of  waste 
will  be  handled,  stored,  and  processed.  (2-2,  3-2) 

Response:  The  EIS  text  in  Section  2.1 .1.10  has  been  modified  to 
include  a  discussion  of  how  each  type  of  construction  waste  would 
be  handled. 

7.3  Comment:  Section  2.1 .2.10  states  that  Concept  B  will  produce 
3,800  tons  of  solid  waste  at  VAFB.  It  also  states  that  only  3  to 
5  percent  of  this  waste  will  be  diverted.  This  is  an  extremely  low 
diversion  rate  for  construction  and  demolition  (C  &  D)  waste.  Based 
on  a  5  percent  diversion  rate,  the  base  landfill  would  receive 
3,360  tons  during  the  construction  phase.  This  high  volume  could 
cause  significant  problems  for  Vandenberg  AFB.  Other  projects  on 
the  base  have  already  pushed  the  landfill  to  its  permitted  limits  and 
the  additional  3,360  tons  could  keep  the  base  from  meeting  required 
diversion  rates.  A  much  more  ambitious  recycling  plan  should  be 
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included  in  Concept  B  and  adherence  to  30  SW  Plan  32-7047  should 
be  discussed.  (2-3,  3-3) 


Response:  Further  refinements  by  the  Concept  B  contractor  indicate 
that  up  to  90  percent  of  construction  debris  would  be  recycled.  The 
EIS  text  has  been  expanded  in  Section  2.1.2.10  to  include  a 
discussion  of  how  each  type  of  construction  waste  would  be  handled. 

7.4  Comment:  Section  2.1 .3.10  fails  to  describe  how  the  third 
alternative  would  handle  the  differences  between  the  two  separate 
waste  handling  proposals.  A  suggested  solution  would  be  for  both 
contractors  to  jointly  develop  the  "functional  area"  as  discussed  in 
30  SW  Plan  32-7047.  (2-4,  3-4) 

Response:  Comment  noted.  This  suggestion  will  be  forwarded  to 
the  contractors. 

7.5  Comment:  Section  3. 5. 2. 3  briefly  describes  the  base  landfill.  Based 
on  the  potential  quantities  of  solid  waste  generated  by  this  project, 
this  section  should  be  expanded  to  include  all  solid  waste  operations. 
The  requirements  of  30  SW  Plan  32-7047  (Solid  Waste  Management 
Plan)  should  be  included  in  this  section.  The  housing  demolition 
project  has  caused  the  base  to  pursue  many  alternatives  to  landfilling 
C  &  D  wastes.  However,  the  landfill  has  still  come  close  to 
exceeding  its  daily  allowable  permitted  tonnage.  This  EELV  project 
could  cause  the  landfill  to  be  in  violation  of  its  Solid  Waste  Facility 
Permit.  (2-5,  3-5) 

Response:  The  EIS  text  in  Section  3. 5. 2. 3  has  been  expanded  to 
include  information  on  the  regional  solid  waste  facilities  available  for 
use  by  the  EELV  contractors. 

7.6  Comment:  Section  4.5.1 .1 .2  states  that  Concept  A  will  divert  3  to 
5  percent.  Section  2.1.1.10  states  that  of  the  4,920  tons  of  solid 
waste  generated  by  Concept  A,  4,600  tons  would  be  recycled.  This 
computes  to  a  93  percent  diversion  rate.  Page  4-32  should  be 
corrected  to  reflect  the  figures  discussed  in  the  other  sections  of  this 
document.  (2-6,  3-6) 

Response:  The  EIS  text  in  Sections  2.1 .1 .10  and  4.5.1 .1 .2  has  been 
revised  to  eliminate  these  discrepancies. 

7.7  Comment:  Sections  4.5.1 .1 .2,  4.5.1 .2.2,  &  4.5.1 .3.2  do  not 
discuss  the  impacts  related  to  the  peak  periods  of  disposal.  If  a 
diversion  area  is  established,  it  may  require  a  Solid  Waste  Facility 
Permit.  The  handling  and  processing  of  large  amounts  of  concrete 
and  asphalt  should  be  diverted  to  the  proposed  concrete/asphalt 
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rubble  processing  facility  (USAF  Contract  No.  F04684-95-C-‘0045 
Task  No.  240).  All  other  solid  waste  handling  should  connply  with 
the  Base  Solid  Waste  Management  Plan.  {1-1 .  3-7) 

Response:  The  contractors  are  not  required  to  use  the  proposed 
concrete/asphalt  rubble  processing  facility.  The  contractors  will  need 
to  comply  with  applicable  laws  and  regulations.  In  addition,  the 
contractors  will  need  to  independently  address  their  disposal/recycling 
processes  and  comply  with  the  applicable  solid  waste  management 
plan  for  the  solid  waste  disposal  services  that  they  choose  to  use. 

8.0  HAZARDOUS  MATERIALS  AND  HAZARDOUS  WASTE  MANAGEMENT 

8.1  Comment:  The  DEIS  [also]  acknowledges  that  the  amount  of 

hazardous  waste  generated  at  Vandenberg  AFB  under  implementation 
of  the  three  concepts  would  increase  by  the  approximate  amounts,  in 
pounds  per  year:  Concept  A  (23,500  pounds).  Concept  B 
(190,000  pounds),  and  Concept  A/B  (180,000  pounds).  No 
information  is  provided  in  the  DEIS  on  the  location  and  capacity  of 
sites  to  safely  treat,  store,  or  dispose  of  hazardous  waste  that  would 
be  generated  as  a  result  of  the  proposed  action.  We  are  unable  to 
determine  whether  the  Project  is  consistent  with  this  core  Regional 
Comprehensive  Plan  and  Guide  (RCPG)  goal.  (4-1) 

Response:  Information  on  location  and  capacity  of  sites  to  safely 
treat,  store,  or  dispose  of  hazardous  waste  generated  is  provided  in 
Section  3. 6. 3. 2  of  the  DEIS.  Hazardous  waste  will  be  transported  to 
the  permitted  Consolidated  Accumulation  Point  (CAP)  or  the 
hypergolic  storage  facility.  The  waste  is  then  transported  to  the 
Defense  Reutilization  and  Marketing  Office  (DRMO)  permitted  storage 
facility  where  DRMO  arranges  for  transportation  to  an  appropriate  and 
permitted  treatment,  storage,  or  disposal  facility.  Final  destination  of 
hazardous  waste  is  determined  by  the  DRMO  on  a  case-by-case 
basis,  depending  on  the  type  of  waste,  disposal  costs,  and  other 
factors.  All  facilities  where  waste  is  accumulated  or  stored  are 
permitted  to  ensure  safe  storage.  In  lieu  of  utilizing  existing 
government  hazardous  waste  storage  and  disposal  facilities,  the  EELV 
contractors  may  be  directly  responsible  for  disposal  of  their  hazardous 
wastes.  If  so,  the  contractors  would  be  responsible  for  ensuring  that 
the  management  and  disposal  of  all  hazardous  wastes  would  be 
conducted  In  accordance  with  all  applicable  federal,  state,  and  local 
regulations. 

The  project  is  consistent  with  the  RCPG  goal  of  promoting  the  waste 
management  hierarchy  because  all  organizations  on  Vandenberg  AFB 
are  required  to  follow  installation  plans  and  policies.  The  Vandenberg 
AFB  Pollution  Prevention  Plan  lists  the  pollution  prevention  hierarchy 
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and  mandates  that  all  organizations  on  the  installation  must  follow 
the  hierarchy  in  their  day-to-day  operations. 

The  project  is  also  consistent  with  the  RCPG  goal  of  ensuring 
adequate,  appropriate,  and  environmentally  safe  waste  management 
capacity  in  the  area.  The  DEIS  states  that  all  operations  will  be 
performed  in  a  manner  consistent  with  federal  and  state  regulations. 
RCRA  regulations  (discussed  in  Section  3. 6. 3. 2  of  the  DEIS)  require 
that  hazardous  waste  be  disposed  of  in  a  manner  that  minimizes 
present  and  future  threat  to  human  health  and  environment.  This 
requirement  is  consistent  with  the  RCPG  goal. 

8.2  Comment:  While  the  section  on  Hazardous  Material/Waste 

Management  includes  all  the  necessary  topic  elements,  the  Final  EIS 
would  be  improved  with  some  actual  discussion  on  reuse,  recycling, 
treatment,  disposal,  etc.,  as  opposed  to  just  indicating  that  existing 
procedures  would  be  used.  (8-15) 

Response:  A  stated  objective  for  the  EELV  program  is  to  seek 
opportunities  to  eliminate  or  minimize  use  of  hazardous  materials 
throughout  the  life  cycle  of  the  program.  As  required  under  the 
contract,  the  contractors  have  developed  a  Hazardous  Materials 
Management  Report  to  outline  strategies  to  minimize  the  use  of  Class 
II  ODSs  and  EPCRA  313  chemicals.  This  plan  is  to  be  applied 
throughout  the  design  of  each  launch  vehicle,  incorporating  trade 
studies  and  emphasizing  reduction  of  hazardous  materials  to  be  used 
on  government  installations.  Current  projections  of  hazardous 
material  usage  do  not  yet  reflect  the  results  of  all  pollution  prevention 
efforts,  which  will  continue  to  mature  throughout  the  development  of 
each  system. 

9.0  HEALTH  AND  SAFETY 

9.1  Comment:  Air  space  changes  often  pose  problems  In  proposals  of 
this  nature.  In  this  instance  we  are  aware  that  there  are  authorized 
restricted  areas  for  limiting  traffic  during  launches,  which  we  assume 
would  continue.  However,  ERA  recommends  that  the  FAA  provide 
additional  information  in  the  FEIS  on  how  it  will  coordinate  the  use  of 
flight  corridors.  (8-13) 

Response:  The  FAA  and  DoD  use  various  methods  to  coordinate 
usage  of  airspace  during  current  expendable  vehicle  launches  from 
the  Western  and  Eastern  Ranges.  These  methods  include:  adherence 
to  FAA  Orders,  issuance  of  NOTAMs  (Notice  to  Airmen),  Letters  of 
Agreement  (LOAs)  between  the  FAA  and  DoD,  and  real-time 
FAA/DoD  coordination.  These  same  methods  will  be  employed  for 
EELV  launches. 
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9.2  Comment:  Our  initial  review  indicates  that  the  procedural  aspects  of 
the  emergency  response  and  clean-up  measures  associated  with  the 
consequences  of  a  launch  vehicle  abort  and  re-entry  are  vague.  We 
suggest  more  information  be  provided  in  the  final.  (8-14) 

Response:  Section  3.7,  Health  and  Safety,  provides  a  discussion  on 
current  emergency  response  procedures.  These  procedures  are 
conducted  in  accordance  with  the  base  operations  and  emergency 
response  plans;  tailored  operations  and  emergency  plans  are 
developed  for  each  launch  program.  During  launch  activities, 
communication  will  be  maintained  with  the  local  emergency 
management  agencies,  and  Range  Safety  will  monitor  the  launch 
surveillance  areas  to  ensure  that  risks  to  people,  aircraft,  and  surface 
vessels  are  within  acceptable  limits.  Emergency  response  procedures 
involving  hazardous  materials  have  been  established  by  both 
installations.  As  stated  in  Section  4.7,  Health  and  Safety,  as  the 
EELV  program  requirements  are  further  defined,  EELV-specific  debris 
impact  corridors  will  be  identified  and  a  System  Safety  Program  Plan 
will  be  prepared. 

10.0  GEOLOGY  AND  SOILS 

No  comments  were  received  for  this  area  of  concern. 

1 1 .0  WATER  RESOURCES 

11.1  Comment:  The  proposed  project  will  require  an  Individual 
Environmental  Resource  Permit  from  St.  Johns  River  Water 
Management  District  (SJRWMD).  District  staff  from  the  Melbourne 
Service  Center  have  been  meeting  with  representatives  from  the  Cape 
Canaveral  Air  Station  and  NASA  over  the  past  six  months  to  assist 
them  in  the  preparation  of  a  permit  application.  CCAS  and  NASA 
staffs  are  aware  of  the  information  they  need  to  provide  in  the 
application  for  the  project  to  be  consistent  with  SJRWMD  rules. 

(9-4,  9-14) 

Response:  Comment  noted.  The  Air  Force  will  continue  to  work 
closely  with  the  SJRWMD  during  the  permit  process. 

12.0  AIR  QUALITY  (LOWER  ATMOSPHERE) 

12.1  Comment:  The  document  states  that  the  Rule  1301  threshold  is 
25  tons  (Section  4.10.1 .1 .2).  Please  note  that  this  threshold  is  in 
SBCAPCD  Rule  370,  not  Rule  1301 .  (7-1) 

Response:  The  EIS  text  in  Section  4.10.1 .1 .2  has  been  revised. 
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12.2  Comment:  Please  note  that  pursuant  to  SBCAPCD  Rule  202. F. 3,  if 
the  combined  emissions  from  all  construction  equipment  used  to 
construct  a  stationary  source  which  requires  an  Authority  to 
Construct  have  the  potential  to  exceed  25  tons  of  any  pollutant, 
except  carbon  monoxide,  in  a  12-month  period,  the  owner  of  the 
stationary  source  shall  provide  offsets  under  the  provisions  of  Rule 
804  and  shall  demonstrate  that  no  ambient  air  quality  standard  would 
be  violated  (Section  4.10.1.1.2,  Facility  Construction).  (7-2) 

Response:  Comment  noted.  This  information  is  included  in  Section 
4.10.1.1.2  of  the  EIS;  therefore,  no  revision  to  the  text  was 
necessary. 

12.3  Comment:  The  document  states  that  climatological  parameters 
appropriate  to  Los  Angeles  were  used  in  the  calculation  of  pollutant 
emissions  (Section  4.10.1 .1 .2).  The  climatological  parameters  for 
Los  Angeles  are  inappropriate  for  estimating  project  pollutant 
emissions  for  the  VAFB  area.  Please  contact  Joel  Craig  of  our 
Monitoring  Section  (805-961-8856)  to  obtain  appropriate  parameters. 
(7-3) 

Response:  The  concern  here  is  related  to  the  use  of  climatological 
parameters  for  Los  Angeles  in  the  estimation  of  particulate  (PM) 
emissions  for  the  Vandenberg  AFB  area.  One  of  the  many 
components  of  the  development  of  total  annual  PM  emissions  related 
to  construction  included  estimates  of  the  fugitive  PM  from  the 
erosion  of  soil  piles.  Two  of  the  variables  in  the  model  specifically 
related  to  this  erosion  are:  "Days/Year  Rainfall  Exceeds 
0.01  Inch/Day”  and  "%  of  Time  Wind  Speed  Exceeds  12  mph".  This 
is  the  only  calculation  in  this  project  which  makes  use  of  these  two 
variables.  The  original  data  source  (Climate  Atlas  of  LIS:  National 
Oceanic  &  Atmospheric  Administration,  1979)  suggested  values 
monitored  in  Los  Angeles  as  generally  representative  of  the  area 
including  Vandenberg  AFB.  A  test  of  the  sensitivity  of  the  calculated 
emission  rate  to  changes  in  these  values  was  performed  during  the 
DEIS  preparation,  and  repeated  in  review  of  this  comment.  A 
reduction  in  the  "rain  days"  to  one-third  the  value,  combined  with  a 
simultaneous  tripling  of  the  "wind  speed  %"  in  the  model  results  in 
an  increase  of  1  ton  per  year  PM  for  Concept  A  construction  at 
Vandenberg  AFB.  It  seems  unlikely  at  this  low  sensitivity  that  revised 
climatological  data  would  have  any  substantive  impact  on  PM 
emission  for  this  project,  and  the  comment  Is  not  addressed  further. 
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^2.4  Comment:  Please  note  that  FTO  7397-03  now  permits  a  maximum 
annual  throughput  of  234,000  gallons  per  year  (Section  4.10.1.1.2, 
Vehicle  Fueling).  (7-4) 

Response:  The  EIS  text  in  Section  4.10.1.1.2  has  been  revised. 

12.5  Comment:  As  noted  in  the  DEIS,  the  General  Conformity  requirement 
prohibits  the  federal  government  from  engaging  in  an  activity  that 
does  not  conform  to  the  applicable  SIP. 

•  Please  note  that  the  VOC  and  NOx  de  minimis  levels  for  general 
conformity  analysis  in  Santa  Barbara  County,  as  a  "serious" 
ozone  nonattainment  area,  are  now  50  tons  per  year. 

•  In  order  to  determine  if  the  EELV  program  is  regionally  significant, 
the  project's  emissions  must  be  compared  to  the  EPA-approved 

1  990  county-wide  baseline  emission  inventory,  not  the  1995 
projections  calculated  in  the  EIS. 

•  Since  the  EELV  program  emissions  exceed  the  de  minimis 
conformity  thresholds,  pursuant  to  40  CFR  51 .855,  the  Air  Force 
is  required  to  provide  the  SBCAPCD  (among  other  agencies)  a 
30-day  notice  with  the  draft  conformity  determination.  (7-5) 

Response: 

•  The  regulatory  framework  discussion  in  Section  3.10.3.3  and 
Appendix  K  has  been  corrected  to  Include  this  new  information, 
which  was  finalized  after  preparation  of  the  DEIS. 

•  EPA-approved  1 990  Santa  Barbara  County-wide  emission 
inventory  data  have  been  added  to  Tables  4.10-10,  4.10-16, 
4.10-20,  4.10-22,  and  4.10-27. 

•  Revised  construction  emission  calculations  show  that  EELV 
program  emissions  would  not  exceed  de  minimis  conformity 
thresholds,  and  a  conformity  determination  is  not  required.  This 
revised  information  is  based  on  more  refined  estimates  of 
construction  equipment  use  and  application  of  coatings.  The 
extremely  conservative  emissions  shown  in  the  DEIS  were  based 
on  gross  square  footage  of  modified  or  constructed  facilities.  The 
modified  Information  has  been  incorporated  into  the  EIS. 

12.6  Comment:  Concept  A  involves  using  a  kerosene  fuel  with  a 
boron/aluminum  ignite  whereas  Concept  B  uses  a  combination  of  a 
liquid  oxygen/hydrogen  and  solid  fuels.  In  general,  EPA  has  had 
fewer  problems  with  liquid/hydrocarbon  propellants  than  the  solid 
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rocket  fuels.  Our  concern  is  the  uncertainty  of  whether  the  solid  fuel 
deposition  cloud  and  accompanying  acid  rain  poses  a  potential 
environmental  problem.  We  would  suggest  that  the  final  EIS  provide 
more  discussion  on  this  issue.  (8-1 ) 

Response:  Launches  are  discrete  events  that  cause  short-term 
impacts  on  local  air  quality.  Because  launches  are  Infrequent,  and 
winds  will  rapidly  disperse  and  dilute  the  launch  emissions  to 
background  concentrations,  long-term  air  quality  effects  from 
pollutants  are  not  expected.  Recent  studies  conducted  to  assess 
changes  in  pH  from  HCI  vapors  or  deposition  indicate  that  even  with 
exposure  to  the  concentrated  cloud,  changes  to  pH  in  surface  waters 
and  soils  would  be  minimal.  No  adverse  impacts  to  surface  water  or 
biological  resources  are  expected.  The  EIS  text  has  been  expanded  in 
Sections  4.9,  4.10,  and  4.14  to  provide  further  discussion  of  the 
potential  impacts  from  acid  deposition  associated  with  the  use  of 
solid  rocket  motors. 

12.7  Comment:  This  document  provides  a  global  comparison  approach  to 
rocket  emission,  i.e.,  it  compares  the  amount  of  chlorine/aluminum 
material  injected  into  the  atmosphere  from  the  motors  to  that  vented 
by  other  sources  worldwide  and  concludes  there  is  no  problem.  ERA 
recommends  that  a  more  local  discussion  be  included  In  the 
document  for  both  Canaveral  and  Vandenberg,  particularly  relating  to 
the  long-term  consequences  of  engine  plumes  on  the  local 
environment,  (8-2) 

Response:  Launches  are  discrete  events  that  cause  short-term 
impacts  on  local  air  quality.  Because  launches  are  infrequent,  and 
winds  will  rapidly  disperse  and  dilute  the  launch  emissions  to 
background  concentrations,  long-term  local  air  quality  effects  from 
pollutants  are  not  expected.  The  EIS  text  in  Section  4.10.1 .1 .1  has 
been  expanded  to  reflect  this  information. 

In  addition,  studies  Indicate  that  a  transient  localized  depletion  of 
stratospheric  ozone  occurs  in  the  wake  of  launch  vehicles  which  use 
AI/NH4CIO4  based  solid  rocket  motors  (Ref.  1 ,2,3, 4,5, 6).  The  actual 
extent  and  duration  of  the  depletion  depends  on  the  size  of  the 
launch  vehicle  and  on  the  meteorological  conditions  which  determine 
plume  diffusion.  Generally,  the  extent  of  the  depletion  is  estimated  , 
to  be  on  the  order  of  1  mile  to  tens  of  miles  with  a  duration  on  the 
order  of  hours.  Total  column  ozone  losses  are  not  expected  to  be 
significant  compared  to  background  column  ozone  fluctuations,  due 
to  the  shearing  effects  of  stratospheric  winds  and  diffusion  on  the 
depleted  air  parcels.  Ozone  depletion  due  to  NOx  or  other  exhaust 
species  is  estimated  to  be  several  orders  smaller  than  depletion  due  to 
chlorine  (Ref.  4);  for  LOX/H2  motors,  depletion  Is  minimal. 
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12.8  Comment:  We  also  note  that  the  document  generally  discusses 
Clean  Air  Act  non-conformity  issues  in  California.  The  final  EIS 
should  provide  additional  information  as  it  relates  to  Vandenberg  and 
how  it  intends  to  address  this  issue.  (8-3) 

Response:  As  discussed  in  comment  12.5,  current  estimates  indicate 
that  a  conformity  determination  is  not  required.  The  EIS  text  has 
been  revised  to  reflect  this  information. 

1  2.9  Comment:  The  impacts  of  facilities  necessary  for  operation  and 

maintenance  of  the  EELV  appear  to  be  adequately  covered.  While, 
the  stated  Best  Management  Practices  (BMPs)  necessary  to  limit  the 
most  egregious  consequences  of  construction  also  appear  adequate, 
it  has  been  EPA's  experience  that  the  concept  of  BMPs  must  be 
carefully  implemented  and  monitored.  To  foster  more  attention  on 
this  issue,  we  would  recommend  a  performance  bond  be  posted  by 
the  construction  contractor  with  monitoring  by  a  third  party  as  a 
means  to  preclude  unacceptable  on  and  off-site  erosion  problems. 
(8-4) 

Response:  Comment  noted.  The  Air  Force  is  currently  in  the  process 
of  preparing  the  terms  and  conditions  for  real  property  transaction 
agreements  with  both  EELV  contractors  for  activities  at  the  two 
installations.  Environmental  compliance,  in  accordance  with  the 
terms  of  the  agreements,  will  be  the  responsibility  of  the  contractors. 

12.10  Comment:  EPA  has  environmental  concern  on  launch  actions  which 
focus  on  the  short  and  long  term  air  quality  impacts  associated  with 
the  combustion  products  from  solid  rocket  motors  (Concept  B). 

There  is  some  concern  among  elements  of  the  scientific  community 
that  these  products  could  have  greater  effects  than  were  initially 
supposed  in  previous  evaluation.  NASA  is  already  aware  of  these 
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concerns  and  responded  to  them  in  its  supplemental  analysis  to  the 
rocket  motor  testing  program  at  the  Stennis  Space  Center.  Similarly, 
we  recommend  that  the  Air  Force  provide  additional  information  on 
this  concern  in  the  final  EIS.  (8-6) 

Response:  Launches  are  discrete  events  that  cause  short-term 
Impacts  on  local  air  quality.  Because  launches  are  infrequent,  and 
winds  will  rapidly  disperse  and  dilute  the  launch  emissions  to 
background  concentrations,  long-term  air  quality  effects  from 
pollutants  are  not  expected.  Recent  studies  conducted  to  assess 
changes  in  pH  from  HCI  vapors  or  deposition  indicate  that  even  with 
exposure  to  the  concentrated  cloud,  changes  to  pH  in  surface  waters 
and  soils  would  be  minimal.  The  EIS  text  has  been  expanded  in 
Section  4.10.1 .1 .1  to  provide  further  discussion  of  the  impacts  from 
acid  deposition  associated  with  the  use  of  solid  rocket  motors. 

13.0  AIR  QUALITY  (UPPER  ATMOSPHERE) 

13.1  Comment:  The  issue  of  ozone  depleting  substances  (ODS)  which  will 
be  generated  in  and  above  the  tropopause  needs  further  clarification. 
While  we  note  that  no  Class  !  ODSs  are  scheduled  for  use  in  either 
Concept  A  or  B  activities,  there  is  concern  about  the  amounts  of 
ODSs  involved.  For  comparison,  the  engines  proposed  for  the  EELV 
are  somewhat  smaller  than  those  of  the  Space  Shuttle  and  impacts 
would  be  similarly  reduced  if  a  linear  relationship  exists.  In  the  Space 
Shuttle  situation,  NASA  determined  after  its  literature  review,  that 
the  increment  of  depletion  was  within  acceptable  levels.  (8-5) 

Response:  In  Section  3.1 1 .2  of  the  DEIS,  a  discussion  of  the 
stratospheric  impacts  of  the  current  launch  vehicles,  including  the 
space  shuttle,  is  presented.  The  work  of  Jackman  et  al.,  1996  is 
cited,  and  the  global  impacts  from  emissions  were  found  to  be  small. 
The  EELV  launch  emissions  into  the  stratosphere  are  presented  in 
Section  4.1 1  and  were  found  to  be  of  the  same  order  or  smaller  than 
the  fleet  described  in  Jackman  et  al.,  1996.  Chlorine  and  particulate 
emissions  would  be  zero  for  all  EELV  launch  platforms,  with  the 
single  exception  of  the  DIV-M  -h  which  has  solid  rocket  motor  strap- 
ons.  The  annual  level  of  emissions  of  chlorine  and  particulates  would 
be  smaller  than  those  from  current  launch  vehicles  for  which  the 
approximation  by  Jackman  et  al.,  1996  was  found  to  have  negligible 
impact.  The  only  remaining  actively  perturbing  chemicals  for  the 
EELVs  would  be  NOx,  CO,  and  H2O;  specific  results  for  each  are 
discussed  in  the  responses  to  the  following  two  comments.  No  text 
changes  have  been  made  to  the  EIS. 
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13.2  Comment:  The  information  on  nitrogen  oxides  produced  by  launch 
vehicle  propulsion  is  unclear.  Since  nitrogen  oxides  are  of  concern, 
we  recommend  that  the  final  EIS  further  elaborate  on  any  nitrogen 
oxide  formation  near  the  rocket  plume.  (8-7) 

Response:  As  shown  in  Tables  4.1 1-2  and  4.1 1-4  of  the  DEIS,  the 
amount  of  NOx  emitted  to  the  stratosphere  for  both  EELV  concepts  is 
very  small,  because  the  EELV  boosters  do  not  utilize  fuels  that  have 
nitrogen  in  their  composition  and  the  after-burning  efficiency 
decreases  rapidly  with  decreasing  pressure.  The  rate  of  decrease  in 
NO  production  is  demonstrated  by  the  modeled  after-burning  (far- 
field)  NO  mass  flow  curves  produced  using  the  SPF-III  flowfield  code 
(Zittel,  1995)  which  are  presented  in  Table  9-2  below.  In  the 
stratosphere,  the  efficiency  of  NOx  production  from  after-burning  is 
very  small  for  vehicles  of  both  concepts,  and  thus  there  is  no  impact 
due  to  NOx.  The  EIS  text  has  been  expanded  to  include  this 
information. 


Table  9-2.  Far  Field  Mass  Flow  Ratios  of  NO  to  Total  Mass  Flow  from 
Rocket  Motors  Similar  to  Those  Used  in  the  EELV  Concepts 
(from  Zittel,  1995) 


Altitude  (km) 

Concept  A 
RP-1/LOx 

Concept  B 

LH2/LOx 

1 

2.0x10-2 

1.1x10-2 

5 

8.0x10-3 

4x10-3 

10 

2.5x10-3 

9x10-4 

15 

6x10-4 

2.5x10-4 

20 

5x10-5 

4x10-5 

13.3  Comment:  A  graph  of  emissions  vs.  altitude,  for  each  emittant, 
would  be  helpful  (see  attached  examples  from  a  report  on  the 
atmospheric  impacts  of  subsonic  aviation).  This  should  be  done  for 
each  option  (Concept  A,  Concept  B,  Concept  A/B,  and  the  no-action 
alternative).  Then,  the  atmospheric  impacts  of  each  significant 
impacts  should  be  considered.  For  example,  the  production  of  water 
vapor  (from  all  fuel  types,  e.g.,  both  carbon-based  fuels  as  well  as 
the  hydrogen)  should  be  considered.  Not  all  combustion  products 
with  important  atmospheric  chemistry  impacts  have  been  considered 
in  the  DEIS.  With  the  example  of  water  vapor,  water  vapor 
emissions  in  the  troposphere  and  stratosphere  affect  atmospheric 
chemistry  in  many  ways,  including  impacting  ozone  dynamics  through 
interference  with  HOx  formation,  NOx,  and  ClOx  catalytic  cycles,  and 
cirrus  cloud  formation.  For  reference,  two  tables  listing  important 
emittants  from  subsonic  and  supersonic  aviation  are  included  in  the 
attachment.  (8-8) 
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Response:  The  launch  emissions  were  estimated  for  four  ROIs  which 
have  dramatically  different  vertical  extents.  The  information  on  the 
ROIs  is  presented  in  Section  3.11  of  the  DEIS.  Plotting  four  emission 
percentage  logarithmic  scales  could  be  confusing  to  the  reader  and 
does  not  offer  any  additional  information  than  is  currently  presented 
in  the  text.  In  addition,  unlike  aircraft  which  fly  horizontally  in  a 
limited  subregion  of  the  ROIs,  the  EELVs  would  travel  vertically  with 
rapidly  increasing  speed  with  elevation.  A  rapid  decrease  in 
emissions  occurs  at  1 -kilometer  thick  layers,  requiring  a  second  log 
scale  for  the  emissions  and  further  complicating  the  figure.  As  a 
result,  figures  showing  percent  of  total  emissions  versus  1 -kilometer 
layer  heights  are  not  presented  in  the  EIS. 

The  impact  on  the  stratosphere  of  emissions  from  the  projected  fleet 
of  EELV  vehicles  (excluding  launches  using  solid  rocket  motors)  will 
be  at  least  an  order  of  magnitude  smaller  than  that  of  horizontal 
aircraft  because  (1)  EELV  vehicles  fly  vertically  rather  than 
horizontally;  (2)  they  remain  in  the  stratosphere  for  very  short  periods 
of  time  (on  the  order  of  1-2  minutes);  (3)  they  produce  less  NOx  per 
flight;  and  (4)  there  are  considerably  fewer  flights  per  year. 

In  the  stratosphere,  the  natural  background  concentration  of  100 
parts  per  billion  volume  (ppbv)  for  CO  is  equal  to  50  million  tons  of 
CO.  The  natural  background  concentration  of  water  in  the 
stratosphere  of  4  ppbv  is  equal  to  approximately  2  million  tons  of 
water.  The  amount  of  CO  introduced  annually  into  the  stratosphere 
would  be  on  the  order  of  1 ,500  tons  for  Concept  A  and  60  tons  for 
Concept  B  (see  Appendix  J  of  the  EIS).  The  contribution  made  by 
Concept  A  would  be  considerably  less  than  1  part  in  1 ,000  per  year. 
For  Concepts  B  and  A/B,  the  contribution  would  be  even  less.  If  all 
LH2  and  LOx  is  converted  to  water,  approximately  2,000  tons  of 
water  would  be  deposited  in  the  stratosphere  each  year  for  Concepts 
A,  B,  or  A/B.  The  upper  limit  of  the  perturbation  in  the  water  budget 
is  1  part  in  1,000  per  year.  The  EIS  text  in  Section  3.1 1  has  been 
expanded  to  include  this  information. 

A  summary  of  the  worst-case  stratospheric  perturbations  produced 
by  either  EELV  concept  is  presented  in  Table  9-3.  The  perturbation  of 
stratospheric  ozone  by  any  and  all  of  the  processes  indicated  in 
Table  2  is  less  than  0.1 -0.2  percent  of  the  reductions  modeled  by 
Jackman  et  al.,  1996.  The  projected  fleet  of  EELVs  will  introduce 
fewer  emissions  into  the  stratosphere  annually. 
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Table  9-3.  A  Summary  of  the  Worst-Case  Perturbations  to  the  Stratosphere 
on  an  Annual  Basis  from  Either  EELV  Concept 


Emittant 

Projected  Peak 
Perturbation 

Potential  Atmospheric  Interactions 

Ozone  Effects 

NOx 

Less  than  0.01  % 

Ozone  production  by  NOx-CO-hydrocarbon 
(ROx)  chemistry,  ozone  loss  by  NOx 
catalysis 

H2O 

Less  than  0.1  % 

Hydroxyl  formation  and  ozone  production 
(or  destruction)  -  NAT/ice  condensation, 
denitrification  In  polar  vortex  -  Increased 

ClOx  catalysis 

Sulfur 

No  impact 

Increased  aerosol  surface  area  and 
sequestering  of  NOx  decreased  ozone 
production 

Soot 

No  impact 

Additional  nucleation  sites  for  aerosols 
increased  surface  area  changes  in  chemical 
reactivity  of  aerosols 

Hydrocarbons 

No  impact 

Source  of  CO,  hydroxyl  and  H2O 
interactions  with  aerosol  chemistry 

CO 

Less  than  0.01  % 

Modification  of  catalysis  by  hydroxyl  and 

NOx 

Radiative  Forcing  Effects 

CO2 

No  impact 

Direct  change  in  !R  radiative  forcing 

H20 

Less  than  0.1  % 

NAT/ice  condensation  cirrus  cloud  formation 
direct  and  indirect  change  in  radiative 
forcing 

Sulfur 

No  impact 

Increased  aerosol  mass  loading,  direct  and 
indirect  change  in  radiative  forcing 

Soot 

No  impact 

Additional  nucleation  sites  for  aerosols 
increased  surface-area,  direct  and  indirect 
change  in  radiative  forcing 

NOx 

No  impact 

Ozone  production  change  in  radiative 
forcing 

1 3.4  Comment:  We  believe  that  the  comments  made  above  could  affect 
the  assessment  of  potential  impacts  of  the  various  alternatives  on 
upper  atmospheric  air  quality,  and  the  appropriate  section  of  the 
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Summary  may  need  to  be  revised.  Given  that  these  issues  are  yet  to 
be  quantitatively  addressed  in  the  DEIS  (even  to  a  very  rough 
approximation),  it  is  not  clear  from  the  DEIS  that  Concepts  A  and  B 
would  have  no  or  minimal  impacts  to  the  stratosphere.  (8-9) 

Response:  Please  refer  to  the  responses  to  Comments  13.1,  13.2, 
and  1 3.3  above. 

13.5  Comment:  Tables  4.1 1-3  and  4.1 1-5.  >49,000  feet  should  be 
<49,000  feet.  (8-11) 

Response:  The  EIS  Tables  4.1 1-3  and  4.1 1-5  have  been  revised. 

13.6  Comment:  Table  3.1 1-2.  First  item  in  the  Titan  IVA  column  should 
be  nitrogen  tetroxide,  not  nitrous  oxide  (N2O)  as  it  is  currently. 

(8-12) 

Response:  The  EIS  Table  3.1 1-2  has  been  revised. 


14.0  NOISE 

No  comments  were  received  for  this  area  of  concern. 

15.0  ORBITAL  DEBRIS 

No  comments  were  received  for  this  area  of  concern. 

16.0  BIOLOGICAL  RESOURCES 

16.1  Comment:  The  DEIS  indicates  that  further  consultation  will  occur 
with  the  U.S.  Fish  and  Wildlife,  U.S.  Army  Corps  of  Engineers 
(USACE),  and  the  St.  Johns  River  Water  Management  District 
regarding  wetland  compensation  options  (Section  4.14.1.1.1).  Be 
advised  that  any  Federal  permits  required  for  this  activity  (e.g.,  a 
USACE  permit)  will  also  be  coordinated  with  our  office  by  the 
permitting  agency.  (5-1) 

Response:  Comment  noted;  appropriate  coordinations  will  be 
conducted. 

16.2  Comment:  The  Biological  Resources  identified  in  Appendix  G  do  not 
include  many  of  the  marine  and  estuarine  fish  and  invertebrate 
species  occurring  in  the  vicinity  of  the  project.  We  recommend  that 
Gilmore  (1981)  and  Nelson  (1991)  be  referenced  in  Table  G-1  for  fish 
and  invertebrate  species  occurring  in  the  vicinity  of  the  project  sites. 
(5-2) 
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Response:  The  EIS  table  in  Appendix  G  has  been  revised  to  include 
the  list  of  marine  and  estuarine  fish  species  provided  by  the  National 
Marine  Fisheries  Service  by  facsimile  on  26  February  1998. 

16.3  Comment:  Acidification  of  soils  reduces  the  availability  of 

phosphorous  to  plants  and  increases  the  solubility  of  other  elements, 
some  of  which  may  be  toxic.  Aluminum  is  of  most  interest  in  this 
case  as  it  is  a  by-product  of  motor  operation  and  is  already  one  of  the 
most  abundant  toxic  elements  in  many  forest  and  agricultural  soils. 
Increasing  soil  acidity  leads  to  greatly  increased  solubility  and  toxicity 
of  aluminum  to  many  crop  and  forest  plants  ("A  Status  Report  on 
Acid  Precipitation  and  Its  Biological  Consequences:  in  Acid 
Precipitation:  Effects  on  Ecological  Systems,  1982). 

The  potential  for  the  alteration  of  soil  microbial  activity  by  acid 
precipitation  by  mechanisms  other  than  decreased  soil  pH  are  also  of 
interest  and  should  be  considered.  The  net  consumption  of  pH  -i-  by 
mineral  species  usually  involves  the  solubilization  and  mobilization  of 
aluminum  species.  However,  the  potential  for  toxic  effects  on  soil 
microbes  and  plants  is  not  yet  fully  understood.  (Direct  and  Indirect 
Effects  of  Acidic  Deposition  on  Vegetation,  1984).  In  addition  to  the 
possible  adverse  effects  of  soil  acidification  and  various  mineral 
activities  on  plants,  the  potential  for  deleterious  effects  on  aquatic  life 
should  also  be  considered. 

Aluminum  is  a  pH-sensitive  element  that  can  cause  acute  toxicity  in 
some  organisms  at  aqueous  activities  of  lOuM  or  less  (CRC  Critical 
Reviews,  1,  Haug,  1984). 

Although  aluminum  has  been  considered  relatively  innocuous,  recent 
studies  have  shown  aluminum  to  be  toxic  to  aquatic  life  in  some  acid 
waters.  When  soils  become  acid,  as  may  occur  with  acid 
precipitation,  aluminum  is  mobilized  and  may  leach  into  streams  and 
lakes.  The  information  available  on  toxicity  of  aluminum  to  aquatic 
organisms  is  limited;  however,  it  has  been  established  that  when  the 
pH  of  the  water  is  5.5  or  below,  aluminum  can  be  toxic  to  fish 
(U.S.  Fish  and  Wildlife  Service,  Research  Information  Bulletin, 

No.  83-48,  1983). 

Atlantic  salmon  fry,  exposed  to  aluminum  at  intermediate  pH  in  a 
laboratory  toxicity  test  developed  significant  abnormalities  in  gill 
structure.  Gill  abnormalities  were  observed  in  fish  exposed  to  75  ppb 
or  greater  aluminum.  These  gill  abnormalities  could  result  in  delayed 
mortality  in  older  life  stage  (U.S.  Fish  and  Wildlife  Information 
Bulletin,  No.  87-118,  1987). 
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Aluminum  concentrations  of  0.1  mg/I  for  white  suckers  and  0.2  mg/I 
for  brook  trout  resulted  in  measurable  reductions  in  survival  and 
growth  of  larvae  and  postlarval  at  pH  levels  ranging  from  4.2  to  5.6. 
The  simultaneous  increase  in  aluminum  concentration  with  elevated 
acidity  must  be  considered  to  accurately  assess  the  potential  effect 
of  acidification  of  surface  waters  on  survival  of  fish  population 
("Aluminum  Toxicity  to  Fish  in  acidic  Waters,  Baker  &  Schofield, 
Water,  Air,  and  Soil  Pollution,  1987). 

The  concentrations  of  aluminum  reported  to  be  toxic  in  laboratory 
experimentation  varies  greatly  -  ranging  from  physiologic  alterations 
in  rats  at  levels  as  low  as  37  mg/kg  given  intra  gastric  to  no  reported 
effects  at  8,000  mg/kg  in  the  diet  (Mineral  Tolerance  of  Domestic 
Animals,  National  Academy  of  Science,  1984). 

The  above  references  suggest  that  the  concerns  of  combined 
aluminum  and  acid  wastes  should  be  more  extensively  addressed  in 
your  final  document.  The  noted  studies  certainly  do  not  prove  that  a 
problem  may  eventuate,  but  they  do  point  out  the  need  for  further 
investigation  of  the  part  of  the  involved  parties  before  any  definitive 
conclusions  can  be  reached  regarding  the  long-term  environmental 
ramifications  of  this  action.  (8-10) 

Response:  New  studies  have  shown  that  launches  of  vehicles  of  the 
EELV's  size  have  not  caused  acidification  or  fish  kills  in  surrounding 
waters  at  Cape  Canaveral  AS.  These  studies  have  been  incorporated 
into  the  EIS  in  Section  4.14.1 .2.1 .  Of  the  approximately  46  launches 
(22  Atlas  II,  16  Delta  II,  and  8  Titan  IV)  monitored  at  Cape  Canaveral 
AS  between  May  1995  and  December  1997,  none  were  observed  to 
produce  sufficient  acid  deposition  to  indicate  a  pH  drop  in  nearby 
surface  waters.  The  surface  waters  and  soils  at  Cape  Canaveral  AS 
comprise  a  well-buffered  alkaline  system.  Measured  pH  in  nearby 
surface  waters  ranges  from  7.58  to  8.21  based  on  water  quality 
samples  collected  in  September  1995  and  January  1996.  Due  to  the 
high  alkalinity  of  the  waters  in  the  area,  the  aluminum  is  not 
available,  and  therefore,  toxicity  effects  would  not  be  expected. 

Comment:  The  Department  of  Environmental  Protection  (DEP)  has  no 
objections  to  the  proposed  project  provided  the  necessary  permits  are 
obtained  prior  to  construction  and  that  the  sea  turtle  concerns 
discussed  in  our  January  21,  1998  letter  to  you  (enclosed)  are 
addressed  according  to  the  commitments  made  by  the  U.S.  Air  Force 
in  their  February  25,  1998  letter  (enclosed).  Please  also  note  that 
any  in-water  construction  in  the  waters  of  or  connected  to  the 
Banana  River  will  require  that  appropriate  measures  be  incorporated 
to  protect  manatees  through  the  Environmental  Resource  Permitting 
process.  Construction  activities  would  include  any  docking  facilities 
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that  require  reconfigurations  or  dredging  activities  and  any  additional 
roads  or  road  realignments  that  might  require  filling  of  waters  utilized 
by  manatees.  Some  of  these  measures  may  require  that  in-water 
work  only  occur  during  certain  months  of  the  year  and  that  dedicated 
observers  are  used  during  these  operations.  (9-1,  9-10) 

Response:  It  is  not  anticipated  that  EELV  activities  would  occur  in 
areas  where  manatees  are  present.  However,  if  this  does  occur,  the 
Air  Force  and  contractors  will  coordinate  with  the  DEP  to  obtain  the 
appropriate  permits  for  any  construction/dredging  activities  associated 
with  the  EELV  program. 

16.5  Comment:  While  both  Concepts  A  and  B  utilize  existing  facilities, 
redevelopment  of  both  areas  and  the  use  of  EELV  have  the  potential 
to  impact  several  state  and  federal  listed  species.  Concept  A  has  the 
potential  to  impact  the  threatened  Florida  scrub  jay  which  occupies 
areas  around  SLC-41,  and  the  endangered  Florida  manatee  which 
inhabits  the  nearby  Banana  River.  With  regard  to  Concept  B,  Florida 
scrub  jays  also  occur  around  SLC-37,  and  have  been  observed 
foraging  within  the  complex.  In  addition,  redevelopment  and 
deployment  of  EELVs  from  this  complex  would  impact  the  threatened 
southeastern  beach  mouse  and  the  gopher  tortoise,  a  state  species  of 
special  concern.  This  concept  could  also  adversely  impact  nesting 
sea  turtles. 

Although  mitigation  for  impacts  to  listed  species  was  proposed  in  the 
DEIS  for  both  concepts,  it  appears  that  Concept  A  would  have  the 
least  impact  to  listed  wildlife  species.  If  it  is  decided  to  proceed  with 
EELV  development,  we  recommend  that  Concept  A  be  the  preferred 
alternative  over  Concepts  B  and  A/B.  (9-2,  9-1 1) 

Response:  Comment  noted.  The  appropriate  Section  7  consultation 
under  the  Endangered  Species  Act  will  be  conducted  prior  to 
construction  to  avoid  impacts  to  sensitive  species  and  associated 
habitat. 

16.6  Comment:  The  state  understands  the  need  to  continue  our  nation's 
space  program  and  other  fact  finding  and  commercial  missions. 
However,  we  have  concerns  about  the  total  number  of  launches 
proposed  under  this  new  program  (scheduled  through  the  year  2020), 
and  the  cumulative  effect  on  the  state's  natural  resources,  such  as 
water  quality.  What  are  the  various  types  of  fuels  and  other 
hazardous  materials  that  will  be  used  in  these  missions  and  their 
potential  effects  on  Florida's  environmental  resources  over  the  next 
23  years?  The  area  surrounding  the  Cape  Canaveral  Air  Station 
including,  but  not  limited  to,  the  Indian  River  and  Mosquito  Lagoons 
and  the  Banana  River,  are  extremely  environmentally  sensitive.  The 


9-26 


EELVFEIS 


16.8  Comment:  The  proposed  Expendable  Launch  Vehicle  Program  has  the 
potential  for  in-water  impacts  to  adult  and  juvenile  marine  turtles  due 
to  debris  and  hazardous  materials  falling  into  Florida  coastal  waters. 
Information  on  debris  recovery  plans  is  needed  to  determine 
consistency  with  marine  turtle  protection  requirements.  For  example, 
trawling  activities  to  recover  debris  can  impact  marine  turtles. 
Knowledge  of  appropriate  limitations  on  trawl  times  and  resuscitation 
techniques  could  minimize  these  impacts.  These  potential  impacts 
and  others  to  marine  turtles  probably  can  be  substantially  reduced 
through  close  coordination  between  DEP  and  the  applicant.  (9-8) 

Response:  Boosters  used  in  the  EELV  vehicles  will  be  fully  expended 
prior  to  separation  and  Impact.  First  stage  boosters  used  on  all 
missions  and  side  boosters  used  on  heavy  lift  missions  separate  and 
fall  into  the  ocean  several  hundred  miles  downrange  depending  on  the 
vehicle  and  trajectory  chosen.  The  strap-on  solid  rockets  used  on 
some  Concept  B  launches  fall  into  the  ocean  approximately  50  miles 
or  more  downrange.  Therefore,  for  normal  launches  of  any  EELV 
vehicles,  there  should  be  no  debris  falling  in  shallow  coastal  waters. 
There  are  no  plans  for  recovery  or  reuse  of  any  EELV  components  and 
therefore  no  trawling  activities  are  anticipated.  The  text  in  Section 
2.1  has  been  revised  to  state  that  no  trawling  or  recovery  activities 
would  occur. 

16.9  Comment:  Regarding  the  use  of  solid  propellant  with  this  concept 
and  the  expected  production  of  an  acid  cloud  during  launches.  A 
statement  is  made,  "temporary  increases  in  acidity  in  the  surface 
water  surrounding  the  launch  sites  are  expected,  and  a  fish  kill  could 
occur"  (Section  4.14.1.2.1,  Wildlife).  In  that  same  section,  under 
Sensitive  Habitats,  a  response  to  these  expected  temporary  increases 
in  acidity  states  that,  "manatee  critical  habitat  is  not  expected  to  be 
adversely  affected  by  acid  deposition  because  of  the  diluting  effects 
of  the  water."  Does  information  exist  on  how  great  this  change 
would  be,  how  quickly  it  would  occur,  how  large  a  geographic  area 
will  be  affected,  and  how  long  the  temporary  situation  will  last  for 
each  launch?  (9-9) 

Response:  The  solid  rocket  motors  associated  with  some  Concept  B 
commercial  launches  are  much  smaller  than  the  solid  rocket  motors 
used  on  the  Titan  IV  vehicles  (currently  launched  from  SLC-41), 
which  are  smaller  than  those  associated  with  the  Space  Shuttle. 
Monitoring  results  from  studies  at  Cape  Canaveral  indicate  that  the 
natural  alkaline  buffering  capacity  of  the  environment  surrounding  the 
launch  complexes  is  adequate  for  neutralizing  the  acid  deposition 
from  vehicle  launches.  The  text  in  Section  4.14.1.2.1  has  been 
revised  to  include  information  from  these  studies  regarding  potential 
acid  deposition  effects. 
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17.0  CULTURAL  RESOURCES 


17.1  Comment:  A  review  of  the  document  Indicates  that  the  cultural 
resources  involved  In  this  project  are  being  addressed.  No  formal 
evaluation  regarding  this  project  has  yet  been  initiated  by  the  U.S.  Air 
Force  with  this  office.  However,  conditioned  upon  the  U.S.  Air  Force 
coordinating  with  this  office  regarding  this  project,  it  is  our  opinion 
that  the  proposed  project  will  have  no  effect  on  historic  properties 
listed,  or  eligible  for  listing,  in  the  National  Register  of  Historic  Places, 
or  otherwise  of  historical,  architectural,  or  archaeological  value.  If 
the  above  conditions  are  met,  the  project  will  also  be  consistent  with 
the  historic  preservation  laws  of  Florida's  Coastal  Management 
Program.  (9-3,  9-13) 

Response:  Comment  noted.  A  determination  of  eligibility  and  finding 
of  no  adverse  effect  were  submitted  to  the  Florida  SHPO  on  February 
12,  1998. 

18.0  ENVIRONMENTAL  JUSTICE 

No  comments  were  received  for  this  area  of  concern. 


EELVFEfS 


9-29 


Document  1 


Document  1 


2 

3 

4 

5 

6 
7 
B 
9 

10 

11 

12 

13 

14 

15 

16 
17 

le 

19 

20 
21 
22 

23 

24 

25 


PROCEEDTMGg 

COLONEL  lARIVEE:  If  I  may  say  good 
evening,  first  of  all.  I'd  like  to  welcome  you 
CO  the  public  hearing  on  the  Evolved  Expendable 
Launch  Vehicle,  and  that's  the  Draft 
Environmental  Inpact  Statement  for  that 
particular  vehicle.  As  you  may  know,  the 
vehicle  is  scheduled  for  operation  both  here  at 
Cape  Canaveral  Air  Force  Station  and  also  at 
Vandenberg  Air  Force  Base  in  California. 

This  evening  --  before  I  do  chat,  let  me 
introduce  myself.  I'm  Colonel  Ron  Larivee,  I’m 
the  Vice  Cotmander  of  Patrick  Air  Force  Base. 
And  I'm  the  second  in  conmand,  if  you  will,  for 
the  operations  of  both  Patrick  and  for  all 
operations  at  Cape  Canaveral,  as  well. 

This  evening  what  we  plan  on  doing  is 
presenting  you  with  a,  an  overview  of  the 
Evolved  Expendable  Launch  Vehicle  Program.  I'd 
like  to  calk  about  the  environmental  impact  that 
goes  along  with  that  and  present  you,  also,  a 
review  of  the  Draft  litpact  Statement,  as  %fell . 

Me've  asked  members  from  several 
organizations  to  come  in  here  and  help  us  out 
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with  that.  He've  got  members  from  the  Program 
Office.  He've  got  members  from  the  Staff  Judge 
Advocate's  Office  and  we've  got  members  from  the 
Air  Force  Center  for  Environmental  Excellence. 
And  they'll  give  you  chose  overviews  that  I 
mentioned  a  little  bit  earlier. 

I'd  also  like  to  say  that  Patrick  Air  Force 
Base  and  its  environmental  team  has  been 
intimately  involved  in  the  development  of  the 
EELV  program.  Our  environmental  team  has  worked 
long  and  hard  providing  recommendations  and  some 
oversight  to  the  Draft  Environmental  statement . 
We're  pleased  to  see  that  it  has  come  along  as 
it  has  and  as  quickly  as  it  has.  And  the  Wing 
is  looking  forward  to  the  challenge  ahead. 

There  are  many. 

But  we  feel  chat  with  the  right 
environmental  focus  and  the  right  operational 
focus,  this  system  will  come  to  be  an  additive 
factor  for  launch  operations  for  many  years  to 
come  at.  not  only  at  Cape  Canaveral  but  also  at 
Vandenberg  Air  Force  Base. 

So  without  further  introduction,  I'd  like 
to  introduce,  if  I  can.  Colonel  McShane  from  the 
Staff  Judge  Advocate's  Office  to  lead  off  the 
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COLONEL  McSHANE:  Thank  you,  sir.  Good 
evening.  Ladies  and  Gentlemen.  Welcome  to  the 


public  hearing  on  the  Draft  Environmental  Inroact 
Statement  for  the  Evolved  Expendable  Launch 


Vehicle  Program  at  Cape  Canaveral  Air  Station, 
Florida,  and  Vandenberg  Air  Force  Base, 


California.  Thank  you  for  coming  out  tonight. 
I  solicit  your  comments  and  involvement  in 


tonight's  hearing. 

I  am  Colonel  Mike  McShane  and  I  will  serve 


as  the  presiding  officer  for  this  public 
hearing.  I  am  the  Chief  Trial  Judge  for  the  Air 


Force,  and  I'm  assigned  to  Boeing  Air  Force  Base 
in  Washington,  D.C.  I  would  like  to  introduce 


to  you  the  members  of  tonight’s  panel. 

Lieutenant  Colonel  Jim  Knauf  is  the  Chief 


of  Launch  Site  Activation  and  Operations  for  the 
EELV  Program  at  the  Space  and  Missile  System 


Center  in  Los  Angeles.  His  office  is 
responsible  for  implementing  EELV.  And  tonight 


he  will  provide  an  overview  of  the  program. 

Mr.  Dale  Clark  of  the  Air  Force  Center  for 


us  a  summary  of  the  results  of  the  Draft 
Environmental  Xnpact  Statement . 


As  the  presiding  officer  fcr  this  hear: 


I  am  not  acting  as  a  legal  advisor  to  the  Air 
Force  representatives  who  will  address  this 


action.  I  am  not  hear  as  an  authority  on  this 
Draft  EIS,  nor  have  I  had  ^my  involvement  with 


its  development . 

My  purpose  here  tonight  is  to  ensure  that 


we  have  an  orderly  hearing  and  that  everyone  who 
wishes  to  provide  input  or  make  a  comment  has  a 


fair  opportunity  to  speak  and  be  heard. 

Now.  I'd  like  to  explain  the  public  hearing 


process  and  the  procedures  that  we  will  follow 
this  evening.  The  Air  Force  has  prepared  a 


Draft  Environmental  Inpact  Statement,  or  Draft 
EIS,  on  the  Evolved  Expendable  Launch  Vehicle 


Program,  in  accordance  with  the  National 
Environmental  Policy  Act  and  Air  Force 


iiiplementing  regulations.  The  purpose  of  this 
hearing  is  to  summarize  for  you  the  results  of 


the  Draft  EIS  and  to  receive  your  comments  on 


Environmental  Excellence  will  explain  the 
Environmental  Impact  Analysis  process  and  give 


Tonight's  hearing  will  be  in  two  parts. 
During  the  first  part,  Colonel  Knauf  and  Mr. 
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Clark  will  present  information  to  you  concerning 
the  Environmental  Iirpact  Analysis  process 


performed  for  the  EELV  program.  Tne  second  par; 
of  the  bearing  is  the  public  participation 


portion  where  you  will  have  the  opportunity  to 
comment  on  the  Draft  Environmental  Impact 


Air  Force  decis ion  makers  on  thi s  proj  ect . 

When  you  came  in  tonight,  you  were  provide 


with  an  attendance  card,  or  you  filled  one  ou: 
at  the  door.  And  you  were  asked  to  indicate  or. 


it  if  you  wished  to  apeak  tonight .  After  the 
presentations  by  Colonel  Knauf  and  Mr.  Clark,  w( 


will  take  a  short  break. 


This  hearing  is  intended  to  provide  a 
public  fonim  for  two-way  communication  about  the 


Draft  EIS  with  a  view  to  improving  the 
decision-making  process .  Your  inputs  ensure 


that  the  decision  makers  have  the  benefit  of 
your  knowledge  of  the  local  area  and  any  adverse 


environmental  effects  that  you  think  may  result 
from  the  Proposed  Action  or  the  alternatives  to 


Let  me  tell  you  what  this  hearing  is  not. 
It  is  not  a  debate,  it  is  not  a  referendum,  it 


is  not  a  vote  on  the  actions  that  have  been 
analyzed  in  the  Draft  EIS.  The  focus  of  the 


hearing  is  on  the  environmental  impacts 
associated  with  the  proposals  being  studied  by 


the  Air  Force.  Comments  on  non  environmental 
issues  should  not  be  raised  at  this  hearing. 


Moreover,  none  of  the  panel  members  are  the 


Following  that  break,  you  will  have  an 
opportunity  to  apeak,  to  ask  clarifying 


questions,  or  both.  If  we  have  any  elected 
public  officials  here,  they  will  be  called  on 


first,  followed  by  the  public  at  large. 

I  will  call  on  the  members  of  the  public  at 


large  using  these  cards  that  you  have  filled  out 
indicating  your  desire  to  speak  or  to  ask 


questions.  If  you  have  not  had  an  opportunity 
to  fill  out  a  card,  please  raise  your  hand  to 


indicate  that  you  want  to  do  that  and  someone 
will  give  you  a  card. 


If  you  brought  a  prepared  statement  with 
you  tonight,  you  may  read  it  out  loud  or  leave 


it  with  Captain  Bosch.  He's  the  young  man 
sitting  down  here  by  the  projector.  And  it  will 


become  part  of  the  record. 

If  you  do  not  want  to  make  an  oral 
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•catement  tonight  but  you  would  like  tc  provide 

1 

the  Proposed  Action  or  alternative  action. 

2 

your  input,  you  may  do  ao  in  writing.  For  your 

2 

At  this  point,  I'd  like  to  call  on  Colonel 

3 

convenience,  there  are  written  comment  sheets 

3 

Knauf  to  outline  the  Proposed  Action. 

4 

available  at  Che  registration  table  for  your 

4 

LT.  COLONEL  KNAUF:  Thank  you,  sir. 

5 

uae.  Any  comments  that  are  made,  whether  you 

5 

Good  evening.  Ladies  and  Gentlemen.  I  am 

£ 

give  them  orally  or  provide  them  in  writing 

6 

Lieutenant  Colonel  Uim  Knauf,  Chief  of  Launch 

7 

tonight  or  submit  them  later  on,  will  be  given 

7 

Site  Activation  and  Operations  for  the  EELV 

8 

equal  eonaideration  in  the  decision-making 

8 

Program. 

9 

process . 

9 

I'm  here  tonight  to  provide  an  over\'iew  of 

10 

If  you  want  your  comments  to  be  included  in 

10 

the  EELV  Program.  This  overview  will  describe 

11 

the  record  and  considered  in  the  process,  those 

11 

the  basic  EELV  concepts  under  the  Proposed  j 

12 

written  cornnents  you  submit  later  must  be 

12 

Action  and  the  No-Action  Alternative. 

13 

received  by  the  2nd  of  February.  Even  if  you 

13 

The  U.S.  Air  Force  is  considering 

14 

speak  tonight  or  hand  in  a  written  comment,  you 

14 

development  and  deployment  of  an  evolved 

15 

do  still  have  until  the  2nd  of  February  to 

15 

expendable  launch  vehicle,  or  EELV.  The  EELV 

16 

provide  any  additional  input . 

16 

system  would  be  a  partnership  in  industry  to 

17 

There  will  be  an  address  --  there  is  an 

17 

develop  a  national  launch  capability  that 

IB 

address  on  the  handout  that  you  got  earlier 

18 

satisfies  the  Government's  National  Mission 

19 

where  you  can  send  any  later  comments. 

19 

Model  requirements  and  reduces  the  cost  of  space 

20 

In  summary,  I  would  like  to  stress  that 

20 

launch  by  at  least  25  percent. 

21 

this  is  your  opportunity  to  provide  the  Air 

21 

The  EELV  system  is  also  expected  to 

22 

Force  with  any  information  you  may  have 

22 

increase  U.S.  industry’s  conpetitiveness  in  the 

23 

regarding  environmental  factors  that  are  \inknown 

23 

international  space  launch  market. 

24 

to  the  Air  Force  and  to  have  input  into  the 

24 

The  EELV  would  be  a  family  of  unmanned 

25 

decisions  that  the  Air  Force  must  make  regarding 

25 

expendable  apace  launch  vehicles  evolved  from 
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existing  systems.  EELV  wuld  ultimately  be  the 

1 

concept  for  EELV. 

2 

Department  of  Defense's  sole  source  of 

2 

The  second  scenario.  Concept  B,  consists 

3 

expendable  medium  and  heavy  space  lift 

3 

solely  of  the  concept  from  McDonnell  Douglas 

4 

transportation  to  orbit.  It  would  also  be 

4 

Corporation,  a  whole-owned  subsidiary  of  the  j 

5 

capable  of  launching  civil  and  other  Government 

5 

Boeing  Conpany.  Concept  B  is  referred  to  in  j 

6 

satellites.  It  is  anticipated  that  EELV  type 

6 

this  briefing  as  the  Boeing  Concept .  ' 

7 

vehicles  will  also  be  used  for  commercial 

7 

The  third  scenario.  Concept  A/B,  includes 

e 

laxinches  by  the  launch  vehicle  operators. 

e 

both  concepts. 

9 

Each  contractor' s  EELV  concept  would 

9 

One  or  more  contractors  may  use  EELV 

10 

consist  of  a  family  of  medium  laimch  vehicles, 

10 

systems  to  launch  cormercial  payloads.  For  this 

11 

MLV,  and  heavy  la\mch  vehicles,  HLV,  launched 

11 

reason,  both  Government  and  commercial  EELV 

12 

from  its  own  launch  coital  ex  at  both  Cape 

12 

systems  are  analyzed  in  this  Environmental 

13 

Canaveral  Air  Station  and  Vandenberg  Air  Force 

13 

Impact  Statement . 

14 

Base.  Government  EELV  flights  would  begin  in 

14 

In  Lockheed-Martin' s  concept,  the  EELV 

15 

the  year  2001  and  continue  through  the  year 

15 

would  consist  of  medium  lift  vehicles  and  heavy 

16 

2020. 

16 

lift  vehicles  as  shown  here. 

17 

The  EELV  would  ultimately  replace  current 

17 

As  described  in  Che  Draft  Environmental 

le 

Atlas.  Delta  and  Titan  launch  vehicles  used  at 

18 

Inpacc  Statement,  the  Lockheed-Martin  Concept 

19 

Cape  Canaveral  Air  Station  and  at  Vandenberg  Air 

19 

would  uae  a  connon  core  booster  with  either  a 

20 

Force  Baae. 

20 

cryogenic  upper  stage  or  storable  upper  stage  as 

21 

The  Draft  Environmental  Iit^jact  Statement 

21 

second  stage,  depending  on  payload  requirements. 

22 

describes  three  possible  scenarios  for 

22 

MLVs  would  use  one  common  core  booster.  HLVs 

23 

implementation  of  the  EELV  Program.  One 

23 

would  uae  three  common  core  boosters.  The 

24 

scenario.  Concept  A  in  the  Draft  EIS,  consists 

24 

common  core  booster  would  use  a  propellant 

25 

solely  of  the  Lockheed -Mart in  Corporation' s 

25 

mixture  of  RP-1,  which  is  a  kerosene  type  fuel 
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and  liquid  oxygen.  The  cryogenic  upper  stage 
would  use  liquid  oxygen  and  liquid  hydrogen. 


And  the  storable  upper  stage  would  use 
monomethyl  hydrazine  and  nitrogen  tetroxide. 


The  slide  also  depicts  the  integration  of  the 
components  into  the  KLV  and  HLV  configurations . 


The  Lockheed-Martin  Concept  would  use  the 
16 -acre  Space  Launch  Cor^lex  41,  or  SLC-41,  at 


Cape  Canaveral  Air  Station.  SLC-41  is  located 
in  the  ncrthwestem  portion  of  the  Station  and 


was  used  by  the  Air  Force  from  1964  to  1977  for 
Titan  111  launches.  The  Air  Force  renovated  the 


complex  in  1986  and  has  used  it  for  Titan  IV 
launches  since  1987.  SLC-41  would  require  ma; 


modification  for  this  alternative. 


Much  of  the  launch  vehicle  processing 
required  for  Lockheed-Martin' s  concept  would 


occur  in  other  existing  facilities  at  Cape 
Canaveral  Air  Station.  New  facilities  to  be 


disturbed  areas  with  construction  activities 
beginning  in  June,  1998. 


This  slide  depicts  the  proposed 
Lockheed-Martin  facilities  and  their  locations 


at  Cape  Canaveral . 

The  Lockheed-Martin  concept  would  use  Spac< 


Launch  Complex  3  West,  or  SLC-3K,  on  South 
Vandenberg  Air  Force  Base  for  launch  operations. 


SLC-3W  was  used  for  Atlas/Agena  launches  from 
1960  to  1963,  for  Thor/Agena  launches  from.  1963 


to  1972  and  for  Atlas  E  and  F  launches  from  1973 
to  1993.  SLC-3W  is  currently  inactive  and  is 


being  maintained  by  a  skeleton  crew. 
This  complex  would  require  maoor 


modification  for  this  concept.  Most  of  the 
on-site  launch  vehicle  processing  required  for 


the  Lockheed-Martin  Concept  would  occur  in  other 
existing  facilities  at  Vandenberg  Air  Force 


constructed  include  two  vehicle  assembly 
facilities  to  be  constructed  just  south  of 


SLC-41  along  the  existing  Titan  Transporter  Rail 


Most  of  the  construction  activities  at  Cape 
Canaveral  Air  Station  would  occur  in  previously 


Lockheed-Martin  would  construct  two  new 
facilities  at  Vandenberg  for  this  Concept,  a 


vehicle  assembly  facility  and  an  upper  stage 
processing  facility.  Most  of  the  construction 


activities  at  Vandenberg  Air  Force  Base  would 
occur  in  previously  disturbed  areas  with 
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construction  activities  beginning  in  February 


This  slide  depicts  the  proposed 
Lockheed-Martin  facilities  and  their  locati 


at  Vandenberg. 

Concept  B  is  the  Boeing  Concept.  The 


Boeing  EELV  would  consist  of  small,  mediu 
heavy  launch  vehicles,  as  depicted  here. 


The  Boeing  concept  would  use  a  common 
booster  core  with  a  storable  upper  stage  or  / 


cryogenic  stage  as  second  stage,  depending  on 
payload  requirements.  The  medium  vehicle  would 


use  one  common  booster  core  first  stage,  while 
the  heavy  vehicle  would  use  three  common  booster 


The  common  booster  core  would  use  a 
propellant  mixture  of  liquid  hydrogen  and  liquid 


oxygen.  The  storaible  upper  stage  would  use  a 
nitrogen,  tetroxide  and  hydrogen  mixture,  and 


the  cryogenic  upper  stage  would  \ 
hydrogen  and  liquid  oxygen. 


The  slide  also  depicts  the  integration  of 
the  conponents  into  the  medium  and  heavy  vehicle 


configurations. 

The  Boeing  concept  will  include  a 


coitnercial  vehicle  configuration  which  uses 
Btrap-on  solid  rocket  motors  consisting  of 


atrmonium  perchlorate,  aluminum  and 
hydroxyl -terminated  polybutadiene  binder 


material.  This  configuration  is  planned  solely 
for  comnercial  use.  Analysis  of  this 


configuration  was  added  to  the  Draft  EIS  as  i 
result  of  the  scoping  process. 


The  Boeing  concept  will  use  the  120 -acre 
SLC-37  at  Cape  Canaveral  Air  Station.  SLC-37  is 


located  in  the  north  central  portion  of  the 
Station  and  was  originally  used  by  NASA  for  the 


Saturn  Program.  SLC-37  is  currently  inactive 
and  would  require  major  modification  for  this 


concept.  Much  of  the  on-site  vehicle  launch 
processing  required  for  the  Boeing  Concept  would 


occur  in  other  existing  facilities  at  Cape 
Canaveral  Air  Station. 


One  new  facility  to  be  constructed  is  a 
horizontal  integration  facility  located  near 


SLC-37.  Most  of  the  construction  activities  at 
Cape  Canaveral  Air  Station  would  occur  in 


previously  disturbed  areas  with  construction 
activities  beginning  in  June,  1998. 


This  slide  depicts  the  proposed  Boeing 
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Cacilxcies  and  their  locations  at  Cape 
Canaveral . 

The  Boeing  concept  would  use  portions  of 
the  lOO-acre  SLC-6  at  South  Vandenberg  Air  Force 
Base.  The  SLC'6  site  was  originally  constructed 
in  1970  for  the  Titan  HIM  manned  launch 
vehicle.  The  Titan  HIM  was  to  be  used  for  the 
Manned  Orbital  Laboratory  Program.  Subsequent 
to  the  cancellation  of  the  Manned  Orbital 
Laboratory  Program,  SLC-6  was  modified  for  the 
Space  Shuttle  Program,  However,  it  was  never 
used  for  this  program. 

Some  of  the  SLC-6  facilities  are  currently 
being  used  by  the  California  Commercial 
Spaceport  and  another  launch  contractor.  SLC-6 
tfould  require  major  modification  for  this  EELV 
concept.  Much  of  the  on-site  launch  vehicle 
processing  required  for  the  Boeing  concept  would 
occur  in  existing  facilities  at  Vandenberg  Air 
Force  Base. 

One  new  facility  to  be  constructed  is  a 
hori rental  integration  facility  located  near 
SLC-6.  Most  of  the  construction  activities  at 
Vandenberg  Air  Force  Base  would  occur  in 
previously  disturbed  areas  with  construction 


activities  beginning  there  in  Decemoer,  i9Se. 

This  slide  depicts  the  proposed  Boeing 
facilities  and  their  locations  at  Vandenoerg. 

The  third  EELV  proposed  concept  would 
consist  of  inplementing  both  the  X,oc)cheed- Martin 
and  Boeing  concepts.  In  this  case,  for  purposes 
of  analysis,  it  is  assumed  that  each  contractor 
would  launch  about  half  of  the  Government 
missions  2uid  half  of  the  foreseeable  commercial 
missions . 

Under  the  No-Action  Alternative,  the  Air 
Force  would  continue  to  use  the  Atlas,  Delta  and 
Titan  to  n»et  the  launch  requirements  of  the 
National  Mission  Model. 

Due  to  substantial  anticipated  commercial 
use  of  EELV,  a  combined  Government  Commercial 
Mission  Model  was  required  in  order  to  corplete 
the  Environmental  Impact  Analysis.  Predicting  a 
precise  EELV  mission  model  for  both  Government 
and  comnercial  flights  through  the  life  of  this 
program  to  2020  is  difficult.  However,  a  model 
was  developed  specifically  for  this  EIS. 

The  Government  portion  of  the  EIS  Mission 
Model  was  based  on  the  Air  Force  Space  Command 
National  Mission  Model  dated  July,  1997,  and 
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included  DOD  and  NASA  payloads  scheduled  throug.-. 
2020. 

The  comnercial  portion  of  the  EIS  model  was 
developed  using  comnercial  forecasts  from  the 
Air  Force  Space  Comnand  National  Mission  Model, 
comnercial  industry  projections  and  Federal 
Aviation  Administration  estimates. 

For  Concepts  A  and  B,  the  Government 
National  Mission  Model  plus  16  commercial 
mission  launches  per  year  were  analyzed.  The 
projected  peak  launch  rates  at  Cape  Canaveral 
Air  Station  occurs  in  2015,  and  the  projected 
peak  launch  rate  at  Vandenberg  Air  Force  Base 
occurs  in  2007. 

For  Concept  A/B,  the  scenario  where  both  ■ 
concepts  are  in^lemented,  each  contractor  is 
assumed  to  launch  SO  percent  of  the  combined 
total  of  EELV  flights. 

The  No-Action  Alternative  does  not  include 
analysis  of  comnercial  launches. 

Well,  that's  the  EELV  Program  as  it  stands 
today.  Both  contractors  are  in  the  midst  of 
their  design  processes  with  Critical  Design 
Reviews  expected  at  the  end  of  1998.  Any 
environmental  impacts  which  result  from  these 


Document  1 

1 

ongoing  design  efforts  will  be  addressed  ir. 

2 

accordance  with  Environmental  Intact  Analysis 

3  . 

Process  requirements. 

4 

Now  I'll  turn  the  floor  over  to  Mr.  Clark, 

5 

who  will  discuss  the  Environmental  Inpact 

6 

Analysis  process  and  the  Draft  Environmental 

7 

Impact  Statement. 

8 

MR.  CUVRK:  Thank  you.  Colonel  Knauf . 

9 

As  he  stated,  my  name  is  Dale  Clark  and  I 

10 

am  an  Environmental  Project  Manager  with  the  Air 

11 

Force  Center  for  Environmental  Excellence.  The 

12 

EELV  Program  Office  used  our  organization  to 

13 

manage  the  environmental  analysis  for  the  EELV 

14 

Program. 

15 

The  independent  environmental  contractor 

16 

chat  assisted  in  preparation  of  the  draft 

17 

process  is  Earth  Tech.  Tonight  I'm  going  to 

18 

provide  some  background  on  the  Environmental 

19 

Iirpact  Analysis  process  generally  and  then 

20 

discuss  the  Draft  EIS  that  has  been  prepared  for 

21 

the  EELV  Program. 

22 

The  National  Environmental  Policy  Act,  or 

23 

NEPA,  requires  that  federal  agencies  consider 

24 

Che  environmental  consequences  of  their  Proposed 

25 

Actions  in  their  decision-making  process.  The 

9-34 


EELV  FE IS 


Document  1 


Document  1 


Air  Force  decision  which  triggers  KEPA  would  ce 
to  allow  the  ittiplemencacion  of  the  EELV  Prograrr 


at  Cape  Canaveral  and  Vandenberg. 

He  are,  therefore,  preparing  an  EIS  to 


analyse  the  potential  environmental  consequences 
of  the  inplementation  decision.  Due  to  the 


analysis  of  potential  commercial  launch 
activities,  the  Federal  Aviation  Administration 


is  serving  as  a  cooperating  agency  in  Che 


preparation  of  the  EIS. 

NEPA  also  requires  that  the  public  be 


included  in  this  decision-making  process.  We 
held  scoping  meetings  in  March,  1997,  both  here 


and  in  California  to  explain  the  EIS  process  and 
our  proposed  activities  and  to  request  public 


input  on  the  issues  to  be  addressed.  That  inpu 
helped  guide  preparation  of  the  Draft  EIS. 


The  Draft  EIS  was  made  available  for  public 
review  and  comment  in  December,  1997.  Tonight's 


public  hearing  is  a  formal  meeting  in  which  we 
review  the  results  presented  in  the  Draft  EIS 


and  receive  public  comnents  on  the  document. 

Any  comments  on  the  Draft  EIS  this  evening. 


whether  verbal  or  written,  will  be  part  of  the 
public  record  and  will  be  considered  as  we 


prepare  the  Final  EIS. 

Written  comments  will  be  accepted  thrcug.’-. 


the  public  comnent  period,  which  lasts  until 
February  2nd  of  1996.  Written  comments  should 


be  directed  to  the  address  shown  on  this  slide 
The  address  is  also  shown  in  the  brochure 


provided  at  the  door  this  evening. 

After  the  end  of  the  public  comment  period. 


all  ccMiments  will  be  reviewed,  responses  will  be 
prepared  and  the  EIS  may  be  revised,  if 


necessary.  All  cotriBents  received  will  be 
printed  in  the  Final  EIS,  which  is  scheduled  for 


publication  in  April,  1998. 

Following  release  of  the  Final  EIS  and  a 


required  30-day  waiting  period,  the  Air  Force 
can  publish  its  Record  of  Decision  indicating 


its  decision  on  implementing  the  EELV  Program. 

The  three  ma^or  portions  of  the  EIS  are  the 


Description  of  Alternatives,  including  the 
Proposed  Action  and  No-Action,  which  is 


presented  in  Chapter  Two,  the  Description  of  the 
Affected  Environment  presented  in  Chapter  Three. 


and  the  Environmental  Consequences  or  Impacts 
which  are  presented  in  Chapter  Four. 


Chapter  Two,  the  Description  of 
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Alternatives,  is  the  heart  of  the  EIS.  It 
explains  the  activities  that  are  being  proposed. 

As  already  described  by  Colonel  Knauf,  the 
Proposed  Action  in  the  Draft  EIS  is  the 
continued  development  and  irplementation  of  EELV 
systems.  Three  different  concepts  were 
evaluated  for  accoti?3lishing  this  Proposed 
Action:  Concept  A,  Lockheed -Mart in;  Concept  B, 
Boeing;  and  Concept  A/B,  which  implements  both 
the  Lockheed -Mart in  and  Boeing  concepts. 

Under  the  No-Action  Alternative,  EELV 
systems  would  not  be  implemented  and  the  Air 
Force  would  continue  to  use  Atlas,  Delta  and 
Titan  vehicles  to  meet  the  requirements  of  the 
National  Mission  Model. 

Chapter  Three  of  the  EIS  describes  the 
affected  environment.  It  provides  a  description 
of  the  existing  conditions  in  the  project  area 
prior  to  inclement ing  the  Proposed  Action  and 
serves  as  a  baseline  for  assessing  environmental 


In  addition.  Chapter  Three  in  this  case 
also  describes  the  current  activities  associated 


Chapter  Four  of  the  EIS  describes  the 
potential  environmental  impacts  that  may  occur 


as  a  result  of  in^jlementing  the  Proposed  Accior.. 
The  effects  of  each  alternative  are 


compared  to  the  projected  baseline  conditions 
over  the  next  20  years  as  defined  for  the 


No-Action  Alternative. 


Chapter  Pour  includes  suggested  mitigations 
where  potential  adverse  impacts  have  been 


The  issues  analyzed  in  Chapter  Three  and 
Four  are  grouped  into  two  broad  categories.  The 


first  group  includes  population  and  employment, 
land  use,  transportation  and  utilities.  Changes 


in  these  factors  may  influence  environmental 


The  second  group  addresses  impacts 
associated  with  activities  and  resources  such  as 


hazardous  materials  and  waste,  health  and 
safety,  soils  and  geology,  water  resources. 


lower  and  upper  atmosphere  air  quality,  noise, 
orbital  debris,  biological  resources  and 


cultural  resources. 


with  use  of  the  Atlas,  Delta  and  Titan  launch 


In  addition,  an  Environmental  Justice 


vehicles  at  the  two  installations. 


Analysis  was  performed  as  a  part  of  this 
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process.  However,  since  no  potential 
disproportionate  impacts  on  low  income  or 
minority  populations  were  identified, 
environmental  justice  will  not  be  addressed 
further  in  tonight's  presentation. 

The  remainder  of  this  presentation  will 
consist  of  a  summary  of  the  Draft  EIS  Analysis 
results  for  each  of  these  resources. 

For  each  area,  I  will  address  impacts 
associated  with  each  installation  and  concept. 
For  most  in^accs  associated  with  new  facility 
construction  or  ground  disturbance,  Concept  A/B 
is  simply  the  combination  of  impacts  described 
for  Concepts  A  and  B,  unless  otherwise 
indicated.  I  hope  that's  clear. 

Total  en^loyment  associated  with  Concept  A 
or  A/B  is  expected  to  be  less  than  the  current 
program  erqjloyment  totals  for  the  Atlas,  Delta 
and  Titan  vehicles  at  both  installations. 
However,  the  expected  decreases  are  very  small 
in  con^arison  to  the  overall  job  growth 
projected  in  Brevard  or  Santa  Barbara  Counties 
during  the  same  period. 

Under  the  No-Action  Alternative,  employment 
associated  with  the  existing  Titan,  Atlas  and 
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Under  Concept  A/B.  launches  would  occur  at 
both  these  SLCs  and  beach  closures  would  be  a 
combination  of  both  those  described  for  A  and  B. 

Under  the  No- Action  alternative.  Ocean 
Beach  is  closed  for  all  Atlas,  Titan  and  Delta 
launches,  and  Jalama  Beach  is  also  closed  for 
Low  Azimuth  Titan  launches. 

Transportation  increases  in  traffic  around 
the  launch  eon^jlexes  are  expecting,  are 
expected,  rather,  during  the  construction 
periods  for  BELV  facilities.  However,  these 
increases  would  be  minor  and  are  expected  to 
revert  to  previous  levels  or  less  as 
construction  is  con^leted. 

Local  highway  traffic  associated  with 
laimch  activities  is  expected  to  decrease  from 
existing  conditions  under  all  Proposed  Action 
concepts  at  both  installations. 

Consequently,  operational  conditions  on 
local  roads  around  the  launch  complexes  are 
projected  to  inprove  or  remain  the  same  once  the 
EELV  Program  has  been  fully  implemented  and  the 
Atlas,  Delta  and  Titan  programs  have  been  phased 
down. 

Under  the  No-Action  Alternative,  traffic 
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Delta  Programs  is  assumed  to  remain  at  current 

2 

levels . 

3 

Proposed  land  uses  under  all  Proposed 

4 

Action  concepts  at  both  installations  would 

5 

generally  be  con?jatible  with  existing  land  uses 

6 

in  the  surrounding  areas  and  with  regional 

7 

plana.  However,  due  to  the  location  of  all 

e 

proposed  launch  facilities  within  the  coastal 

9 

zone,  coastal  zone  consistency  determinations 

10 

are  being  prepared  by  the  Air  Force  for 

11 

submission  to  the  appropriate  state  agencies  ir. 

12 

accordance  with  the  Coastal  Zone  Management  Act 

13 

For  Cape  Canaveral,  no  public  beaches  or 

14 

other  recreational  areas  are  expected  to  be 

IS 

affected,  since  there  are  no  public  beaches  in 

16 

or  adjacent  to  the  launch  area  or  base. 

17 

However,  at  Vandenberg  Air  Force  Base, 

18 

Concept  A  launches  from  SLC-3  West  would  require 

19 

the  closure  of  Ocean  and  Jalama  Beaches  for 

20 

safety  precautions  for  periods  of  approximately 

21 

eight  hours  during  launch  events.  Concept  B 

22 

launches  from  SLC-6  would  require  the  closure  of 

23 

only  Jalama  Beach,  and  that  would  occur  for  less 

24 

than  SO  percent  of  the  launches  from  SLC-6, 

25 

depending  on  the  launch  trajectory. 
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would  remain  at  current  levels. 

In  general,  consumption  of  utilities  such 
as  potable  water,  waste  water  treatment  and 
solid  waste  generation  would  increase  above 
C'^rrent  levels  at  both  installations  during 
construction  of  EELV  facilities.  However,  thes 
increases  %rould  be  well  within  the  capacity  of 
all  the  systems  analyzed  at  each  location. 

Following  construction,  consunption  would 
be  expected  to  decrease  below  no-action  levels 
at  the  two  installations. 

The  types  of  hazardous  materials  used  and 
waste  generated  at  the  two  installations  under 
the  Proposed  Action  would  be  similar  to  those 
used  and  generated  under  the  No-Action 
Alternative.  However,  the  quantities  would 
change.  No  Class  One  ozone-depleting  substances 
would  be  used  in  the  processing  or  launch  of 
either  Concept  A  or  B  vehicles. 

Hazardous  waste  associated  with  each 
concept  are  shown  on  this  slide  on  a  per  launch 
basis.  The  types  of  hazardous  wastes  generated 
during  processing  and  launch  of  Proposed  Action 
vehicles  would  be  conparable  to  the  types  of 
waste  generated  under  the  No-Action  vehicles, 
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but  the  quentities  would  be  different.  Total 
estimated  hazardous  waste  generated  on  a  yearly 


basis  would  be  greater  under  any  of  the  Proposed 
Action  concepts  than  under  the  No -Act ion 


Alternative.  However,  this  is  due  to  the 
addition  of  comnercial  launches  to  the  Proposed 


Action  analysis. 

Use  of  hazardous  materials  and  disposable 


hazardous  wastes  associated  with  the  EELV 
Program  would  comply  with  all  applicable  state 


and  federal  regulations.  At  Cape  Canaveral. 
Installation  Restoration  Program  Analysis  and 


cleanup  activities  at  SLC-37  and  SLC-41  both 
require  close  coordination  with  potential 


construction  schedules  for  Concepts  A  and  B. 
This  will  ensure  appropriate  cleanup  activities 


have  occurred  prior  to  disturbance  associated 
with  construction  and  operation  of  EELV 


At  Vandenberg,  no  potential  IRP  cleanup 
activity  has  been  identified  in  association  with 


possible  EELV  facilities. 

Procedures  are  in  place  at  both 


installations  under  both  the  Proposed  Action  2md 
the  No-Action  Alternative  to  ensure  that  the 
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At  Vandenberg  Air  Force  Base,  const ructic.-. 
in  SLCs  3  Nest  and  6  would  take  place  in  a 


seismically  active  area.  Construction  of  new 
facilities  and  modification  of  existing 


facilities  at  both  locations  would  incorporate 
earthquake  resistant  designs  as  required  by 


building  codes  to  minimize  the  risk  of  impacts 
from  seismic  events. 


No  construction  is  required  under  the 
Proposed  Action  and,  therefore,  there  would  be 


no  increased  erosion  associated  with  that. 
LT.  COLONEL  KNAUF :  That's  no  action. 


MR.  CLARK:  No -Action,  sorry  if  I  skipped 


Construction-related  ground  disturbances 
expected  to  exceed  five  acres  at  both 


installations  for  both  concepts.  Consequently, 
they  are  subject  to  National  Pollutant  Discharge 


Elimination  System,  or  NPDES,  permit 
requirements  to  reduce  runoff  to  waters  of  the 


United  States.  Adherence  to  permit  requirements 
and  standard  construction  practices  are  expected 


to  minimize  any  possible  impacts  to  surface 
waters  during  construction  of  EELV  facilitiei 


Hater  usage  associated  with  EELV  systems  is  not 
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general  public  and  installation  personnel  are 
not  exposed  to  undue  risk  associated  with 
unplanned  launch  events,  fire  protection,  fire 
suppression,  flight  termination  or  explosive 


Both  the  Proposed  Action  and  No-Action 
Launch  Vehicle  Programs  are  subject  to  EWR  127- 


range  safety  requirements.  This  regulation 
addresses  all  aspects  of  range  safety  and 


specifies  the  safety  and  planning  requirements 
that  all  launch  programs  on  the  eastern  and 


western  range  must  meet .  These  procedures 
include  monitoring  meteorological  conditions  up 


until  the  time  of  launch  to  ensure  that  the 
launch  will  not  pose  a  safety  risk  to  Air  Force 


personnel  or  the  public.  The  Range  Commander 
uses  this  information  to  decide  whether  to 


proceed  with  the  launch  or  cancel  it. 

Ground  disturbance  associated  with  facility 


construction,  renovations,  demolition  and 
infrastructure  inprovements  would  occur  with  all 


concepts  under  the  Proposed  Action. 
In?>lemencation  of  standard  construction 


practices  for  highly  credible  soils  would 
minimize  erosion  effects  for  all  concepts. 
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expected  to  affect  ground  water  resources 
either  area.  Impacts  to  wetlands  will  be 


addressed  later  in  the  biological  resources 


portion  of  this  presentation. 

Portions  of  the  assembly  facilities 


construction  sites  for  Concept  A  near  SLC-41  at 
Cape  Canaveral  are  located  within  a  100 -year 


floodplain.  Designs  for  this  site  will 
incorporate  this  issue  and  minimize  potential 


Inpacts  to  lower  atmosphere  air  quality 
associated  with  the  EELV  Program  would  be  due  to 
air  emissions  resulting  from  the  construction  of 
launch  and  support  facilities,  emissions  from 
the  operation  of  motor  vehicles  and  facilities 
and  direct  emissions  from  the  launch  vehicles 
themselves.  All  of  these  emissions  have  been 
considered  in  the  analysis  of  air  quality  for 


Cape  Canaveral  is  located  in  Brevard 
County.  Florida,  which  is  currently  well  within 


attainment  of  the  National  Ambient  Air  Quality 
Standards  for  criteria  pollutants  including 


ozone  and  its  precursors,  which  are  volatile 
organic  eoirpounds,  and  nitrogen  oxide,  carbon 
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monoxide,  ■ulfur  dioxide  and  particulates  maccer 
leas  than  ten  microns  in  diameter. 

In  order  to  determine  the  potential  for 
impact  in  the  Brevard  County  region,  we 
calculated  peak  year  construction  emissions  and 
peak  year  operations  emissions  associated  with 
each  concept.  In  each  case,  emissions 
associated  with  EELV  were  only  very  small 
fractions  of  Brevard  County  emissions  totals. 

As  seen  on  this  slide,  EELV  operational 
emissions  also  wuld  be  substantially  less  than 
the  emissions  associated  with  the  No-Action 
vehicles 

Construction  emissions  for  Concept  A/B, 
which  include  construction  of  all  proposed 
facilities  for  each  contractor,  produces  the 
maximum  amounts  of  construction  emissions.  Even 
so,  these  short-term  construction  emissions 
accoxmt  for  less  than  .5  percent  of  Brevard 
County  emissions  in  any  one  year  and  would  not 
jeopardize  Brevard  County's  attainment  status. 

Vandenberg  Air  Force  Base  is  located  in 
Santa  Barbara  County,  California,  which  has  been 
designated  by  the  U.S.  EPA  as  being  in  serious 
non  attainment  of  the  National  Ambient  Air 
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Quality  Standard  for  ozone.  Due  to  tne  Count v= 
status,  we  also  considered  how  implementaticr.  c: 
EELV  systems  would  impact  the  State's 
Implementation  Plan,  or  SIP,  for  attaining  the 
ozone  National  Ambient  Air  (Juality  Standard  for 
Santa  Barbara  County. 

In  performing  this  analysis,  we  first 
considered  the  de  minimis  threshold  for  serious 
ozone  non  attainment  areas.  In  this  case,  that 
threshold  is  50  tons,  meaning  that  if  the 
project  emits  less  than  50  tons  per  year  of  both 
ozone  precursors,  which  are  nitrogen  oxides  and 
volatile  organic  eotipounds,  it  is  assumed  to 
conform  with  the  SIP. 

As  you  can  see  from  this  slide,  during  Che 
peak  launch  year  in  2007,  operations  emissions 
for  all  concepts  are  well  below  the  50-ton 
threshold  for  V(3Cs  and  NOX.  In  addition,  total 
yearly  emissions  are  comparable  to  the  No-Action 
emissions,  even  though  the  Proposed  Action 
concepts  include  several  more  launches  due  to 
commercial  activities.  However,  construction 
activities  associated  with  Proposed  Action 
concepts  is  expected  to  generate  substantial 
amounts  of  emissions  at  Vandenberg. 
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As  you  can  see  from  this  slide.  Concepts  £ 
and  A/B  are  expect  to  exceed  the  SO -ton 
threshold  during  the  peak  construction  year  in 
2000.  Due  to  that  exceedence,  the  Air  Force  is 
preparing  a  General  Conformity  Determination  to 
determine  if  the  EELV  Program  is  in  conformance 
with  the  SIP. 

The  Conformity  Determination  will 
investigate  to  what  extent  the  EELV  construction 
activities  fit  within  established  emissions 
budgets  for  the  base  and.  if  necessary,  will 
**pj-®^*  Che  mitigation  measures  necessary  to 
reduce  the  emissions  to  acceptable  levels.  The 
oi’T'hity  Determination  is  a  public  document 
and  should  be  available  for  review  m  March  of 
this  year. 

Under  Concept  A,  no  solid  rockets  would  be 
used  and,  therefore,  there  would  be  no  emissions 
of  any  ozone -depleting  substances  into  the  upper 
atmosphere . 

Under  Concept  B,  strap-on  solid  rocket 
motors  would  be  used  for  some  conmercial 
launches  using  the  Delta  Four  M-Plus  vehicle. 
According  to  the  mission  model  used  for  this 
analysis,  these  M-Plus  vehicles  would  account 
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for  approximately  30  percent  of  Concept  B's 
total  launches  and  16  percent  of  the  launches 
under  Concept  A/B. 

Use  of  these  solid  rockets  produces 
chlorine  eotrpounds  and  alumina  particulate 
emissions  which  may  be  associated  with  the 
degradation  of  the  stratospheric  ozone  layer. 
However,  as  shown  on  this  slide,  the  total 
chlorine  and  particulate  emissions  due  to  the 
EELV  vehicles  are  leas  than  those  associated 
with  the  No-Action  vehicles,  even  though  the 
total  number  of  launches  is  larger. 

In  addition,  these  emissions  are  far  less 
than  one  percent  of  the  total  global  estimate  of 
chorine  released  yearly  due  to  the  breakdown  of 
industrial  halocarbons . 

The  primary  noise  concerns  associated  with 
the  EELV  Program  have  to  do  with  the  actual 
launch  of  the  vehicles.  Two  basic  types  of 
noise  are  of  concern,  in-flight  rocket  noise  and 
sonic  booms.  In-flight  rocket  noise  measured  in 
decibels  can  be  characterized  as  that  noise 
heard  once  the  engines  have  begun  firing  and  the 
vehicle  begins  to  lift  off. 

For  Cape  Canaveral,  the  maximum  in-flight 
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rocket  noise  that  may  reach  any  residentia;  arei 
under  Concepts  A  or  B  are  noise  levels  cf 


approximately  75  to  60  decibels.  In  both  cases, 
these  maximums  are  due  to  heavy  launch  vehicles. 


and  both  are  somewhat  less  than  the  estimated  8C 


trajectory.  Sonic  booms  are  usually  descrice 
by  their  peak  overpressure  in  terms  of  pounds 


per  square  foot.  This  peak  occurs  within  a 
relatively  small  area  known  as  the  focal  zone 


and  reduces  rapidly  outside  of  the  fo 


to  85  decibels  produced  by  the  heaviest 
No-Action  launch  vehicle,  the  Titan  IV.  The 


more  common  medium  vehicles  would  produce  less 
noise.  These  noise  levels  would  occur  on  a 


relatively  infrequent  basis  and  are  not  unusual 
occurrences  in  the  local  area. 


At  Vandenberg,  the  maximum  estimated 
in-flight  rocket  noise  that  may  reach  any 


residence  area  under  Concept  A  or  B  are  noise 
levels  of  approximately  65  2md  60  decibels. 


respectively.  In  both  cases,  once  again,  these 
maximums  are  due  to  the  heavy  launch  vehicles. 


and  each  is  lees  than  the  68  decibels  measured 
for  Titan  IV  launches  at  the  installation.  Once 


the  more  coninon  medium  launch  vehicle 


would  produce  less  noise. 

Sonic  booms  do  not  occur  until  the  launch 


vehicle  has  accelerated  to  the  speed  of  sound. 
Booms  usually  occur  several  miles  down  range 


from  the  launch  complex  along  the  flight 


As  shorn  on  this  slide,  sonic  booms 


associated  with  latinches  from  Cape  Canaveral 
would  occur  over  the  open  Atlantic,  generally 


more  than  20  miles  offshore.  Maxim' 


overpressures  modeled  were  generally  in  the  s 
to  seven  pounds  per  square  foot  range.  No 


impacts  are  expected  from  these  sonic  booms. 
At  Vandenberg,  sonic  booms  occur  south  o: 


Vandenberg  Air  Force  Base  along  the  vehicle's 
launch  trajectory.  Booms  are  usually  20  milei 


offshore  and  in  some  cases  impact  the 
unpopulated  Channel  Islands,  as  shown  on  this 


example.  I  will  discuss  possible  sonic  boom 
impacts  on  Channel  Island  biological  species 


later  in  the  presentation. 

Modeled  maximum  sonic  boom  overpressures 


occurring  within  the  boom  footprints  are  as  hd 
as  five  to  six  pounds  per  square  foot.  Hhile 


most  Concept  A  and  Concept  B  sonic  boom 
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footprints  wuld  be  entirely  over  the  Pacific  cr 
the  Channel  Islands,  one  trajectory  under 


consideration  for  Concept  A  would  have  a  sonic 
boom  footprint  which  intersects  the  California 


coastline  east  of  Santa  Barbara.  The  portion  cf 
the  footprint  which  would  be  felt  along  the 


coast  ranges  from  one-half  to  two  pounds  per 
square  foot  and  would  be  smaller  than  further 


The  amplitude  of  the  boom  would  be 
comparable  to  those  associated  with  Space 


Shuttle  landings  at  Edwards  Air  Force  Base.  But 
the  populated  area  affected  is  considerably 


Since  this  trajectory  is  expected  to  be 
flown  no  more  than  once  or  twice  per  year  and 


the  an^litude  of  the  booms  is  small,  no  adverse 
impacts  are  expected. 


Concept  A  and  B  launch  vehicles  would  add 
small  incremental  amounts  to  the  existing 


orbital  debris  population  orbiting  the  earth. 
However,  these  additions  would  be  minimized 


through  the  use  of  designs  which  minimize 
on-orbit  explosions  and  resultant  scattering  of 


small  pieces  of  hardware. 


At  Cape  Canaveral,  impacts  to  biological 
resources  could  occur  due  to  facility 


construction  as  well  as  continuing  operations. 
Under  Concept  A.  construction  of  vehicle 


assembly  facilities  south  of  SLC-41  along  the 
current  Transporter  Rail  Line  could  impact  up  to 


6.2  acres  of  jurisdictional  wetlands.  Filling 
or  dredging  these  wetlands  would  require  the 


conpletion  of  a  Core  of  Engineers  Section  404 
permit  and  a  Saint  John's  River  water  Management 


District  Environmental  Resource  Perimeter. 
Proposed  mitigation  for  this  environmental 


impact  is  through  the  reconnection  of  the 
58 -acre  west  marsh  area  to  the  Banana  Rive: 


Due  to  SLiC-41's  location,  nearby  federally 
listed  threatened  or  endangered  sea  turtle 


adults  and  hatchlings  could  be  disoriented  by 
artificial  lighting  at  the  site.  Consequently, 


low  pressure  sodium  lighting  will  be  used  and  a 
lighting  plan  will  be  developed  to  minimize 


lighting  inpacts  on  turtles. 

Titan  IV  launches  already  occur  from 


SLC-41,  and  no  additional  inpact  --no 
additional  effects,  rather,  from  EELV  launches 


are  expected. 
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curtleB.  The  flame  ducts  for  SIiC-37  point 
directly  at  one  quarter  to  one-half  acre  of 
southeastern  beach  mouse  habitat.  Direct 
n»rtality  to  beach  mice  in  the  area  could  occur 
during  launch  activities.  Mitigation  for  this 
iR^act  may  include  trapping  and  relocation  of 
the  mice  and/or  habitat  restoration  near  the 
site.  Final  mitigation  pl2ms  will  be  determined 
through  consultation  with  the  U.S.  Fish  and 
Wildlife  Service. 

Clearing  of  the  14 -acre  integration 
facility  site  would  inpact  territory  for  the 
Florida  scrub  jay.  Mitigation  for  this  inpact 
would  include  habitat  restoration  and  monitoring 
as  called  for  in  the  Cape  Canaveral  Scrub  Jay 
Habitat  Conservation  Plan.  The  scrub  jay 
mitigation  may  also  be  considered  as  wetland 
mitigation  because  it  would  benefit  the  swale 
wetlands  in  the  area. 

Gopher  tortoise  burrows  are  present  in 
areas  planned  for  construction  at  SLC-37  and  the 
integration  facility  site.  Mitigation  for 
inpacts  to  the  tortoise  vrould  include  trapping 
and  relocation  to  nearby  uninpacted  sites. 

For  Vandenberg  Air  Force  Base,  inpacts  to 
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turtles.  The  flame  ducts  for  SLC-37  point 
directly  at  one  quarter  to  one-half  acre  of 
southeastern  beach  mouse  habitat .  Direct 
mortality  to  beach  mice  in  the  area  could  occur 
during  launch  activities.  Mitigation  for  this 
inpact  may  include  trapping  and  relocation  of 
the  mice  and/or  habitat  restoration  near  the 
site.  Final  mitigation  plans  will  be  determined 
through  consultation  with  the  U.S.  Fish  and 
Wildlife  Service. 

Clearing  of  the  14 -acre  integration 
facility  site  would  inpact  territory  for  the 
Florida  scrub  jay.  Mitigation  for  this  impact 
would  include  habitat  restoration  and  monitoring 
as  called  for  in  the  Cape  Canaveral  Scrub  Jay 
Habitat  Conservation  Plan.  The  scrub  jay 
mitigation  may  also  be  considered  as  wetland 
mitigation  because  it  would  benefit  the  swale 
wetlands  in  the  area. 

Gopher  tortoise  burrows  are  present  in 
areas  planned  for  construction  at  SLC-37  and  the 
integration  facility  site.  Mitigation  for 
inpacts  to  the  tortoise  would  include  crapping 
and  relocation  to  nearby  unimpaeted  sites. 

For  Vandenberg  Air  Force  Base ,  impacts  to 
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biological  resources  would  result  primarily  fror 
operational  activities,  since  most  construction 
is  anticipated  to  ca)ce  place  within  existing 
complexes  or  along  existing  roadways. 

Minor  wetland  impacts  of  less  chan  one  acre 
each  could  occur  under  both  concepts  due  to 
construction  at  SLC-3  West  for  Concept  A  and 
SLC-6  for  Concept  B.  Appropriate  mitigation  for 
these  wetland  inpacts  would  be  determined  during 
Che  permitting  process.  Impacts  due  to 
operational  activities  would  be  associated 
primarily  with  vehicle  launches  which  would 
occur  on  an  infrequent  basis. 

Average  launch  rates  were  presented  earlier 
by  Colonel  Knauf .  Many  of  these  EELV  launches 
would  be  replacing  launches  currently  scheduled 
under,  on  the  No-Action  launch  vehicles. 

Inpacts  CO  listed  species  and  marine  mammals  are 
primarily  due  to  noise  and  sonic  boom. 

Identified  pinniped,  that  is,  seal  or  sea  lion, 
haulout  locations  on  Vandenberg  Air  Force  Base 
are  located  at  Purisima  Point  and  Rocky  Point . 

Current  launch  noises  as  low  as  80  decibels 
have  been  shown  to  cause  pinnipeds  on  land  to 
flee  Co  the  water,  but  no  abandonment  of  the 
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haulout  areas  or  itipaets  on  the  species' 
survival  have  iDeen  observed. 

Sonic  booms  also  currently  affect  the 
Channel  Islands  during  launches  from  Vandenberg 
Air  Force  Base .  Launches  from  Vandenberg 
require  a  take  permit  from  the  National  Marine 
Fisheries  Service  to  address  the  harassment  of 
marine  maimals  under  the  Marine  Mammal 
Protection  Act.  Permits  currently  in  place  for 
other  similar  launch  programs  will  require 
monitoring  of  marine  mammals  in  the  Channel 
Islands  during  launches  to  identify  any 
long-term  impacts  that  may  occur  to  the  animals 
caused  by  launch  activities.  None  of  these 
monitoring  studies  conducted  to  date  have  shown 
injury  or  abandonment  of  pups  due  to  sonic  boom 
impacts . 

Under  Concept  A,  maximum  noise  levels  are 
predicted  to  be  less  than  80  decibels  at 
Purisima  Point  and  as  much  as  85  at  Rocky  Point . 
Due  to  the  infrequent  nature  of  the  launches  and 
the  short  duration  of  the  noise  impact ,  launches 
are  not  expected  to  negatively  affect  these 
populations. 

The  Channel  Islands  are  expected  to 
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experience  aonic  boom  itnpacCB  under  chi 


•peciea  are  expected  due  to  launches  from  Si: 


concept.  Based  on  the  modeling  conducted  cf 
aeveral  flight  scenarios,  aonic  boom  focal  zones 


could  overlie  pjarta  of  the  northern  Channel 


Meat  \mder  Concept  A.  However,  monitoring 
requirementa  aimilar  to  those  already  required 


for  other  launches  from  South  Vandenberg  may  be 


Islands  or  could  miss  them  entirely,  depending 


identified  during  consultation  with  the  Fish  and 


on  the  vehicle  and  trajectory  flown.  For  focal 
zones  which  do  iiipact  the  Channel  Islands,  our 


analysis  indicates  that  the  maximum  potential 
overpressures  would  be  in  the  range  of  five  tc 


six  pounds  per  square  foot,  which  is  simi 
sonic  booms  experienced  from  some  of  the 


existing  No-Action  launch  vehicles.  Therefore, 
conditions  affecting  channel  island  species  are 


Wildlife  Service. 

Under  Concept  B  at  Vandenberg,  the  harbor 


at  Boathouse  Flats  would  probably  require 
dredging  in  order  to  accept  the  barges  carry’ mg 


core  boosters  for  this  concept.  The  material  to 
be  dredged  is  estimated  at  approximately  20,000 


cubic  yards,  or  about  one -third  of  the  amount 
originally  dredged  for  the  harbor.  Spoil 


not  expected  to  change  from  the  current 


Several  federally  listed  threatened  or 
endangered  bird  species,  including  willow 


flycatcher,  least  tern,  snowy  plover  and 
peregrine  falcon,  are  located  in  the  vicinity  of 


SLC-3  West.  Although  many  of  these  species 
flush  or  teUce  flight  at  the  sight  or  sound  of  a 


launch,  no  long-term  impacts  to  them  or  their 
use  of  the  area  have  been  observed  during 


monitoring  conducted  for  Titan  IV  launches. 

Similarly,  no  long-term  impacts  to  these 


locations  muld  be  identified  as  a  part  of  the 
permitting  process  for  the  dredging  activity. 


Species  in  the  area  %irould  probably  leave 
the  harbor  during  the  dredging  activity  and 


return  afterwards.  No  long-term  negative 


inpacts  would  be  expected. 

Similar  to  Concept  A,  impacts  from  Concept 


B  due  to  operational  activities  vrould  be 
associated  primarily  with  vehicle  launches  which 


would  occur  as  described  for  Concept  A.  Similar 
to  Concept  A,  in-flight  rocket  noise  would  be 


experienced  at  pinniped  haulout  locations  at 
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Purisiina  and  Rocky  points.  The  impacts  there 
would  be  similar  to  those  described  for  Concept 


species  which  may  occur  in  the  creek  area. 

For  cultural  resources  at  Cape  Canaveral, 


under  Concept  A,  no  National  Registered  Eligibii 


Sonic  boom  impacts  would  also  be  similar  in 
that  the  focal  zones,  or  areas  of  maximum 


overpressure,  may  impact  in  the  ocean  or  on  the 
islands,  depending  on  the  vehicle  and 


trajectory.  Focal  zones  which  do  impact  the 
islands  would  have  maximum  overpressures  of  five 


to  seven  pounds  per  square  foot,  which  is  still 
within  the  realm  of  existing  sonic  booms  and  is 


also  not  expected  to  change  the  conditions  for 
wildlife  preservation  on  the  Channel  Islands. 


Similar  to  Concept  A,  several  Federally 
listed  threatened  or  endangered  bird  species 


also  are  located  in  the  vicinity  of  Sl.C-6. 
Noise  impacts  and  potential  monitoring 


requirements  for  these  species  %«ould  be  similar 
to  those  described  for  Concept  A. 


Potential  acidification  of  Canada  Honda 
Creek  may  need  to  be  monitored  during  Concept  B 


launches  using  solid  rocket  motors  due  to 
possible  inpacts  to  the  tidewater  goby,  the 


unarmored  threespii 


stickleback  and  the 


red-legged  frog,  which  are  all  federally  listed 


historic  or  prehistoric  archaeological  sites  or 
traditional  resources  have  been  identified 


within  the  areas  to  Joe  affected  by  construction 
or  ground  disturbance.  Consequently,  no 


mitigation  measures  are  proposed  for  this 


Under  Concept  B,  there  are  no  National 
Registered  Eligible  archaeological  sites  or 


traditional  resources  within  the  area  to  be 
affected  by  construction  or  ground  disturbance. 


However.  Hangar  C  has  recently  been  assessed  for 
possible  inclusion  on  the  National  Register. 


Hanger  C  appears  to  have  potential  eligibility 
as  a  historic  facility  less  than  50  years  old. 


If  the  hangar  is  determined  eligible,  the 
renovations  proposed  for  it  under  Concept  B  are 


not  likely  to  adversely  affect  it.  The  Air 
Force  will  consult  with  the  Florida  State 


Historic  Preservation  Officer  concerning  this 
and  other  facilities  to  be  used  at  Cape 


Canaveral  under  Concepts  A  and  B. 

At  Vandenberg  Air  Force  Base,  under  Concept 
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A,  there  are  no  National  Register  Eligible 
archaeological  sites  or  traditional  resources 


within  the  areas  to  be  directly  affected  by 
construction.  However,  proposed  construction 


near  the  intersection  of  Coast  and  Bear  Creek 


the  construction  of  the  integration  facilit 
SLC-6  has  the  potential  to  directly  affect 


known  archaeological  site.  Recent  surveys 
indicate  chat  this  site  is  deeply  buried  am 


likely  to  actually  be  affected  by  integration 


Roads  is  very  close  to  an  archaeological  site 
eligible  for  listing  in  Che  National  Register. 


Due  to  this  close  proximity,  archaeological 
and  Native  American  monitoring  is  recommended  as 


a  mitigation  during  ground  disturbance.  5LC-3 
West  has  previously  been  determined  eligible  for 


the  National  Register  under  the  Cold  War 


historic  context . 


The  accepted  mitigation  for  possible 
impacts  to  this  type  of  historic  facility  is 


recordation  in  accordance  with  the  requirements 
of  the  Historic  American  Building  Survey  and 


Historic  American  Engineering  Record,  otherwise 
known  as  HABS/HAER.  KAB5/HAER  recordation  for 


SLC-3  West  was  convicted  in  1993.  No  further 
mitigation  is  expected  to  be  required  for 


facility  construction.  However,  due  to  the 
abundance  of  archaeological  sites  in  the  area. 


archaeological  and  Native  American  monitom 
reconmended  as  a  mitigation  during  ground 


disturbance  at  SLC<6. 


No  Register-Eligible  historic  facilities 
have  been  identified  for  use  or  modification  a: 


a  part  of  Concept  B.  Consequently,  no  further 
mitigation  measures  have  been  identified  for 


this  concept  at  Vandenberg. 

Under  Concept  A/B,  each  contractor  would  go 


forward  with  the  same  facilities  as  described 
previously.  Therefore,  iit?)accs  would  be  the 


same  as  previously  described. 

That  concludes  the  presentation  of  the 


Draft  EZS  results.  In  closing,  I'd  like  to 


Concept  A  activities. 

Under  Concept  B,  most  direct  ground 


disturbance  takes  place  at  SLC-6,  which  is  an 
archaeological ly  sensitive  area.  However,  only 


remind  you  that  we  are  here  this  evening  to 
request  your  input  to  the  Environmental  Impact 


Analysis  process  and  specifically  to  hear  your 
comments  on  the  Draft  EIS.  We  will  be  accepting 
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written  comments  through  February  2,  1996,  a* 
the  address  shown  on  this  slide.  All  comments 


received  will  be  considered  in  the  preparation 
of  the  Final  EIS.  Thank  you  very  muc.h . 


and  the  decision  package. 

Please  help  me  by  following  the  ground 


rules  that  we  have  for  this.  I'll  be  calling 
out  the  name  of  the  speaker.  Just  come  on  up  to 


COLONEL  McSHANE:  Thank  you,  Mr.  Clark. 
At  this  time,  folks,  I'd  like  to  take  a  10  to 


15-minute  break  and  when  we  reconvene.  I'll  be 
calling  on  you  folks  for  your  comments. 


If  you  want  to  speak  and  you've  not  already 
turned  in  a  card  indicating  that,  please  do  so 


the  podium  at  that  time. 

Please  speak  only  after  I  recognize  you  and 


address  your  remarks  to  i 


If  you  have  any 


written  statements  to  turn  them,  turn  in,  please 
give  them  to  Captain  Bosch  seated  down  here  in 


during  the  break.  We'll  take  a  recess  here. 
(A  recess  was  taken  from  8:00  to  8:15  p.m.} 


COLONEL  McSHANE;  Please  have  a  seat, 
folks.  We'll  now  start  the  public  comment 


portion  of  this  hearing. 

If  you  wish  to  speak  but  haven't  yet  filled 


out  a  card  or  changed  your  mind  or  decide  to 
apeak,  just  let  me  know.  Don't  be  hesitant  or 


shy  about  making  a  statement  here  tonight.  I 
want  to  be  sure  that  everyone  who  desires  to 


speak  will  have  a  ch^mce  to  be  heard. 

We  do  have  a  court  reporter  that  is  taking 


down  word  for  word  everything  that  is  said 
during  the  hearing,  and  this  record  will  become 


part  of  the  Final  Environmental  Impact  Statement 


Please  speak  clearly  and  slowly  into  the 
microphone  so  that  the  court  reporter  can  get 


down  who  you  are,  where  you're  from  and  the 
capacity  in  which  you  appear. 


If  you  are  an  elected  public  official, 
please  tell  us  that.  If  you're  representing  a 


group,  let  us  know  that.  Or  if  you're  speaking 
as  a  concerned  citizen,  cell  us  that,  as  well. 


Given  the  number  of  requests  I  have  here, 
I'm  not  going  to  impose  any  kind  of  a  time  limit 


And  if  I  call  a  name  of  someone  who's  not 
in  the  room,  »»e'll  go  back  to  that  name  later 


And  I  ask  that  the  audience  be  courteous 
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and  not  talk  while  iS  the  speaker  is  still 

2 

speaking . 

3 

And  I'm  sure  this  is  a  no  smoking  area,  sc 

4 

please  abide  by  that  rule. 

5 

Okay,  the  cards  I  was  given,  first  off,  I 

6 

have  Mr.  J-B.  Kuirp,  who  is  representing 

1 

Congressman  Doctor  Dave  Weldon.  Mr.  Kump. 

8 

MR.  KUMP;  May  I  speak,  sir? 

9 

COLONEL  McSHANE:  Certainly,  go  right 

10 

ahead. 

11 

MR.  KUMP:  Colonel  McShane,  I'm  pleased  to 

12 

represent  Congressman  Weldon  this  evening.  If 

13 

the  court  reporter  has  any  difficulty  bearing 

14 

me,  I'm  not  going  to  apeak  directly  into  the 

15 

microphone,  with  your  concurrence.  I  don’t  like 

16 

to  stand  with  my  back  to  people,  for  one  thing. 

17 

On  behalf  of  Congressman  Dave  Weldon,  I 

IB 

welcome  you,  Colonel  McShane,  and  the  other 

19 

members  of  this  panel .  I  thank  you  for  the  work 

20 

that  has  been  put  into  this  environmental  impact 

21 

study  over  the  past  several  months.  The 

22 

Congressman  has  a  copy  of  the  report  and  his 

23 

staff  has  had  a  chance  to  review  it.  I  can't 

24 

say  that  I'm  intimate  with  the  report,  but  I'm 

25 

aware  of  the  contents  and  I'm  certainly  smarter 
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as  a  result  of  your  briefings  tc  us  -here  t.-iir 

2 

evening . 

3 

This  process  is  a  crucial  process .  It's  a 

4 

exhaustive  process  and  it's  one  that’s  regulate 

5 

by  law.  The  Congressman  feels  that  it's  ar. 

6 

important  process  from  the  standpoint  cf  this 

7 

region  and  to  the  nation. 

e 

We're  pleased  to  be  here  tonight  to  wicnes 

9 

this.  We're  even  more  pleased  that  tnere  are  a 

10 

number  of  other  citizens  here  tonight  to  OD8er\' 

11 

the  process  and  to  provide  a  degree  of  oversigh 

12 

and,  and  input  to  the  process,  as  well. 

13 

This  is  not  a  new  business.  It's  not  a  ne 

14 

endeavor  for  the  Space  Coast.  Space  launch  has 

15 

been  our  life  and  our  livelihood  for  decades. 

16 

We've  watched  as  the  industry  and  as  the  scienc 

17 

has  grown. 

18 

One  thing  that  I  think  we  need  to  note  is 

19 

the  history  of  the  Air  Force’s  use  of  the  lands 

20 

in  its  infancy  to  the  growth  and  maturity  of  th 

21 

industry  is  worthy  of  review  in  conjunction  wit 

22 

this  environmental  impact  study. 

23 

I  think  the  use  of  these  lands  over  the 

24 

years  in  no  small  way  speaks  to  the  ability  of 

25 

your  agency  to  continue  doing  the  right  thing. 
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The  next  card  I  have  is  Buzz  Petsos,  whc's 

2 

the  Mayor  Pro  tern  of  the  City  of  Cape  Canaveral 

3 

But  he  came  up  during  Che  break  and  indicated 

4 

that  he  had  decided  to  make  a  written  submissio 

5 

rather  than  make  comments  for  the  record 

6 

tonight.  So  if  that's  still  the  case.  I'll  go 

7 

on  to  the  next  speaker. 

6 

And  that  is  Mr.  Hans  K.  Saurenmann. 

9 

MR.  SAURENMANN:  My  name  is  Hans  K. 

10 

Saurenmann.  And  please  give  me  a  break  in  the 

11 

language,  because  English  is  my  second  language 

12 

And  I  wish  to  thank  the  panel  for  the  nice 

13 

presentation. 

14 

Maybe  I'm  the  only  person  in  this  room  who 

15 

are  not  in  support  of  Concept  A,  B  or  A  and  B. 

16 

I  wish  to  explain  chat  in  a  personal  note. 

17 

I'm  in  strong  support  for  No-Act ion 

18 

Alternative .  I  have  two  notes  ediout  the 

19 

project,  the  scope  of  the  project,  I’m  simply 

20 

missing  the  vision  to  the  future.  We  are 

21 

running  out  all  over  the  globe,  running  out  of 

22 

money.  That  will  be  a  major  issue  for  Che 

23 

taxpayers  and  the  citizens  all  over. 

24 

^  1  For  Chat  reason,  I  wish,  or  I  would  propos 

25 

1  that  the  scope  would  be  enlarged,  at  least  on 
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both  sides  of  the  Atlanti 


proposal,  even  if  I  am  aware  that  this  is  a 
military  project,  but  there  is  aisc  commercial 


launches  involved.  And  if  they're  to  exclude 
European  nations  with  the  European  Space  Agency 


with  their  huge  potential  financially  and 
technologically  is  not  right. 


The  second  one,  I  propose  for  the  site,  i 
the  Congress  makes  a  decision  in  the  next  few 


years  to  close  the  base,  which  seems  to  be 
possible  in  five  years,  that  we  consider  to  put 


in  a  national  lunar  park.  You  can  call  it 
Clinton's  Park  or  Clinton's  Lunar  Park,  whatever 


(No  response. ) 

COLONEL  McSHANE:  I  don't  see  any.  Oka 


let  me  remind  you,  then,  that  you  may  maxe 
written  conment  as  long  as  they  are  received 


the  address  that  was  up  on  the  screen  earlie 
And  it  18  in  the  handout  that  you  got  earlie 


They  need  to  be  received  by  the  2nd  of  Febn 
If  I  can’t  get  anybody  else  to  make 


coninents,  I  will  adjourn  the  hearing.  Thank 
and  good  night . 


(The  proceedings  were  concluded  at  8:25  p.m 


it  16,  and  look  forward  to  get  our  feet  on  the 
ground  and  do  other  business  which  helps  our 


state  of  Florida  and  especially  our  county  that 


live  in.  Thank  you  very  much. 

COLONEL  McSHANE:  Thank  you,  sir. 


Well,  as  I  indicated,  we  didn't  get  a  whole 
lot  of  folks  who  indicated  on  the  cards  that 


they  wanted  to  make  a  statement.  So  I'll 
solicit  one  more  time,  this  will  be  your 


opportunity  to  make  comments  on  the  proposal,  on 
the  environmental  consequences,  to  make  comments 


tonight.  Anybody  else  want  to? 
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STATE  OF  FLORIDA  ) 

)  SS: 

COUNTY  OF  BREVARD  ) 


I,  DEBRA  M.  AFTER,  Registered  Diplomate 
Reporter,  certify  that  I  was  authorized  to  and  did 


stenographically  report  the  foregoing  procedings; 
that  the  transcript  is  a  true  and  complete  record  of 


my  stenographic  notes. 

I  FURTHER  CERTIFY  that  I  am  not  a  relati' 


employee,  attorney  or  counsel  of  any  of  the  parties,  nor 
am  I  a  relative  or  employee  of  any  of  the  parties' 


attorney  or  counsel  connected  with  this  action,  nor  am 
1  finetncially  interested  in  this  action. 


DATED  this  19th  day  of  January,  1998. 


oebmm  artw 


EXFINES  may  OB.  aooo 

fctUMnCKSOM8CO.sC 


M.  ARTEl 
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1 

SPEAXERS:  Pfr.vg 

1 

LOMPOC,  CALIFORNIA 

2 

MAJOR  KURT  NEUMAN  3 

2 

THURSDAY.  JANUARY.IS.  199£.  7:c:  F.M. 

3 

CXDLONEL  MIKE  MCSHANE  3 

3 

4 

LT  COLONEL  JIM  KNAUF  7 

4 

5 

MR.  DALE  CLARK  14 

5 

MAJOR  KURT  NEUMAN:  GOOD  EVENING  AND  WELCOME  TC 

6 

6 

THE  PUBLIC  HEARING  ON  THE  DRAFT  ENVIRONMENTAL  IMPACT 

7 

7 

STATEMENT  FOR  THE  EVOLVED  EXPENDABLE  LAUNCH  VEHICLE,  OF.  EEL'.' 

8 

8 

PROGRAM  SYSTEM,  AT  VANDENBERG  AIR  FORCE  BASE.  I'M  MAJOR  KUE.T 

9 

EtfBLK  SPSftKERgj- 

9 

NEUMAN,  REPRESENTING  THE  30TH  SPACE  WING  AT  VANDENBERG.  I.N 

10 

MICHAEL  SCHMAELING  37 

10 

A  FEW  MINUTES  A  MILITARY  JUDGE  FROM  THE  UNITED  STATES  AIR 

11 

ED  RUTKOWSKI  42 

11 

FORCE  JUDICIARY  WILL  PRESIDE  OVER  THE  HEARING,  AND 

12 

12 

REPRESENTATIVES  FROM  THE  EELV  PROGRAM  OFFICE  AND  THE  AIR 

13 

13 

FORCE  CENTER  FOR  ENVIRONMENTAL  EXCELLENCE  WILL  BE  PROVIDING 

14 

14 

YOU  WITH  AN  OVERVIEW  OF  THE  PROGRAM,  THE  ENVIRONMENTAL 

IS 

15 

PROCESS  ASSOCIATED  WITH  IT,  AND  THE  RESULTS  OF  THE  DRAFT 

1£ 

1 

16 

EIS. 

n 

1 

: 

17 

THE  30TH  SPACE  WING  IS  AN  INTEGRAL  PART  OF 

18 

18 

THIS  PROGRAM  AND  HAS  BEEN  PROVIDING  INPUT  ON  EELV  ACTIVITIES 

IS 

15 

THAT  WOULD  BE  TAKING  PLACE  AT  VANDENBERG.  OUR  ENVIRONMENTAL  1 

2C 

20 

STAFF  IS  PART  OF  THE  TEAM  THAT  HAS  BEEN  WORKING  ON  THE 

21 

21 

ENVIRONMENTAL  IMPACT  STATEMENT  AND  PROVIDING  OVERSIGHT  AND 

22 

22 

REVIEW  DURING  THE  ENTIRE  ENVIRONMENTAL  PROCESS. 

22 

23 

AT  THIS  POINT  I  WOULD  LIKE  TO  THANK 

24 

24 

EVERYONE  FOR  COMING  TO  TONIGHT'S  MEETING.  AND  TURK  THE 

2J 

25 

PROCEEDINGS  OVER  TO  COLONEL  MCSHANE,  CHIEF  JUDGE  OF  THE  AIR 

2( 

26 

FORCE.  COLONEL  MCSHANE. 

2' 

27 

COLONEL  MCSHANE;  THANK  YOU.  GOOD  EVENING, 

21 

2 

26 

LADIES  AND  GENTLEMEN.  WELCOME  TO  THE  PUBLIC  HEARING  ON  THE 

3 
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1 

DRAFT  ENVIRONMENTAL  IMPACT  STATEMENT  FOR  THE  EVOLVED 

1 

PROCESS  AND  THE  PROCEDURES  THAT  WE  WILL  FOLLOW  THIS 

2 

EXPENDABLE  LAUNCH  VEHICLE  PROGRAM  AT  CAPE  CANAVERAL  AIK 

2 

EVENING. 

3 

STATION,  FLORIDA,  AND  VANDENBERG  AIR  FORCE  BASE, 

3 

THE  AIR  FORCE  HAS  PREPARED  A  DRAFT 

4 

CALIFORNIA.  THANK  YOU  FOR  COMING  TONIGHT.  I  SOLICIT  YOUK 

4 

ENVIRONMENTAL  IMPACT  STATEMENT  (OR  DRAFT  EIS)  -  YOU'LL  HEA.F 

5 

CCWMKNTS  AND  INVOLVEMENT  IN  TONIGHT’S  HEARING. 

5 

THOSE  ACRONYMS  OFTEN  TONIGHT,  I'M  SURE  -  ON  THE  EVOLVED 

6 

I  AM  COLONEL  MIKE  MCSHANE,  AND  I  WILL 

6 

EXPENDABLE  LAUNCH  VEHICLE  PROGRAM  IN  ACCORDANCE  WITH  THE 

7 

SERVE  AS  THE  PRESIDING  OFFICER  FOR  THIS  HEARING.  I  AM  THE 

7 

NATIONAL  ENVIRONMENTAL  POLICY  ACT  AND  AIR  FORCE  IMPLEMENTING 

8 

CHIEF  TRIAL  JUDGE  FOR  THE  AIR  FORCE.  AND  I'M  ASSIGNED  TO 

8 

REGULATIONS.  THE  PURPOSE  OF  THIS  HEARING  IS  TO  SUMMARIZE 

9 

BOLLING  AIR  FORCE  BASE,  IN  WASHINGTON,  D.C. 

9 

FOR  YOU  THE  RESULTS  OF  THE  DRAFT  EIS  AND  TO  RECEIVE  YOUR 

10 

I'D  LIKE  TO  INTRODUCE  TO  YOU  THE  MEMBERS 

10 

COMMENTS  ON  THE  DRAFT  EIS. 

11 

OF  TONIGHT’S  PANEL.  LIEUTENANT  COLONEL  JIM  KNAUF  IS  THE 

11 

TONIGHT'S  HEARING  WILL  BE  IN  TWO  PARTS. 

12 

CHIEF  OF  LAUNCH  SITE  ACTIVATION  AND  OPERATIONS  FOR  THE  EELV  ; 

12 

DURING  THE  FIRST  PART  COLONEL  KNAUF  AND  MR.  CLARK  WILL 

13 

PROGRAM  OFFICE  AT  THE  SPACE  AND  MISSILE  SYSTEMS  CENTER  IN 

13 

PRESENT  INFORMATION  TO  YOU  CONCERNING  THE  ENVIRONMENTAL 

14 

LOS  ANGELES.  HIS  OFFICE  IS  RESPONSIBLE  FOR  IMPLEMENTING 

14 

IMPACTS  ANALYSIS  PROCESS  PERFORMED  FOR  THE  EVOLVED 

15 

EELV,  AND  TONIGHT  HE  HILL  PROVIDE  AN  OVERVIEW  OF  THE 

15 

EXPENDABLE  LAUNCH  VEHICLE  PROGRAM.  THE  SECOND  PART  OF  THE 

16 

PROGRAM.  MR.  DALE  CLARK  OF  THE  AIR  FORCE  CENTER  FOR 

16 

HEARING  IS  THE  PUBLIC  PARTICIPATION  PORTION  WHERE  YOU  WILL 

17 

ENVIRONMENTAL  EXCELLENCE  WILL  EXPLAIN  THE  ENVIRONMENTAL 

17 

HAVE  THE  OPPORTUNITY  TO  COMMENT  ON  THE  DRAFT  ENVIRONMENTAL 

18 

IMPACT  ANALYSIS  PROCESS  AND  GIVE  US  A  SUMMARY  OF  THE  RESULTS  1 

18 

IMPACT  STATEMENT. 

19 

OF  THE  DRAFT  ENVIRONMENTAL  IMPACT  STATEMENT. 

19 

THIS  HEARING  IS  INTENDED  TO  PROVIDE  A 

20 

AS  A  PRESIDING  OFFICER  FOR  THIS  HEARING,  I 

20 

PUBLIC  FORUM  FOR  TWO-WAY  COMMUNICATION  ABOUT  THE  DRAFT  EIS, 

21 

AM  NOT  ACTING  AS  A  LEGAL  ADVISER  TO  THE  AIR  FORCE 

21 

WITH  A  VIEW  TO  IMPROVING  THE  DECISION  MAKING  PROCESS.  YOUR 

22 

REPRESENTATIVES  WHO  HILL  ADDRESS  THIS  ACTION.  I  AM  NOT  HERE 

22 

INPUTS  WILL  ENSURE  THAT  THE  DECISION  MAKERS  HAVE  THE  BENEFIT 

23 

AS  AN  AUTHORITY  ON  THE  DRAFT  EIS,  NOR  HAVE  I  ANY  INVOLVEMENT 

23 

OF  YOUR  KNOWLEDGE  OF  THE  LOCAL  AREA  AND  ANY  ADVERSE 

24 

WITH  ITS  DEVELOPMENT.  MY  PURPOSE  HERE  TONIGHT  IS  TO  ENSURE 

24 

ENVIRONMENTAL  EFFECTS  THAT  YOU  THINK  MAY  RESULT  FROM  THE 

25 

THAT  WE  HAVE  AN  ORDERLY  HEARING  AND  THAT  EVERYONE  WHO  WISHES 

25 

PROPOSED  ACTION  OR  THE  ALTERNATIVES  TO  THAT  ACTION. 

26 

TO  PROVIDE  INPOT  OR  TO  MAKE  A  COMMENT  HAS  A  FAIR  OPPORTUNITY 

26 

LET  ME  TELL  YOU  WHAT  THIS  HEARING  IS  NOT. 

27 

TO  SPEAK  AND  BE  HEARD. 

27 

IT  IS  NOT  A  DEBATE,  NOR  IS  IT  A  REFERENDUM.  IT  IS  ALSO  NOT 

28 

I’D  LIKE  TO  EXPLAIN  THE  PUBLIC  HEARING 

4 

28 

A  VOTE  ON  THE  ACTIONS  THAT  HAVE  BEEN  ANALYZED  IN  THE  DRAFT 

5 
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EIS.  THE  FOCUS  OF  THE  HEARING  IS  C»I  THE  E^JVIRONME^’TAl 
IMPACTS  ASSOCIATED  WITH  THE  PROPOSALS  BEING  STUDIED  BY  THE 
AIR  FORCE.  COMMENTS  OH  NON -ENVIRONMENTAL  ISSUES  SHOULD  KIT 
BE  RAISED  AT  THIS  HEARING.  MOREOVER,  NONE  OF  THE  PANEL 
MEMBERS  ARE  THE  AIR  FORCE  DECISION  MAKERS  ON  THIS  PROJECT. 

WHEN  YOU  CAME  IN  TONIGHT,  YOU  WERE 
PROVIDED  WITH  AN  ATTENDANCE  CARD  THAT  LOOKS  LIKE  THIS.  YCT 
WERE  ASKED  TO  FILL  IT  OUT  AND  INDICATE  ON  IT  WHETHER  YOU 
WISH  TO  SPEAK  TCHJIGHT.  AFTER  THE  PRESENTATION  BY  COLONEL 
KKAUF  AND  MR.  CLARK,  HE  WILL  TAKE  A  SHORT  BREAK.  FOLLOWING 
THAT  BREAK,  WE  WILL  --  YOU  HILL  HAVE  AN  OPPORTUNITY  TO 
SPEAK,  TO  ASK  CLARIFYING  QUESTIONS,  OR  BOTH.  IF  WE  HAVE  ANi' 
ELECTED  PUBLIC  OFFICIALS  HERE.  THEY  WILL  BE  CALLED  ON  FIRST, 
FOLLOWED  BY  MEMBERS  OF  THE  PUBLIC. 

IF  YOU  HAVE  NOT  HAD  THE  OPPORTUNITY  TO 
FILL  OUT  ONE  OF  THESE  CARDS,  PLEASE  RAISE  YOUR  HAND  AND  ONE 
OF  THE  YOUNG  MEN  IN  UNIFORM  WILL  BRING  A  CARD  TO  YOU  AND  GET 
YOU  TO  FILL  IT  OUT.  IF  YOU  HAVE  BROUGHT  A  PREPARED 
STATEMENT  WITH  YOU  TONIGHT,  YOU  MAY  READ  IT  OUT  LOUD  OR  JUST 
LEAVE  IT  WITH  EITHER  LIEUTENANT  COLE  OR  CAPTAIN  BOSCH,  AND 
IT'LL  BECOME  PART  OF  THE  RECORD.  IF  YOU  DO  NOT  WANT  TO  MAKE 
AN  ORAL  STATEMENT  TONIGHT  BUT  YOU  WOULD  LIKE  TO  PROVIDE  AN 
INPUT,  YOU  MAY  DO  SO  IN  WRITING. 

FOR  YOUR  CONVENIENCE  WRITTEN  COMMENT 
SHEETS  ARE  AVAILABLE  AT  THE  -REGISTRATION  TABLE  FOR  YOUR 
USE.  ANY  CC«MENTS  THAT  ARE  MADE,  WHETHER  THEY  ARE  GIVEN 
ORALLY  OR  PROVIDED  IN  WRITING  TONIGHT  OR  SUBMITTED  IN 
WRITING  LATER,  WILL  BE  GIVEN  EQUAL  CONSIDERATION  IN  THE 


DECISiraJ  MAKING  PROCESS;  HOWEVER,  IF  YOU  DO  WANT  YCl” 
COMMENTS  TO  BE  INCLUDED  IN  THE  RECORD  AND  CONSIDERED  IN  THE 
PROCESS,  THOSE  CO»«ENTS  MUST  BE  RECEIVED  BY  THE  2ND  OF 
PEBRXJARY.  EVQJ  IF  YOU  SPEAK  TONIGHT  OR  HAND  IK  A  WRITTE:; 
COMMENT,  YOU  STILL  HAVE  UNTIL  THE  2ND  OF  FEBRUARY  TO  PROVIDE 
ANY  ADDITIONAL  INPUT.  THE  ADDRESS  WHERE  COMMENTS  CAN  BE 
MAILED  IS  ON  THE  HEARING  AGENDA  THAT  YOU  WERE  GIVEN  TONIGHT 
AND  I'M  SURE  THERE  WILL  BE  A  SLIDE  LATER  ON  THAT  ALSO  HAS 


IN  SUMMARY,  I  WOULD  LIKE  TO  STRESS  THAT 
THIS  IS  YOUR  OPPORTUNITY  TO  PROVIDE  THE  AIR  FORCE  WITH  ANY 
INFORMATION  YOU  HAVE  REGARDING  ENVIRONMENTAL  FACTORS  THAT 
ARE  UNKNOWN  TO  THE  AIR  FORCE,  AND  HAVE  INPUT  INTO  THE 
DECISIONS  THAT  THE  AIR  FORCE  MUST  MAKE  REGARDING  THE 
PROPOSED  ACTION  OR  ALTERNATIVE  ACTION. 

AT  THIS  POINT  I'D  LIKE  TO  CALL  ON  COLONEL 
KNAUF  TO  OUTLINE  THE  PROPOSED  ACTION. 

LT  COL  JIM  KNAUF:  THANK  YOU,  COLONEL  MCSHANE. 
GOOD  EVENING  LADIES  AND  GENTLEMEN.  I  AM  LIEUTENANT  COLONEL 
JIM  KNAUF,  CHIEF  OF  LAUNCH  SITE  ACTIVATION  AND  OPERATIONS 
FOR  THE  EELV  PROGRAM  OFFICE. 

I  AM  HERE  TONIGHT  TO  PROVIDE  AN  OVERVIEW 
OF  THE  EELV  PROGRAM.  THIS  PROGRAM  --  THIS  OVERVIEW  WILL 
DESCRIBE  EELV  CONCEPTS  UNDER  THE  PROPOSED  ACTION,  AND  THE  NO 
ACTION  ALTERNATIVE.  THE  US  AIR  FORCE  IS  CONSIDERING 
DEVELOPMENT  AND  DEPLOYMENT  OF  AN  EVOLVED  EXPENDABLE  LAUNCH 
VEHICLE.  OR  EELV.  THE  EELV  SYSTEM  WOULD  BE  A  PARTNERSHIP 
INDUSTRY  TO  DEVELOP  A  NATIONAL  LAUNCH  CAPABILITY  THAT 


ELITE  COURT  REPORTERS 


ELITE  COURT  REPORTERS 


Document  2 


Document  2 


SATISFIES  THE  GOVERNMENT'S  NATIONAL  MISSION  MODEL 
REQUIREMENTS  AND  REDUCES  THE  COST  OF  SPACE  LAUNCH  BY  AT 
LEAST  2S%.  THE  EELV  SYSTEM  IS  EXPECTED  TO  INCREASE  US 
INDUSTRY'S  COMPETITIVENESS  IN  THE  INTERNATIONAL  SPACE  LAUNC.-; 


THE  EELV  WOULD  BE  A  FAMILY  OF  UNMANNED, 
EXPENDABLE  LAUNCH  MISSILES  EVOLVED  FROM  EXISTING  SYSTEMS. 

.  THE  EELV  WOULD  ULTIMATELY  BE  THE  DEPARTMENT  OF  DEFENSE • S 
SOLE  SOURCE  OF  EXPENDABLE  MEDIUM  AND  HEAVY  SPACELIFT 
TRANSPORTATIMI  TO  ORBIT.  IT  WOULD  ALSO  BE  CAPABLE  OF 
LAUNCHING  CIVIL,  AND  OTHER  GOVERNMENT  SATELLITES.  IT  IS 
ANTICIPATED  THAT  EELV  TYPE  VEHICLES  WILL  ALSO  BE  USED  FOR 
COMMERCIAL  LAUNCES  BY  THE  LAUNCH  VEHICLE  OPERATORS.  EACH 
CONTRACTOR'S  EELV  CONCEPT  WOULD  EXIST  OF  A  FAMILY  OF  MEDIUM 
LAUNCH  VEHICLES  (MLV)  AND  HEAVY  LAUNCH  VEHICLES  (HLV) 
LAUNCHED  FROM  ITS  OWN  LAUNCH  C(»!PLEX  AT  CAPE  CANAVERAL  AIR 
STATION  AND  VANDENBERG  AIR  FORCE  BASE.  GOVERNMENT  EELV 
FLIGHTS  WOULD  BEGIN  IN  THE  YEAR  2001  AND  CONTINUE  THROUGH 
THE  YEAR  2020.  THE  EELV  WOULD  ULTIMATELY  REPLACE  CURRENT 
ATLAS  II,  DELTA  II,  TITAN  II,  AND  TITAN  IV  LAUNCH  VEHICLES 
USED  AT  CAPE  CANAVERAL  AND  VANDENBERG  AIR  FORCE  BASE. 

THE  DRAFT  ENVIRONMENTAL  IMPACT  STATEMENT 
DESCRIBES  THREE  POSSIBLE  SCENARIOS  FOR  IMPLEMENTATION  OF  THE 
EELV  PROGRAM.  ONE  SCENARIO,  CONCEPT  A,  DRAFT  EIS,  CONSISTS 
SOLELY  OF  THE  LOCKHEED-MARTIN  CORPORATION'S  CONCEPT  FOR 
EELV.  THE  SECOND  SCENARIO,  CONCEPT  B,  CONSISTS  SOLELY  OF  A 
CONCEPT  FOR  MCDONNELL- DOUGLAS  CORPORATION,  A  WHOLLY- OWNED 


SUBSIDIARY  OF  THE  BOEING  COMPANY.  CONCEPT  B  IS  ALSO 
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REFERRED  TO  AS  THE  BOEING  CONCEPT.  THE  3RD  SCENAKIC, 
CONCEPT  A/B,  INCLUDES  BOTH  CONCEPTS. 

ONE  OR  MORE  CONTRACTORS  MAY  USE  EELV 
SYSTEMS  TO  LAUNCH  COMMERCIAL  PAYLOADS.  FOR  THIS  REASON, 
BOTH  GOVERNMENT  AND  COMMERCIAL  EELV  SYSTEMS  ARE  ANALYZED  IN 
THIS  ENVIRONMENTAL  IMPACT  STATEMENT. 

IN  LOCKHEED  MARTIN'S  CONCEPT.  EELV  WOULD 
CONSIST  OF  MEDIUM  LIFT  AND  HEAVY  LEFT  VEHICLES  THAT  I  HAVT 


AS  DESCRIBED  IN  THE  DRAFT  ENVIRONMENTAL 
IMPACT  STATEMENT.  THE  LOCKHEED-MARTIN  CONCEPT  WOULD  USE  A 
COMMON  CORE  BOOSTER,  WITH  EITHER  A  CRYOGENIC  UPPER  STAGE  OR 
STORABLE  UPPER  STAGE  AS  SECOND  STAGE,  DEPENDING  ON  PAYLOAD 
REQUIREMENTS.  MLVS  WOULD  USE  ONE  COMMON  CORE  BOOSTER;  HLVS 
WOULD  USE  THREE  COMMON  CORE  BOOSTERS.  THE  COMMON  CORE 
BOOSTER  WOULD  USE  A  RP-1,  WHICH  IS  A  KEROSENE-TYPE  FUEL,  AND 
LIQUID  OXYGEN.  THE  CRYOGENIC  UPPER  STAGE  WOULD  USE  LIQUID 
OXYGEN  AND  LIQUID  HYDROGEN,  AND  THE  STORABLE  UPPER  STAGE 
WOULD  USE  MONOMETHYL  HYDRAZINE  AND  NITROGEN  TETROXIDE.  THE 
SLIDE  ALSO  DEPICTS  THE  INTEGRATION  OP  THE  COMPONENTS  INTO 
THE  MLV  AND  HLV  CONFIGURATIONS. 

THE  LOCKHEED-MARTIN  CONCEPT  WOULD  USE  THE 
16 -ACRE  SPACE  LAUNCH  COMPLEX  41,  OR  ■SLC-41,''  AT  CAPE 
CANAVERAL  AIR  STATION.  SLC-41  IS  LOCATED  IN  THE 
NORTHWESTERN  PORTION  OF  THE  STATION  AND  HAS  USED  BY  THE  AIR 
FORCE  FROM  1964  TO  1977  FOR  TITAN  III  LAUNCHES.  THE  AIR 
FORCE  RENOVATED  THE  CC»<PLEX  IN  1986  AND  HAS  USED  IT  FOR 
TITAN  IV  LAUNCHES  SINCE  1987.  SLC-41  WOULD  REQUIRE  MAJOR 
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1 

MODIFICATION  FOR  THIS  ALTERNATIVE.  MUCH  OF  THE  LAUNCH 

1 

VANDENBERG  WOULD  OCCUR  IN  PREVIOUSLY  DISTURBED  AREAS 

2 

VEHICLE  PROCESSING  REQUIRE  FOR  LOCKHEED  MARTIN'S  CONCERT 

2 

CONSTRUCTION  ACTIVITIES  BEGINNING  IN  FEBRUARY  2CC: 

3 

WOULD  OCCUR  IN  OTHER  EXISTING  FACILITIES  AT  CAPE  CANAVERAL 

3 

THIS  SLIDE  DEPICTS  THE  PROPOSED  LCCKHEE: 

4 

AIR  STATION. 

4 

MARTIN  FACILITIES  AND  THEIR  LOCATION  AS  AT  VANDENBERG  A!F 

5 

NEW  FACILITIES  TO  BE  CONSTRUCTED  INCLUDE 

5 

FORCE  BASE. 

6 

TWO  VEHICLE  ASSEMBLY  FACILITIES,  TO  BE  CONSTRUCTED  JUST 

6 

CONCEPT  B  IS  THE  BOEING  CONCEPT,  THE 

7 

SOUTH  OF  SLC-41  ALONG  THE  TITAN  TRANSPORTER  RAIL  LINE. 

7 

BOEING  EELV  WOULD  CONSIST  OF  SMALL,  MEDIUM  AND  HEAVY'  LAUNCH 

8 

MOST  OF  THE  CONSTRUCTION  ACTIVITIES  AT 

8 

VEHICLES  AS  DEPICTED  HERE. 

9 

CAPE  CANAVERAL  AIR  STATION  WOULD  OCCUR  IN  PREVIOUSLY 

9 

THE  BOEING  CONCEPT  WOULD  USE  A  COMMON  CCRE 

10 

DISTURBED  AREAS  WITH  CONSTRUCTION  ACTIVITIES  BEGIN  IN  JUNE 

10 

BOOSTER  --  EXCUSE  ME,  COMMON  BOOSTER  CORE  WITH  A  STORABLE 

11 

1998. 

11 

UPPER  STAGE  OR  CRYOGENIC  UPPER  STAGE  AS  SECOND  STAGE 

12 

THIS  SLIDE  DEPICTS  THE  PROPOSED 

12 

DEPENDING  ON  PAYLOAD  REQUIREMENTS.  THE  MEDIUM  VEHICLE  WOULD 

13 

LOCKHEED -MARTIN  FACILITIES  AND  THEIR  LOCATIONS  AT  CAPE  i 

13 

USE  ONE  COmON  BOOSTER  CORE  FIRST  STAGE;  THE  HEAVY  VEHICLE 

14 

CANAVERAL.  THE  LOCKHEED -MARTIN  CONCEPT  WOULD  USE  SPACE  , 

14 

WOULD  USE  THREE  CCM4MON  BOOSTER  CORES.  THE  COMMON  BOOSTER 

15 

launch  CWIPLEX  3  WEST,  OR  SLC-3W,  ON  SOUTH  VANDENBERG  AIR 

15 

CORE  WOULD  USE  A  PROPELLANT  MIXTURE  OF  LIQUID  HYDROGEN  AND 

16 

FORCE  BASE  FOR  LAUNCH  OPERATION.  SLC-3W  WAS  USED  FOR  ATLAS  j 

16 

LIQUID  OXYGEN.  THE  STORABLE  UPPER  STAGE  WOIDLD  USE  A 

17 

AGENA  LAUNCHES  FROM  1960  TO  1963,  FOR  THOR/AGENA  LAUNCHES 

17 

NITROGEN  TETROXIDE  AND  HYDRAZINE  MIXTURE.  THE  CRYOGENIC 

18 

FROM  1963  TO  1972,  AND  FOR  ATLAS  E  AND  F  LAUNCHES  FROM  1973 

18 

UPPER  STAGE  WOULD  USE  LIQUID  HYDROGEN  AND  LIQUID  OXYGEN. 

19 

TO  1993.  SLC-3W  IS  CURRENTLY  INACTIVE  AND  IS  BEING 

19 

THE  SLIDE  ALSO  DEPICTS  THE  INTEGRATION  OF  THE  COMPONENTS 

20 

MAINTAINED  BY  A  SKELETON  CREW.  SLC-3W  WOULD  REQUIRE  MAJOR 

20 

INTO  THE  MEDIUM  AND  HEAVY  VEHICLE  CONFIGURATIONS. 

21 

MODIFICATIONS  FOR  THIS  CONCEPT.  MOST  OF  THE  ON-SITE  LAUNCH 

21 

THE  BOEING  CONCEPT  ALSO  INCLUDES  A 

22 

VEHICLE  PROCESSING  REQUIRED  FOR  THE  LOCKHEED  MARTIN  CONCEPT 

22 

COMMERCIAL  VEHICLE  CONFIGURATION  WHICH  USES  STRAP-ON  SOLID 

23 

WOULD  OCCUR  AT  OTHER  EXISTING  FACILITIES  AT  VANDENBERG  AIR 

23 

ROCKET  MOTORS  CONSISTING  OF  AMMONIUM  PERCHLORATE,  ALUMINUM, 

24 

FORCE  BASE. 

24 

AND  HYDROXYL -TERMINATED  BINDER  MATERIAL.  THIS  CONFIGURATION 

25 

IXKDCHEED- MARTIN  WOULD  CONSTRUCT  TWO  NEW 

25 

IS  PLANNED  SOLELY  FOR  COMMERCIAL  USE.  ANALYSIS  OF  THIS 

26 

FACILITIES  AT  VANDENBERG  FOR  THIS  CONCEPT-A  VEHICLE  ASSEMBLY 

26 

CONFIGURATION  WAS  ADDED  TO  THE  ENVIRONMENTAL  IMPACT 

27 

FACILITY  AND  AN  UPPER  STAGE  PROCESSING  FACILITY. 

27 

STATEMENT  AS  A  RESULT  OP  THE  SCOPING  PROCESS. 

26 

MOST  OF  THE  CONSTRUCTION  ACTIVITIES  AT 

26 

THE  BOEING  CONCEPT  WOULD  USE  THE  120 -ACRE 

10 

11 
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1 

SLC-37  AT  CAPE  CANAVERAL  AIR  STATION.  SLC-37  IS  LOCATES  ;;; 

1 

VANDENBERG  AIR  FORCE  BASE. 

2 

THE  NORTH-CENTRAL  PORTION  OF  THE  STATION  AND  WAS  ORIGINALLY 

2 

ONE  NEW  FACILITY  TO  BE  CONSTRUCTED  IS  A 

3 

USED  BY  NASA  FOR  THE  SATURN  PROGRAM.  SLC-37  IS  CURRENTLY 

3 

HORIZONTAL  INTEGRATION  FACILITY  LOCATED  NEAR  SLC-6.  MOST  CF 

4 

INACTIVE  AND  WOULD  REQUIRE  MAJOR  MODIFICATION  FOR  THIS 

4 

THE  CONSTRUCTION  ACTIVITIES  AT  VANDENBERG  AIR  FORCE  BASE 

S 

CONCEPT.  MUCH  OF  THE  ON-SITE  LAUNCH  VEHICLE  PROCESSING 

5 

WOULD  OCCUR  IN  PREVIOUSLY  DISTURBED  AREAS,  WITH  CONSTRUCTION 

REQUIRED  FOR  THE  BOEING  WOULD  OCCUR  IN  OTHER  EXISTING 

6 

ACTIVITIES  BEGINNING  IN  DECEMBER  1998. 

7 

FACILITIES  AT  CAPE  CANAVERAL  AIR  STATION. 

7 

THIS  SLIDE  DEPICTS  THE  PROPOSED  BOEING 

8 

THE  ONE  NEW  FACILITY  TO  BE  CONSTRUCTED  IS 

8 

FACILITIES  AND  THEIR  LOCATIONS  AT  VANDENBERG  AIR  FORCE 

$ 

A  HORIZONTAL  INTEGRATION  FACILITY  NEAR  SLC-37. 

9 

BASE. 

10 

MOST  OF  THE  CONSTRUCTION  ACTIVITIES  AT 

10 

THE  3RD  EELV  PROPOSED  ACTION  CONCEPT  WOULD 

11 

CAPE  CANAVERAL  AIR  STATION  WOULD  OCCUR  IN  PREVIOUSLY 

11 

CONSIST  OF  IMPLEMENTING  BOTH  LOCKHEED -MARTIN  AND  BOEING 

12 

DISTURBED  AREAS,  WITH  CONSTRUCTION  ACTIVITIES  BEGINNING  IN 

12 

CONCEPTS.  IN  THIS  CASE,  FOR  PURPOSES  OF  ANALYSIS,  IT  IS  , 

13 

ASSUMED  THAT  EACH  CONTRACTOR  WOULD  LAUNCH  ABOUT  HALF  THE  ! 

14 

THIS  SLIDE  DEPICTS  THE  PROPOSED  BOEING 

14 

GOVERNMENT  MISSIONS  AND  HALF  OF  THE  FORESEEABLE  CCMMERCIAL  | 

15 

FACILITIES  AND  THEIR  LOCATIOTS  AT  CAPE  CANAVERAL.  THE 

15 

MISSIONS .  1 

16 

BOEING  CONCEPT  WOULD  USE  PORTIONS  OF  THE  100 -ACRE  SLC-6  AT 

16 

UNDER  THE  NO-ACTION  ALTERNATIVE.  THE  AIR 

17 

SOUTH  VANDENBERG  AIR  FORCE  BASE.  THE  SLC-6  SITE  WAS 

17 

FORCE  WOULD  CONTINUE  TO  USE  THE  ATLAS,  DELTA,  AND  TITAN  TO 

18 

ORIGINALLY  CONSTRUCTED  IN  1970  FOR  THE  TITAN  HIM  MANNED 

18 

MEET  THE  LAUNCH  REQUIREMENTS  OF  THE  NATIONAL  MISSION  MODEL. 

19 

LAUNCH  VEHICLE.  THE  TITAN  HIM  WAS  TO  BE  USED  FOR  THE 

19 

DUE  TO  SUBSTANTIAL  ANTICIPATED  COMMERCIAL 

20 

MANNED  ORBITAL  LABORATORY  PROGRAM.  SUBSEQUENT  TO  THE 

20 

USB  OF  EELV,  A  CCB1BINED  GOVERNMENT/ COMMERCIAL  MISSION  MODEL 

21 

CANCELLATION  OF  THE  MANNED  ORBIT  LABORATORY  PROGRAM,  SLC-6 

21 

WAS  REQUIRED  IN  ORDER  TO  COTIPLETE  THE  ENVIRONMENTAL  IMPACT 

22 

HAS  MODIFIED  FOR  THE  SPACE  SHUTTLE  PROGRAM;  HOWEVER,  IT  WAS 

22 

ANALYSIS.  PREDICTING  A  PRECISE  EELV  MISSION  MODEL  FOR  BOTH 

23 

NEVER  USED  FOR  THIS  PROGRAM.  SOME  OF  THE  SLC-6  FACILITIES 

23 

GOVERNMENT  AND  COMMERCIAL  FLIGHTS  THROUGH  THE  LIFE  OF  THIS 

24 

are  CURRENTLY  BEING  USED  BY  THE  CALIFORNIA  COMMERCIAL 

24 

PROGRAM  TO  2020  IS  DIFFICULT;  HOWEVER,  A  MODEL  WAS  DEVELOPED 

25 

SPACEPORT  AND  ANOTHER  LAUNCH  CONTRACTOR.  SLC-6  WOlHiD 

25 

SPECIFICALLY  FOR  THE  EIS.  THE  GOVERNMENT  PORTION  OF  THE  EIS 

26 

REQUIRE  MAJOR  MODIFICATION  FOR  THIS  EELV  CONCEPT.  MUCH  OF 

26 

MISSION  MODEL  HAS  BASED  ON  THE  AIR  FORCE  SPACE  COMMAND 

27 

THE  ON-SITE  LAUNCH  VEHICLE  PROCESSING  REQUIRED  FOR  THE 

27 

NATIONAL  MISSION  MODEL,  DATED  JULY  1997,  THAT  INCLUDED  DOD 

26 

BOEING  CONCEPT  WOULD  OCCUR  IN  EXISTING  FACILITIES  AT 

28 

AND  NASA  PAYLOAD  SCHEDULED  THROUGH  2020.  THE  COMMERCIAL 

13 
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1 

PORTION  OF  THE  EIS  MISSION  MODEL  HAS  DEVELOPED  USING 

1 

DRAFT  EIS  IS  BARTH  TECH.  TONIGHT  I'M  GOING  TO  PROVIDE  S?"-;-. 

2 

COMMERCIAL  FORECASTS  FROM  THE  AIR  FORCE  SPACE  COMMAND 

2 

BACKGROUND  ON  THE  ENVIRCWMENTAL  IMPACT  ANALYSIS  PROCESS 

3 

NATICaiAL  MISSION  MODEL,  COMMERCIAL  INDUSTRY  PROJECTIONS  ANT 

3 

GENERALLY,  AND  THEN  DISCUSS  THE  DRAFT  EIS  THAT  HAS  BEEN 

4 

FEDERAL  AVIATION  ADMINISTRATION  ESTIMATES. 

4 

PREPARED  FOR  THE  EELV  PROGRAM. 

5 

FOR  CONCEPTS  A  AND  B,  THE  GOVERNMENT 

5 

THE  NATIONAL  ENVIRONMENTAL  POLICY  ACT,  OK 

6 

KATIMJ  MODEL  PLUS  16  COMMERCIAL  LAUNCHES  PER  YEAR  WERE 

6 

NEPA,  REQUIRES  THAT  FEDERAL  AGENCIES  CONSIDER  THE 

1 

ANALYZED.  THE  PROJECTIVE  PEAK  LAUNCH  RATES  AT  CAPE 

7 

ENVIRCWMENTAL  CONSEQUENCES  OF  THEIR  PROPOSED  ACTIONS  IN 

8 

CANAVERAL  OCCURS  IN  2015,  AND  PROJECTED  PEAK  LAUNCH  RATES  AT 

8 

THEIR  DECISION  MAKING  PROCESS.  THE  AIR  FORCE  DECISION  WHICH 

9 

VANDENBERG  AIR  FORCE  BASE  OCCURS  IN  2007.  FOR  CONCEPT  A/B, 

9 

TRIGGERS  NEPA,  IN  THIS  CASE,  WOULD  BE  TO  ALLOW 

10 

THE  SCENARIO  WHERE  BOTH  CONCEPTS  WERE  IMPACTED,  EACH 

10 

IMPLEMENTATION  OF  THE  EELV  PROGRAM  AT  CAPE  CANAVERAL  AND 

11 

CONTRACTOR  IS  ASSUMED  TO  LAUNCH  50%  OF  THE  EELV  FLIGHTS. 

11 

VANDENBERG.  HE  ARE  THEREFORE  PREPARING  EIS  TO  ANALYZE 

12 

THE  NO-ACTION  ALTERNATIVE  DOES  NOT  INCLUDE 

12 

POTENTIAL  ENVIRCMWEKTAL  CONSEQUENCES  OF  THE  IMPLEMENTATION 

13 

ANALYSIS  OF  COMMERCIAL  LAUNCHES. 

13 

DECISION.  DUE  TO  THE  ANALYSIS  OF  THE  POTENTIAL  C04MERCIAL 

14 

THAT'S  THE  EELV  PROGRAM  AS  IT  STANDS 

14 

LAUNCH  ACTIVITIES,  THE  FEDERAL  AVIATION  ADMINISTRATION  IS 

15 

TODAY.  BOTH  CONTRACTORS  ARE  IN  THE  MIDST  OF  THEIR  DESIGN 

15 

SERVING  AS  A  COOPERATING  AGENCY  IN  THE  PREPARATION  OF  THE 

16 

PROCESSES,  WITH  CRITICAL  DESIGN  REVIEWS  EXPECTED  AT  THE  END 

16 

EIS. 

17 

OF  1998.  ANY  ENVIRONMENTAL  IMPACTS  WHICH  RESULT  FRCW  THIS 

17 

NEPA  ALSO  REQUIRES  THAT  THE  PUBLIC  BE 

18 

tWGOING  DESIGN  EFFORT  WILL  BE  ADDRESSED  IN  ACCORDANCE  WITH 

IB 

INCLUDED  IN  THIS  DECISION-MAKING  PROCESS.  WE  THEREFORE  HAD 

19 

ENVIRONMENTAL  IMPACT  ANALYSIS  PROCESS  REQUIREMENTS. 

19 

SCOPING  MEETINGS  IN  MARCH  1997,  BOTH  HERE  AND  IN  FLORIDA  TO 

20 

NOW,  I'LL  TURN  THE  FLOOR  OVER  TO  MR. 

20 

EXPLAIN  EIS  PROCESS  AND  OUR  PROPOSED  ACTIVITIES,  AND  TO 

21 

CLARK,  WHO  WILL  DISCUSS  THE  ENVIRONMENTAL  IMPACT  ANALYSIS 

21 

REQUEST  PUBLIC  INPUT  ON  THE  ISSUES  TO  BE  ADDRESSED.  THAT 

22 

PROCESS  AND  THE  DRAFT  ENVIRONMENTAL  IMPACT  STATEMENT. 

22 

INPUT  HELPED  GUIDE  PREPARATION  OF  THE  DRAFT  EIS.  THE  DRAFT 

23 

MR,  DALE  fLARK:  THANK  YOU.  COLONEL  KNAUF.  MY 

23 

EIS  MAS  MADE  AVAILABLE  FOR  PUBLIC  REVIEW  AND  COMMENT  IN 

24 

NAME  IS  DALE  CLARK  AND  I’M  AN  ENVIRONMENTAL  PROJECT  MANAGER 

24 

DECEMBER  OF  1997.  TONIGHT'S  PUBLIC  HEARING  IS  A  FORMAL 

2S 

WITH  THE  AIR  FORCE  FOR  ENVIRONMENTAL  EXCELLENCE.  THE  EELV 

25 

MEETING  AT  WHICH  WE  REVIEW  THE  RESULTS  PRESENTED  IN  THE 

26 

PROGRAM  OFFICE  USED  OUR  ORGANIZATION  TO  MANAGE  THE 

26 

DRAFT  EIS  AND  RECEIVE  PUBLIC  COMMENT  ON  THE  DOCUMENT. 

27 

ENVIRONMENTAL  ANALYSIS  FOR  THE  EELV  PROGRAM.  THE 

27 

ANY  COTWENTS  MADE  ON  THE  DRAFT  EIS  THIS 

28 

INDEPENDENT  ENVIRONMENTAL  CONTRACTOR  THAT  ASSISTED  US  IN 

28 

EVENING,  WHETHER  VERBAL  OR  WRITTEN,  WILL  BE  PART  OF  THE 

14 

15 
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PUBLIC  RECORD  AND  WILL  BE  CONSIDERED  AS  WE  PREPARE  THE  FINAl 

1 

UNDER  THE  NO- ACTION  ALTERNATIVE,  EELV 

2 

EIS.  WRITTEN  COMMENTS  HILL  BE  ACCEPTED  THROUGHOUT  THE 

2 

SYSTEMS  MOULD  NOT  BE  IMPLEMENTED  AND  THE  AIR  FORCE  WOULD 

3 

PUBLIC  COMMENT  PERIOD,  WHICH  LAST  UNTIL  FEBRUARY  2ND  OF  T:-".- 

3 

CONTINUE  TO  USE  ATLAS,  DELTA,  AND  TITAN  VEHICLES  TO  MEET  THE 

4 

YEAR.  HRIITDI  COMMENTS  SHOULD  BE  DIRECTED  TO  THE  ADDRESS 

4 

REQUIREMENTS  OF  THE  NATIONAL  MISSION  MODEL. 

5 

SHOWN  ON  THE  SLIDE.  THE  ADDRESS  IS  ALSO  SHOWN  ON  THE 

5 

CHAPTER  3  OF  THE  EIS  DESCRIBES  THE 

6 

BROCHURE  PROVIDED  AT  THE  DOOR  THIS  EVENING. 

6 

AFFECTED  ENVIRCSMENT .  IT  PROVIDES  A  DESCRIPTION  OF  THE 

7 

AFTER  THE  END  OF  THE  PUBLIC  COMMENT 

7 

EXISTING  CONDITIONS  IN  THE  PROJECT  AREA  PRIOR  TO 

8 

PERIOD,  ALL  COMMENTS  HILL  BE  REVIEWED.  RESPONSES  WILL  BE 

8 

IMPLEMENTING  THE  PROPOSED  ACTION,  AND  SERVES  AS  A  BASE  LINE 

9 

PREPARED,  AND  THE  EIS  MAY  BE  REVISED,  IF  NECESSARY.  ALL 

9 

FOR  ASSESSING  ENVIRONMENTAL  IMPACTS.  IN  ADDITION,  IN  THIS 

10 

COMMENTS  RECEIVED  WILL  BE  PRINTED  IN  THE  FINAL  EIS,  WHICH  IS 

10 

CASE,  CHAPTER  3  DESCRIBES  CURRENT  ACTIVITIES  ASSOCIATED  WITH 

11 

SCHEDULED  FOR  PUBLICATION  IN  APRIL  1998.  FOLLOWING  RELEASE 

11 

USE  OF  THE  ATLAS,  DELTA,  AND  TITAN  LAUNCH  VEHICLES  AT  THE 

12 

OF  THE  EIS  AND  A  REQUIRED  THIRTY-DAY  WAITING  PERIOD,  THE  AIK  ; 

12 

TWO  INSTALLATIONS. 

13 

FORCE  CAN  PUBLISH  ITS  RECORD  OF  DECISION,  WHICH  INDICATES  | 

13 

CHAPTER  4  OF  THE  EIS  DESCRIBES  THE 

14 

ITS  DECISION  ON  IMPLEMENTATION  OF  THE  EELV  PROGRAM.  1 

14 

POTENTIAL  ENVIRONMENTAL  IMPACTS  THAT  MAY  OCCUR  AS  A  RESULT 

15 

THE  THREE  MAJOR  PORTIONS  OF  AN  EIS  ARE  THE 

15 

OF  IMPLEMENTING  THE  PROPOSED  ACTION  OR  ALTERNATIVES.  THE 

16 

DESCRIPTION  OF  ALTERNATIVES,  INCLUDING  THE  PROPOSED  ACTION 

16 

EFFECTS  OF  EACH  ALTERNATIVE  ARE  COMPARED  TO  THE  PROJECTED 

17 

AND  NO  ACTION  ALTERNATIVE,  WHICH  IS  PRESENTED  IN  CHAPTER  2; 

17 

BASELINE  CONDITIONS  OVER  THE  NEXT  20  YEARS,  AS  DEFINED  FOR 

18 

THE  DESCRIPTION  OF  THE  AFFECTED  ENVIRONMENT,  PRESENTED  IN 

18 

THE  NO -ACTION  ALTERNATIVE.  CHAPTER  4  INCLUDES  SUGGESTED 

19 

CHAPTER  3;  AND  THE  ENVIRCRWENTAL  CONSEQUENCES  OR  IMPACTS, 

19 

MITIGATIONS  WHERE  POTENTIAL  ADVERSE  IMPACTS  HAVE  BEEN 

20 

PRESENTED  IN  CHAPTER  4. 

20 

IDENTIFIED. 

21 

CHAPTER  2,  THE  DESCRIPTION  OF  THE 

21 

THE  ISSUES  ANALYZED  IN  CHAPTER  3  AND  4  ARE 

22 

ALTERNATIVES  INCLUDING  PROPOSED  ACTION,  IS  THE  HEART  OF  THE 

22 

GROUPED  INTO  TWO  BROAD  CATEGORIES.  THE  FIRST  GROUP  INCLUDES 

23 

EIS.  AS  ALREADY  DESCRIBED  BY  COLONEL  KNAUF,  THE  PROPOSED 

23 

POPULATION  AND  EMPLOYMENT,  LAND  USE,  TRANSPORTATION,  AND 

24 

ACTION  IN  THE  DRAFT  EIS  IS  THE  CONTINUED  DEVELOPMENT  OF  THE 

24 

UTILITIES.  CHANGES  IN  THESE  FACTORS  MAY  INFLUENCE 

25 

IMPLEMENTATION  OF  EELV  SYSTEMS.  THREE  DIFFERENT  CONCEPTS 

25 

ENVIRONMENTAL  RESOURCES. 

26 

MERE  EVALUATED  FOR  ACCCMPLISHING  THIS.  CONCEPT  A,  LOCKHEED- 

26 

THE  SECOND  CROUP  ADDRESSES  IMPACTS 

27 

MARTIN;  CONCEPT  B,  BOEING;  AND  CONCEPT  A/B.  WHICH  IMPLEMENTS 

27 

ASSOCIATED  WITH  ACTIVITIES  AND  RESOURCES  SUCH  AS  HAZARDOUS 

28 

BOTH  LOCKHEED-MARTIN  AND  BOEING  CONCEPTS. 

16 

28 

MATERIALS  AND  WASTE  MANAGEMENT,  HEALTH  AND  SAFETY.  SOILS  AND 

17 
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GEOLOGY,  HATER  RESOURCES,  LOWER  AND  UPPER  ATMOSPHERE  AIR 

1 

USES  AND  REGICWAL  PLANS.  HOWEVER,  DUE  TO  THE  LOCATIOK  C- 

2 

QUALITY,  NOISE,  ORBITAL  DEBRIS.  BIOLOGICAL  RESOURCES,  ALT 

2 

ALL  PROPOSED  LAUNCH  FACILITIES  WITHIN  THE  COASTAL  ZONE. 

2 

CULTURAL  RESOURCES.  IN  ADDITION,  AN  ENVIRONMENTAL  JUSTICE 

3 

COASTAL  ZONES  CCWSISTENCY  DETERMINATIONS  ARE  BEING  PREPARE: 

4 

ANALYSIS  WAS  PERFORMED  AS  PART  OF  THE  PROCESS.  HOWEVER. 

4 

BY  THE  AIR  FORCE  FOR  SUBMISSION  TO  THE  APPROPRIATE  STATE 

5 

SINCE  NO  POTENTIAL  DISPROPORTIONATE  IMPACTS  ON  LOW  INCOME  CR 

5 

AGENCIES  IN  ACCORDANCE  WITH  THE  COASTAL  ZONE  MANAGEhtENT 

€ 

MINORITY  POPULATI(»IS  MERE  IDENTIFIED,  ENVIRONMENTAL  JUSTICE 

6 

ACT. 

7 

HILL  NOT  BE  ADDRESSED  FURTHER  IN  TWJIGHT'S  PRESENTATION. 

7 

FOR  CAPE  CANAVERAL,  NO  PUBLIC  BEACHES  CR 

8 

THE  REMAINDER  OF  THIS  PRESENTATION  WILL 

8 

OTHER  RECREATIONAL  AREAS  ARE  EXPECTED  TO  BE  AFFECTED  SINCE 

9 

CONSIST  OF  THE  SUMMARY  DRAFT  EIS  ANALYSIS  RESULTS  FOR  EACH 

9 

THERE  ARE  NO  PUBLIC  BEACHES  IN  OR  ADJACENT  TO  THE  LAUNCH 

10 

OF  THESE  RESOURCES.  FOR  EACH  ISSUE  AREA,  I  WILL  ADDRESS 

10 

AREA  AT  THE  STATION.  HOWEVER  AT  VANDENBERG  AIR  FORCE  BASE 

11 

IMPACTS  ASSOCIATED  WITH  EACH  INSTALLATION  AND  CONCEPT.  FOR 

11 

CONCEPT  A  LAUNCH  IS  FROM  SLC-3  WEST  WOULD  REQUIRE  THE 

12 

MOST  IMPACTS  ASSOCIATED  WITH  NEW  FACILITY  CONSTRUCTION  OR 

12 

CLOSURE  OF  OCEAN  AND  JALAMA  BEACHES  FOR  SAFETY  PRECAUTIONS 

13 

GROUND  DISTURBANCE,  CONCEPT  A/B  IS  SIMPLY  --  THE  COMBINED  ' 

13 

FOR  PERIODS  OF  APPROXIMATELY  BIGHT  HOURS  DURING  LAUNCH. 

14 

CONCEPT  IS  SIMPLY  THE  COMBINATION  OF  IMPACTS  CCWBINED  FOR 

14 

CONCEPT  B  LAUNCHES  FROM  SLC-6  WOULD  REQUIRE  THE  CLOSURE  OF 

15 

CONCEPTS  A  AND  B  UNLESS  I  INDICATE  OTHERWISE. 

15 

ONLY  JALAMA  BEACH  AND  THAT  WOULD  OCCUR  FOR  LESS  THAN  501  OF 

16 

TOTAL  EMPLOYMENT  ASSOCIATED  WITH  ANY  OF  | 

16 

LAUNCHES  DEPENDING  ON  THE  LAUNCH  TRAJECTORY.  UNDER  CONCEPT 

17 

THE  PROPOSED  ACTION  CONCEPTS  IS  EXPECTED  TO  BE  LESS  THAN  j 

17 

A/B  LAUNCHES  WOULD  OF  COURSE  OCCUR  AT  BOTH  SLC-3  WEST  AND 

IB 

CURRENT  PROGRAM  EMPLOYMENT  TOTALS  FOR  THE  ATLAS.  DELTA,  AND 

18 

SLC-6.  BEACH  CLOSURES  WOULD  BE  A  COMBINATION  OF  THOSE 

19 

TITAN  VEHICLES  AT  BOTH  INSTALLATIONS.  HOWEVER,  THE  EXPECTED 

19 

DESCRIBED  IN  THE  TWO  CONCEPTS. 

20 

DECREASES  ARE  VERY  SMALL  IN  COMPARISON  TO  THE  OVERALL  JOB 

20 

UNDER  THE  NO-ACTION  ALTERNATIVE,  OCEAN 

21 

GROWTH  IN  BREVARD  OR  SANTA  BARBARA  COUNTIES  DURING  THE  SAME 

21 

BEACH  IS  CLOSED  FOR  ALL  ATUVS,  DELTA,  AND  TITAN  LAUNCHES, 

22 

PERIOD. 

22 

AND  JAIAMA  BEACH  IS  CLOSED  FOR  LOW  AZIMUTH  TITAN  LAUNCHES. 

23 

UNDER  THE  NO- ACTION  ALTERNATIVE, 

23 

TEMPORARY  INCREASES  IN  TRAFFIC  AROUND  THE  LAUNCH  DUPLEXES 

24 

EMPLOYMENT  ASSOCIATED  WITH  EXITING  TITAN,  ATLAS.  DELTA 

24 

ARE  EXPECTED  DURING  THE  CONSTRUCTION  PERIODS  FOR  EELV 

25 

PROGRAMS  IS  ASSUMED  TO  REMAIN  AT  CURRENT  LEVELS. 

25 

FACILITIES.  HOWEVER,  THESE  INCREASES  WOULD  BE  MINOR  AND  ARE 

26 

PROPOSED  LAND  USES  UNDER  ALL  PROPOSED 

26 

EXPECTED  TO  REVERT  TO  PREVIOUS  I^EVELS  AS  CONSTRUCTION  IS 

27 

ACTION  CONCEPTS  AT  BOTH  INSTALLATIONS  WOULD  GENERALLY  BE 

27 

CWPLETED. 

26 

COMPATIBLE  WITH  EXISTING  LAND  USES  IN  THE  SURROUNDING  LAND 

18 

28 

LOCAL  HIGHWAY  TRAFFIC  ASSOCIATED  WITH 

19 
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1 

LAUNCH  ACTIVITIES  IS  EXPECTED  TO  DECREASE  FROM  EXISTING 

1 

A  YEARLY  BASIS  WOULD  BE  GREATER  UNDER  ANY  OF  THE  PROPOSE: 

2 

CONDITICMJS  UNDER  ALL  PROPOSED  ACTION  CONCEPTS  AT  BOTH 

2 

ACTION  CONCEPTS  THAN  UNDER  THE  NO -ACTION  ALTERNATIVE  DUE  T: 

3 

INSTALLATIWS .  CONSEQUENTLY,  OPERATIONAL  CONDITIONS  ON 

3 

THE  ADDITION  OF  COMMERCIAL  LAUNCHES. 

4 

LOCAL  ROADS  AROUND  THE  LAUNCH  COMPLEXES  ARE  PROJECTED  TC 

4 

USE  OF  HAZARDOUS  MATERIALS  AND  DISPOSAL  OF 

5 

IMPROVE  OR  REMAIN  THE  SAME  ONCE  THE  EELV  PROGRAM  HAS  BEEN 

5 

HAZARDOUS  WASTES  ASSOCIATED  WITH  THE  EELV  PROGRAM  WOULD 

6 

FULLY  IMPLOflOTTED  AND  THE  ATLAS,  DELTA,  AND  TITAN  PROGRAMS 

6 

CCM4PLY  WITH  ALL  APPLICABLE  STATE  AND  FEDERAL  REGULATIONS. 

7 

HAVE  PHASED  DOWN. 

7 

AT  CAPE  CANAVERAL,  INSTALLATION 

6 

UNDER  THE  NO-ACTION  ALTERNATIVE.  TRAFFIC 

8 

RESTORATION  PROGRAM  ANALYSIS  AND  CLEANUP  ACTIVITIES  AT  SLC- 

9 

WOULD  REMAIN  AT  CURRENT  LEVELS.  IN  GENERAL.  CONSUMPTION  OF 

9 

37  AND  SLC-41  BOTH  REQUIRE  CLOSE  COORDINATION  WITH  POTENTIAL 

10 

UTILITIES  SUCH  AS  ELECTRICITY.  POTABLE  WATER,  WASTEWATER 

10 

CONSTRUCTION  SCHEDULES  FOR  THE  TWO  CONCEPTS.  THIS  WILL 

11 

TREATMENT  AND  SOLID  WASTE  DISPOSAL  WOULD  INCREASE  ABOVE 

11 

ENSURE  APPROPRIATE  CLEANUP  ACTIVITIES  HAVE  OCCURRED  PRIOR  TC 

12 

CURRENT  LEVELS  AT  BOTH  INSTALLATIONS  DURING  THE  CONSTRUCTION 

12 

DISTURBANCE  ASSOCIATED  WITH  CONSTRUCTION  AND  OPERATION  OF  ; 

13 

OF  THE  EELV  FACILITIES.  HOWEVER,  THESE  INCREASES  WOULD  BE 

13 

EELV  PROGRAMS . 

14 

WELL  WITHIN  THE  CAPACITY  OF  ALL  THE  SYSTEMS  ANALYZED  AT  EACH 

14 

AT  VANDENBERG,  NO  IRP  CLEAN-UP  ACTIVITY  ; 

15 

LOCATIW.  FOLLOWING  CCMJSTRUCTION ,  CONSUMPTION  WOULD  BE 

15 

HAS  BEEN  IDENTIFIED  WITH  ASSOCIATION  WITH  EELV  ACTIVITIES. 

16 

EXPECTED  TO  DECREASE  BELOW  NO-ACTION  LEVELS. 

16 

PROCEDURES  ARE  IN  PLACE  AT  BOTH  INSTALLATIONS  UNDER  BOTH  THE 

17 

THE  TYPES  OF  HAZARDOUS  MATERIALS  USED  AND 

17 

PROPOSED  ACTION  AND  THE  NO -ACTION  ALTERNATIVE  TO  ENSURE  THAT 

16 

WASTES  GENERATED  AT  THE  TWO  INSTALLATIONS  UNDER  THE  PROPOSED 

18 

THE  GENERAL  PUBLIC  AND  INSTILLATION  PERSONNEL  ARE  NOT 

19 

ACTION  WOULD  BE  SIMILAR  TO  THOSE  GENERATED  UNDER  NO-ACTION 

19 

EXPOSED  TO  UNDUE  RISK  ASSOCIATED  WITH  UNPLANNED  LAUNCH 

20 

ALTERNATIVE.  HOWEVER,  THE  QUANTITIES  WOULD  CHANGE.  NO 

20 

EVENTS,  FIRE  PROTECTION,  FIRE  SUPPRESSION,  FLIGHT 

21 

CLASS  1  OZONE  DEPLETING  SUBSTANCES  WOULD  BE  USED  IN  THE 

21 

TERMINATION,  OR  EXPLOSIVE  SAFETY.  BOTH  THE  PROPOSED  ACTION 

22 

PROCESSING  OR  LAUNCH  OF  EITHER  CONCEPT  A  OR  B  VEHICLES. 

22 

AND  NO  ACTION  LAUNCH  VEHICLE  PROGRAMS  ARE  SUBJECT  TO  EWR 

23 

HAZARDOUS  WASTES  ASSOCIATED  WITH  EACH 

23 

127-1,  RANGE  SAFETY  REQUIREMENTS.  THIS  REGULATION 

24 

LAUNCH  ARE  SHOWN  ON  THIS  SLIDE  ON  A  PER  LAUNCH  BASIS.  THE 

24 

ADDRESSEES  ALL  ASPECTS  OF  RANGE  SAFETY  AND  SPECIFIES  THE 

25 

HAZARDOUS  WASTES  GENERATED  DURING  PROCESSING  AND  LAUNCHING 

25 

SAFETY  AND  PLANNING  REQUIREMENTS  THAT  ALL  LAUNCH  PROGRAMS  ON 

26 

OF  VEHICLES  WOULD  BE  CWPARABLE  TO  THE  WASTE  GENERATED  UNDER 

26 

THE  EASTERN  AND  WESTERN  RANGE  MUST  MEET.  THESE  PROCEDURES 

27 

NO- ACTION,  BUT  QUANTITIES  WOULD  BE  DIFFERENT.  TOTAL 

27 

INCLUDE  MONITORING  THE  METEOROLOGICAL  CONDITIONS  UP  UNTIL 

26 

ESTIMATED  HAZARDOUS  MATERIALS  AND  WASTE  USED  OR  GENERATED  ON 

26 

THE  TIME  OF  LAUNCH  TO  ENSURE  THAT  THE  LAUNCH  WILL  NOT  POSE 

20 

21 
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1 

AN  UNDUE  SAFETY  RISK  TO  AIR  FORCE  PERSONNEL  OR  THE  PUELir 

1 

AREA.  IMPACTS  TO  WETLANDS  WILL  BE  ADDRESSED  LATER  IN'  THF 

2 

THE  RANGE  COWANDER  USES  THIS  INFORMATION  TO  DECIDE  WKETHE? 

2 

BIOLOGICAL  PORTION  OF  TONIGHT’S  PRESENTATION. 

3 

TO  PROCEED  WITH  THE  LAUNCH  OR  CANCEL  IT. 

3 

IMPACTS  TO  LOWER  ATMOSPHERE  AIK  QUAirT'; 

4 

GROUND  DISTURBANCE  ASSOCIATED  WITH  THE 

4 

ASSOCIATED  WITH  THE  EELV  PROGRAM  WO’JLD  BE  DUE  TC  AIR 

5 

FACILITY  CONSTRUCTION,  RENOVATIONS,  DEMOLITION,  AND 

5 

EMISSIONS  RESULTING  FROM  THE  CONSTRUCTION  OF  LAUNCH  ANT 

6 

INFRASTRUCTURE  IMPROVEMENTS  WOULD  OCCUR  WITH  ALL  CONCEPTS 

6 

SUPPORT  FACILITIES,  EMISSIONS  FROM  THE  OPERATION  OF  MCTDR 

7 

UNDER  THE  PROPOSED  ACTION.  IMPLEMENTATION  OF  STANDARD 

7 

VEHICLES  AND  FACILITIES,  AND  DIRECT  EMISSIONS  FRW  THE 

8 

CONSTRUCTION  PRACTICES  FOR  ERODIBLE  SOILS  WOULD  MINIMIZE 

8 

VEHICLES  THEMSELVES.  ALL  OF  THESE  EMISSIONS  HAVE  BEEN 

9 

EROSION  EFFECTS  FOR  ALL  CONCEPTS. 

9 

CONSIDERED  IN  THE  ANALYSIS  OF  AIR  QUALITY  FOR  THIS  PROGRAV 

10 

AT  VANDENBBRG  AIR  FORCE  BASE,  CONSTRUCTION 

10 

CAPE  CANAVERAL  IS  LOCATED  IN  BREVARD 

11 

AT  SLCS  3  WEST  AND  6  WOULD  TAKE  PLACE  IN  SEISMICALLY  ACTIVE 

11 

COUNTY.  FLORIDA,  WHICH  IS  CURRENTLY  WELL  WITHIN  ATTAINME.Vr 

12 

AREA.  CONSTRUCTION  OF  NEW  FACILITIES  AND  MODIFICATION  OF 

12 

OF  THE  NATIONAL  AMBIENT  AIR  QUALITY  STANDARDS  FOR  CRITERIA 

13 

EXISTING  FACILITIES  AT  BOTH  LOCATIONS  WOULD  INCORPORATE 

13 

POLLUTANTS  SUCH  AS  OZONE  AND  PRECURSORS  WHICH  ARE  VOLATILE 

14 

earthquake  RESISTANT  DESIGNS  AS  REQUIRED  BY  BUILDING  CODES 

14 

NITROGEN  OXIDE,  AND  CARBON  MONOXIDES,  SULFUR  DIOXIDE,  AND 

15 

TO  MINIMIZE  THE  RISKING  OF  IMPACTS  RATHER  FROM  SEISMIC 

IS 

PARTICULAR  MATTER  LESS  THAN  TEN  MICRONS  IN  DIAMETER.  IN 

16 

EVENTS.  I 

1€ 

ORDER  TO  DETERMINE  THE  POTENTIAL  FOR  IMPACT  IN  THE  BREVARD 

17 

SINCE  NO  CONSTRUCTION  IS  REQUIRED  UNDER 

17 

COUNTY  REGION,  WE  CALCULATED  PEAK  YEAR  CONSTRUCTION 

18 

THE  NO-ACTION  ALTERNATIVE,  INCREASED  EROSION  OR  ASSOCIATED  j 

IG 

EMISSIONS  AND  PEAK  YEAR  OPERATIONS  EMISSIONS  ASSOCIATED  WITH 

1^ 

IMPACTS  ARE  UNLIKELY.  CONSTRUCTION  RELATED  GROUND 

IS 

EACH  CONCEPT.  IN  EACH  CASE,  EMISSIONS  ASSOCIATED  WITH  EELV 

20 

DISTURBANCE  IS  EXPECTED  TO  EXCEED  5  ACRES  AT  BOTH 

2C 

WERE  C»ILY  VERY  SMALL  FRACTIONS  OF  BREVARD  COUNTY  EMISSIONS 

- 

INSTALLATIONS  FOR  BOTH  CONCEPTS.  CONSEQUENTLY  THEY  ARE 

23 

•TOTALS.  AS  SEEN  ON  THE  SLIDE,  EELV  OPERATIONAL  EMISSIONS 

22^ 

SUBJECT  TO  NATIONAL  POLLUTANT  DISCHARGE  ELIMINATION  SYSTEM, 

22 

WOULD  ALSO  BE  SUBSTANTIALLY  LESS  THAN  EMISSIONS  ASSOCIATED 

23 

OR  (NPDES) .  PERMIT  REQUIREMENTS  TO  REDUCE  RUNOFF  TO  WATERS 

23 

WITH  THE  NO-ACTION  VEHICLES.  MAXIMUM  CONSTRUCTION  EMISSIONS 

: 

24 

OF  THE  UNITED  STATES.  ADHERENCE  TO  PERMIT  REQUIREMENTS  AND 

24 

ACCOUNT  FOR  LESS  THAN  0.51  OF  BREVARD  COUNTY  EMISSIONS  IN 

25 

STANDARD  CONSTRUCTION  PRACTICES  ARE  EXPECTED  TO  MINIMIZE  ANY 

2£ 

ANY  ONE  YEAR  AND  WILL  NOT  JEOPARDIZE  COUNTY  ATTAINMENT 

26 

POSSIBLE  IMPACTS  TO  SURFACE  WATERS  DURING  CONSTRUCTION  OF 

2( 

STATUS . 

27 

EELV  FACILITIES.  WATER  USAGE  ASSOCIATED  WITH  EELV  SYSTEMS 

2' 

VANDENBERG  AIR  FORCE  BASE  LOCATED  IN  SANTA 

26 

IS  NOT  EXPECTED  TO  AFFECT  GROUNDWATER  RESOURCES  IN  EITHER 

2C 

BARBARA  COUNTY,  CALIFORNIA,  WHICH  IS  A  COUNTY  THAT  HAS  BEEN 

22 

23 
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1 

DESIGNATED  BY  THE  U.S.  EPA  AS  BEING  IN  SERIOUS  NONAT:a:N>:I;:7 

1 

CONSTRUCTION  ACTIVITIES  FIT  WITHIN  THE  ESTABLISHED  EKISS::;;: 

2 

OF  THE  NATIONAL  AMBIQIT  AIR  QUALITY  STANDARD  FOR  OZONE.  CUE 

2 

BUDGETS  FOR  THE  BASE  AND.  IF  NECESSARY,  WILL  EXPLORE 

3 

TO  THE  COUNTY’S  STATUS  HE  ALSO  CONSIDERED  HOW  IMPLEMENTATIC:: 

3 

MITIGATION  KEASimES  NECESSARY  TO  REDUCE  EMISSIONS  TC 

4 

OF  EELV  SYSTEMS  WOULD  IMPACT  THE  STATE’S  IMPLEMENTATION.  Or. 

4 

ACCEPTABLE  LEVELS.  THE  CONFORMITY  DETERMINATION  WILL  BE  A 

S 

■SIP,”  FOR  ATTAINING  THE  OZONE  NATIONAL  AMBIENT  AIR  QUALITY 

5 

PUBLIC  DOCUMENT  AND  SHOULD  BE  AVAILABLE  FOR  REVIEW  IN  MARCH 

6 

FOR  SANTA  BARBARA  COUNTY.  IN  PERFORMING  THIS  ANALYSIS,  WE 

6 

OF  THIS  YEAR. 

7 

FIRST  CONSIDERED  THE  DE  MINIMIS  FOR  SERIOUS  OZONE 

7 

UNDER  CONCEPT  A,  NO  SOLID  ROCKETS  WOULD  EE 

B 

NON-ATTAINMENT  AREAS.  IN  THIS  CASE,  THAT  THRESHOLD  IS  5C 

B 

USED  AND  THEREFORE  THERE  WOULD  BE  NO  EMISSIONS  OF  ANY  OZONE 

9 

TCWS.  50  TONS  PER  YEAR,  MEANING  THAT  IF  THE  PROJECT  EMITS 

9 

DEPLETING  SUBSTANCES  IN  THE  UPPER  ATMOSPHERE.  UNDER  CONCEPT 

10 

50  --  LESS  THAN  50  TONS  PER  YEAR  OF  BOTH  PRECURSORS,  IN  THIS 

10 

B,  STRAP -ON  SOLID  ROCKET  MOTORS  WOULD  BE  USED  FOR  SOME 

11 

CASE  NITROGEN  OXIDES  AND  VOLATILE  ORGANIC  COMPOUNDS,  IT  IS 

11 

COMMERCIAL  LAUNCHES  OR  FOR  COMMERCIAL  LAUNCHES  USING  THE 

12 

ASSUMED  TO  CONFORM  WITH  THE  SIP. 

12 

DELTA  FOUR  M-PLUS  VEHICLE.  ACCORDING  TO  THE  MISSION  MODEL 

13 

AS  YOU  CAN  SEE  FRCW  THIS  SLIDE,  DURING  THE 

13 

USED  FOR  THE  ANALYSIS,  THESE  VEHICLES  WOULD  ACCOUNT  FOR  ' 

14 

PEAK  LAUNCH  YEAR  IN  2007,  YOU  HAVE  OPERATIONS  EMISSIONS  FOR 

14 

APPROXIMATELY  30%  OF  CONCEPT  B'S  TOTAL  LAUNCHES  AND  18%  OF  j 

15 

ALL  CONCEPTS  ARE  HELL  BELOW  THE  SO  TON  THRESHOLD  FOR  VOC'S  | 

15 

THE  LAUNCHES  UNDER  CONCEPT  A/B.  USE  OF  THESE  SOLID  ROCKETS 

16 

and  NOX.  IN  ADDITION,  TOTAL  YEARLY  EMISSIONS  ARE  COMPARABLE  1 

16 

PRODUCES  CHLORINE  COMPOUNDS  AND  ALUMINA  PARTICULATE 

17 

TO  THE  NO  ACTION  EMISSIONS  EVEN  THOUGH  THE  PROPOSED  ACTION 

17 

EMISSIONS,  WHICH  MAKES  FOR  DEGRADATION  OF  THE  STRATOSPHERIC 

18 

CONCEPTS  INCLUDE  SEVERAL  MORE  LAUNCHES  DUE  TO  COMMERCIAL 

18 

OZONE  LAYER.  HOWEVER,  AS  SHONE  AN  THIS  SLIDE,  THE  TOTAL 

19 

ACTIVITY. 

19 

CHLORINE  FOR  PARTICULATE  EMISSIONS  DUE  TO  EELV  VEHICLES  ARE 

20 

HOWEVER,  CONSTRUCTION  ACTIVITY  ASSOCIATED 

20 

LESS  THAN  THOSE  ASSOCIATED  WITH  THE  NO -ACTION  VEHICLES  EVEN 

21 

WITH  THE  PROPOSED  ACTION  CONCEPTS  IS  EXPECTED  TO  GENERATE 

21 

THOUGH  THE  TOTAL  NUMBER  OF  LAUNCHES  IS  LARGER.  IN  ADDITION. 

22 

SUBSTANTIAL  AMOUNTS  OF  EMISSIONS.  AS  YOU  CAN  SO  FROM  THIS 

22 

THESE  EMISSIONS  ARE  FAR  LESS  THAN  ONE  PERCENT  OF  THE  TOTAL 

23 

SLIDE,  CONCEPTS  B  AND  A/B  ARE  EXPECTED  TO  EXCEED  THE  50  TON 

23 

GLOBAL  ESTIMATES  OF  CHLORINE  RELEASED  YEARLY  DUB  TO  THE 

24 

THRESHOLD  DURING  THE  PEAK  CONSTRUCTION  YEAR  IN  THE  YEAR 

24 

BREAKDOWN  OF  HALOCARfiONS. 

25 

2000.  DUE  TO  THAT  EXCEEDANCE,  THE  AIR  FORCE  IS  PREPARING  A 

25 

THE  PRIMARY  NOISE  CONCERNS  ASSOCIATED  WITH 

26 

GENERAL  CONFORMITY  DETERMINATION  TO  DETERMINE  IF  THE  EELV 

26 

THE  EELV  PROGRAM  HAVE  TO  DO  WITH  THE  ACTUAL  LAUNCH  OF  THE 

27 

PROGRAM  IS  IN  CONFORMANCE  WITH  THE  SIP.  THE  CONFORMITY 

27 

VEHICLES.  TWO  BASIC  TYPES  OF  NOISE  ARE  OF  CONCERN: 

28 

DETERMINATION  WILL  INVESTIGATE  TO  WHAT  EXTENT  THE  EELV 

24 

28 

IN-FLIGHT  ROCKET  NOISE  AND  SONIC  BOOMS.  IN-FLIGHT  ROCKET 

25 
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1 

NOISE.  MEASURED  IN  DECIBELS,  CAN  BE  CHARACTERIZED  AS  THAT 

1 

RAPIDLY  OUTSIDE  THE  FOCAL  ZONE  AREA. 

2 

NOISE  HEARD  ONCE  THE  QJGINES  HAVE  BEGUN  FIRING  AND  THE 

2 

AS  SHOWN  ON  THIS  SLIDE,  SONIC  BOOMS 

3 

VEHICLE  BEGINS  TO  LIFT  OFF. 

3 

ASSOCIATED  WITH  LAUNCHES  FRCW  CAPE  CANAVERAL  WOULD  OCCUF. 

4 

FOR  CAPE  CANAVERAL,  THE  MAXIMUM  IN-FLIGHT 

4 

OVER  THE  OPEN  ATLANTIC.  GENERALLY  MORE  THAN  20  MILES 

5 

ROCKET  NOISE  THAT  MAY  REACH  ANY  RESIDENTIAL  AREA  UNDER 

S 

OFFSHORE.  MAXIMUM  OVER  PRESSURES  MODELED  WERE  GENERALLY 

6 

CCMCEPTS  A  OR  B  ARE  NOISE  LEVELS  OF  APPROXIMATELY  75  TO  6: 

6 

THE  SIX  TO  SEVEN  POUNDS  PER  SQUARE  FOOT  RANGE.  NC  IMPACTS 

7 

DECIBELS.  IN  BOTH  CASES.  THESE  MAXIMUMS  ARE  DUE  TO  HEAVY 

7 

are  EXPECTED  FOR  THESE  SONIC  BOOMS. 

8 

LAUNCH  VEHICLES  AND  BOTH  ARE  SOMEWHAT  LESS  THAN  THE 

8 

AT  VANDENBERG,  SONIC  BOOMS  OCCUR  SOUTH  CS 

9 

ESTIMATED  80  TO  85  DECIBELS  PRODUCED  BY  THE  HEAVIEST  NO- 

9 

THE  BASE  ALONG  THE  VEHICLE’S  LAUNCH  TRAJECTORY.  BOOMS  ARE 

10 

ACTION  LAUNCH  VEHICLE,  THE  TITAN  IV.  THE  MORE  COMMON  MEDIU>‘ 

10 

GENERALLY  20  MILES  OR  MORE  OFFSHORE  AND  IN  SOME  CASES  IMPACT 

11 

VEHICLES  WOULD  PRODUCE  LESS  NOISE.  IN  ANY  CASE,  THESE  NOISE 

11 

THE  UNPOPULA’TED  CHANNEL  ISLANDS,  AS  SHOWN  ON  THIS  EXAMPLE. 

12 

LEVELS  WOULD  OCCUR  ON  RELATIVELY  FREQUENT  BASIS  AND  ARE  NOT 

12 

I  HILL  DISCUSS  POSSIBLE  SONIC  BOOM  IMPACTS 

13 

UNUSUAL  IN  THE  LOCAL  AREA. 

13 

ON  CHANNEL  ISLAND  BIOLOGICAL  SPECIES  LATER  IN  THIS 

14 

AT  VANDENBERG,  THE  MAXIMUM  ESTIMATED  IN- 

14 

BRIEFING.  MODELED  MAXIMUM  SONIC  BOOH  OVER  PRESSURES 

15 

flight  ROCKET  NOISE  THAT  MAY  REACH  ANY  RESIDENTIAL  AREA 

15 

OCCURRING  WITHIN  THE  BOW  FOOTPRINTS  ARE  AS  HIGH  AS  FIVE  TC 

16 

UNDER  CONCEPT  A  OR  B  ARE  NOISE  LEVELS  APPROXIMATELY  85  AND 

16 

SIX  POUNDS  PER  SQUARE  FOOT.  WHILE  MOST  CONCEPT  A  AND  B 

17 

80  DECIBELS,  RESPECTIVELY.  IN  BOTH  CASES,  THESE  MAXIMUMS 

17 

SONIC  BOOM  FOOTPRINTS  WOULD  BE  ENTIRELY  OVER  THE  PACIFIC  OR 

16 

ARE  DUE  TO  THE  HEAVY  LAUNCH  VEHICLES,  AND  EACH  IS  LESS  THAN 

18 

THE  CHANNEL  ISLANDS,  ONE  TRAJECTORY  UNDER  CONSIDERATION  FOR 

19 

THE  88  DECIBELS  MEASURED  FOR  TITAN  IV  LAUNCHES  AT  THE 

19 

CONCEPT  A  WOULD  HAVE  A  SONIC  BOOM  FOOTPRINT  WHICH  INTERSECTS  ! 

20 

INSTALLATION.  ONCE  AGAIN.  MORE  COMMON  MEDIUM  LAUNCH 

20 

THE  CALIFORNIA  COASTLINE  EAST  OF  SANTA  BARBARA.  THE  PORTION 

21 

VEHICLES  WOULD  PRODUCE  LESS  NOISE. 

21 

OF  THE  FOOTPRINT  WHICH  WOULD  BE  FELT  ALONG  THE  COAST  RANGES  j 

22 

SONIC  BOOTiS  DO  NOT  OCCUR  UNTIL  THE  LAUNCH 

22 

FEW  ONE  HALF  TO  TWO  POUNDS  PER  SQUARE  FOOT  AND  IT  WOULD  BE 

23 

VEHICLE  HAS  ACCELERATED  TO  THE  SPEED  OF  SOUND,  BOCWS 

23 

SMALLER  FURTHER  INLAND.  THE  AMPLITUDE  OF  THE  BOOM  WOULD  BE 

24 

USUALLY  OCCUR  SEVERAL  MILES  DOWNRANGE  FROM  THE  LAUNCH 

24 

COMPARABLE  FOR  THOSE  ASSOCIATED  WITH  THE  SPACE  SHUTTLE 

25 

CC»1PLEX  ALONG  THE  FLIGHT  TRAJECTORY.  SONIC  BOOMS  ARE 

25 

LANDINGS  AT  EDWARDS  AIR  FORCE  BASE,  BUT  THE  POPULATED  AREA 

26 

USUALLY  DESCRIBED  BY  THEIR  PEAK  OVER  PRESSURE  IN  TERMS  OF 

26 

AFFECTED  IS  CONSIDERABLY  SMALLER.  SINCE  THIS  TRAJECTORY  IS 

27 

POUNDS  PER  SQUARE  FOOT.  THIS  PEAK  OCCURS  WITHIN  A 

27 

EXPECTED  TO  BE  FLOWN  NO  MORE  THAN  ONCE  OR  TWICE  PER  YEAR  AND 

28 

RELATIVELY  SMALL  AREA  KNOWN  AS  THE  FOCAL  ZONE  AND  REDUCES 

26 

28 

AMPLITUDE  OF  THE  BOOM  IS  SMALL,  NO  ADVERSE  IMPACTS  ARE 

27 
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1 

EXPECTED. 

1 

SLC-37.  IN  ADDITION,  CONSTRUCTION  AT  SLC-37  MAY  IMPACT  U? 

2 

CONCEPT  A  AND  B  LAUNCH  VEHICLES  WOULD  ADD 

2 

TO  TWO  ACRES  OF  OTHER  SURFACE  WATERS.  PERMITTING  REQUIRE: 

3 

SMALL  INCREMENTAL  AMOUNTS  TO  THE  DEBRIS  ORBITING  THE  EARTH 

3 

FOR  THESE  WOULD  BE  SIMILAR  TO  THAT  FOR  CONCEPT  A.  PROPOSE: 

4 

HOWEVER,  THESE  ADDITIONS  WOULD  BE  MINIMIZED  THROUGH  THE  USE 

4 

MITIGATION  FOR  THIS  IMPACT  IS  WETLAND  ENHANCEMENT  IK 

5 

OF  DESIGNS  WHICH  MINIMIZE  ON -ORBITING  EXPLOSIONS  AND  RESULT 

5 

CCWBINATION  WITH  OTHER  MITIGATION  ACTIVITIES  I  WILL  DESCRIBE 

6 

IN  SCATTERING  OP  SMALL  PIECES  OP  HARDWARE. 

6 

IN  A  MOMENT. 

7 

BIOLOGICAL  RESOURCES:  AT  CAPE  CANAVERAL, 

7 

THREATENED  OR  ENDANGERED  SPECIES  WHICH  MAY 

B 

IMPACTS  TO  BIOLOGICAL  RESOURCES  COULD  OCCUR  DUE  TO  FACILITY 

8 

BE  IMPACTED  BY  CONCEPT  B,  OPERATIONAL  ACTIVITIES  INCLUDE 

9 

CONSTRUCTION  AS  WELL  AS  OPERATIONS.  UNDER  CONCEPT  A, 

9 

VARIOUS  SEA  TURTLE  SPECIES,  SOUTHEASTERN  BEACH  MOUSE,  AND 

10 

CONSTRUCTION  OF  VEHICLE  ASSEMBLY  FACILITIES  SOUTH  OF 

10 

THE  FLORIDA  SCRUB  JAY.  THE  GOPHER  TORTOISE  IS  ALSO 

11 

SUPPORTING  ONE  ALONG  THE  CURRENT  TRANSPORTER  RAIL  LINE  COULD 

11 

POTENTIALLY  IMPACTED;  WHILE  IT  IS  NOT  A  FEDERALLY  LISTED 

12 

IMPACT  UP  TO  8.2  ACRES  OF  JURISDICTIONAL  WETLANDS.  FILLING 

12 

SPECIES,  ITS  BURROWS  PROVIDE  HABITAT  FOR  LISTED  SPECIES  SUCH 

13 

OR  DREDGING  THESE  WETLANDS  WOULD  REQUIRE  SECTION  404  AND  A 

13 

AS  THE  BEACH  MOUSE  AND  EASTERN  INDIGO  SNAKE. 

14 

ST  JOHNS  RIVER  WATER  MANAGEMENT  DISTRICT  ENVIRONMENTAL 

14 

SIMILAR  TO  CONCEPT  A,  SEA  TURTLES  COULD  BE 

15 

RESOURCE  PERMIT.  PROPOSED  MITIGATION  FOR  THIS  WETLAND  IS 

IS 

IMPACTED  BY  ARTIFICIAL  LIGHTING.  THE  SAME  MITIGATION 

16 

THROUGH  THE  RECONNECTION  OF  THE  SB  ACRE  WEST  MARSH  AREA  TO 

16 

DESCRIBED  FOR  CONCEPT  A  WILL  BE  IMPLEMENTED  FOR  CONCEPT  B  TO 

17 

THE  BANANA  RIVER. 

17 

MINIMIZE  IMPACTS  TO  SEA  TURTLES.  THE  FLAME  DUCTS  FOR  SLC- 

18 

DUE  TO  SLC-41’S  LOCATION,  NEARBY  FEDERALLY 

18 

37  POINT  DIRECTLY  AT  ONE  QUARTER  TO  ONE  HALF  ACRE  OF 

19 

LISTED  THREATENED  OR  ENDANGERED  SEA  TURTLE  ADULTS  AND 

» 

SOUTHEASTERN  BEACH  MOUSE  HABITAT.  DIRECT  MORTALITY  TO  BEACH 

20 

HATCHLINGS  COULD  BE  DISORIENTED  BY  ARTIFICIAL  LIGHTING  AT 

20 

MICE  IN  THE  AREA  COULD  OCCUR  DURING  LAUNCH  ACTIVITIES. 

21 

THE  SITE.  CONSEQUENTLY,  LOW  PRESSURE  SODIUM  LIGHTING  WILL 

21 

MITIGATION  FOR  THIS  IMPACT  MAY  INCLUDE  TRAPPING  AND 

22 

BE  USED  AND  A  LIGHTING  PLAN  WILL  BE  DEVELOPED  TO  MINIMIZE 

22 

RELOCATION  OF  THE  MICE  AND/OR  HABITAT  RESTORATION  NEAR  THE 

23 

LIGHTING  IMPACTS  ON  TURTLES.  LAUNCHES  FROM  SLC-41  ALREADY 

23 

SITE. 

24 

OCCURRED  AT  THIS  LOCATION.  NO  ADDITIONAL  EFFECTS  FROM  EELV 

24 

FINAL  MITIGATION  PLANS  WILL  BE  DETERMINED 

25 

LAUNCHES  ARE  EXPECTED. 

25 

THROUGH  CONSULTATION  WITH  THE  US  FISH  AND  WILD  LIFE 

26 

UNDER  CONCEPT  B  AT  CAPE  CANAVERAL,  UP  TO 

26 

SERVICE.  CLEARING  OF  THE  14  ACRE  INTEGRATION  FACILITY  SITE 

27 

ONE  ACRE  OF  JURISDICTIONAL  WETLANDS  MAY  BE  DIRECTED  DURING 

27 

WOULD  IMPACT  TERRITORY  FOR  THE  FLORIDA  SCRUB  JAY. 

28 

CONSTRUCTION  AT  THE  INTEGRATION  FACILITY  SITE  AND  AT 

28 

MITIGATION  FOR  THIS  IMPACT  WOULD  INCLUDE  HABITAT  RESTORATION 

28 

29 
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AND  MONITORING  AS  CALLED  FOR  IN  THE  CAPE  CANAVERAL  SCRL-E  J.-.'. 
HABITAT  CCaJSERVATION  PLAN.  THIS  SCRUB  JAY  MITIGATION  KLTL: 
ALSO  EE  CONSIDERED  AS  WETLAND  MITIGATION  BECAUSE  IT  WOULT 
BQIEFIT  THE  SWALE  WETLANDS  IN  THE  AREA. 

AS  AT  SLC-41,  GOPHER  TORTOISE  BURROWS  ARE 
PBPggWT  IN  AREAS  PLANNED  FOR  CCNSTRUCTION  SLC-37  AND  THE 
INTEGRATION  FACILITY  SITE.  MITIGATION  FOR  IMPACTS  TO  THE 
TORTOISES  WOULD  INCLUDE  TRAPPING  AND  RELOCATION  TO  THE 
NEARBY  UN- IMPACTED  SITES. 

FOR  VANDENBERG  AIR  FORCE  BASE,  IMPACTS  TC 
BIOLOGICAL  RESOURCES  WOULD  RESULT  PRIMARILY  FROM  OPERATIONAL 
ACTIVITIES  SINCE  MOST  CONSTRUCTION  IS  ANTICIPATED  TO  TAKE 
PLACE  WITHIN  EXISTING  COMPLEXES  OR  ALONG  EXISTING  ROADWAYS. 
MINOR  WETLAND  IMPACTS  OF  LESS  THAN  ONE  ACRE  EACH  COULD  OCCUR 
UNDER  BOTH  CONCEPTS  DUE  TO  CONSTRUCTION  AT  SLC-3  WEST  AND 
SLC-6  FOR  CONCEPT  B.  APPROPRIATE  MITIGATION  FOR  THESE 
WETLAND  IMPACTS  MOULD  BE  DETERMINED  DURING  THE  PERMITTING 


IMPACTS  DUE  TO  OPERATIONAL  ACTIVITIES 
WOULD  BE  ASSOCIATED  PRIMARILY  WITH  VEHICLE  LAUNCHES  WHICH 
WOULD  OCCUR  ON  AN  INFREQUENT  BASIS.  AVERAGE  LAUNCH  RATES 
MERE  PRESENTED  EARLIER  BY  COLONEL  KNAUF.  MANY  OF  THESE  EELV 
LAUNCHES  WOULD  BE  REPLACING  LAUNCES  CURRENTLY  SCHEDULED  ON 
THE  NO-ACTION  LAUNCH  VEHICLES. 

IMPACTS  TO  LISTED  SPECIES  AND  MARINE 
MAMMALS  ARE  PRIMARILY  DUE  TO  NOISE  AND  SONIC  BOOM. 

IDENTIFIED  PINNIPED  -  THAT  IS  SEA  OR  SEA  LION  -  HAUL-OUT 
LOCATIONS  ON  VANDENBERG  AIR  FORCE  BASE  ARE  LOCATED  AT 


PURISIKA  POINT  AND  ROCKY  POINT.  CURRENT  LAUNCH  NCISES  A? 
LOW  AS  80  DECIBELS  HAVE  BEEN  SHOWN  TO  CAUSE  PINNIPEDS  CK 
LANDS  THAT  FLEE  TO  THE  WATER,  BUT  NO  ABANDONMENT'  OF  THE 
haul-out  areas  or  IMPACTS  W  THE  SPECIES’  SURVIVAL  HAS  BEE: 


SONIC  BOOMS  ALSO  AFFECT  THE  CKAN’N'EL 
ISLANDS  DURING  LAUNCHES  FROM  VANDENBERG  AIR  FORCE  BASE 
LAUNCHES  FROM  THE  BASE  REQUIRE  A  TAKE  PERMIT  FRW  THE 
NATIONAL  MARINE  FISHERIES  SERVICE  TO  ADDRESS  HARASSMENT  OF 
THE  MARINE  MAMMALS  UNDER  THE  MARINE  MAMMAL  PROTECTION  ACT, 
PERMITS  CURRENTLY  IN  PLACE  FOR  OTHER  SIMILAR  LAUNCH  PROGRAMS 
REQUIRE  MONITORING  OF  MARINE  MAMMALS  IN  THE  CHANNEL  I SLANTS 
DURING  LAUNCHES  TO  IDENTIFY  ANY  LONG-TERM  IMPACTS  THAT  MAY 
OCCUR  TO  THE  ANIMALS  CAUSED  BY  LAUNCH  ACTIVITIES. 

NONE  OF  THESE  MONITORED  STUDIES  HAVE  SHOWN 
INJURY  OR  ABANDONMENT  OF  PUPS  DUE  TO  SONIC  BOOM  IMPACTS. 
UNDER  CONCEPT  A,  MAXIMUM  NOISE  LEVELS  ARE  PREDICTED  TO  BE 
LESS  THAN  80  DECIBELS  AT  PURISIMA  POINT  AND  85  DECIBELS  AT 
ROCKY  POINT.  DUE  TO  THE  INFREQUENT  NATURE  OF  THE  LAUNCHES 
AND  SHORT  DURATION  OF  THE  NOISE  IMPACT,  LAUNCHES  ARE  NOT 
EXPECTED  TO  NEGATIVELY  AFFECT  THESE  POPULATIONS. 

THE  CHANNEL  ISLANDS,  WHILE  NOT 
SIGNIFICANTLY  AFFECTED  BY  IN-FLIGHT  ROCKET  NOISE,  ARE 
EXPECTED  TO  EXPERIENCE  SONIC  BOOM  IMPACTS  UNDER  THIS 
CONCEPT.  BASED  ON  THE  MODELING  CONDUCTED  OF  SEVERAL  FLIGHT 
SCENARIOS,  SONIC  BOMB  FOCAL  ONES  COULD  OVERLIE  PARTS  OF  THE 
CHANNEL  ISLANDS  OR  COULD  MISS  THEM  ENTIRELY,  DEPENDING  ON 
THE  VEHICLE  AND  TRAJECTORY  FLOWN.  FOR  FOCAL  ZONES  WHICH  DO 
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IMPACT  THE  ISLANDS,  OUR  ANALYSIS  INDICATES  THAT  MAXIMUM  CVS.-. 
PRESSURES  WOULD  BE  IN  THE  RANGE  OF  FIVE  TO  SIX  POUNDS  FEF. 
SCARE  FOOT,  WHICH  IS  SIMILAR  TO  SONIC  BOOMS  EXPERIENCED  FRCM 
SOME  OF  THE  NO-ACTION  VEHICLE  LAUNCHES.  THEREFORE, 
CONDITIONS  AFFECTING  CHANNEL  ISLANDS  ARE  NOT  EXPECTED  TO 
CHANGE  FROM  CURRENT  ACTIVITIES.  WE  ANTICIPATE  THAT  SIMILAE 
PERMIT  REQUIREMENTS  WILL  APPLY  TO  EELV  LAUNCHES  AS  TO  OTHER 
CURRENT  LAUNCHES. 

SEVERAL  FEDERAL  LISTED  THREATENED  OR 
ENDANGERED  BIRDS  SPECIES,  INCLUDING  WILLOW  FLYCATCHER,  LEAST 
TERN,  SNOWY  PLOVER,  AND  PEREGRINE  FALCON  ARE  LOCATED  IN  THE 
VICINITY  OF  SLC-3  WEST.  ALTHOUGH  MANY  OF  THESE  SPECIES 
FLUSH  OR  TAKE  FLIGHTS  AT  THE  SITE  OR  SOUND  OF  THE  LAUNCH,  NO 
LONG-TERM  IMPACTS  TO  THESE  SPECIES  OR  THEIR  USES  OF  AREA 
HAVE  BEEN  OBSERVED  DURING  MONITORING  CONDUCTED  FOR  TITAN  IV 
LAUNCHES  AT  SLC-4 .  SIMILARLY,  NO  LONG-TERM  IMPACTS  TO  THESE 
SPECIES  ARE  EXPECTED  DUE  TO  LAUNCHES  FROM  SLC-3  WEST  UNDER 
CONCEPT  A.  HOWEVER,  MONITORING  REQUIREMENTS  SIMILAR  TO 
THOSE  ALREADY  REQUIRED  FOR  OTHER  LAUNCHES  FROM  SOUTH 
VANDENBERG  MAY  BE  IDENTIFIED  DURING  CONSULTATION  WITH  THE  US 
FISH  AND  WILDLIFE  SERVICE. 

UNDER  CONCEPT  B  AT  VANDENBERG,  THE  HARBOR 
AT  BOATHOUSE  FLATS  WOULD  PROBABLY  REQUIRE  DREDGING  IN  ORDER 
TO  ACCEPT  THE  BARGES  CARRYING  CORE  BOOSTERS  FOR  CONCEPT  B. 
MATERIAL  TO  BE  DREDGED  IS  ESTIMATED  AT  APPROXIMATELY  20,000 
CUBIC  YARDS  OR  ABOUT  ONE  THIRD  OF  THE  AMOUNT  ORIGINALLY 
DREDGED  FOR  THE  HARBOR. 

SPOIL  LOCATIONS  WOULD  BE  IDENTIFIED  AS  A 


PART  OF  THE  PERMITTING  PROCESS  OF  THE  DREDGING  ACTIVITY 
SPECIES  IN  THE  AREA  WOULD  PROBABLY  LEA'VE  THE  HARBOR  DUKIN3 
THE  DREDGING  ACTIVI’TY  AND  RETURN  AFTERWARDS.  NO  LONG-TERM 
NEGATIVE  IMPACTS  WOULD  BE  EXPECTED. 

SIMILAR  TO  CONCEPT  A,  IMPACTS  FROM  CONCEPT 
B  DUE  TO  OPERATIONAL  ACTIVITIES  WOULD  BE  ASSOCIATED 
PRIMARILY  WITH  VEHICLE  LAUNCHES  WHICH  WOULD  OCCUR  AS 
PREVIOUSLY  DESCRIBED.  SIMILAR  TO  CONCEPT  A,  IN-FLIGHT 
ROCKET  NOISE  WOULD  BE  EXPERIENCED  AT  PINNIPED  HAUL -OUT 
LOCATIONS  AT  PURISIMA  AND  ROCKY  POINT.  THE  IMPACTS  WOULD  BE 
SIMILAR  TO  THOSE  DESCRIBED  IN  CONCEPT  A.  SONIC  BOOM  IMPACTS 
MOULD  ALSO  BE  SIMILAR  IN  THE  FOCAL  ZONES,  OR  AREAS  OF 
MAXIMUM  OVER  PRESSURE,  MAY  IMPACT  IN  THE  OCEAN  OR  ON  THE 
CHANNEL  ISLANDS,  DEPENDING  ON  THE  VEHICLE  AND  TRAJECTORY. 

FOCAL  ZONES  WHICH  DO  IMPACT  THE  ISLANDS 
WOULD  HA'VE  MAXIMUM  OVER  PRESSURES  OF  FIVE  TO  SEVEN  POUNDS 
PER  SQUARE  FOOT.  WHICH  IS  STILL  WITHIN  THE  REALM  OF  EXISTING 
SONIC  BOOMS  AND  IS  ALSO  NOT  EXPECTED  TO  CHANGE  THE 
CONDITIONS  FOR  WILDLIFE  PRESERVATIONS  ON  THE  CHANNEL 


SIMILAR  TO  CONCEPT  A,  SEVERAL  FEDERALLY 
LISTED  THREATENED  OR  ENDANGERED  BIRD  SPECIES,  INCLUDING 
WILLOW  FLYCATCHER,  LEAST  TERN,  SNOWY  PLOVER,  AND  PEREGRINE 
FALCON  ARE  LOCATED  IN  THE  VICINITY  OF  THE  SLC-6.  NOISE 
IMPACTS  AND  POTENTIAL  MONITORING  WOULD  BE  SIMILAR  TO  THOSE 
DESCRIBED  IN  CONCEPT  A. 

POTENTIAL  ACIDIFICATION  OF  CANADA  HONDA 
CREEK  MAY  NEED  TO  BE  MONITORED  DURING  CONCEPT  B  LAUNCHES 
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USING  SOLID  ROCKET  MOTORS  DUE  TO  THE  POSSIBLE  IMPACTS  C.-  THI 
TIDEWATER  GOBY,  THE  UNARMORED  THREE-SPINED  STICKLEBACK,  A:C: 
THE  RED-LEGGED  FROG,  WHICH  ALL  INHABIT  THE  CREEK  AREA,  Cr. 


AT  CAPE  CANAVERAL,  UNDER  CONCEPT  A,  NC 
NATIONAL  REGISTER  OR  ARCHAEOLOGICAL  SITES  OR  TRADITIONAL 
RESOURCES  HAVE  BEEN  IDENTIFIED  WITHIN  THE  AREAS  TO  BE 
AFFECTED  BY  CONSTRUCTION  OR  GROUND  DISTURBANCE. 
CONSEQUENTLY  NO  MITIGATION  MEASURES  ARE  PROPOSED  FOR  THIS 


UNDER  CONCEPT  B,  THERE  ARE  NO  NATIONAL 
REGISTER  ELIGIBLE  PREHISTORIC  OR  HISTORIC  ARCHAEOLOGICAL 
SITES  OR  TRADITIONAL  RESOURCES  WITHIN  THE  AREAS  TO  BE 
AFFECTED  BY  CONSTRUCTION.  HOWEVER,  HANGAR  C  HAS  RECENTLY 
BEEN  ASSESSED  FOR  POSSIBLE  INCLUSION  ON  THE  REGISTER. 

HANGAR  C  APPEARS  TO  HAVE  POTENTIAL  ELIGIBILITY  AS  A  HISTORIC  1 
FACILITY  LESS  THAN  50  YEARS  OLD.  1 

IF  THE  HANGAR  IS  DETERMINED  ELIGIBLE,  THE  i 
RENOVATIONS  PROPOSED  FOR  IT  UNDER  CONCEPT  B  ARE  NOT  LIKELY 
TO  ADVERSELY  EFFECT  IT.  THE  AIR  FORCE  WILL  CONSULT  WITH  THE 
FLORIDA  STATE  HISTORIC  PRESERVATION  OFFICER  CONCERNING  THIS 
AND  OTHER  FACILITIES  TO  BE  USED  AT  CAPE  CANAVERAL  UNDER 
CONCEPTS  A  AND  B. 

AT  VANDENBERG  AIR  FORCE  BASE  UNDER  CONCEPT 
A,  THERE  ARE  NO  IDENTIFIED  NATIONAL  REGISTER  ELIGIBLE 
PREHISTORIC  OR  HISTORIC  ARCHAEOLOGICAL  SITES  OR  TRADITIONAL 
RESOURCES  WITHIN  THE  AREAS  TO  BE  DIRECTLY  AFFECTED  BY 
CONSTRUCTION  OR  GROUND  DISTURBANCE.  HOWEVER,  PROPOSED 
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HAVE  BEEN  IDENTIFIED  FOR  THIS  CONCEPT  AT  VANDENBER2 . 

THAT  CONCLUDES  THE  PRESENTATION  OF  THE 
DRAFT  EIS  RESULTS.  IN  CLOSING,  I'D  LIKE  TO  REMIND  YOU  THAT 
WE  ARE  HERE  THIS  EVENING  TO  REQUEST  YOUR  INPUT  TO  THE 
ENVIRONMENTAL  IMPACT  ANALYSIS  PROCESS,  AND  SPECIFICALLY,  TC 
HEAR  YOUR  COMMENTS  ON  THE  DRAFT  EIS.  HE  WILL  BE  ACCEPTING 
WRITTEN  COMMENTS  ON  THE  DOCUMENT  THROUGH  FEBRUARY  2ND,  199e. 
AT  THE  ADDRESS  SHOWN  ON  THIS  SLIDE.  ALL  COMMENTS  RECEIVED 
WILL  BE  CONSIDERED  IN  PREPARATION  FOR  FINAL  EIS.  THANK  VCD. 

COLONEL  MCSHANEr  THANK  YOU,  MR.  CLARK.  AT  THIS 
POINT  WE'LL  TAKE  ABOUT  A  TEN-MINUTE  BREAK,  AND  ANYBODY  WHO 
DESIRES  TO  SPEAK  AND  HASN'T  ALREADY  INDICATED  THAT,  PLEASE 
SEE  LIEUTENANT  COLE  RIGHT  OUTSIDE  AT  THE  TABLE  AND  HE'LL 
SIGN  YOU  UP  TO  SPEAK.  LET'S  TAKE  ABOUT  A  TEN-MINUTE  RECESS 
AND  WE'LL  START  UP. 


(BREAK  HAS  TAKEN.) 


COLONEL  MCSHANE:  WE  WILL  NOW  START  THE  PUBLIC 
CC»!MENT  PORTION  OF  THIS  HEARING.  IF  YOU  WISH  TO  SPEAK  BUT 
HAVEN'T  FILLED  OUT  A  CARD,  PLEASE  RAISE  YOUR  HAND  AND 
LIEUTENANT  COLE  WILL  BRING  YOU  A  REGISTRATION  CARD.  DON'T 
BE  SHY  OR  HESITANT  ABOUT  MAKING  A  STATEMENT  TONIGHT.  I  WANT 
TO  ENSURE  THAT  EVERYONE  WHO  DESIRES  TO  SPEAK  WILL  HAVE  A 
FAIR  CHANCE  TO  BE  HEARD. 

WE  DO  HAVE  A  COURT  REPORTER  HERE,  WHO  IS 
TAKING  DOWN  WORD-FOR-WORD  EVERYTHING  THAT  IS  SAID  DURING  THE 
HEARING.  THE  RECORD  WILL  THEN  BECOME  A  PART  OF  THE  FINAL 
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EIS  AND  THE  DECISION  PACKAGE.  1  USUALLY  HAVE  SOME  GRCLTH: 
RULES  HERE  ABOUT  HOW  WE  NEED  TO  PROCEED,  BUT  I  DON'T  THINK 
HE  NEED  TO  WORRY  TOO  MUCK  ABOUT  THOSE  TONIGHT. 

THE  PODIUM  IS  UP  HERE.  PLEASE,  COKE  UF 
HERE.  THE  MICROPHONE  IS  ON,  EVERYONE  WILL  BE  ABLE  TO  HEAR 
YOU.  IF  YOU  DO  HAVE  A  WRITTEN  PRESENTATION,  BRING  IT  UF , 
LIEUTENANT  COLE  WILL  TAKE  CUSTODY  OF  IT  AND  MAKE  SURE  IT 
GETS  INCLUDED  IN  THE  RECORD.  I  DO  ASK  THAT  THE  AUDIENCE  BE 
COURTEOUS  WHEN  SOMEONE  IS  SPEAKING.  AND  DO  NOT  TALK  DURING 


SO  FAR  1  HAVE  GOT  ONE  CARD.  LET  ME  GO 
AHEAD  AND  CALL  ON  MICHAEL  SCHHAELING.  I  HOPE  I  PRONOUNCED 
THAT  CORRECTLY. 

MICHAEL  SCHMAELTNG:  THANK  YOU.  MY  NAME  IS  MIKE 
SCHMAELING.  I'M  WITH  SANTA  BARBARA  COUNTY  ENVIRONMENTAL 
HEALTH,  WITH  THE  SOLID  WASTE  SECTION.  WHERE  DO  I  START?  I 
WAS  PLEASED  TO  SEE  THE  EXTENSIVE  STUDY  GIVEN  TO  HA2ARDOUS 
WASTE  ISSUES;  HOWEVER,  CALIFORNIA  LEGISLATION,  NOW,  HAS 
EVOLVED  TO  THE  POINT  WHERE  SOLID  WASTE  REGXn-ATION  IS  ALMOST 
AS  STRINGENT  AS  HAZARDOUS  WASTE.  THAT  FACT  WILL  BE  NOTED 
WITH  THE  PAST  OR  ACKNOWLEDGED  THROUGH  THE  PASSAGE  OF 
ASSEMBLY  BILL  939. 

I  WAS  ALSO  PLEASED  TO  NOTE  THAT  THE 
OVERALL  PROJECT  RESULTED  IN  A  DECREASE  IN  THE  AMOUNT  OF 
WASTE  THAT  WAS  GENERATED;  HOWEVER,  THE  COMMENTS  ARE  GOING  TO 
FOCUS  ON  THE  CONSTRUCTION  PHASE  OF  THIS  PROJECT.  I'LL  JUST 
GO  AHEAD  AND  READ  MY  COMMENTS.  FIRST,  I'D  LIKE  TO  READ  OUT 
OF  THE  VANDENBERG  AIR  FORCE  BASE  SOLID  WASTE  MANAGEMENT  PLAN 
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30-SW  PLAN,  32-7042.  IT  HAS  ADOPTED  JULY  OF  'S”  A.\1  ;  '  v 
GOING  TO  READ  OUT  OF  TKE  EMISSIONS  STATEMENT.  IT  SAV£ 
CERTAIN  ASPECTS  OF  THE  BASE  OPERATIONS  ARE  CONSIDERED 
MISSION  CRITICAL  AND  DEPENDANT  ON  ONE  ANOTHER.  THE  BASF 
MISSION,  ITS  INTEGRATED  OPERATIONS  ARE  HIGHLY  DEPENTENT  LTI.V 
THE  BASE  LANDFILL,  THEREFORE,  FUTURE  ASSURANCE  OF  THE 
LONGEVITY  OF  THE  LANDFILL  IS  MISSION  CRITICAL. 

ENVIRONMENTAL  HEALTH  SERVICES  OF  SANTA 
BARBARA  COUNTY  WOULD  LIKE  TO  THANK  YOU  FOR  PROVIDING  US  THE 
OPPORTUNITY  TO  REVIEW  THE  COMMENT  ON  THIS  IMPORTANT 
DOCUMENT.  SINCE  ENVIRONMENTAL  HEALTH  SERVICE  IS  CERTIFIED 
AS  A  LOCAL  ENFORCEMENT  AGENCY  BY  THE  CALIFORNIA  MANAGEME.NT 
BOARD,  WE  ARE  CONCERNED  ABOUT  HOW  THE  CONSTRUCTION  PHASE  CF 
THE  SOLID  WASTE  GENERATED  WILL  HAVE  IMPACTS  --  WILL  BE 
addressed  in  THIS  FINAL  DOCUMENT.  WITH  THE  PASSAGE  OF 
ASSEMBLY  BILL  939,  REGULATION  OF  SOLID  WASTE  HAS  PROMPTED 
THE  EFFORTS  AND  RECYCLING  WASTE  REDUCTION. 

THE  CALIFORNIA  PUBLIC  RESOURCES  CODE 
SECTION  417B0  REQUIRES  ALL  WASTE  DISTRICTS  TO  DIVERT  504  OF 
ITS  SOLID  WASTE  FROM  LANDFILL  DISPOSAL.  THIS  GOAL  MUST  BE 
OBTAINED  THROUGH  REDUCTION -RECYCLING  COMPOST  ACTIVITY  BY 
JANUARY  1ST.  THE  YEAR  2000.  THE  --  IN  ORDER  TO  MEET  THIS 
GOAL,  FINES  UP  TO  810,000  A  DAY,  THE  STATE  OF  CALIFORNIA  IS 
VERY  SERIOUS  ABOUT  ENFORCING  THIS  LAW. 

MILLIONS  OF  DOLLARS  HAVE  BEEN  SPENT 
DEVELOPING  RECYCLING  PROGRAMS.  THESE  PROGRAMS  HAA/E  BEEN 
VERY  SUCCESSFUL  IN  REDUCING  THE  AMOUNT  OF  MONEY  SPENT  ON 
LANDFILL  DISPOSAL  COSTS  AND  EXTENDING  THE  LIFE  OF 
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LMTOFILLS. 

SINCE  MOST  MILITARY  LANDFILLS  DC  KCT 
CHARGE  A  TIPPING  FEE,  THERE’S  NO  INCENTIVE  TO  REDUCE  0.= 
RECYCLE  DISCARDED  MATERIALS.  TO  OVERCOME  TO  THIS  PROBLEV 
VANDENBERG  AIR  FORCE  BASE  HAS  DEVELOPED  A  MANAGEMENT  PLA.N 
WHICH  1  CITED  EARLIER.  THIS  PLAN  HAS  GREATLY  ASSISTED  THE 
BASE  IN  OBTAINING  ITS  CURRENT  WASTE  DIVERSION  RATE,  WHICH  If 
36%  RIGHT  NOW.  HOWEVER,  THE  PROPOSED  EELV  PROJECT  CAN 
SERIOUSLY  HINDER  THE  RASES  NEEDED  REQUIRED  DIVERSION  RATES 

BOTH  VANDENBERG  AIR  FORCE  BASE  RELATED 
CONCEPTS,  BEING  THE  A  AND  B  CONCEPT.  SHOULD  BE  REQUIRED  TC 
COMPLY  WITH  THE  SOLID  WASTE  MANAGEMENT  PLAN.  CONSTRUCTION 
AND  DEMOLITION  WASTES  ARE  EXCELLENT  CANDIDATES  FOR  A  WASTE 
DIVERSIMI  PLAN.  THE  BASE’S  SOLID  WASTE  MANAGEMENT  PLAN  OF 
THE  DIVERSION  PROGRAM  SHOULD  BE  ESTABLISHED. 

THIS  PROGRAM  WOULD  OVERSEE  AND  MANAGE  ALL 
SOLID  WASTES  TO  FUNCTIONAL  AREA.  BASE  CONTRACTORS  SHOULD  BE 
REQUIRED,  BOTH  THROUGH  THE  NEPA  PROCESS  AND  CONTRACTUAL 
CLAUSES  TO  HELP  ESTABLISH  AND  UTILIZE  THIS  PLAN  AND  OTHER 
WASTE  PRODUCTION  PROGRAMS. 

I  HAVE  A  PAGE  FULL  OF  SPECIFIC  CCWMENTS. 

DO  YOU  WANT  ME  TO  GO  THROUGH  THOSE  ALSO? 

COLONEL  MCSHANE:  SIR,  IT’S  UP  TO  YOU. 

MICHAEL  SCHMAELING:  ALL  RIGHT.  PAGE  2-27 
STATES  THAT  4.920  TONS  OF  SOLID  WASTE  WOULD  BE  GENERATED 
DURING  THE  CONSTRUCTION  PHASE.  IT  ALSO  STATES  THAT  4.600 
TONS  WOULD  BE  RECYCLED.  THIS  HIGH- RATED  DIVERSION,  93%, 
WOULD  REQUIRE  LARGE  STAGING  AND  PROCESSING  AREA  DEPENDING  ON 
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1]  2  TYPES  OF  HASTE  HANDLED.  DISCUSSION  IS  NEEDED  ON  HZH  TH: 
7_2  ditch  TYPES  OF  HASTES  WOULD  BE  HANDLED,  STORED,  AND 
PROCESSED. 

NEXT  SECTION:  PAGE  2-52  STATES,  CONCEPT  E 
|WILL  PRODUCE  3,800  TONS  OF  SOLID  WASTES  AT  VANDENBERG  AIR 
FORCE  BASE.  IT  ALSO  STATES,  THAT  THREE  TO  FIVE  PERCENT  OF 
!THIS  WASTE  WILL  BE  DIVERTED.  THIS  IS  AN  EXTREMELY  LOW 
DIVERSION  RATE  FOR  CONSTRUCTION  AND  DEMOLITION  WASTE.  BASE! 
ON  THE  FIVE  PERCENT  DIVERSION  BASE,  THE  BASE  LANDFILL  WOULT 
10|7.3  RECEIVE  3,360  TONS  DURING  THE  CONSTRUCTION  PHASE.  THIS  HIGH 

11)  VOLUME  COULD  CAUSE  SIGNIFICANT  PROBLEMS  FOR  THE  LANDFILL. 

12)  OTHER  PROJECTS  ON  THE  BASE  ALREADY  PUSHED 

13)  |IT  TO  ITS  PERMITTED  LIMITS.  AN  ADDITIONAL  3,360  TONS  COULD 

14)  |KEEP  THE  BASE  FRCW  MEETING  ITS  REQUIRED  DIVERSION  RATES. 

15)  I THE  MORE  AMBITION  SHOULD  BE  INCLUDED  IN  CONCEPT  B  AND 

16)  lADHERENCE  TO  30-SW  PLAN  32  -7047  SHOULD  BE  DISCUSSED. 

i7|  4  1  NEXT  SECTION:  PAGE  2-55  FAILS  TO 

DESCRIBE  THE  THIRD  ALTERNATIVE  --  HOW  THE  THIRD  ALTERNATIVE 
[WOULD  HANDLE  THE  DIFFERENCES  BETWEEN  THE  TWO  SEPARATE  WASTE 
!HANDLING  PROPOSALS.  A  SUGGESTION  --  A  SUGGESTED  SOLUTION 
WOULD  BE  FOR  BOTH  CONTRACTORS  TO  JOINTLY  DEVELOP  THE 
FUNCTIONAL  AREAS  DISCUSSED  ON  VALIDITY  BASE  SOLID  WASTE 
I  MANAGEMENT  PLAN. 

NEXT  SECTION:  PAGE  3-27  BRIEFLY  DESCRIBES 
THE  BASE  LANDFILL.  BASED  ON  POTENTIAL  QUANTITIES  SOLID 
HASTE  QUANTITIES  PROJECT,  THIS  SECTION  SHOULD  BE  EXPANDED  TO 
27[  INCLUDE  ALL  SOLID  HASTE  OPERATIONS.  THE  REQUIREMENTS  OF 
28)  [solid  WASTE  MANAGEMENT  PLAN  SHOXnjI  BE  INCLUDED  IN  THIS 
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SECTION. 

THE  HOUSING  DEMOLITION  PROJECT  HAS  CAUSE: 
THE  BASE  TO  PURSUE  ANY  ALTERNATIVES  TO  LANDFILL  AND 
CONSTRUCTION  DEMOLITION;  HOWEVER,  THE  LANDFILL  HAS  STILL 
COME  CLOSE  TO  EXCEEDING  ITS  DAILY  ALLOWABLE  TONNAGE.  EELV 
PROJECT  COULD  CAUSE  THE  LANDFILL  TO  BE  IN  VIOLATION  OF  ITS 
SOLID  HASTE  VIOLATION  PERMIT. 

NEXT  SECTION:  PAGE  4-32  STATES  THAT 
CONCEPT  A  WILL  DIVERT  THREE  TO  FIVE  PERCENT.  SECTION  --  OS 
PAGE  2-27  STATES  THAT  93%  WILL  BE  DIVERTED.  PAGE  4-32 
SHOULD  BE  CORRECTED  TO  REFLECT  THE  FIGURES  DISCUSSED  IN  THE 
EARLIER  SECTION  OF  THIS  DOCUMENT. 

SECTION  --  I’M  NOT  GOING  TO  READ  ALL  THESE 
NUMBERS.  I’M  JUST  GOING  TO  SAY  PAGES  4-32,  36.  AND  39  DO 
NOT  DISCUSS  THE  IMPACTS  RELATED  TO  THE  PEAK  PERIODS  OF 
DISPOSAL.  IF  A  DIVERSION  AREA  IS  ESTABLISHED  IT  MAY  REQUIRE 
A  SOLID  WASTE  FACILITY  PERMIT.  THE  HANDLING  AND  PROCESSING 
OF  LARGE  AMOUNTS  OF  CONCRETE  AND  ASPHALT  SHOULD  BE  DIVERTED 
THROUGH  THE  PROPOSED  CONCRETES  AND  ASPHALT  LEVEL  PROCESSING 
[AREA.  THAT  ENVIRONMENTAL  DOCUMENT  THAT  WAS  RECENTLY 
CIRCULATED,  SO  IT  IS  PLANNED  IN  THE  PROCESS  OF  THAT.  ALL 
OTHER  SOLID  WASTE  HANDLING  SHOULD  COMPLY  WITH  THE  BASE 
MANAGEMENT  PLAN. 

PLEASE  NOTE.  THOUGH  THE  SCOPE  OP  THE  ABOVE 
COMMENTS  RELATE  ONLY  TO  THE  AREA  OF  WHICH  EHS  HAS  REGULATORY 
IMPORTANCE.  THE  ONE  THAT  ASSISTS  THE  VANDENBERG  AIR  FORCE 
BASE  CC»!PLy  WITH  ALL  STATE  SOLID  WASTE  LAWS  AND 
REGULATIONS.  IF  THERE’S  ANY  QUESTIONS  RELATED  TO  SOLID 
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HASTE  ISSUES  PLEAS  CALL  ME,  MIKE  SCHMAELING,  EK\':R3Nve.\TAL 
HEALTH  SPECIALIST  FOR  SANTA  BARBARA  COUNTY.  THANK  YCV, 

COLONEL  MCSHANE^  THANK  YOU,  SIR.  DIO  YCU  WA.'” 
TO  LEAVE  THE  WRITTEN  PRESENTATION?  THANK  YOU.  OKAY.  I 
DirWT  HAVE  ANYBODY  ELSE  SIGN  UP,  BUT  YOU  ARE  CERTAINLY 
WELCOME  TO  COME  FORWARD  AND  C<»«ENT.  ANYBODY? 

SIR,  IF  I  COULD  GET  TO  YOU  STATE  YOUR  NAME 
AND  SPELL  IT  FOR  OUR  COURT  REPORTER. 

ED  RUTKOW5KI  :  MY  NAME  IS  ED  RUTKOWSKI .  I’M  A-N 
ORBITAL  SCIENTIST.  MY  NAME  IS  SPELLED  R-U-T-K-O-W-S-K- I . 
JUST  A  GENERAL  COMMENT  ON  A  COLLATERAL  IMPACT  THAT  WASN'T 
ADDRESSED  IS,  THAT  YOU  ARE  DISPLACING  AN  OPERATOR  OF  THE 
LAUNCH  VEHICLE  AT  SLC-6;  BY  BRINGING  IN  THE  GOVERNMENT 
PROGRAM,  AN  OPERATOR  HAS  TO  GO  SOMEWHERE  ELSE  ON  VANDENBERG 
AIR  FORCE  BASE  TO  CONTINUE  THIS  LAUNCH  OPERATION,  AND  YOU 
SHOULD  ADDRESS  WHAT  THE  IMPACTS  OF  THIS  MIGHT  HAVE  TO  OTHER 
AREAS  --  MIGHT  BE.  I  THINK  THERE  IS  A  COLLATERAL  IMPACT. 
THANK  YOU. 

COLONEL  MCSHANE:  THANK  YOU,  SIR.  ANYONE  ELSE? 
THIS  IS  YOUR  OPPORTUNITY  FOLKS  TO  SPEAK.  OKAY,  LET  ME 
REMIND  YOU  THEN,  THAT  ADDITIONAL  WRITTEN  COMMENTS  WILL  BE 
ACCEPTED  AND  INCORPORATED  IN  THE  REPORT  AS  LONG  AS  THEY  ARE 
RECEIVED  BY  THE  2ND  OF  FEBRUARY.  PLEASE,  SEND  YOUR  COMMENTS 
TO  THE  ADDRESS  WHICH  IS  LISTED  UP  ON  THE  SCREEN  THERE,  AND 
IT'S  ALSO  LISTED  ON  YOUR  AGENDA. 

UNLESS  WE  HAVE  ANYBODY  ELSE  WHO  WOULD  LIKE 
TO  MAKE  A  COMMENT,  I'M  GOING  TO  GO  AHEAD  AND  ADJOURN  THE 
HEARING. 
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WE’RE  ADJOURNED.  THANK  YOU. 


(WHEREUPON  PROCEEDINGS  CONCLUDED  AT  8:21  PM. 
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STATE  OF  CALIFORNIA 


COUNTY  OP  SANTA  BARBARA 


kWlh  C«R  ScTviB 


1,  MARY  T.  CIANCIARULO,  OFFICIAL  COURT 
REPORTER  PRO,  STATE  OF  CALIFORNIA,  IN  AND  FOR  THE  COUNTY  OF 
SANTA  BARBARA,  HEREBY  CERTIFY  THAT  THE  FOREGOING  PAGES  1 
THROUGH  43  COMPRISE  A  FULL,  TRUE  AND  CORRECT  TRANSCRIPT  OF 
THE  PROCEEDINGS  HAD  IN  THE  WITHIN- ENTITLED  MATTER,  RECORDED 
BY  ME  BY  STENOTYPE  ON  THE  DATES  AND  AT  THE  HOURS  HEREIN 
WRITTEN,  AND  THEREAFTER  TRANSCRIBED  BY  ME  INTO  TYPEWRITING. 

IN  CWPLIANCE  WITH  SECTION  8016  OF  THE 
BUSINESS  AND  PROFESSIONS  CODE,  I  CERTIFY  UNDER  PENALTY  OF 
PERJURY  THAT  I  AM  A  CERTIFIED  SHORTHAND  REPORTER,  WITH 
LICENSE  NUMBER  11408  IN  FULL  FORCE  AND  EFFECT. 

DATED  THIS  20TH  DAY  OF  JANUARY,  199B 


MARY  T.  CIANCIARULO,  C.S.R.  NO.  11408,  RPR 


January  15. 1 


Mr.  Jonathan  D.  Farthing 
HOAFCEE/ECA 
3207  North  Road 
Brooks  AFBTX  78235-5363 


Dear  Mr.  Farthing. 


Subject 


PraHmlniTy  Environnwfrtal  bnpact  Statament  for  the  Evotvad  Expendable 
Launch  Vehicle  ^ELV)  Program,  December  1997 


Environmental  Health  Services  of  Santa  Barbara  County  would  like  to  thank  you  for  providing  us  the 
opportunity  fo  review  and  comment  on  this  important  document.  Since  Environmental  Health 
Services  (EHS)  is  certified  as  the  Local  Enforcement  Agency  by  the  California  Integrated  Waste 
Management  Board,  we  are  concerned  about  how  the  soM  waste  related  impacts  will  be  addressed 
in  the  final  document. 


With  the  passage  of  Assembly  Bill  939.  regulation  of  solid  waste  has  prompted  many  increased 
efforts  in  recychng  and  waste  reduction.  The  Caiifomia  Public  Resources  Code,  Secbon  41780, 
requires  all  waste  dstncts  fo  divert  50%  of  all  solid  waste  from  landfill  disposal.  This  goal  must  be 
obtained  through  source  reduction,  recydmg  and  composbng  achvitoes  by  January  1 , 2000.  Failure  to 
meet  this  goal  will  result  in  fines  up  to  S10.000  a  day.  Ihe  State  of  Caiifomia  is  very  serious  about 
enforcing  this  law.  Millionsof  doUars  have  been  spent  m  developing  waste  reductwn  and  recycling 
programs.  These  programs  have  been  very  successful  in  reducing  the  amount  of  money  spent  on 
landftH  disposal  costs  and  m  extending  the  Irfe  of  landfills. 

SirxarnostiTTilitafy  landfills  do  imt  charge  a  tipoing  fee,  there  is  Hfle  incentive  to  reduce  or  recycle 
discarded  mateiials.  To  overcome  this  problem,  Vandenberg  AFB  developed  a  SoW  Waste 
Management  Plan  (30  SW  PLAN  32-7047).  This  plan  has  greatly  assisted  the  base  in  attaining  its 
cwrent  waste  diversion  rate  of  38%.  However,  the  proposed  EELVpn^  could  seriously  hinder  the 
base  in  meeting  ifs  required  diversion  requirements. 

Both  Vandenberg  AFB  related  Concepts  should  be  required  to  comply  with  30  SW  PLAN  32-7047. 
Constnjction  and  demolition  wastes  are  excellent  candidates  for  this  waste  diversion  plan.  The 
base's  Solid  Waste  Management  Plan,  Appendix  2.  describes  how  a  diversion  program  should  be 
established.  This  program  would  oversee  artd  managed  solid  waste  activities  through  a  functional 
area.  Base  contracfors  should  be  required,  both  through  the  NEPA  process  and  as  a  contractual 
clause,  to  help  estabitsh  and  utilize  this  program. 
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SPECIFIC  COMMENTS 
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7-2 


Section  2.1.1.10,  page  2-27.  states  that  4.920  tons  of  soM  waste  would  be  genefated  dunng  tne 
constwetcn  phase.  It  also  stales  that  4.600  tons  win  be  recycled  This  high  rate  of  dtversion  93 
wW  require  a  large  stagmg  and  processing  area.  Depending  on  the  types  of  waste  handled,  a  Solid 
Waste  Facity  Permit  may  be  lequred.  Discussion  8  needed  on  how  the  different  types  of  waste  will 
be  handled,  stored  and  processed. 
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7.3 


Section  2.1 2.10.  page  2-52.  states  that  Concept  B  wM  produce  3,600  tons  of  solid  waste  at  VAF6  It 
atsostates  that  only  3  to5%  of  this  waste  will  be  diveftid.  This  8  an  extremely  low  drversion  rate  tor 
construction  and  demolition  (C  &  D)  waste.  Based  on  a  5  %  diversion  rate,  the  base  landfill  would 
receive  3360  tons  dumg  the  constructon  phase.  This  high  volume  could  cause  significamprobtems 
for  Vandenberg  AFB.  Other  profects  on  the  base  have  already  pushed  the  landfill  to  its  permitted 
knits  and  the  additional  3360  tons  could  keep  the  base  from  meeting  required  diversion  rate  A 
much  more  ambitious  recydmg  plan  should  be  induded  in  Concept  B  and  adnerence  to  30  SW  PLAN 
32-7047  should  be  discussed. 


4  Secticin  2.12.10.  page  2-55  fails  to  describe  how  the  third  aftematrve  would  handle  the  differences 
7.4  between  the  hro  separate  waste  handling  proposals  A  suggested  solution  would  be  for  both 
contractors  to  jointly  devetop  foe  funcbonat  »ea'  as  disciissed  m  30  SW  PLAN  32-7047. 
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Section  3.5.2.3.  page  3-27  briefly  describes  the  base  tandfil!.  Based  on  the  potential  quantities  of 
solid  waste  generated  by  this  protect  ths  section  should  be  expanded  to  indude  all  solid  waste 
operations.  The  requirements  of  30  SW  PLAN  32-7047  should  be  mduded  in  the  sectxin.  The 
housing  demoktion  protect  has  caused  the  base  to  pursue  many  alternatives  to  landfilling  C  4  D 
wastes.  However,  the  landfiH  has  sbil  come  dose  to  exceeding  Its  daily  allowable  permitted  tonnage. 
This  EELV  project  could  cause  the  landfiilto  be  in  vidationof  it  Solid  Waste  Fadlity  Permit. 
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Section  4.5.1.12.  page  422  states  that  Concept  A  will  divert  3  to  5  %  Section  2.1 .1 .10,  page  2-27 
stales  that  of  the  4920  tons  of  solid  waste  generated  by  Concept  A.  4600  tons  would  be  recycled. 
This  computes  to  a  93  %  diversion  rate.  Page  4-32  should  be  corrected  to  reflect  the  figures 
discussed  in  the  other  Sections  of  this  document. 


Please  note  that  the  scope  of  toe  Miove  comments  relate  only  to  the  area  over  which  EHS  nas 
regulatory  autoority.  We  want  to  assist  Vandenberg  AFB  xi  oomptymg  wifo  all  State  Solid  Wasie 
Uws  teid  Regutabons.  If  there  are  any  questxms  related  to  solid  waste  issues,  please  call  the 
undersignedat  (805)346- 8466. 


Michaej  L  Schmaekng.  REffi  ‘ 
Saner  Solid  Waste  Spedakst 


Sections  4.5.1. 12. 4.5. 1.22  4  4.5, 1.3.2,  pages' 4-32,36  4  39  do  not  discuss  the  impads  related  to 
toe  peak  periods  of  disposa!.  If  a  diversion  area  is  est^lished.  It  may  require  a  Solid  Waste  Faculty 
Permit.  T^  handling  and  processing  of  large  amounts  of  concrete  and  asphalt  should  be  diverted  to 
toe  proposed  concreta/asphaltnibble  processing  facUfty  (USAF  CONTRACT  NO.  F04664-95-C4X)45 
TASK  NO.240).  All  other  solid  waste  bridling  should  comply  with  the  Base  Solid  Waste 
Management  Plan. 
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RE:  CommexTO  on  the  Draft  EnTinmmental  Impact  Statement  for  the 
Evoived  Expendable  Launch  Vehicle  Program  -  SCAG  No.  1 
9700664 


Dear  Mr.  Farthing: 

Thank  you  for  submitting  tbeDraft  Environmental  Impact  Statement  for  the 
Evolved  Expendable  Launch  Vehicle  Program  to  SCAG  for  review  and 
comment.  As  aieawide  cleaiingbouse  for  regionally  significant  projects.  SCAG 
assists  cities,  counries  and  other  agencies  in  reviewing  projects  and  plans  for 
consistency  with  tegioiul  plans. 

The  attached  detailed  commeius  are  meant  to  provide  guidance  for  considering 
the  proposed  project  within  the  context  of  our  regional  goals  and  policies.  If 
you  have  any  questions  regarding  the  attached  comments,  please  conuct  Bill 
Boyd  at  (213)  236-1960. 


Sincerely. 


Manager,  Performance  Assessment  and  ImptementatioD 

I 


The  Proposed  Action  is  the  development,  deployment,  and  operation  of  the  Evolved  Expendable 
Launch  Vehicle  systems.  EELV  systems  would  replace  current  Atlas  HA.  Delta  II,  and  Tiun 
IVB  launch  systems  and  are  tmmded  to  meet  the  requirements  of  the  U.S.  government 
Executable  Mission  Module,  both  medium  and  heavy  lift,  at  a  lower  launch  cost  than  the  present 
expendable  launch  systems.  The  proposed  launch  locauons  for  the  program  are  Cape  Canaveral 
Air  Station.  Florida,  and  Vandenberg  Air  Force  Base.  California. 

INTRODUCTION  TO  SCAG  REVIEW  PROCESS 

The  document  chat  provides  the  primary  reference  for  SCAG's  project  review  activity  u  the 
Regional  Comprehensive  Plan  and  Guide  (RCPG).  The  RCPG  chapters  fall  into  three 
categories;  core,  ancillary,  and  bridge.  The  Growth  Managemeni  (adopted  June  1994). 
Regional  Mobility  (adopted  June  1994).  Air  Quality  (adopted  October  1995).  Hazardous  Waste 
Management  (adopted  November  1994),  and  Water  <^ity  (adopted  January  1995)  chapters 
constimte  the  core  chapters.  These  core  ch^rs  respond  directly  to  federal  and  state  planning 
requiiemems.  The  core  chapters  consdnite  the  base  on  which  local  governments  ensure 
consistency  of  their  plans  with  applicable  regional  plans  under  CEQA.  The  Air  (^lity  and 
(xTowih  Managemeni  chapters  comain  both  core  arxl  ancillary  policies,  which  are  differemiated 
in  the  comment  portion  of  this  letter.  The  Regional  Mobility  Element  (RME)  constitutes  the 
region's  Transponation  Plan.  The  RME  policies  arc  incorporated  into  the  RCPG. 

Ancillary  chapters  are  those  on  the  Economy.  Housing.  Human  Resources  and  Services. 
Finance.  Open  Space  and  Conservation.  Water  Resources.  Energy,  and  Integrated  Solid  Waste 
Management.  These  chapters  address  tmportaju  issues  facing  the  region  and  may  reflect  other 
regional  plans.  Ancillary  chapters,  however,  do  ixit  comatn  actions  or  policies  required  of  local 
govenunent.  Heixx,  they  are  entirely  advisory  and  establish  no  new  mandates  or  policies  for  the 
region. 

Bridge  chapters  include  the  Strategy  and  Implemenution  chapters,  futmioning  as  links  between 
the  Core  and  Ancillary  chapters  of  the  RCPG. 

Each  of  the  applicable  policies  related  to  the  proposed  project  are  identified  by  number  and 
reproduced  below  in  italics  followed  by  SCAG  suft  comments  regarding  the  consistency  of  the 
project  with  those  policies. 

CgasiflttNY  with  Rtti9Pg|.C9inBrct>yp?>vc  Man  and 
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Mr.  Jooithin  D.  Firthing 
Jaoury  16. 1998 
Pi*e4 

1.  Tbe  WMtt  Minigemcnt  ChiPier  fflWMOis  a  summary  of  the  six  (Los  Angeles. 

Orange.  Imperial.  San  fieniardioo.  Riverside.  Venmra.  San  Diego,  and  Sanu  Barbara)  region's 
Hazardous  Waste  Management  Plan,  which  was  prepared  under  tbe  direction  of  the  Southern 
California  Hazardous  Waste  Mansgemeni  Atiiboniy.  The  HWMC  core  goals  and  policies  that 
are  generally  applicable  to  the  Proposed  Project  as  it  relates  to  tbe  Vandenberg  Air  Force  Base 
site  are  as  follows: 

HcBontous  Wane  ManagemeK  Goals 

Goal  1  To  promote  the  following  waste  management  hierarchy  for  hazardous  wastes  ■ 

1.  Waste  Reduction. 

2.  Recycling  and  Reuse. 

3.  Sttfe  Disposal. 

SC  AG  staff  comments  The  Draft  HS  acknowledges  that  a  number  of  specific  programs 
are  proposed  for  the  managenietn  of  hazardous  materials,  hazardous  waste,  pollution 
prevention,  and  Installation  Restoration  Program  at  tbe  Vandenberg  AFB  site.  The  DEIS 
notes  that  Vandei^ierg  generated  over  2  million  pounds  of  hazardous  waste  in  1996. 
iiailuding  various  solvents,  paints,  primers,  sealants,  photcndeveloping  solutions, 
adhesives,  alcohol,  oils,  fuels,  and  vanous  process  chemicals.  The  DBS  acknowledges 
that  tbe  Defense  Reutiltzation  and  Marketing  Office  (DRMO)  is  responsible  for  the 
removal  to  off-base  treatment,  storage  or  disposal  facilities  for  all  hazardous  waste  The 
DEIS  ackmwledges  that  the  amount  of  hazardous  materials  used  at  Vandenberg  AFB 
under  inqilemenution  of  the  three  concepts  would  increase  by  the  approximate  amounts, 
in  pounds  per  year:  Concept  A  (84.0(X)  pounds).  Concept  B  (15.000  pounds)  and  Concept 
A/B  (98.(KX}  pounds).  The  DEIS  also  acknowledges  that  the  amount  of  hazardous  waste 
generated  at  Vandenberg  AFB  under  unplemeniation  of  the  three  concepts  would  increase 
by  the  approximate  amounts,  in  pounds  per  year:  Concept  A  <23.500  pounds).  Concept  B 
(190.000  pounds)  and  Concept  A/B  (180.000  pounds).  No  informaiion  is  provided  in  the 
DEIS  on  tbe  location  and  capacity  of  sites  to  safely  treat,  store  or  dispose  of  hazardous 
waste  that  would  be  generated  as  a  result  of  the  proposed  action.  We  are  unable  to 
determine  whether  tbe  Project  is  consistem  with  this  core  RCPG  goal. 

Goal  2  To  ensure  adequate,  appropriate,  and  environmentally  safe  waste  management 
capadiy  in  the  region. 

SC  AG  staff  comments.  (See  staff  comments  for  HWMC  Goal  1)  We  are  unable  to 
deienmne  wbetber  the  Piojea  is  consistent  with  this  core  RCPG  goal. 

RoUcy  3  Waste  reduction  goals  and  programs  are  included  in  each  of  the  county  plans. 

SCHWMA,  as  a  regional  agency,  can  play  a  positive  role  in  implementing  these 
plans.  Regional  activities  will  include:  Facilitating  imergovemmemal  cooperation 


Mr.  Jonathan  D.  Farthing 
January  16. 1998 
Pages 

^  in  waste  reduction  among  local  government,  special  purpose  agencies,  and 

milaary  itusitiiiioiu  lanphasis  added) 

SC  AG  staff  comments.  (See  staff  comments  for  HWMC  Goal  1)  We  are  unable  to 
determine  whether  the  Projea  is  consistent  with  this  core  RCPG  policy 

2.  The  Economy  Chanter  (EC)  includes  the  fbllowmg  incillaiy  goals  that  are  gencralK 
applicable  to  the  Proposed  Projea  as  tt  relates  to  tbe  Vandenberg  Air  Force  Base  sue 


Regional  Economic  Goals 


Prospetity  :  Real  Income  Gro*Mh 


STAG  staff  comments  The  Draft  EIS  acknowledges  that  construction  activities  at 
Vandenberg  AFB  would  begin  after  June  1998  and  be  completed  b>’  February  2001 
Construction  personnel  requirements  would  average  173.  with  a  maximum  of  350 
personnel  required  during  peak  periods.  Tbe  projected  8-10  launches  per  year  from 
Vandenberg  would  also  snmulate  economic  activity  m  tbe  unmeduK  project  area,  in 
«Atinfin  to  Creating  impetus  for  related  are-space  support  aaivities  throughout  Southern 
California.  This  would  telp  to  stimulate  real  income  growth  in  the  region  and  help 
ftKilitate  continuing  economic  recovery.  The  Project  would  be  suppontve  of  this  RCPG 
goal,  as  it  pertains  to  increased  development  at  the  Vandenberg  site. 

[  2  Equity:  Ensuring  economic  gams  are  broadly  shared. 

SCAG  sttff  comments.  (See  suff  comments  for  Economic  Chapter  Goal  1)  The  Project 
would  be  supportive  of  this  RCPG  goal,  as  it  peruins  to  increased  development  at  the 
Vandenberg  site. 
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Mr.  Jonadian  D.  Farthing 
Janiary  16.  1998 
Pige6 

CoochtSMOS  and  Recocniiieiidati^ 

(1)  As  noted  in  the  naff  comments,  the  proposed  Evolved  Expendable  Uunch  Vehicle 
Program  is  supportive  of  tbe  ancillary  economic  goals  in  the  Southern  California 
AssociarioD  of  Government's  Regional  Comprehensive  Plan  and  Guide.  Suggestions  art 
provided  for  further  addressing  hazardous  waste  marugemem  issues  as  they  pertain  to  the 
Vandenberg  AFB  site. 


Mr.  Jonathan  D.  Farthing 
January  16. 1998 
Page? 


SOUTHOtN  CAUFMtNIA  ASSOCUTION  OF  GOVERNMENTS 


TBE  SOUTHERN  CALDXMtNU  ASSOCUTKm  OF  GOVERNMENTSi  ■  J!i^  yIjrnirrnuMuhed 
vider  CaliAnij  Gevenmen  Code  Socooa  6502  et  Mq.  Under  federal  aod  aaie  law.  ibe  Aaiocuiioo  u  dcstgnaied  a 
a  CooDcil  of  GowBiBfnn  (COG),  a  Rafiaaai  Traosponatioo  Ptamunc  Afeocy  (RTPA),  and  a  Mctropoiitan  Planning 
Onanixanoo  (MPO).  Among  in  other  mandated  roles  and  responsibilities,  the  Associauon  is: 

•  Detignaied  by  Ifae  federal  goverameni  as  the  Region 'nl#inwpo(i Me  ftanniar  <Vy— gwi— inri  maodaied  to 

a  Goonnumg.  oooperaove.  and  compteheniive  transporm  pisiming  process  resutung  m  a  Regional 
Ttamportaiwn  Plan  and  a  Regional  Tnmponation  Improvemeni  Program  pursuant  to  23  U.S.CS134(g)-(b).  49 
U.S.C.  S1607(r>-(g)  et  set)..  23  C.F.R.S4S0.  and  49  C.F.R.  $613.  Tbe  Associauan  is  also  tbe  tksignatetXrgwMl 
Trmupormim  fkwung  Attmej  and  as  neb  u  respoosible  for  both  prepuauoo  of  ibe  Regiooi]  Transpoitma  Plan 
(RTP)  and  Regionai  Trinqmrtsiioo  Improvement  Program  (RTIP)  under  California  Covernmeni  Code  Sectioo 
65000. 

•  ResponsiUe  for  developing  the  demograpfuc  projcctioos  and  the  imegraied  land  use.  bousing,  cmptoymeni.  and 
giMponanoo  programs,  measures,  and  Brategies  portions  of  ibtfent*  Cantf  Air  Queltty  Mwugtmtw  PIm 
pursuan  to  Califonaa  Health  and  Safety  Code  Soaxm  4CN60(bHc).  Tbe  Associauan  is  also  designated  under  42 
U.S.C.  $750441)  as  a  Cr-Lmf  Agmey  for  air  quality  planning  for  tbe  Central  Coast  and  Sotobeast  Desen  Air  Basin 
Disnia. 

•  Responsible  under  tbe  Federal  Clean  Air  Act  for  (levxmitmfAmformity  of  Projecu.  Plans  and  Programs  to  ibe 
State  Inyleineiitaiion  Plan,  pursuaa  to  42  U.S.C67506. 

•  RespoosiMe,  pursuaa  to  Califoniia  Govt  repeal  Code  Section  65089.2.  ftnmevng  aO  Caagesswa  Wanafsairar 
PImu  (CMPs)  for  cawutcaey  wUt  ngimal  trauspoitmien  pbuuequued  by  Section  65080  of  tbe  Governmea 
Code.  The  Aasocianon  must  also  evaluate  die  consistency  and  cempaiibilRy  of  such  ptognms  within  tbe  itgion. 

•  Tbe  aabonaed  regiooal  agency  ftx  ImUrHotemmenut  Rmrwof  Programs  propoMd  for  federal  financia! 
assistance  and  direct  developmein  accivioes,  punuani  u>  Ptrsidcntial  Execuuve  Order  12,372  (replacing  A-95 
Review). 

•  Responsible  far  reviewing,  pursuaa  to  Sectiaos  15125(b)  aod  15206  of  tbe  CEQA  CuidelioetfannMMseaia; 
Impma  Repemof  projects  of  regmoal  stgnificaooe  for  eonsisiency  with  regKmal  plans. 

•  Tbe  autbohzed  Areawidr  Waste  Tnttmrmt  MatMgrmmr  Plaantag  Agra^pursuam  to  33  U.S.C.  S12S8(a)(2) 
(Section  208  of  tbe  Federal  Water  Pi^utioo  Coaroi  Act) 

•  Responsible  for  preparation  of  tbeXegienal  Naastng  Notds  Asttsmtnt  pursuaa  to  California  Govemmea  Code 
Seetioa  65SB4<a). 

•  Respontfale  (aloog  with  tbe  San  Diego  Associaiioa  of  Coveraneins  and  tbe  Santa  Barbara  County/Cities  Area 
Planning  Council)  for  prepanng  theSonsArni  Cahfontia  Hmnreoas  Waste  ktmwftmtni  Pfatpursuia  to  California 
Health  tal  Safety  Cok  Section  25135.3. 
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Nwional  OoMfuc  aod  Atmospheric  Aaministratio- 
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Southeast  Regional  Office 
9721  Executive  Center  Dnve  North 
Sl  Petersburg.  Florida  33702 


Januan-29. 1998 


Mr.  Jonaibm  D.  Fanhing.  Chief 
EaviroraneBtal  Analysis  Division 
HQAFCEE/ECA 
3207  North  Road 

Brooks  Air  Force  Base.  Texas  78235-5363 


Dear  Mr.  Farthing; 

The  National  Marine  Fisheries  Service  (NMFS).  Southeast  Regional  Office.  Habitat  Consen  auon 
Division  has  reviewed  the  Draft  EnvuonraentaJ  Impact  Statement  (DEIS),  dated  December  1997. 
for  the  Evolved  Expendable  Launch  Vehicle  (EELV)  Program.  The  U.S.  Air  Force  is  considering 
participaiioD  in  the  continued  development  and  deployment  of  EELV  systems  at  Cape  Canaveral  Air 
Sution  in  Brevard  County,  Florida,  and  Vandenberg  Air  Force  Base  in  California, 


nie  following  comments  are  related  specifically  to  the  project  alternatives  associated  with  Cape 
Canaveral  Air  Station  and  art  provided  in  accordance  with  the  Fish  and  Wildlife  Coordination  Act 
Issues  related  to  the  Endangered  Species  Aa  and/or  the  Marine  Mammal  Protection  Act  are  managed 
b>'  our  Protected  Resources  Division  and  would  be  provided  under  separate  cover.  Also,  the 
Southwest  Regional  Office  would  address  issues  with  regard  to  the  NMFS  misi  resources  affected 
at  Vandenberg  Air  Force  Base  in  Califomia. 


1 

16.1 


The  alternatives  investigated  at  Cape  Canaveral  generally  involve  utilizing  exisung  facilities  with 
some  expansion  necessary  for  the  EELV  Program,  The  DEIS  identifies  the  aquatic  resources  that 
may  be  affected  by  the  proposed  expansion  activities  as  well  as  options  for  mitigating  the  adverse 
of  the  expansion  activities.  Based  on  the  information  available  at  this  time.  Metiand  impacts 
affecting  the  N^S  trust  resources  would  appear  to  be  imiumal  and  the  conceptual  mttigaiivc 
options  discussed  appropriate.  However,  the  DEIS  indicates  that  further  consultation  will  occur  with 
the  U.S.  Fish  and  Wildlife.  U.S.  Aimy  Corps  of  Engineers  (USACE)  and  the  St.  Johns  River  Water 
Management  Distiia  regarding  wetland  compensation  options.  Be  advised  that  any  Federal  permits 
required  for  this  activity  (e  g.  a  USAGE  peimit)  will  also  be  coordinated  with  our  office  by  the 
permitting  agency. 


2 

16.2! 


The  Biological  Resources  identified  in  Appendix  G  do  not  include  many  of  the  marine  and  estuarine 
fish  and  mvertebrate  species  occumng  in  the  vicinity  of  the  project.  We  recommend  that  (jilmore 
(1981 )  and  Nelson  (1991 )  be  referenced  in  Table  G-i  for  fish  and  invenebratc  species  occumng  in 
the  vicinity  of  the  project  site. 


We  qipredate  the  opponunity  to  provide  you  with  our  comments.  Please  direct  related  commc.i:> 
quesboos  or  correspondence  to  Mr.  David  N.  Dale  of  our  Panama  City  Office  staff  tn  St  PetersbuTL 
Florida.  He  may  be  contacted  at  8I3/S70-531 7  or  at  the  lenerhead  address  above 


Sincerely. 


Assistant  Regional  Adramistrator 
Habiu!  Cooservauon  Division 


EPA-Atlanta 

FWS-JacksonviUe 

DEP-Tallahassec 

FGFWFC-Tallahassee 

F/SER4 

F/SER43-StPete 
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BIXB^  RANCH  COMPANY  ^  **  But*  fouBatr  •  irs  jss: 


Febiuaxy  2,  1998 

Mr.  Jonathan  D.  Fartiung.  Chief  Via  Fax  &  Mail 

Ettvironmental  Analysis  [^vision 
HQAFCEE/ESA 
3207  North  Road 

Brooks  Air  Force  Base,  TX  78235-5365 
(210)  536-3668 


R£;  Comments  on  Draft  Environmental  Impact  Statement  (DEIS. 

Dated  December  1997,  Evolved  Expendable  Launch  Vehicle 
Program  (EELV) 

Dear  Sir: 

Bixby  Ranch  Company  (Bixby),  the  owner  and  operuors  of  the  24,385  acre  Cojo-Jalama  Ranch 
located  south  of  and  adjacent  to  Vandenburg  Air  Force  Base  (VAFB)  is  one  of  the  property 
owners  roost  affected  by  the  proposed  construction  and  operation  of  the  Evolved  Expendable 
Launch  Vehicle  Program  (EELV)  at  Southern  VAFB 

The  proposed  location  of  the  EELV  at  Space  Launch  Complex  (SLC)  3W  and  SLC-b  eliminates 
many  of  the  land  use  concerns  and  visual  impaas  which  have  been  applicable  with  many  of  the 
launch  programs  proposed  for  Southern  VAFB  over  the  last  ten  years  The  location  of  the  EELV 
north  of  Cypress  Ridge  has  ehminated  the  significant  adverse  visual  impact  on  an  undeveloped 
hi^ly  scenic  coastal  area,  diminated  the  significant  aheration  of  the  natural  land  forms  required 
to  located  a  launch  ftcility  south  of  Cypress  Ridge,  and  has  diminated  the  incompatibility  of  the 
Iccciion  of  3  large  indasrtisi  feciEty  in  the  vieivshed  of  Jslama  County  Park,  s  public  beach  park 

Please  find  attached  our  detailed  comments  which  correspond  to  the  specific  page  and  section  of 
theDHS. 

The  EELV  program  should  be  supported.  The  USAF  and  VAFB  officials  should  be  congratulated 
for  their  effons  to  have  the  EELV  program  located,  consmiaed  and  operated  in  a  manner  which 
will  result  in  the  least  environmental  impacts 


us  Em(  Vkuni  Sow.  Suite  L  ■  Suiu  Btetm.  Cabfanua  99101  •  SOfi  IK.2278  •  ROC  SOS  MSartZ 
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Thank  you  for  the  opportunity  to  comment  on  the  DraA  EIS  for  the  proposed  consiruaion  anc 
opermon  of  the  EELV  prognun  on  South  VAFB 

Respectivdy  Bibmnted. 

BIXBV  kXNp^OMPANY 

John  M.  AICP 

Manager,  Sina  Barhan  Office 

Aiuchment 

JB:inh 

cc:  JeanneQe  Chiisteosen,  Esq 
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ATTACHMENT 
Detailed  Comments  EELV  DEIS 


2-13  Last  Paragraph  The  DEIS  states  “Both  Jalama  Beach  and  Ocean  Beach  Counn 
Parks  would  be  closed  to  public  access  pnor  to  launches  from  SLC-3W  "  According  to  the 
above,  each  type  of  launrii  from  VAFB  SLC-3W,  whether  government  or  commercial  or  lype 
(MLV-D,  MLV-A  HLV-L,  HLV-G).  will  require  closure  of  Jalama  Beach  Park  According  to 
Table  2.1-3.  Concept  “A"  Launch  Rates  147  launches  are  scheduled  for  the  period  of  200 1 -2020 
Will  all  launches  from  SLC-3W  require  closure  of  Jalama  Park'’ 

2-29:  The  DEIS  in  Figure  2.1-£  and  Figure  2.1-1  (Page  2-3)  gnphicatly  illustrates  the  proposed 
launch  vehicle  concept  and  Figure  2.2-3  (Page  2-6)  illustrates  the  current  set  of  launch  vehicles 
Based  on  the  laa  that  each  of  the  concepts  are  illustrated  separately  it  is  not  possible  to  make  an> 
comparison  as  to  size  difference  between  current  launch  vehicles  and  those  proposed  under  the 
EELV.  Please  provide  an  illustration,  in  scale,  which  shows  each  vehicle  type  0  e  current  & 
proposed) 

2-38:  The  DEIS  notes  that  the  procedures  for  launch  safety  would  be  the  same  for  Concept  B  as 
described  for  Concept  A  “Except  for  the  numbers  of  beach  closures  at  Vandenberg  AFB,  Jalama 
Beach  County  Park  would  be  closed  to  the  public  during  some  SLC-6  launches,  depending  on  the 
laundi  azimuth  ”  What  does  “some”  mean'’  Which  vehicles  will  require  closures"  Due  to  launch 
at  whai  azunutb? 

2-40  Table  2.1-8  Concept  B  Launch  Rate  Year  2001-2020  depicts  a  total  of  147  launches 
from  SLC-6.  The  documem  is  unclear  as  to  which  vehicles,  commercial  or  governmental,  require 
closure  of  Jalama  Beach  Park  Is  it  based  on  the  type  of  vehicle?  or  is  launch  azumith  the 
overriding  fector? 

2- 53  &  2-54:  Concept  A/B  as  proposed,  would  use  both  SLC-3W  and  SLC-6  at  VAFB  and 
would  make  use  of  both  sets  of  launch  vehicles  described  in  Figure  2.1-1  and  Figure  2  1-8. 
According  to  Table  2.1-1 1.  Concept  A/B  Launch  Rates  the  total  number  of  launches  u  projected 
to  be  164  which  is  equally  divided  between  Concept  A  launches  from  SLC-3W  and  Concept  B 
lauiKbes  from  SLC-6  The  DEIS  fails  to  disclose  the  allocation  of  Concept  A/B  launches 
between  government  and  commercial  Please  disclose  this  allocation  Will  all  164  launches 
require  the  closure  of  Jalama  Park'’  Or  is  the  closure  rate  “all”  from  SL3-W  and  “some"  from 
SLC-6? 

3- 11:  The  DEIS  states  in  Section  3.3.2  that  the  “ROI  for  land  use  at  Vandetierg  AFB 
encompasses  the  base  boundaries  and  potentially  affeaed  adjacent  lands  including  off-base  lands 
whbin  launch  safety  dear  zones  or  land  uses  that  may  be  affeaed  by  increase  on-base  activities." 

The  DEIS  feils  to  depia  the  location  of  the  ROI  for  land  use  at  Vandenberg  AFB  Please  disdose 
the  location  and  area  contained  in  the  ROI  A  graphic  representation  should  be  used,  is  our 
property  contained  within  the  ROI  for  land  use  at  VAFB'’ 
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Santa  Barbara  County 
Air  f^olkition  Control  Distnet 
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3-13  Fits  Paragraph:  The  DEIS  is  in  error  as  to  its  description  of  the  land  use  regulatorv 

struaure  for  the  Bixby  and  Hollister  Ranches  Please  note  the  Santa  Baibara  Counn-  Coastal  Plar. 
is  a  pan  of  the  County’s  General  Plan  and  the  Coastal  Zoning  Ordinance  is  one  of  a  sa  of  zoning 
ordinances  the  County  uses  to  tmpiement  its  Geoeral  Plan.  Please  note  that  the  ranches  are  zoned 
AG-II-320.  Mtnimum  parcel  size  of  320  acres  with  allowance  of  one  primary  residence  per 
pared  Please  note  asoordingly,  limited  residential  devdoproent  is  permined  by  right  for  these 
properties. 

3-14:  Figure  3.3-4:  This  figure  is  based  on  the  Vandei*erg  Air  Force  Base  Comprehensive 
Plan,  Sama  Barbara  County  California,  dated  August  1989  Tbe  DEIS  reference  to  this  document 
■1x1  representation  of  its  land  use  allocations  is  in  error  According  to  VAFB  officials,  this 
doaunent  was  never  adopted  and  has  no  standing.  According  to  sutements  made  by  VAFB 
officials,  another  plan  which  details  the  southern  boundary  of  the  launch  areas  north  of  Cypress 
Ridge  is  contained  in  the  adopted  VAFB  comprehensive  land  use  plan.  Please  revise  accordingl) 
Replace  Figure  3.3.4  vdth  the  currently  applicable  plan 

3-lS:  'The  DEIS  represents  that  closures  are  for  only  8  houn  per  launch  This  is  fectually 
incorrea  Many  times,  numerous  dosures  have  been  required  for  the  launch  of  one  vehicle 
because  of  the  lauixih  being  aborted  or  rescheduled,  primarily  due  to  weather  or  mechanical 
problems 

3-16  Last  Full  Paragraph:  The  DEIS  references  the  wrong  launch  program  It  should  sutc 
EELV  launches  instead  of  “low  azimuth  Titan  launches" 

3-16  3.3. 2.5  Aesthetics:  The  DEIS  is  in  error  when  it  describes  South  VAFB  as  low  visual 

sensitivity  According  to  the  Counry  of  Sanu  Barbara  Coastal  Plaa  the  southern  portion  of  the 
Santa  Ynez  mountain  from  Poim  Aiguello  and  Cypress  Ridge  is  described  as  one  the  County's 
most  highly  valued  scenic  areas  due  to  its  expanse  of  natural  pristine  and  mgged  landscapes  Tlus 
area  is  of  high  visual  sensitivity. 

3-102  Figure  3.12-4:  'The  DEIS  notes  that  direa  overfiigbt  of  the  beaches  does  not  normally 
occur  However,  accordingly  Figure  3.12-4  Potential  launch  .Azimuths.  V'AFB  or  page  3-102, 
tbe  figure  describes  that  launches  azimuths  from  ipproximatdy  165  to  140  degrees  will  overfly 
Jalama  Beach  and  our  property  Please  provide  what  legal  authority  allows  the  overflight  of  our 
property  and  at  what  altitudes?  No  grant  of  overflight  right  has  been  obtained  from  us 
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OB  the  eg  quality  anpact-reUterlpBttinnv  of  tire  as  few 
Barbara  Cauaiy. 

1.  Fhee  4-96.  last  hlHBaremrfi.  7ft  hue.  watMthot  the  liilg  tani 

iaZStoni.  Ffeam  note  that  this  thrcshobl  is  in  SBCAFODRuk:  870,  not  luk  1501. 

2.  Ite  4-97.  FWcilitv  CowwwirtiBfi  Please  Bofe  that  pomiant  to  S8CA7CD  Rule  If 

'  s  from  ali  censmeiien  squrpmeto  used  to  a 

(uerfany 

in  a  IZ-raooth  period,  tiw  o« 
riaatsef  Bale  B04  and  aialldenammam  that  w 
ag  qMitp  <teHlard  would  be  viotalKl. 

S-  Pa—  4-97.  law  last  lenteim.  The  document  at  _ _ 

narameiers  anwwjiare  to  Loi  Anyales  wna  uwd  in  thg 


pottutant  cmiawms  for  the  VAFB  anea.  Plcaae  contact  Joel  Ccaig  of  our  MmatonagSwmBti 
(S08-961-U56)  toofeann  approptiato  pannetera 

4.  faac.4^MaBdFaae4-l(«.rg;thcmvVISram«ani.  Weconeurwitfaftc  stotomttm 
ttic  docuamto  that  the  siring  of  this  pet9ect  at  VAFB  would  affect  the  ENWEST  pcopra 

■-  ...  ;  ....  .  . 


9.  ra«B  4-99.  Vehicle  fualinr.  Zitd  fef  ift  pteasc  note  ffiat  FTO  7S97-OS 
maximum  aamiat  tfaitMtghput  of  254,000  galtocia  per  year. 

8-  hUfeK-lQ,  Ae  noted  in  the  DEIS,  the  CcrienalConfomatyrcquirawentpiohihitsttg  federal 
gmmmcnt  from  Migaving  in  an  activity  Ihet  doa  net  conform  to  tte  applkable  SIP. 

■  Ptoaw  note  ftat  the  VOC  and  NO,  dbmuuime  levels  far  general  conteenmy  analyso  in 
Banta  Barbara  County,  as  a  "mriaus”  OBom  noBattainineBt  area,  are  now  SO  tons  per  year. 
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6  I  prognm  tt  the  Stennis  Space  Center  Similarly,  we  recommend  that  the  Air  Force  proviae 
12.10]  additional  information  on  thia  concern  in  the  final  EIS 


7  The  mformation  on  nitrogen  oxides  produced  by  launch  vehicle  propulsion  is  unclear 

Since  nitrogen  oxides  art  of  concern,  we  recommend  that  the  final  EIS  further  elaborate  on  an> 
nitrogen  oxide  formation  near  the  rocket  plumes 


8 


13.3 


A  graph  of  emissions  vs  attitude,  for  each  emittant  would  be  helpful  (see  attached 
examples  from  a  repon  on  the  annospheric  impacts  of  subsonic  aviation)  This  should  be  done 
for  each  option  (Concept  A.  Concept  B.  Concept  A/B,  and  the  no  aaion  alternative)  Then,  the 
atmospheric  mtpacis  of  each  significant  impact  should  be  considered  For  example,  the 
production  of  water  vapor  (from  all  fuel  types.  e.g  both  carbon  -based  fuels  as  well  as  the 
hydrogen)  should  be  considered.  Not  all  combustion  products  with  imponant  atmosphenc 
chemistry  impscts  have  been  considered  in  the  DEIS  With  the  exsmple  of  water  vapor,  water 
vapor  emissions  in  the  troposphere  and  stratosphere  affect  atmospheric  chcmistr^’  m  many  ways, 
including  impacting  ozone  dynamics  through  interference  with  HO,  formation,  NO,  and  CIO, 
catalytic  cycles,  and  cirrus  cloud  formauon  For  reference,  two  ubies  listing  important  emitunts 
from  subsonic  and  supersonic  aviation  are  included  in  the  atuchmen{ 


9  We  believe  that  the  coirunents  made  above  could  affect  the  assessment  of  potential 

impacts  of  the  various  aliematives  on  upper  atmospheric  air  quality,  and  the  appropriate  section 
13.4  of  the  Summary  may  need  to  be  revised  Given  that  these  issues  are  yet  to  be  quantitatively 

addressed  in  the  DEIS  (even  to  a  very  rough  approximation),  it  is  not  clear  from  the  DEIS  that 
Concepts  A  and  B  would  have  no  or  minimal  impacts  to  the  stratosphere 
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aqueous  activnies of  lOuM  or  less.  (CRC  Critical  Reviews.  l.Haug.  1984) 


-  Environmental  scientists  have  reported  a  potentially  harmful  biogeocnemjcal  Iirk 
between  acidic  deposition  onto  forest  soils  and  aluminum  toxicity  in  forest  and  aquatic 
communities  of  northeastern  North  America  and  northern  Europe  (Cronan  ct  al ,  198o ; 


-  Although  liummum  has  been  considered  relatively  innocuous,  recent  studies  have  sho'k-r. 
aluminum  to  be  toxic  to  aquatic  life  in  some  acid  waters  When  soils  become  acid,  as  mav  occur 
whh  acid  precipitation,  aluminum  is  mobilized  and  may  leach  into  streams  and  lakes  The 
information  available  on  toxicity  of  aluminum  to  aquauc  organisms  is  limned,  however,  it  has  beer 
established  that  when  the  pH  of  the  water  is  5.5  or  below,  aluminum  can  be  toxic  to  fish  (U  S 
Fish  and  Wildlife  Service.  Research  information  Bulletin,  No  83-48.  1983) 


-  Atlantic  salmon  fry.  exposed  to  aluminum  at  intermediate  pH  in  a  laboratory  toxicitv  tes: 
developed  significant  abnormalities  in  gill  structure  Gill  abnormalities  were  observed  in  fish 
oeposed  to  75  ppb  or  greater  aluminum  These  gill  abnormaimes  could  result  in  deiayco  mortal  it\ 
in  older  life  suges  (U  S.  Fish  and  Wildlife  Information  Bulletin,  No  S'-l  18.  198') 

-  Aluminum  concentrations  of  0  1  mg/I  for  white  suckers  and  0  2  mg  I  for  brook  trout 
resulted  in  measurable  reductions  in  survival  and  growth  of  larvae  and  posilarval  at  pH  levels 
ranging  from  4.2  to  5.6  The  simultaneous  increase  in  aluminum  concentration  with  eic\  aied 
acidity  must  be  considered  to  accurately  assess  the  potential  effect  of  acidification  of  surface 
waters  on  survival  offish  populations.  ("Aluminum  Toxioty  to  Fish  in  Acidic  Waters.  Baker  & 
Schofield,  Water.  Air.  and  Soil  Pollution.  1987) 


SPECinC  REFERENCES  DEALING  WITH  COMBUSTIQ.NPRQDUCTION  FROM  SOLID 
ROCKET  MOTORS 
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-  Addificaiion  of  soils  reduces  the  availability  of  phosphorous  to  plants  and  increases  the 
solubility  of  other  elements,  some  of  which  may  be  toxic.  Aluminum  is  of  most  interest  in  this 
case  as  it  is  a  by-product  of  motor  operation  and  is  already  one  of  the  most  abundant  toxic 
elements  in  many  forest  and  agricultural  soils  Increasing  soil  acidity  leads  to  greatly  increased 
solubility  and  toxicity  of  aluminum  to  many  crop  and  forest  plants  ("A  Status  Repon  on  Acid 
Predpitatton  and  Its  Biological  Consequences”,  In:  Acid  Precipitation:  Effects  on  Ecological 
Sy«ems,  1982) 


-  The  concentrattoni  of  aluminum  reponed  to  be  toxic  in  laboratory  experimentation 
varies  greatly  -  ranging  from  physiologic  alterations  in  rats  at  levels  as  low  as  37  mg  kg  given 
intra  gastric  to  no  reponed  effeas  at  8000  mg/kg  m  the  diet.  (Mineral  Tolerance  of  Domestic 
Animals,  National  Academy  of  Sciences.  1 984) 

The  above  references  suggest  that  the  concerns  of  combined  aluminum  and  acid  wastes 
should  be  more  extensively  addressed  in  your  final  document  The  noted  studies  cenainly  do  not 
prove  that  a  problem  may  eventuate,  but  they  do  point  out  the  need  for  fonher  investigation  on 
the  pan  of  the  involved  panics  before  any  definitive  conclusions  can  be  reached  regarding  the 
long-term  environmental  ramifications  of  this  aaion 


-  The  potential  for  the  alteration  of  soil  microbial  aaivity  by  acid  precipitation  by 
mechanisms  other  than  deaeased  soil  pH  are  also  of  interest  and  should  be  consdered  The  net 
consumption  of  pH-*-  by  mineral  species  usually  involves  the  solubilization  and  mobilization  of 
aluminum  species.  However,  the  potential  for  toxic  effects  on  soil  microbes  and  plants  is  not  yet 
fully  understood.  (Direa  and  Indirea  Effects  of  Acidic  Eleposition  on  Vegetation.  1984) 

In  addition  to  the  possible  adverse  effeas  of  soil  acidification  and  various  mineral  aaivities  on 
plants,  the  potential  for  ddaerious  efiects  on  aquatic  life  should  also  be  considered 


EPITORiAl  COMMENTS. 

iVsl  1  ’^*^'**  ^  ^  >49.000  ft  should  be  <49.000  ft 

12  I  2.  T^le3.11-2.  First  item  in  the  Tiun  IVA  column  should  be  nitrogen  taroxide.  not  nitrous 
13-6|  oxide  (NjO)  as  it  is  currently. 

OTHER  ISSUES 


-  Aluminum  is  a  pK>sensitive  dement  that  can  cause  acute  toxicity  in  some  organisms  at 
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9.1 


Air  space  changes  often  pose  problems  in  proposals  of  this  nature  In  this  instance  ue  are 
aware  that  there  are  authorized  restriaed  areas  for  limiting  traffic  during  launches,  which  we 
assume  would  continue  However.  EPA  recommends  that  the  FAA  provide  additional 
information  in  the  FEIS  on  how  h  will  coordinate  the  use  of  flight  corridors 


1 4  I  Our  initial  review  indicates  that  the  procedural  aspects  of  the  emergency  response  and 

clean-up  measures  associated  with  the  consequences  of  a  launch  vehicle  abort  and  re-entry  are 
I  vague  We  suggest  more  information  be  provided  in  the  final 

We  found  it  insiruaive  that  the  document  was  very  precise  about  the  fiia  that  the  impacts 
of  future  payloads/mtssions  would  be  addressed  in  future  NEP  A  documentation  This  approach  is 
logical  because  of  the  uncertainty  of  future  flight  operations  and  we  commend  the  Air  Force  for 
revisiting  the  issue  in  future  NEP  A  documents 

15 1  While  the  Seaion  on  Hazardous  MaterialsJWaste  Management  includes  all  the  necessars 

8.2  elements,  the  Final  EIS  would  be  improved  with  some  actual  discussion  on  reuse,  recycling. 

I  treatment,  di^saJ.  ac.,  as  opposed  to  just  indicating  that  existing  procedures  would  be  used 
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Table  *-1.  C«alog  ol  poWltHI  upper  tiDpo*ph#f»flow«r  stratosprwre  p^nurtwtions  oy  eicstinc 


FiwiitMiii  Projected  Pountial  Atmospberic  Inurtctioos 

Peak 

Perturbation 


2  to  50%  fWw  produetioc  by  NOx<X>-hydtocarboQ  (kOxj 

itvtiiw  I  cbemisiry.  ozone  loss  by  NOj  eialysj 


0  10  20  30  40  0  10  20  3( 

Percent  mAtttuda  Bend  Pewit  m  ABRube  Be«J 

Hydrocartxjns  CO 


Sulfur  0.3  to  2%  Inawed  leiotol  surface  area  and  sequesrenns  of 

iaenase  NO*,  eeaeased  ozone  prodccoon _ 


Soot  UnceRiiD  *  up  Addidimal  nucleaooa  sites  for  aerosols,  increased 

to  10%  surface.  aret'Cbaoges  in  chemical  reactivity  of  aerosols 


Hydrocarbons  0.1%  increase  Source  of  CO.  HO*,  and  H^O.  inieracQons  with 
iciaiive  id  aensa.  cbemistiy 

Tw>www  CHs 


00  0Jto2%  ModificadonofcaialyiiibyHO,andNOx 

increase 


Badiative  Forcing  Effects 


and  indirect  change  in  radiaiive  forcing 


aerosol  loading,  direct  and  indirect 
cfaangt’  in  radiaiive  forong 


C02 

Currentiy  -3% 
of  CO}  bum 
fossil  Aid 

H20 

0.001-0.01% 

moetse 

Sulfur 

OJ3tD2% 

^*9u»a2-«.  Fraction  otemtaaionstn  each  altitude  band  cakailaJed  for  May  1982  air  traffic 


Uoctstain  -  up 
to  10%iBCRaae 

AddiO'mal  Dudeaoon  sites  for  aetosois,  increased 
suifacc-area.  direa  and  indirect  change  in  radiaiive 
fociDg 

2  to  50% 
increase 

Ozone  produchon,  change  in  radiative  forcing 
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TeMe  Z  Catalog  ol  potential  iwioephenc  penufoenont  py  HSCT  Deet  ot  500  airerih 

Pniaoed  Poitniial  AoiHepbcnc  loteractions  i 

Pcnnbetiea  _ 

OzoecEflccts 

NO*  Peak  50-100%  to-  Oreoe  depleoon  by  NO,  caalysu.  inieffemce  with 

exease  >  HO,,  and  BiO ,  caulysis 

Conwtnion  is  HNOj.  NAT  condeosaoon.  increased 
CtO,  caalysii  in  poLw  vene* 

HjO  Peak  10-20%  in-  HO,  formanofi  and  ozone  depletion,  loterference  with 

crease  NO,  catalysis,  ctihanccd  QO ,  catalysis 

NATiice  condetiiaaoB.  denttnlkatioB  in  polar  vottes. 
increased  ClO-t  catalysis 

Sulfur  1 0-200%  increase  ^  Increased  aemol  surface  area,  enhanced  ozone  deple- 

in  surface  area  CIO,,  icereased  ezooe  depknon  by  NO, 

Sooi  Highly  uncertain;  Additional  nuclcaaon  sues  for  aerosob.  increased  tur- 

0-300%  increase  face  area-chacfts  m  chemical  reactivicy  of  aemols 


Hydracstbons  -0.l%iocreaie 
compared  to  CH« 


I  Source  of  CO.  HO,.  HjO 


Cuneni  subsonic 
-3%  of  COi  from 
fossil  foel  -  H5CT 


[  Modificaoon  jf  catalysts  by  HO,  and  NO, 
tUdliathre  Foreipg  Effects 

^"iDuK^haafnn^Sianvrforcinr"^ 


NAT/lce  condeasaciofl.  cimis  cloud  formanen.  change 
in  raduave  fencing 

Oirea  Chang;  ut  IR  radiative  forcing 

Increased  aetosol  mass  loading,  chaap  m  radudve 
forcing 

Addiuonal  njcleation  sites  for  aereselt,  iocreaied  sur¬ 
face-area  chuage  in  redtaave  forcing 

Ozone  deptenon.  change  in  radiative  forcing 


hEstimattd  forElNo,  uS 

b  Depends  on  assumpdoiis  conoerniog  gas  to  particle  conversion  in  the  pUune 


of  500  Mach  2.4  aircraft  Simple  ground  rales  were 
used  which  assumed  that  the  H5CT  would  capnire  a 
constant  ftactinn  of  the  passenger  flow  between  the 
candidate  ciues  (Wuebbles  er  at.  1W3;  Baugheum  er 
ol,  1994;  Landau  er  oL,  1994],  Subsonic  air  traffic 
emissions  were  also  evaluated  and  displacement  of 


subsonic  aircraft  by  HSCTs  was  coniiderad 
eaplicsly. 

Sim  some  routes  are  more  profitable  for  airimes 
dun  others  and  since  the  biggest  benefit  of  the  HSCT 
for  passeogers  is  the  shorter  mvet  dae.  an  HSCT 
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SUMMARY  OF  RATING  DEFINITIONS  AND  FOaOW-UP  ACTION 
Environments)  Impaei  of  tne  Action 

LO-Lack  of  Objections 

The  EPA  review  has  not  identitied  any  potential  impacts  reoumng  substantive  changes  to  tne  orccosa 
The  review  may  have  disdosea  opportunities  tor  application  of  mitigauon  measures  tna;  cou-c  ct 
accomplished  wnn  no  more  than  minor  cnanpes  to  the  proposal. 
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STATI  OF  FLOKOA 

DEPARTMENT  OF  COMMUNITY  AFFAIRS 

*H€lping  Floridi»nt  cr««t*  t»ft.  vibrsnt,  tuttainable  communitits" 

umtmomm  luiBF.Muarr 

lurch  2,  19SB 


EC-Envtronmental  Concerns 

The  EPA  review  has  Identified  environmental  impacts  that  should  be  avoided  m  oroer  to  lutiy  prote:: 
the  environment.  Correctrve  measures  may  require  changes  to  tne  preferred  alternative  or  aponca:  r - 
of  mrtigatjon  measures  that  can  reduce  the  environmental  impaa.  EPA  would  like  to  worK  with  tne  lea: 
agency  to  reduce  these  impacts. 

EO-EnvIronmentat  Objections 

The  EPA  review  has  KJemified  significant  environmental  impacts  that  must  be  avoided  m  oroe-  tc 
provide  adequate  protection  for  tne  environment.  Correctrve  measures  may  require  substai:  a 
Changes  to  the  preferred  alternative  or  consideration  of  some  other  project  anemative  (inciuOing  re 
no  action  alternative  or  a  new  alternative).  EPA  imends  to  work  with  tne  lead  agency  to  reduce  tnese 
impacts. 

EU-EnvIronmentaity  Unsatisfactory 

The  EPA  review  has  identified  adverse  erwironmentai  impaas  that  are  of  sufficient  magnitude  mat  tne. 
are  unsatisfactory  from  the  standpoint  of  public  neaim  or  welfare  or  environmental  quality.  EPA  inie"cs 
to  work  with  tne  lead  agency  to  reduce  tnese  impaas.  If  the  potential  unsatisfaaory  impacts  are  nc: 
correaed  at  the  final  EIS  stage,  this  proposal  will  be  recommended  tor  referral  to  the  CEO 

Aflggussv  Qf  ir^eJmca  J  Siate^ent 

Category  1 -Adequate 

EPA  believes  that  draft  EIS  adequately  sets  forth  the  environmental  imoaa(s)  of  the  pref9''''ec 
alternative  and  tnose  of  the  alternatives  reasonably  available  to  tne  projea  or  anicn.  No  (unne- 
analysis  or  data  coiieaion-is  necessary,  but  tne  reviewer  may  suggest  tne  aodmon  of  clarifying 
language  or  information. 


Mr.  Jonathan  D.  Farthing 
DapartMot  ot  tha  Air  Forca 
Environaantal  Analyaia  Oiviaion 
HQ  AFCEC/ECA 
3207  North  Road 

Brooks  Air  Ferea  Basa.  Taxas  78235*5363 

RE:  O.S.  Air  Fore*  *  Draft  Environaantal  iBpact  ScataMnt  for 

tha  Evolvad  Expandabla  Launch  Vehicle  Program  *  December 
1997  -  Cape  Canaveral,  Brevard  County,  Florida 
SAl:  FL971215080BC 

bear  Mr.  Farthing: 

The  Florida  State  Clearinghouse,  pursuant  to  Presidential 
Executive  Order  12372,  Cubamatorial  Executive  Order  95*359,  the 
Coastal  Zone  ManagaawBt  Act,  16  D.S.C.  SS  1451*1464,  as  amended,  and 
the  National  Environmental  Policy  Act,  42  b.S.C.  $$  4321,  4331-4335, 
4341-4347,  as  amended,  has  coordinated  a  review  of  the  above* 
referenced  project. 

The  Oepertawnt  of  Envirorauntsl  Protection  (DEP)  indicates  that 
the  O.S.  Air  Force's  response  to  its  January  21,  199G  letter 
(enclosed)  addresses  its  previous  concerns.  However,  all  necessary 
permits  must  be  obtained  prior  to  the  start  of  construction. 
Construction  in  the  waters  of  the  Banana  River,  or  waters  connected  to 
the  river,  are  subject  to  additional  reguiremants  designed  to  protect 
manatees.  Plesse  refer  to  the  enclosed  OCP  coueents. 


Categoty  2-Insufficient  Information 

The  draft  EIS  does  not  contain  sufficient  information  tor  EPA  to  fully  assess  environmental  impaas  tnat 
should  be  avoided  in  order  to  fully  protea  the  environment,  or  the  EPA  reviewer  has  identified  nev. 
reasonably  available  alternatives  that  are  within  the  spectrum  of  alternatives  analyzed  in  the  draft  EiS. 
which  could  reduce  the  environmental  impacts  ofthe  action.  The  identified  additional  information,  oata 
analyses,  or  discussion  should  be  included  in  the  final  EIS. 

Category  3-lnidequate 

EPA  docs  not  believe  that  the  draft  EIS  adequately  assesses  potentially  significant  environmental 
impacts  of  the  aaion,  or  the  EPA  reviewer  has  ioentified  new,  reasonably  available  alternatives  that  are 
outside  of  the  spectrum  of  alternatives  analysed  in  the  draft  EIS,  which  should  be  analyzed  in  order 
to  reduce  the  potentially  significant  environmental  impaas.  EPA  believes  that  the  identified  additidnai 
information,  data,  analyses,  or  discussions  are  of  such  a  magnitude  that  they  should  have  full  public 
review  at  a  draft  stage.  EPA  does  not  believe  that  the  draft  EIS  is  adequate  for  the  purposes  of  tne 
NEPa  and/or  Section  309  review,  and  thus  should  be  formally  revised  and  made  available  for  public 
comment  in  a  Supplemental  or  revised  draft  EIS.  On  the  basis  of  the  potential  Significant  impacts 
invoiveo,  this  proposal  could  be  a  canoioate  for  referral  to  the  CEO. 


The  Florida  (Uma  and  Frash  Natar  FI ah  COMtiaaion  {CFNFC) 

Indieatox  that  cha  Cacilitiaa  propoaad  for  radavalopmant  in  Concept  A  2 
and  Concept  B  and  the  uae  of  the  Evolved  Expendable  Launch  Vehicle 
(EELV)  may  raault  in  impaeta  to  saveral  state  and  federal  listed 
species,  including  tha  Florida  scrub  jay,  the  Florida  manatee,  the 
southeastern  beach  mouse  and  the  gopher  tortoise.  Although  mitigation  16,5 
for  ij^eta  to  listed  species  was  proposed  for  both  concepts,  it 
appears  that  Concept  A  would  have  the  least  sdvarss  impact.  Tha  GFNFC 
raeoMands  the  selection  of  Concept  A  as  the  preferred  sltemstive  if 
EELV  development  proceeds.  Flease  rafer  to  tha  enclosed  GFVFC 
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Mr.  Jonathan  0.  Farthing 
March  2,  1998 
Page  Two 


The  Department  of  State  (DOS)  notes  that  the  draft  environmental  3 
impact  atatamant  indicates  that  the  cultural  resources  involved  in 
this  project  are  being  addressed.  No  formal  evaluation  has  yet  been 
initiated  by  the  applicant;  however,  provided  that  the  applicant  17.1 

coordinates  with  the  005  regarding  the  project,  the  proposed  project 
will  nave  no  adverse  impact  on  historic  properties.  Please  refer  to 
the  enclosed  DOS  comments. 


The  St.  Johns  River  Hater  Management  District  (SJRHMD)  indicates 
that  an  Individual  Environmsntal  Resource  Permit  will  be  required 
prior  to  the  start  of  construction.  Continued  coordination  with  the 
SJRHHO's  Melbourne  Service  Center  may  help  to  eliminate  problems  in 
the  permitting  process.  Please  refer  to  the  enclosed  SJRNMD  comaents. 
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The  Executive  Office  of  the  Governor's  Environmental  Policy  Unit  5 
(EOC)  notes  concern  regarding  the  total  number  of  launches  proposed 
under  this  program  and  tha  cumulativa  effect  on  the  state' s  natural  .. . 
resources.  The  EOG  recoasends  that  the  applicant  continue  to  work 
with  the  Department  of  coamoinlty  Affairs,  the  DEP  and  the  GFNFC  to 
preserve  and  protect  the  state's  natural  and  human  rasourcas.  Please 
refer  to  the  EOG  coMeots. 


RE:  USAF/Draft  EIS  for  toe  Evolved  Expendable  Laundh  Vehicle  ProgniD*  Cape  Canaveral, 

Brevard  Cfxmty 
SAI:  FL9712150801C 


Dear  Ml  Traioor 


Based  on  the  information  eontainad  in  the  draft  environmental 
impact  atatamant  and  tha  enclosed  comments  provided  by  our  reviewing 
agencies,  the  state  has  detatsuned  that,  at  this  stage,  the  above* 
referenced  project  is  consistent  with  the  Florida  Coastal  Management 
Program  (FCMP) .  All  subsequent  environmental  documents  prepared  for 
this  project  must  be  reviewed  to  determine  the  project's  continued 
consistency  with  the  FCMP.  The  state's  continued  concurrence  with  the 
project  will  be  baaed,  in  part,  on  the  adequate  resolution  of  issues 
identified  during  this  and  subsaquant  raviaws. 
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The  FlorkU  Ikpartment  of  EavraBDoNiI  Protectiao  (DEP)  has  oooqNcted  its  iaitia]  review  of  toe 
■bovfrTCfiercBoad  prajocL  DEP  raquirae  m^tpiancnial  infonneiion  in  order  to  complete  itt  review 
aodoMket&idiiigofeonaisicecywitotoeooaiulaianagCBiemfirognuB.  SpedScally,  we  request 
ttiRt  thm  Air  Force  mpood  to  Mw,  following  coonicnts  *"<4  quesiont  rdaied  to  see  turtle 
protectioii,  debris  recovery,  and  solid  propeUant  impscu. 

SEA  TURTLE  UGHTING  ISSUES 


Thank  you  for  the  opportunity  to  review  the  draft  environmental 
i^act  statamant.  If  you  have  any  questions  regarding  this  letter, 
please  contact  Ms.  Cheria  Trainor,  Claaringhouse  Coordinator,  at  (850) 
922*5438. 


Florida  Coaatal  Management  Program 

RC/cc 

Enclosures 

ee:  Mary  Tanner,  Executive  Office  of  the  Governor 

Margaret  Spontak,  St.  Johns  River  Hater  Management  District 
Bradley  Hartman,  Came -and  Fresh  Hater  Fish  Cosniasion 
George  Percy,  Department  of  State 

Laura  Ruhana,  Department  of  Environmental  Protection 


The  plan  nwolves  restoraiioii  of  laad-beaed  todiiDCi  in  close  praxinity  to  neauat  beaches  on 
CapeCanavenL  UghUtssoctsMd  wito  toe  Cape  CanswendtocOities have  exMNnbuted  to 
diiofieatilioc  and  teas  ofnarine  turtle  haichlingi  in  toe  past  For  exaoqilc,  a  total  of  497 
hatchliagf  were  docuaMOCad  as  dborieoted  oo  toe  beaebts  of  C^ie  Canaveral  Air  Station  (Launefa 
Base  Support  1994).  Tha  ptobabteliglaaouroeafertoeaadisoficaUBioos  included  saaiiy  of  toe 
launch  complcxiea  at  Cenaval  Air  Stitioe.  No  potcoiialdisorieatatianefiBets  were  attributed  to 
toe  LauadiConyleai  41  area,  toe  rile  now  being  irrommfndad  far  leoovarion  far  toe  proposed 
Expendable  Lauacb  Vehicle  Program.  Additian  of  ligta  that  contribute  to  nmnaa  turtle 
disoriansariems  on  beacheeat^ecem  to  toit  rite  would  not  be  conristent  with  Florida  Statute  373 
tor  fBarine  turtle  proteetiao,  since  axhiigfatt  could  result  in  toe  death,  or  take,nf  marine  turtle 

liRtrJilti^» 


To  addreas  toe  sea  turtle  ii^mag  iimieA  we  requert  that  you  provide  toe  Air  Force  wito  the 
endoaed ‘Lighting  GukkUnei  to  Reduce  Impam  to  Marine  TurtleL”  Furtier,  to  raaoive  I^*s 
coneenis  tor  this  ttmie;  we  request  tost  toe  Air  Force  tndude  toe  guiddinet  in  toe  EIS  and  agree 
to  develop  a  lightii^  plao  in  coosuhauon  with  OEP's  Bureau  of  Protected  Spades  Msnagement. 
The  halting  plan  neeto  to  addren  toy  todlhies  to  be  oomtiucted  or  renovated  at  Cape  Canaveral 
Air  Station,  it  should  allow  tor  suffidcntli^amg  tor  opamioo  and  seonity  of  toe  launch 

7‘wttq.  Cmcnc  and  Manofc  fhndo't  Enwranmnn  and  Natural  htteurtn' 
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Mi.aKriTfiinar 

JmMry21.199C 

PlgB2 

bothies  irfde  iniaiiBziiv  li^KiiV  of  badxs  used  ^  nesbog  tunks.  pameuiarty  dunng 

tteifllcnnUiwte  the  ate  tt  not  bang  UMd  for  landiacdvitiei  This  cm  be  tccotn^riiihed  easily 
wMbcoonbMioebetwwiKP  experts  ooliglitiogin^ias  to  mahiKturtksiad  the  desigDcn  of 
the  Expeodabfe  Lwnefa  Pad  ftoOitici. 

IMEBRIS  RECOVERY  ISSUES 

11»  pCDpoaed  Eip«^dbie  Lauodh  Vdide  Program  has  the  poccmial  fior  in-witer  tnqwcu  lo  aduh 
wdjuveide  MM  tttftte  (kM  to  debris  and  iMeardous  BAcrials  Mnig  imo  Florida  ootttal 
waten.  WbrtaaikBiMddtaiaiacomyiibDibiasadadiodamtBDeeonatteo^a^h  iiiaTO 
turde  proMcdoB  faquranxxs.  For  eiiiBpk,txxwiiBg  activities  to  recovtr  debris  on  tnpaa 
OHuiDstiirtka.  Kaowtedge of qipropriM bnitaboas oo tnwl tancs aad resuntatioD tedmiques 
Theae  poteatii]  to^acts  and  others  to  manoe  tunks  probabty  cao 

SOLID  PROPELLANT  ISSUE 

P^  4-112.  Coocapt  B  re:  the  uaa  of  aoGd  proptilaix  witb  das  coooept  and  the  expected 
|Koduetiaeorvaciddouddurii«lwDehea.  A  Matcnea  u  Dade,  *tcnporary  ioenues  in  acidity 
in  the  aw&cewit0awnxDdii«  die  launch  Btes  are  npected,  ends  fidi  loll  could  occur.”  On 
pagi  4-1 M,  a  reipooae  to  thaaa  expected  UB^iorary  increases  in  acidity  sut»  that,  "manatee 

critical  habiat  is  not  expected  to  be  adveraely  afferted  by  acid  depoudoo  because  of  the  dihning 
eflects  of  the  water.”  IXica  iafcrieatkD  east  on  how  great  this  change  would  be,  bow  quickly  it 
would  occur,  bow  large  a  geognplac  sea  wili  be  sBected,  and  bow  long  the  temporary  situation 

win  hat  for  aadi  launch? 

ThKdc  you  fir  your  assiareace  with  these  iaaues.  Oooethe  Air  Faroe’s  responses  to  these  issues 
lDvebaeBraoaivad.w«wiIlfiDo]ueaurcoeaDettsoadisprpjea  Iflcanbeoffimher 
asaisance.  piaase  conact  me  at  (ISO)  417-2231. 


UGHTING  GUtOEUNES  TO  REDUCE  IMPACTS  TO  MARINE 
TURTLES 


LaaaL.  Ruhona 

Office  of  Intergowernmeatal  Propams 


LR/ 

Enchiaure 

oe:  FriaWettstdo.  Marine  Resources 

RobbbTrindeD.BPSM 
Leyne  Bolen,  BPSM 


General  Information 


Tlw  naealive  eltaea  or  hsacMrere  agimne  on  martfie  turtle  hatcMinea  and  nashne  famalas  are 
weldoeumomsd.  Hatfliinoa  amsgia  rtistnohmamf  naitTiia  amr^norT-l — 
kanay  to  ths  aaa  whan  aano  tampamturas  an  low  and  tsneainal.  avtan.  and  aquanc  predators 
oomparaHvalytBw.  PmparlwieMinoertafamiandapandilafgalyenaviauaifaapanBatoliehL 
Undar  naaaal  eondHona,  eta  oosan  prasami  ths  hrtphlaai  and  mok  span  hortsDn,  and  ms 
aarvaaaaacuatehascnenealntiatrecaanfinanobahavief.  ArtWctal  IghttdianpttMs 
hahavterandalMhaleMnearelhayamsieabamthsanaaia.  VWWt  iQni  aoureaa  and  «w 
lelaellon  er  iptoW  raauttne  llnm  ma  eunaiame  alMa  ol  ooasui  HpMs  bom  oonHbuia  to  IMS 
pwhSwn.  Insssad  of  mating  inm  way  tetha  eeaatttyiinosbacBmamtaonany  and  may 
wandar  mesnatvaty  on  tha  Paaeh.  Evan  lor  mesa  hmtfWnosihm  evantuaiy  reach  tha  ocaan. 

iwisnsiari  iiinitrrtro  YninTir-* - — - - 

amraa.  in  addUon.  haUMneartiaywandartatKlwardmQuohbaacMroni  property  or  acreas 
partdne  tots  and  Mghwaya  toward  i^seweas.  MDmdiafremdawccation,dirKtaxpoauroio 
thamonenesurteroantactwehvaMdas.  Ratharmore.  baaettfrem  ightino  has  haan 


General  QuIdeUnae 

To  praveii  hmehino  mtaartantahDn  and  advaiM  Impads  to  naalino  hxttas.  Matalion  o<  aatartor 
IgMlnBlidranelydinoBuraead.  KaMtarlleWneiaprepasad.ttwteliowineewwalpuidainas 
dwibateaowed.  rtdharenea to thaaagutdannaawMl hatpin devaiopioo an acxaptaWalionung 
plan.  However.  In  aamaeassa,ap8eMe  sea  conduona  may  warrant  more  urtneantHontme 

1.  U^shoiSd  ml  bapiaead  an  tha  aaewaidawaertfiaauhlact  preparty  or  In  any  tocadon 
vWHa  irem  tha  nasline  baaen. 

2.  UBh>apeebtenedreeweidenhelendwemteeonhedune(yisaquivHer4)arepreWblied. 

3.  ThelpWeeureeefeny  wrtadtvaaurtaceetthelQhttbmremuatHotbevtomafremenypoinl 
an  the  imllne  beach.  numMimerwiywM  of  the  namne  beech,  eihartlvouehdiraci 
■umbMUan.  wrtedtve  Ihanaiallon,  ereumutadve  Muminalion  Is  prenuad. 

4.  CowpletalydileldaddewwaBhliwhhewtlntBriorielleclIvo  eurtacaearepreierred.  Al 
pmpoeed  Ibeuree  dtaP  be  eppreprteMy  ahtelded,  touvered,  endior  feoeeeed. 

5.  neuree  shea  be  low  meumadenuohPwuaeenewboaonts.  ground  tevoisnutee,  or  low 

«.  Lighispropoeed  lor  the  aemieio  Side  ef  the  subject  preparty  mud  Incotpormeeithefihlelded 
lew  praoMe  aodlum  lanipe  or  low  wabapi  O-a..  SOW  or  loa^  ^ug”  type  bufee. 

7.  ij|gwalbrpuratydacorei)¥aoraeeai«p>apoaaaahallnotbauaadcnthaaaainoiaatdaortha 
aubjacl  preparty  and,  tf  pRgioaad  torihatandMni  aids  dial  ha  limbad  in  numbar  and  Manaily. 
Tha  uaa  at  upaphta  la  abongtyrttaeouraoad  and  In  moat  caaas  cannot  baapprerad. 

8.  raph  ^*^*^*l*  “phttno.  iiTffi  as  th<t  pirttTtttti  fnr  roailwayi.  ihal  itfira  stiialrtnl  Irm  ptisaiai 
aUumlampa.  TtonumbarortbdureaaMlbakaplloa rnMniuniandihalbapeallioriad and 
motmied  In  a  rnarmar  such  that  tha  POM  sourea  or  IpM  or  any  rertactlva  auifaoa  or  me  Mure  Is 
not  vMble  from  any  poH  on  the  noaling  beach.  Ughl  onMnstine  from  theaelbduree  may  not 
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g.  OMy  low  MafiMylghltae  dial  be  irtfindin  parking  areas  thd  are  vtrtUtfiom  any  poM  on 
the  nadmo  beech.  ThdlghtlngdwibaadenabaoawhlchidaeetheaoimenigMnohieher 
men  4r  off  mo  pmtaid  and  dMl  be  podbonad  and  dMded  aueh  thd  the  poM  eouroe  of  keM  or 
any  raaedhreaurteoe  of  the  IgM  Mure  dndvWbie  from  any  poM  on  the  nesline  beach.  The 
IgM  omandtag  bom  d«Gh  fltimoa  may  net  dboeby  or  bidbocliy  ■tanlnali  the  nsdlne  beach. 

10.  haitdng  Ms  and  madwnya,  bdfexlng  any  paved  or  unpavad  area  upon  whkhmotortzad 
voMdaewd  opsrmo.  atiould  ba  dadgnad  or  podbonad  mMi  that  vehicular  haadUgMs  do  not  cast 
IgM  towart  or  onto  the  naabng  beach.  Hadpaa.  nabvt  duna  vagatabon.  aniVor  oihar  ground- 

11.  Pialngaonatraeben.tampeniyMouttylgMinodialngmamalnportiono(thaaaaturbe 
naabng  aaaaen  (May  1- October  11)  dadenplydlacpurepad.  N  abaolutdy  nacaasary,  thaaa 
■OMsatMlbalmbadtolhaiBwadnianbsrnaeaaaaiy.  Saeurtly  Ighit  shdi  ba  compMaly 
dbatdad  and  tow  mounted,  law  praanra  sodium  vapor  lamps  or  low  waBagey*iow*txi^  type 
bumsahdlbauUbisd.  Under  no  dreumdanow  dwi  these  Hghls  direeby  or  mdkocHy  Ptumlnde 
any  area  of  me  naaung  baaeh. 

Ddvglopfiwiit  of  a  UgMng  Plan: 

Tha  ■gwmgpWidwa  baa  plan  view  drawing  or  aehamabc  plainly  dwwino  the  location  of  di 
amariorldmng  Mures.  Ddbndlva  and  daarty  marked  aymaotsahdlbauBtead  to  show  ma 
locaben  of  each  type  afprapaaadfbmae.  Tha  plan  anal  biduda  a  tabla  with  the  foaowmg 


SYMBOL 

FDCrURE 

TOTAL 

BULB 

TYPE  OF 

MOUNTING 

(name  or 
atooknumbari 

NUMBBtOF 

EACH 

FIXTUBE 

WATTAOE 

ANOTYPE 

<a«..40waa 

yaioWbug- 

tamp) 

MOUNT  (a.g. 
wal.  pola. 
boNaid) 

HEIGHT 

efthaeomplaiid  801X100  plan  shaebabonamtaad  IK 


h  Bodavaid.  Mai  Station  345 


DBFAhTMENT  OF  THE  Aift  FORCE 
NlAbouAimiu  da  poaei  etaren  noa  eNvinoNMEirrAL  excEllENCi 
saeoae  AWroMi  aui  t«sm 


HQAPCSBA9CA 
Un?  North  JtoM 
Breab  AFPIX  7fl35-53<9 


Ms-LadraRahiai 
Offee  ef  lamerei  jBMMiJ  AflMri 
naptftamm  of  Eoviniixaul  PmtbcsBa 
9XI0  OobXDOBmsU  Bouhwd 
ThOahmiBB.  nodda  32399-9000 


Va  haw  imiM  a  eogy  efyeerll  Jaa  ggjrmrJdifTUlSOlOfO  to  tb.  norida  ftwe 
irBS^iarrMBwiiied 

B^a^ibkLnaehVd8icls(EEI.V)L  iteatgmchtLyq|xi^Jgd  wihhpw^awt  wwwirltfa 
mrdtH^to.theqieirtonsniditlnynprldtaf.  Each(irtH>>hMP>u>n«^^^^^*' 
MM  It  thOnaai  by  1  ndKFFB- 


aM  TWtuiJgifrtwf  Comma  pit  lh5l|fettlgll80dUMlwiaEELVlNactia0flapk 

wmddcoablMtttatecxxMiMSKlbuofadteiiinleli^^  Tbehneiektesto 

I  isabddi^  all)  TTi  ilili’i  Miiar  TnTlfrrnrirnkii  flrT' 

RtVOBB  WeAdeynrooedEOifettbijFmseMteofsmeBilea.  liba. 

Cttb  Oistial  Ah  aafiob  art  PiBfck  Ah  nree;i|mi  haw  toeai  paMw  m 
pk08  ihM  M  frqmdtohOfdnmra^liiy  mmnmwm  pdas  tbr 

laeiraripg  cf  igp^  hegmine  pw  ^tmy 

mm Od  taaarb.  ^hMddtab,  aafrfid^  egcacnMAfinfee  is  mgabed  to 
wawk  wsm-toU8.nmaMlVibtfeflon^(innR)  ander  Soertoa?  ef  to 
Bb4w^  Upadas  Am  dfsedtai  podabalBipa^  4  ided  sea  torSc  spsoiai. 

ugtt  aiMgMum  pMw  (dr  betfc.Spam  LawidtiCjoMim  {SLQ  41  and  37) 
am W^prepaiidhjfma two eeaiiaoiow^ *4 Thaplam 

wB  he  part  of  *a  Saeboa  7  eean)MMpl^N  Md^  ihe  49m  tpaea  Vtaf 
Md  tha  PPW  prior  mttaippm  inlet any  as  ■}4y'*f<ln^*8*oclMidwhh 

lheB8LV|M»cam.  la  accordiBrei  wtrtri«arint|§aw  «h^  wmmapmmt 

phM  fid  tte  EELV  Pmim  wfl  rim  la  M  n«ida  tbgmthMt 

of  ftjriniimxBri  ProteoMIM  itriwiiatfcimiBi^  Be  rrwsnhdina 


9-64 


EELVFEIS 


Document  9 


Document  9 


iteVrifftMsnsylffMc  CoKenOattiKpiopoaedE&V  frotnokasOe  pottncalfbr 
impam  BO  tdok  jirteaSe  oaiiK  totlM  » 1  ittott  of  detra  fiJiiax  iuo  Fksib 

lie  itaw  rthiM  to  ^bdineovRj. 


Biwwr  B000mi«dtateEEI^««idM|«^telUyupeiik4>priurio 
■puaUoa  UbKt  n  emh.  !%«  Mtfc.  WMi«n  wnl  a  wNMt  ■ml 
rittoboatentaBd  nteiry  lift aBOBHaepnii  aaalUiao  ike oMaaranI 
Indeed  afl04  d*wimc*aEpMdiBe  M  tie  nlo^  lad  ti^fDctsrfdwMB.  Tbs 
mp^  «U  fodhEts  wed  on  mok  jCoaoqpt  J  Swackw  &S  inte  tk  oeew 
ippieiiuHmy  W  att*  oc  ntedoUMte.  lliMef^teaonHllfiBEbesof 
aB7  EBLV  acftieiie.  dHa  Aoold  te  »([  dMt  is  atelo*  eeeeal  VBten. 
Dm  n  ft)  pin  te  ieoo»ejy  ariicwc  oqui  EELV  conpoomt  end 
«bntee  ae  nwtai  wtMdn  an  eai^dpited.  ^wHeanmlhittkhdeef 
MjaiilW  y  wriTin  pnHileUi  rtnrtt-fmttnWriMtini 


Ba^nw:  IttielorattaaoiooiMpduid  wfaC^mc^BCaUeftmtaed 
oi^ORMn  cinindd  nttaiibf  lae  m  «K&  BiaOBr 

tte  aett  focBt  noton  bm  on  n  ite:iV  lokn  ytutt  rnmi  tmeaiJy 
incMtanSLCdL  Tte aolH  RNXM  uodUBd idtt tt Das 
an  aweli  waBif  ttaa  wttK  in  Apix  S&mtto.  Moflfeoiloj 

naatoftwMadlKuCipeCmwaipTuaiia^c^p,  1991)  tadtouilat  Ue 
mm  aOcaitw  bwgKlBi  capadsy^tW  aathuAnt  rnmnaMUag  Ov  CCAS 
ingft  co^thn  M  aJegeMc  far  aeatniiriap  fteiaclfl  dnpoekion  inem  wlJcte 
ksKbn. 


WihepadnikwipnMitowirBwiaolwky|ncap>iywiwiy>i»¥an|tfdii^OK 
Impliwiiliflnw  rftW  mV pmp—  Mid ka An  WfwMa  . 

rn^fm.  lf)oa>aiB  addidtmqafnfawwinnimiivt  tMBELV  ptogtim.  pfeaitinEl  free  w 
cnaankie.BifeCariL0arPreimMaBitffiRtrEEL'^^atbtO)S34'36M.  Iiaddidoa.itlte 
w>dni|wdartinnft»OncCMngalAlrSnaoa.>faad^.»4aaWiBihi»Btowipoariblfcyter 
conaalndaBiaietdasteituta'iaaiaflilaadbiinnlitao^Ges.  Tte  poM  of  eoaiact  fu  tfaeiB 
ma  kkfc  Mb  Camdm  «te  nvbdmimfa  (4Q7}  ^9»7. 


dSOESCBVaBCiMden) 


Department  of 

Environmental  Protection 

W»fafySenai»Dwb«bib> 

noo  OMMWnaMWl  iMiawe  Vam*  a  W«w»r»> 

TiWtinm.  ftonW  mw^JOOO 


SAt  FL97l2l50l0gC 


il  beiKbaa  (DEF)  ba  ooBvlnd  in  review  of  lb  above* 
le  w  fae  prapoHd  pnpea  P*o*ided  tb  ■ 


199t,  bfarw  jn  (eocland)  an  addwnd  aooatdni  W  fae  eomiBnnmde  by  fae  US.  Air  Ferae  m 
*nrFafaiMty25, 199t.bMr(TlniiiD. 
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■ibeppertnyiereviawdwprapb— derlbfadetala 


«al  (tS0)M7-Z231iflnBy 


LaanL-Bjibn 

OitoafImpavenaMBJFwtnm 


IMJ 


Fritz  WctMdn,  Main  Raaoum 
Bobbin  Ti»fcU.BPSM 


•Vrpteti  Conwnv  and  Manoft  ftondoi  Enwonnwm  and  Natural 
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FLORIDA  Game  and  fresh  Water  Fish  Com^ossion 


w 


QUIVTONLWEDGireTHOOS  M*S.CnjEaTW.Ht>IW«Y  THOMAS  9  KaL£JI  JAMES  U'MMIE*  ADAMS  iR  J 


ALLAN  L  BCBE*T.  reO.EiMnO»<ar 
VICTOit  J.  HELUEJI.  AMM  bMM>t  Ona« 


MtKeri  Aken 
Florida  State  Oearingboiue 
Deparanent  ofCoosnuzDiy  Afiain 
2555  Shumard  Oak  Boulevard 
Tallahassee.  Florida  32399.2100 


T1  loo-r  omctOFEvnaovMEVTAists'ict' 
Decenoer  31,  1997  a*ADU^  j 

FaAKIS  III'AVT  BL  ILDiNC 
V¥\'  SoKk  .M«,«  lii  Sim- 

[l  TlilMMtM.FL 

ir  ,i.«c.4W-*6». 

,'1  \/  ILNCO')  :'M>«  I 

^  jAN  0  6  1998  FAy 

TDDitiOiJHVSi: 


state  of  Bodda  CteandiMl 


RE;  SAIFLB9712150808C.  Brevard 
County,  U.S.  Air  Force  Draft 
Environmental  Impact  Sutement  for 
tb  Evolved  Expendable  Launch 
Vdiide  Program 


DearMs.  Akeit; 

Tb  Office  of  Environmental  Services  of  tb  Florida  Game  and  Fresh  Water  Ttsh 
Commisson  has  reviewed  tb  refoenoed  document  and  is  providing  tb  following  comments. 

Tb  United  States  Air  Foroa  has  prepared  a  draft  Environmental  Impact  Statement  (DEIS) 
addressing  tb  requirements  of  tb  Evohm  Expendable  Launch  Vdticle  (EELV)  program  which 
is  proposed  to  rq>laee  current  Allas  DA.  Deka  E  and  Titan  IVB  launch  vehicles.  The  DEIS 
inchides  ftoEtics  at  Cape  Canaveral  Ah  Station  in  Florida,  and  Vandenbrg  Ah  Force  Base  in 
Califbreia.  Our  commems  are  restricted  to  tb  C^  Canivenl  Ah  Station. 


MaKeriAkers 
Deeembr3M997 
Page  2 


Ahhou^  mitigation  for  mgiacts  to  fisted  species  wu  proposed  in  tb  DEIS  for  both  I  H 

coQoepts,ttappearathslCoocqit  A  would  bvetb  least  impact  to  fisted  wQdlife  species.  If  it  is  Ng  5 
decided  to  proceed  with  EELV  devdopment.  we  recommend  that  Concept  A  b  tb  preferred  j 
ahemaiive  over  Concepts  B  and  A/B. 


Sincerely, 


BIH/SUUrt 
ENV  1-3-2 
EELV.sai 


In  addhiaa  to  tb  No-Actioo  Ahemittve,  three  options  ire  detailed  in  tb  DEIS.  Concept 
A  would  utifize  cxistiog  Space  Lund  Complex  (SLC)-41,  CoDc^  B  would  utilize  existing 
SLC.37,  and  Concept  A/B  would  utilize  both  fiu^fioes.  No  preferred  ahemative  was  mentiooed. 


While  both  Concepts  A  and  B  titifize  cxistini  fiKifibi,  redevdopment  of  both  areas  and 
tbuMofEELV  have  tb  potential  to  tmpeaBeverai  state  and  federal  fisted  ^ecies.  Cooe^A 
has  tb  poteatia]  to  impact  tb  tfarestened  Florida  icnib  jqr  edacb  occupies  areas  around  SLC-41, 
and  tb  endat^ered  Florida  manatee  whiefa  inhabits  tb  ntxiby  Banana  River.  Whhr^ardto 
Cooc^  B.  Florida  scrub  jays  also  occur  around  SLC-37,  and  have  been  observed  foraging  within 
tb  coaqjioL  In  addition,  redevdopmem  aad  deployment  ofEELVi  fimn  this  complex  would 
impact  tb  threatened  soutbutem  beach  mouse  and  tb  gopher  toRoise,  a  state  qjecies  of  special 
concern.  Tins  concept  could  also  adversdy  impact  nesting  tea  turtles. 
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EXECimVE  OFFICE  OF  THE  GO 
The  Cipitol  Roora  1501 
TiUahme.  Fkndi  32399-0001 
(150)411-5551.  FAX  (850)922-<200 


fEBlS  1998 


TO: 

CheiiTiaiaar  i 

FROM: 

M«yTanSl^ 

SUBJECT: 

SAI  i  9712150808C,  Brevard  County,  U.S.  Air  Force  Draft 

Eovireomeatil  Impaa  Statement  for  the  Evolved  Expendible  Launch 
Vehicle  Progmo 

DATE: 

F^auary  10. 1998 

Ibe  Govemor’s  EaviroBiaaitil  Policy  Unit  ^jxccities  the  opponunity  to  teview  god  comment 
on  the  U^.  Air  Fotce’t  Dnft  Eovinmmaitil  InqMCt  Statement  for  the  Evolved  Etqsandable 
Launch  Vehicle  Program  propoaed  at  the  Cape  CanavenJ  Air  Station. 

Tbe  ttate  undentaoda  the  need  to  canttnue  our  natioii’t  space  program  and  other  &ct  Ending  and 
cammeroial  missons.  However,  we  have  coocems  about  the  tt>tal  number  of  launches  proposed 
under  tins  new  program  (acbedukd  through  the  year  2020),  and  the  cumulative  effect  on  tlx 
AMe's  aaotral  leaources,  such  u  water  quality.  What  are  the  various  types  of  fuels  and  other 
hanrtious  *m**"»i«  will  be  uaed  in  twt  tfc^r  pxwwial  effects  on  Florida’s 

environmental  lesotBeesovs  the  next  23  yean?  The  area  turrotmding  the  Ci^e  Canaveral  Air 
StttioD  inchidmg.  but  not  limited  to,  the  Indiao  River  and  Mosquito  Lagoons  and  the  Banana 
Rjyg,  art  extremely  eoviromtxntally  sensitive.  The  area  includes  turtle  nesting  sites,  wildlife 
h^itats  for  many  Qiedes  including  eodangeied/tfareatened  specks  and  species  of  eoDcem, 
aarine  Hfit,  wetlands  and  manatee  habhat. 

The  U.  S.  Air  Faroe  kxKitd  oontiime  to  unk  widi  ffx  Department  of  Community  Afiiis, 
Departuxitt  of  Environmestal  Proiectioo  and  dx  Game  and  Fiedi  Water  Fish  Commission  on 
e’s  nitufil  and  huirtan  resouces. 
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FLDRUW  DEPARTMENT  OF  SIATE 

Sandia  B.  Mortham 


%  ^ 


DIVBION  OF  HISTORICAL  RESOURCES 


Fcbruaiy  13, 199* 

Ms.  Cberk  Tninor 
State  Ckaiiiighouse 
DcpaitmcM  of  Community  Ai&irs 
2555  Shumard  Oak  Boulevard 
TaDahastee,  Flocida  32399-2100 


in  Re;^  Refer  To: 
Robin  D.  iacksoo 
Kisoric  Sites  Specialist 
Project  Flit  No  976803 


RE:  Cuhunl  Resource  Assessment  Request 
SAI «  FL9712IS0808C 

Department  of  the  Air  Force  -  Draft  Eimroomental  Impact  Sutement  for  the  Evolved 
ExpendaUe  launch  Vdacle  Program  •  December  1997  •  Cape  Cinsveral.  Brevard 
County,  Florida 

DearMs.  Tnioor 

In  accordance  with  tbeproviskos  of  Fkirida’s  Coastal  Zorx  Management  Aa  and  Chapter  267, 
Florida  Suawm,  u  wdl  as  the  procedures  contained  in  36  CF.1L,  Part  800  ("Protection  of 
Histock  Propertics'X  we  have  reviewed  the  referenced  prc^(s)  for  possible  impaa  to  historic 
properties  listed,  or  eit^k  for  bstiog.  in  the  National  Registtr  ofHtstonc  Placts,  or  otherwise  of 
hmotieal,  ardnectural  or  archaeological  value. 

A  revkw  of  the  above  documcm  indicates  that  the  cultural  resources  involved  in  this  projea  are 
being  addressed.  No  formal  evaluatioa  r^arding  this  project  his  yA  been  initialed  by  the  U.  S. 

Air  Force  whb  this  office.  However,  coodmooed  upon  the  U.  S.  Air  Force  ooordinaiing  with  this 
office  regarding  this  project,  it  is  our  opraon  that  the  proposed  projea  will  have  DO  efiea  on 
htstofk  properties  ltaed>  or  ehgkk  for  listing,  in  the  National  Rt^sttr  of  Histone  Places,  or 
otherwise  ofhtitorkaLaxcfaitccainl  or  archaeological  value.  Iftfae  above  conditions  are  met,  the 
greyatt  will  also  be  cortiistem  with  the  historic  preservatioo  laws  of  Florida's  Coastal  Management 

Ifyou  have  any  questions  concaning  our  comments,  pkase  do  not  heshate  to  comaa  us.  Your 
interest  in  proteoing  Florida's  histotk  properties  is  appreckied. 
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t 


Sincerdy. 


George  W.  Percy,  Direaor 
DivisM  of  Kstorical  Resources 
and 

State  Hisioric  Preservation  Officer 


GWP/Jij 

xc:  Jarntin  Raffington,  FCMP-DCA 

EMRBClOirSOFnCE 

RA.GiayBujlding  •  500  South  Btenoitgh  Street  •  Tillihiiaae,  Florida  3239W250  •  (850)  4B*>1480 
FAX- (nO)  408-3353  •  WWW  Address  http-7/www.doa.  etateJLua 
O  ARCHAEOLOCtCAL  RESEARCH  ji  HSTDUCmSERVATXlN  □  KSKRUCAL  MUSEUMS 

tm  vr  zm  •  fax  aia-ro?  '^),4«7-23a3  •  fax  FJwitFs  (aso)  4m-i4m  -  fax  to-jsm 


Document  9 


Document  9 


POST  OFFICE  lOX  t«2l  FALATKA,  FLORIDA  33178-1425 


naanairT  doc  dxtx: 

AM*; 


0t/3>/S8 

FL371215OB0; 


B  DISTRICT 


irATtAOiMaca 


January  6, 1998 

Ms.  Cbetie  Tninor 
Rocida  State  Ckaiingbouse 
Depaitmeni  of  Community  Affairs 
2555  Shumard  Oak  Blvd. 

Tallahassee.  FL  32399-2100 

Re:  SAIf:  FL9712130808C 

Name  of  Project:  US  Air  Foroe  •  Draft  Eoviromneotal  Isqiaa  Statement  (DEIS)  for  the 
Evolved  Expendable  I  jmwh  Vehicle  (EELV)  Program  •  Cape  Canaveral.  Brevard  County, 
Florida. 

DearMs.  Tninor 

Tlx  staff  of  the  Sl  Johns  River  Water  Manigemeot  Disoria  (SJRWMD)  has  reviewed  the  above 
referenced  projea  and  offers  the  following  comments  regardiog  the  Distrkt’s  areas  of 
responsibility  which  inchide  water  quality,  water  supply,  flood  protection,  and  natural  systems. 

The  proposed  projea  will  require  an  Individual  Enviroamental  Resouree  Permit  from  SJRWMD. 
Disttia  staff  from  the  Xtelbourne  Service  Center  have  been  meeting  with  representatives  from 
the  Copt  Canaveral  Air  Statkia  and  NASA  ova  the  past  six  mocths  to  assist  them  in  the 
preparatioo  of  a  permit  apfdicMioe.  CCAS  and  NASA  staffr  ire  aware  of  the  information  they 
to  provide  in  the  qtpUcatiaii  for  the  projea  to  be  ronsiumt  with  SJRWMD  rules.  , 

If  yoo  have  any  quesboos  about  our  comments,  please  cootaa  me  at  (904)  329-4374. 

Sincerely, 

Maigam  H.  Spontak,  Director 
Division  of  Policy  and  Planning 
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To:  Florida  Stare  CtoarfngheitM 
DoporewonlerConununRyARblra 
2*55  Shunwrd  Oak  Beuiovwd 
Talahasaw.  FLS2a*M100 
(850)  *22-5438  (SC2i2-S4M) 
(KM)  414-047*  (PAX) 


BO.  llJmitFA”” 

R^No  edrivnant 
QCommantiAaaehi 
□  NotAppfeaWa 


Ftdarat^enalsrency 
Q  NeCoRwnantfCanaktant 

D* 

□ 

□ 


T.  HaiMfi 


DivitioniBuraau:  Rt.Lf‘c  m*  / A aw  ^  ^ 

yw/f7'  - 
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SAIf]  fUmUNMC  DATE:  I2/1S/97 

COMMSnVDUBTOOJUltDfGROUSK:  tlA«M 
AmorrKOrOSEDACnvnY:  county:  ImHCMMy 

QnoaULASaSTANCS  Q  taECTniSlUU.ACTIVnY  □KSEKALUCSNSS  OR  PERMIT  QOCS 

pwuicr  DBoamoN 

OipMM  iTR*  Ak  Fm  •  DnA  Jb^  IbhmM  fer  *•  EinM  IpaUk  LHMk  ViUdi  Pncnn  • 

OaMtar  I9P7  •  CiRt  OMwnl.  Rmwl  Cmbqt.  FMd>. 


KmnM:  m 

X  rcmiplrpc 

rUASS  GBSOC  ALL  THE  local  GOVnmaNTE  aXLOW  nOM  WHICH  COMMENTS  SAVE  BEEN 

BXOIVB);  ALLCOMMDfTSBBCBIVKDBBOIILDaBlNCLDDISlNTBKlCPCfClXAIUNGBOlJSE 
BUPQNSBFACKAGX.  IB  NO  COMMlNnWlUBZCnVBD.rXXASECHEaC  "NO  COMMENT* 

BOX  AND  BBTOKN  TO  CLEABlNGHOinE. 

COMMENTS  DUB  TO  RPC  fUMM 

WOCPMMlIfBfc  ^ 

(IP  THBBPCDOBsStKECEIVE  COMMENTS  BY  THE  DEADLINE  DATE.  TBEBPC  SHOULD  CONTACT 

THE  LOCAL  GOVERNMDJT  TO  DETBBMINE  TUB  STATUS  OF  THE  PBOJECr  REVIEW  PMOR  TO 

KKWABSOKI  THE  RESPONSE  FACXAOE  TO  THE  aXARINOSICIUSB.) 

NOTES: 
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APPENDIX  A 


GLOSSARY  OF  TERMS  AND  ACRONYMS/ABBREVIATIONS 


A-Weighted  Sound  Level  (dBA).  A  number  representing  the  sound  level  which  is  frequency  weighted 
according  to  a  prescribed  frequency  response  established  by  the  American  National  Standards 
Institute  (ANSI  SI. 4-1 971)  and  accounts  for  the  response  of  the  human  ear. 

Acoustics.  The  science  of  sound  which  includes  the  generation,  transmission,  and  effects  of  sound 
waves,  both  audible  and  inaudible. 

Advisory  Council  on  Historic  Preservation.  A  19-member  body  appointed,  in  part,  by  the  President 
of  the  United  States  to  advise  the  President  and  Congress  and  to  coordinate  the  actions  of  federal 
agencies  on  matters  relating  to  historic  preservation,  to  comment  on  the  effects  of  such  actions  on 
historic  and  archaeological  cultural  resources,  and  to  perforrri  other  duties  as  required  by  law  (Public 
Law  89-655;  16  U.S.  Code  470). 

Aerozine-50.  A  toxic,  colorless  liquid  propellant  that  is  spontaneously  hypergolic  in  combination  with 
nitric  acid  and  concentrated  hydrogen  peroxide. 

Aesthetics.  Referring  to  the  perception  of  beauty. 

Aggregate.  Materials  such  as  sand,  gravel,  or  crushed  stone  used  for  mixing  with  a  cementing 
material  to  form  concrete  or  alone  as  railroad  ballast  or  graded  fill. 

Air  basin.  A  region  within  which  the  air  quality  is  determined  by  the  meteorology  and  emissions 
within  it  with  minimal  influence  on  and  impact  by  contiguous  regions. 

Albedo.  The  fraction  of  incident  light  or  electromagnetic  radiation  that  is  reflected  by  a  surface  or 
body  (such  as  the  moon  or  a  cloud). 

Ammonium  perchlorate  (NH4CIO4).  All  of  the  perchlorates  produce  hydrogen  chloride  and  other 
chlorine  compounds  when  combined  and  combusted  with  other  fuels.  The  exhaust  gases  are  highly 
corrosive  and  toxic. 

Anomaly.  Any  deviation  from  the  characteristics  of  a  normal  launch. 

Apogee.  The  point  in  the  orbit  that  is  farthest  from  the  Earth. 

Aquifer.  The  water-bearing  portion  of  subsurface  earth  material  that  yields  or  is  capable  of  yielding 
useful  quantities  of  water  to  wells. 

Archaeology.  A  scientific  approach  to  the  study  of  human  ecology,  cultural  history,  and  cultural 
process. 

Area  of  Concern.  A  location  where  contamination  is  likely  or  suspected,  but  where  further 
investigation  is  needed  to  confirm  its  presence  and  whether  it  is  below  action  levels. 

Area  of  Potential  Effect.  The  geographic  area  within  which  direct  and  indirect  impacts  generated  by 
the  Proposed  Action  and  alternatives  could  reasonably  be  expected  to  occur  and  thus  cause  a 
change  in  the  historic,  architectural,  archaeological,  or  cultural  qualities  possessed  by  the  property. 
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Asbestos.  A  carcinogenic  substance  formerly  used  widely  as  an  insulation  material  by  the 
construction  industry;  often  found  in  older  buildings. 

Asbestos-containing  material  (ACM).  Any  material  containing  more  than  1  percent  asbestos. 

Attainment  area.  A  region  that  meets  the  National  Ambient  Air  Quality  Standards  for  a  criteria 
pollutant  under  the  Clean  Air  Act  (CAA). 

Attitude.  The  position  of  an  aircraft  or  spacecraft  determined  by  the  relationship  between  its  axes 
and  a  reference  datum  (such  as  the  horizon  or  a  particular  star). 

Average  annual  daily  traffic  (AADT).  For  a  one-year  period,  the  total  volume  passing  a  point  or 
segment  of  a  highway  facility  in  both  directions,  divided  by  the  number  of  days  in  the  year. 

Average  daily  traffic  (ADT).  The  typical  24-hour  volume  of  traffic  passing  a  given  point  or  segment 
of  a  roadway  in  both  directions. 

Avionics.  The  science  and  technology  of  electronics  applied  to  aeronautics  and  astronautics. 

Azimuth.  The  compass  direction  along  which  the  launch  vehicle's  ground  track  lies  in  its  early  flight. 

Biophysical.  Pertaining  to  the  physical  and  biological  environment,  including  the  environmental 
conditions  crafted  by  man. 

Biota.  The  plant  and  animal  life  of  a  region. 

Candidate  species.  A  species  of  plant  or  animal  for  which  there  is  sufficient  information  to  indicate 
biological  vulnerability  and  threat,  and  for  which  proposing  to  list  as  "threatened"  or  "endangered"  is 
or  may  be  appropriate. 

Capacity.  The  maximum  rate  of  flow  at  which  vehicles  can  be  reasonably  expected  to  traverse  a 
point  or  uniform  segment  of  a  lane  or  roadway  during  a  specified  time  period  under  prevailing 
roadway,  traffic,  and  control  conditions. 

Carbon  monoxide  (CO).  A  colorless,  odorless,  poisonous  gas  produced  by  incomplete  fossil  fuel 
combustion.  One  of  the  six  pollutants  for  which  there  is  a  national  ambient  air  quality  standard. 

See  Criteria  pollutants. 

Census  tract.  Small,  relatively  permanent  statistical  subdivisions  of  a  county  that  are  delineated  for 
all  metropolitan  areas  and  other  densely  populated  counties. 

Class  I,  II,  and  III  Areas.  Area  classifications,  defined  by  the  Clean  Air  Act,  for  which  there  are 
established  limits  to  the  annual  amount  of  air  pollution  increase.  Class  I  areas  include  international 
parks  and  certain  national  parks  and  wilderness  areas;  allowable  increases  in  air  pollution  are  very 
limited.  Air  pollution  increases  in  Class  II  areas  are  less  limited,  and  are  least  limited  in  Class  III 
areas.  Areas  not  designated  as  Class  I  start  out  as  Class  II  and  may  be  reclassified  up  or  down  by 
the  state,  subject  to  federal  requirements. 

Clean  Air  Act  (CAA).  (42  U.S.  Code  7401  et  seq.)  Establishes  (1)  national  air  quality  criteria  and 
control  techniques  (Section  7408);  (2)  National  ambient  air  quality  standards  (Section  7409);  (3) 
state  implementation  plan  requirements  (Section  4710);  (4)  federal  performance  standards  for 
stationary  sources  (Section  471 1);  (5)  national  emission  standards  for  hazardous  air  pollutants 
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(Section  7412);  (6)  applicability  of  CAA  to  federal  facilities  (Section  7418),  i.e.,  federal  agency  must 
comply  with  federal,  state,  and  local  requirements  respecting  control  and  abatement  of  air  pollution, 
including  permit  and  other  procedural  requirements,  to  the  same  extent  as  any  person;  (7)  federal 
new  motor  vehicle  emission  standards  (Section  7521);  (8)  regulations  for  fuel  (Section  7545);  (9) 
aircraft  emission  standards  (Section  7571). 

Clean  Water  Act.  (33  U.S.  Code  1251  et  seq.)  Restores  and  maintains  the  chemical,  physical,  and 
biological  integrity  of  the  nation's  waters. 

Coastal  sage  scrub.  A  plant  community  of  low,  soft-woody,  perennial  subshrubs  (growing  to  about 
1  meter  in  height)  dominated  by  California  sage  brush  and  California  brittlebush.  Plant  growth  is 
most  active  during  the  winter  and  early  spring  months. 

Commodity  Connection  Building.  All  fuel  and  gas  lines  are  routed  Into  this  building  to  provide  on-pad 
fueling  of  the  vehicle. 

Community  of  Comparison  (COC).  A  regional  political  jurisdiction  identified  to  allow  comparison  of 
smaller  political  units  in  order  to  determine  the  potential  for  environmental  justice  impacts  (i.e., 
disproportionately  high  and  adverse  impacts  to  low-income  and/or  minority  populations). 

Comprehensive  Plan.  A  public  document,  usually  consisting  of  maps,  text,  and  supporting  materials, 
adopted  and  approved  by  a  local  government  legislative  body,  which  describes  future  land  uses, 
goals,  and  policies. 

Contaminants.  Undesirable  substances  rendering  something  unfit  for  use. 

Council  on  Environmental  Quality  (CEQ).  Established  by  the  National  Environmental  Policy  Act 
(NEPA),  the  CEQ  consists  of  three  members  appointed  by  the  President.  A  CEQ  regulation  (Title  40 
Code  of  Federal  Regulations  [CFR]  1500-1508,  as  of  July  1,  1986)  describes  the  process  for 
implementing  NEPA,  including  preparation  of  environmental  assessments  and  environmental  impacts 
statements,  and  the  timing  and  extent  of  public  participation. 

Criteria  pollutants.  The  Clean  Air  Act  required  the  U.S.  Environmental  Protection  Agency  (EPA)  to 
set  air  quality  standards  for  common  and  widespread  pollutants  after  preparing  "criteria  documents" 
summarizing  scientific  knowledge  on  their  health  effects.  Today  there  are  standards  in  effect  for  six 
"criteria  pollutants":  sulfur  dioxide  (SO2),  carbon  monoxide  (CO),  particulate  matter  equal  to  or  less 
than  10  microns  in  diameter  (PM10),  nitrogen  dioxide  (NO2),  ozone  (O3),  and  lead  (Pb). 

Cultural  resources.  Prehistoric  and  historic  districts,  sites,  buildings,  objects,  or  any  other  physical 
evidence  of  human  activity  considered  important  to  a  culture,  subculture,  or  a  community  for 
scientific,  traditional,  religious,  or  any  other  reason. 

Cumulative  impact.  The  impact  on  the  environment  which  results  from  the  incremental  impact  of 
the  action  when  added  to  other  past,  present,  and  reasonably  foreseeable  future  actions  regardless 
of  what  agency  (federal  or  non-federal)  or  person  undertakes  such  other  actions.  Cumulative 
impacts  can  result  from  individually  minor  but  collectively  significant  actions  taking  place  over  a 
period  of  time. 

Day-Night  Average  Sound  Level  (DNL).  The  24-hour  average-energy  sound  level  expressed  in 
decibels,  with  a  10-decibel  penalty  added  to  sound  levels  between  10:00  p.m.  and  7:00  a.m.  to 
account  for  Increased  annoyance  due  to  noise  during  night  hours. 
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Decibel  (dB).  A  unit  of  measurement  of  a  logarithmic  scale  which  describes  the  magnitude  of  a 
particular  quantity  of  sound  pressure  or  power  with  respect  to  a  standard  reference  value. 

Deflagration.  A  launch  failure  In  which  the  fuel  from  all  stages  is  explosively  burned,  resulting  in  a 
hot,  buoyant  ground  cloud  that  is  dispersed  in  the  first  10,000  feet. 

Dobsen  Unit.  A  unit  of  measurement  used  for  atmospheric  ozone,  presented  in  milliatmosphere 
centimeters. 

Effluent.  Waste  material  discharged  into  the  environment. 

Endangered  species.  A  species  that  is  threatened  with  extinction  throughout  all  or  a  significant 
portion  of  its  range. 

Endangered  Species  Act.  {16  U.S.  Code  1531  et  seq.)  Provides  for  listing  and  protection  of  animal 
and  plant  species  identified  as  in  danger,  or  likely  to  be  in  danger,  or  extinction  throughout  all  or  a 
significant  part  of  their  range.  Section  7  places  strict  requirements  on  federal  agencies  to  protect 
listed  species. 

Environmental  Impact  Analysis  Process.  The  process  of  conducting  environmental  studies  as 
outlined  in  Air  Force  Instruction  32>7061 . 

Environmental  Justice.  An  identification  of  potential  disproportionately  high  and  adverse  Impacts  on 
low-income  and/or  minority  populations  that  may  result  from  proposed  federal  actions  (required  by 
Executive  Order  12898). 

Erosion.  Wearing  away  of  soil  and  rock  by  weathering  and  the  actions  of  surface  water,  wind,  and 
underground  water. 

Evolved  Expendable  Launch  Vehicle  (EELV)  systems.  For  the  purposes  of  this  document,  EELV 
systems  consist  of  one  or  more  families  of  vehicles  that  could  replace  Atlas  HA,  Delta  II,  and  Titan 
IVB  launch  vehicles. 

Executive  Order  12898.  Issued  by  the  President  on  February  1 1,  1994,  this  Executive  Order 
requires  federal  agencies  to  develop  implementation  strategies,  identify  low-income  and  minority 
populations  that  may  be  disproportionately  impacted  by  proposed  federal  actions,  and  solicit  the 
participation  of  low-income  and  minority  populations. 

Explosive  safety  quantity-distance.  The  quantity  of  explosive  material  and  distance  separation 
relationships  providing  defined  types  of  protection.  These  relationships  are  based  on  levels  of  risk 
considered  acceptable  for  the  stipulated  exposures.  Separation  distances  are  not  absolute  safe 
distances  but  are  relatively  protective  or  safe  distances. 

Fault.  Fracture  in  Earth's  crust  accompanied  by  a  displacement  of  one  side  of  the  fracture  with 
respect  to  the  other  and  in  direction  parallel  to  the  fracture. 

Fault  zone.  An  area  where  rupture  and  subsequent  motion  has  produced  rock  that  is  badly  crushed. 
This  area  may  be  many  feet  thick,  providing  a  conduit  for  the  relatively  easy  passage  of  fluids. 

Floodplain.  The  lowland  and  relatively  flat  areas  adjoining  inland  and  coastal  waters  including  flood- 
prone  areas  of  offshore  islands.  Includes,  at  a  minimum,  that  area  subject  to  a  1  percent  or  greater 
chance  of  flooding  in  any  given  year  (100-year  floodplain). 
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Forbs.  Low-growing,  non-woody  plants  other  than  grass. 

Fragmentation.  Process  by  which  an  orbiting  space  object  disassociates  and  produces  debris. 

Frequency.  The  time  rate  (number  of  times  per  second)  that  the  wave  of  sound  repeats  itself,  or 
that  a  vibrating  object  repeats  itself,  now  expressed  in  Hertz  (Hz),  formerly  in  cycles  per  second 
(cps). 

Friable.  Easily  crumbled  or  reduced  to  powder. 

Fungicide.  Any  substance  that  kills  or  inhibits  the  growth  of  fungi. 

Geostationary  Earth  orbit.  Geostationary  Earth  orbit  is  a  type  of  geosynchronous  Earth  orbit  in  which 
the  object  orbits  above  the  Earth's  equator  at  an  angular  rotation  speed  equal  to  the  rotation  of  the 
Earth,  thus  appearing  to  remain  stationary  with  respect  to  a  point  on  the  equator. 

Geosynchronous  Earth  orbit.  Geosynchronous  Earth  orbit  occurs  at  an  altitude  of  22,238  miles  and 
has  an  orbital  period  of  approximately  24  hours. 

Groundwater.  Water  within  the  earth  that  supplies  wells  and  springs. 

Groundwater  basin.  Subsurface  structure  having  the  character  of  a  basin  with  respect  to  collection, 
retention,  and  outflow  of  water. 

Groundwater  recharge.  Absorption  and  addition  of  water  to  the  zone  of  saturation. 

Hazardous  materials/hazardous  wastes.  Those  substances  defined  as  hazardous  by  the 
Comprehensive  Environmental  Response,  Compensation  and  Liability  Act,  as  amended,  and  the  Solid 
Waste  Disposal  Act,  as  amended  by  the  Resource  Conservation  and  Recovery  Act,  as  amended. 
Generally,  this  includes  substances  that,  because  of  their  quantity,  concentration,  or  physical, 
chemical,  or  infectious  characteristics,  may  present  substantial  danger  or  public  health  or  welfare  or 
the  environment  when  released  into  the  environment. 

Herbicide.  A  pesticide,  either  organic  or  inorganic,  used  to  destroy  unwanted  vegetation,  especially 
various  types  of  weeds,  grasses,  and  woody  plants. 

Historic  properties.  Under  the  National  Historic  Preservation  Act,  these  are  properties  of  national, 
state,  or  local  significance  in  American  history,  architecture,  archaeology,  engineering,  or  culture, 
and  worthy  of  preservation. 

Hydrazine  (N2H4).  A  toxic,  colorless  liquid  propellant  that  is  spontaneously  hypergolic  in  combination 
with  nitric  acid  and  concentrated  hydrogen  peroxide.  Vapors  may  form  explosive  mixtures  with  air. 

Hydrocarbons  (HC).  Any  of  a  vast  family  of  compounds  containing  hydrogen  and  carbon.  Used 
loosely  to  include  many  organic  compounds  in  various  combinations;  most  fossil  fuels  are  composed 
predominantly  of  hydrocarbons.  When  hydrocarbons  mix  with  nitrogen  oxides  in  the  presence  of 
sunlight,  ozone  is  formed;  hydrocarbons  in  the  atmosphere  contribute  to  the  formation  of  ozone. 

Hydroxyl-terminated  polybutadiene.  A  polymer  binder  used  in  composite  propellants. 

Hypergolic.  Igniting  upon  contact  of  components  without  external  aid;  of,  relating  to,  or  using 
hypergolic  fuel. 
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Impacts  (effects).  An  assessment  of  the  meaning  of  changes  in  all  attributes  being  studied  for  a 
given  resource;  an  aggregation  of  all  the  adverse  effects,  usually  measured  using  a  qualitative  and 
nominally  subjective  technique.  In  this  EIS,  as  well  as  in  the  CEQ  regulations,  the  word  impact  is 
used  synonymously  with  the  word  effect. 

Inclination.  Angle  between  the  orbital  plane  of  a  space  object  and  the  plane  of  the  Earth's  equator. 

Indirect  impacts.  Indirect  effects,  which  are  caused  by  the  action  and  are  later  in  time  or  farther 
removed  in  distance,  but  are  still  reasonably  foreseeable.  Indirect  effects  may  include  growth- 
inducing  effects  and  other  effects  related  to  induced  changes  in  the  pattern  of  land  use,  population 
density  or  growth  rate,  and  related  effects  on  air  and  water  and  other  natural  systems.  Including 
ecosystems. 

Infrastructure.  The  basic  installation  and  facilities  on  which  the  continuance  and  growth  of  a 
community  or  state  {e.g.,  roads,  schools,  power  plants,  transportation,  communication  systems)  are 
based. 

Installation  Restoration  Program  (IRP).  The  Air  Force  program  designed  to  Identify,  characterize,  and 
remediate  environmental  contamination  on  Air  Force  installations.  Although  widely  accepted  at  the 
time,  procedures  followed  prior  to  the  mid-1970s  for  managing  and  disposing  of  many  wastes  often 
resulted  in  contamination  of  the  environment.  The  program  has  established  a  process  to  evaluate 
past  disposal  sites,  control  the  migration  of  contaminants,  and  control  potential  hazards  to  human 
health  and  the  environment.  Section  21 1  of  Superfund  Amendments  and  Reauthorization  Act 
(SARA),  codified  as  the  Defense  Environmental  Restoration  Program  (DERP),  of  which  the  Air  Force 
IRP  is  a  subset,  ensures  that  DoD  has  the  authority  to  conduct  its  own  environmental  restoration 
programs.  DoD  coordinates  IRP  activities  with  the  U.S.  EPA  and  appropriate  state  agencies. 

Jurisdictional  wetlands.  Those  wetlands  that  meet  the  hydrophytic  vegetation,  hydric  soils,  and 
wetland  hydrology  criteria  under  normal  circumstances  (or  meet  the  special  circumstances  as 
described  In  the  U.S.  Army  Corps  of  Engineers,  1987,  wetland  delineation  manual  where  one  or 
more  of  these  criteria  may  be  absent  and  are  a  subset  of  "Waters  of  the  United  States"). 

Leq.  The  equivalent  steady-state  sound  level,  which,  in  a  stated  period  of  time,  would  contain  the 
same  acoustical  energy  as  time-varying  sound  level  during  the  same  period. 

Lmax.  The  highest  A-weighted  sound  level  observed  during  a  single  event  of  any  duration. 

Lead  (Pb).  A  heavy  metal  used  in  many  industries  which  can  accumulate  in  the  body  and  cause  a 
variety  of  negative  effects.  One  of  the  six  pollutants  for  which  there  is  a  national  ambient  air  quality 
standard. 

Lead-based  paint.  Paint  on  surfaces  with  lead  in  excess  of  1 .0  milligram  per  square  centimeter  as 
measured  by  X-ray  fluorescence  detector  or  0.5  percent  lead  by  weight. 

Level  of  service  (LOS).  In  transportation  analysis,  a  qualitative  measure  describing  operational 
conditions  within  a  traffic  stream  and  how  they  are  perceived  by  motorists  and/or  passengers. 

Liquid  ammonia  (NHa).  A  liquid  propellant  that  Is  toxic  before  combustion  or  mixing  with  oxygen, 
but  the  exhaust  gases  produced  are  non-toxic. 


A-6 


EELVFEfS 


Liquid  hydrogen  (LH2).  A  liquid  propellant  that  has  a  boiling  point  of  -253.33°C  {“424°F),  and  that 
requires  large,  bulky  tanks  and  special  materials  designed  to  withstand  extremely  low  temperatures. 
Mixtures  of  LH2  and  solid  oxygen  are  explosive.  It  is  the  lightest  and  coldest  of  all  known  fuels. 

Liquid  oxygen  {LO2).  A  liquid  oxidizer  that  can  detonate  in  combination  with  organic  materials  on 
impact  and  will  accelerate  combustion  of  other  materials.  Although  it  will  not  combust 
spontaneously  with  organic  materials  at  ambient  temperatures,  ignitions  or  explosions  will  occur 
when  confined  mixtures  of  oxygen  and  organic  materials  undergo  sudden  pressurization. 

Loudness.  The  qualitative  judgment  of  intensity  of  a  sound  by  a  human  being. 

Low  Earth  orbit  (LEO).  Low-earth  orbit  occurs  at  altitudes  less  than  1,243  miles  with  an  orbital 
period  of  127  minutes  or  less.  Most  space  activity,  particularly  commercial,  has  occurred  within  this 
orbital  regime. 

Low-income.  Low-income  populations,  as  used  in  this  EIS,  refer  to  those  people  with  an  income 
below  the  poverty  level  ($12,764  for  a  family  of  four  in  1989,  as  reported  in  the  1990  Census  of 
Population  and  Housing). 

Medium  Earth  orbit.  Medium  Earth  orbit  occurs  between  low  and  geosynchronous  Earth  orbits  and  is 
a  semi-synchronous  orbit  with  a  period  of  approximately  12  hours. 

Mineral.  Naturally  occurring  inorganic  element  or  compound. 

Mineral  resources.  Mineral  deposits  that  may  eventually  become  available,  known  deposits  not 
recoverable  at  present  or  yet  undiscovered. 

Minority.  Minority  populations,  as  reported  in  the  1990  Census  of  Population  and  Housing,  includes 
Black;  American  Indian;  Eskimo,  or  Aleut;  Asian  or  Pacific  Islander;  Hispanic;  or  other. 

Mitigation.  A  method  or  action  to  reduce  or  eliminate  program  impacts. 

Monomethyl  hydrazine  (MMH).  A  toxic,  colorless  liquid  that  is  capable  of  spontaneous  ignition  when 
in  contact  with  nitric  acid  and  concentrated  hydrogen  peroxide.  It  is  a  strong  reducing  agent  that 
tends  to  react  violently  with  oxidizing  agents  and  is  hypergolic  with  several  rocket  oxidizers. 

National  Ambient  Air  Quality  Standards  (NAAQS).  Section  109  of  the  Clean  Air  Act  requires  the 
U.S.  EPA  to  set  nationwide  standards,  the  NAAQS,  for  widespread  air  pollutants.  Currently,  six 
pollutants  are  regulated  by  primary  and  secondary  NAAQS:  carbon  monoxide  (CO),  lead  (Pb), 
nitrogen  dioxide  (NO2),  ozone,  particulate  matter  equal  to  or  less  than  10  microns  in  diameter  (PM10), 
and  sulfur  dioxide  (SO2). 

National  Environmental  Policy  Act.  Public  Law  91-190,  passed  by  Congress  in  1969.  The  Act 
established  a  national  policy  designed  to  encourage  consideration  of  the  influences  of  human 
activities  (e.g.,  population  growth,  high-density  urbanization,  industrial  development)  on  the  natural 
environment.  NEPA  also  established  the  Council  on  Environmental  Quality  (CEQ).  NEPA  procedures 
require  that  environmental  information  be  made  available  to  the  public  before  decisions  are  made. 
Information  contained  in  NEPA  documents  must  focus  on  the  relevant  issues  in  order  to  facilitate  the 
decision-making  process. 
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National  Historic  Preservation  Act  (NHPA).  (16  U.S.C.  470)  Provides  for  an  expanded  national 
Register  of  Historic  Places  (NRHP)  to  register  districts,  sites,  buildings,  structures,  and  objects 
significant  to  American  history,  architecture,  archaeology,  and  culture.  Section  106  requires  that  the 
President's  Advisory  Council  on  Historic  Preservation  be  afforded  an  opportunity  to  comment  on  any 
undertaking  that  adversely  affects  properties  listed  in  the  NRHP. 

National  Priority  List  INPL).  A  list  of  sites  (federal  and  state)  where  releases  of  hazardous  materials 
may  have  occurred  and  may  cause  an  unreasonable  risk  to  the  health  and  safety  of  individuals, 
property,  or  the  environment. 

National  Register  of  Historic  Places  (National  Register).  A  register  of  districts,  sites,  buildings, 
structures,  and  objects  important  in  American  history,  architecture,  archaeology,  and  culture, 
maintained  by  the  Secretary  of  the  Interior  under  authority  of  Section  2  (b)  of  the  Historic  Sites  Act 
of  1935  and  Section  101  (a)(1)  of  the  National  Historic  Preservation  Act  of  1966,  as  amended. 

Native  Americans.  Used  in  a  collective  sense  to  refer  to  individuals,  bands,  or  tribes  who  trace  their 
ancestry  to  indigenous  populations  of  North  America  prior  to  Euro-American  contact. 

Native  vegetation.  Plant  life  that  occurs  naturally  in  an  area  without  agricultural  or  cultivational 
efforts.  It  does  not  include  species  that  have  been  introduced  from  other  geographical  areas  and 
have  become  naturalized. 

Nitrogen  dioxide  (NO2).  Gas  formed  primarily  from  atmospheric  nitrogen  and  oxygen  when 
combustion  takes  place  at  high  temperature.  Nitrogen  dioxide  emissions  contribute  to  acid 
deposition  and  formation  of  atmosphere  ozone.  One  of  the  six  criteria  pollutants  for  which  there  is  a 
national  ambient  air  quality  standard. 

Nitrogen  oxides  (NOx).  Gases  formed  primarily  by  fuel  combustion,  which  contribute  to  the 
formation  of  acid  rain.  Hydrocarbons  and  nitrogen  oxides  combine  in  the  presence  of  sunlight  to 
form  ozone,  a  major  constituent  of  smog. 

Nitrogen  tetroxide  (N2O4).  A  liquid  oxidizer  that  can  cause  spontaneous  ignition  with  many  common 
materials  such  as  paper,  leather,  or  wood.  It  also  forms  strong  acids  in  combination  with  water,  and 
contact  can  cause  severe  chemical  burns.  It  is  a  yellow-brown  liquid  which  is  easily  frozen  or 
vaporized. 

Nodal  period.  Elapsed  time  between  either  of  the  points  at  which  the  orbit  of  an  object  crosses  the 
plane  of  the  equator. 

Noise  attenuation.  The  reduction  of  a  noise  level  from  a  source  by  such  means  as  distance,  ground 
effects,  or  shielding. 

Noise  contour.  A  line  connecting  points  of  equal  noise  exposure  on  a  map.  Noise  exposure  is  often 
expressed  using  the  day-night  average  sound  level. 

Nonattainment  area.  An  area  that  has  been  designated  by  the  U.S.  EPA  or  the  appropriate  state  air 
quality  agency  as  exceeding  one  or  more  national  or  state  ambient  air  quality  standards. 

Orbital  debris  (space  debris).  Space  objects  in  Earth  orbit  that  are  not  functional.  Spent  rocket 
bodies,  mission-related  objects,  fragments  from  breakups  and  deterioration,  non-functional 
spacecraft,  and  aluminum  particles  from  solid  rocket  exhaust  are  all  considered  debris. 
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Ozone  (O3)  (ground  level).  A  major  ingredient  of  smog.  Ozone  is  produced  from  reactions  of 
hydrocarbons  and  nitrogen  oxides  in  the  presence  of  sunlight  and  heat.  One  of  the  six  criteria 
pollutants  for  which  there  is  a  national  ambient  air  quality  standard. 

Paleontology.  The  study  of  life  in  past  geologic  time,  based  on  fossil  plants  and  animals. 

Particulate  matter  equal  to  or  less  than  10  microns  in  diameter  (PM10).  Solid  particles  consisting  of 
dust,  soot,  and  various  types  of  chemical  species  that  have  been  emitted  into  the  atmosphere  and 
can  remain  suspended  for  several  days  or  weeks.  Particulate  matter  equal  to  or  less  than  10 
microns  in  diameter  can  be  hazardous  to  human  health  because  it  is  small  enough  to  penetrate  the 
lung's  natural  defenses  and  may  contain  toxic  or  other  chemicals  that  present  a  health  concern.  One 
of  the  six  criteria  pollutants  for  which  there  is  a  national  ambient  air  quality  standard. 

PCB-contaminated  equipment.  Equipment  which  contains  a  concentration  of  polychlorinated 
biphenyls  (PCBs)  from  50  to  499  parts  per  million  (ppm).  Disposal  and  removal  are  regulated  by  the 
U.S.  EPA. 

PCB  equipment.  Equipment  that  contains  a  concentration  of  PCBs  of  500  ppm  or  greater.  Disposal 
and  removal  are  regulated  by  the  U.S.  EPA. 

PCB  Items.  Fluids  containing  5  to  49  ppm  of  PCBs.  Regulated  in  California  under  Title  22,  Chapter 
30  of  the  California  Code  of  Regulations  and  Chapter  6.5  of  the  California  Health  and  Safety  Code. 

Perigee.  The  point  in  the  orbit  that  is  closest  to  the  Earth. 

Permeability.  The  capacity  of  a  porous  rock  or  sediment  to  transmit  a  fluid. 

Pesticide.  Any  substance,  organic  or  inorganic,  used  to  destroy  or  inhibit  the  action  of  plant  or 
animal  pests;  the  term  thus  includes  insecticides,  herbicides,  fungicides,  rodenticides,  miticides, 
fumigants,  and  repellants.  All  pesticides  are  toxic  to  humans  to  a  greater  or  lesser  degree. 

Pesticides  vary  in  biodegradability. 

Physiography.  The  science  of  the  surface  of  the  earth  and  the  interrelations  of  air,  water,  and  land. 

Pleistocene.  An  earlier  epoch  of  the  Quaternary  period  during  the  "Ice  Age"  beginning  approximately 
3  million  years  ago  and  ending  10,000  years  ago.  Also  refers  to  the  rocks  and  sediments  deposited 
during  that  time. 

Plume.  An  elongated  mass  of  contaminated  fluid  moving  with  the  flow  of  the  fluid. 

Polychlorinated  biphenyls  (PCBs).  Any  of  a  family  of  industrial  compounds  produced  by  chlorination 
of  biphenyl,  these  compounds  are  noted  chiefly  as  an  environmental  pollutant  that  accumulates  in 
organisms  and  concentrates  in  the  food  chain  with  resultant  pathogenic  (disease-causing)  and 
teratogenic  (deformity-causing)  effects.  They  also  decompose  very  slowly. 

Potable  water.  Suitable  for  drinking. 

Prehistoric.  The  period  of  time  prior  to  European  contact,  established  in  1769  in  the  western  United 
States. 
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Prevention  of  Significant  Deterioration  (PSD).  In  the  1977  Amendments  to  the  Clean  Air  Act, 
Congress  mandated  that  areas  with  air  cleaner  than  required  by  national  ambient  air  quality 
standards  must  be  protected  from  significant  deterioration.  The  Act's  PSD  program  consists  of  two 
elements:  requirements  for  best  available  control  technology  on  major  new  or  modified  sources,  and 
compliance  with  an  air  quality  increment  system. 

Primary  roads.  A  consolidated  system  of  connected  main  roads  important  to  regional,  statewide, 
and  interstate  travel;  they  consist  of  rural  arterial  routes  and  their  extensions  into  and  through  urban 
areas  of  5,000  or  more  population. 

Prime  farmland.  Environmentally  significant  agricultural  lands  protected  from  irreversible  conversion 
to  other  uses  by  the  Farmland  Protection  Policy  Act. 

Protohistoric.  Referring  to  the  study  of  the  time  period  between  European  contact  and  established 
written  history. 

Radon.  A  naturally  occurring,  colorless  and  odorless  radioactive  gas  that  is  produced  by  radioactive 
decay  of  naturally  occurring  uranium. 

Rawinsonde.  A  meteorological  balloon  tracked  by  a  radio  direction-finding  instrument  or  radar,  used 
for  measuring  wind  speed  in  the  upper  atmosphere. 

Recent.  The  time  period  from  approximately  10,000  years  ago  to  the  present  and  the  rocks  and 
sediments  deposited  during  that  time. 

Region  of  Influence  (ROD.  The  geographical  region  that  would  be  expected  to  be  affected  in  some 
way  by  proposed  action  and  alternative. 

Riparian.  Of  or  on  the  bank  of  a  natural  course  of  water. 

Sediment.  Material  deposited  by  wind  or  water. 

Scoping.  A  process  initiated  early  during  preparation  of  an  environmental  impact  statement  to 
identify  the  scope  of  issues  to  be  addressed,  including  the  significant  issues  related  to  the  proposed 
action.  During  scoping,  input  is  solicited  from  affected  agencies  as  well  as  the  interested  public. 

Scrubber.  An  apparatus  for  removing  impurities  from  a  gas. 

Seismicity.  Relative  frequency  and  distribution  of  earthquakes. 

Sensitive  habitat.  An  area  inhabited  by  rare,  threatened,  or  endangered  species;  an  ecosystem 
supporting  a  wide  variety  of  plants,  birds,  and  wildlife. 

Site.  As  it  relates  to  cultural  resources,  any  location  where  humans  have  altered  the  terrain  or 
discarded  artifacts. 

Solid  rocket  motor.  A  rocket  motor  that  uses  a  solid  propellant  rather  than  liquids. 

Sound  exposure  level.  The  A-weighted  sound  level  integrated  over  the  entire  duration  of  a  noise 
event  and  referenced  to  a  duration  of  1  second. 
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State  Historic  Preservation  Officer  (SHPO).  The  official  within  each  state,  authorized  by  the  state  at 
the  request  of  the  Secretary  of  the  Interior,  to  act  as  liaison  for  purposes  of  implementing  the 
National  Historic  Preservation  Act. 

Stratosphere.  The  part  of  the  atmosphere  between  the  troposphere  and  the  mesosphere,  occupying 
the  altitudes  from  approximately  49,000  feet  to  167,000  feet  (9  to  31  miles). 

Sulfur  dioxide  (SO2).  A  toxic  gas  that  is  produced  when  fossil  fuels,  such  as  coal  and  oil,  are 
burned.  S02is  the  main  pollutant  involved  in  the  formation  of  acid  rain;  it  can  also  irritate  the  upper 
respiratory  tract  and  cause  lung  damage.  The  major  source  of  S02in  the  United  States  is  coal¬ 
burning  electric  utilities.  One  of  the  six  criteria  pollutants  for  which  there  is  a  national  ambient  air 
quality  standard. 

Therm.  A  measurement  of  units  of  heat. 

Threatened  species.  Plant  and  wildlife  species  likely  to  become  endangered  in  the  foreseeable 
future. 

Total  suspended  particulates  (TSP).  The  particulate  matter  in  the  ambient  air.  The  previous  national 
standard  for  particulates  was  based  on  TSP  levels;  it  was  replaced  In  1987  by  an  ambient  standard 
based  on  levels  of  particulate  matter  equal  to  or  less  than  10  microns. 

Trajectory.  The  flight  path  that  a  spacecraft  will  take  during  a  mission. 

Trichloroethylene  (TCE).  A  colorless,  nonflammable,  photoreactive  liquid,  with  a  chloroform-like 
odor,  which  is  slightly  soluble  in  water,  and  toxic  when  inhaled.  TCE  is  used  for  metal  degreasing, 
cleaning,  and  drying  electronic  parts;  extraction  processes;  and  other  chemical  processes  (Chemical 
Formula  CHCI:CCI2. 

Unsymmetrical  Dimethylhydrazine  (UDMH).  A  derivative  of  hydrazine,  having  many  of  the  same 
characteristics  as  hydrazine.  It  forms  a  more  stable  liquid  than  hydrazine  at  higher  temperatures. 

U.S.  Environmental  Protection  Agency  (EPA).  The  independent  federal  agency,  established  in  1970, 
that  regulates  federal  environmental  matters  and  oversees  the  implementation  of  federal 
environmental  laws. 

Wetlands.  Areas  that  are  inundated  or  saturated  with  surface  or  groundwater  at  a  frequency  and 
duration  sufficient  to  support  a  prevalence  of  vegetation  typically  adapted  for  life  in  saturated  soil. 
This  classification  includes  swamps,  marshes,  bogs,  and  similar  areas. 

Volume.  The  number  of  vehicles  passing  a  point  on  a  lane,  roadway,  or  other  trafficway  during 
some  time  interval. 

Zoning.  The  division  of  a  municipality  (or  county)  into  districts  for  the  purpose  of  regulating  land 
use,  types  of  buildings,  required  yards,  necessary  off-street  parking,  and  other  prerequisites  to 
development.  Zones  are  generally  shown  on  a  map,  and  the  text  of  the  zoning  ordinance  specifies 
requirements  for  each  zoning  category. 
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AADT 

ACM 

AGO 

A. D. 
ADT 
AFB 
AFI 
AFM 
AFPD 
AF/SG 
AFSPC 
AGL 
AIRFA 
Al 

AI2CI3 

AI2O3 

AOC 

APCD 

APCO 

APS 

ARPA 

AS 

AST 

AWSPL 

BAB 

BACT 

B. C. 
BEBR 
BMP 
C 

CAA 

CAAA 

CAAQS 

CAP 

CARB 

CBC 

CCR 

CCTF 

CCTV 

CEQ 

CERCLA 

CERL 

CFR 

cfs 

Cl 

CI2 

CIO 

Clx 


Aerozine-50 

average  annual  daily  traffic 
asbestos-containing  material 
Aeronautical  Control  Officer 
Anno  Domini 
average  daily  traffic 
Air  Force  Base 
Air  Force  Instruction 
Air  Force  Manual 
Air  Force  Policy  Directive 
Air  Force  Surgeon  General 
Air  Force  Space  Command 
above  ground  level 

American  Indian  Religious  Freedom  Act 

aluminum 

aluminum  chloride 

aluminum  oxide 

area  of  concern 

Air  Pollution  Control  District 

Air  Pollution  Control  Officer 

Aboveground  Petroleum  Storage 

Archaeological  Resources  Protection  Act 

Air  Station 

aboveground  storage  tank 
A-weighted  sound  pressure  level 
Booster  Assembly  Building 
Best  Available  Control  Technology 
Before  Christ 

Bureau  of  Economic  and  Business  Research 
Best  Management  Practices 
Celsius 
Clean  Air  Act 

Clean  Air  Act  Amendments 
California  Ambient  Air  Quality  Standards 
Collection  Accumulation  Point 
California  Air  Resources  Board 
common  booster  core 
California  Code  of  Regulations 
Centaur  Cryogenic  Tanking  Facility 
closed  circuit  television 
Council  on  Environmental  Quality 

Comprehensive  Environmental  Response,  Compensation,  and  Liability  Act 

Construction  Engineering  Research  Laboratories 

Code  of  Federal  Regulations 

cubic  feet  per  second 

chlorine  (atom) 

chlorine  (molecule) 

hypochlorite 

chlorine  compounds 
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cm 

centimeter 

CMS 

Corrective  Measures  Study 

CNEL 

Community  Noise  Equivalent  Level 

CO 

carbon  monoxide 

CO2 

carbon  dioxide 

COC 

Community  of  Comparison 

COMSTAC 

Commercial  Space  Transportation  Advisory  Council 

COT 

Committee  on  Toxicology 

CPB 

Centaur  Processing  Building 

CPF 

Centaur  Processing  Facility 

CPSC 

Consumer  Product  Safety  Commission 

CSB 

common  support  building 

CSLA 

Commercial  Space  Launch  Activities 

CUS 

Cryogenic  Upper  Stage 

CWA 

Clean  Water  Act 

CZMA 

Coastal  Zone  Management  Act 

CZMP 

Coastal  Zone  Management  Program 

0 

degree 

DAIP 

Danger  Area  Information  Plan 

dB 

decibel 

dBA 

A-weighted  decibel 

DCG 

Disaster  Control  Group 

DCUS 

Delta  Cryogenic  Upper  Stage 

DEIS 

draft  environmental  impact  statement 

DERP 

Defense  Environmental  Restoration  Program 

DHUS 

Delta  II  hypergolic  upper  stage 

DIV 

Delta  IV 

DIV-H 

heavy  launch  vehicle 

DIV-M 

medium  launch  vehicle 

DIV-M  + 

medium  launch  vehicle  with  solid  rocket  motor  strap-ons 

DIV-S 

small  launch  vehicle 

DNL 

day-night  average  noise  level 

DoD 

Department  of  Defense 

DOT 

Department  of  Transportation 

DRMO 

Defense  Reutilization  and  Marketing  Office 

DTSC 

Department  of  Toxic  Substances  Control 

EELV 

Evolved  Expendable  Launch  Vehicle 

EHC 

Emission  Hazard  Corridor 

EHS 

Environmental  Health  Services 

EIAP 

Environmental  Impact  Analysis  Process 

EIS 

environmental  impact  statement 

EMD 

Engineering  and  Manufacturing  Development 

ENVVEST 

Environmental  Investment 

EO 

Executive  Order 

EOD 

Explosive  Ordnance  Disposal 

EPA 

Environmental  Protection  Agency 

EPT 

elevated  platform  transport 

ER 

Eastern  Range 

ESMC 

Eastern  Space  and  Missile  Center 

ESQD 

Explosive  Safety  Quantity-Distance 

EWR 

Eastern  and  Western  Range 

F 

Fahrenheit 
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FAA 

FAAQS 

FAC 

FCMA 

FDCA 

FDEP 

FEIS 

FNAI 

FONPA 

FSA 

ft 

FTS 

FUT 

FVIS 

gal 

GEM 

GHe 

GN2 

GOP 

gpd 

gpm 

GSE 

GTO 

H2 

HABS/HAER 

HAP 

HazMart 

HCI 

HOCUS 

He 

HIF 

HLV 

HLV 

HMTA 

HNOs 

HQ  AFSPC/SG 

HSWA 

HTPB 

HUS 

HVAC 

HWMP 

Hz 

ICBM 

IIP 

in 

IPF 

IPS 

IRA 

IRP 

ITL 

IWTP 

JP 


Federal  Aviation  Administration 

Florida  Ambient  Air  Quality  Standards 

Florida  Administrative  Code 

Florida  Coastal  Management  Act 

Florida  Department  of  Community  Affairs 

Florida  Department  of  Environmental  Protection 

final  environmental  impact  statement 

Florida  Natural  Areas  Inventory 

Finding  of  No  Practicable  Alternatives 

Flight  Safety  Analyst 

feet 

flight  termination  system 
fixed  umbilical  tower 
fuel  vapor  incineration  system 
gallons 

Graphite  Epoxy  Motor 
gaseous  helium 
gaseous  nitrogen 
Ground  Operations  Plan 
gallons  per  day 
gallons  per  minute 
ground  support  equipment 
Geosynchronous  Transfer  Orbit 
hydrogen 

Historic  American  Buildings  Survey/Historic  American  Engineering  Record 
hazardous  air  pollutant 

hazardous  materials  pharmacy  distribution  system 
hydrochloric  acid 

Heavy  Delta  Cryogenic  Upper  Stage 
helium 

Horizontal  Integration  Facility 
heavy  launch  vehicle  (Concept  B) 
heavy  lift  variant  (Concept  A) 

Hazardous  Materials  Transportation  Act 
nitric  acid 

Headquarters  Air  Force  Space  Command/Surgeon  General 

Hazardous  and  Solid  Wastes  Amendments 

hydroxyl-terminated  polybutadiene 

Hypergolic  Upper  Stage 

heating,  ventilation,  and  air  conditioning 

Hazardous  Waste  Management  Plan 

hertz 

Intercontinental  Ballistic  Missile 
Instantaneous  Impact  Point 
inch 

Integrated  Processing  Facility 
Ignition  Pulse  Suppression 
Interim  Remedial  Action 
Installation  Restoration  Program 
Integrate  Transfer  Launch 
industrial  wastewater  treatment  plant 
jet  propulsion 
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JPC 

km 

KSC 

kW 

kWH 

LBS 

LCCV 

LDCG 

Ldn 

LEO 

Leg 

LH2 

LMLV 

LMU 

LN2 

LO2 

LOCO 

LOS 

LOx 

LST 

m 

M 

MACT 

MAIS 

MARSS 

MAS 

mb 

MBTU 

MCL 

MDAP 

MFCO 

MOD 

mg/I 

^g/m^ 

mi 

MIS 

MLV 

MLV 

mm 

MMH 

MMS 

MOA 

MOL 

mph 

MSL 

MSPSP 

MST 

MW 

MWH 

N2H4 

N2O 

N2O3 


Joint  Propellants  Contractor 
kilometer 

Kennedy  Space  Center 
kilowatt 
kilowatt  hours 
Launch  Base  Support 
Low-Cost  Concept  Validation 
Launch  Disaster  Control  Group 
day-night  average  noise  level 
low  Earth  orbit 
equivalent  noise  level 
liquid  hydrogen 

Lockheed  Martin  Launch  Vehicle 
launch  mount  unit 
liquid  nitrogen 
liquid  oxygen 

Launch  Operations  Control  Center 

level  of  service 

liquid  oxygen 

Launch  Support  Team 

meter 

magnitude 

Maximum  Available  Control  Technology 
Major  Automated  Information  System 
Meteorological  and  Range  Safety  Support 
mobile  assembly  shelter 
millibars 

million  British  thermal  units 
maximum  contaminant  level 
Major  Defense  Acquisition  Programs 
Mission  Flight  Control  Officer 
million  gallons  per  day 
milligrams  per  liter 
micrograms  per  cubic  meter 
mile 

Missile  Inert  Storage 
medium  launch  vehicle  (Concept  B) 
medium  lift  variant  (Concept  A) 
millimeter 

monomethyl  hydrazine 
Minerals  Managaement  Service 
Memorandum  of  Agreement 
Manned  Orbital  Laboratory 
miles  per  hour 
mean  sea  level 

Missile  System  Prelaunch  Safety  Package 

Mobile  Service  Tower 

megawatt 

megawatt-hour 

hydrazine 

nitrous  oxide 

nitrogen  anhydride 
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N204 

N205 

NAAQS 

NAGPRA 

NASA 

NAS/NRC/COT 

NCS 

NEPA 

NESHAP 

NFRAP 

NH4CIO4 

NHPA 

NIOSH 

NMFS 

NMM 

NO 

NO2 

NO3 

NOx 

NOAA 

NOI 

NPDES 

NPL 

NSPS 

NSR 

O 

OBDG 

ODS 

OFW 

OPIan 

OSHA 

OSP 

OSPL 

OVSS 

PAH 

Pb 

PCB 

PEA 

PEL 

PG-2 

pH 

PHC 

PHV 

P.L. 

PM 

PM2.5 

PM10 

POL 

PPA 

ppbv 

PPF 


nitrogen  tetroxide 
nitric  anhydride 

National  Ambient  Air  Quality  Standards 

Native  American  Graves  Protection  and  Repatriation  Act 

National  Aeronautics  and  Space  Administration 

National  Academy  of  Science,  National  Research  Council  Committee  on 
Toxicology 

nutation  control  system 
National  Environmental  Policy  Act 

National  Emissions  Standards  for  Hazardous  Air  Pollutants 

no  further  response  action  planned 

ammonium  perchlorate 

National  Historic  Preservation  Act 

National  Institute  for  Occupational  Safety  and  Health 

National  Marine  Fisheries  Service 

National  Executable  Mission  Model 

nitric  oxide 

nitrogen  dioxide 

nitrogen  trioxide 

nitrogen  oxides 

National  Oceanic  and  Atmospheric  Administration 
Notice  of  Intent 

National  Pollutant  Discharge  Elimination  System 

National  Priorities  List 

New  Source  Performance  Standards 

New  Source  Review 

atomic  oxygen 

Ocean  Breeze  Dry  Gulch 

Ozone-Depleting  Substance 

Outstanding  Florida  Water 

Operations  Plan 

Occupational  Safety  and  Health  Administration 

Operations  Safety  Plan 

overall  sound  pressure  level 

oxidizer  vapor  scrubber  system 

polynuclear  aromatic  hydrocarbon 

lead 

polychlorinated  biphenyl 
Preliminary  Endangerment  Assessment 
Permissible  Exposure  Level 
triethyl  boron/triethyl  aluminum 
hydrogen  ion  concentration 
Potential  Hazard  Corridor 
peak-hour  volume 
Public  Law 
particulate  matter 

particulate  matter  equal  to  or  less  than  2.5  microns  in  diameter 

particulate  matter  equal  to  or  less  than  1 0  microns  in  diameter 

petroleum,  oil,  and  lubricants 

Pollution  Prevention  Act 

parts  per  billion  volume 

Payload  Processing  Facility 
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ppm 

PPMP 

PPPG 

PSC 

PSD 

psf 

RA 

RCRA 

RCS 

RDC 

REEDM 

REL 

RF 

RFI 

RI/FS 

RIMSIl 

RIS 

RLCC 

ROCC 

ROD 

ROI 

RP-1 

RWD 

RWQCB 

SAP 

SARA 

SBCAPCD 

SCCAB 

SEB 

SEL 

SHPO 

SI 

SIC 

SIP 

SJRWMD 

SLC 

SLMP 

SMAQMD 

SMC 

SO2 

SPCC 

SPD 

SPF-3 

SPS 

SPTC 

SR 

SRM 

SRMU 

SSPP 

STEL 

SUS 

SW 


parts  per  million 

Pollution  Prevention  Management  Action  Plan 

Pollution  Prevention  Program  Guide 

polar  stratospheric  cloud 

prevention  of  significant  deterioration 

pounds  per  square  foot 

Remedial  Action 

Resource  Conservation  and  Recovery  Act 

reaction  control  system 

Range  Operations  Commander 

Rocket  Exhaust  Effluent  Diffusion  Model 

Recommended  Exposure  Limit 

radio  frequency 

RCRA  Facility  Investigation 

Remedial  Investigation/Feasibility  Study 

Regional  Input-Output  Modeling  System 

Rocket  Inert  Storage 

Remote  Launch  Control  Center 

Range  Operations  Control  Center 

Record  of  Decision 

region  of  influence 

kerosene  fuel  (rocket  propellant-1 ) 

Report  of  Waste  Discharge 

Regional  Water  Quality  Control  Board 

satellite  accumulation  point 

Superfund  Amendments  and  Reauthorization  Act 

Santa  Barbara  County  Air  Pollution  Control  District 

South  Central  Coast  Air  Basin 

Support  Equipment  Building 

sound  exposure  level 

State  Historic  Preservation  Officer 

Site  Investigation 

Standard  Industrial  Classification 

State  Implementation  Plan 

St.  John's  River  Water  Management  District 

Space  Launch  Complex 

Space  Launch  Modernization  Plan 

Sacramento  Metropolitan  Air  Quality  Management  District 
Space  and  Missile  Systems  Center 
sulfur  dioxide 

Spill  Prevention,  Control,  and  Countermeasure 

System  Performance  Document 

Standardized  Plume  Flowfield  Model 

stratospheric-perturbing  substances 

Southern  Pacific  Transportation  Company 

State  Route 

solid  rocket  motor 

solid  rocket  motor  upgrade 

System  Safety  Program  Plan 

short-term  exposure  limit 

Storable  Upper  Stage 

Space  Wing 
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SWMP 

Solid  Waste  Management  Plan 

SWMU 

solid  waste  management  unit 

TCE 

trichloroethylene 

TDK 

Two-Dimensional  Kinetics 

TDRSS 

Tracking  and  Data  Relay  Satellite  System 

TDS 

tot^l  dissolved  solids 

THA 

Toxic  Hazards  Assessment 

THC 

toxic  hazard  corridor 

THZ 

Toxic  Hazard  Zones 

TNT 

trinitrotoluene 

TRCP 

Toxic  Release  Contingency  Plan 

TSCA 

Toxic  Substances  Control  Act 

TSDF 

treatment,  storage,  or  disposal  facility 

TSP 

total  suspended  particulate 

TWA 

time-weighted  average 

UCSB 

University  of  California  at  Santa  Barbara 

UDMH 

unsymmetrical  dimethylhydrazine 

U.N. 

United  Nations 

U.S. 

U.S.  Highway 

USAGE 

U.S.  Army  Corps  of  Engineers 

U.S.C. 

U.S.  Code 

USCG 

United  States  Coast  Guard 

USE 

Upper  Stage  Processing  Facility 

USFWS 

U.S.  Fish  and  Wildlife  Service 

UST 

underground  storage  tank 

UV 

ultraviolet 

v/c 

volume-to-capacity 

VMT 

vehicle  miles  traveled 

VOC 

volatile  organic  compound 

VPF 

Vehicle  Processing  Facility 

WDR 

Waste  Discharge  Requirement 

WR 

Western  Range 

WWTP 

wastewater  treatment  plant 
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NOTICE  OF  INTENT 


The  following  Notice  of  Intent  was  circulated  and  published  by  the  Air  Force  in  the  February  1 9, 
1997,  Federal  Register  in  order  to  provide  public  notice  of  the  Air  Force's  intent  to  prepare  an 
Environmental  Impact  Statement  for  the  Evolved  Expendable  Launch  Vehicle  (EELV)  program.  This 
Notice  of  Intent  has  been  retyped  for  clarity  and  legibility. 
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NOTICE  OF  INTENT 

TO  PREPARE  AN  ENVIRONMENTAL  IMPACT  STATEMENT 
EVOLVED  EXPENDABLE  LAUNCH  VEHICLE  PROGRAM 


The  Department  of  the  Air  Force  through  Space  and  Missile  Systems  Center  (SMC/MV)  is 
considering  development  and  deployment  of  an  Evolved  Expendable  Launch  Vehicle  (EELV)  to  meet 
the  U.S.  government's  requirements  for  unmanned  space  launches.  The  EELV  Program  Office  at  Los 
Angeles  Air  Force  Base  (AFB),  California,  is  managing  program  activities  and  intends  to  study  the 
environmental  issues  associated  with  the  EELV  program.  To  this  end,  the  Air  Force  Center  for 
Environmental  Excellence  (AFCEE)  will  prepare  an  environmental  impact  statement  (EIS)  for  use  in 
the  decision-making  process. 

The  EELV  would  be  an  unmanned,  expendable  space  launch  vehicle  evolved  from  existing  systems 
capable  of  launching  Department  of  Defense  (DoD),  National  Aeronautics  and  Space  Administration 
(NASA),  other  government,  and  civil  satellites,  including  payloads  up  to  45,000  pounds.  It  is 
intended  to  meet  the  requirements  of  the  National  Mission  Model,  both  medium  and  heavy  lift,  at  a 
lower  cost  than  the  present  expendable  systems.  EELV  would  be  DoD's  sole  source  of  expendable 
medium  and  heavy  spacelift  transportation  to  orbit  through  2020.  EELV  would  replace  current 
Titan  II,  Titan  IV,  Atlas  II,  and  Delta  II  launch  vehicles. 

EELV  launch  activities  would  occur  at  Cape  Canaveral  Air  Station  (AS),  Florida,  and  Vandenberg 
AFB,  California,  from  existing  space  launch  complexes  that  would  be  modified  to  meet  program 
requirements. 

The  EELV  program  decision  to  be  made  is  whether  EELV  should  proceed  into  the  engineering  and 
manufacturing  development  phase  on  through  production  and  launch  operations.  The  EIS  will 
examine  continuing  use  of  existing  launch  systems  and  facilities  as  alternatives  to  the  continued 
development  of  EELV  and  its  associated  facilities. 

Scoping  will  be  conducted  to  identify  environmental  concerns  and  issues  that  need  to  be  addressed 
in  the  EIS.  Two  public  scoping  meetings  will  be  held  as  part  of  the  process  (one  each  in  Cape 
Canaveral,  Florida,  and  Lompoc,  California)  to  determine  the  environmental  issues  and  concerns  that 
should  be  addressed.  The  schedule  for  the  scoping  meetings  is  as  follows: 


DATE 

LOCATION 

TIME 

11  March  1997 

Radisson  Resort  at  the  Port 

8701  Astronaut  Blvd 

Cape  Canaveral,  Florida 

7:00 

13  March  1997 

Lompoc  City  Council  Chambers 

100  Civic  Center  Plaza 

Lompoc,  California 

7:00 

Public  input  and  comments  are  solicited  concerning  the  environmental  aspects  of  the  proposed 
program.  To  ensure  that  the  Air  Force  will  have  sufficient  time  to  fully  consider  public  input  on 
issues,  written  comments  should  be  mailed  to  ensure  receipt  no  later  than  April  1 1,  1997. 
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Comments  concerning  the  proposed  project  or  the  EIS  should  be  addressed  to: 


Jonathan  D.  Farthing 
Chief,  Environmental  Analysis  Division 
HQ  AFCEE/ECA 
3207  North  Road 

Brooks  Air  Force  Base,  Texas  78235-5363 
(210)  536-3668 
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FINAL  ENVIRONMENTAL  IMPACT  STATEMENT 
MAILING  LIST 


This  list  of  recipients  includes  interested  federal,  state,  and  local  agencies  and  individuals  who  have 
expressed  an  interest  in  receiving  the  document,  and  public  outreach  agencies  identified  during  the 
environmental  justice  analysis.  This  list  also  includes  the  governors  of  Florida  and  California,  as  well 
as  United  States  senators  and  representatives  and  state  legislators. 

ELECTED  OFFICIALS 

Federal  Officials  -  State  of  Florida 

U.S.  Senate 

The  Honorable  Robert  Graham 
The  Honorable  Connie  Mack 

U.S.  House  of  Representatives 

The  Honorable  David  Weldon 

Federal  Officials  -  State  of  California 

U.S.  Senate 

The  Honorable  Barbara  Boxer 
The  Honorable  Dianne  Feinstein 

U.S.  House  of  Representatives 

The  Honorable  Walter  Capps 

State  of  Florida  Officials 

Governor 

The  Honorable  Lawton  Chiles 
Senate 

The  Honorable  Charlie  Bronson 
The  Honorable  Patsy  Ann  Kurth 
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State  of  Florida  Officials  (Continued) 


Assembly 

The  Honorable  Randy  Ball 
The  Honorable  Howard  Futch 
The  Honorable  Harry  C.  Goode,  Jr. 
The  Honorable  Bill  Posey 

State  of  California  Officials 

Governor 

The  Honorable  Pete  Wilson 

Senate 

The  Honorable  Jack  O'Connell 

Assembly 

The  Honorable  Tom  Bordonaro 
The  Honorable  Brooks  Firestone 

Local  Officials  -  Florida 

The  Honorable  Bill  Allan 
Commissioner,  City  of  Cocoa  Beach 

The  Honorable  Larry  Bartley 
Mayor  of  Titusville 

The  Honorable  John  Blubaugh 
Council  Member,  City  of  Cocoa 

The  Honorable  John  Buckley 
Mayor  of  Melbourne 

The  Honorable  Mark  Cook 

Brevard  County  Commissioner,  District  4 

The  Honorable  Nancy  Higgs 

Brevard  County  Commissioner,  District  3 

The  Honorable  Michael  Hill 
Mayor  of  Cocoa 

The  Honorable  Anthony  Johnson 
Commissioner,  City  of  Cocoa  Beach 
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Local  Officials  -  Florida  (Continued) 


The  Honorable  James  Kelley 
Mayor  of  Melbourne  Beach 

The  Honorable  Joseph  Morgan 
Mayor  of  Cocoa  Beach 

The  Honorable  Randy  O'Brien 
Brevard  County  Commissioner,  District  2 

The  Honorable  John  Porter 
Mayor  of  Cape  Canaveral 

The  Honorable  Rocky  Randels 
Mayor  Pro-Tern,  City  of  Cape  Canaveral 

Charles  Rowland,  Executive  Director 
Canaveral  Port  Authority 

The  Honorable  Truman  Scarborough,  Jr. 
Brevard  County  Commissioner,  District  1 

The  Honorable  Helen  Voltz 

Brevard  County  Commissioner,  District  5 

The  Honorable  Chuck  Wells 
Mayor  of  West  Melbourne 

Local  Officials  -  California 

The  Honorable  Roger  Bunch 
Mayor  of  Santa  Maria 

The  Honorable  Joyce  Howerton 
Mayor  of  Lompoc 

The  Honorable  Mary  Leach 
Lompoc  Councilwoman 

The  Honorable  Renaldo  Pili 
Mayor  of  Guadalupe 

The  Honorable  Mike  Siminski 
Lompoc  Councilman 

The  Honorable  Timothy  Staffel 
Santa  Barbara  County  Supervisor 


EELVFEIS 


C-3 


Local  Officials  -  California  (Continued) 


The  Honorable  George  Stillman 
Lompoc  Councilman 

The  Honorable  Bill  Wallace 
3rd  District 

GOVERNMENT  AGENCIES 
Federal  Agencies 

Advisory  Council  on  Historic  Preservation 

Federal  Aviation  Administration,  Office  of  Commercial  Space  Transportation 

Federal  Emergency  Management  Agency 

Department  of  the  Interior 
Bureau  of  Indian  Affairs 

Department  of  the  Interior 

Office  of  Environmental  Policy  and  Compliance 

Environmental  Protection  Agency 

Department  of  Defense 

AFCEE/CCR-A 

AFCEE/CCR-S 

MAJ  Steven  H.  Boyd 
AFOTEC/OL-BC 

Regional  Offices  of  Federal  Agencies  -  State  of  Florida 

Department  of  Commerce 
National  Marine  Fisheries  Service 
Southeast  Regional  Office 

Department  of  the  Interior 

Fish  and  Wildlife  Service,  Regional  Office 

Jacksonville,  Florida 
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Regional  Offices  of  Federal  Agencies  -  State  of  Florida  (Continued) 

Department  of  the  Interior 
Fish  and  Wildlife  Service 
Merritt  Island  National  Wildlife  Refuge 
Titusville,  Florida 

Department  of  the  Interior 
National  Parks 

Cape  Canaveral  National  Seashore 
Titusville,  Florida 

Environmental  Protection  Agency,  Region  IV 
Atlanta,  Georgia 

Kennedy  Space  Center 

Regional  Offices  of  Federal  Agencies  -  State  of  California 

Department  of  Commerce 
National  Marine  Fisheries  Service 
Southwest  Regional  Office 

Department  of  the  Interior 
San  Francisco,  California 

Department  of  the  Interior 
Fish  and  Wildlife  Service 
Ventura,  California 

Environmental  Protection  Agency,  Region  IX 
San  Francisco,  California 

State  of  Florida  Agencies 

Department  of  Community  Affairs 

Department  of  Natural  Resources 

Department  of  State,  Division  of  Historic  Resources 

East  Central  Florida  Regional  Planning  Council 

Florida  Department  of  Environmental  Protection 

Florida  State  Clearinghouse 

Game  and  Fresh  Water  Commission 
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State  of  California  Agencies 


Cal  EPA/DTSC 

Cal  EPA/DTSC  Legislative  Analysis 

California  Air  Resources  Board 

California  Department  of  Fish  and  Game 
Paso  Robles,  California 

California  Department  of  Fish  and  Game 
Sacramento,  CA 

California  Regional  Water  Quality  Control  Board 
California  Resources  Agency 
Clean  Water  Action 
Environmental  Health  Services 
Federal  Programs 
Office  of  Historic  Preservation 
State  Clearinghouse 
State  Coastal  Conservancy 
Local  Agencies  -  Cape  Canaveral  AS 

Brevard  County  Emergency  Management 
Brevard  County  Natural  Resources 
St.  John's  River  Water  Management  District 
Local  Agencies  -  Vandenberg  AFB 

Economic  Development  Association 
Environmental  Health  Services 
Hazardous  Materials  Environmental  Safety  (CAER) 
Lompoc  Public  Works 
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Local  Agencies  -  Vandenberg  AFB  (Continued) 

Public  Safety  Department 
City  of  Solvang 

San  Luis  Obispo  County  Board  of  Supervisors 

Santa  Barbara  County  Air  Pollution  District 

Santa  Barbara  County  Environmental  Health  Department 

Santa  Barbara  County  Fire  Department 

Santa  Barbara  Water  Agency 

Santa  Ynez  River  and  Water 

Southern  California  Association  of  Governments 

Water  Resources 

Libraries  -  Florida 

Cape  Canaveral  Library 

Central  Brevard  Library 

Cocoa  Beach  Library 

Melbourne  Library 

Merritt  Island  Library 

North  Brevard  Library 

Palm  Bay  Library 

Libraries  -  California 

Lompoc  Public  Library 

San  Luis  Obispo  City/County  Library 

Santa  Maria  Public  Library 

California  Polytechnic  State  University 
Robert  F.  Kennedy  Library 
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Libraries  -  California  (Continued) 


University  of  California,  Santa  Barbara 
Davidson  Library,  Reference  Services 


OTHERS 

Other  Organizations/Individuals 

Rusty  Anchors 

Bixby  Ranch  Co. 

John  Bauchke 

The  Boeing  Company 
Clare  Elser 

EDAW,  Inc. 

Jim  Zielinski 

Federation  of  American  Scientists 
Steven  Aftergood 

J.B.  Kump 

Lockheed  Martin,  Denver,  Colorado 
Tom  Giordano 
Edward  Rodriguez 

Lockheed  Martin,  Cape  Canaveral  AS 
Mike  Sisler 

Lockheed  Martin,  Vandenberg  AFB 
Dennie  Bernier 

Marine  Resources  Council 
Gerald  Rosebery,  Ph.D. 

Micosukee  Indian  Tribe 

Parsons  Engineering  Science,  Inc. 
Craig  McColloch 

John  Pitcher 

Ed  Rutkowski 

Santa  Ynez  Band  of  Chumash  Indians 
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Other  Organizations/Individuals  (Continued) 

Nicholas  Schmid 

Seminole  Indian  Tribe 

Spaceport  Florida  Authority 
Patricia  A.  Sweetman 

Spaceport  Systems  International 
Dominick  Barry 
Lori  Anne  Redhair 

Tetra  Tech 
Scott  Card 

Walter  &  Bornholdt  Law  Offices 
Kenneth  C.  Bornholdt 
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Table  D-1.  Representative  Federal  Permits,  Licenses,  and  Entitlements 

_ Page  1  of  2 _ 

Permit,  License,  or  Typical  Activity,  Facility,  or  Category  of  Persons  Required  to 

Entitlement _ Obtain  the  Permit,  License,  or  Entitlement _ Authority _ Regulatory  Agency 
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the  United  States.  Section  1 344;  consultation  with 

Chapter  62-312,  U.S.  EPA; 

Florida  Administrative  SJRWMD; 
_ Code  (FAC).  CCRWQCB 
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Marine  Mammal  Any  project  activities  resulting  in  the  incidental,  but  not  16  U.S.C.  1361  et.  National  Marine 

Protection  Act  intentional,  taking  of  marine  mammals  by  United  States  seq.  Fisheries  Service 

citizens  who  engage  in  specified  activities  (other  than 

_ commercial  fishing). _ 
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1.1  SCOPE 


1.2  Purpose 

This  document  identifies  the  Evolved  Expendable  Launch  Vehicle  (EELV)  system  performance 
requirements  and  goals  derived  from  the  EELV  Operational  Requirements  Document  (ORD). 

1.3  Overview  of  EELV  Program 

The  primary  requirement  of  the  EELV  program  is  to  execute  the  Government  portion  (DoD  and 
NASA)  of  the  National  Mission  Model  at  lower  recurring  costs  than  those  of  current  expendable 
systems.  The  program  shall  also  maintain  or  improve  reliability,  capability,  and  operability. 

1.4  Document  Overview 

This  document,  including  its  unclassified  and  classified  Annexes,  establishes  performance  and 
verification  requirements  for  the  development  and  deployment  of  the  EELV  system.  It  is 
intended  to  be  the  foimdation  for  the  Contractor  prepared  System/Segment/Subsystem 
Specifications. 

1.4.1  Quantitative  Requirements 

In  sections  denoted  by  an  asterisk  (*)  and  in  subsections  thereof,  quantitative  requirements 
designated  as  threshold  values  are  non  tradable  and  must  be  met  or  exceeded  by  the  EELV 
system.  Quantitative  values  stated  as  objectives  or  goals  are  tradable.  If  both  a  threshold  and  an 
objective/goal  value  are  provided,  the  trade  space  is  between  these  values. 

Threshold  values  for  all  other  requirements  should  be  met  unless  doing  so  would  have  a 
significant  adverse  impact  on  program  costs. 

If  only  an  objective/goal  value  is  provided,  the  system  must  provide  some  capability  with  respect 
to  the  subject  requirement,  the  magnitude  of  that  capability  being  determined  by  trades 
considering  performance  and  cost. 

1.4.2  Qualitative  Requirements 

Where  requirements  are  qualitatively  stated,  the  system  must  provide  some  capability/features 
with  respect  to  the  subject  requirement,  the  specifics  of  the  capability/features  being  determined 
by  trades  considering  performance  and  cost. 

1.5  Precedence 

In  the  event  of  conflicts  between  the  documents  referenced  herein  and  the  contents  of  the  SPD, 
the  requirements  of  this  document  shall  be  considered  the  superseding  requirements.  The 
contracting  officer  shall  be  notified  of  any  instances  of  conflicting  requirements. 
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2.  APPLICABLE  DOCUMENTS 


2.1  Compliance  Documents 

None 

2.2  Reference  Documents 

EELV  Payload  Database  Document. 
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3.  REQUIREMENTS 


3.1  System  Definition 

3.1.1  System  Description 

The  EELV  system  will  be  used  to  deploy  Government  payloads.  The  EELV  system  consists  of 
the  Launch  Vehicle  (LV)  Segment  and  the  Groimd  Segment.  The  EELV  system  includes  all 
equipment,  facilities,  and  launch  base  infrastructure  necessary  to  launch  a  payload,  place  it  in  the 
required  delivery  orbit,  provide  specified  environments,  provide  EELV  system  maintenance,  and 
perform  any  necessary  recovery/refurbishment  operations.  The  major  EELV  system  elements 
and  external  interfaces  shall  be  defined  and  illustrated  in  the  Contractor  prepared  system 
specification. 

3.1.2  System  Segments 

3.1.2.1  Launch  Vehicle  Segment 

The  LV  segment  consists  of  the  means  for  transporting  the  payload  from  the  laimch  site  to  the 
delivery  orbit,  through  completion  of  the  contamination  and  collision  avoidance  maneuver 
(CCAM)  and  stage  disposal.  It  includes,  but  is  not  limited  to,  production,  assembly,  propulsion, 
guidance  and  control,  electrical  power,  tracking  and  telemetry,  communication,  ordnance,  flight 
termination,  payload  separation,  structural  elements,  payload  fairing,  software,  and  appropriate 
vehicle/ground  and  vehicle/payload  interfaces  that  are  necessary  to  meet  mission  requirements. 
The  payload  and  its  unique  Airborne  Support  Equipment  (ASE),  though  transported  by  the 
EELV,  are  not  considered  as  part  of  the  EELV  system. 

3.1.2.2  Ground  Segment 

The  ground  segment  consists  of  all  existing,  modified  or  new  construction,  facilities,  and  the 
equipment,  software,  and  utilities  necessary  to  support  the  planning  (mission,  flight,  and  laimch 
operations),  storage,  integration,  check-out,  processing,  launch,  telemetry,  tracking  and  control 
through  CCAM,  and  recovery/refurbishment  (if  any)  for  the  EELV  system. 

3.1.3  Government  Furnished  Equipment  (GFE) 

GFE  shall  be  defined  in  the  Contractor  prepared  system  specification. 

3.1.4  System  Functions 

The  EELV  system  shall  perform  the  major  functions  identified  below. 

3.1.4.1  Manufacturing 

This  function  includes  the  manufacturing  of  all  launch  vehicle  components,  subsystems,  and 
subassemblies. 
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3. 1.4.2  Transportation 

This  function  includes  activities  and  procedures  necessary  to  transport  launch  vehicle 
elements/subsystems/subassemblies  from  the  manufacturing  source  to  the  launch  site. 

3.1.4.3  Receipt  and  Checkout 

This  function  includes  initial  receipt,  unloading,  and  checkout  of  larnich  vehicle 
elements/subsystems/subassemblies. 

3.1.4.4  Launch  Vehicle  Storage 

This  function  includes  the  capability  to  store  launch  vehicle  elements/subsystems/subassemblies 
prior  to  use  in  the  system. 

3. 1.4.5  Vehicle  Element  Processing 

This  includes  the  activities  that  are  required  for  the  assembly  and  test  of  the  vehicle  elements, 
such  as  the  core,  strap-on  booster,  and  upper  stage,  from  the  various  subsystems  and 
subassemblies,  such  as  tanks,  structure,  propulsion  systems,  and  avionics.  Element  testing 
includes  the  activities  required  to  verify  the  functionality  of  EELV  elements  in  the  assembled 
condition. 

3.1.4.6  Integration 

Integration  includes  all  the  activities  required  to  mate  vehicle  elements  and  payload  to  each  other 
and  includes  the  necessary  tests  to  verify  satisfactory  mechanical  and  electrical  interfaces  among 
all  elements  and  the  laimch  facility. 

3.1.4.7  Functional  Testing 

This  function  includes  the  activities  required  to  verify  the  functionality  of  an  EELV  in  the 
integrated  condition.  This  function  also  includes  the  final  checkout  required  prior  to  laimch  of 
the  integrated  fueled  vehicle  and  payload. 

3.1.4.8  Launch  and  Flight  Operations 

This  function  includes  all  activities  necessary  for  launching  an  EELV,  including  flight  planning, 
support  for  the  ascent  flight  (including  range  safety  related  functions),  payload  delivery,  and 
deorbit/maneuvering  of  vehicle  components  for  disposal  or  recovery. 

3.1.4.9  Recovery 

This  function  includes  the  activities  required  for  recovery  and  return  of  reusable  components,  if 
any,  of  the  EELV  after  mission  completion. 

3.1.4.10  Refurbishment 

This  function  includes  activities  required  to  refurbish  ground  equipment  and  facilities  for  reuse. 


3.1.4.11  Subassembly  Refurbishment  Overhaul 
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This  function  includes  rebuilding  and  repairing  EELV  subassemblies  for  reuse  after  failures 
during  prelaunch  processing,  or  after  recovery  of  reusable  components,  if  any. 

3.1.4.12  Logistics  Support 

This  function  includes  all  activities  necessary  to  provide  a  supportable  design,  integrate  support 
requirements  with  readiness  objectives,  and  maintain  operational  capability  at  minimum  cost. 

3.2  System  Requirements 

The  spacelift  system  shall  improve  upon  current  systems.  The  following  subsections  delineate 
the  EELV  requirements. 

3.2.1  Performance 

EELV  shall  have  the  ability  to  accurately  deliver  the  government  portion  of  the  NMM  reference 
missions  to  required  orbit(s).  The  mission  masses  and  required  orbits  are  defined  in  Table  1. 

The  complete  NMM  includes  all  DoD,  intelligence,  civil  and  commercial  expendable  launch 
missions  projected  for  EELV  and  serves  as  the  consolidated  national  forecast  of  spacelift 
requirements  for  the  future  based  on  documented  customer  (payload)  needs.  SPD  Annex  A 
presents  the  complete  NMM  including  the  commercial  requirements. 

3.2.1. 1  Performance:  Mass  to  Orbit* 

The  threshold  requirement  is  to  deliver  the  required  mass  to  the  desired  orbit  (Table  1)  of  the 
government  portion  of  the  mission  model  at  a  cost  effectiveness  better  than  current  laxmch 
systems.  (Note  that  Missions  A,B,C,D  are  reference  missions  to  be  used  only  for  performance 
trades  and  cost  estimating,  and  are  not  threshold  performance  requirements)  For  support  missions 
the  actual  threshold  EELV  requirements  are  to  deliver  the  masses  of  the  payloads  defined  in  the 
SPD  Classified  Annex  to  the  delivery  orbits  specified  therein.  The  EELV  shall  have  the 
capability  to  inject  into  geosynchronous  transfer  orbits  on  either  the  first  ascending  or  descending 
leg.  Following  payload  separation,  the  LV  shall  perform  a  collision  and  contamination 
avoidance  maneuver. 


DoD 

PORTION 

PAYLOAD 

ORBIT 

CURRENT 

VEHICLE  CLASS 

LAUNCH 

WT(LBS) 

APOGEE 

(NM) 

PERIGEE 

(NM) 

INCLINATION 

(DEGREES) 

NOTES 

AFSPC 

ADV 

GTO 

ATLAS  HAS 

8150 

19300 

100 

27 

MILSATCOM 

DMSP 

POLAR 

TITAN  II 

4410 

480 

-1408 

98.6 

1 

DSCS 

GTO 

ATLAS  II 

6125 

19196 

124 

26.5 

GPS  IIP 

SEMI  SYNC 

DELTA  II  7925 

TBD 

10998 

100 

38.8 

2 

SBIRLEO 

LEO 

DELTA  II 

TBD 

TBD 

TBD 

TBD 

3 

SBIRGEO 

GTO 

ATLAS  HAS 

7800 

19324 

90 

27 

OTHER  DoD 

TSX 

POLAR 

DELTA  11  7925 

6000 

500 

500 

90 

14 

NPOESS 

POLAR 

DELTA  II  7925 

6840 

450 

450 

98.2 

SUPPORT 

MISSION  A 

GTO 

ATLAS  HAS 

8500 

19324 

90 

27 

4,13 

MISSION  B 

LEO 

ATLAS  HAS 

17000 

100 

100 

63.4 

5,  6, 7,13 

MISSION  C 

GEO 

TITAN  IV-CENT 

13500 

19323 

19323 

0 

8,13 

MISSION  D 

POLAR 

TITAN  IV-NUS 

41000 

100 

100 

90 

9, 10,13 

NASA 

AIM 

GTO 

DELTA  II  7920 

4060 

19322 

100 

28.7 

11 
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DoD 

PORTION 

PAYLOAD 

ORBIT 

CURRENT 

VEHICLE  CLASS 

LAUNCH 

WT(LBS) 

APOGEE 

(NM) 

PERIGEE 

(NM) 

INCLINATION 

(DEGREES) 

NOTES 

DISCOVERY 

PLNTRY 

DELTA  II  7920 

2000 

N/A 

N/A 

28.5 

12 

EOS  AM 

SUN-SYNC 

DELTA  II  7920 

11220 

380 

380 

98.2 

EOS  PM 

SUN-SYNC 

DELTA  II  7920 

7000-8000 

380 

380 

98.2 

EOS  CHEM 

SUN-SYNC 

DELTA  II  7920 

7900 

380 

380 

98.2 

1  -  DMSP  w/AKM  -  Spacelift  vehicle  required  only  to  achieve  transfer  orbit,  DMSP  is  on  a  ballistic  trajectory 

2  -  GPS  IlF  launch  weight  is  unknown.  Estimate  between  2500  and  4480  lbs. 

3  -  SBIR  LEO  spacecraft  will  be  launched  2-4  at  a  time. 

4  >  8500  lbs  to  Mission  A  is  greater  than  Atlas  IIAS  capability  of  8150  lbs. 

5  -  Launch  Site  may  be  either  east  or  west  coast 

6  - 17000  lbs  to  Mission  B  is  equivalent  to  Atlas  IIAS  capability  from  the  west  coast  only. 

7  -  The  capability  to  achieve  higher  orbits  by  coasting,  restarting,  and  executing  a  short  duration  burn  with  the  final  stage  is  also 
required. 

8  - 13500  lbs  to  Mission  C  is  design  goal  for  Titan  IV  -  SRMU  -  Centaur  (although  Centaur  is  structurally  limited  to  12700  lbs). 

9  -  41000  lbs  to  Mission  D  is  greater  than  TIV-  SRMU  -  NUS  specification  of  38800  lbs. 

10  -  The  capability  to  achieve  higher  orbits  by  coasting,  restarting,  and  executing  a  short  duration  burn  with  the  final  stage  is  desirable 
but  needs  to  be  weighed  against  the  added  complexity  and  risk. 

11.  -  Based  on  maximum  capability  of  currently  launch  vehicle 

12.  -  Launch  Energy  C3=17  kmVsec* 

13.  -  Equivalent  missions  (Reference  SPD  Classified  Annex) 

14  -  For  the  first  TSX-8  mission  in  (FY  01)  the  payload  launch  weight  (TBD)  will  be  made  compatible  with  the  MLV  lift  capability  to 
the  delivery  orbit  (TBD)  when  launched  from  ETR 


Table  1:  Government  Portion  Reference  Missions 

3.2.1. 1.1  Payload  Mass  Growth 

Growth  potential  is  a  goal  for  EELV.  It  is  the  degree  to  which  the  system  approach  or  hardware 
design  enables  an  increment  in  performance  capabilities  of  the  spacelift  system  without 
necessitating  unplanned  redesigns  (of  hardware  or  operations)  or  a  decrease  in  performance 
margin.  EELV  shall  have  a  preplanned  Payload  Mass  Growth  capability  of  at  least  5% 
(threshold)  for  the  MLV,  with  an  objective  of  15%.  For  the  HLV  there  is  no  threshold  value;  the 
objective  is  to  be  able  to  accommodate  a  5%  Payload  Mass  Growth. 

3.2.1. 1.2  Performance  Margin 

Performance  margin  is  the  difference  between  the  lift  capability  indicated  by  a  Sa-assurance 
performance  estimation  technique  and  the  usable  (advertised)  lift  capability  (NMM  Payload 
Mass  plus  Payload  Mass  Growth  capability)  of  an  EELV  vehicle.  Performance  margin  provides 
for  a  robust  operable  system.  Performance  margin  will  not  be  considered  to  be  usable  lifting 
capacity  or  flight  performance  reserve,  nor  will  it  be  considered  Payload  Mass  Growth.  EELV 
shall  have  a  threshold  performance  margin  of  2%.  As  an  objective,  EELV  shall  have  a 
performance  margin  of  5%. 

3.2.1. 1.3  Flight  Performance  Reserve 

EELV  performance  shall  provide  a  3cj  (99.865%)  assurance  of  the  vehicle  fully  meeting  mass  to 
orbit  requirements  (including  payload  mass  growth  and  performance  margin  capabilities)  while 
considering  possible  uncertainties  in  EELV  and  environmental  parameters  such  as  propellant 
loading,  Isp,  and  atmospheric  density. 

3.2.1.1.4  Dry  Weight  Growth  Margins 
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Appropriate  launch  vehicle  dry  weight  growth  margins  shall  be  maintained  for  all  hardware 
commensurate  with  the  maturity  of  the  hardware  and  the  phase  of  design. 

3.2.1.2  Performance:  Accuracy* 

3.2.1.2.1  Orbital  Parameter  Accuracy 

The  accuracy  at  the  final  orbit  injection  point  for  each  payload  mission  is  defined  by  the 
following  six  variables:  apogee,  perigee,  inclination,  argument  of  perigee,  LAN  and  RAAN, 
these  values  are  defined  in  the  national  mission  model  and  reflect  the  payload  customer's 
requirements.  The  EELV  shall  have  orbital  parameter  accuracies  within  these  3  sigma  values 
(threshold)  or  better  (objective). 


Apogee 

(nmi) 

Perigee 

(nmi) 

Inc 

(deg) 

ArgPer 

(deg) 

LAN 

(deg) 

RAAN 

(deg) 

DSCS 

±70 

±1.5 

±0.1 

±0.4 

±0.5 

N/A 

ADV  MILSAT 

±100 

±2.0 

±0.1 

±0.3 

N/A 

±0.75 

DMSP  w/AKM 

±9 

±7 

±0.1 

Variable 

Variable 

Variable 

NPOESS 

TBD 

TBD 

TBD 

TBD 

TBD 

TBD 

SBIRGEO 

TBD 

TBD 

TBD 

TBD 

TBD 

TBD 

SBIRLEO 

TBD 

TBD 

TBD 

TBD 

TBD 

TBD 

GPS  IIF 

±210 

±4 

±0.4 

TBD 

N/A 

±0.2 

MLV-N 

TBD 

TBD 

TBD 

TBD 

TBD 

TBD 

AIM 

TBD 

TBD 

TBD 

TBD 

TBD 

TBD 

DISCOVERY 

TBD 

TBD 

TBD 

TBD 

TBD 

TBD 

EOS  AM 

TBD 

TBD 

TBD 

TBD 

TBD 

TBD 

EOS  PM 

TBD 

TBD 

TBD 

TBD 

TBD 

TBD 

EOS  CHEM 

TBD 

TBD 

TBD 

TBD 

TBD 

TBD 

Mission  A 

t* 

♦  ♦ 

** 

** 

Mission  B 

M/it 

tt 

** 

♦  ♦ 

** 

Mission  C 

t* 

tt 

** 

** 

t* 

** 

Mission  D 

tt 

tt 

** 

t* 

**See  Requirements  is  SPD  Classified  Annex 

Table  2:  Orbital  Parameter  Accuracies 

3.2.1.2.2  Attitude  and  Rate  Accuracies 

During  park  orbit  or  transfer  orbit  coasts,  the  EELV  shall  be  capable  of  orienting  the  upper 
stage/payload  to  any  desired  attitude  and  holding  attitude  to  within  +6®  (3a).  Also  diuing  park 
orbit  or  transfer  orbit  coasts,  the  EELV  shall  be  capable  of  providing  a  commanded  roll  rate  in 
either  direction  of  between  0.5  and  2.0  degrees  per  second.  (Thresholds) 

Prior  to  separation,  the  EELV  shall  be  capable  of  pointing  the  upper  stage/payload  to  any  desired 
attitude  and  either  minimizing  all  rotation  rates  (3-axis  stabilized  missions)  or  providing  a  spin 
about  the  longitudinal  axis  (spin-stabilized  missions).  For  3-axis  stabilized  missions,  attitude 
errors  shall  be  no  greater  than  1 .4°  (3  a)  about  each  axis  and  rotation  rates  shall  be  less  than 
0.2°/sec  (3a)  about  each  axis.  For  spin-stabilized  missions,  the  MLV  EELV  shall  have  the 
capability  to  provide  payload  spin  rates  of  5  +  0.5  (3a)  rpm,  and  55  +  11  (3a)  rpm  for  GPS  IIF 
only.  Spin  axis  orientation  shall  be  accurate  to  within  3°  (3a).  (Thresholds) 

CFI#  F04701-96-R-0008 
146 
Annex  6 


3.2.2  Mission  Reliability 

Mission  reliability,  measured  from  launch  commit,  is  the  probability  of  successfully  placing  the 
payload  into  its  delivery  orbit  with  the  required  delivery  accuracy  and  then  executing  a  collision 
avoidance  maneuver.  Mission  reliability  takes  into  account  both  vehicle  design  and  process 
reliabilities.  Vehicle  design  reliability  accounts  for  potential  mission  failure  modes  that  have 
their  genesis  in  the  design  of  system  hardware,  component  integration  architecture,  and 
software(including  those  pertaining  to  staging  events  and  CCAMs).Process  reliability  includes 
consideration  of  failure  modes  introduced  by  manufacturing,  infrastructure,  assembly  ,ground 
processing,  and  system  integrating  activities  (including  payload  mating  activities  performed  by 
F-FT-V).  For  all  MLV  missions,  EELV  shall  have  a  mission  reliability  of  0.975  (threshold)  or 
better  (object! ve),at  50%  confidence  level.  For  an  HLV  flights  to  GEO  and  LEO  Polar,  EELV 
shall  have  a  mission  reliability  of  0.97  (threshold),  with  an  objective  of  better  than  0.975,  at  50% 
confidence  level. 

3.2.2.1  Vehicle  Design  Reliability* 

For  all  missions,  EELV  vehicles  shall  have  a  vehicle  design  reliability  of  0.98  (threshold)  or 
better  (objective),  at  50%  confidence  level. 

3.2.2. 2  Limit  Load  Conditions 

The  LV  shall  be  designed  to  withstand  limit  loads,  which  include  quasi-static  and  static-elastic 
aerodynamic  loads,  plus  the  extreme  expected  dynamic  loads  (value  at  99%  probability  with  90% 
confidence)  contributed  by  flight  dynamic  pressures  and  buffet.  The  LV  shall  also  be  designed 
to  withstand  limit  loads  from  other  conditions  such  as,  but  not  limited  to,  transients  due  to  liftoff, 
gust,  maximum  acceleration,  ignitions  and  shut-downs,  separations,  thermal  conditions,  and  any 
other  significant  events,  including  handling,  storage  and  transportation.  Pressure  vessels  and 
pressurized  structures  shall  be  designed  to  withstand  instantaneous  worst  case  combinations  of 
internal  pressure  and  other  loads. 

3.2.2.3  Stiffness  and  Deflections 

Adequate  stiffness  shall  be  provided  to  all  structural  subsystems  and  attachment  structures 
between  system  elements  so  that  no  contact  occurs  except  at  attachment  points.  This  provision 
shall  pertain  during  ground  transportation  and  handling,  launch,  flight,  and  during  separation 
events. 

3.2.2.4  Pogo  Stability 

The  EELV  shall  be  designed  to  maintain  pogo  stability  regardless  of  payload  configuration. 


3.2.2.5  Human  Performance/Human  Engineering 

Human  performance  considerations  and  human  engineering  approaches  shall  be  incorporated  in 
the  design  of  all  EELV  processes  and  new  equipment,  and  in  the  modification  of  existing 
equipment  for  EELV.  Emphasis  shall  be  placed  on  designs  which  minimize  the  potential  for 
human  errors  which  would  result  in  schedule  delays,  mission  aborts,  or  flight  failures.  Human 
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engineering  design  approaches  shall  also  focus  on  facilitating  rapid  processing  timelines  and 
system  maintainability. 

3.2.3  Standardization 

The  EELV  system  shall  standardize  vehicle  and  ground  hardware  and  their  associated  operations 
processes.  Standard  payload  interfaces  shall  be  developed  in  collaboration  with  EELV  users. 
EELV  shall  use  standardized  hardware/software  and  processes,  as  well  as  streamlined  spacelift 
operations  with  flexibility  to  support  a  broad  variety  of  missions.  The  following  paragraphs 
describe  the  elements  of  standardization. 

3.2.3. 1  Launch  Pads* 

Launch  pads  that  are  required  to  support  the  Government  portion  of  the  NMM  shall  be  able  to 
launch  all  configurations  of  EELV  to  be  launched  from  that  site  (threshold).  Prior  to  HLV  IOC  it 
is  not  a  requirement  for  platforms  to  be  configured  for  the  HLV. 

3.2.3.2  Infrastructure 

The  infrastructure  shall  provide  standardequipment  and  processes  to  support  the  launch  of  the 
EELV.  As  a  threshold,  equipment  and  processes  will  be  standardized  for  each  launch  vehicle 
configuration. .  As  an  objective,  equipment  and  processes  will  be  standardized  for  all  vehicles. 

3.2.3.3  Operations  Procedures 

Operational  launch  procedures  shall  be  standardized  in  order  to  establish  a  team  capable  of 
launching  any  configuration  of  EELV.  As  a  threshold,  the  operational  launch  procedures  shall  be 
standard  for  each  vehicle  configuration  at  each  launch  site,  and  as  an  objective,  standard  for  all 
vehicle  configurations  at  all  launch  sites. 

3.2.3.4  Launch  Vehicles 

The  system  shall  incorporate  commonality  between  mediiun  and  heavy  lift  variants  to  the 
maximum  extent  practical.  Laimch  vehicle  elements  for  each  vehicle  class  shall  be  useable 
independent  of  the  particular  mission  being  flown.  Performance  analyses  and  performance 
margins  for  the  EELV  design  shall  consider  unit-to-unit  variability  of  launch  vehicle  elements 
(e.g.  engines,  motors). 

3.2.3.5  Payload  Interfaces* 

The  EELV  as  a  threshold  shall  have  a  single  standard  interface  for  each  vehicle  class  in  the 
EELV  family.  Unique  payload  mormting  or  multiple-manifested-satellite-dispensing 
requirements  will  be  satisfied  with  a  payload-provided  adapter  to  the  standard  interface  or 
dispenser,  and  these  items  shall  be  considered  a  part  of  the  payload  mass.  As  an  objective,  there 
would  be  only  one  payload  interface  for  all  vehicles  in  the  EELV  family.  Specific  standard 
interface  requirements  are  contained  in  SPD  Annex  C. 
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PAYLOAD  INTERFACE 


SPACECRAFT 


ADAPTOR 
(IF  REQUIRED) 


UUNCH  _ .. 

VEHICLE 


f  STANDARD  INTERFACE 

;  TO  GROUND  SYSTEMS 

-^5 - SEPARATION  PLANE 

7. 

y. 

^  STANDARD  INTERFACE 
TO  LAUNCH  VEHICLE 


Table  3:  Payload  Interface 


3.2.3.5.1  Payload  Separation  Requirements 

The  EELV  shall  provide  a  separation  enable  signal  to  the  payload-provided  separation  system, 
and  shall  provide  a  positive  separation  verification  to  the  ground.  The  EELV  shall  also  have  the 
capability  to  provide  a  separation  activation  signal  to  the  separation  system.  Following 
separation,  the  laxmch  vehicle  shall  provide  capability  to  avoid  payload  contamination  and  avoid 
collision  of  the  payload  with  any  launch  vehicle  components  or  debris.  See  SPD  Annex  C 
Paragraph  3.2.7,  for  specific  requirements. 

3.2.3.6  Payload  Accomodation* 

EELV  shall  provide  standard  payload  accommodations,  environments  and  services.  All 
government  payloads  requiring  EELV  support  shall  conform  to  these  standard  accommodations, 
environments  and  services.  EELV  shall  be  able  to  provide  sufficient,  reliable,  predictable  and 
repeatable  services  (fuel,  power,  etc.),  environments  (noise,  vibration,  shock,  cleanliness,  etc.), 
and  the  physical  envelope  (access,  volume,  diameter,  length)  for  the  payload.  Unique  payload 
needs  shall  be  satisfied  by  payload-provided  Airborne  Support  Equipment  (ASE)  and  the  ASE 
shall  be  considered  a  part  of  payload  mass.  (See  Section  3.5)  Specific  standard  interface 
requirements  are  contained  in  SPD  Annex  C. 

3.2.4  Cost 

Using  current  systems  as  a  cost  baseline,  the  total  Life  Cycle  Cost  (less  the  $2B  for  development) 
and  the  aimual  fixed  cost  for  launching  the  Government  portion  of  the  NMM  shall  be  reduced  by 
25%  (threshold  )  firom  those  of  current  latmch  systems.  An  objective  is  a  50%  reduction  in  these 
costs. 


3.2.5  Timeliness  (Schedule  Dependability) 

The  EELV  shall  consistently  launch  on  time  based  on  need  and  schedule.  EELV  shall  be  robust 
enough  to  be  minimally  affected  by  outside  influences  such  as  weather  conditions,  daylight 
restrictions  and  electromagnetic  radiation,  or  by  component/equipment  failures  during  laimch 
processing.  Given  the  system  is  not  in  a  stand  down  mode,  the  EELV  shall  provide  at  least  a 
0.80  probability  of  launching  no  more  than  10  calendar  days  after  theaccountable  launch  date 
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confirmed  90  days  prior.  An  objective  is  at  least  a  0.90  probability  of  laimching  no  more  than  10 
calendar  days  after  the  accountable  launch  date. 

3.2.6  Launch  Rate  Capabilities 

EELV  shall  have  launch  rate  capabilities  and  improved  responsiveness  to  support  scheduled  and 
unscheduled  laimch  needs  and  to  recover  from  schedule  delays  caused  by  downing  events  or 
unscheduled  launches.  The  total  capacity  of  the  launch  system  is  comprised  of  the  Basic  Launch 
Rate  (threshold)  plus  capabilities  for  satisfying  Resiliency  and  Crisis  Response  (objectives). 


Launch  Rates  and  Capacities 

- 1  PeaK  Rate  (UnsusuinaMe)  [ 

Crisis  Response  5urge  Capacity  (no  Maintenance) 

Resiliency 

{ Max.  Sustainable  Rate  | 

Max  Capacity  w/Maintenance 

Basic  Launch  Rate 
Launches/year 

I  myiie^i  r'lfliinca  ruie  i 

Nominal  Capacity 

Normal  Maintenance 

Table  4:  Launch  Rate  Relationships 


3.2.6.1  Launch  Rate  (Basic)* 

EELV  shall  have  the  capability  to  achieve  the  Basic  Launch  Rate  as  a  normal  course  of 
operations  with  routine  maintenance  to  support  the  Government  portion  of  the  NMM 
requirements.  Due  to  uncertainties  in  future  launch  rates,  EELV  must  have  the  flexibility  to 
efficiently  operate  over  a  range  of  potential  processing  rates.  As  an  infrastructure  design 
threshold,  the  rates  for  the  medium  vehicle  are  1 1  at  CCAS,  and  4  at  VAFB;  for  the  heavy 
vehicle,  the  rates  are  1  at  CCAS,  and  2  at  VAFB.  However,  the  expected  rates  for  the  medium 
vehicle  are:  1 1  maximum,  3  minimum,  with  an  average  of  8  at  CCAS,  and  4  maximum,  0 
minimum,  with  an  average  of  2  at  VAFB.  For  the  heavy  vehicle,  the  expected  rates  are:  1 
maximum,  0  minimum,  with  an  average  of  1  at  CCAS,  and  2  maximum,  0  minimum,  and  an 
average  of  1  at  VAFB.  The  maximum  planned  system  rate  is  14  launches.  The  launch  rates 
must  be  achievable  taking  into  accoimt  maintenance  of  the  system  and  its  infrastructure,  weather 
delays,  laimch  range  conflicts  with  other  spacelift  systems,  and  other  typical  launch  delays. 

3.2.6.1.1  Resiliency  (Maximum  Sustainable  Launch  Rate) 

Resiliency  is  measured  as  the  maximum  sustainable  (two  shift  operations;  three  shifts  during 
launch  countdown)  launch  rate  with  scheduled  maintenance.  It  facilitates  the  timely,  efficient, 
and  dependable  execution  of  the  national  space  launch  mission.  EELV  must  be  resilient  enough 
to  recover  on  a  timely  basis  from  a  downing  event  or  other  delays  which  could  cause  the  system 
to  not  meet  the  government  portion  of  the  NMM.  To  achieve  resiliency,  EELV,  as  an  objective, 
shall  have  the  capability  for  5  additional  launches  (2  medium  and  1  heavy).  East  Coast  1  medium 
and  1  heavy.  West  Coast)  above  the  Basic  Launch  Rate. 
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3.2.6.2  Crisis  Response  (Unscheduled  Launch) 

A  crisis  may  require  an  increase  in  launch  rates  above  the  maximum  sustainable  (resilience)  rate 
to  provide  on-orbit  support  to  the  warfighter.  Crisis  response  will  allow  the  insertion  of 
unscheduled  payloads  into  the  schedule  with  minimal  delay  of  previously  scheduled  payloads. 
The  increased  laimch  rate  required  for  crisis  response  and  subsequent  schedule  recovery  is  for  a 
short  duration  and  not  sustainable.  The  objective  is  to  be  able  to  call  up  and  launch  3 
unscheduled  medium  payloads  (2  East  and  1  West)  within  a  2  month  period  every  12  months 
fi'om  each  site  and  be  back  on  schedule  within  6  months  (assuming  the  current  schedule  is  at  the 
maximum  sustainable  laimch  rate).  Schedule  time  allocated  for  scheduled  facility  maintenance 
can  be  postponed  to  accommodate  an  unscheduled  launch  or  to  facilitate  subsequent  schedule 
recovery. 

3.2.6.3  Responsiveness 

EELV  shall  support  an  unscheduled  DoD  launch  within  the  required  call-up  time.  In  providing 
this  capability  as  well  as  supporting  scheduled  launch  and  post-failure  schedule  recovery 
requirements  (see  3. 2.6.1  and  3. 2.6. 1.1),  EELV  should  improve  over  current  processing  timelines 
for:  (1)  assembly  and  checkout  of  launch  vehicles;  (2)  mechanical  and  electrical  mating  of 
spacecraft  with  the  launch  vehicle;  (3)  checkout  and  maintenance  of  the  launch  pad  and  launch 
processing  facilities;  (4)  checkout  of  the  integrated  vehicle  and  verification  of  payload  interfaces; 
(5)  fueling  and  final  checkout  of  the  launch  vehicle  at  the  launch  pad;  and  (6)  verification  of 
range  interfaces.  For  medium  vehicles  the  threshold  call  up  response  time  for  an  unscheduled 
launch  is  45  days  with  an  objective  of  30  days;  for  the  heavy  vehicle  the  threshold  is  90  days  and 
an  objective  of  60  days.  This  time  interval  includes  processing  the  vehicle,  mating  the  launch 
vehicle  with  the  payload,  and  conducting  launch  operations.  An  unscheduled  launch  must  still 
meet  the  timeliness  requirement. 


RECYCLE  TIMELINES 

NOTIFICATION  TO  OPERATION 


I  NOTIFICAnON]  LAUNCH  [OPERATION^ 


RESPONSIVENESS 


SATELLITE  GROUND 
PROCESSING 


LAUNCH  VEHICLE 
PROCESSING 


ON  ORBIT  CHECK  OUT; 


Table  5:  Responsiveness  Timelines 


3.2.7  Design  Flexibility 

Design  Flexibility,  an  objective  of  EELV,  is  the  degree  to  which  the  system  approach  or 
hardware  design  enables  an  increment  or  decrement  in  spacelift  system  performance  capabilities 
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without  having  to  redesign  hardware  or  operations.  Additionally,  the  EELV  shall  be  flexible 
enough  to  accommodate  payloads  that  may  require  unique  payload-provided  payload  adapters  or 
ASE,  on-pad  services  or  somewhat  longer  processing  timelines  without  impacting  other 
scheduled  launches. 

3.2.8  Launch  and  Flight  Operations  Requirments 

3.2.8.1  Mission  Ready  Hold 

Once  the  launch  system  is  at  the  24  hours  until  laimch  point  in  its  coirntdoAvn,  it  shall  be  able  to 
hold  at  that  point  for  10  days  and  still  be  able  to  launch  within  24  hours. 

3.2.8.2  Launch  Recycle 

At  any  time  up  to  its  last  recycle  time  (approximately  T-9  seconds)  before  launch,  EELV  shall  be 
capable  of  repeatedly  recycling  within  5  minutes  (threshold)  to  the  standard  last  hold  point  (as 
close  to  T=0  as  practical )  in  the  launch  countdown  for  immediate  re-entry  into  the  laimch 
procedure.  An  objective  is  to  accomplish  this  recycle  as  close  to  instantly  as  possible. 

3.2.8.3  Launch-Ready  Hold 

The  EELV  shall  be  capable  of  maintaining  a  launch-ready  (fueled  vehicle)  hold  status  necessary 
to  support  any  given  payload  launch  window  requirement,  and  be  capable  of  re-entering  the 
launch  sequence  with  minimal  delay.  The  system  shall  be  capable  of  holding  at  the  standard  last 
hold  point  for  at  least  2  hours  (threshold)  with  an  objective  of  4  hours  following  a  launch  recycle. 

3.2.8.4  Next  Day  Readiness 

EELV  shall  be  capable  of  laimching  within  the  prescribed  launch  window  on  the  next  calendar 
day  following  a  fueled  vehicle  hold  and  launch  scrub  occurring  at  or  before  its  last  recycle  point. 
As  a  threshold  the  EELV  system  shall  be  able  to  perform  the  next  day  readiness  for  2  successive 
days  with  an  objective  of  10  successive  days. 

3.2.8.5  Launch  Abort  Capability 

Anytime  prior  to  launch  commit,  the  EELV  system  shall  be  capable  of  performing  a  safe  abort  in 
a  manner  that  protects  and  provides  for  the  intact  recovery  of  the  payload  and  launch  system. 

3.2.8.6  Recovery  and  Disposal  Requirements 

The  system  shall  provide  for  safe  disposal  (including  trajectory  and  debris  dispersions)  or 
recovery  of  all  the  spacelifl  system  vehicle  components  and  all  non-deployed  payload  equipmen 

3.2.8.6.1  Low  Earth  Orbit  Or  Suborbital  Trajectories 

Based  on  existing  mandates,  disposal  or  recovery  from  low  earth  orbit  or  suborbital  trajectories 
shall  be  in  accordance  with  international  agreements. 


3.2.8.6.2  Orbital  Debris 
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EELV  shall  comply  with  National,  DoD  and  USSPACECOM  orbital  debris  minimization 
policies  to  minimize  residual  orbital  debris  after  launch.  The  LV  stages  which  are  orbital  shall 
be  safely  deorbited  whenever  practical.  If  not  deorbited,  then  the  following  shall  be  met: 

a.  Stages  and  other  components  left  in  orbit  or  allowed  to  decay  naturally  must  initially 
be  placed  in  a  disposal  orbit  such  that  the  probability  of  their  collision  with  other 
objects  is  substantially  reduced.  Specifically,  the  collision  probability  shall  be  at  least 
a  factor  of  100  lower  than  if  the  LV  stage/component  remained  in  the  payload’s 
delivery/mission  orbit. 

b.  Stages  and/or  components  shall  be  designed  to  minimize  their  break-up  characteristics 
due  to  explosions,  hypervelocity  collisions,  and  the  effects  of  space  environment. 
Where  practical,  EELV  shall  incorporate  space  debris  minimization  features. 
Pressurized  components  shall  be  vented  and  otherwise  designed  to  minimize  the 
likelihood  of  explosion. 

3.2.9  System  Diagnostics 

The  EELV  System  (including  all  vehicles)  shall  have  an  integrated  health  monitoring  system. 

The  purpose  of  this  system  is  to  measure  and  report  how  well  the  EELV  System  performs 
relative  to  intended  design  parameters  within  all  mission  phases.  This  capability  \vill  allow  the 
user  to  monitor,  evaluate,  fault  isolate,  and  record  the  EELV  system  performance. 

3.2.9. 1  Pre-Flight  Diagnostics 

The  system  shall  include  built  in  tests,  integrated  vehicle  system  health  monitoring,  and  fault 
detection/isolation  capabilities  as  required  to  meet  the  EELV  system  requirements.  This 
capability  shall  be  designed  to  meet  the  system  oporability  and  reliability  requirements. 

3.2.9.2  In-Flight  Diagnostics 

Use  of  in-flight  vehicle  system  health  monitoring,  fault  detection,  fault  isolation  and  anomaly 
resolution  for  vehicle  system  components  should  be  used  where  appropriate  to  achieve  the 
mission  reliability  requirements. 

3.2.10  System  Data 

3.2.10.1  Pre-Flight  Data 

Grormd  segment  equipment  shall  provide  information  to  support  the  launch  decision. 

3.2.10.2  In-Flight  Data 

The  LV  shall  be  capable  of  providing  real  time  telemetry  data  fi’om  launch  through  the 
completion  of  CCAM  and  disposal  operations.  The  flight  vehicle  shall  telemeter  key  data 
(compatible  with  range  equipment)  to:  support  range  safety  needs;  assess  system  and  subsystem 
performance;  assess  payload  environment;  determine  the  flight  trajectory  and  delivery  accuracy; 
verify  that  the  vehicle  is  operating  within  its  design,  qualification  and  acceptance  limits;  and 
provide  a  basis  for  identification  of  causes  for  both  flight  and  vehicle-  induced  payload 
malfunctions  and  failures.  The  EELV  system  shall  be  able  to  process  telemetry  launch  data  for 
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quick-look  data  review  within  2  (threshold)  hours  (objective  30  minutes)  following  data  receipt 
at  an  EELV  facility  and  process  launch  and  flight  data  for  the  post  flight  data  analysis  and  report 
within  7  (threshold)  working  days  (objective  3  working  days)  of  data  receipt  at  an  EELV  facility. 

3.2.11  Computer  Resources 

EELV  computer  resources  include  all  computer  software,  firmware,  and  the  associated 
computational  equipment  that  comprise  the  launch  vehicle  segment,  groimd  segment,  and  any 
software/firmware/hardware  support  environments/equipment. 

3.2.11.1  Hardware  and  Software 

To  reduce  the  cost  of  software  development  and  software  maintenance,  computer  hardware  and 
software  for  the  EELV  system  shall  be  appropriately  selected  from  among  the  following  options: 
(1)  Commercial  off-the-shelf  (COTS),  (2)  Military  off-the-shelf  (MOTS),  (3)  reusable  software 
components,  and  (4)  EELV-developed  software  (including  any  modified  versions  of  COTS 
and/or  reusable  software  components).  Proprietary  software  used  within  the  EELV  system  shall 
either  be  COTS  or  have  the  data  rights  owned  by  the  Government. 

3.2.11.2  Programming  Languages 

Programming  language(s)  shall  be  selected  that  provide  a  cost-effective  solution  over  the  entire 
EELV  system  life  cycle.  Programming  language  requirements  shall  be  provided  and  addressed 
in  the  Contractor  prepared  system  specification. 

3.2.11.3  Software  Supportability 

Software  supportability  considerations  shall  be  incorporated  into  the  EELV  design.  The 
Contractor  prepared  system  specification  shall  address  characteristics  of  the  EELV  software 
needed  for  ease  of  maintenance,  as  well  as  characteristics  of  the  software  support  environment(s) 
necessary  for  efficient  post-deployment  support. 

3.2.11.4  Computer  Resource  Reserves 

Reserves  for  processor,  primary  memory,  peripheral  data  storage  (secondary  memory),  and  data 
transmission  media  capacity/throughput  shall  be  provided  and  shall  be  addressed  in  the 
Contractor  prepared  system  specification. 

3.2.11.5  Other  Software  Considerations 

To  the  extent  practical,  the  software  used  in  the  EELV  system  shall  provide  the  following 
capabilities  vdthin  each  functional  processing  element:  (1)  meastirement  of  computer  resource 
utilization  information,  (2)  logging  of  system  events  to  support  anomaly  resolution  (including 
software  anomalies)  and  system  performance  verification,  and  (3)  restart/reinitialization  of 
software  to  recover  from  anomalies. 


3.2.12  Range  Interfaces 

The  system  shall  interface  and  be  compatible  with  current  spacelift  ranges  and  their  existing 
infrastructure,  if  they  are  used,  including  facilities  and  equipment  for  integration,  check-out, 
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processing.  Telemetry  Tracking  and  Commanding  (TT&C)  and  launch  operations.  The  system 
shall  interface  and  be  compatible  with  future  range  upgrades  under  the  Range  Standardization 
and  Automation  (RSA)  program.  EELV  shall  have  sufficient  signal  strength  and  be  compatible 
with  current  groimd,  airborne,  and  space  based  telemetry  relay  systems  if  they  are  used. 

3.3  Integrated  Logistics  Support  (ILS) 

An  ILS  program  shall  be  established  to  ensure  a  disciplined,  unified  and  iterative  approach  to  the 
management  and  technical  activities  necessary  to:  (a)  integrate  support  considerations  into 
system  equipment  design,  (b)  develop  and  acquire  support  requirements  that  are  related 
consistently  to  readiness  objectives  (laimch  rate,  timeliness,  responsiveness),  to  design,  and  to 
each  other,  (c)  and  provide  the  support  during  the  operational  phase  at  minimum  cost.  The  ILS 
program  shall  determine  the  most  effective  support  concepts  through  a  Logistics  Support 
Analysis  (LSA)  program  including  the  use  of  standard  Air  Force  logistics  systems  as  one 
alternative. 

3.3.1  Training  &  Training  Support 

Type  I  training,  shall  be  provided  by  the  Contractor  to  train  personnel  (Air  Force  or  equivalent 
Contractor)  to  satisfy  operations  and  maintenance  requirements.  The  overall  objective  is  to 
certify  a  government  infrastructure  that  is  proficient  in  standard  launch  base  procedures,  all  tasks 
performed  by  government  personnel  as  necessary  to  operate  and  maintain  the  system.  All 
necessary  equipment  (e.g.  simulators,  PC  based  training  equipment)  ,course  materials  and 
logistics  support  for  training  equipment  shall  be  provided  as  necessary  to  enable  implementation 
of  an  organic  Air  Force  training  capability. 

3.3.2  Standard  Procedures  and  Technical  Data 

The  EELV  shall  utilize  standard  procedures  and  digitized  technical  data  in  Joint  Continuous 
Acquisition  and  Life  Cycle  Support  (JCALS)  format  for  maintenance,  engineering 
data/drawings,  trouble  shooting,  supply,  processing,  flight  planning,  launch  operations,  and  post 
processing  of  the  system  encompassing  the  needs  of  the  missions  in  the  NMM,  SPD  Annex  A. 
Technical  Manuals  delivered  for  use  by  Air  Force  personnel  must  be  managed  using  the  standard 
Air  Force  Technical  Order  Management  System.  All  technical  data  shall  be  organized  similar  to 
Air  Force  Technical  Orders  and  have  a  disciplined  change  process  in  place.  Air  Force  Technical 
Orders-  shall  be  validated  and  maintained  for  major  integrated  system  test  and  countdown 
operations  performed  by  government  personnel.  A  technical  publications  library  shall  be 
maintained  on-site  for  use  by  contractor  and  government  personnel.  This  library  shall  contain  all 
publications  necessary  to  operate  the  EELV  system  in  a  safe  and  efficient  manner. 

3.3.3  Packaging,  Handling,  Storage,  and  Transportation 

Transportation  of  EELV  system  components  shall  be  via  existing  or  currently  being  developed 
air,  sea  or  ground  transportation  vehicles.  Modification  of  transportation  vehicles  or  new 
transportation  vehicles  shall  be  specified  only  when  justified  economically.  The  packaging 
methods  shall  ensure  system,  equipment,  and  support  items  are  properly  preserved,  packaged, 
handled,  and  transported  for  short  and  long  storage  or  environmental  considerations. 

3.3.4  Supportability 
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The  EELV  system  shall  be  supportable  via  a  logistics  system  configured  to  enable  flexible  and 
efficient  conduct  of  launch  operations  commensurate  with  the  Government  missions  in  the 
National  Mission  Model.  The  EELV  logistics  system  shall  also  be  capable  of  supporting 
changes  in  planned  mission  operations,  and  facilitating  recovery  from  delay  situations  caused  by 
equipment  failure  during  launch  processing.  Supply  support  shall  incorporate  a  sparing  approach 
optimized  to  reduce  standing  stock  levels  and  to  encourage  flexible  and  responsive  sparing. 
Contractor  data  systems  for  supply  and  support  maintenance  data  collection  shall  be 
interoperable  with  those  of  the  Air  Force  logistics  systems. 

3.3.5  Maintainability  and  Maintenance  Planning 

The  EELV  system  shall  be  sufficiently  maintainable  to  allow  meeting  launch  rate  and  schedule 
dependability  requirements.  Emphasis  shall  be  placed  on  rapid  fault  detection  and  isolation 
(Objective:  99%  of  the  time  to  3  or  less  LRU’s’;  95%  to  2  or  less  LRU’s  and,  90%  to  1  LRU), 
ease  of  access  for  maintenance,  and  ease  of  removal  of  faulty  components  for  repair  or 
replacement.  Schedules  for  maintenance  of  system  equipment  and  facilities  shall  be  sufficiently 
short  and  flexible  to  have  minimal,  if  any,  impacts  on  system  readiness.  The  EELV  Contractor 
may  use  the  Air  Force  Core  Automated  Maintenance  System  (CAMS)  or  a  designated  follow-on 
which  is  available  at  no  cost.  Air  Force  personnel  shall  be  provided  electronic  access  to 
Contractor  maintenance  management  information  systems  if  CAMS  is  not  used.  As  a  minimum, 
the  maintenance  planning  database  shall  include  failure  data,  launch  vehicle  processing 
schedules,  and  all  other  data  that  impact  the  ability  of  the  system  to  meet  launch  schedules  and 
windows  in  a  timely  manner. 

3.3.6  Support  Equipment 

The  EELV  system  shall  utilize  existing  support  equipment  to  the  greatest  extent  possible, 
including  possible  modifications  to  existing  equipment.  To  the  extent  that  it  complies  with 
spacelift  system  requirements,  maximum  use  of  non-developmental  items  is  required. 

Equipment  owned,  operated  and/or  maintained  by  the  government  must  be  supported  using  the 
standard  Air  Force  logistics  infrastructure. 

3.4  Safety,  Security,  Environmental  and  Transition  Requirements 

3.4.1  Safety  Requirements 

3.4.1.1  Genera 

Wing  safety,  contractor  safety,  and  maintenance  controllers  will  help  ensure  EELV  contractor 
compliance  with  Range  Safety  requirements  and  support  mishap  investigations  (in  accordance 
with  AFI 91-204,  Safety  Investigations  and  Reports)  as  necessary.  HQ  AFSPC  will  provide  the 
ranges  with  policy  and  safety  compliance  as  necessary. 

3.4.1.2  System  Safety 

The  EELV  program  shall  include  a  system  safety  program  in  accordance  with  the  tailored  EWR 
127-1.  System  safety  program  objectives  are  to  minimize  loss  of  personnel  and  resources  due  to 
mishaps  and  preserve  the  combat  capability  of  the  Air  Force  by  ensuring  system  safety  is  applied 
throughout  a  system  life  cycle.  Hazard  analyses  shall  be  performed  on  the  overall  system  design 
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to  identify  critical  components,  and  safety  critical  issues  will  be  addressed  and  documented 
during  system  design  and  deployment.  The  identification  and  analyses  of  system  safety 
requirements  are  an  integral  part  of  an  effective  man-machine  design  for  aerospace  systems. 
Programs  shall  comply  with  the  system  safety  requirements  of  the  tailored  EWR  127-1  including 
range  approval  of  all  hazardous  procedures.  Users  must  obtain  wing  issued  Missile  System 
Safety  Approvals,  Flight  Termination  System  Approvals,  Facility  System  Safety  Approvals,  and 
Ground  Operation  Approvals.  Refer  to  the  tailored  EWR  127-1  for  detailed  compliance 
requirements. 

3.4. 1.3  Range  Safety 

The  objective  of  the  Range  Safety  program  is  to  ensure  that  the  general  public,  launch  area 
personnel,  foreign  land  masses,  and  laimch  area  resources  are  provided  an  acceptable  level  of 
safety  and  that  all  aspects  of  prelaunch  and  launch  operations  adhere  to  public  laws  and  national 
needs.  The  mutual  goal  of  the  Ranges  and  the  EELV  program  shall  be  to  launch  vehicles  and 
payloads  safely  and  effectively  with  commitment  to  public  safety.  EWR  127-1  shall  be  tailored 
for  the  EELV  program.  The  EELV  system  shall  comply  with  the  tailored  EWR  127-1  or  obtain 
appropriate  deviations  or  waivers.  EWR  127-1  specifies  that  new  programs  and  major  program 
modifications  require  phased  safety  reviews  at  critical  milestones  such  as  at  concept,  preliminary, 
and  critical  design  reviews,  and  120  days  prior  to  shipment  to  either  range. 

3.4.1.3.1  Flight  Safety 

The  EELV  system  shall  provide  sufficient  vehicle,  trajectory  and  performance  data  to  permit  the 
development  of  flight  safety  criteria,  selection  and  scheduling  of  tracking  and  telemetry  anteima 
assets,  accurate  collision  avoidance  runs,  radio  fi-equency  interface  analysis,  link  margin  analyses 
and  other  range  safety  analyses.  Users  must  obtain  preliminary  and  final  Flight  Plan  Approvals 
and  provide  all  necessary  flight  support  data,  as  specified  in  the  tailored  EWR  127-1,  prior  to 
approvals.  The  flight  safety  objectives  are  to  conduct  missions  from  the  safest  approach, 
methodology  or  position  acceptable  and  to  minimize  risk  to  the  greatest  extent  possible.  EELV 
shall  be  capable  of  providing  real  time  tracking  and  telemetry  data  during  launch  that  provides 
safety  personnel  with  the  ability  to  determine  vehicle  performance,  detect  a  violation  of  flight 
criteria,  and  terminate  the  flight  throughout  all  launch  phases.  The  data  shall  include 
performance,  guidance,  and  Flight  Termination  System  (FTS)  data  as  required  by  EWR  127-1, 
paragraph  2.5.5. 

3.4. 1.3.2  Flight  Termination  System 

All  launch  vehicles  shall  have  a  flight  termination  system  that  has  an  overall  system  reliability 
threshold  of  0.999  (at  a  95%  confidence  level).  This  reliability  requirement  shall  be  satisfied  by 
using  the  design  (including  block  redundancy)  and  testing  guidelines  in  the  range  regulation. 


3.4.2  System  Security 

EELV  shall  provide  secure  and  survivable  systems  as  necessary  to  support  mission  requirements. 
Program  protection  will  be  applied  throughout  the  system’s  lifecycle  to  maintain  technical 
superiority,  system  integrity  and  availability.  Safeguarding  the  integrity  of  the  system 
acquisition,  deployment  and  operation  is  necessary  to  maintain  the  high  level  of  effectiveness  of 
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EELV  operations.  Physical  security  countermeasures  shall  protect  against  compromise  or  loss  of 
information  and  resources  due  to  unauthorized  access  to  facilities,  equipment,  payloads,  data,  and 
shall  protect  operations  against  espionage,  sabotage,  damage,  tampering,  and  theft.  Data  and 
communication  links  carrying  classified  information,  up  to  and  including  Top  Secret/Sensitive 
Compartmentalized  Information,  shall  be  protected  according  to  NSA  and  Air  Force  COMSEC 
requirements  fi-om  disclosure,  intrusion,  and  other  forms  of  information  warfare.  Data  and 
communication  links  carrying  sensitive  unclassified  and  critical  information  shall  be  protected 
according  to  its  sensitivity  or  criticality  level  fi'om  disclosure,  intrusion,  and  other  forms  of 
information  warfare. 

3.4.3  Environments 

3.4.3. 1  Natural  Environments 

The  spacelift  system  in  general  must  be  tolerant  of  the  environment  during  pre-laimch  and  launch 
operations.  It  is  not  intended;  however,  that  the  system  be  processed/launched  during  periods 
outside  normal  indigenous  environmental  conditions.  Ground  operations  (pre-launch)  must  take 
into  account  the  typical  weather  conditions  that  exist  at  either  coast,  e.g.  thxmderstorms  and 
lightning.  Ground  operations  shall  also  be  tolerant  of  earthquakes  which  are  prevalent  at  the 
western  laimch  site.  Launch  operations  must  likewise  consider  lightning  and  winds  (ground  and 
aloft). 

3.4.3.2  Induced  Environments 

The  launch  vehicle  shall  incorporate  robust  tolerances  to  withstand  environmental  and  structural 
extremes  associated  with:  transport  from  production  facilities  to  storage  or  the  laimch  base, 
processing,  launch,  and  flight  in  atmospheric  and  exoatmospheric  regimes.  These  environmental 
and  structural  extremes  include  handling  loads,  wind  loading  while  on-stand,  flight  loads, 
temperature,  humidity,  acoustics,  vibrations  and  in-flight  RF  environments. 

3.4.3.3  Ground  Environments 

3.4.3.3.1  Transportability 

System  hardware  shall  be  designed  to  withstand  normal  handling  and  transportation 
environments  without  any  detrimental  effects  to  the  systems. 

3.4.3.3.2  Transportation  Environmental  Monitoring 

Critical  hardware  items  shall  be  monitored  and  data  recorded  during  shipping  to  provide 
complete  time  histories  of  the  most  severe  environments,  as  well  as  summaries  thereof. 


3.4.3.3.3  Thermal  and  Humidity* 

The  EELV  shall  have  the  capability  to  control  the  thermal  and  humidity  environments  inside  the 
fairing  throughout  all  phases  of  launch  processing.  See  SPD  Aimex  C,  paragraph  3.3.3  for 
specific  requirements.  The  Payload  Database  Document  may  be  used  for  reference  information 
regarding  current  payloads. 
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3.4.3.3.4  Processing  Contamination  Control* 

The  airborne  particle  concentrations  shall  not  exceed  Class  lOOK  in  locations  occupied  by  the 
payload  during  payload  integration.  See  SPD  Annex  C  for  specific  other  specific  requirements. 

3.4.3.3.5  Electromagnetic  Compatibility  (EMC)* 

The  LV  shall  not  emit  electromagnetic  interference  (EMI)  that  harms  or  interferes  with  the 
payload  or  any  ground  equipment,  nor  shall  the  LV  be  susceptible  to  EMI.  See  SPD  Annex  C, 
paragraph  3.2.3  for  specific  requirements. 

3.4.3.3.6  EMI  Safety  Margin  (EMISM) 

The  payload  and  LV  integrated  system  shall  be  designed  to  provide  EMC  with  a  safety  margin 
for  DC  (no-fire  threshold)  and  positive  safety  margin  for  RF  for  ordnance  circuits  and  EMISM 
for  all  non-ordnance  circuits.  Payload  and  LV  designs  shall  incorporate  the  necessary  provisions 
to  assure  intra-system  EMISM  of  the  payload  and  LV  individual  segments  and  inter-system 
EMC  of  each  segment  with  its  associated  AGE  and  EAGE.  See  SPD  Annex  C,  paragraph  3.2.3.6 
for  specific  requirements.  The  Payload  Database  Document  may  be  used  for  reference 
information  regarding  current  payloads. 

3.4.3.3.7  Range  Radiated  Emissions 

The  flight  configured  LV/payload  shall  be  compatible  with  the  launch  site  RF  requirements.  The 
LV  and  payload  shall  each  be  responsible  for  the  individual  system  compatibility  with  the  worst 
case  theoretical  value. 

3.4.3.3.8  Lightning  Protection 

Lightning  protection  shall  be  provided  for  the  LV,  payload,  and  all  hardware,  structures,  and 
personnel.  Electrical  circuits  shall  be  designed  to  minimize  damage  due  to  lightning  strikes. 

3.4.3.3.9  Grounding  and  Shielding 

EELV  system  components  shall  be  grounded  as  necessary  to  protect  against  inadvertent  electrical 
charges  or  static  charge  buildup.  Electrically  sensitive  portions  of  the  system  shall  be  shielded 
from  non-essential  electrical  environments. 

3.4.3.4  Environmental  Constraints 

The  EELV  system  shall  operate  within  applicable  laws  and  regulations  without  waivers  and 
minimize  the  use  and  generation  of  hazardous  materials  at  all  sites  to  include  launch  and 
manufacturing  sites  (contractor  and  subcontractor). 

3.4.3.4.1  Hazardous  Materials  Management 

The  EELV  system  shall  not  use  materials  designated  as  Class  I  Ozone-Depleting  Substances 
(ODSs)  in  manufacturing,  maintenance,  launch  processing  or  system  disposal.  The  design  shall 
identify,  justify,  minimize  and/or  eliminate  requirements  for  the  usage  of  Class  II  ODSs,  and 
EPCRA  Section  3 13  chemicals. 

3.4.4  Transition  Operations 
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The  EELV  system  shall  be  capable  of  being  deployed  and  operated  with  the  absolute  minimum 
disruption  to  current  launch  base  operations  and  facilities. 

3.5  Payload-Related  Requirements* 

The  EELV  goal  is  to  move  rapidly  toward  standard  payload  interfaces  and  services  to  reduce 
system  complexity  and  enhance  responsive  spacelift  capability.  However,  spacelift  systems 
should  be  flexible  enough  to  accommodate  payloads  that  may  require  unique  payload  adapters  or 
ASE,  and  longer  payload  processing  timelines  without  adversely  impacting  the  overall 
responsiveness  of  the  spacelift  system.  Payload  programs  will  be  responsible  for  delivering  a 
flight-ready  payload  to  the  launch  base.  The  payload  will  comply  with  EELV  standard  interfaces 
and  streamlined  processing.  Payload  processing  (except  as  noted  above)  will  minimize 
constraints  placed  on  spacelift  mission  operations.  The  payload  provider  will  be  responsible  for 
ensuring  payload  compatibility  with  the  spacelift  system. 

3.5.1  Payload  Interfaces  and  Accomodations 

3.5.1. 1  Coordinate  System 

The  standard  interface  coordinate  system  is  defined  in  SPD  Annex  C  (Standard  Interface 
Specification),  paragraph  3.1.1. 

3.5.1.2  Payload  Accommodation 

The  EELV  shall  accommodate  the  Government  payloads  in  the  NMM  and  shall  provide  standard 
interfaces  and  services  (such  as  mechanical  interfaces,  power,  environmental  conditioning,  etc.). 
The  Payload  Database  Document  may  be  used  for  reference  information  regarding  current 
payloads.  Current  or  new  payloads  having  unique  interface/services  needs  (such  as  special 
power  conditioning)  shall  provide  appropriate  payload  adapters/ASE/services.  The  weight  of  the 
adapters/ASE  shall  be  considered  payload  weight.  EELV  shall  facilitate  direct  communication 
between  the  payload  and  its  ground  station.  EELV  will  not  provide  any  communication 
hardware  unique  to  the  payload. 

3.5.1.3  Payload  Access 

Access  shall  be  provided  for  safe-and-arm  initiation,  ordnance  installation,  propellant  fill  and 
drain,  and  access  to  umbilical  and  electrical  connectors.  The  Payload  Database  Document  may 
be  used  for  reference  information  regarding  current  payloads. 


3.5.1.4  Payload  Fairing  Envelope 

The  envelope  shall  be  sufficient  to  provide  a  minimum  of  one  inch  clearance  (threshold)  between 
the  payload  and  the  fairing  under  worst  case  dynamic  conditions.  The  Payload  Database 
Document  may  be  used  for  reference  information  regarding  current  payloads.  See  SPD 
Classified  Annex  for  specific  payload  information.  See  SPD  Annex  C,  paragraph  3.1.3  for 
specific  requirements. 

3.5.1.5  Payload  Mass  Properties 
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The  LV  shall  be  capable  of  accommodating  the  mass  properties  of  the  Government  payloads  in 
the  National  Mission  Model  plus  any  planned  Payload  Mass  Growth  capability.  The  Payload 
Database  Document  may  be  used  for  reference  information  regarding  current  payloads. 

3.5. 1.6  Payload  Encapsulation 

If  adopted,  all  payload  encapsulation  shall  be  performed  off-pad  for  maximum  efficiency  in 
processing  and  launch  operations.  During  the  transition  to  EELV  systems,  encapsulation  may 
be  conducted  on  the  latmch  pad. 

3.5.1.7  Payload  Volume  Growth 

EELV  shall  have  a  planned  Payload  Volume  Growth  of  at  least  a  5%  (threshold)  at  constant 
diameter,  with  an  objective  of  10%  at  constant  diameter. 

3.5.2  Payload  Flight  Environments 

3.5.2. 1  Acceleration  Loads 

The  maximum  thrust-axis  and  lateral-axes  accelerations  of  the  LV  shall  not  exceed  those 
acceptable  by  the  Government  payloads  in  the  National  Mission  Model.  See  SPD  Annex  C, 
paragraph  3.6,  for  specific  requirements. 

3.5.2.2  Acoustic  Environment 

The  free-field  maximum  expected  sound  pressure  levels  (value  at  95%  probability  with  50% 
confidence)  in  decibels  for  the  empty  fairing  shall  not  exceed  the  values  acceptable  by  the 
Government  payloads  in  the  NMM.  Provisions  shall  be  made  for  application  of  soimd 
attenuation  measures  for  individual  payload  programs  which  may  seek  to  reduce  exposure  to 
acoustic  noise.  See  SPD  Annex  C,  paragraph  3.8  for  specific  requirements. 

3.5.2.3  Shock 

The  maximum  expected  shock  spectrum  at  the  payload  interface  (assuming  the  separation  system 
is  provided  by  the  payload)  in  g’s  (value  at  95%  probability  with  50%  confidence)  for  a  resonant 
amplification  factor  (Q)  of  10  shall  not  exceed  in  any  direction  the  values  acceptable  by  the 
Government  payloads  in  the  NMM.  See  SPD  Annex  C,  paragraph  3.9  for  specific  requirements. 


3.5.2.4  Flight  Contamination  Control 

After  lift-off,  the  contamination  level  for  all  surfaces  inside  the  fairing  shall  be  no  greater  than 
those  acceptable  by  the  payload.  The  Payload  Database  Document  may  be  used  for  reference 
information  regarding  current  payloads. 

3.5.2.5  Ascent  Heat  Flux 

The  heat  flux  to  the  payload  from  all  LV  sources  (which  may  include,  but  are  not  limited  to,  heat 
flux  from  the  inner  fairing  and  stage  plume)  shall  be  compatible  with  the  payload  during  all 
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phases  of  ascent.  The  Payload  Database  Document  may  be  used  for  reference  information 
regarding  current  payloads. 

3.5.2.6  Thermal 

The  EELV  shall  have  the  capability  to  control  the  thermal  environments  'within  the  payload 
fairing  during  appropriate  phases  of  flight.  See  SPD  Annex  C,  paragraph  3.4.2  for  specific 
requirements.  The  Payload  Database  Dociunent  may  be  used  for  reference  information 
regarding  current  payloads. 

3.5.2.7  Free  Molecular  Heating 

The  maximum  free  molecular  heating  shall  be  compatible  with  the  payload  during  all  phases  of 
flight.  SeeSPD  Annexe,  paragraph  3.4.4  for  specific  requirements.  The  Payload  Database 
Document  may  be  used  for  reference  information  regarding  current  payloads. 

3.5.2.8  Pressure  Decay  Rate 

The  pressure  decay  rate  shall  be  compatible  with  the  payload  during  all  phases  of  the  flight.  The 
Payload  Database  Document  may  be  used  for  reference  information  regarding  current  payloads. 

3.5.3  Payload  Substitution 

To  maximize  operational  flexibility  and  reduce  costs,  prior  to  payload  mate  the  EELV  shall 
allow  payload  substitution  with  another  payload  already  pre-integrated  ( integration  planning  and 
analysis  completed)  and  prepared  (payload  processing  completed)  for  launch  on  the  same  size 
LV.  The  EELV  system  shall  facilitate  rapid  payload  substitution  so  that  schedule  launch  date 
delays  are  minimized  or  avoided.  Payload  substitution  should  not  drive  additional  launch 
processing  other  than  activities  normally  required  for  payload  mating. 

3.5.4  Contamination  &  Collision  Aviodance 

Debris  fi'om  all  LV  sources,  including  but  not  limited  to  Reaction  Control  System  operation  and 
LV  staging  events,  shall  not  impinge  on  any  surface  of  the  payload  with  sufficient  kinetic  energy 
to  penetrate,  nick,  scratch,  indent,  fracture,  or  otherwise  harm  the  payload.  The  CCAM  shall  be 
designed  to  preclude  recontact  with  the  payload  and  to  minimize  payload  exposure  to  LV 
contaminants. 
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4.  QUALITY  ASSURANCE  PROVISIONS 


4.1  Inspections  and  Quality  Control 

The  Contractor  shall  apply  parts,  materials,  and  process  controls  during  production  of  all  items  to 
ensure  that  a  reliable  system  will  be  flown.  Complete  records  indicating  relevant  test  and 
inspection  data  and  nonconformance  reports,  if  any,  shall  be  maintained  for  the  EELV  system 
items  and  shall  be  made  available  for  review  during  the  service  life  of  the  system. 

4.2  Verification  Approach 

4.2.1  Analysis 

Analysis  may  be  used  for  determination  of  qualitative  and  quantitative  properties  and 
performance  of  an  item  by  study  calculations  and  modeling.  Similarity  analysis  may  be  used  in 
lieu  of  tests  when  it  can  be  shown  that  an  item  is  similar  or  identical  in  design  to  another  item 
that  has  been  certified  previously  to  equivalent  or  more  stringent  criteria. 

4.2.2  Demonstration 

Demonstration  may  be  used  for  determination  of  qualitative  and  quantitative  properties  and 
performance  of  an  item  and  is  accomplished  by  example.  Verification  of  an  item  by  this  method 
would  be  by  using  it  for  its  designed  purpose  and  may  require  no  special  test  for  final  proof  of 
performance. 

4.2.3  Test 

Test  may  be  used  for  the  determination  of  qualitative  and  quantitative  properties  and 
performance  of  an  item  by  technical  means,  which  requires  the  use  of  external  resources  such  as 
volt  meters,  recorders,  and  any  test  equipment  necessary  for  measuring  performance.  Newly 
designed  items  shall  be  qualified  for  the  EELV  system.  Items  that  incorporate  significant 
changes  in  design,  manufacturing  processing,  environmental  levels,  or  performance  requirements 
shall  be  requalified  for  the  EELV  system. 

4.3  Requirements  Verification 

The  mechanism  for  maintaining  traceability  of  the  requirements  verification  will  be  a 
Requirements  Verification  Matrix  as  shown  in  example  Table  4.  An  equivalent  verification 
matrix  accoxmting  for  all  requirements  shall  be  incorporated  into  the  Contractor  prepared  system 
specification. 


Verification  Method:  I=Inspection,  A=Analysis,  D=Demonstration,  T=Test,  N/A=Not  Applicable 
Verification  Phase:  E=Engineering,  Q=Qualification,  A=Acceptance,  S=Storage,  L=Service  Life, 
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P=Prelaunch 


Verification 

Number 

SPD  Paragraph 
Reference 

Responsible 

Contractor 

Verification 

Method 

Verification 

Phase 

Verification 

Result 

Comment 

3.2.1. 1  Lift 

Capability 

3.2. 1.2.1  Transition 

3.2. 1.2.2  Launch 
Rates 

... 

Table  6:  Example  Requirements  Verification  Matrix 
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5.  PREPARATION  FOR  DELIVERY 

EELV  items  shall  be  packaged,  labeled  and  delivered  commensurate  with  regulatory 
requirements  and  the  requirements  of  the  selected  transportation  mode(s)  and  involved  facilities 
or  bases.  The  EELV  system  and  components  shall  be  delivered  to  the  launch  operator  certified 
flight  worthy.  As  an  objective,  the  hardware  shall  be  delivered  to  the  launch  operator  with  no 
pending  actions  or  waivers. 


E-32 


CFI#  F04701-96-R-0008 
165 
Annex  6 


6.  ACRONYMS  AND  ABBREVIATIONS 

AFOSH  Air  Force  Occupational  Safety  and  Health 

AFSPC  Air  Force  Space  Command 

AGE  Aerospace  Ground  Equipment 

ASE  Airborne  Support  Equipment 

CCAM  Collision,  Contamination  Avoidance  Maneuver 

CCAS  Cape  Canaveral  Air  Force  Station 

COMSEC  Communications  Security 

COTS  Commercial  Off-The-Shelf 

DC  Direct  Current 


DoD 

EAGE 

EELV 

EMC 

EMI 

EMISM 

EPA 

EWR 

GEO 

GFE 

GTO 

HLV 

HQ 

ILS 

IOC 

LAN 

LEO 

LRU 

LSA 

LV 

MLV 

MOTS 

N/A 

NMI 

NMM 

NSA 

ODS 

ORD 

OSHA 

RAAN 

RF 

RPM 

RSA 

SER 


Department  of  Defense 
Electrical  Aerospace  Ground  Equipment 
Evolved  Expendable  Launch  Vehicle 
Electromagnetic  Compatibility 
Electromagnetic  Interference 
EMI  Safety  Margin 
Environmental  Protection  Agency 
Eastern  and  Western  Range  Regulation 
Geosynchronous  Earth  Orbit 
Government  Furnished  Equipment 
Geosynchronous  Transfer  Orbit 
Heavy  Lift  Variant 
Headquarters 

Integrated  Logistics  Support 

Initial  Operational  Capability 

Longitude  of  Ascending  Node 

Low  Earth  Orbit 

Line  Replaceable  Unit 

Logistics  Support  Analysis 

Lavmch  Vehicle 

Mediiim  Lift  Variant 

Military  Off-The-Shelf 

Not  Applicable 

Nautical  Miles 

National  Mission  Model 

National  Security  Agency 

Ozone  Depleting  Substance 

Operational  Requirements  Document 

Occupational  Safety  and  Health  Administration 

Right  Ascension  of  Ascending  Node 

Radio  Frequency 

Revolutions  Per  Minute 

Range  Standardization  and  Automation 

Safety  Equivalency  Report 
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SPD 

System  Performance  Document 

T 

Launch  Countdown  Time 

TBD 

To  Be  Determined 

TT&C 

Tracking,  Telemetry  &  Commanding 

VAFB 

Vandenberg  Air  Force  Base 
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NOISE  METHODS  OF  ANALYSIS 

Noise  is  generally  described  as  unwanted  sound.  Unwanted  sound  can  be  based  on  objective  effects 
(hearing  loss,  damage  to  structures,  etc.)  or  subjective  judgments  (community  annoyance).  Noise 
analysis  thus  requires  a  combination  of  physical  measurement  of  sound,  physical  and  physiological 
effects,  plus  psycho-  and  socioacoustic  effects. 

Section  1 .0  of  this  appendix  describes  how  sound  is  predicted  and  measured.  Section  2.0  describes 
the  effect  of  noise  on  people,  structures,  and  wildlife.  Section  3.0  provides  a  summary  description 
of  the  specific  methods  used  to  predict  noise  from  EELV  activities. 

1 .0  NOISE  DESCRIPTORS  AND  PREDICTION 

EELV  launch  vehicles  would  generate  two  types  of  sound.  One  is  engine  noise,  which  is  continuous 
sound.  The  other  is  sonic  booms,  which  are  transient,  impulsive  sounds.  These  are  quantified  in 
different  ways. 

Section  1 .1  describes  the  quantities  used  to  describe  sound.  Section  1 .2  describes  rocket  noise  and 
how  it  is  modeled.  Section  1 .3  describes  the  modeling  and  presentation  of  sonic  booms. 

1 . 1  NOISE  DESCRIPTORS 

Measurement  and  perception  of  sound  involves  two  basic  physical  characteristics:  amplitude  and 
frequency.  Amplitude  is  a  measure  of  the  strength  of  the  sound  and  is  directly  measured  in  terms  of 
the  pressure  of  a  sound  wave.  Because  sound  pressure  varies  in  time,  various  types  of  pressure 
averages  are  usually  used.  Frequency,  commonly  perceived  as  pitch,  is  the  number  of  times  per 
second  the  sound  causes  air  molecules  to  oscillate.  Frequency  is  measured  in  units  of  cycles  per 
second,  or  Hertz  (Hz). 

Amplitude.  The  loudest  sounds  the  human  ear  can  comfortably  hear  have  acoustic  energy  one 
trillion  times  the  acoustic  energy  of  sounds  the  ear  can  barely  detect.  Because  of  this  vast  range, 
attempts  to  represent  sound  amplitude  by  pressure  are  generally  unwieldy.  Sound  is  therefore 
usually  represented  on  a  logarithmic  scale  with  a  unit  called  the  decibel  (dB).  Sound  on  the  decibel 
scale  is  referred  to  as  a  sound  level.  The  threshold  of  human  hearing  is  approximately  0  dB,  and  the 
threshold  of  discomfort  or  pain  is  around  120  dB. 

The  difference  in  dB  between  two  sounds  represents  the  ratio  of  those  two  sounds.  Because  human 
senses  tend  to  be  proportional  (i.e.,  detect  whether  one  sound  is  twice  as  big  as  another)  rather  than 
absolute  (i.e.,  detect  whether  one  sound  is  a  given  number  of  pressure  units  bigger  than  another), 
the  decibel  scale  correlates  well  with  human  response. 

Frequency.  The  normal  human  ear  can  hear  frequencies  from  about  20  Hz  to  about  1 5,000  or 
20,000  Hz.  It  is  most  sensitive  to  sounds  in  the  1,000  to  4,000  Hz  range.  When  measuring 
community  response  to  noise,  it  is  common  to  adjust  the  frequency  content  of  the  measured  sound 
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to  correspond  to  the  frequency  sensitivity  of  the  human  ear.  This  adjustment  is  called  A-weighting 
(American  National  Standards  Institute,  1988).  Sound  levels  that  have  been  so  adjusted  are  referred 
to  as  A-weighted  sound  levels.  The  amplitude  of  A-weighted  sound  levels  is  measured  in  dB.  It  is 
common  for  some  noise  analysts  to  denote  the  unit  of  A-weighted  sounds  by  dBA  or  dB(A).  As  long 
as  the  use  of  A-weighting  is  understood,  there  is  no  difference  between  dB,  dBA  or  dB(A).  It  is  only 
important  that  the  use  of  A-weighting  be  made  clear.  It  is  common  to  use  the  term  A-weighted 
sound  pressure  level  (AWSPL)  to  refer  to  A-weighted  sounds. 

For  analysis  of  damage  to  structures  by  sound,  it  is  common  not  to  apply  any  frequency  weighting. 
Such  overall  sound  levels  are  measured  in  dB  and  are  often  referred  to  as  overall  sound  pressure 
levels  (OASPL  or  OSPL). 

C-weighting  (American  National  Standards  Institute,  1988)  is  sometimes  applied  to  sound.  This  is  a 
frequency  weighting  that  is  flat  over  the  range  of  human  hearing  (about  20  Hz  to  20,000  Hz)  and 
rolls  off  above  and  below  that  range.  C-weighted  sound  levels  are  often  used  for  analysis  of  high- 
amplitude  impulsive  noise,  where  adverse  impact  is  influenced  by  rattle  of  buildings. 

Time  Averaging.  Sound  pressure  of  a  continuous  sound  varies  greatly  with  time,  so  it  is  customary 
to  deal  with  sound  levels  that  represent  averages  over  time.  Levels  presented  as  instantaneous  (i.e., 
as  might  be  read  from  the  dial  of  a  sound  level  meter),  are  based  on  averages  of  sound  energy  over 
either  1/8  second  (fast)  or  one  second  (slow).  The  formal  definitions  of  fast  and  slow  levels  are 
somewhat  complex,  with  details  that  are  important  to  the  makers  and  users  of  instrumentation. 

They  may,  however,  be  thought  of  as  levels  corresponding  to  the  root-mean-square  sound  pressure 
measured  over  the  1 /8-second  or  1 -second  periods. 

The  most  common  uses  of  the  fast  or  slow  sound  level  in  environmental  analysis  are  in  the 
discussion  of  the  maximum  sound  level  that  occurs  from  the  action,  and  in  discussions  of  typical 
sound  levels.  Figure  F-1  is  a  chart  of  sound  levels  from  typical  sounds. 

Assessment  of  cumulative  noise  impact  requires  average  levels  over  periods  longer  than  just  the  fast 
or  slow  times.  The  sound  exposure  level  (SEL)  sums  the  total  sound  energy  over  a  noise  event. 
Mathematically,  the  mean  square  sound  pressure  is  computed  over  the  duration  of  the  event,  then 
multiplied  by  the  duration  in  seconds,  and  the  resultant  product  is  turned  into  a  sound  level.  SEL  is 
sometimes  described  as  the  level  which,  occurring  for  one  second,  would  have  the  same  sound 
energy  as  the  actual  event. 

Note  that  SEL  is  a  composite  metric  that  combines  both  the  amplitude  of  a  sound  and  its  duration. 

It  Is  a  better  measure  of  noise  impact  than  the  maximum  sound  level  alone,  since  It  accounts  for 
duration.  Long  sounds  are  more  intrusive  than  short  sounds  of  equal  level,  and  it  has  been  well 
established  that  SEL  provides  a  good  measure  of  this  effect. 

SEL  can  be  computed  for  A-  or  C-weighted  levels,  and  the  results  denoted  ASEL  or  CSEL.  It  can 
also  be  computed  for  unweighted  (overall)  sound  levels,  with  a  corresponding  designation. 

For  longer  periods  of  time,  total  sound  is  represented  by  the  equivalent  continuous  sound  pressure 
level  (Leq).  Leq  is  the  average  sound  level  over  some  time  period  (often  an  hour  or  a  day,  but  any 
explicit  time  span  can  be  specified),  with  the  averaging  being  done  on  the  same  energy  basis  as  used 
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Figure  F-1 

Source:  Handbook  of  Noise  Control,  C.M.  Harris,  Editor,  McGraw-Hill  Book  Co.,  1979 
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for  SEL.  SEL  and  Leg  are  closely  related,  differing  according  to  (a)  whether  they  are  applied  over  a 
specific  time  period  or  over  an  event,  and  (b)  whether  the  duration  of  the  event  is  included  or  divided 
out. 

Just  as  SEL  has  proven  to  be  a  good  measure  of  the  noise  impact  of  a  single  event,  Leg  has  been 
established  to  be  a  good  measure  of  the  impact  of  a  series  of  events  during  a  given  time  period. 

Also,  while  Leg  is  defined  as  an  average,  it  is  effectively  a  sum  over  that  time  period  and  is  thus  a 
measure  of  the  cumulative  impact  of  noise. 

Noise  tends  to  be  more  intrusive  at  night  than  during  the  day.  This  effect  is  accounted  for  by 
applying  a  10-dB  penalty  to  events  that  occur  after  10  p.m.  and  before  7  a.m.  If  Leg  is  computed 
over  a  24-hour  period  with  this  nighttime  penalty  applied,  the  result  is  the  day-night  average  sound 
level  (Ldn  or  DNL).  Ldn  is  the  community  noise  metric  recommended  by  the  U.S.  Environmental 
Protection  Agency  (U.S.  Environmental  Protection  Agency,  1972)  and  has  been  adopted  by  most 
federal  agencies  (Federal  Interagency  Committee  on  Noise,  1992).  It  has  been  well  established  that 
Ldn  correlates  well  with  community  response  to  noise  (Schultz,  1978;  Finegold  et  al.,  1994). 

The  state  of  California  quantifies  noise  by  Community  Noise  Equivalent  Level  (CNEL).  This  metric  is 
similar  to  Ldn  except  that  a  penalty  of  5  dB  is  applied  to  sounds  that  occur  in  the  evening,  after 
7:00  p.m.  and  before  10:00  p.m. 

It  was  noted  earlier  that,  for  impulsive  sounds,  C-weighting  is  more  appropriate  than  A-weighting. 
The  day-night  average  sound  level  can  be  computed  for  C-weighted  noise,  and  is  denoted  Lcdn  or 
CDNL.  This  procedure  has  been  standardized,  and  impact  interpretive  criteria  similar  to  those  for  Ldn 
have  been  developed  (CHABA,  1981). 

1.2  ROCKET  NOISE 

Rocket  noise  is  generated  primarily  by  the  mixing  of  the  high-speed  rocket  exhaust  flow  with  the 
atmosphere.  Noise  is  also  generated  by  fuel  and  oxidizer  burning  in  the  combustion  chamber,  shock 
waves  and  turbulence  within  the  exhaust  flow,  and  sometimes,  burning  of  excess  fuel  in  the  exhaust 
flow.  The  result  is  a  high-amplitude  continuous  sound,  directed  generally  behind  the  vehicle.  Figure 
F-2  shows  the  typical  pattern  of  noise  behind  a  rocket  engine.  In  this  illustration,  the  exhaust  flow 
is  horizontal,  directed  toward  the  east  (right).  This  corresponds  to  a  horizontally  mounted  rocket 
(common  in  ground  testing  of  engines)  or  a  rocket  on  a  launch  pad  where  a  deflector  has  turned  the 
exhaust  sideways.  Noise  is  shown  as  contours  of  various  decibel  values.  All  points  Inside  a  given 
contour  experience  noise  equal  to  or  higher  than  that  contour  value.  The  pattern  is  fairly  uniform  in 
the  forward  direction  (toward  the  left  in  this  figure),  has  high-amplitude  lobes  at  around  45  degrees 
from  the  flow  direction  (the  angle  of  the  lobes  varies),  and  has  a  minimum  directly  in  line  with  the 
exhaust. 

When  a  rocket  is  launched,  after  a  short  time,  it  is  above  the  ground,  and  the  exhaust  is  clear  of  the 
ground  and  any  deflectors.  When  the  rocket  Is  climbing  vertically,  the  noise  contours  on  the  ground 
are  circular.  As  the  rocket  continues  to  climb,  it  will  pitch  over  in  its  launch  azimuth.  The  contours 
will  be  distorted  in  this  direction,  sometimes  becoming  stretched  and  sometimes  broadened, 
depending  on  details  of  the  particular  vehicle  and  launch.  Figure  F-3  shows  typical  noise  contours 
for  a  launch  toward  the  east.  The  trajectory  is  indicated,  and  the  launch  point  is  at  the  center  of  the 
innermost  contours. 
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In  Figure  F-2,  as  long  as  the  rocket  is  on  the  ground  the  noise  is  constant,  and  the  contours  show 
what  would  be  measured  at  any  time  while  the  engine  is  firing.  For  a  launch,  as  in  Figure  F-3,  noise 
is  not  constant.  It  is  loudest  shortly  after  launch,  then  diminishes  as  the  rocket  climbs.  The  noise  is 
still  considered  to  be  continuous  because  it  varies  over  periods  of  seconds  or  minutes.  Contours  of 
AWSPL  or  OSPL  are  drawn  to  represent  the  maximum  levels  that  occur  at  each  point  during  the 
entire  launch.  These  levels  may  only  occur  for  a  few  seconds  and  do  not  occur  at  the  same  time  at 
each  point,  but  are  the  most  important  (i.e.,  worst  case)  quantity  for  assessing  launch  noise  impact. 

In  this  assessment,  contours  (similar  to  Figure  F-3)  are  presented  for  launch  noise.  Because  contours 
are  approximately  circular,  it  is  often  adequate  to  summarize  noise  by  giving  the  sound  levels  at  a 
few  distances  from  the  launch  site. 

1.3  SONIC  BOOMS 

When  launch  vehicles  reach  supersonic  speed,  they  generate  sonic  booms.  Sonic  booms  are  the 
shock  waves  resulting  from  the  displacement  of  air  in  supersonic  flight.  They  differ  from  other 
sounds  in  that  they  are  impulsive  and  brief. 

Figure  F-4  is  a  sketch  of  sonic  boom  for  the  simple  case  of  an  aircraft  in  steady-level  flight.  The 
aircraft  is  flying  to  the  left.  The  sonic  boom  consists  of  two  shock  waves:  one  generally  associated 
with  the  front  of  the  aircraft,  and  one  with  the  rear.  They  are  connected  by  a  linear  expansion.  The 
pressure-time  signature  at  the  ground  resembles  the  letter  "N"  and  is  referred  to  as  an  N-wave.  It  is 
described  by  the  peak  overpressure  of  each  shock,  and  the  time  between  the  shocks.  Usually  the 
time  between  shocks  does  not  affect  impact,  so  sonic  booms  are  most  commonly  described  by  their 
peak  overpressures. 

In  Figure  F-4,  the  sonic  boom  is  generated  continuously  as  the  aircraft  flies,  and  this  illustration  is 
from  the  perspective  of  moving  with  the  aircraft.  At  a  location  on  the  ground,  however,  the  boom 
exists  briefly  as  the  N-wave  passes  over  that  point.  It  is  common  to  refer  to  the  footprint  of  a 
steady-flight  sonic  boom  as  a  "carpet",  consisting  of  a  "carpet"  of  area  on  the  ground  that  is  swept 
out  as  the  aircraft  flies  along  its  path.  N-wave  booms  are  often  referred  to  as  "carpet  booms". 

Figure  F-5  shows  an  aircraft  sonic  boom  from  a  different  perspective.  The  aircraft  is  flying  to  the 
right,  and  the  cone  to  the  left  is  a  three-dimensional  version  of  the  shocks  in  Figure  F-4.  It  is  the 
boom  as  it  exists  at  a  given  time.  It  is  generated  over  a  period  of  time,  with  the  boom  at  the  ground 
having  been  created  at  an  earlier  time.  The  sonic  boom  energy  generated  at  a  given  time  propagates 
forward  of  the  aircraft,  along  a  cone  similar  to  the  one  projected  to  the  right  in  Figure  F-5.  It 
reaches  the  ground  in  a  forward-facing  crescent,  as  indicated  in  the  figure. 

Sonic  booms  from  launch  vehicles  differ  from  those  sketched  in  Figures  F-4  and  F-5  in  two  ways. 
First,  launch  vehicles  begin  their  flight  vertically,  then  slowly  pitch  over  toward  the  horizontal. 
Second,  launch  vehicles  accelerate,  so  speed  is  continuously  changing  as  they  ascend.  The  cone 
angles  shown  in  Figures  F-4  and  F-5  change  with  speed.  Shock  waves  are  generated  only  after  the 
vehicle  exceeds  Mach  1 ,  and  reach  the  ground  as  sonic  booms  only  after  the  vehicle  has  pitched 
over  and  reached  a  particular  Mach  number.  Figure  F-6  shows  nominal  sonic  boom  noise  contours 
(not  to  scale)  from  a  launch  vehicle.  The  contour  values  represent  pressure  in  pounds  per  square 
foot  (psf),  the  unit  most  commonly  used.  The  launch  site  is  noted  on  the  figure,  and  the  launch 
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direction  is  to  the  right.  As  with  the  noise  contours  shown  in  Figures  F-2  and  F-3,  regions  within 
each  contour  experience  overpressures  equal  to  or  greater  than  that  denoted  for  the  contour.  Also, 
the  contours  denote  the  peak  pressure  that  occurs  at  each  point  over  the  course  of  the  launch  and 
does  not  represent  noise  at  any  one  time.  The  sonic  boom  event  at  each  position  is  brief,  as  noted 
in  the  preceding  paragraph. 

Because  sonic  boom  is  not  generated  until  the  vehicle  becomes  supersonic  some  time  after  launch, 
the  launch  site  itself  does  not  experience  a  sonic  boom.  The  crescent  shape  of  the  contours  reflects 
this  "after  launch"  nature  of  sonic  boom:  the  entire  boom  footprint  is  downtrack,  and  portions  of  the 
footprint  to  the  side  of  the  trajectory  (up  and  down  in  the  figure)  are  farther  downtrack.  This  pattern 
is  similar  to  the  forward-facing  crescent  seen  in  the  right  half  of  Figure  F-5.  There  is  no  boom  to  the 
left  of  the  contours  shown,  and  the  boom  diminishes  rapidly  farther  downtrack,  to  the  right  of  the 
contours. 

The  left  edge  of  the  contours  shown  in  Figure  F-6  is  a  special  region.  Because  the  vehicle  is 
accelerating,  sonic  boom  energy  tends  to  be  more  concentrated  than  if  it  were  in  steady  flight.  The 
left  edge  is  where  the  boom  first  reaches  the  ground,  and  the  concentration  is  highest  there.  There 
is  a  narrow  "focus  boom"  or  "superboom"  region,  usually  less  than  100  yards  where  the  sonic  boom 
amplitude  is  highest.  The  boom  signature  is  also  distorted  into  what  is  referred  to  as  a  "U-wave". 

Figure  F-7  shows  time  histories  (pressure  versus  time)  for  N-wave  carpet  booms  and  U-wave  focus 
booms.  Each  consists  of  a  pair  of  shock  waves  connected  by  a  linear  expansion  (N-wave)  or  a 
U-shaped  curve  (U-wave).  Each  type  of  boom  is  well  described  by  its  peak  overpressure  in  pounds 
per  square  foot  (psf),  and  its  duration  in  milliseconds  (msec).  Duration  tends  to  have  a  minor  effect 
on  impact,  so  the  peak  pressure  is  all  that  is  normally  required. 

The  0.5-psf  contour  shown  in  Figure  F-6,  although  not  to  scale,  has  a  shape  similar  to  an  actual  low- 
overpressure  sonic  boom  contour.  The  two  higher  contours,  2.0  and  5.0  psf,  are  considerably 
distorted  from  typical  actual  contours.  The  crescent  shape  Is  correct,  and  their  width  across  the 
trajectory  (i.e.,  vertical  height  on  this  figure)  relative  to  the  0.5-psf  contour  is  approximately  correct. 
Their  width  and  position  in  the  direction  along  the  trajectory  is  greatly  exaggerated.  It  is  typical  that 
the  left  edge  of  these  higher  contours  would  be  very  close  to  the  left  edge  of  the  0.5-psf  contour, 
and  would  not  appear  as  a  distinct  line  when  plotted  to  any  reasonable  scale.  The  right  edge  of 
these  contours  would  also  be  much  closer  to  the  left  than  shown  and  would  often  not  appear  as 
distinct  lines.  The  focus  boom  region  is  within  the  0.5-psf  contour. 

For  assessment  of  impact  via  Lcdn  as  discussed  in  Section  1.1,  the  peak  pressure  is  related  in  a 
simple  way  to  CSEL,  from  which  Lcdn  can  be  constructed.  The  peak  pressure  P  (psf)  is  converted  to 
the  peak  level  (Lpk)  dB  by  the  relation: 

Lpk  =  127.6  +  20  logio  P 
CSEL  is  then  given  by  Plotkin  (1993): 

CSEL  =  Lpk  -  26  (N-wave) 

CSEL  =  Lpk  -  29  (U-wave) 
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Most  sonic  boom  literature  describes  booms  in  terms  of  overpressure  psf.  This  assessment  adheres 
to  that  convention.  The  above  relations  give  simple  conversions  to  decibels  should  those  units  be  of 
interest. 

2.0  NOISE  EFFECTS 

2.1  ANNOYANCE 

Studies  of  community  annoyance  from  numerous  types  of  environmental  noise  show  that  Ldn  is  the 
best  measure  of  impact.  Schultz  (1978)  showed  a  consistent  relationship  between  Ldn  and 
annoyance.  This  relationship,  referred  to  as  the  "Schultz  curve",  has  been  reaffirmed  and  updated 
over  the  years  (Fidell  et  al.,  1991;  Finegold  et  al.,  1994).  Figure  F-8  shows  the  current  version  of 
the  Schultz  curve. 

A  limitation  of  the  Schultz  curve  is  that  it  is  based  on  long-term  exposure  to  noise.  EELV  launches 
will  be  relatively  infrequent.  Therefore,  analysis  in  the  current  study  examines  individual  noise  levels 
rather  than  Ldn  compared  to  the  Schultz  curve. 

Some  time  ago,  Ldn  of  55  dB  or  less  was  identified  as  a  threshold  below  which  adverse  impacts  to 
noise  are  not  expected  (U.S.  Environmental  Protection  Agency,  1972).  It  can  be  seen  from  Figure 
F-8  that  this  is  a  region  where  a  small  percentage  of  people  is  highly  annoyed.  Ldn  of  65  dB  is 
widely  accepted  as  a  level  above  which  some  adverse  impact  should  be  expected  (Federal 
Interagency  Committee  on  Noise,  1992),  and  it  is  seen  from  Figure  F-8  that  about  15  percent  of 
people  are  highly  annoyed  at  that  level. 

2.2  SPEECH  INTERFERENCE 

Conversational  speech  is  in  the  60-  to  65-dB  range,  and  interference  with  this  can  occur  when  noise 
enters  or  exceeds  this  range.  Speech  interference  is  one  of  the  primary  causes  of  annoyance.  The 
Schultz  curve  incorporates  the  aggregate  effect  of  speech  interference  on  noise  impact. 

Because  EELV  launches  would  be  infrequent,  and  noise  would  last  for  only  a  few  minutes,  speech 
interference  is  not  expected  to  be  a  major  issue. 

2.3  SLEEP  INTERFERENCE 

Sleep  interference  is  commonly  believed  to  represent  a  significant  noise  impact.  The  10-dB 
nighttime  penalty  in  Ldn  is  based  primarily  on  sleep  interference.  Recent  studies,  however,  show  that 
sleep  interference  is  much  less  than  had  been  previously  believed  (Pearsons  et  al.,  1989;  Ollerhead, 
1992). 

Traditional  studies  of  sleep  disturbance  indicate  that  interference  can  occur  at  levels  as  low  as 
45  dB.  Data  indicates  that  at  indoor  SEL  of  70  dB,  about  20  percent  of  people  will  awaken  (Federal 
Interagency  Committee  on  Noise,  1992).  Assuming  a  nominal  outdoor-to-indoor  noise  reduction  of 
20  dB,  these  correspond  to  outdoor  sound  exposure  levels  of  65  dB  and  90  dB,  respectively.  Note 
that  the  awakening  threshold  is  comparable  to  the  threshold  of  outdoor  speech  interference. 


EELV  FE IS 


F-13 


Community  Response 
to  Noise 


Figure  F-8 


F-14 


EELVFEIS 


2.4  TASK  INTERFERENCE 


Due  to  startle  effects,  some  task  interference  may  occur  from  sonic  booms.  High  levels  of  rocket 
noise  may  cause  some  task  interference  close  to  the  launch  sites.  It  is  difficult  to  estimate  degrees 
of  task  interference,  since  this  is  highly  dependent  on  specific  tasks.  Startle  from  sonic  booms  is 
often  stated  as  a  concern,  but  there  are  no  credible  reported  incidents  of  harm  from  sonic  boom 
startle.  Task  interference  from  rocket  noise  is  expected  to  occur  at  higher  noise  levels  than  speech 
interference. 

2.5  HEARING  LOSS 

Federal  Occupational  Safety  and  Health  Administration  (OSHA)  guidelines  (Title  29  CFR  1910.95) 
specify  maximum  noise  levels  to  which  workers  may  be  exposed  on  a  regular  basis  without  hearing 
protection.  Pertinent  limits  are  a  maximum  of  1 1 5  dBA  for  up  to  1 5  minutes  per  day,  and 
unweighted  impulsive  noise  of  up  to  140  dB.  Exceeding  these  levels  on  a  daily  basis  over  a  working 
career  is  likely  to  lead  to  hearing  impairment.  These  levels  are  conservative  for  evaluating  potential 
adverse  effects  from  occasional  noise  events. 

2.6  HEALTH 

Nonauditory  effects  of  long-term  noise  exposure,  where  noise  may  act  as  a  risk  factor,  have  never 
been  found  at  levels  below  federal  guidelines  established  to  protect  against  hearing  loss.  Most 
studies  attempting  to  clarify  such  health  effects  found  that  noise  exposure  levels  established  for 
hearing  protection  will  also  protect  against  nonauditory  health  effects  (von  Gierke,  1990).  There  are 
some  studies  in  the  literature  that  claim  adverse  effects  at  lower  levels,  but  these  results  have 
generally  not  been  reproducible. 

2.7  STRUCTURES 

2.7.1  Launch  Noise 

Damage  to  buildings  and  structures  from  noise  is  generally  caused  by  low-frequency  sounds.  The 
probability  of  structural  damage  claims  has  been  found  to  be  proportional  to  the  intensity  of  the  low- 
frequency  sound.  Damage  claim  experience  (Guest  and  Sloane,  1972)  suggests  that  one  claim  in 
10,000  households  is  expected  at  a  level  of  103  dB,  one  in  1 ,000  households  at  1 1 1  dB,  and  one  in 
100  households  at  1 19  dB. 

Figure  F-9  shows  criteria  for  damage  to  residential  structures  (Sutherland,  1968)  and  compares  them 
to  launch  noise  spectra  that  could  occur  a  few  kilometers  from  the  launch  pad.  These  data  show 
that  noise-induced  damage  to  off-base  property  would  be  minimal. 

2.7.2  Sonic  Boom 

Sonic  booms  are  commonly  associated  with  structural  damage.  Most  damage  claims  are  for  brittle 
objects,  such  as  glass  and  plaster.  Table  F-1  summarizes  the  threshold  of  damage  that  might  be 
expected  at  various  overpressures.  There  is  a  large  degree  of  variability  in  damage  experience,  and 
much  damage  depends  on  the  pre-existing  condition  of  a  structure.  Breakage  data  for  glass,  for 
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Table  F-1.  Possible  Damage  to  Structures  From  Sonic  Booms 


Sonic  Boom 
Overpressure 


Nominal  (psf) 

Type  of  Damage 

Item  Affected 

0.5-2 

Cracks  in  plaster 

Fine;  extension  of  existing;  more  in  ceilings;  over  door  frames; 
between  some  plaster  boards. 

Cracks  in  glass 

Rarely  shattered;  either  partial  or  extension  of  existing. 

Damage  to  roof 

Slippage  of  existing  loose  tiles/siates;  sometimes  new  cracking 
of  old  slates  at  nail  hole. 

Damage  to  outside 
walls 

Existing  cracks  in  stucco  extended. 

Bric-a-brac 

Those  carefully  balanced  or  on  edges  can  fall;  fine  glass,  e.g., 
large  goblets,  can  fall  and  break. 

Other 

Dust  falls  in  chimneys. 

2-4 

Glass,  plaster,  roofs, 
ceilings 

Failures  show  that  would  have  been  difficult  to  forecast  in 
terms  of  their  existing  localized  condition.  Nominally  In  good 
condition. 

4-10 

Glass 

Regular  failures  within  a  population  of  well-installed  glass; 
industrial  as  well  as  domestic  greenhouses. 

Plaster 

Partial  ceiling  collapse  of  good  plaster;  complete  collapse  of 
very  new,  incompletely  cured,  or  very  old  plaster. 

Roofs 

High  probability  rate  of  failure  in  nominally  good  state,  slurry- 
wash;  some  chance  of  failures  In  tiles  on  modern  roofs;  light 
roofs  (bungalow)  or  large  area  can  move  bodily. 

Walls  (out) 

Old,  free  standing,  in  fairly  good  condition;  can  collapse. 

Walls  (in) 

Interior  walls  known  to  move  at  10  psf. 

Greater  than  1 0 

Glass 

Some  good  glass  will  fail  regularly  to  sonic  booms  from  the 
same  direction.  Glass  with  existing  faults  could  shatter  and 
fly.  Large  window  frames  move. 

Plaster 

Most  plaster  affected. 

Ceilings 

Plaster  boards  displaced  by  nail  popping. 

Roofs 

Most  slate/slurry  roofs  affected,  some  badly;  large  roofs 
having  good  tile  can  be  affected;  some  roofs  bodily  displaced 
causing  gable-end  and  wall-plate  cracks;  domestic  chimneys 
dislodged  if  not  in  good  condition. 

Walls 

Interior  walls  can  move  even  if  carrying  fittings  such  as  hand 
basins  or  taps;  secondary  damage  due  to  water  leakage. 

Bric-a-brac 

Some  nominally  secure  items  can  fall;  e.g.,  large  pictures, 
especially  If  fixed  to  party  walls. 

Source:  Haber  and  Nakaki,  1989 
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example,  spans  a  range  of  two  to  three  orders  of  magnitude  at  a  given  overpressure.  While  glass 
can  suffer  damage  at  low  overpressures,  as  shown  in  Table  F-1,  laboratory  tests  of  glass  (White, 
1972)  have  shown  that  properly  installed  window  glass  will  not  break  at  overpressures  below 
10  psf,  even  when  subjected  to  repeated  booms. 

Most  of  the  area  exposed  to  sonic  booms  will  be  below  2  psf,  where  there  is  a  small  probability  of 
damage.  Boom  amplitude  will  exceed  this  in  limited  areas  associated  with  focusing,  with  maximum 
overpressures  in  the  6-  to  8-psf  range.  Because  of  the  limited  area  involved  in  a  focal  zone,  adverse 
impact  will  depend  on  the  relation  of  the  focal  zones  to  sensitive  receptors. 

2.8  WILDLIFE 

The  response  to  sonic  booms  or  other  sudden  disturbances  is  similar  among  many  species  (Moller, 
1978).  Sudden  and  unfamiliar  sounds  usually  act  as  an  alarm  and  trigger  a  "fight  or  flight"  startle 
reaction.  This  sudden  panic  response  may  cause  wildlife  to  injure  themselves  or  their  young; 
however,  this  is  usually  the  result  of  the  noise  in  association  with  the  appearance  of  something 
perceived  by  the  animals  as  a  pursuit  threat,  such  as  a  low-flying  aircraft.  Launch  noise  is  not 
expected  to  cause  more  than  a  temporary  startle-response  because  the  "pursuit"  would  not  be 
present.  Any  loss  or  injury  as  a  result  of  this  startle  response  would  be  incidental  and  not  a 
population-wide  effect.  Animals  control  their  movements  to  minimize  risk.  Loss  rates  have  varied 
greatly  in  the  few  documented  cases  of  injury  or  loss:  mammals  and  raptors  appear  to  have  little 
susceptibility  to  those  losses;  the  most  significant  losses  have  been  observed  among  waterfowl. 

Panic  responses  typically  habituate  quickly  and  completely  with  fewer  than  five  exposures  (Bowles, 
1997). 

During  a  Titan  II  launch  from  SLC-4  at  Vandenberg  AFB,  all  snowy  plovers  flushed  and  settled  in  a 
somewhat  different  flock  configuration.  One-half  mile  south  of  the  Santa  Ynez  River,  no  discernible 
response  occurred  during  launch.  The  snowy  plovers  stood  from  roost  sites  and  walked  one  meter 
from  original  roosting  position.  The  reaction  exhibited  resembled  the  response  to  a  perceived  • 
predator  threat,  including  a  return  to  normal  behavior  when  the  perceived  threat  had  passed  (Read, 
1996a, b). 

The  startling  effect  of  a  sonic  boom  can  be  stressful  to  an  animal.  This  reaction  to  stress  causes 
physiological  changes  in  the  neural  and  endocrine  systems  including  increased  blood  pressure  and 
higher  levels  of  available  glucose  and  corticosteroids  in  the  bloodstream.  Continued  disturbances 
and  prolonged  exposure  to  severe  stress  may  deplete  nutrients  available  to  the  animal. 

Both  physiological  and  behavioral  responses  to  sonic  booms  have  been  examined  among  California 
pinnipeds  (Manci  et  al.,  1988).  The  physiological  study  demonstrated  recognizable  short-lived 
changes  in  hearing  sensitivity  due  to  minimum  sonic  boom  overpressures.  Longer  temporary  hearing 
losses  are  likely  to  occur  for  exposures  greater  than  those  tested  (Manci  et  al.,  1988). 

Behaviorally,  harbor  seals,  California  sea  lions,  northern  fur  seals,  and  Guadalupe  fur  seals  at  the 
Channel  Islands  will  react  to  sonic  booms  of  any  intensity,  and  many  will  move  rapidly  into  the  water 
depending  on  the  season  and  amplitude  of  the  boom.  However,  any  observed  response  is  usually 
short  in  duration.  Elephant  seals  will  startle  in  response  to  sonic  booms  of  low  intensity,  but  they 
resume  normal  behavior  within  a  few  minutes  of  the  disturbance  (Manci  et  al.,  1988). 
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A  launch  effect  of  127.4  dB  (108.1  dBA)  caused  20  of  23  of  the  Purisima  Point  harbor  seals  to  flee 
into  the  water,  and  only  3  returned  after  2.5  hours.  At  Rocky  Point,  20  of  74  harbor  seals  fled  into 
the  water  during  a  103.9-dB  (80-dBA)  launch  event,  returning  after  30  minutes.  Another  launch 
(98.7  to  101 .8  dBA)  caused  almost  all  Rocky  Point  harbor  seals  ashore  to  flee  into  the  water,  after 
which  75  percent  returned  within  90  minutes  (Tetra  Tech,  Inc.,  1997). 

Harbor  seals,  California  sea  lions,  northern  fur  seals,  and  Guadalupe  fur  seals  at  the  Channel  Islands 
will  startle  in  response  to  sonic  booms  of  any  intensity,  and  many  will  move  rapidly  into  the  water 
depending  on  the  season  and  amplitude  of  the  boom.  However,  any  observed  response  is  usually 
short-lived.  Elephant  seals  will  startle  in  response  to  sonic  booms  of  low  intensity,  but  they  resume 
normal  behavior  within  a  few  minutes  of  the  disturbance  (Manci  et  al.,  1988). 

Manatees  are  relatively  unresponsive  to  human-generated  noise  to  the  point  that  they  are  often 
suspected  of  being  deaf  to  oncoming  boats  (although  their  hearing  is  actually  similar  to  that  of 
pinnipeds)  (Bullock  et  al.,  1980).  Since  manatees  spend  most  of  their  time  below  the  surface,  and 
since  they  do  not  startle  readily,  no  effect  of  aircraft  or  launch  vehicle  overflights  on  manatees 
would  be  expected  (Bowles  et  al.,  1991). 

The  effect  of  launch  noises  on  cetaceans  appears  to  be  somewhat  attenuated  by  the  air/water 
interface.  The  cetacean  fauna  in  the  area  have  been  subjected  to  sonic  booms  from  military  aircraft 
for  many  years  without  apparent  adverse  effects  (Tetra  Tech,  Inc.,  1997). 

Raptor  response  to  sonic  boom  while  nesting  was  investigated  through  the  use  of  simulated  booms 
in  natural  conditions.  Response  to  sonic  boom  was  fairly  minimal  (Ellis  et  al.,  1991).  The  sonic 
booms  generated  for  response  testing  were  equivalent  to  impulse  noises  generated  by  supersonic 
jets  in  the  medium-  to  high-altitude  range  (2,000-3,000  m).  There  was  a  total  of  seven  raptor 
species  tested  including  84  individuals  in  various  life  stages.  Of  the  individuals  observed  during 
sonic  booms,  65  responses  were  insignificant.  Adult  response  to  the  sonic  boom  usually  resulted  in 
flushing  from  the  nest,  although  incubating  or  brooding  adults  never  left  the  nesting  area.  Reactions 
among  species  did  have  some  variation.  The  reproductive  rates  for  the  tested  sites  were  at  or  above 
normal  for  both  years  of  testing.  Heart  rate  response  to  sonic  booms  were  measured  using  captive 
peregrine  falcons.  Heart  rates  after  sonic  booms  were  at  or  below  a  heart  rate  level  of  a  falcon 
returning  from  flight  (Ellis  et  al.,  1991).  In  a  different  study  on  adult  peregrine  falcons,  the  startle 
response  was  found  to  cause  egg  breakage  of  already  thin  eggshells  (residual 
dichlorodiphenyltrichloroethane  (DDT)  effects)  or  cause  young  close  to  fledgling  age  to  fledge 
prematurely,  thus  placing  them  at  a  particularly  high  risk  of  mortality  (Read,  1996a).  Peregrine 
falcons  at  the  early  nesting  phase  are  not  adversely  impacted  by  Titan  IV  launches  because  the 
chicks  are  expected  to  crouch  safely  down  in  their  nests  rather  than  move  toward  the  edge  of  the 
ledge  (Read,  1 996a). 

A  huge  sooty  tern  nesting  failure  that  occurred  in  the  southern  Florida  Dry  Tortugas  colony  in  1969 
may  have  been  a  result  of  sonic  booms  that  occurred  on  a  daily  basis  (Austin  et  al.,  1970).  Birds 
had  been  observed  to  react  to  sonic  booms  in  previous  seasons  with  a  panic  flight,  circling  over  the 
island  momentarily  and  then  usually  settling  down  on  their  eggs  again.  Upon  review,  the  nesting 
failure  was  attributed  to  be  most  likely  due  to  the  interruption  of  the  incubation  period  and  from  nest 
abandonment.  ' 
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NOISE  MODELING 


3.1  LAUNCH  NOISE 

On-pad  and  in-flight  rocket  noise  was  computed  using  the  RNOISE  model  (Plotkin  et  al.,  1997). 

Rocket  noise  prediction  via  this  model  consists  of  the  following  elements: 

1 .  The  total  sound  power  output,  spectral  content  and  directivity  is  based  on  the  in-flight  noise 
model  of  Sutherland  (1993).  Noise  emission  is  a  function  of  thrust,  nozzle  exit  gas  velocity, 
nozzle  exit  diameter,  and  exhaust  gas  properties. 

Propagation  from  the  vehicle  to  the  ground  accounts  for  Doppler  shift,  absorption  of  sound  by 
the  atmosphere  (American  National  Standards  Institute,  1978),  inverse  square  law  spreading, 
and  attenuation  of  sound  by  the  ground  (Chien  and  Soroka,  1980).  A  semi-hard  ground  surface 
(1,000  mks  rayls)  was  assumed. 

2.  One-third  spectral  levels  were  computed  at  the  ground,  for  every  flight  trajectory  point,  on  a  grid 
of  3,721  points.  ASEL  and  maximum  A-weighted  and  overall  sound  levels  were  then  derived 
from  the  results  at  each  grid  point. 

The  computed  noise  levels  were  then  depicted  as  contours  of  equal  level. 

3.2  SONIC  BOOM 

Sonic  boom  was  computed  using  the  U.S.  Air  Force's  PCBoomS  software  (Plotkin,  1996).  This  is  a 

full  ray  tracing  model.  Details  of  sonic  boom  theory  are  presented  by  Plotkin  (1989)  and  Maglieri 

and  Plotkin  (1991).  The  specific  approach  to  EELV  sonic  boom  modeling  included  the  following 

elements: 

1 .  Trajectories  provided  by  the  vehicle  manufacturers  were  converted  into  PCBoomS  TRJ  format 
using  PCBoomS's  TRAJ2TRJ  utility.  This  utility  generated  required  higher  derivatives,  as  well  as 
converting  file  formats. 

2.  Vehicle  F-f unctions  were  calculated  using  the  method  of  Carlson  (1978).  Area  distributions  were 
obtained  from  vehicle  drawings.  The  shape  factors  computed  were  used  to  obtain  nominal 
N-wave  F-functions. 

3.  The  F-function  associated  with  the  plume  was  obtained  using  a  combination  of  the  Universal 
Plume  Model  (Jarvinen  and  Hill,  1970)  and  Tiegerman's  (1975)  hypersonic  boom  theory. 

4.  Ray  tracing  and  signature  evolution  were  computed  by  integration  of  the  eiconal  and  Thomas's 
(1972)  wave  parameter  method. 

5.  Focal  zones  were  detected  from  the  ray  geometry,  and  focus  signatures  computed  by  applying 
Gill  and  Seebass's  (1975)  numerical  solution. 

The  resultant  sonic  boom  calculations  were  depicted  as  contours  of  constant  overpressure  (psf). 
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Table  G-1 .  Plant  and  Animal  Species  Potentially  Occurring  in  the  Vicinity 

of  Cape  Canaveral  AS 
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Common  Name 

Scientific  Name 

Plants 

Water  Plaintain  Family 

Aiismataceae 

Arrowheads 

Sagittaria  spp. 

Sumac  or  Cashew  Family 

Anacardiaceae 

Brazilian  pepper 

Schinus  terebinthifolius 

Poison  ivy 

Toxicodendron  radicans 

Custard  Apple  Family 

Annonaceae 

Pond  apple 

Annona  glabra 

Palm  Family 

Arecaceae 

Palmetto 

Saba!  spp. 

Cabbage  palmetto 

Saba!  palmetto 

Saw  Palmetto 

Serenoa  repens 

Milkweed  Family 

Asclepiadaceae 

Curtiss'  milkweed 

Asdepias  curtissii 

Sunflower  Family 

Asteraceae 

Groundsel  tree 

Baccharis  halmifolia 

Sea  oxeye  daisy 

Borrichia  frutescens,  B.  arborescens 

Beach  elder 

Iva  imbricata 

Camphorweed 

Pfuchea  purpurascens 

Cactus  Family 

Cactaceae 

Prickly  pear 

Opuntia  spp. 

Honeysuckle  Family 

Capriofoliaceae 

Twinberry 

Lodnera  involucrata 

Rock  Rose  Family 

Cistaceae 

Nodding  pinweed 

Lechea  cernua 

Combretum  Family 

Combretaceae 

Buttonwood 

Conocarpus  erecta 

Morning  Glory  Family 

Convolvulaceae 

Railroad  vine 

tpomoea  pes-caprae 

Cypress  Family 

Cupressaceae 

Red  cedar 

Juniperus  virginiana 

Sedge  Family 

Cyperaceae 

Sedges 

Carex  spp. 

Crowberry  Family 

Empetraceae 

Rosemary 

Ceratiola  ericoides 

Spurge  Family 

Euphorbiaceae 

Beach  croton 

Croton  spp. 

Oak  Family 

Fagaceae 

Chapman's  oak 

Quercus  chapmanii 

Sand  live  oak 

Quercus  geminata 
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Table  G-1 .  Plant  and  Animal  Species  Potentially  Occurring  in  the  Vicinity 

of  Cape  Canaveral  AS 
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Common  Name 

Scientific  Name 

Plants  (Continued) 

Myrtle  oak 

Quercus  myrtifoUa 

Live  oak 

Quercus  virginiana 

Gentian  Family 

Gentianaceae 

Sabatia 

Sabatia  spp. 

Laurel  Family 

Lauraceae 

Red  bay 

Persea  borbonia 

Lily  Family 

Liliaceae 

Catbrier 

Smifax  spp. 

Mulberry  Family 

Moraceae 

Strangler  fig 

Ficus  aurea 

Red  mulberry 

Morus  rubra 

Wax  Myrtle  Family 

Myricaceae 

Wax  myrtle 

Myrica  cerifera 

Myrsine  Family 

Myrsinaceae 

Myrsine 

Myrsine  quianensis 

Adder's  Tongue  Family 

Ophioglassaceae 

Hand  fern 

Ophiogiossum  paimatum 

Pine  Family 

Pinaceae 

Sand  pine 

Pinus  ciausa 

Grass  Family 

Poaceae 

Saitgrass 

Distichiis  spicata 

Muhly  grass 

Muhienbergia  spp. 

Cuban  shoal  grass 

Haioduie  wrightii 

Beach  cordgrass 

Spartina  spp. 

Sea  oats 

Unioia  panicuiata 

Buckwheat  Family 

Polygonaceae 

Sea  grapes 

Coccoloba  uvifera 

Buckthorn  Family 

Rhamnaceae 

Buckthorn 

Rhamnus  caroiiniana 

Tough  buckthorn 

Rhamnus  spp. 

Rose  Family 

Rosaceae 

Carolina  Laurelcherry 

Prunus  caroiiniana 

Rue  Family 

Rutaceae 

Hercules'  club 

Zanthoxyiem  clava-hercuiis 

Willow  Family 

Salicaceae 

Willows 

Salix  spp. 

Soapberry  Family 

Sapindaceae 

Varnish  leaf 

Dodoneae  viscosa 

Sapodilla  Family 

Sapotaceae 

Satin  leaf 

Chrysophyiium  oHvi forme 
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Table  6-1 .  Plant  and  Animal  Species  Potentially  Occurring  in  the  Vicinity 

of  Cape  Canaveral  AS 
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Common  Name 

Scientific  Name 

Plants  (Continued) 

Bald  Cypress  Family 

Taxodiaceae 

Cypress  tree 

Taxodium  spp. 

Cattail  Family 

Typhaceae 

Cattai! 

Typha  spp. 

Elm  Family 

Ulmaceae 

Hackberry 

Celtis  spp. 

American  elm 

Ulmas  americana 

Vervain  Family 

Verbinaceae 

Black  mangrove 

Avicennia  germinans 

Mangrove 

Avicennia,  Lagucuiana,  Rhizophora  spp. 

Coastal  vervain 

Glandulareia  maritima 

White  mangrove 

Lagucularia  racemosa 

Grape  Family 

Vitaceae 

Virginia  creeper 

Parthenocissus  quinquefolia 

Muscadine  grape 

Vitis  rotundifoUa 

Animals 

Mammals 

Feral  pig  (swine) 

Sus  spp. 

Sei  whale 

Baeaenoptera  borealis 

Finback  whale 

Balaenoptera  physalus 

Armadillo 

Dasypus  novemcinctus 

Northern  right  whale 

Eubaiaena  glaciafis 

Domestic  cat 

Fells  domesticus 

Bobcat 

Lynx  rufus 

Humpback  whale 

Megaptera  novaeangliae 

Long-tailed  weasel 

Mustela  frenata 

White-tailed  deer 

Odocoileus  virginianus 

Round-tailed  muskrat 

Ondatra  zibethicus 

Southeastern  beach  mouse 

Peromyscus  poUonotus  niveiventris 

Sperm  whale 

Physeter  catodon 

Florida  mouse 

Podomys  floridanus 

Raccoon 

Procyon  lotor 

Rats 

Rattus  spp. 

Spotted  dolphin 

Stenelle  dubia 

Manatee 

Trichechus  manatus 

Bottlenose  dolphin 

Tursiops  truncatus 
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of  Cape  Canaveral  AS 
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Common  Name 

Scientific  Name 

Birds 

Sharp-shinned  hawk 

Accipiter  stnatus 

Spotted  sandpiper 

Actitis  macularia 

Roseate  spoonbill 

Ajaia  ajaja 

Florida  scrub  jay 

Aphelocoma  coerulescens  coerulescens 

Great  blue  heron 

Ardea  herodias 

Ruddy  turnstone 

Arenaria  interpres 

Red-tailed  hawk 

Buteo  Jamaicensis 

Northern  cardinal 

CardinaHs  cardinalis 

Turkey  vulture 

Cathartes  aura 

Willet 

Catotrophorus  semipalmatus 

Piping  plover 

Charadrius  melodus 

Common  ground  dove 

Columbina  passerina 

Fish  crow 

Corvus  ossifragus 

Blue  jay 

Cyanocitta  cristata 

Black-throated  blue  warbler 

Dendroica  caerulescens 

Blackpoll  warbler 

Dendroica  striata 

Gray  catbird 

Dumetella  carofinenses 

Little  blue  heron 

Egretta  caerufea 

Peregrine  falcon 

Falco  perigrinus 

Southeastern  American  kestrel 

Fa/co  sparverius  paulus 

Bald  eagle 

Hafiaetus  leucocephalus 

Black-necked  stilt 

Himantopus  mexicanus 

Barn  swallow 

Hirundo  rustica 

Red-bellied  woodpecker 

Melanerpes  carolinus 

Northern  mockingbird 

Mimas  polyglottus 

Black-and-white  warbler 

Mniotilta  varia 

Wood  stork 

Mycteria  americana 

Osprey 

Pandion  haliaetus 

Downy  woodpecker 

Pecoides  pubescens 

Brown  pelican 

Pelicanus  occidentafis 

Rufous-sided  towhee 

Pipilo  erythrophthalmus 

Common  grackel 

Quiscalus  mexicanus 

Ovenbird 

Seirus  aurocapiUus 

American  redstart 

Setophaga  ruticilla 

Least  tern 

Sterna  anti! i arum 

Caspian  tern 

Sterna  caspia 

House  wren 

Troglodytes  aedon 

Eastern  kingbird 

Tyrannus  tyrannus 

Blue-winged  warbler 

Vermivora  pinus 

Yellow-throated  vireo 

Vireo  f  la  vitro  ns 

Red-eyed  vireo 

Vireo  olivaceus 

Mourning  dove 

Zenaida  macroura 
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of  Cape  Canaveral  AS 
Page  5  of  6 


Common  Name 

Scientific  Name 

Amphibians  and  Reptiles 

American  alligator 

Alligator  mississippiensis 

Green  anole 

AnoHs  caroHnensis 

Florida  softshell 

Apalone  spp. 

Atlantic  loggerhead  sea  turtle 

Caretta  caretta 

Green  sea  turtle 

Chelonia  my  das 

Six-lined  racerunner 

Cnemidophorus  sexHneatus 

Racer 

Coluber  constrictor 

Leatherback  sea  turtle 

Dermochelys  coriacea 

Southern  ringneck  snake 

Diadophis  punctatus 

Eastern  indigo  snake 

Drymarchon  corais  couperi 

Hawksbill  sea  turtle 

Eretmochelys  imbricata  imbricate 

Broadhead  skink 

Eumeces  laticeps 

Eastern  narrow-mouthed  toad 

Gastroophryne  caroHnensis 

Gopher  tortoise 

Gopherus  polyphemus 

Green  treefrog 

Hyia  cinerea 

Squirrel  frog 

Hyia  squirella 

Atlantic  (Kemp's)  Ridley  sea 

Lepidochelys  kempi 

turtle 

Eastern  coachwhip 

Masticophis  flagellum 

Mangrove  salt  marsh  snake 

Nerodia  darkii  compressicauda 

Gopher  frog 

Rana  capito 

Southern  leopard  frog 

Rana  utricularia 

Spade-foot  toad 

Scaphiopus  holbrookii  holbrookii 

Florida  box  turtle 

Terrapene  Carolina 

Fish 

Bay  anchovy 

Anchoa  mitchilli 

Sheepshead 

Archosargus  probatorephalus 

Spotted  seatrout 

Cynoscion  nebulosus 

Sheepshead  minnow 

Cyprinodon  variegatus 

Killfish 

Cyprinodontidae 

Ladyfish 

Elops  sauras 

Topminnow 

Fundulus  lineolatuSr  or  F.  chrysotus 

Pinfish 

Lagodon  rhomboides 

Spot 

Leiostomus  xanthurus 

Garfish 

Lepisosteus  spp. 

Bluegill 

Lepomis  macrochirus 

Gray  snapper 

Lutjanus  griseus 

Atlantic  silversides 

Menidia  menidia 

Largemouth  bass 

Micropterus  salmoides 

Striped  mallet 

Mugil  cephalus 
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Table  G-1.  Plant  and  Animal  Species  Potentially  Occurring  in  the  Vicinity 

of  Cape  Canaveral  AS 
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Common  Name 

Scientific  Name 

Fish  (Continued) 

Sailfin  molly 

Poecilia  latipinna 

Black  drum 

Sciaenops  ocellata 

Sources:  Florida  Natural  Areas  Inventory,  1996b:  National  Aeronautics  and  Space  Administration,  1995c,  1996;  Nelson 
et  al.,  1991 . 
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Table  G-2.  Plant  and  Animal  Species  Potentially  Occurring  in  the  Vicinity  of  Vandenberg  AFB 
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Common  name 

Scientific  name 

Plants 

Fig-Marigold  Family 

Aizoaceae 

Hottentot  fig 

Carpobrotus  eludis 

Sumac  or  Cashew  Family 

Anacardiaceae 

Poison  oak 

Toxicodendron  diversilobilum 

Sunflower  Family 

Asteraceae 

California  sagebrush 

Artemisia  caiifornica 

Coyote  brush 

Baccharis  pilularis 

La  Graciosa  thistle 

Cirsium  loncholepis 

Surf  thistle 

Cirsium  rhothophylum 

Mock  heather 

Ericameria  ericoides 

Goldenbush 

Isocoma  menziesii 

Deer  Fern  Family 

Blechnaceae 

Beach  layia 

Layia  carnosa 

Borage  Family 

Boraginaceae 

Large-flowered  fiddleneck 

Amsinckia  spp. 

Mustard  Family 

Brassicaceae 

Black  mustard 

Brassica  nigra 

Beach  spectaclepod 

Dithyrea  maritima 

Gambel's  watercress 

Rorippa  gambelli 

Honeysuckle  Family 

Caprifoliaceae 

Twinberry 

Lonicera  involucrata 

Pink  Family 

Caryophyllaceae 

Marsh  sandwort 

Aren  aria  paiudicota 

Goosefoot  Family 

Chenopodiaceae 

California  goosefoot 

Chenopodium  californicum 

Cypress  Family 

Cupressaceae 

Monterey  cypress 

Cupressus  macrocarpa 

Sedge  Family 

Cyperaceae 

Bullrushes 

Scirpus  spp. 

Tule 

Scirpus  validus 

Heath  Family 

Ericacae 

Purisma  manzanita 

Arctostaphyios  purissima 

Sand  mesa  manzanita 

Arctostaphylos  rudis 

Shagbark  manzanita 

Arctostaphyios  spp. 

Salal 

Gaultheria  shallon 

Huckleberry 

Vaccinium  ova  turn 

Legume  Family 

Fabaceae 

Locoweed 

Astragalus  spp. 

Deerweed 

Lotus  scoparius 

Lupine 

Lupinus  spp. 
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Common  name 

Scientific  name 

Plants  (Continued) 

Tomcat  clover 

Tri folium  wildenovii 

Vetch 

Vida  spp. 

Oak  Family 

Fagaceae 

Santa  Cruz  Island  oak 

Quercus  parvula 

Geranium  Family 

Geraniaceae 

Filaree 

Erodium  brachycarpum 

Waterleaf  Family 

Hydrophyllaceae 

Lompoc  yerba  santa 

Eriodictyon  capitatum 

Iris  Family 

Iridaceae 

Blue-eyed  grass 

Sisrinchium  bellum 

Arrow  Grass  Family 

Juncaginaceae 

Crisp  Monardella 

Monardella  crispa 

San  Luis  Obispo  monardella 

Monardella  frutescens 

Myrtle  Family 

Myrtaceae 

Eucalyptus 

Eucalyptus 

Blue  eucalyptus 

Eucalyptus  globulus 

Grass  Family 

Poaceae 

Wild  oats 

A  vena  fatua 

Brome 

Bromus  spp. 

Veldt  grass 

Ehrharta  calycina 

Fescue 

Festuca  arundinacea 

Giant  wild  rye 

Leymus  condensatus 

Needle-grass 

Nassella  carnua 

Buttercup  Family 

Ranunculaceae 

Blochman's  delphinium 

Delphinium  parryi 

Dune  delphinium 

Delphinium  spp. 

Buckthorn  Family 

Rhamnaceae 

Coast  ceanothus 

Ceanothus  spp. 

Santa  Barbara  ceanothus 

Ceanothus  spp. 

Rose  Family 

Rosaceae 

Chamise 

Adenostoma  fasciculatum 

Kellogg's  horkelia 

Horkelia  spp. 

Blackberry 

Robus  ursinas 

Willow  Family 

Salicaceae 

Arroyo  willow 

Salix  lasiolepis 

Figwort  Family 

Scrophulariaceae 

Owl's  clover 

Castilleja  attenuata,  C.  exserta,  C.  densi flora 

Seaside's  bird's  beak 

Cordylanthus  rigidus  spp.  littoralis 

Lompoc  bush  monkeyflower 

Mimulus  aurantiacus 

Black  flowered  figfort 

Scrophularia  atrata 

Cattail  Family 

Typhaceae 

Cattails 

Typha  spp. 
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_ Common  name _ Scientific  name _ 

Plants  (Continued) 

Nettle  Family  Urticaceae 

Stinging  nettle  Uritica  dioica 

Creek  nettle  Uritica  holoserica 

Animals 

Mammals 


Guadalupe  fur  sea! 

Arctocephalus  townsendi 

Sei  whale 

Baeaenoptera  borealis 

Right  whale 

Balaena  glacialis 

Blue  whale 

Balaenoptera  musculus 

Finback  whale 

Balaenoptera  physalus 

Northern  fur  seal 

Caflorhinus  ursinus 

Coyote 

Canis  latrans 

California  ground  squirrel 

Citeffus  variegatus 

Virginia  opossum 

Didelphis  virginiana 

Heerman's  kangaroo  rat 

Dipodomys  heermanni 

Sea  otter 

En hydra  lutris 

Southern  sea  otter 

En hydra  lutris  nereis 

Grey  whale 

Eschrichtius  gibbosus 

Stellar  sea  lion 

Eumetopias  jubatus 

Mountain  lion 

Felis  concolor 

Jackrabbit 

Lepus  californicus 

Bobcat 

Lynx  rufus 

Humpback  whale 

Megaptera  novaeangliae 

Striped  skunk 

Mephitis  mephitis 

Elephant  seals 

Mirounga  agustirostris 

Northern  elephant  seal 

Mirounga  angustirostris 

Long-tailed  weasel 

Musteia  frenata 

Dusky-footed  woodrat 

Neotoma  fuscipes 

Desert  woodrat 

Neotoma  lepida 

Mule  deer 

Odocoiieus  hemionus 

California  pocket  mouse 

Perognathus  californicus 

California  mouse 

Peromyscus  eremicus 

Harbor  seal 

Phoca  vitulina 

Sperm  whale 

Physeter  catadon 

Raccoon 

Procyon  lotor 

Ornate  shrew 

Soex  ornatus 

Trowbridge  shrew 

Sorex  trowbridgei 

Feral  pig 

Sus  scrofa 

Desert  cottontail 

Sylvilagus  auduboni 

Brush  rabbit 

SyivHagus  bachmani 
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Common  name 

Scientific  name 

Mammals  (Continued) 

Badger 

Taxidea  taxis 

Botta's  pocket  gopher 

Thommomys  bottae 

California  sea  lion 

Zafophus  californianus 

Birds 

Cooper's  hawk 

Accipiter  cooperii 

Southern  California  Rufous  crowned 

Aimophifa  ruficeps 

sparrow 

Scrub  jay 

Alphelocoma  coerufescens 

Grasshopper  sparrow 

Ammodramus  savannarum 

Bell's  sage  sparrow 

Amphispiza  belli 

Black-chinned  hummingbird 

Archilochus  alexandri 

Short-eared  owl 

Aslo  flammeus 

Long-eared  owl 

Asio  Otis 

Brant 

Branta  bernicia 

Great-horned  owl 

Bubo  virginlanus 

Red-tailed  hawk 

Buteo  jamalcensis 

Red-shouldered  hawk 

Buteo  Hneatus 

Ferruginous  hawk 

Buteo  regaiis 

California  quail 

CaHipepia  gambelii 

Costa's  hummingbird 

Calypte  costae 

Pine  siskin 

Carduefis  pinus 

House  finches 

Carpodacus  mexicanus 

Swainson's  thrush 

Catharus  guttatus 

Hermit  thrush 

Catharus  guttatus 

Pigeon  guillemot 

Cepphus  columba 

Wrentit 

Chamaea  fasclata 

Western  snowy  plover 

Charadrius  afexandrinus  nivosus 

Northern  harrier 

Circus  cyaneus 

Anna's  hummingbird 

Clypte  anna 

Western  yellow-billed  cuckoo 

Coccyzus  americanus  occidentaHs 

Western  wood  peewee 

Contopus  sordidulus 

Yellow-rumped  warbler 

Dendroica  coronata 

White-tailed  kite 

Eianus  teucurus 

Southwestern  willow  flycatcher 

Empidonax  traillii  extimus 

California  horned  lark 

Eremophila  aipestris 

Merlin 

Falco  columbarius 

Prairie  falcon 

Faico  mexicanus 

American  peregrine  falcon 

Falco  peregrin  us  anatum 

American  kestrel 

Falco  sparverius 

Arctic  loon 

Gavia  arctica 

Loon 

Gavia  immer 
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Common  name  Scientific  name 


Birds  (Continued) 


Roadrunner 

Geococyx  cafifornianus 

Common  yellowthroat 

Geothlypis  trie  has 

Southern  bald  eagle 

Haliaeetus  leucocephalus 

Oriole 

Icterus  spp. 

Loggerhead  shrike 

Lanius  ludovicianus 

Western  gull 

Larus  occidentalis 

Bonaparte's  gull 

Larus  Philadelphia 

Gulls 

Larus  spp. 

California  black  rail 

Laterallus  jamaicensus  coturniculus 

Song  Sparrow 

Melosplza  melodia 

Brown-headed  cowbird 

Molothrus  ater 

Long-billed  curlew 

Numenius  americanus 

Ashy  storm-petrel 

Oceanodroma  homochroa 

Leach's  storm-petrel 

Oceanodroma  luecorhoa 

Savannah  sparrow 

Passerculus  sandwichensis 

Belding's  savannah  sparrow 

Passerculus  sandwichensis  beldingi 

California  brown  pelican 

Pelacanus  occidentalis  californicus 

Brown  Pelican 

Pelecanus  occidentalis 

Double-crested 

Phalacrocorax  auritus 

Pelagic  cormorant 

Phalacrocorax  pelagicus 

Brandt's  cormorant 

Phalacrocorax  penicillatus 

Red-necked  phalarope 

Phalaropas  lobatus 

Red  phalarope 

Phalaropus  fulicaria 

Black  headed  grosbeak 

Pheucticus  melanocephalus 

Nutall's  woodpecker 

Picoides  nuttallii 

Downy  woodpecker 

Picoides  pubescens 

Hairy  woodpecker 

Picoides  villosus 

California  towhee 

PipHo  crissaiis 

Spotted  towhee 

Pipilo  erythrophthalmus 

Cassin's  auklet 

Ptychoramphus  aieuticus 

Ruby-crowned  kinglet 

Regaius  calendula 

Kinglet 

Regulus  spp. 

Black  phoebe 

Sayornis  nigricans 

Burrowing  owl 

Speotyto  cunicularia 

California  least 

Sterna  antillarum  browni 

Elegant  tern 

Sterna  eiegans 

Western  meadowlarks 

Sturnella  neglecta 

European  starling 

Sturnus  vulgaris 

Tree  swallow 

Tachycineta  bicolor 

Bewick's  wren 

Thryomanes  bewickii 

California  thrasher 

Toxostoma  redivivum 

American  robin 

Turdus  migrator! us 
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Common  name 

Scientific  name 

Birds  (Continued) 

Barn  owl 

Tyto  alba 

Common  murre 

Uria  aalge 

Least  Bell's  vireo 

Vireo  bellii  pusillus 

Warbling  vireo 

Vireo  gilvus 

Hutton's  Vireo 

Vireo  huttoni 

Wilson's  warbler 

Wisionia  pusiiia 

White-crowned  sparrow 

Zonotrichea  ieucophrys 

Amphibians  and  Reptiles 

California  tiger  salamander 

Ambystoma  caiiforniense 

Blackbelly  slender  salamander 

Batrachoseps  nigriventris 

Western  toad 

Bufo  boreas 

Loggerhead  sea  turtle 

Caretta  caretta 

Green  sea  turtle 

Cheionia  my  das 

Southwestern  pond  turtle 

Ciemmys  marmorata 

Leatherback  sea  turtle 

Dermocheiys  coriacea 

Ensatina 

Ensatina  eschschoitzii 

Western  skink 

Eumeces  skiitonianus 

Southern  alligator  lizard 

Gerrhonotus  muiticarinatus 

Pacific  treefrog 

Hyla  regilla 

Common  kingsnake 

Lampropeitis  getuia 

Pacific  Ridley  sea  turtle 

Lepidocheiys  oiivacea 

Gopher  snake 

Pituophis  meianoieucus 

Pacific  chorus  frog 

Psuedacris  regiiia 

California  red-legged  frog 

Rana  aurora  draytonii 

Bullfrog 

Rana  catesbeina 

Western  fence  lizard 

Sceioporus  occidentaiis 

Two-striped  garter  snake 

Thamnophis  hamondii 

Common  garter  snake 

Thamnophis  sirtaiis 

Southern  Pacific  rattlesnake 

C rota i us  viridis  heiieri 

Fish 

Topsmelt 

Atherinops  af finis 

Pacific  herring 

Clupea  harengus 

Tidewater  goby 

Eucyciogobius  newberryi 

Mosquito  fish 

Gambusia  affinis 

Threespine  stickleback 

Gasterosteus  acuieatus  microcephaius 

Unarmored  threespine  stickleback 

Gasterostreus  acuieatus  wiiiiamsonii 

Arroyo  chub 

Gila  orcutti 

Walleye  surfperch 

Hyperprosopon  argenteum 

Bluegill  sunfish 

Lepomis  macrochirus 
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SUMMARY  OF  REQUEST  FOR  LETTER  OF  AUTHORIZATION  FOR  THE  INCIDENTAL  TAKE  OF 
MARINE  MAMMALS  FOR  PROGRAMMATIC  OPERATIONS  AT  VANDENBERG  AIR  FORCE  BASE, 

CALIFORNIA 


Introduction 

Vandenberg  Air  Force  Base  (AFB)  submitted  a  request  on  July  11,  1997,  to  the  National  Marine 
Fisheries  Service  (NMFS)  for  a  5-year  Letter  of  Authorization  for  the  Incidental  Take  of  Marine 
Mammals  for  Programmatic  Operations  on  base.  The  purpose  of  the  request  is  to  eliminate  the  need 
to  obtain  1-year  permits  for  each  programmatic  operation  and  to  receive  instead  a  5-year  incidental 
take  permit  under  Section  101(a)(5)(A)  of  the  Marine  Mammal  Protection  Act  for  all  programmatic 
operations  on  Vandenberg  AFB.  The  Air  Force  will  be  coordinating  with  the  NMFS  to  determine 
whether  the  proposed  EELV  activities  would  be  included  under  the  conditions  of  such  a  permit.  In 
support  of  this  request,  an  Environmental  Assessment  was  prepared  by  Vandenberg  AFB  to  address 
potential  noise  impacts  from  actions  proposed  under  the  permit.  The  environmental  assessment 
includes:  coastal  habitat  of  Vandenberg  AFB,  adjacent  coastal  waters,  the  northern  Channel  Islands, 
and  the  marine  mammals  that  utilize  these  areas. 

Included  Activities 

The  application  document  addresses  noise-related  impacts  from  the  following  operations  on 
Vandenberg  AFB: 

•  Activities  addressed  under  previous  harassment  permit  applications,  including: 

The  launch  of  Lockheed  Martin  Launch  Vehicles  from  Space  Launch  Complex  6 
(SLC-6) 

The  launch  of  McDonnell  Douglas  Aerospace  Delta  II  rockets  from  SLC-2W 

The  launches  of  Titan  II  and  Titan  IV  rockets  from  SLC-4 

The  launch  of  Taurus  rockets  from  Launch  Support  Complex  576-E 

•  Flight  test  operations,  which  maintain  a  1 ,000-foot  bubble  (standoff  distance)  around 
pinniped  colonies 

•  The  helicopter  operations  of  the  76th  Rescue  Flight  (Helicopter  Flight)  (for  pad  security, 
range  safety/security,  and  aerial  photography),  which  maintain  a  1 ,000-foot  bubble 
(standoff  distance)  around  pinniped  colonies 

•  Launch  programs,  including  those  listed  above,  the  upper-limit  activity  level  of  which 
comprises  approximately  1 0  ballistic  and  20  space  launches  per  year  (a  maximum  of 
100  space  launches  throughout  the  course  of  the  permit),  for  a  maximum  of  30  launches 
per  year. 
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Affected  Marine  Mammal  Species 

Marine  mammals  that  could  be  affected  by  the  programmatic  activities  on  Vandenberg  AFB  include 
6  species  of  pinnipeds  (i.e.,  seals  and  sea  lions)  and  29  species  of  cetaceans  (i.e.,  whales  and 
dolphins). 

The  seals  and  sea  lions  in  the  area  use  the  coastal  habitat  on  Vandenberg  AFB,  the  Channel  Islands, 
and  the  surrounding  waters  for  resting  or  hauling  out  and  breeding.  Pinniped  species  common  to  the 
area  include  California  sea  lions  (Zalophus  californianus  calif ornianus) ,  Pacific  harbor  seals  {Phoca 
vitulina),  northern  elephant  seals  (Mirounga  angustirostris)  and  northern  fur  seals  {Callorhinus 
ursinus).  All  four  species  are  known  to  breed  in  rookeries  on  the  Channel  Islands,  in  highest  density 
at  San  Miguel  Island.  Guadalupe  fur  seals  (Arctocephalus  townsendi)  and  Stellar  sea  lions 
{Eumetopias  jubatas)  are  found  in  the  Santa  Barbara  Channel  and  at  haul-out  sites  but  are  not  known 
to  breed  in  the  area.  Pinnipeds  are  most  prevalent  around  the  Channel  Islands  during  the  molting  and 
breeding  seasons. 

Haul-out  sites  on  base  include  Purisima  Point  and  Rocky  Point,  used  primarily  by  harbor  seals,  and 
Point  Sal,  which  is  used  essentially  by  California  sea  lions,  although  northern  elephant  seals, 

California  sea  lions,  and  harbor  seals  can  be  seen  along  any  area  of  the  Vandenberg  AFB  coastline. 

Cetaceans  including  toothed  whales,  dolphins,  and  baleen  whales  use  the  waters  off  the  coast  of 
California  and  near  the  Channel  Islands  as  migration  routes.  Cetaceans  are  most  often  found  to  use 
waters  at  depths  between  600  and  6,000  feet  over  the  continental  slope.  Dolphins,  killer  whales 
{Orcinus  area),  and  some  species  of  porpoise  are  common  off  the  coast  of  Vandenberg  AFB  and  the 
Channel  Islands  year-round. 

Noise  Impacts 

Noise  is  generally  defined  as  undesirable  sound  that  affects  and  may  interfere  with  wildlife  and 
human  normal  activity  and  that  diminishes  the  quality  of  the  environment.  Airborne  noise 
measurements  are  often  expressed  as  broadband  A-weighted  sound  levels,  expressed  in  dBA.  The 
A-weighting  scale  approximates  the  hearing  sensitivity  of  humans  at  low  sound  levels.  The 
C-weighted  scale  is  useful  for  sonic  boom  analysis  because  it  emphasizes  the  lower  frequencies. 
However,  harbor  seals  are  known  to  respond  to  a  higher  range  of  frequencies  than  humans. 

Flight  test  operations  will  not  reach  supersonic  speeds  and  thus  will  not  create  sonic  booms, 
although  many  high-performance  jets  are  extremely  noisy,  especially  when  using  the  afterburners. 
Launches,  however,  will  include  sonic  boom.  Generally,  four  types  of  noise  are  associated  with  the 
operation  of  launch  vehicles.  They  are: 

•  Combustion  noise  from  the  launch  vehicle  chambers 

•  Jet  noise  from  the  interaction  of  the  exhaust  jet  and  the  atmosphere 

•  Combustion  noise  from  the  post-burning  of  combustion  products 

•  Sonic  booms. 

The  period  of  maximum  noise  production  during  a  launch  will  be  less  than  1  minute.  Brief  periods  of 
engine  noise  from  overflights,  launches,  and  helicopters  during  pre-launch  surveillance  will  also 
occur.  Although  of  short  duration,  this  noise  may  be  sufficient  to  create  a  startle  response  in 
animals. 
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Generally,  there  has  been  little  research  on  noise  impacts  on  pinnipeds.  Impacts  may  include 
auditory  interference  by  masking  average  hearing  capabilities,  behavioral  disruption,  causing 
pinnipeds  to  stop  their  immediate  behavior,  and  possible  long-term  effects  that  include  temporary 
and  permanent  threshold  shift  in  hearing. 

Sonic  boom  from  a  launch  can  potentially  impact  pinniped  and  cetacean  populations.  Sonic  booms 
are  impulse  noises  with  sharp  initial  peaks  of  sound  pressure.  The  Titan  IV  rocket  has  the  greatest 
potential  to  impact  marine  mammals.  Cetaceans  may  also  exhibit  a  startle  response  to  launch  noise. 
There  is  some  indication  that  refraction  from  water  may  attenuate  noise  levels. 

Habitat  Impacts 

The  habitat  of  these  animals  is  not  expected  to  be  impacted.  No  loss  of  critical  or  preferred  habitat 
is  expected  due  to  ongoing  operations  at  Vandenberg  AFB.  Any  impacts  to  the  population  sizes  of 
marine  mammals  due  to  habitat  loss  is  not  expected. 

Mitigation  and  Monitoring 

Mitigation  measures  for  both  flight  tests  and  helicopter  flight  operations  will  be  both  spatial  and 
temporal.  A  continual  1 ,000-foot  standoff  distance  will  be  maintained  around  rookeries  on  base  at 
Point  Sal,  Purisima  Point,  and  Rocky  Point.  The  only  exceptions  to  this  standoff  distance  would  be 
emergency  response  or  real-time  security  incidents.  When  feasible,  launch  windows  will  be 
scheduled  outside  of  the  pupping  season  and  at  night. 

Monitoring  to  record  any  impacts  due  to  launches  will  be  performed  at  one  of  the  on-base  rookeries 
closest  to  the  launch  site.  It  will  begin  72  hours  prior  to  launch  and  will  continue  48  hours  after  the 
launch.  If  a  sonic  boom  could  impact  areas  on  the  northern  Channel  Islands,  those  areas  will  be 
monitored.  Monitoring  results  will  be  submitted  in  report  form  to  the  NMFS.  If  the  monitoring 
shows  mortalities  or  decreased  reproductive  levels  during  pupping  season,  the  Air  Force  and  NMFS 
will  develop  mitigation  measures  at  that  time. 
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DESCRIPTION  OF  HISTORIC  PROPERTIES'*’ 
POTENTIALLY  AFFECTED  BY  EELV  ACTIVITIES 


1.0  CONCEPT  A 

1 .1  Cape  Canaveral  Air  Station/Kennedy  Space  Center,  Florida 

1.1.1  Archaeological  Sites 

8BR914  -  Multi-component  site  associated  with  the  St.  John's  II  period 
(AD  800-1565).  Associated  artifacts  include  aboriginal  ceramics,  animal 
bone,  and  shell  food  remains. 

1.1.2  Buildings  And  Structures 

The  eligibility  of  Space  Launch  Complex  (SLC)-41 ,  the  Launch  Operations 
Control  Center  (Building  27220),  Hangar  J  (Building  1721),  and  the  Missile 
Inert  Storage  (MIS)  Building  (Building  75251)  is  pending. 

1 .2  Vandenberg  Air  Force  Base,  California 

1.2.1  Archaeological  Sites 

SBA  534  -  Site  SBA  534  is  located  in  close  proximity  to  the  proposed 
modifications  of  the  intersection  of  Bear  Creek  and  Coast  roads.  Associated 
artifacts  include  a  dense  scattering  of  lithic  debris  and  several  hammerstone 
fragments. 

1 .2.2  Buildings  And  Structures 

SLC-3W.  SLC-3W  is  eligible  for  the  National  Register  of  Historic  Places 
(National  Register)  under  the  Cold  War  historic  context  as  a  highly  technical 
and  scientific  facility.  Contributing  features  include  the  Mobile  Service  Tower 
(MST),  the  umbilical  mast,  the  retention  basin  and  deluge  channel,  and 
Building  770.  The  launch  operations  facility  and  the  launch  vehicle  support 
facility  are  also  contributing  as  shared  elements  with  SLC-3E. 


National  Register-listed-eligible,  and  potentially  eligible  sites,  buildings,  and  structures 
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2.0  CONCEPT  B 


2.1  Cape  Canaveral  Air  Station,  Florida 

2.1.1  Archaeological  Sites 

SLC-37  Sites.  Six  sites  are  located  near  SLC-37.  Three  of  the  sites  have 
been  determined  to  be  potentially  eligible  for  inclusion  in  the  National  Register 
(described  below);  the  remaining  three  sites  (8BR219,  8BR237,  and 
8BR1636)  have  been  determined  to  be  ineligible  (New  South  Associates, 
1996). 

8BR82A  -  Possible  habitat  or  homestead  site  associated  with  the  Malabar  I, 

II,  and  Protohistoric  Periods  (BC  300-1700)  and  Cape  Canaveral's  19'^  and 
20*'’  century  growth.  Associated  artifacts  include  aboriginal  ceramics, 
historic  bottle  and  glass  fragments,  wire  nails,  and  metal  fragments. 

8BR83  -  Burial  mound  associated  with  the  Malabar  I  and  II  Periods 
(BC  300-AD  1400).  The  mound  is  approximately  75  feet  in  diameter  and 
6  feet  in  height.  Associated  artifacts  include  four  burials,  one  of  which 
contains  historic  glass  fragments. 

8BR221  -  Possible  habitat  or  homestead  site  associated  with  the  Malabar  II 
period  (AD  700-1400).  Associated  artifacts  include  aboriginal  and  historic 
ceramics,  shell  and  glass  fragments,  and  a  subsurface  midden. 

2.1.2  Buildings  And  Structures 

The  eligibility  of  Hangar  C  and  the  Air  Force  Roll-on/Roll-off  Dock  is  pending. 

2.2  Vandenberg  Air  Force  Base,  California 
2.2.1  Archaeological  Sites 

SLC-6  Sites  -  Fifteen  sites  are  located  near  SLC-6.  Six  of  the  sites  have  been 
determined  to  be  eligible  or  potentially  eligible  for  inclusion  in  the  National 
Register  (described  below);  five  have  been  determined  not  to  be  eligible  (SBA 
1106,  1148,  2217,  2218,  and  2219);  the  remaining  four  are  unevaluated 
(SBA  1105,  1113,  1678,  and  2215). 

SBA  1107  -  A  small  historical  dump  containing  a  large,  whole  abalone  shell, 
stove  parts,  and  broken  dishes. 

SBA  1 108  •  A  lithic  and  shell  process  site. 

SBA  1109  -  A  short-term  occupation  site  with  a  moderate  density  of  shell 
and  chert  debitage. 
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SBA  11 10  •  A  moderate  density  scatter  of  shell  and  chert  debitage. 


SBA  1686  -  A  large  site  containing  over  6,000  lithic  fragments,  including 
manos,  hammerstones,  large  chert  cores,  projectile  points,  and  knife 
fragments. 

SBA  2032  -  A  short-term  habitation  site  or  seasonal  residential  base. 
Artifacts  include  manos,  anvil  stones,  chert  knives,  and  projectile  point 
fragments. 


3.0  CONCEPT  A/B 

3.1  Cape  Canaveral  Air  Station,  Florida 

3.1.1  Archaeological  Sites 

As  described  under  Concepts  A  and  B  combined. 

3.1.2  Buildings  And  Structures 

As  described  under  Concepts  A  and  B  combined. 

3.2  Vandenberg  Air  Force  Base,  California 

3.2.1  Archaeological  Sites 

As  described  under  Concepts  A  and  B  combined. 

3.2.2  Buildings  And  Structures 

As  described  under  Concepts  A  and  B  combined. 

4.0  NO-ACTION  ALTERNATIVE 

4.1  Cape  Canaveral  Air  Station,  Florida 

4.1.1  Archaeological  Sites 
None. 

4.1.2  Buildings  And  Structures 

Selection  of  the  No-Action  Alternative  at  Cape  Canaveral  AS  requires  the 
continued  use  of  facilities  that  currently  support  medium  and  heavy  launch 
vehicle  programs  (SLCs  17,  36,  40,  and  41).  Of  these  facilities,  two, 
SLCs  1 7  and  36,  have  been  determined  to  be  eligible  for  inclusion  in  the 
National  Register. 
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SLC-17.  Constructed  in  1957,  SLC-17  is  the  oldest  continuously  active 
launch  complex  at  Cape  Canaveral  AS.  More  satellites  have  been  launched 
from  this  complex  than  from  any  other  location  in  the  United  States, 
including  the  Thor  weapons  system,  America's  first  operational 
intercontinental  ballistic  missile  (ICBM).  Historic  American  Buildings 
Survey/Historic  American  Engineering  Record  (HABS/HAER)  recordation  of 
SLC-1 7  is  in  progress. 

SLC-36.  SLC-36  was  built  as  an  Atlas/Centaur  launch  facility  for  NASA  to 
launch  weather  and  communications  satellites.  HABS/HAER  recordation  has 
been  completed. 

4.2  Vandenberg  AFB,  California 

4.2.1  Archaeological  Sites 
None. 

4.2.2  Buildings  And  Structures 

Selection  of  the  No-Action  Alternative  at  Vandenberg  AFB  requires  the 
continued  use  of  two  facilities  that  currently  support  medium  and  heavy 
launch  vehicle  programs.  Elements  of  all  three  of  these  facilities  have  been 
determined  to  be  eligible  for  inclusion  in  the  National  Register  under  the  Cold 
War  historic  context. 

SLC-2W.  SLC-2W  directly  supported  operational  missions  of  exceptionally 
important  Cold  War  programs.  Contributing  elements  of  SLC-2W  include  the 
blockhouse,  the  MST,  two  trailer  shelters,  the  tank  farm,  the  fixed  umbilical 
tower,  the  flame  bucket/flame  trench,  the  cableway,  and  several  propellant 
transfer  units. 

SLC-3E.  Along  with  SLC-3W,  SLC-3E  qualifies  as  a  highly  technical  and 
scientific  facility  that  directly  supported  exceptionally  significant  operational 
missions  of  the  Cold  War  era.  Contributing  elements  of  SLC-3E  include  the 
launch  and  service  facility,  the  MST  and  umbilical  mast,  the  retention  basin, 
and  the  deluge  channel.  SLC-3E  shares  two  other  National  Register-eligible 
buildings  with  SLC-3W:  the  launch  operations  facility  and  the  launch  vehicle 
support  facility. 
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department  of  the  army 

MOBILE  DISTRICT.  CORPS  OP  ENGINEERS 
P.O.  BOX  2288 

MOBILE.  ALABAMA  36628-0001 

July  27,  1992 

REPLY  TO 
ATTENTION  OF: 

Environmencal  Resources 
Planning  Section 


Mr .  George  Percy 
Division  of  Historical  Resources 
Department  of  State 
The  Capitol 

Tallahassee,  Florida  32399 
Dear  Mr.  Percy: 

Enclosed  you  will  find  a  report  describing  a 
proposed  revision  of  the  Cape  Canaveral  Air  Force 
Station  archeological  sensitivity  map  originally 
prepared  by  Resources  Analysts,  Inc.  Mobile  District 
archeologists  conducted  field  and  record  examinations 
designed  to  refine  the  map.  Ms.  Laura  Kammerer,  of 
your  office,  made  a  field  visit  during  these 
examinations . 


compliance 


.As  the  report  states,  this  map  is  based  on  direct 
probability,  not  a  grid  approach.  Our  investigations 
strongly  suggested  that  only  a  wide  band  fronting  the 
Banana  River  shoreline  be  included  in  a  high 
probability  cone.  Outside  this  area,  probabilities  are 
so  low  that  the  unanticipated  discovery  provisions  of 
each  construction  contract  should  be  adequate  to 
protect  significant  historic  resources  possibly 
present.  The  Mobile  District  anticipates  guic.V:  award 
of  a  contract  to  perform  a  "clean-up"  survey  of  the 
indicated  probability  area.  Each  previously 
uncoordinated  archeological  site  will  also  be  visited 
by  this'  survey.  The  results  of  that  effort  will  be 
furnished  to  you  when  available. 

If  you  concur  with  the  findings  of  this  report, 
please  sign  below  in  the  space  provided  and  return  this 
letter  to  the  Mobile  District  wtthin  thirty  days  after 
you  receive  it. 
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Thank  you  for  your  assistance  in  the  management  of 
the  Air  Force's  historic  property  program.  Please 
contact  Mr.  Ernie  Seckinger  at  205-694-4107  if  you  have 
any  further  questions  concerning  this  effort. 


Sincerely, 


Resource  Branch 


Copy  Furnished  (with  enclosure) : 

Mr.  Don  George 
Patrick  AFB,"?! 


CONCURRENCE : 


Mr.  George  Percy  (Date) 

-'i-ori.da  State  Historic  Preservation  Officer 
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AIR  QUALITY  METHODS  OF  ANALYSIS 


1.0  LAUNCH  SUPPORT  EMISSIONS 

Air  quality  analysis  methods  for  launch  support  operations  involve  estimation  of  emissions  and  an 
assessment  of  emissions  impact.  To  allow  comparison  of  the  different  options  (baseline.  Concept  A, 
Concept  B,  Concept  A/B,  No-Action  Alternative),  similar  calculation  methods  have  been  used  for 
each  option  to  the  extent  feasible. 

The  baseline  year  for  the  air  quality  analysis  is  1995,  which  is  the  most  recent  year  for  which 
detailed  emissions  information  was  available  at  the  time  of  the  analysis.  Emissions  were  totaled  for 
sources  associated  with  the  Evolved  Expendable  Launch  Vehicle  (EELV)  program.  Unrelated 
activities  that  occur  at  Cape  Canaveral  Air  Station  (AS),  Florida  and  Vandenberg  Air  Force  Base 
(AFB),  California  were  not  included  in  the  comparisons. 

The  individual  launch  schedules  (Concept  A  or  Concept  B  going  forward.  Concept  A/B  going  forward, 
and  the  No-Action  Alternative)  have  different  numbers  of  launches  predicted  for  each  year.  For 
example,  in  2007,  the  one-contractor  option  includes  29  launches,  the  two-contractor  option 
includes  30  launches,  and  the  No-Action  Alternative  includes  1 3  launches.  Since  the  annual 
emission  rate  is  dependent  upon  the  number  of  launches,  a  direct  comparison  of  the  annual 
emissions  from  the  different  options  can  be  misleading  because  it  is  not  an  "apples  to  apples" 
comparison.  For  example,  the  No-Action  Alternative  launch  schedule  does  not  include  any 
commercial  launches. 

Throughout  the  calculations,  emission  calculations  for  volatile  organic  compounds  (VOCs)  and 
particulates  are  handled  as  consistently  as  possible.  For  Vandenberg  AFB,  several  information 
sources  identify  "ROC"  for  reactive  organic  compounds,  instead  of  "VOC"  for  volatile  organic 
compounds.  For  all  practical  purposes,  these  two  terms  can  be  considered  equivalent.  The  federal 
government  generally  uses  the  term  VOC,  which  is  defined  in  part  in  Title  40  Code  of  Federal 
Regulations  (CFR)  60.2  as  "any  organic  compound  which  participates  in  atmospheric  photochemical 
reactions."  The  term  VOC  has  been  chosen  for  use  in  this  environmental  impact  statement  (EIS). 
When  using  emission  factors  that  list  emissions  as  "total  hydrocarbons"  and  "total  non-methane 
hydrocarbons",  "total  non-methane  hydrocarbons"  has  been  utilized  in  this  EIS  as  a  VOC  equivalent. 
Methane  does  not  participate  in  atmospheric  photochemical  reactions  and  therefore  does  not  fall 
under  the  definition  of  VOC.  While  there  are  other  hydrocarbons  which  similarly  do  not  fall  under 
the  VOC  definition,  the  use  of  "total  non-methane  hydrocarbons"  as  a  VOC  equivalent  is  considered 
conservative  and  appropriate. 

Particulate  emissions  are  quantified  as  consistently  as  possible  as  particulate  matter  equal  to  or  less 
than  10  microns  in  diameter  (PMio).  In  circumstances  where  the  breakdown  of  particulate  sizes  is 
not  known,  all  particulates  are  conservatively  estimated  to  be  PMio. 

Overall  emission  estimates  were  calculated  as  the  sum  of  the  emissions  from  specific  activities.  The 
methods  used  to  estimate  emissions  from  specific  activities  are  described  below.  There  are  several 
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instances  where  calculations  were  based  on  simplifying  assumptions  and  engineering  estimates. 

Many  of  these  assumptions  are  listed  on  the  spreadsheet  calculations  used  for  the  EELV  program, 
which  are  included  in  the  project  files.  Concept  A/B  emissions  were  calculated  as  the  sum  of  the 
emissions  that  would  occur  from  each  contractor's  activities. 

1.1  Chemical  Use  (Processing) 

Baseline 

Both  contractors  supplied  information  on  hazardous  materials  usage  for  the  Atlas,  Delta,  and  Titan 
vehicles.  This  information  was  used  as  a  basis  for  emissions  estimates.  Based  on  the  description  of 
the  chemicals  and  their  usage,  a  percent  VOC  and  a  percent  evaporation  of  that  VOC  were 
estimated. 

Concept  A 

Concept  A  chemical  use  emissions  were  calculated  similarly  to  baseline  emissions. 

Concept  B 

Concept  B  chemical  use  emissions  were  calculated  similarly  to  baseline  emissions. 

No-Action  Alternative 

The  No-Action  Alternative  chemical  use  emissions  were  calculated  similarly  to  baseline  emissions. 

1 .2  Hydrogen  Control  Flare 

Because  hydrogen  is  neither  a  criteria  pollutant  nor  a  hazardous  air  pollutant  (HAP),  it  is  not 
considered  a  contaminant  of  concern.  Hydrogen  emissions  from  the  hydrogen  control  flare  have  not 
been  quantified.  Similarly,  the  only  product  of  hydrogen  combustion  is  water,  which  is  not  a 
contaminant  of  concern.  Significant  emissions  from  the  hydrogen  control  flare  are,  therefore,  only 
emissions  from  combustion  of  the  pilot  fuel.  The  pilot  fuel  is  propane  at  Cape  Canaveral  AS  and 
natural  gas  at  Vandenberg  AFB.  Emissions  were  estimated  using  Compilation  of  Air  Pollutant 
Emission  Factors,  Volume  I:  Stationary  Point  and  Area  Sources,  5*'"  edition.  Environmental  Protection 
Agency  (EPA)  Office  of  Air  Quality  Planning  and  Standards,  January  1995  (AP-42).  Emission  factors 
for  external  combustion  of  propane  were  used  from  Table  1 .5-2,  for  commercial  boilers.  Emission 
factors  for  external  combustion  of  natural  gas  were  used  from  Tables  1.4-1  through  1.4-3,  for 
commercial  boilers.  An  additional  quantity  of  nitrogen  oxides  (NOx)  has  also  been  accounted  for. 

This  NOx  is  generated  from  the  reaction  of  atmospheric  nitrogen  with  oxygen  in  the  hot  exhaust 
flame. 


1.3  RP-1  (Kerosene  Fuel)  Fuel  Handling  and  Storage 

Emissions  of  RP-1  occur  through  working  and  breathing  losses.  Working  losses  include  those 
associated  with  fueling  of  the  vehicle.  Emissions  were  estimated  using  AP-42  emission  factors  for 
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fixed  roof  storage  tanks  (Section  7.1.3).  These  are  the  same  procedures  as  are  used  in  the  EPA 
computer  model  TANKS. 

Baseline 

Tank  data  from  the  July  1996  Emission  Inventory  Report  for  Cape  Canaveral  AS  and  the  1995  Santa 
Barbara  County  Air  Pollution  Control  District  (SBCAPCD)  Air  Emissions  Questionnaire  for  Vandenberg 
AFB  were  utilized.  Throughputs  of  RP-1  were  estimated  based  on  the  1995  launch  rate  and  the 
RP-10  propellant  loading  for  each  applicable  vehicle. 

Concept  A 

Tank  data  were  obtained  from  construction  details  provided  by  the  contractor.  Throughputs  of  RP-1 
were  estimated  based  on  the  peak  launch  schedule  and  the  RP-1  propellant  loading  for  each 
applicable  vehicle. 

Concept  B 

Concept  B  launch  vehicles  would  not  utilize  RP-1 ;  therefore,  no  emissions  from  RP-1  storage  and 
loading  were  included. 

No-Action  Alternative 

Tank  data  were  obtained  from  the  July  1996  Emission  Inventory  Report  for  Cape  Canaveral  AS  and 
the  1995  SBCAPCD  Air  Emissions  Questionnaire  for  Vandenberg  AFB.  Throughputs  of  RP-1  were 
estimated  based  on  the  estimated  peak  launch  rate  and  the  RP-1  propellant  loading  for  each 
applicable  vehicle. 

1.4  Hydrazine  and  Nitrogen  Tetroxide  (N2O4)  Handling  and  Storage 

Hydrazine  and  N2O4  emissions  from  loading  activities  were  estimated  based  on  an  estimated  loss 
percentage  during  fueling  and  an  estimated  control  efficiency  for  the  wet  scrubber/oxidizer  vapor 
control  systems. 

1 .5  Post-Launch  Cleaning  and  Repair 

After  launch,  portable  abrasive  blasters  would  be  used  to  refurbish  the  launch  complex.  Information 
available  for  abrasive  blasting  is  limited.  Available  information  includes  a  summary  of  the  1993 
abrasive  usage  for  Vandenberg  AFB  and  an  emission  factor  of  0.04  pounds  particulate  emissions  per 
pound  of  abrasive  used,  a  factor  listed  in  the  South  Coast  Air  Quality  Management  District  Permit 
Processing  Handbook  and  Permit  to  Operate  8928  for  abrasive  blasting  equipment  at  Vandenberg 
AFB.  An  overall  emission  factor  of  pounds  of  particulate  per  launch  was  generated  from  these  data. 
For  Concept  A  at  Vandenberg  AFB,  a  90-percent  reduction  in  emissions  was  assumed  based  on  the 
use  of  wire  brushes  instead  of  abrasive  blasters. 
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1.6  Truck  and  Automobile  Operation 


Total  emissions  for  vehicular  traffic  were  estimated  using  available  trip  and  mileage  estimates  and 
emission  factors  from  transportation  emission  models.  For  Cape  Canaveral  AS,  the  models  MOBILES 
and  PARTS  were  used  to  determine  emission  factors.  For  Vandenberg  AFB,  the  models  EMFAC  7f 
and  PARTS  were  used.  Traffic  estimates  were  developed  based  on  trips  per  day,  estimated  mileage, 
and  estimated  vehicle  mix,  as  described  in  the  transportation  sections  of  the  EIS  (3.4  and  4.4). 
Delivery  traffic  was  estimated  based  on  available  data  from  Arbogast,  Kephart,  Tomei,  and 
Wildhagen,  A  Study  of  Air  Emissions  from  Space  Launch  Operations:  Phase  II,  Aerospace  ATR- 
96(8264)-2,  September  1996.  Telephone  conversations  with  Jim  Kephart  of  Aerospace,  as  well  as 
data  on  the  baseline  launch  vehicles,  were  also  used.  In  addition,  a  general  estimate  of  emissions 
from  specialty  equipment  (e.g.,  cranes)  was  included. 

Similarly,  emissions  from  traffic  associated  with  construction  activities  were  estimated  using 
available  trip  and  mileage  estimates  and  emission  factors  from  transportation  emission  models.  No 
construction  traffic  was  included  in  the  baseline  or  No-Action  Alternative. 

1 .7  Aircraft  Operation 

Aircraft  would  be  used  to  deliver  some  launch  vehicle  components.  Emission  factors  for  C-141  and 
C-5A  aircraft  were  calculated  (in  pounds)  according  to  landing  and  takeoff  cycle.  General  flight 
occurs  outside  the  region  of  influence  (above  3,000  feet).  The  Emission  and  Dispersion  Modeling 
System  (EDMS,  Version  3.0)  was  used  to  generate  default  values  for  the  C-141.  Emissions  for  the 
C-5A  (and  particulate  emissions  for  the  C-141)  were  calculated  using  the  techniques  and  factors  set 
forth  in  Calculation  Methods  for  Criteria  Air  Pollutant  Emission  Inventories,  Jagielski  and  O'Brien, 

July  1994.  These  calculations  include  approach  and  taxi  time. 

1 .8  Boilers  and  other  External  Combustion  Sources 

Products  of  combustion  would  be  emitted  by  boilers  and  other  external  combustion  devices. 
Emissions  were  estimated  based  on  the  best  available  information. 

Baseline 

Emissions  at  Cape  Canaveral  AS  from  external  combustion  devices  facility-wide  are  summarized  in 
the  July  1996  Radian  International  Air  Emissions  Inventory  report.  It  is  not  clear  how  many  of  these 
sources  are  directly  involved  with  the  Atlas,  Delta,  and  Titan  programs  (i.e.,  would  be  shut  down 
when  the  programs  are  phased  out).  The  calculations  assume  that  25  percent  of  emissions  from 
boilers  are  associated  with  the  Atlas,  Delta,  and  Titan  programs. 

Emissions  at  Vandenberg  AFB  from  external  combustion  devices  facility-wide  are  summarized  in  the 
1995  SBCAPCD  Air  Emissions  Questionnaire.  It  is  not  clear  how  many  of  these  sources  are  directly 
involved  with  the  Atlas,  Delta,  and  Titan  programs.  The  calculations  assume  that  50  percent  of 
emissions  from  boilers  are  associated  with  the  Atlas,  Delta,  and  Titan  programs. 
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Concept  A 


Although  specific  boiler  and  external  combustion  data  are  not  readily  available,  the  contractor 
provided  fuel  use  estimates  to  support  utility  requirements.  Emissions  were  calculated  based  on  this 
fuel  use,  assuming  that  it  would  occur  year-round.  The  fuel  is  assumed  to  be  combusted  in  one  or 
more  external  combustion  sources  operating  similarly  to  commercial  boilers.  Emissions  were 
estimated  using  Compilation  of  Air  Pollutant  Emission  Factors,  Volume  I:  Stationary  Point  and  Area 
Sources,  5^^  Edition,  EPA  Office  of  Air  Quality  Planning  and  Standards,  January  1995  (AP-42). 
Emission  factors  for  external  combustion  of  propane  (for  Cape  Canaveral  AS)  were  taken  from 
Table  1 .5-2,  for  commercial  boilers.  Emission  factors  for  external  combustion  of  natural  gas  (for 
Vandenberg  AFB)  were  taken  from  Tables  1.4-1  through  1.4-3,  for  commercial  boilers. 

Concept  B 

Estimates  for  emissions  from  specific  combustion  sources  were  provided  by  the  contractor  in  the 
following  documents:  Air  Emissions  Information  for  the  Delta  IV  -  Evolved  Expendable  Launch 
Vehicle  Program,  Cape  Canaveral  Air  Station,  Florida,  August  1997,  prepared  by  Cape  Canaveral  Air 
Station,  The  Boeing  Company,  and  Raytheon  Engineers  and  Constructors,  and  Air  Emissions 
Information  for  the  Delta  IV  -  Evolved  Expendable  Launch  Vehicle  Program,  Vandenberg  Air  Force 
Base,  California,  August  1 997,  prepared  by  Vandenberg  Air  Force  Base,  The  Boeing  Company,  and 
Raytheon  Engineers  and  Constructors. 

The  estimates  presented  in  these  documents  were  reviewed  and  adjusted,  as  necessary,  to  maintain 
consistency  with  the  estimates  prepared  for  the  other  concepts.  In  general,  the  estimates  presented 
in  these  documents  use  EPA  AP-42  emission  factors  and  estimates  of  equipment  size  and  operating 
hours. 

No-Action  Alternative 

For  the  No-Action  Alternative,  external  fuel  combustion  and  resultant  emissions  were  assumed  to  be 
similar  to  those  calculated  for  the  baseline  emissions. 

1 .9  Generators  and  other  Internal  Combustion  Sources 

Products  of  combustion  would  be  emitted  by  small  generators  and  other  internal  combustion 
devices.  Emissions  were  estimated  based  on  the  best  available  information. 

Baseline 

Emissions  from  internal  combustion  devices  facility-wide  are  summarized  in  the  July  1996  Radian 
International  Air  Emissions  Inventory  report  for  Cape  Canaveral  AS.  It  is  not  clear  how  many  of 
these  sources  are  directly  involved  with  the  Atlas,  Delta  and  Titan  programs.  The  calculations 
assume  that  5  percent  of  emissions  from  internal  combustion  engines  would  be  associated  with  the 
Atlas,  Delta,  and  Titan  programs. 

Emissions  at  Vandenberg  AFB  from  internal  combustion  devices  facility-wide  are  summarized  in  the 
1995  SBCAPCD  Air  Emissions  Questionnaire.  It  is  not  clear  how  many  of  these  sources  are  directly 
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involved  with  the  Atlas,  Delta,  and  Titan  programs.  The  calculations  assume  that  50  percent  of 
emissions  from  internal  combustion  engines  would  be  associated  with  the  Atlas,  Delta,  and  Titan 
programs. 

Concept  A 

Available  data  indicate  that  there  would  be  a  small  number  of  internal  combustion  engines  directly 
associated  with  Concept  A  activities.  Emissions  were  estimated  using  AP-42  emission  factors 
(Table  3.3-2)  for  emissions  from  diesel  industrial  engines.  One  emergency  generator  operating  one 
hour  per  week  and  three  small  engines  operating  500  hours  per  year  were  assumed. 

Concept  B 

Estimates  were  taken  from  the  same  documents  cited  for  external  combustion  sources  (see 
Section  1.8  of  this  appendix),  and  were  reviewed  and  adjusted  as  necessary.  Operation  at  Cape 
Canaveral  AS  was  modified  based  on  subsequent  information  from  the  contractor.  One  of  the  two 
1 ,000  kW  generators  will  operate  at  30  percent  fuel  usage  for  72  hours  per  launch. 

No-Action  Alternative 

For  the  No-Action  Alternative,  internal  fuel  combustion  and  resultant  emissions  were  assumed  to  be 
similar  to  those  calculated  for  the  baseline  emissions. 

1.10  Construction  Activities 

No  construction  activities  were  included  in  the  baseline  or  No-Action  Alternative. 

All  calculations  were  made  based  on  average  emissions  per  year  over  the  construction  period. 

Source  data  included  estimated  square  footage  of  facility  construction,  as  well  as  contractor- 
provided  estimates  of  construction  equipment  usage.  Square  footage  for  all  individual  structures 
was  estimated  from  site  plans  and  from  facilities  with  similar  purposes  at  other  military  installations. 

The  surface  area  associated  with  paving  modifications  includes  the  sum  of  a  factor  for  new 
pavement  related  to  new  building  construction,  plus  all  renovated  pavement  due  to  road  and  utility 
improvements.  Sources  for  construction  factors  include  The  R.S.  Means  Building  Construction  Cost 
Data  index  (55th  Annual  Edition,  1997)  and  actual  ratios  from  other  government  facilities  including 
Pease,  Norton  and  Homestead  AFBs.  Emissions  of  ROCs,  NOx,  and  PMio  have  been  projected  based 
on  SMAQMD  Emission  Estimation  procedures  (Sacramento  Metropolitan  Air  Quality  Management 
District,  Air  Quality  Thresholds  of  Significance,  Sacramento  California,  1994).  These  emissions 
factors  have  been  established  for  each  of  the  following  categories  of  construction  activity:  grading 
equipment,  asphalt  paving,  stationary  equipment,  mobile  equipment,  and  architectural  coatings. 

Emissions  of  VOCs,  NOx,  and  PMio  were  projected  based  on  standard  estimation  techniques.  These 
emission  factors  were  established  for  all  three  pollutant  groups  (where  applicable)  in  each  of  the 
following  five  categories  of  construction  activity: 
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•  Grading  Equipment 

•  Asphalt  Paving 

•  Stationary  Equipment 

•  Mobile  Equipment 

•  Architectural  Coatings. 

Emissions  of  CO  and  SO2  were  estimated  based  on  the  ratio  of  emissions  for  similar  activities. 
Unmitigated  or  fugitive  PM10  emissions  from  site  preparation  were  calculated  based  on  emission 
factors  from  AP-42,  Sections  13.2,  Fugitive  Dust  Sources,  13.2.3,  Heavy  Construction  Operations, 
and  13.2.4,  Aggregate  Handling  &  Storage  Piles.  Development  of  these  projections  took  into 
consideration  all  site-specific  meteorological  input  parameters  from  Kennedy  Space  Center  records 
and  other  sources. 

In  addition  to  direct  construction-related  emissions,  there  would  be  emissions  associated  with 
commuter  traffic.  Employees  for  construction-related  activities  travel  by  automobile,  both  on-site 
and  off-site.  Emissions  from  construction  employees'  automobile  use  were  calculated  using  vehicle 
miles  traveled  and  the  emission  factors  available  in  the  MOBILE  5a  and  PART5  computer  models. 

2.0  REGIONAL  AIR  QUALITY  IMPACTS 

Regional  impacts  were  assessed  by  totaling  the  expected  emissions  from  all  sources  for  the  baseline 
or  peak  launch  year.  In  general,  emissions  are  grouped  into  two  categories:  infrastructure 
emissions,  which  occur  whether  or  not  a  launch  is  taking  place  and  launch  surge  emissions,  which 
take  place  once  the  vehicle  is  launched.  For  example,  commuter  traffic  contributes  to  infrastructure 
emissions,  while  vehicle  delivery  contributes  to  launch  emissions.  Tables  J-1  through  J-19  present 
infrastructure  and  launch  surge  emissions,  as  well  as  emission  totals  for  several  launch  years. 

Emission  factors  for  mobile  source  emissions  vary  depending  upon  the  year  being  analyzed.  The 
models  used  {M0BILE5,  PARTS,  and  EMFAC  7f)  take  into  account  improvements  in  the  average 
vehicle  emissions  as  newer,  cleaner  cars  are  purchased  and  older,  dirtier  cars  are  discarded. 

Emissions  for  mobile  sources  were,  therefore,  recalculated  for  each  year  analyzed. 

In  some  instances,  the  maximum  pollutant  emission  rate  was  predicted  for  different  years  for 
different  pollutants.  In  these  instances,  the  "peak"  emissions  year  was  taken  as  the  year  with  the 
highest  predicted  NOx  emissions. 

For  documentation  as  part  of  the  ENVVEST  reporting  for  Vandenberg  AFB,  emissions  from  stationary 
sources  associated  with  EELV  activities  need  to  be  reported  as  part  of  a  source  group.  Actual 
emissions  from  each  source  group  for  1994  are  summarized  in  Table  J-20. 

3.0  ANNUAL  LAUNCH  EMISSIONS 

Annual  launch  emissions  between  the  years  2001  and  2020  were  estimated  using  the  per  launch 
emission  estimates  presented  in  Sections  4.10  and  4.1 1  of  the  EIS  and  the  launch  schedules 
presented  in  Tables  J-21  through  J-26.  The  annual  emissions  were  estimated  for  the  lower 
atmosphere  (0-3,000  feet),  the  troposphere  (3,000-49,000  feet),  and  the  stratosphere  (49,200- 
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Table  J-1 .  Concept  A  Emissions,  Cape  Canaveral  AS  (tons) 


VOC 

NOx 

CO 

SO2 

PM10 

2001  (13  launches)'"’ 

Launches 

0.00 

9.62 

0.00 

0.00 

0.00 

Preparation,  Assembly,  and  Fueling 

9.75 

0.00 

0.00 

0.00 

4.29 

Mobile  Sources 

4.61 

8.32 

33.35 

0.41 

28.63 

Point  Sources 

0.33 

4.57 

0.91 

0.25 

0.32 

Total 

14.69 

22.51 

34.26 

0.66 

33.24 

2006  (22  launches) 

Launches 

0.00 

17.77 

0.00 

0.00 

0.00 

Preparation,  Assembly,  and  Fueling 

17.24 

0.00 

0.00 

0.00 

7.29 

Mobile  Sources 

5.36 

10.70 

39.99 

0.55 

42.16 

Point  Sources 

0.33 

4.57 

0.91 

0.25 

0.32 

Total 

22.93 

33.04 

40.90 

0.80 

49.74 

2007  (19  launches) 

Launches 

0.00 

14.06 

0.00 

0.00 

0.00 

Preparation,  Assembly,  and  Fueling 

14.25 

0.00 

0.00 

0.00 

6.27 

Mobile  Sources 

5.23 

10.14 

39.10 

0.53 

38.22 

Point  Sources 

0.33 

4.57 

0.91 

0.25 

0.32 

Total 

19.81 

28.77 

40.01 

0.78 

44.81 

2013  (22  launches) 

Launches 

0.00 

17.77 

0.00 

0.00 

0.00 

Preparation,  Assembly,  and  Fueling 

17.24 

0.00 

0.00 

0.00 

7.26 

Mobile  Sources 

5.10 

10.26 

38.65 

0.55 

42.10 

Point  Sources 

0.33 

4.57 

0.91 

0.25 

0.32 

Total 

22.67 

32.60 

39.56 

0.80 

49.68 

2014  (20  launches) 

Launches 

0.00 

14.80 

0.00 

0.00 

0.00 

Preparation,  Assembly,  and  Fueling 

15.00 

0.00 

0.00 

0.00 

6.60 

Mobile  Sources 

4.99 

10.01 

38.17 

0.54 

39.06 

Point  Sources 

0.33 

4.57 

0.91 

0.25 

0.32 

Total 

20.32 

29.38 

39.08 

0.79 

45.98 

2015  (23  launches) 

Launches 

0.00 

18.51 

0.00 

0.00 

0.00 

Preparation,  Assembly,  and  Fueling 

17.99 

0.00 

0.00 

0.00 

7.59 

Mobile  Sources 

5.09 

14.95 

38.91 

0.56 

43.00 

Point  Sources 

0.33 

4.57 

0.91 

0.25 

0.32 

Total 

23.41 

38.03 

39.82 

0.81 

50.91 

Note:  (a)  Number  of  launches  by  vehicle  type  is  provided  in  Table  2.1-3. 

CO  =  carbon  monoxide 
NOx  =  nitrogen  oxides 

PMio  =  particulate  matter  equal  to  or  less  than  10  microns  in  diameter 

SO2  =  sulfur  dioxide 

VOC  =  volatile  organic  compound 
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Table  J-2.  Concept  A  -  Infrastructure  Emissions,  Cape  Canaveral  AS  (tons  per  calendar  year) 


VOC 

NOx 

CO 

SO2 

PM10 

Launches 

NA 

NA 

NA 

NA 

NA 

Preparation,  Assembly,  and  Fueling 

NA 

NA 

NA 

NA 

NA 

Mobile  Sources 

(a) 

(a) 

(a) 

(a) 

(a) 

Point  Sources 

0.33 

4.57 

0.91 

0.25 

0.31 

Note:  (a)  Value  depends  on  the  year. 

CO  =  carbon  monoxide 

NA  =  not  applicable 

NOx  =  nitrogen  oxides 

PM  10  =  particulate  matter  equal  to  or  less  than  10  microns  in  diameter 
SO2  =  sulfur  dioxide 

VOC  =  volatile  organic  compound 

Table  J-3.  Concept  A  -  Launch  Surge  Emissions,  Cape  Canaveral  AS  (tons  per  launch) 


VOC 

NOx 

CO 

SO2 

PMio 

MLV-D 

Launches 

0.00 

0.74 

0.00 

0.00 

0.00 

Preparation,  Assembly,  and  Fueling 

0.75 

0.00 

0.00 

0.00 

0.33 

Mobile  Sources 

(a) 

(a) 

(a) 

(a) 

(a) 

Point  Sources 

NA 

NA 

NA 

NA 

NA 

Total 

0.75 

0.74 

0.00 

0.00 

0.33 

MLV-A 

Launches 

0.00 

0.74 

0.00 

0.00 

0.00 

Preparation,  Assembly,  and  Fueling 

0.75 

0.00 

0.00 

0.00 

0.33 

Mobile  Sources 

(a) 

(a) 

(a) 

(a) 

(a) 

Point  Sources 

NA 

NA 

NA 

NA 

NA 

Total 

0.75 

0.74 

0.00 

0.00 

0.33 

HLV-L 

Launches 

0.00 

2.23 

0.00 

0.00 

0.00 

Preparation,  Assembly,  and  Fueling 

1.49 

0.00 

0.00 

0.00 

0.33 

Mobile  Sources 

(a) 

(a) 

(a) 

(a) 

(a) 

Point  Sources 

NA 

NA 

NA 

NA 

NA 

Total 

1.49 

2.23 

0.00 

0.00 

0.33 

HLV-G 

Launches 

0.00 

2.23 

0.00 

0.00 

0.00 

Preparation,  Assembly,  and  Fueling 

1.49 

0.00 

0.00 

0.00 

0.33 

Mobile  Sources 

(a) 

(a) 

(a) 

(a) 

(a) 

Point  Sources 

NA 

NA 

NA 

NA 

NA 

Total 

1.49 

2.23 

0.00 

0.00 

0.33 

Note:  (a)  Value  depends  on  the  year. 

CO  =  carbon  monoxide 
HLV  =  heavy  lift  variant 
MLV  =  medium  lift  variant 
NA  =  not  applicable 
NOx  =  nitrogen  oxides 

PMio  =  particulate  matter  equal  to  or  less  than  10  microns  in  diameter 
SO2  =  sulfur  dioxide 


VOC  =  volatile  organic  compound 
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Table  J-5.  Concept  A  -  Infrastructure  Emissions,  Vandenberg  AFB  (tons  per  calendar  year) 


VOC 

NOx 

CO 

SO2 

PM1O 

Launches 

NA 

NA 

NA 

NA 

NA 

Preparation,  Assembly,  and  Fueling 

NA 

NA 

NA 

NA 

NA 

Mobile  Sources 

(a) 

(a) 

(a) 

(a) 

(a) 

Point  Sources 

0.33 

4.52 

0.91 

0.25 

0.33 

Note:  (a)  Value  depends  on  the  year. 

CO  =  carbon  monoxide 

NA  =  not  applicable 

NOx  =  nitrogen  oxides 

PMio  =  particulate  matter  equal  to  or  less  than  10  microns  in  diameter 

SO2  =  sulfur  dioxide 

VOC  =  volatile  organic  compound 


Table  J-6.  Concept  A  -  Launch  Surge  Emissions,  Vandenberg  AFB  (tons  per  launch) 


VOC 

NOx 

CO 

SO2 

PMio 

MLV-D 

Launches 

0.00 

0.48 

0.00 

0.00 

0.00 

Preparation,  Assembly,  and  Fueling 

0.75 

0.00 

0.00 

0.00 

0.03 

Mobile  Sources 

0.12 

0.35 

0.85 

0.01 

0.03 

Point  Sources 

NA 

NA 

NA 

NA 

NA 

Total 

0.87 

0.83 

0.85 

0.01 

0.06 

MLV-A 

Project  Launches 

0.00 

0.48 

0.00 

0.00 

0.00 

Preparation,  Assembly,  and  Fueling 

0.75 

0.00 

0.00 

0.00 

0.03 

Mobile  Sources 

0.10 

0.20 

0.70 

0.00 

0.01 

Point  Sources 

NA 

NA 

NA 

NA 

NA 

Total 

0.85 

0.68 

0.70 

0.00 

0.04 

HLV-L 

Project  Launches 

0.00 

1.44 

0.00 

0.00 

0.00 

Preparation,  Assembly,  and  Fueling 

1.49 

0.00 

0.00 

0.00 

0.03 

Mobile  Sources 

0.13 

0.24 

0.78 

0.01 

0.01 

Point  Sources 

NA 

NA 

NA 

NA 

NA 

Total 

1.62 

1.68 

0.78 

0.01 

0.04 

HLV-G 

Project  Launches 

0.00 

1.44 

0.00 

0.00 

0.00 

Preparation,  Assembly,  and  Fueling 

1.49 

0.00 

0.00 

0.00 

0.03 

Mobile  Sources 

0.12 

0.35 

0.85 

0.01 

0.03 

Point  Sources 

NA 

NA 

NA 

NA 

NA 

Total 

1.61 

1.79 

0.85 

0.01 

0.06 

CO  =  carbon  monoxide 
HLV  =  heavy  lift  variant 
MLV  =  medium  lift  variant 
NA  =  not  applicable 


NOx  =  nitrogen  oxides 

PM10  =  particulate  matter  equal  to  or  less  than  10  microns  in  diameter 
SO2  =  sulfur  dioxide 


VOC  =  volatile  organic  compound 
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Table  J-7.  Concept  B  Emissions,  Cape  Canaverai  AS  (tons) 


VOC 

NOx 

CO 

SO2 

PMio 

2001  (13  launches)^®’ 

Launches 

0.00 

8.72 

0.00 

0.00 

33.52 

Preparation,  Assembly,  and  Fueling 

8.58 

0.00 

0.00 

0.00 

1.56 

Mobile  Sources 

8.87 

15.05 

62.21 

0.74 

43.65 

Point  Sources 

0.64 

9.71 

2.53 

1.09 

0.26 

Total 

18.09 

33.48 

64.74 

1.83 

78.99 

2006  (22  launches) 

Launches 

0.00 

14.53 

0.00 

0.00 

25.14 

Preparation,  Assembly,  and  Fueling 

14.52 

0.00 

0.00 

0.00 

2.64 

Mobile  Sources 

10.73 

19.10 

75.97 

1.00 

61.06 

Point  Sources 

0.74 

13.55 

3.55 

1.57 

0.38 

Total 

25.99 

47.18 

79.52 

2.57 

89.22 

2007  (19  launches) 

Launches 

0.00 

11.72 

0.00 

0.00 

25.14 

Preparation,  Assembly,  and  Fueling 

12.54 

0.00 

0.00 

0.00 

2.28 

Mobile  Sources 

10.46 

18.56 

74.75 

0.98 

57.96 

Point  Sources 

0.71 

12.27 

3.21 

1.41 

0.34 

Total 

23.71 

42.55 

77.96 

2.39 

85.72 

2013  (22  launches) 

Launches 

0.00 

14.53 

0.00 

0.00 

25.14 

Preparation,  Assembly,  and  Fueling 

14.52 

0.00 

0.00 

0.00 

2.64 

Mobile  Sources 

10.18 

18.50 

73.07 

1.00 

61.00 

Point  Sources 

0.74 

11.89 

3.14 

1.40 

0.37 

Total 

25.44 

44.92 

76.21 

2.40 

89.15 

2014  (20  launches) 

Launches 

0.00 

12.28 

0.00 

0.00 

25.14 

Preparation,  Assembly,  and  Fueling 

13.20 

0.00 

0.00 

0.00 

2.40 

Mobile  Sources 

9.98 

18.18 

72.48 

0.98 

58.62 

Point  Sources 

0.72 

12.69 

3.32 

1.47 

0.36 

Total 

23.90 

43.15 

75.80 

2.45 

86.52 

2015  (23  launches) 

Launches 

0.00 

15.09 

0.00 

0.00 

25.14 

Preparation,  Assembly,  and  Fueling 

15.18 

0.00 

0.00 

0.00 

2.76 

Mobile  Sources 

10.14 

23.03 

73.23 

1.00 

61.71 

Point  Sources 

0.75 

13.97 

3.66 

1.63 

0.40 

Total 

26.07 

52.09 

76.89 

2.63 

90.01 

Note:  (a)  Number  of  launches  by  vehicle  type  is  provided  in  Table  2.1-8. 

CO  =  carbon  monoxide 
NOx  =  nitrogen  oxides 

PMio  =  particulate  matter  equal  to  or  less  than  10  microns  in  diameter 

SO2  =  sulfur  dioxide 

VOC  =  volatile  organic  compound 
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Table  J-8.  Concept  B  -  Infrastructure  Emissions,  Cape  Canaveral  AS 
(tons  per  calendar  year) 
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Table  J-10.  Concept  B  Emissions,  Vandenberg  AFB  (tons) 


VOC 

NOx 

CO 

SO2 

PMio 

2001  (4  launches)'"’ 

Launches 

0.00 

3.16 

0.00 

0.00 

5.42 

Preparation,  Assembly,  and  Fueling 

2.64 

0.00 

0.00 

0.00 

0.48 

Mobile  Sources 

10.50 

11.76 

121.08 

0.44 

60.75 

Point  Sources 

0.50 

4.17 

1.06 

0.39 

0.09 

Total 

13.64 

19.09 

122.14 

0.83 

66.74 

2002  (6  launches) 

Launches 

0.00 

2.22 

0.00 

0.00 

0.00 

Preparation,  Assembly,  and  Fueling 

3.96 

0.00 

0.00 

0.00 

0.72 

Mobile  Sources 

10.27 

11.88 

119.45 

0.47 

62.52 

Point  Sources 

0.50 

4.17 

1.06 

0.39 

0.09 

Total 

14.73 

18.27 

120.51 

0.86 

63.33 

2006  (8  launches) 

Launches 

0.00 

4.64 

0.00 

0.00 

5.42 

Preparation,  Assembly,  and  Fueling 

5.28 

0.00 

0.00 

0.00 

0.96 

Mobile  Sources 

7.35 

11.08 

89.99 

0.48 

75.38 

Point  Sources 

0.50 

4.17 

1.06 

0.39 

0.09 

Total 

13.13 

19.89 

91.05 

0.87 

81.85 

2007  (10  launches) 

Launches 

0.00 

5.38 

0.00 

0.00 

5.42 

Preparation,  Assembly,  and  Fueling 

6.60 

0.00 

0.00 

0.00 

1.20 

Mobile  Sources 

6.66 

10.76 

83.88 

0.54 

78.02 

Point  Sources 

0.50 

4.17 

1.06 

0.39 

0.09 

Total 

13.76 

20.31 

84.94 

0.93 

84.73 

2014  (10  launches) 

Launches 

0.00 

5.38 

0.00 

0.00 

5.42 

Preparation,  Assembly,  and  Fueling 

6.60 

0.00 

0.00 

0.00 

1.20 

Mobile  Sources 

3.88 

8.74 

57.70 

0.54 

78.07 

Point  Sources 

0.50 

4.17 

1.06 

0.39 

0.09 

Total 

10.98 

18.29 

58.76 

0.93 

84.78 

Note;  (a)  Number  of  launches  by  vehicle  type  Is  provided  in  Table  2.1-8. 

CO  =  carbon  monoxide 
NOx  =  nitrogen  oxides 

PMio  =  particulate  matter  equal  to  or  less  than  10  microns  in  diameter 

SO2  =  sulfur  dioxide 

VOC  =  volatile  organic  compound 
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Table  J-13.  Concept  A/B  Emissions,  Cape  Canaveral  AS  (tons) 


VOC 

NOx 

CO 

SO2 

PM1O 

2001  launches.  Concept  A  (7),  Concept  B  (7)*®^ 
Launches 

0.00 

9.46 

0.00 

0.00 

8.38 

Preparation,  Assembly,  and  Fueling 

9.87 

0.00 

0.00 

0.00 

3.15 

Mobile  Sources 

11.84 

20.08 

84.26 

0.99 

57.71 

Point  Sources 

0.91 

11.73 

2.76 

1.01 

0.50 

Total 

22.62 

41.27 

87.02 

2.00 

69.74 

2006  launches.  Concept  A  (10),  Concept  B  (10) 
Launches 

0.00 

16.16 

0.00 

0.00 

12.57 

Preparation,  Assembly,  and  Fueling 

14.84 

0.00 

0.00 

0.00 

4.50 

Mobile  Sources 

12.46 

22.52 

90.28 

1.18 

72.53 

Point  Sources 

0.94 

13.00 

3.10 

1.18 

0.54 

Total 

28.24 

51.68 

93.38 

2.36 

90.14 

2007  launches.  Concept  A  (8),  Concept  B  (8) 
Launches 

0.00 

11.89 

0.00 

0.00 

8.38 

Preparation,  Assembly,  and  Fueling 

11.28 

0.00 

0.00 

0.00 

3.60 

Mobile  Sources 

12.18 

21.86 

88.82 

1.16 

67.95 

Point  Sources 

0.92 

12.15 

2.87 

1.07 

0.51 

Total 

24.38 

45.90 

91.69 

2.23 

80.44 

2013  launches.  Concept  A  (10),  Concept  B  (10) 
Launches 

0.00 

17.11 

0.00 

0.00 

8.38 

Preparation,  Assembly,  and  Fueling 

14.84 

0.00 

0.00 

0.00 

4.50 

Mobile  Sources 

11.84 

21.87 

86.96 

1.18 

73.41 

Point  Sources 

0.94 

13.00 

3.10 

1.18 

0.54 

Total 

27.62 

51.98 

90.06 

2.36 

86.83 

2014  launches.  Concept  A  (9),  Concept  B  (9) 
Launches 

0.00 

13.37 

0.00 

0.00 

12.57 

Preparation,  Assembly,  and  Fueling 

12.69 

0.00 

0.00 

0.00 

4.05 

Mobile  Sources 

11.63 

21.51 

86.33 

1.16 

69.59 

Point  Sources 

0.93 

12.58 

2.99 

1.12 

0.53 

Total 

25.25 

47.46 

89.32 

2.28 

86.74 

2015  launches.  Concept  A  (13),  Concept  B  (13) 
Launches 

0.00 

21.37 

0.00 

0.00 

16.76 

Preparation,  Assembly,  and  Fueling 

19.07 

0.00 

0.00 

0.00 

5.85 

Mobile  Sources 

11.96 

29.82 

88.25 

1.21 

78.24 

Point  Sources 

0.97 

14.28 

3.44 

1.34 

0.58 

Total 

32.00 

65.47 

91.69 

2.55 

101.43 

Note:  (a)  Number  of  launches  by  vehicle  type  is  provided  in  Table  2.1-1 1 . 
CO  =  carbon  monoxide 
NOx  =  nitrogen  oxides 

PMio  =  particulate  matter  equal  to  or  less  than  10  microns  in  diameter 

SO2  =  sulfur  dioxide 

VOC  =  volatile  organic  compound 
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Table  J-14.  Concept  A/B  Emissions,  Vandenberg  AFB  (tons) 


VOC 

NOx 

CO 

SO2 

PMio 

2001  launches.  Concept  A  (2),  Concept  B 
Launches 

(2)(a) 

0.00 

2.43 

0.00 

0.00 

0.00 

Preparation,  Assembly,  and  Fueling 

2.82 

0.00 

0.00 

0.00 

0.31 

Mobile  Sources 

12.33 

13.64 

143.16 

0.51 

68.84 

Point  Sources 

0.83 

8.69 

1.97 

0.64 

0.42 

Total 

15.98 

24.76 

145.13 

1.15 

69.56 

2002  launches.  Concept  A  (3),  Concept  B 
Launches 

(3) 

0.00 

2.77 

0.00 

0.00 

5.42 

Preparation,  Assembly,  and  Fueling 

4.23 

0.00 

0.00 

0.00 

0.46 

Mobile  Sources 

11.18 

13.13 

130.56 

0.52 

70.29 

Point  Sources 

0.83 

8.69 

1.97 

0.64 

0.42 

Total 

16.24 

24.59 

132.53 

1.16 

76.59 

2006  launches.  Concept  A  (5),  Concept  B 
Launches 

(5) 

0.00 

4.47 

0.00 

0.00 

5.42 

Preparation,  Assembly,  and  Fueling 

7.05 

0.00 

0.00 

0.00 

0.77 

Mobile  Sources 

7.35 

11.29 

91.25 

0.50 

76.27 

Point  Sources 

0.83 

8.69 

1.97 

0.64 

0.42 

Total 

15.23 

24.45 

93.22 

1.14 

82.87 

2007  launches.  Concept  A  (7),  Concept  B 
Launches 

(7) 

0.00 

7.85 

0.00 

0.00 

10.84 

Preparation,  Assembly,  and  Fueling 

9.87 

0.00 

0.00 

0.00 

1.07 

Mobile  Sources 

6.82 

11.69 

86.13 

0.58 

87.12 

Point  Sources 

0.83 

8.69 

1.97 

0.64 

0.42 

Total 

17.52 

28.23 

88.10 

1.22 

99.45 

2014  launches.  Concept  A  (6),  Concept  B 
Launches 

(6) 

0.00 

5.54 

0.00 

0.00 

10.84 

Preparation,  Assembly,  and  Fueling 

8.46 

0.00 

0.00 

0.00 

0.92 

Mobile  Sources 

3.82 

8.99 

58.73 

0.56 

79.84 

Point  Sources 

0.83 

8.69 

1.97 

0.64 

0.42 

Total 

13.11 

23.22 

60.70 

1.20 

92.01 

Note:  (a)  Number  of  launches  by  vehicle  type  is  provided  in  Table  2.1-1 1 . 
CO  =  carbon  monoxide 
NOx  =  nitrogen  oxides 

PMio  =  particulate  matter  equal  to  or  less  than  10  microns  in  diameter 

SO2  =  sulfur  dioxide 

VOC  =  volatile  organic  compound 
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Table  J-15.  Baseline  Emissions,  1995  (tons) 


voc 

NOx 

CO 

SO2 

PM10 

Cape  Canaveral  AS 

Launches 

0.00 

13.30 

0.00 

0.00 

144.10 

Preparation,  Assembly,  and  Fueling 

14.93 

0.00 

0.00 

0.00 

4.95 

Mobile  Sources 

37.62 

63.60 

311.26 

2.93 

128.58 

Point  Sources 

1.01 

22.85 

6.22 

17.70 

1.00 

Total 

53.56 

99.75 

317.48 

20.63 

278.63 

Vandenberg  AFB 

Launches 

0.00 

1.70 

0.00 

0.00 

30.80 

Preparation,  Assembly,  and  Fueling 

2.25 

0.00 

0.00 

0.00 

0.66 

Mobile  Sources 

33.79 

30.00 

354.49 

2.00 

101.50 

Point  Sources 

0.21 

8.12 

1.18 

0.57 

0.48 

Total 

36.25 

39.82 

355.67 

2.57 

133.44 

AFB 

= 

Air  Force  Base 

AS 

= 

Air  Station 

CO 

= 

carbon  monoxide 

NOx 

= 

nitrogen  oxides 

PM10 

= 

particulate  matter  equal  to  or  less  than  10  microns  in  diameter 

SO2 

= 

sulfur  dioxide 

VOC 

= 

volatile  organic  compound 

Table  J-16.  No-Action  Alternative  Emissions  (tons) 


voc 

NOx 

CO 

SO2 

PM10 

Cape  Canaveral  AS  (2015) 

Launches 

0.00 

7.50 

0.00 

0.00 

59.24 

Preparation,  Assembly,  and  Fueling 

8.86 

0.00 

0.00 

0.00 

3.63 

Mobile  Sources 

22.61 

53.87 

183.84 

2.50 

112.80 

Point  Sources 

1.01 

22.85 

6.22 

17.70 

1.00 

Total 

32.48 

84.21 

190.06 

20.20 

176.67 

Vandenberg  AFB  (2008) 

Launches 

0.00 

2.40 

0.00 

0.00 

34.90 

Preparation,  Assembly,  and  Fueling 

3.42 

0.00 

0.00 

0.00 

1.32 

Mobile  Sources 

8.70 

15.15 

117.18 

0.85 

103.83 

Point  Sources 

0.21 

8.12 

1.18 

0.57 

0.48 

Total 

12.33 

25.67 

118.36 

1.42 

140.53 

AFB 

Air  Force  Base 

AS 

= 

Air  Station 

CO 

= 

carbon  monoxide 

NOx 

= 

nitrogen  oxides 

PM10 

particulate  matter  equal  to  or  less  than  10  microns  in  diameter 

SO2 

= 

sulfur  dioxide 

VOC 

= 

volatile  organic  compound 
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_ Table  J-17.  Mobile  Source  Emissions,  No-Action  Alternative 

Emissions  Per  Mobile  Source  _  _ Total  Emissions  Per  Year 
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Table  J-18,  No-Action  Alternative  Launch  Emissions  (tons) 

Number  of 


Launches 

PM 

NOx 

Clx 

Cape  Canaveral  AS  (GTO) 

Atlas  II  Core 

7 

0.00 

0.56 

0.00 

Delta  II  7925 

3 

5.35 

0.45 

2.76 

Titan  IV  SRMU 

1 

43.18 

2.20 

21.59 

Total 

11 

59.24 

7.50 

29.86 

Vandenberg  AFB  (LEO) 

Atlas  II  Core 

1 

0.00 

0.37 

0.00 

Delta  II  7925 

2 

3.47 

0.29 

1.79 

Titan  IV  SRMU 

1 

27.99 

1.43 

14.00 

Total 

4 

34.93 

2.37 

17.57 

Note:  Launch  schedule  from  peak  emissions  year  2008  for  Vandenberg  AFB  and  201 5  for  Cape 

Canaveral  AS. 

AFB  =  Air  Force  Base 

AS  =  Air  Station 

Clx  =  chlorine  compounds 

GTO  =  Geosynchronous  Transfer  Orbit 

LEO  =  Low  Earth  orbit 

NOx  =  nitrogen  oxides 

PM  =  particulate  matter 

SRMU  =  solid  rocket  motor  upgrade 


J-20 


EELVFEfS 


</3 

< 


CJ 

0) 

Q. 

(D 

O 


o 

CM 

•D 

C 

CD 


C 

<0 

•O 

c 


CO 

o 

o 

CM 


•D 

CO 

c 

o 

o 

E 

o 


E 

(D 

(0 

0) 

a 


3 

O' 

03 


O  03 


V  CO 

XJ  o 
®  Jr 
X  O 

O  u- 

(0  k. 

€  < 

i  II 

(0 

**  m 
S  < 


II 

to  3 

<  a 

I!  II 


W  2 

<  0- 


■O 

c 

3 

o 

a 

E 

o 


u 

o 

> 


J-21 


EELVFEIS 


O) 

00 

0 

0 

00 

O) 

0 

00 

0 

CM 

0 

00 

00 

LO 

CJ) 

CJ) 

00 

CD 

0 

CD 

CM 

CL 

C3^ 

0 

0 

uo 

C7) 

cy> 

00 

CM 

CJ) 

0 

0 

LO 

LO 

10 

00 

CM 

0 

00 

LO 

0 

LO 

00 

< 

T— 

ir> 

0 

0 

0 

T— 

0 

CJ) 

0 

0 

0 

CD 

CM 

0 

00 

LO 

0 

to 

CD 

0 

CD 

00 

I 

0 

r— 

0 

0 

0 

0 

00 

CD 

0 

0 

0 

0 

0 

00 

0 

0 

0 

CJ) 

0 

0) 

00 

0 

0 

0 

d 

d 

0 

d 

CM 

0 

0 

0 

0 

0 

0 

0 

00 

0 

0 

0 

0 

0 

d 

cjj 

CM 

0 

0 

0 

00 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

CD 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

CD 

-Q 

0 

CD 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

CD 

CL 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

d 

d 

0 

0 

0 

d 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

d 

0 

0 

d 

d 

CN 

LO 

LO 

LO 

0 

00 

CM 

CJ) 

0 

CJ) 

00 

0 

CJ) 

CD 

00 

LO 

00 

CM 

CJ) 

00 

0 

0 

0 

0 

T— 

0 

CD 

00 

CD 

0 

0 

CD 

LO 

0 

00 

0 

00 

CD 

CD 

0 

CD 

T“ 

lAlc 

00 

0 

CM 

0 

a 

0 

0 

T— 

CJ) 

0 

LO 

CM 

CD 

00 

0) 

0 

CJ) 

0 

0 

LO 

0 

0 

0 

LO 

CD 

0 

0 

0 

0 

0 

CO 

0 

0 

0 

00 

r-~ 

0 

r- 

LO 

0 

LO 

LO 

c 

0 

0 

0 

d 

d 

0 

00 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

45 

(0 

LO 

t— 

CM 

LO 

00 

C7^ 

CD 

0 

CD 

0 

00 

CM 

OJ 

00 

00 

LO 

O) 

CD 

LO 

CJ) 

0 

CJ 

CM 

00 

a> 

CM 

CD 

CM 

0 

CD 

(J) 

00 

CO 

0 

00 

00 

r- 

CD 

0 

00 

c\ 

0 

00 

0 

LO 

00 

LO 

00 

0 

CM 

CM 

0 

r- 

CM 

CJ) 

CM 

0 

CM 

LO 

0 

LO 

■55 

CO 

Q) 

QC 

0 

0 

0 

CM 

00 

0 

00 

0 

00 

0 

0 

CO 

00 

0 

00 

CM 

0 

CM 

0 

CO 

(0 

> 

0 

0 

0 

d 

d 

0 

00 

0 

CJ) 

0 

00 

0 

0 

0 

0 

0 

0 

LO 

0 

0 

0 

0 

CM 

0 

0 

a 

iS 

(0 

0 

0 

C3^ 

CD 

CD 

0 

r— 

LO 

0 

CJ) 

0 

0 

0 

00 

00 

LO 

T— 

LO 

CD 

00 

LO 

CM 

c 

CM 

LO 

r~ 

0 

0 

00 

0 

LO 

CD 

LO 

0 

T— 

0 

0 

CD 

CD 

0 

00 

0 

(0 

0 

0 

o> 

0 

LO 

a> 

LO 

r~ 

00 

0 

0 

00 

CM 

CM 

0 

0 

00 

00 

LO 

CJ) 

00 

1^ 

3 

a 

0 

T- 

0 

CM 

T— 

00 

T— 

0 

0 

0 

0 

0 

0 

h- 

0 

CD 

0 

CD 

C 

CO 

6 

00 

d 

d 

d 

00 

0 

LO 

0 

0 

0 

0 

r— 

0 

0 

0 

t— 

0 

0 

0 

00 

0 

00 

LO 

"O 

c 

0 

CM 

w 

(0 

■0 

0) 

.52 

(7) 

00 

LO 

CM 

00 

T— 

0 

00 

0 

CD 

CD 

0 

CM 

CJ) 

r— 

00 

CJ) 

CM 

CM 

c 

E 

X 

0 

1^ 

0 

a> 

LO 

00 

00 

00 

0 

CM 

0 

LO 

0 

T— 

CD 

LO 

0 

CD 

(0 

LU 

0 

0 

00 

0 

LO 

LO 

CM 

0 

LO 

00 

0 

0 

0 

0 

00 

0 

0 

00 

00 

r- 

CJ) 

00 

0 

00 

C/) 

"(5 

3 

(/) 

0 

T— 

0 

0 

0 

00 

0 

CM 

0 

0 

0 

0 

0 

0 

0 

0 

0 

r- 

0 

r— 

0 

CM 

0 

0 

0 

d 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

d 

d 

CM 

0 

52  < 

0 

>- 

0 

T— 

10 

CM 

CM 

C^ 

CM 

0 

0 

LO 

00 

CM 

0 

00 

r- 

CJ) 

CJ) 

00 

CM 

00 

0 

LO 

X 

00 

00 

CD 

05 

0 

CD 

0 

0 

00 

0 

CJ) 

00 

00 

LO 

T— 

CM 

(0 

0 

0 

0 

00 

00 

CM 

00 

00 

00 

0 

00 

CM 

CJ) 

0 

0 

hs 

CM 

CD 

ir- 

r-* 

CM 

00 

E 

lU 

c 

z 

00 

0 

00 

00 

CD 

T— 

LO 

CM 

0 

0 

00 

CM 

0 

LO 

00 

CD 

CM 

(J) 

CO 

0 

00 

0 

Q> 

> 

d 

d 

d 

d 

CO 

d 

d 

d 

d 

d 

d 

CD 

d 

d 

d 

00 

d 

00 

LO 

d 

10 

CM 

T5 

C 

T— 

CM 

LO 

3 

u 

0) 

< 

0> 

> 

to 

0 

> 

w 

(0 

E 

E 

3 

(0 

"D 

0 

0 

a 

3 

0 

a 

Activity 

0 

0 

CO 

a 

C/) 

*(0 

’0 

> 

CO 

2 

> 

‘k- 

3 

0 

0 

CO 

c 

0 

‘+J 

0 

c 

0 

03 

C 

0 

OC 

03 

C 

Ic 

0 

c 

3 

0 

03 

C 

’k_ 

0 

4-» 

’c 

0 

2 

"0 

4-* 

0 

cn 

0 

0 

> 

0 

CO 

CO 

c 

0 

*4-' 

0 

4-* 

C/) 

to 

0 

0 

*> 

k_ 

CO 

k- 

0 

4“' 

c 

0 

0 

O) 

0 

0 

*> 

0 

CO 

0 

0 

X 

0 

(/3 

0 

0 

’> 

k_ 

0 

CO 

c 

0 

> 

4-* 

0 

s— 

0 

Id 

4-» 

0 

to 

0 

0 

’> 

k. 

0 

to 

0 

0 

*> 

k_ 

0 

“0 

4-' 

0 

< 

> 

‘k- 

3 

0 

0 

CO 

*0 

4-* 

0 

lo 

4-» 

0 

re 

■*-* 

re 

E 

re 

_c 

CO 

c 

0 

y 

6 

CM 

1 

“3 

k 

0 

‘S' 

s 

E 

E 

< 

CO 

< 

"co 

c 

0 

4-# 

0 

E 

lu 

4-* 

03 

c 

0 

4-» 

w 

0 

0 

.'ti 

0 

4-* 

0 

4^ 

0 

0 

h- 

a 

3 

0 

{/) 

^0 

0 

c 

“0 

(0 

0 

CO 

■0 

0 

c: 

*a 

a 

0 

03 

c 

'O) 

•D 

> 

0 

4-» 

Q 

’4-» 

0 

0 

k- 

0 

CO 

g 

X 

\- 

a 

3 

0 

CO 

X 

4-* 

0 

CO 

"0 

’0 

h- 

a 

3 

0 

16 

c 

0 

*4-* 

0 

CJ  Q 

k>  ^ 

H 

a 

3 

0 

1- 

TJ 

C 

0 

E 

0 

0 

CO 

0 

0 

0 

0 

x: 

0 

0 

3 

k. 

0 

0 

k_ 

0 

0 

u 

k. 

k. 

c 

0> 

0 

2 

2 

oc 

LL 

CO 

CD 

Z) 

CD 

LL 

CO 

— 1 

QC 

Cl 

CD 

X 

CO 

CD 

2 

a 

a 

CD 

CD 

re 

X 

CO 

h- 

0 

1^ 

CD 

CD 

LO 

00 

O) 

0) 

LO 

00 

10 

0 

LO 

CJ) 

CM 

0 

00 

CJ) 

to 

(0 

re 

c 

0 

06 

O) 

a> 

T- 

00 

00 

LO 

LO 

CD 

1^ 

CJ) 

00 

00 

CJ) 

CJ) 

re 

0 

0 

•D 

g 

4^ 

“1 

’to 

CM 

44: 

00 

4fc 

a 

3 

0 

« 

0 

g 

c 

<0 

"re 

3 

O' 

re 

0  s 
a  S 

£  ^ 

a 

3 

0 

0 

4-* 

c 

0 

4-* 

c 

■5 

4-* 

C 

C 

g 

0 

0 

C 

a 

3 

0 

k. 

CD 

k_ 

CD 

t/) 

0 

*> 

k. 

0 

CO 

> 

k. 

0 

0) 

*D 

X 

0 

D 

0 

Q.  W 

k. 

re 

re 

E 

0 

0 

c 

re 

re 

4^ 

CO 

3 

"O 

CO 

k_ 

0 

0 

0 

Lj 

’4-» 

■0 

E 

c 

<0  *5^ 

O) 

c 

re 

a 

a> 

u 

0 

T3 

C 

U 

■D 

C 

U 

T3 

C 

“O 

0 

E 

0 

4-* 

sz 

03 

0 

03 

c 

0 

'c 

0 

E 

4-* 

*a 

to 

0 

'k. 

a 

a 

0 

E 

c 

0 

CO  0 

0  F, 
■0  s, 

k-  U) 

re 

re 

3 

0 

0 

re 

> 

*0 

k. 

re 

*0 

*0 

x 

0 

D 

CD 

CO 

CO 

GC 

iL 

QC 

< 

X 

< 

ca  0 
fsi  1- 

TD 

t 

u 

c 

re 

3 

0 

(0 

■D 

C 

T3 

■D 

CM 

00 

LO 

CD 

to 

u 

re  .t; 
^  c 

re 

re 

re 

a 

£ 

5) 

*3 

CO 

CO 

CO 

44: 

4fc 

4fc 

4t 

4fe 

4fc 

c 

E 

E 

E 

a 

a 

a 

a 

a 

a 

0 

II 

II  II 

li 

II 

II 

II 

It 

E 

0 

0 

E 

0 

u 

E 

0 

u 

3 

3 

3 

3 

3 

3 

to 

0 

w 

CD 

0 

k- 

CD 

0 

k. 

0 

0 

k_ 

CD 

0 

k_ 

CD 

0  w 

6  2 

CO 

HAP 

NOx 

n 

0- 

PM10 

ROC 

SIC 

SOx 

li! 


Uj 


J-22 


Table  J-21.  Cape  Canaveral  AS  Lower  Atmosphere  Annual  Launch  Emissions  (tons  per  year) 
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Table  J-22.  Cape  Canaveral  AS  Upper  Atmosphere  Annual  Launch  Emissions  (tons  per  year) 
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SO2  =  sulfur  dioxide 

VOC  =  volatile  organic  compound 


Table  J-23.  Cape  Canaveral  AS  Stratospheric  Annual  Launch  Emissions  (tons  per  year) 
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Table  J-24.  Vandenberg  AFB  Lower  Atmosphere  Annual  Launch  Emissions  (tons  per  year) 
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Table  J-25.  Vandenberg  AFB  Upper  Atmosphere  Annual  Launch  Emissions  (tons  per  year) 
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Table  J-26.  Vandenberg  AFB  Stratospheric  Annual  Launch  Emissions  (tons  per  year) 
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164,000  feet).  Emissions  of  criteria  and  toxic  pollutants  were  estimated  in  the  lower  atmosphere, 
while  ozone-depleting  substance  emissions  were  estimated  for  the  upper  atmosphere.  The  annual 
launch  schedules  for  the  No-Action  Alternative  reflect  only  government  launches,  so  commercial 
launches  of  Atlas  IIAs  with  strap-on  solid  rocket  motors  were  not  analyzed.  The  annual  number  of 
No-Action  Alternative  launches  is  generally  half  that  of  Concept  A,  Concept  B,  and  Concept  A/B  (no 
commercial  launches  are  included  for  the  No-Action  Alternative),  so  direct  comparisons  between  the 
various  launch  schedules  should  not  be  made. 

3.1  Cape  Canaveral  AS  Annual  Emissions 

The  annual  launch  emissions  released  into  the  lower  atmosphere,  upper  atmosphere,  and 
stratosphere  for  the  No-Action  Alternative  and  the  three  EELV  concepts  are  summarized  in  Tables 
J-21,  J-22  and  J-23,  respectively.  Smaller  NOx  emissions  are  associated  with  the  No-Action 
Alternative,  due,  in  part,  to  fewer  launches  (no  commercial  launches  were  analyzed  for  the  No- 
Action  Alternative).  The  influence  of  the  Titan  IVB  emissions  of  particles  and  CU  is  evident  in  the 
table.  The  large  inter-annual  variations  in  the  No-Action  Alternative  emissions  are  present  in  all 
species  except  carbon  monoxide  (CO). 

The  advantage  of  Concept  A  over  the  other  concepts  is  clearly  noted  for  alumina  particulates  and 
Clx,  where  the  No-Action  Alternative  shows  a  peak  in  emissions  of  such  pollutants  several  times 
greater  than  in  the  EELV  vehicles,  despite  the  fewer  launches  scheduled. 

3.2  Vandenberg  AFB  Annual  Emissions 

The  annual  launch  emissions  released  into  the  lower  atmosphere  for  the  No-Action  Alternative  and 
the  three  Proposed  Action  concepts  are  summarized  in  Table  J-24.  As  mentioned  previously,  the 
NOx  emissions  of  the  EELV  concepts  are  several  times  that  of  the  No-Action  Alternative.  The  inter¬ 
year  variability  in  NOx  emissions  is  significant,  changing  by  nearly  100  percent  from  one  year  to  the 
next.  The  year  2008  seems  to  be  an  outlier  with  respect  to  the  No-Action  Alternative  emissions  of 
PM  and  chlorine  compounds  (Clx).  The  table  indicates  that  for  many  years  there  is  not  a  substantial 
difference  between  EELV  emissions  over  those  of  the  No-Action  Alternative  for  Clx  and  alumina 
particulates.  There  seems  to  be  a  surprising  lack  of  association  between  No- Action  Alternative  NOx 
emissions  and  those  produced  by  EELV  systems. 

The  annual  launch  emissions  released  into  the  stratosphere  for  the  No-Action  Alternative  and  the 
three  EELV  concepts  are  summarized  in  Table  J-26.  In  the  stratosphere,  the  largest  sources  of 
particulate  matter  (PM)  and  Clx  occur  for  the  No-Action  Alternative  during  2008.  The  peak  years  of 
the  EELV  program  include  several  heavy  vehicle  launches,  but  their  emissions  are  considerably  less 
than  those  resulting  from  a  Titan  IV  launch. 

4.0  MODELING  OF  AIR  QUALITY  IMPACTS 

The  modeling  of  launch  emissions  impacts  on  the  ambient  air  quality  concentrations  in  the  lower 
troposphere  was  conducted  using  the  Rocket  Exhaust  Effluent  Diffusion  Model  (REEDM)  air  quality 
dispersion  model,  which  predicts  short  term  (less  than  1  hour)  incremental  increases  in 
concentrations  of  criteria  and  toxic  pollutants.  The  chemicals  of  concern  include  the  criteria 
pollutants  NOx  (nitric  oxide  [NO]  and/or  nitrogen  dioxide  [NO2])  and  CO,  as  well  as  the  toxic  or 
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irritant  pollutants  ammonia  (NHs),  hydrochloric  acid  (HCI),  and  the  hydrazine  compounds 
unsymmetrical  dimethylhydrazine  (UDMH),  monomethyl  hydrazine  (MMH),  and  hydrazine  (N2H4). 
Concentrations  are  predicted  as  a  layer  average  concentration  over  the  first  3,000  meters.  The 
reported  concentration  time-averaging  is  for  30  minutes.  Since  launches  are  intermittent,  hourly 
concentrations  were  treated  as  half  of  the  30-minute  average,  the  8-hour  CO  is  1/16'*’,  and  a  peak 
daily  average  was  estimated  as  1/48"'  of  the  peak  30-minute  concentration. 

The  meteorological  inputs  for  REEDM  are  based  on  a  vertical  sampling  of  the  atmosphere  taken  by  a 
balloon  launched  at  1500  Eastern  Standard  Time  (EST)  on  November  1,  1995  (profile  184)  from 
Vandenberg  AFB.  The  winds,  which  are  relatively  light,  range  in  speed  from  1-2  miles  per  second 
over  the  lowest  3,000  meters.  Wind  direction  is  from  the  northwest;  however,  since  the  same 
profile  is  used  for  both  sites,  only  the  downwind  distance  to  the  maximum  concentration  was 
examined.  Critical  fenceline  distances  for  pads  at  both  sites  is  on  the  order  of  5  kilometers  or  less. 
The  REEDM  model  was  exercised  with  receptor  arcs  at  1 -kilometer  intervals  from  1  to  30  kilometers. 

The  REEDM  modeling  should  be  interpreted  as  a  screening  tool  since  a  systematic  search  for  the 
worst-case  meteorology  was  not  conducted  at  either  launch  site.  The  use  of  a  single  meteorological 
profile  is  a  simplification,  because  the  surface  meteorology  at  the  two  sites  is  different,  as  indicated 
in  Section  3.10  of  the  EIS. 

In  some,  but  not  all  cases,  both  a  Vandenberg  AFB  and  Cape  Canaveral  AS  simulation  were  run  for 
each  launch  vehicle.  The  differences  in  the  predictions  are  minor  owing  to  similar  meteorological 
inputs.  There  are  two  launch  modes:  a  normal  flight  which  produces  only  NOx  and  in  some  cases 
CO,  and  an  abort/deflagration  mode  in  which  the  launch  vehicle  is  destroyed.  This  latter  mode 
produces  the  greatest  emissions  of  pollutants,  particularly  in  the  case  where  upper  stages  utilizing 
solid  or  hypergolic  propellants  are  used. 

4.1  Ambient  Concentrations,  Concept  A 

For  aborted  launches,  the  total  emissions  resulting  from  the  deflagration  fireball  were  estimated  from 
the  fate  mass  fractions  and  the  total  load  of  propellants  and  oxidants  (Table  J-27). 

As  described  earlier,  REEDM  produces  peak  puff  and  30-minute  average  concentration  estimates, 
which  are  converted  to  hourly  and  daily  concentrations.  Tables  for  peak  hourly  and  daily  CO  and 
NOx  predictions  were  produced.  Rather  than  producing  tables  for  each  toxic  hydrazine  compound, 
the  concentrations  were  summed  for  ail  hydrazine  compounds.  Separate  tables  for  NHs  and  HCI 
peak  30-minute  concentrations  have  been  compiled  where  relevant. 

The  CO-predicted  incremental  concentrations  for  Concept  A  vehicles  is  presented  in  Table  J-28. 

This  table  indicates  that  since  the  launch  is  a  transient  source,  the  8-hour  average  concentration 
increment  is  a  small  fraction  of  the  National  Ambient  Air  Quality  Standards  (NAAQS)  of  9  parts  per 
million  (ppm). 
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Table  J-27.  Summary  of  Emissions  Resulting  from  Launch  Failure, 

Concept  A  (in  tons) 


MLV-A 

MLV-D 

HLV-L 

HLV-G 

CO 

16.94 

16.94 

50.82 

50.82 

NOx 

6.07 

0.0 

6.07 

0.0 

HCI 

0.0 

0.0 

0.0 

0.0 

N2O4 

0.0 

0.0 

0.0 

0.0 

Hydrazine'®’ 

0.72 

0.0 

0.72 

0.0 

VOC'“ 

12.25 

12.25 

36.75 

36.75 

Notes:  (a)  Includes  monomethy!  hydrazine  (MMH),  anhydrous  hydrazine  (N2H4),  and 


unsymmetrical  dimethylhydrazine  (UDMH). 

(b)  The  estimate  of  VOCs  is  based  on  the  residual  RP-1  that  is  vaporized. 


CO 

= 

carbon  monoxide 

HCI 

= 

hydrochloric  acid 

HLV 

= 

heavy  lift  variant 

MLV 

= 

medium  lift  variant 

N2O4 

= 

nitrogen  tetroxide 

NOx 

= 

nitrogen  oxides 

RP-1 

rocket  propellant- 1  (kerosene  fuel) 

VOC 

volatile  organic  compound 

Table  J-28.  Summary  of  REEDM-Predicted  Ambient  Air  Concentration  Increments  for  CO  During 


Aborted  Launches,  Concept  A 


Distance  to  maximum 
concentration  (km) 

30-minute  average 
concentration 
increment  (ppm) 

8-hour  average 
concentration 
increment  (ppm) 

Daily  average 
concentration 
increment  (ppm) 

MLV-D 

4 

3.61 

0.225 

0.075 

MLV-A 

4 

2.08 

0.130 

0.043 

HLV-L 

5 

6.61 

0.413 

0.137 

HLV-G 

5 

3.91 

0.244 

0.081 

CO  =  carbon  monoxide 

HLV  =  heavy  lift  variant 

km  =  kilometers 


MLV  =  medium  lift  variant 

ppm  =  parts  per  million 

REEDM  =  Rocket  Exhaust  Effluent  Diffusion  Model 


The  NAAQS  for  NOx  is  an  annual  standard  and  is  not  affected  by  the  transient  launch  releases.  The 
California  Ambient  Air  Quality  Standards  (CAAQS)  has  an  hourly  NO2  standard  of  0.25  ppm.  For 
conservative  purposes,  it  was  assumed  that  all  NO  in  NOx  is  converted  to  NO2  rapidly.  The  REEDM- 
predicted  NOx  (NO  +  NO2)  incremental  concentrations  resulting  from  the  abort  of  Concept  A 
vehicles  are  summarized  in  Table  J-29. 

For  the  MLV-A  and  HLV-G,  REEDM  did  not  predict  NO  or  NO2  incremental  concentrations  during  an 
abort.  The  results  indicate  that  the  maximum  predicted  NOx  concentration  increment  is  half  of  the 
hourly  NO2  standard. 
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Table  J-29.  Summary  of  REEDM-Predicted  Ambient  Air  Concentration  Increments  for  NOx  During 


Aborted  Launches,  Concept  A 


Distance  to  maximum 
concentration  (km) 

SO-minute  average 
concentration 
increment  (ppm) 

1-hour  average 
concentration 
increment  (ppm) 

Daily  average 
concentration 
increment  (ppm) 

MLV-D 

4 

0.227 

0.114 

0.0047 

MLV-A 

NA 

NA 

NA 

NA 

HLV-L 

6 

0.139 

0.057 

0.0029 

HLV-G 

NA 

NA 

NA 

NA 

HLV 

heavy  lift  variant 

km 

= 

kilometers 

MLV 

= 

medium  lift  variant 

NA 

not  applicable 

NOx 

= 

nitrogen  oxides 

ppm 

= 

parts  per  million 

REEDM 

Rocket  Exhaust  Effluent  Diffusion  Model 

Chlorine  in  the  form  of  HCI  would  not  be  employed  for  any  of  the  Concept  A  launch  vehicles.  NHs 
was  predicted  by  REEDM  for  the  MLV-A  and  HLV-G  abort  scenarios.  Table  J-30  provides  the 
resulting  peak  and  30-minute  average  concentrations. 


Table  J-30.  Summary  of  REEDM-Predicted  Ambient  Air  Concentration 


Increments  for  NHa  During  Aborted  Launches.  Concept  A 


Distance  to  maximum 
concentration  (km) 

30-minute  average 
concentration 
increment  (ppm) 

Peak  puff 
concentration 
increment  (ppm) 

MLV-D 

NA 

NA 

MLV-A 

4-5 

0.004 

HLV-L 

NA 

NA 

HLV-G 

5-6 

0.003 

0.006 

HLV 

heavy  lift  variant 

km 

kilometers 

MLV 

= 

medium  lift  variant 

NA 

= 

not  applicable 

NH3 

= 

ammonia 

ppm 

= 

parts  per  million 

REEDM 

= 

Rocket  Exhaust  Effluent  Diffusion  Model 

The  incremental  concentrations  are  typical  of  rural  ambient  concentrations  and  would  not  pose  any 
short-term  health  hazards. 

Hydrazine  compound  concentrations  were  estimated  by  REEDM  for  each  launch  vehicle  and  are 
summarized  in  Table  J-31. 

The  maximum  concentrations  of  hydrazine  compounds  were  predicted  for  the  smaller  launch  vehicle, 
possibly  because  of  the  increased  buoyancy  of  this  vehicle,  making  the  final  centerline  height  larger 
and  the  ground-level  concentrations  smaller. 
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Table  J-31 .  Summary  of  REEDM-Predicted  Ambient  Air  Concentration 
Increments  for  Hydrazine  Compounds  During  Aborted  Launches,  Concept  A 


Distance  to  maximum 
concentration  (km) 

30-minute  average 
concentration 
increment  (ppm) 

Peak  puff 
concentration 
increment  (ppm) 

MLV-D 

4 

0.025 

0.079 

MLV-A 

4 

0.0 

0.001 

HLV-L 

5-6 

0.015 

0.038 

HLV-G 

NA 

0.0 

0.0 

HLV  =  heavy  lift  variant 

km  =  kilometers 


MLV  =  medium  lift  variant 

NA  =  not  applicable 

ppm  =  parts  per  million 

REEDM  =  Rocket  Exhaust  Effluent  Diffusion  Model 


4.2  Ambient  Concentrations,  Concept  B 


Emissions  from  aborted  launches  were  estimated  as  described  in  Section  4.1  of  this  appendix 
(Table  J-32). 


Table  J-32.  Summary  of  Emissions  Resulting  from  Launch  Failure, 

Concept  B  (in  tons) _ 


DIV-S 

DIV-M 

DIV-M -1- 

DIV-H 

CO 

0.0 

0.0 

0.0 

0.0 

NOx 

0.23 

0.0 

0.66 

0.0 

HCI 

0.0 

0.0 

8.80 

0.0 

Hydrazine'®’ 

0.186 

0.005 

0.005 

0.01 

PM 

0.0 

0.0 

17.09 

0.0 

VOC 

0.0 

0.0 

0.0 

0.0 

Note:  (a)  Includes  monomethyl  hydrazine  (MMH)  anhydrous  hydrazine  (N2H4), 

and  unsymmetrical  dimethylhydrazine  (UDMH). 

CO  =  carbon  monoxide 

DIV'H  =  heavy  launch  vehicle 

DIV-M  =  medium  launch  vehicle 

DIV-M  +  =  medium  launch  vehicle  with  solid  rocket  motor  strap-ons 

DIV-S  =  small  launch  vehicle 

HCI  =  hydrochloric  acid 

NOx  =  nitrogen  oxides 

PM  =  particulate  matter 

VOC  =  volatile  organic  compound 


As  described  earlier,  REEDM  produces  peak  puff  and  30-minute  average  concentration  estimates, 
which  are  converted  to  hourly  and  daily  concentrations.  Tables  for  peak  hourly  and  daily  CO  and 
NOx  predictions  were  produced.  Rather  than  producing  tables  for  each  toxic  hydrazine  compound, 
the  concentrations  were  summed  for  all  hydrazine  compounds.  Separate  tables  for  NHa  and  HCI 
peak  30-minute  concentrations  have  been  compiled  where  relevant. 

The  CO-predicted  incremental  concentrations  for  Concept  B  vehicles  is  presented  in  Table  J-33. 
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Table  J-33.  Summary  of  REEDM-Predicted  Ambient  Air  Concentration 


Increments  for  CO  During  Aborted  Launches,  Concept  B 


Distance  to  maximum 
concentration  (km) 

30-minute  average 
concentration 
increment  (ppm) 

8-hour  average 
concentration 
increment  (ppm) 

DIV-S 

5 

0.011 

0.0009 

DIV-M 

NA 

NA 

NA 

DIV-M  -1- 

4 

0.011 

0.0007 

DIV-H 

NA 

NA 

NA 

CO  =  carbon  monoxide 

DIV-H  =  heavy  launch  vehicle 

DIV-M  =  medium  launch  vehicle 

DIV-M  +  =  medium  launch  vehicle  with  solid  rocket  motor  strap-ons 
DIV-S  =  small  launch  vehicle 

km  =  kilometers 


NA 

ppm 

REEDM 


not  applicable 
parts  per  million 

Rocket  Exhaust  Effluent  Diffusion  Model 


As  Table  J-33  indicates,  given  that  the  launch  is  a  transient  source,  the  8-hour  average 
concentration  increment  is  a  minuscule  fraction  of  the  NAAQS  of  9  ppm.  The  concentrations  are  so 
small  that  a  daily  average  concentration  increment  was  not  estimated. 

The  NAAQS  for  NOx  is  an  annual  standard  and  is  not  affected  by  the  transient  launch  releases.  The 
CAAQS  has  an  hourly  NO2  standard  of  0.25  ppm.  For  conservative  purposes,  it  was  assumed  that 
all  NO  in  NOx  is  converted  to  NO2  rapidly.  Table  J-34  summarizes  the  REEDM-predicted  NOx  (NO  + 
NO2)  incremental  concentrations  resulting  from  the  abort  of  Concept  B  vehicles. 


Table  J-34.  Summary  of  REEDM-Predicted  Ambient  Air  Concentration  Increments  for  NOx  During 


Aborted  Launches,  Concept  B 


Distance  to  maximum 
concentration  (km) 

30-minute  average 
concentration 
increment  (ppm) 

1-hour  average 
concentration 
increment  (ppm) 

Daily  average 
concentration 
increment  (ppm) 

DIV-S 

5 

0.143 

0.071 

0.003 

DIV-M 

NA 

NA 

NA 

NA 

DIV-M  -t- 

NA 

NA 

NA 

NA 

DIV-H 

NA 

NA 

NA 

NA 

DIV-H 

DIV-M  = 

div-m-i-  = 

DIV-S 

km  = 

NA 

NOx 

ppm 

REEDM  = 

heavy  launch  vehicle 
medium  launch  vehicle 

medium  launch  vehicle  with  solid  rocket  motor  strap-ons 

small  launch  vehicle 

kilometers 

not  applicable 

nitrogen  oxides 

parts  per  million 

Rocket  Exhaust  Effluent  Diffusion  Model 

NO  or  NO2  incremental  concentrations  during  an  abort  were  predicted  by  REEDM  only  for  the  DIV-S 
vehicle  configuration.  Results  indicate  that  the  maximum  NOx  concentration  increment  is  about 
one-fifth  of  the  hourly  NO2  standard. 
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Chlorine  in  the  form  of  HCI  was  predicted  for  the  DIV-M+  (commercial  only)  configurations. 
Table  J-35  summarizes  the  REEDM  concentration  increment  predictions. 


Table  J-35.  Summary  of  REEDM-Predicted  Ambient  Air  Concentration 
^^^lncrementsJo^HCI During^^rted Launches^ConcegtJ^^ 


30-minute  average 

Peak  puff 

Distance  to  maximum 

concentration 

concentration 

concentration  (km) 

increment  (ppm) 

increment  (ppm) 

DIV-M  +  4 

0.007 

0.023 

DIV-M  + 

HCI 

km 

ppm 

REEDM 


=  medium  launch  vehicle  with  solid  rocket  motor  strap-ons 
=  hydrochloric  acid 
=  kilometers 
=  parts  per  million 

-  Rocket  Exhaust  Effluent  Diffusion  Model 


Peak  puff  concentrations  are  a  small  fraction  of  the  Occupational  Safety  and  Health  Administration 
(OSHA)  Permissible  Exposure  Level  (PEL)  ceiling  limit  of  5  ppm. 

NHs  was  predicted  by  REEDM  for  all  Concept  B  abort  scenarios.  Table  J-36  presents  the  resulting 
peak  and  30-minute  average  concentrations. 


Table  J-36.  Summary  of  REEDM-Predicted  Ambient  Air  Concentration 


Increments  for  NHa  During  Aborted  Launches.  Concept  B 


Distance  to  maximum 
concentration  (km) 

30-minute  average 
concentration 
increment  (ppm) 

Peak  puff 
concentration 
increment  (ppm) 

DIV-S 

4-5 

0.058 

0.173 

DIV-M 

4 

0.002 

0.005 

DIV-M  + 

4 

0.002 

0.005 

DIV-H 

5 

0.002 

0.005 

DIV-H  =  heavy  launch  vehicle 

DIV-M  =  medium  launch  vehicle 

DIV-M  +  -  medium  launch  vehicle  with  solid  rocket  motor  strap-ons 
DIV-S  =  small  launch  vehicle 

HCI  =  hydrochloric  acid 

km  =  kilometers 


NH3 

ppm 

REEDM 


ammonia 
parts  per  million 

Rocket  Exhaust  Effluent  Diffusion  Model 


For  the  DIV-S  abort  scenario,  REEDM  predicted  larger  concentrations  than  for  all  other  vehicles.  The 
incremental  concentrations  for  all  other  launch  configurations  are  typical  of  rural  ambient 
concentrations  and  would  not  pose  any  short-term  health  hazards. 

Table  J-37  summarizes  hydrazine  compound  concentrations  estimated  by  REEDM  for  each  Concept 
B  launch  vehicle.  The  maximum  concentrations  of  hydrazine  compounds  resulting  from  the  use  of 
the  DIV-S  with  its  hypergolic  upper  stage  are  larger  than  for  any  other  Concept  B  vehicle. 
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Table  J-37.  Summary  of  REEDM-Predicted  Ambient  Air  Concentration 


increments  for  Hydrazine  Compounds  During  Aborted  Launches,  Concept  B 


Distance  to  maximum 
concentration  (km) 

30-minute  average 
concentration 
increment  (ppm) 

Peak  puff 
concentration 
increment  (ppm) 

DIV-S 

4-5 

0.013 

0.039 

DIV-M 

NA 

0.0 

0.0 

DIV-M  + 

NA 

0.0 

0.0 

DIV-H 

NA 

0.0 

0.0 

DIV-H  =  heavy  launch  vehicle 

DIV-M  =  medium  launch  vehicle 

DIV-M  +  =  medium  launch  vehicle  with  solid  rocket  motor  strap-ons 
DIV-S  =  small  launch  vehicle 

HCI  =  hydrochloric  acid 

km  =  kilometers 


ppm  =  parts  per  million 

REEDM  =  Rocket  Exhaust  Effluent  Diffusion  Model 


4.3  Estimation  of  Emissions  Resulting  from  Launch  Failure 


The  REEDM  model  utilizes  information  from  a  fireball  chemical  model  (Brady  et  al.,  1997)  to  estimate 
the  fate  of  the  propellants  and  oxidants  from  a  vehicle  that  is  deliberately  destroyed.  The  chemicals 
suffer  several  different  fates,  including: 


•  Accelerated  combustion  reaction 

•  Thermal  decomposition 

•  Vaporization 

•  Atmospheric  combustion 

•  Chemical  conversion. 


Each  fate  produces  a  different  mass  budget  of  pollutant  products,  many  of  which  are  chemicals  of 
concern.  By  analyzing  REEDM  input  and  output,  a  mass  budget  was  developed  to  account  for  the 
fuel  mass  that  is  converted  into  emitted  chemicals  of  concern.  The  mass  budget  provides  a  more 
efficient  method  of  analyzing  launch  failures  for  different  vehicles  and  documenting  the  results. 
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CLEAN  AIR  ACT  CONFORMITY  APPLICABILITY  ANALYSIS 
VANDENBERG  AIR  FORCE  BASE,  CALIFORNIA 


Purpose 

The  U.S.  Air  Force  is  required  to  perform  a  formal  air  conformity  applicability  analysis  to  determine 
whether  the  Evolved  Expendable  Launch  Vehicle  (EELV)  program  at  Vandenberg  Air  Force  Base 
(AFB),  California  complies  with  the  Environmental  Protection  Agency  (EPA)  Final  Conformity  Rule, 

40  Code  of  Federal  Regulations  (CFR)  93,  Subpart  B  {for  federal  agencies)  and  40  CFR  51, 

Subpart  W  (for  state  requirements)  of  the  amended  Clean  Air  Act  (CAA). 

Background 

The  U.S.  EPA  has  issued  regulations  clarifying  the  applicability  of  and  procedures  for  ensuring  that 
federal  activities  comply  with  the  amended  CAA.  The  EPA  Final  Conformity  Rule  implements 
Section  176(c)  of  the  CAA,  as  amended  in  42  U.S.  Code  (USC)  7506(c).  This  rule  was  published  in 
the  Federal  Register  on  November  30,  1993,  and  took  effect  on  January  31,  1994. 

The  EPA  Final  Conformity  Rule  requires  all  federal  agencies  to  ensure  that  any  federal  action 
resulting  in  nonattainment  criteria  pollutant  emissions  conforms  with  an  approved  or  promulgated 
state  implementation  plan  (SIP)  or  federal  implementation  plan  (FIP).  Conformity  means  compliance 
with  a  SIP/FIP's  purpose  of  attaining  or  maintaining  the  National  Ambient  Air  Quality  Standards 
(NAAQS).  Specifically,  this  means  ensuring  that  the  federal  action  will  not:  (1)  cause  a  new 
violation  of  the  NAAQS;  (2)  contribute  to  any  increase  in  the  frequency  or  severity  of  violations  of 
existing  NAAQS;  or  (3)  delay  the  timely  attainment  of  any  NAAQS  interim  milestones,  or  other 
attainment  milestones.  NAAQS  are  established  for  six  criteria  pollutants:  ozone  (Os),  carbon 
monoxide  (CO),  particulate  matter  equal  to  or  less  than  10  microns  in  diameter  (PMio),  nitrogen 
dioxide  (NO2),  sulfur  dioxide  (SO2),  and  lead  (Pb).  The  current  standards  apply  to  federal  actions  in 
NAAQS  nonattainment  or  maintenance  areas  only. 

Status 

The  proposed  EELV  program  would  be  implemented  at  Vandenberg  AFB  in  Santa  Barbara  County, 
California.  Air  quality  management  in  Santa  Barbara  County  is  under  the  jurisdiction  of  the  Santa 
Barbara  County  Air  Pollution  Control  District  (SBCAPCD),  the  California  Air  Resources  Board  (CARB), 
and  the  U.S.  EPA,  Region  9.  All  sections  of  SBCAPCD's  Rule  702  were  adopted  verbatim  from  the 
federal  General  Conformity  regulation  (58  Federal  Regulation  [FR]  63214,  November  30,  1993), 
except  for  provision  51.860,  preambled  below. 

51.860  Mitigation  of  Air  Quaiity  Impact. 

(A)  Any  measures  that  are  intended  to  mitigate  air  quality  impact  must  be  identified  (including  the 
identification  and  quantification  of  all  emission  reductions  claimed)  and  the  process  for 
implementation  (including  any  necessary  funding  of  such  measures  and  tracking  of  such  emission 
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reductions)  and  enforcement  of  such  measures  must  be  described,  including  an  implementation 
schedule  counting  explicit  timelines  for  implementation. 

(B)  Prior  to  determining  that  a  Federal  action  is  in  conformity,  the  Federal  agency  making  the 
conformity  determination  must  obtain  written  commitments  from  the  appropriate  persons  or 
agencies  to  implement  any  mitigation  measures  which  are  identified  as  conditions  for  making 
conformity  determinations.  Such  written  commitments  shall  describe  such  mitigation  measures 
and  the  nature  of  the  commitment,  in  a  manner  consistent  with  paragraph  (A). 

(C)  Persons  or  agencies  voluntarily  committing  to  mitigation  measures  to  facilitate  positive 
conformity  determinations  must  comply  with  the  obligations  of  such  commitments. 

(D)  In  instances  where  the  Federal  agency  is  licensing,  permitting  or  otherwise  approving  the  action 
of  another  governmental  or  private  entity,  approval  by  the  Federal  agency  must  be  conditioned 
on  the  other  entity  meeting  the  mitigation  measures  set  forth  in  the  conformity  determination,  as 
provided  in  paragraph  (A). 

(E)  When  necessary  because  of  changed  circumstances,  mitigation  measures  may  be  modified  so 
long  as  the  new  mitigation  measures  continue  to  support  the  conformity  determination  in 
accordance  with  51.858  and  51 .859  and  this  section.  Any  proposed  change  in  the  mitigation 
measures  is  subject  to  the  reporting  requirements  of  section  51 .856  and  the  public  participation 
requirements  of  section  51 .857. 

(F)  After  a  State  revises  its  SIP  to  adopt  its  general  conformity  rules  and  EPA  approves  that  SIP 
revision,  any  agreements,  including  mitigation  measures,  necessary  for  a  conformity 
determination  will  be  both  State  and  Federally  enforceable.  Enforceability  through  the  applicable 
SIP  will  apply  to  all  persons  who  agree  to  mitigate  direct  and  indirect  emissions  associated  with 
a  Federal  Action  for  a  conformity  determination.  Adopted  10/20/94. 

Other  than  the  above  listed,  Santa  Barbara  County  is  following  federal  implementation  guidelines. 

The  area  of  Santa  Barbara  County  containing  Vandenberg  AFB  complies  with  state  and  federal 
standards  for  SO2,  NO2,  CO,  and  lead.  The  entire  Santa  Barbara  County  is  classified  as  in  serious 
nonattainment  for  ozone.  The  classification  of  nonattainment  for  PMio  is  by  state  standards  only. 
The  SBCAPCD  did  not  meet  its  emission  goals  for  moderate  nonattainment  for  ozone.  As  a  result, 
the  district  was  reclassified  to  ozone  serious  nonattainment  in  December  1997. 

The  EPA  Final  Conformity  Rule  requires  that  total  direct  and  indirect  emissions  of  nonattainment 
criteria  pollutants,  including  ozone  precursors  (volatile  organic  compounds  [VOCs]  and  nitrogen 
oxides  [NOxi),  be  considered  in  determining  conformity.  The  rule  does  not  apply  to  actions  where 
the  total  direct  and  indirect  emission  of  nonattainment  criteria  pollutants  do  not  exceed  threshold 
levels  for  criteria  pollutants  established  in  40  CFR  93.135(b).  Ongoing  activities  are  exempt  from 
the  rule  as  long  as  there  is  no  increase  in  emissions  above  the  de  minimis  levels  specified  in  the  rule. 
Table  K-1  presents  the  de  minimis  threshold  level  of  nonattainment  areas.  This  analysis  compares 
air  emissions  totals  to  both  de  minimis  thresholds  to  take  into  consideration  the  ozone 
reclassification  status  of  Santa  Barbara  County  from  moderate  to  serious  nonattainment. 
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Table  K-l.  De  Minimis  Threshold  in  Nonattainment  Areas  (tons  per  year) 


Pollutant 

Degree  of  Nonattainment  Level 

De  Minimis'®*'^” 

Ozone  (VOCs  and  NOx) 

Moderate 

100 

Serious 

50 

Severe 

25 

Extreme 

10 

VOCs 

Marginal 

50 

NOx 

Marginal 

100 

Carbon  Monoxide 

All 

100 

Particulate  Matter 

Moderate 

100 

Serious 

70 

SO2  or  NO2 

All 

100 

Lead 

All 

25 

Notes:  (a)  The  de  minimis  threshold  level  for  ozone  in  Santa  Barbara  County  was  reclassified  to  50  tons  per  year, 
(b)  Number  in  bold  reflects  de  minimis  threshold  used  in  this  analysis. 

NO2  =  nitrogen  dioxide 

NOx  =  nitrogen  oxides 

SO2  =  sulfur  dioxide 

VOC  =  volatile  organic  compound 

Source:  Santa  Barbara  County  Air  Pollution  Control  District  -  Regulation  VII,  Rule  702 


In  addition  to  meeting  de  minimis  requirements,  a  federal  action  must  not  be  considered  a  regionally 
significant  action.  A  federal  action  is  considered  regionally  significant  when  the  total  emissions  from 
the  action  equal  or  exceed  10  percent  of  the  air  quality  control  area's  emission  inventory  for  any 
criteria  pollutant.  If  a  federal  action  meets  de  minimis  requirements  and  is  not  considered  a 
regionally  significant  action,  then  it  is  exempt  from  further  conformity  analyses  pursuant  to  40  CFR 
93.153(c). 

Summary  of  Air  Pollutant  Emissions  and  Regulatory  Standards 

This  section  provides  a  summary  of  the  Santa  Barbara  County  non-compliance  pollutant  standards  as 
defined  in  the  1994  Air  Quality  Management  Plan  for  Santa  Barbara  County. 

As  discussed  in  the  air  quality  section  of  the  environmental  impact  statement  (EIS)  for  the  EELV 
program,  Santa  Barbara  County  is  currently  in  violation  of  the  state  PM10  standard  and  the  state  and 
federal  ozone  standards.  Exceedances  of  the  annual  state  standard  for  PMio  have  occurred  only  at 
the  downtown  Santa  Maria  monitoring  station,  while  the  24-hour  PM10  state  standard 
(50  micrograms  per  cubic  meter  [pg/m^]  for  California  and  1 50  pg/m^  for  the  federal  standard) 
violations  are  dispersed  throughout  the  county.  Since  Vandenberg  AFB  is  located  in  Santa  Barbara 
County,  which  does  not  exceed  federal  PM10  standards  and  is  unclassified  by  federal  standards,  a 
PM10  analysis  is  not  included  as  part  of  this  Air  Conformity  Applicability  Analysis. 
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Both  the  federal  CAA  and  the  California  State  CAA  set  up  a  method  for  classifying  areas  according 
to  severity  of  ozone.  These  classifications  determine  regulatory  requirements  and  target  dates  for 
ozone  standard  attainment.  Five  classifications  have  been  mandated  for  ozone:  marginal,  moderate, 
serious,  severe,  and  extreme.  The  current  federal  ozone  standard  is  0.12  parts  per  million.  An  area 
is  designated  as  being  in  nonattainment  if  it  violates  the  standard  more  than  three  times  in  3  years  at 
a  single  monitoring  station.  As  mentioned  in  the  EIS,  the  ERA  has  approved  a  new  ozone  standard. 
The  new  standard  and  implementation  measures  have  not  yet  been  approved  in  the  Santa  Barbara 
County  Air  Quality  Management  Plan  or  SIP. 

For  federal  actions,  an  air  conformity  applicability  analysis  and  (if  needed)  a  conformity  determination 
are  required  when  the  total  of  direct  and  indirect  emissions  of  a  criteria  pollutant  in  a  nonattainment 
or  maintenance  area  caused  by  the  federal  action  equals  or  exceeds  the  de  minimis  thresholds.  The 
nonattainment  pollutants  included  in  this  analysis  are  the  ozone  precursors  (measured  by  VOCs  and 
NOx). 

Emission  Modeling 

A  total  of  direct  and  indirect  emissions  (increases  and  decreases)  from  the  EELV  program  concepts 
was  estimated  using  methods  similar  to  those  presented  in  the  EIS,  The  following  conformity-related 
emission  sources  were  considered  in  the  emission  estimates:  launch  emissions,  operational  direct  and 
indirect  emissions,  construction-related  emissions,  and  mobile  source  (direct  and  indirect)  emissions 
from  operations.  The  emission  estimates  for  this  project  were  calculated  for  the  following  years: 
construction  years  1998,  1999,  2000,  2001,  2002;  EELV  operation  years  2001  and  2002;  Air 
Quality  Management  Plan  Conformity  Growth  year  2006;  and  peak  launch  years  2007  and  2014. 

The  baseline  year,  consistent  with  the  EIS  for  the  air  conformity  applicability  analysis,  is  1995, 
which  is  the  most  recent  year  for  which  detailed  emissions  information  was  available  at  the  time  of 
the  analysis.  Emissions  were  totaled  for  sources  associated  with  the  EELV  program;  unrelated 
activities  that  occur  at  Vandenberg  AFB  were  not  included  in  the  comparison. 

Further  review  of  the  definition  of  "indirect  emissions"  in  the  General  Conformity  Rule  has  resulted  in 
modifications  to  the  sources  addressed  in  the  "Direct  and  Indirect  Emissions"  portion  of  the  protocol. 
Indirect  emissions  are  defined  in  40  CFR  93.1  52  as  emissions  of  a  criteria  pollutant  which:  (1)  are 
caused  by  a  federal  action,  but  may  occur  later  in  time  and/or  may  be  farther  removed  in  distance 
from  the  action  itself  but  are  still  reasonably  foreseeable,  and  (2)  the  federal  agency  can  practicably 
control  and  will  maintain  control  over  due  to  a  continuing  program  responsibility. 

The  air  quality  modeling  analysis  required  under  the  conformity  rule  must  be  based  on  the  applicable 
air  quality  model,  data  bases,  and  other  requirements  specified  in  the  "Guideline  on  Air  Quality 
Models  (Revised)"  (1986),  including  supplements  (EPA  Publication  No.  450/2-78-027R)  and  the  Air 
Force  Conformity  Guide  Handbook.  Models  used  in  this  applicability  analysis  to  determine  air 
emissions  resulting  from  the  EELV  program  at  Vandenberg  AFB  include  the  EMFAC  7(f),  the  state  of 
California-approved  model  for  motor  vehicles,  emission  factors  of  aircraft  associated  with  EELV 
component  deliveries  from  Emissions  and  Dispersion  Modeling  System  (EDMS,  Version  3.0),  and 
Calculation  Methods  for  Criteria  Air  Pollutant  Emission  Inventories  (Jagielski  and  Q'Brien,  1994). 
Emissions  of  VQCs  and  NQx  generated  by  facility  construction  activities  were  projected  based  on 
Sacramento  Metropolitan  Air  Quality  Management  District  (SMAQMD)  factors  (Sacramento 
Metropolitan  Air  Quality  Management  District,  Air  Quality  Thresholds  of  Significance,  Sacramento, 
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California,  1994).  These  emission  factors  have  been  established  for  each  of  the  following  categories 
of  construction  activity: 

•  Grading  Equipment:  Emissions  in  the  grading  phase  are  primarily  associated  with  the 
exhaust  from  large  earth-moving  equipment. 

•  Asphalt  Paving:  VOC  emissions  in  the  asphalt  paving  phase  are  released  through  the 
evaporation  of  solvents  contained  in  paving  materials. 

•  Stationary  Equipment:  Emissions  from  stationary  equipment  occur  when  machinery  such 
as  generators,  air  compressors,  welding  machines,  and  other  similar  equipment  are  used 
at  the  construction  site. 

•  Mobile  Equipment:  Mobile  equipment  includes  fork  lifts,  dump  trucks,  excavators,  etc. 

•  Architectural  Coatings:  VOCs  are  released  through  the  evaporation  of  solvents  that  are 
contained  in  paints,  varnishes,  primers,  and  other  surface  coatings. 

•  Commuter  Automobiles:  Commuter  traffic  emissions  are  generated  from  commuter  trips 
to  and  from  the  work  site  by  construction  employees.  The  average  vehicle  ridership 
number  (1 .5  persons  per  vehicle)  from  the  California  Environmental  Quality  Act  (CEQA) 
Handbook  was  applied. 

Tables  and  Emission  Data  ' 


Emission  calculations  for  VOCs  were  performed  as  consistently  as  possible.  Several  information 
sources  identify  "ROC,"  for  reactive  organic  compounds,  instead  of  "VOC,"  for  volatile  organic 
compounds.  For  all  practical  purposes,  these  two  terms  can  be  considered  equivalent.  The  federal 
government  generally  uses  the  term  VOC,  which  is  defined,  in  part,  in  40  CFR  60.2,  as  "any  organic 
compound  which  participates  in  atmospheric  photochemical  reactions."  The  term  VOC  has  been 
chosen  for  use  in  this  document.  When  using  emission  factors  that  list  emissions  as  "total 
hydrocarbons"  and  "total  non-methane  hydrocarbons,"  the  document  uses  "total  non-methane 
hydrocarbons"  as  a  VOC  equivalent:  Methane  does  not  participate  in  atmospheric  photochemical 
reactions  and  therefore  does  not  fall  under  the  definition  of  VOC.  While  there  are  other 
hydrocarbons  that  similarly  do  not  fall  under  the  definition  of  VOC,  the  use  of  "total  non-methane 
hydrocarbons"  as  a  VOC  equivalent  is  considered  conservative  and  appropriate. 

The  emissions  of  ozone  precursors  (VOCs  and  NOx)  and  other  criteria  pollutants  that  would  result 
from  construction  and  implementation  of  the  EELV  program  are  shown  in  Tables  K-2  through  K-5. 
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Table  K-2.  Comparison  of  EELV  Annual  Emission  Inventory  at  Vandenberg  AFB, 

Concept  A  (tons/year) 

Pollutants  Emission  Sources  1998  1999  2000  2001  2002  2006  2007  2014 


1.1  0.0 

0.0  0.2 

1.2  1.2  0.0 

2.4  2.9  0.1 


VOCs  Construction-Related 
Grading  Equipment 
Asphalt  Paving 
Stationary  Equipment 
Mobile  Equipment 
Architectural  Coatings 
(Non-Residential) 

Commuter  Automobiles 
Total  Construction  Emissions 
Operation-Related 
Program  Launches 
Preparation  and  Assembly 
Mobile  Sources 
Point  Sources 
Total  Project  Emissions 
Emission  Decreases  from  No- Action 
Alternative 

Total  Annual  Emissions 

NOx  Construction-Related 

Grading  Equipment 
Asphalt  Paving 
Stationary  Equipment 
Mobile  Equipment 
Architectural  Coatings 
(Non-Residential) 

Commuter  Automobiles 
Total  Construction  Emissions 
Operation-Related 
Program  Launches 
Preparation  and  Assembly 
Mobile  Sources 
Point  Sources 
Total  Project  Emissions 
Emission  Decreases  from  No-Action 
Alternative 


0.4 

2.2 

0.7 

- 

- 

- 

2.6 

2.0 

0.5 

- 

- 

- 

7.7 

8.5 

1.3 

- 

■ 

3.0 

4.5 

6.0 

7.5 

7.5 

3.3 

3.4 

2.4 

2.2 

1.3 

0.3 

0.3 

0.3 

0.3 

0.3 

- 

6.6 

8.2 

8.7 

10.0 

9.1 

- 

(2.4) 

(3.5) 

(4.7) 

(5.3) 

(5.3) 

7.7 

12.7 

6.0 

4.0 

4.7 

3.7 

9.6 

0.1 

- 

- 

- 

1.1 

- 

- 

- 

2.1 

3.0 

0.0 

- 

- 

- 

13.1 

16.9 

0.3 

- 

- 

2.6 

2.1 

0.5 

- 

27.4 

23.2 

0.8 

- 

- 

- 

1.9 

4.0 

4.5 

10.4 

(10.1) 


2.9 

4.6 

4.5 

12.0 

(11.4) 


3.8 

4.3 

4.5 

12.6 

(12.6) 


4.8 

4.4 

4.5 
13.7 

(13.7) 


4.8 

3.7 

4.5 

13.1 

(13.6) 


_ Total  Annual  Emissions _ - _  27.4  23.5  1.4  (0.0)  (0.0)  (0.6) 

NOx  =  nitrogen  oxides 

VOC  =  volatile  organic  compound 
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Table  K-3.  Comparison  of  EELV  Annual  Emission  Inventory  at  Vandenberg  AFB, 
_ Concept  B  (tons/year) _ 

Pollutants  Emission  Sources  1998  1999  2000  2001  2002  2006  2007  2014 


VOCs  Construction-Related 

Grading  Equipment 
Asphalt  Paving 

Stationary  Equipment  0.2 

Mobile  Equipment  0.2 

Architectural  Coatings 

(Non-Residential)  0.3 

Commuter  Automobiles  0.2 

Total  Construction  Emissions  0,9 


Operation-Related 
Program  Launches 
Preparation  and  Assembly 
Mobile  Sources 
Point  Sources 
Total  Project  Emissions 
Emission  Decreases  from 
No-Action  Alternative 


Total  Annual  Emissions  0.9 

NOx  Construction-Related 

Grading  Equipment 
Asphalt  Paving 

Stationary  Equipment  0.2 

Mobile  Equipment  2.1 

Architectural  Coatings 
(Non-Residential) 

Commuter  Automobiles  0.2 

To tal  Construction  Emissions  2 . 5 


Operation-Related 
Program  Launches 
Preparation  and  Assembly 
Mobile  Sources 
Point  Sources 
Total  Project  Emissions 
Emission  Decreases  from 
No-Action  Alternative 

Total  Annual  Emissions  2.5 


0.7 

0.2 

- 

- 

- 

0.0 

0.1 

- 

- 

- 

2.1 

17.2 

0.5 

- 

- 

- 

0.8 

5.0 

0.1 

- 

1.4 

8.8 

2.9 

- 

- 

- 

1.4 

3.7 

1.2 

- 

- 

- 

6.4 

35.0 

4.7 

- 

- 

- 

2.6 

4.0 

5.3 

6.6 

6,6 

10.5 

10.3 

7.4 

6.7 

3.9 

0.5 

0.5 

0.5 

0.5 

0.5 

- 

- 

13.6 

14.7 

13.1 

13.8 

11.0 

- 

(2.4) 

(3.5) 

(4.7) 

(5.3) 

(5.3) 

6.4 

35.0 

15.9 

11.2 

8.5 

8.5 

5.6 

5.9 

1.6 

_ 

_ 

_ 

_ 

1.3 

0.1 

- 

- 

- 

- 

0.1 

0.3 

0,0 

- 

- 

- 

- 

5.8 

12.4 

1.0 

- 

- 

1.2 

3.4 

0.2 

- 

- 

: 

; 

13.0 

19.0 

1.3 

- 

- 

- 

3.2 

2.2 

4.6 

5.4 

5.4 

11.8 

11.9 

11.1 

10.8 

8.7 

4.2 

4.2 

4.2 

4.2 

4.2 

- 

- 

19.2 

18.3 

19.9 

20.4 

18.3 

- 

- 

(10.1) 

(11.4) 

(12.6) 

(13.7) 

(13.6) 

13.0 

19.0 

10.4 

6.9 

7.3 

6.7 

4.7 

NOx  =  nitrogen  oxides 

VOC  =  volatile  organic  compound 
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Table  K-4.  Comparison  of  EELV  Annual  Emission  Inventory  at  Vandenberg  AFB, 

Concept  A/B  (tons/year)  


Pollutants  Emission  Sources 

1998 

1999 

2000 

2001 

2002 

2006 

2007 

2014 

VOCs  Construction-Related 

Grading  Equipment 

- 

0.7 

1.3 

0.0 

- 

- 

- 

- 

Asphalt  Paving 

- 

0.0 

0.1 

0.2 

- 

- 

- 

- 

Stationary  Equipment 

0.2 

2.1 

18.3 

1.6 

0.0 

- 

- 

- 

Mobile  Equipment 

Architectural  Coatings 

0.2 

0.8 

7.4 

3.1 

0.1 

■ 

■ 

■ 

(Non-Residential) 

0.3 

1.4 

9.2 

5.1 

0.7 

- 

- 

Commuter  Automobiles 

0.2 

1.4 

6.3 

3.2 

0.5 

- 

- 

- 

Totaf  Construction  Emissions 

0.9 

6.4 

42.6 

13.2 

1.3 

- 

- 

- 

Operation-Related 

Program  Launches 

- 

- 

- 

- 

- 

Preparation  and  Assembly 

1.3 

2.0 

3.3 

9.9 

4.6 

Mobile  Sources 

12.3 

11.2 

7.4 

6.8 

3.8 

Point  Sources 

0.8 

0.8 

0.8 

0.8 

0.8 

Total  Project  Emissions 

Emission  Decreases  from 

- 

- 

- 

14.4 

14.0 

11.5 

17.5 

9.3 

No-Action  Alternative 

- 

- 

- 

(2.4) 

(3.5) 

(4.7) 

(5.3) 

(5.3) 

Total  Annual  Emissions 

0.9 

6.4 

42.6 

25.2 

11.8 

6.8 

12.3 

4.0 

NOx  Construction-Related 

Grading  Equipment 

- 

5.9 

11.2 

0.1 

- 

- 

- 

- 

Asphalt  Paving 

- 

- 

1.3 

1.2 

- 

- 

- 

- 

Stationary  Equipment 

0.2 

0.1 

2.4 

3.0 

0.0 

- 

- 

- 

Mobile  Equipment 

Architectural  Coatings 

2.1 

5.8 

25.5 

17.8 

0.3 

■ 

* 

(Non-Residential) 

- 

- 

- 

- 

- 

- 

- 

Commuter  Automobiles 

0.2 

1.2 

6.1 

2.3 

0.5 

- 

- 

- 

Total  Construction  Emissions 

2.5 

13.0 

46.4 

24.4 

0.8 

- 

- 

- 

Operation-Related 

Program  Launches 

Preparation  and  Assembly 

2.4 

2.8 

4.5 

7.9 

5.5 

Mobile  Sources 

13.6 

13.1 

11.3 

11.7 

9.0 

Point  Sources 

8.7 

8.7 

8.7 

8.7 

8.7 

Total  Project  Emissions 

Emission  Decreases  from 

- 

- 

24.7 

24.6 

24.5 

28.2 

23.2 

No-Action  Alternative 

- 

- 

- 

(10.1) 

(11.4) 

(12.6) 

(13.7) 

(13,6) 

Total  Annual  Emissions 

2.5 

13.0 

46.4 

39.1 

14.0 

11.8 

14.5 

9.5 

NOx  =  nitrogen  oxides 

VOC  =  volatile  organic  compound 
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Analysis 


The  total  of  direct  and  indirect  emissions  resuiting  from  EELV  activities  is  illustrated  in  Table  K-6. 
The  VOC  and  NOx  emissions  were  estimated  based  on  the  information  provided  by  each  of  the  two 
contractors.  Emissions  fall  below  the  de  minimis  thresholds  for  conformity.  A  formal  air  conformity 
determination  will  not  be  required  for  the  EELV  program,  as  required  by  the  CAA,  40  CFR  Part  93. 
All  ongoing  activities  are  exempt  from  the  rule  as  long  as  there  is  no  increase  in  emissions  above  the 
de  minimis  levels  specified  in  the  rule.  Resultant  direct  and  indirect  emissions  occurring  during  EELV 
program  operations  are  illustrated  in  Tables  K-2,  K-3,  and  K-4.  A  decrease  in  emissions  is  expected 
by  full  employment  in  2007.  This  decrease  in  emissions  is  a  result  of  the  replacement  of  Atlas  II A, 
Delta  II,  and  Titan  IVB  launch  programs  with  the  EELV  program.  Normal  operations  for  the  EELV 
program  would  not  exceed  any  de  minimis  thresholds.  During  the  peak  launch  operation  years  of 
2007  and  2014,  it  is  anticipated  that  a  slight  increase  in  emissions  would  occur  due  to  temporary 
launch  technical  crews  associated  with  the  launch  activities.  These  temporary  technical  crews 
would  consist  of  14  to  18  persons  per  launch,  who  would  remain  in  the  county  for  up  to  14  days 
per  launch.  During  the  peak  launch  years,  increases  in  direct  and  indirect  emissions  from  temporary 
technical  crews  are  not  anticipated  to  cross  the  de  minimis  threshold  for  nonattainment  pollutants. 
Total  emissions  from  each  concept  of  the  EELV  program  are  less  than  10  percent  of  the  Santa 
Barbara  County  emission  inventory.  Therefore,  the  EELV  program  is  not  regionally  significant. 
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